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PREFACE 


The volume on “ Fractional Distillation ” was written in the hope 
that it would be of assistance to chemists in overcoming the difficulties 
so frequently met with in the laboratory, not only in the actual carrying 
out of the fractional distillation of u complex mixture hut also in the 
interpretation of the results obtained. 

The last copy was sold shortly after the declaration of war, and the 
question then arose whether a revised second edition of the book in 
its original form should be published. It was thought, however, by 
the Publishers that it would bo wiser to extend the scope of the w8rk 
so as to include distillation on the large scale as lurried out in the 
manufacture of important products. f 

That this change in the character of the book was really advlsatJle 
became more and more evident as the war increased, ir? intensity and 
magnitude, because of the immense, importance of such materials as 
acetone,.toluene, petrol, glycerine, and so on, the production of wlflch 
involved processes of distillation on an enormous scale, and for some 
of which new sources or methods of formation had to be sought and 
investigated. 

It wjs obvious that the larger book could only be of real value 
if the sections on* manufacturing processes were written by chemists 
thoroughly conversant with the various subjects dealt with, and it 
Va^ cventaatly decided that I should edit the book if I could secure tfye 
•(^operation of experts in the different branches of manufacture. 

-» In these preliminary negotiations I received most valuablt assist-i 
ance from my friends, Professor F. E. Francis, D.Sci, Ph.D., and 
Professor W. E. Adeney, D.Se., and, my sincere thank^ are especially 
due to Professor Francis for the great interest he has taken in the 
production of the book. * • 

Unfortunately the heavy pressure of wori» entailed on all Jhemists 
by the war caused serious delay in commencing the book, and progress 
£ps necessarily been slow. , , 

The new work consists of seven sections, the Ur«t of which is 



vi DISTILLATION PRINCIPLES AND PROCESSES 

practically a revision of “ Fractional Distillation.” In this section^ 
full reference is made to the valuatye researches of Wade, Merriman, 
and Finnemore, of Rosanoff and his’co-workers, and qf Lecat; there 
is also an additional chapter on Sublimation. 

The remaining sections, dealing wiim manufacturing processes, 
as follows: 

2. Distillation of Acetone and w-Butyl Alcohol o| the'Mamifacturing* 
Scale, by Joseph Reilly, M.A, D.Se., F.R.C.Sc.I., F.I.C., Oljpmist'in- 
charge at, the Royal Naval Factory, Holton Heath. Dorset, and the Hon, 
F. R. Henley, M.A., F.I.C. 

3. Distillation of Alcohol on the .Manufacturing Scale, by the Hon. 

F. R. Henley and Dr. Reilly. 

t. Fractional Distillation as applied in the Petroleum Industry, by 
James Kewley, M.A., F.l.t'., Member of Council of the Institution of 
Petroleum Technologists. 

5. Fractional Distillation in the Coal Tar Industry, by T. Howard 
Butler, I’ll.I)., M.Se., F.l.t'., Managing Director of William Butler & 
(J>- (Bristol), Ltd , Tar, Rosin, and Petroleum Distillers. 

,*>• The Distillation of (llycerine, by Lieut.-Col. E. Briggs, D.S.O., 
B.Se., Technical Director, Broad Plain Soap Works. Bristol 

7. Tjm Distillation of hriwntiul Oils, lay Tlios. II. Purrans, M.S<\ 
(Igpndon), BMC., of Messrs. A. Boake Roberts & Co., Ltd., London. 

Pi. Y. 

W'M.IN, AuijiihI I!>g I. 



PREFACE 

TO “FRACTIONAL DISTILLATION ” 

During tile past eighteen years 1 have been engaged in investigations 
which necessitated # the preparation of chemical materials in the purest 
possible state, ancl as the great majority of these substances were 
liquids, the process of fractional distillation had, in most cases, to be 
resorted to for their purification. 

The difficulties [ met with in some of the separations led me to make 
a careful investigation of the whole subject , and 1 was thus enabled to 
devise some new methods and forms of apparatus, which have been 
described from time to time in various scientific journals. 

It is in the hope that the solution of the difficulties which so often 
occur in carrying out a fractional distillation may be rendered easier, 
and that the value and economy of highly efficient, still-heads in labora¬ 
tory work may come to la* more widely recognised ||uui is generally 
the ease at present, that this book has been written. 

My sincere thanks are due to Professor .1. Campbell Brown foi*t.ho 
loan of valuable ancient works by Libavius and Ulstinjiiiff, from which 
Figures 2 and 34 1 have been taken ; to my colleague, Dr. F. K. Francis, 
•for reading the proofs, and for much valuable assistance ii^eompiliiTg 
the index; and to Professor R. A. Gregory and Mr. A. T. Simmons, 
for many useful suggestions regarding the arrangement of the 
MS. fcnd # for the parusal of the proofs. 

In the description and illustration of the stills employed in commerce 
I have derived nnwh assistance from articles in Thorpe’s “ Dictionary 
*>f Applied Chemistry ’’ and Pa veil's “ Precis do chimio indusf riclle.” 

•*I have #i*lc much use of tin* experimental data of Brown, Kono-j 
w»loff, Lehfeldt, Zawidski, and other observers, and have, as far as 
possible, made due acknowledgment, but in some of the tables this has 
not been practicable. 

Several fractional distillations apd numerous experiments have 
beeri carried out while th<j book Was being written and the results have 
in many cases not been published elsewhere. 

b: Y. 


Bristol, Aagunt 1003. 
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pressure on, 477 

mixtures cj constant, v. Mixtures 
•molecular composition curves, 46 
influence of form <$f, on distilla¬ 
tion, 4, 181, 204 « 

of infinitely miscible liquids, 43 
of mixed liquids, calculation of, 
from vapour pressures, 43 
determination of, by dynamical 
method, 45 

by statical method,’ 40 
of non-miscible liquids, 26, 40 (} 

of partially miscible liquids, 41 # 
of pure liquid, 20, 22 . 
reduction of, to normal pressure, 
13, 24 

Boiling points of residue and distillate 
76, 123 

bearing of, on distillation ? 124,20!r 
table of, under various pressures, 489 
Brown-Pickering topping plant for 
petroleum, 344 
Bubbles, formation of, 21 
Bubbling still-head, Barbet’s, §p3 
Brown’s, 141 
Coffey’s, 302 
Dubrunfaut’B, 106 
Egret’s, 165, 403 



SUBJECT 

still-head (eontd.)- 
Uhmifcy’i, 140, 142, 14* • • 
Heokmaqp’,, 331, 402, 403 
le B«l-H»nninger’s, 141, 142, 143 i 
linneman's, 140 ,j 

Metallworko Nehein A.-G., 403 I 

Seville's, 168, 401 1 

« Yomg ind Thomas's, 141,142,143 
Bubbling still-heads, 140, 165, 302, 331 
401, 403 _ • 

arrangement of refln* tubes in, 146 
comparison of,d42 
flow of liquid through reflux tubes 
in, 145 

influence of number of actions in, 

142, 143 

.■we of constrictions in, 144 
width of reflu* tubes and depth 
of traps in, 144 

remarks on construction of, 144 
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--rti 

return of condensed liquid from, 
to still, 145 
—■■) still-head, 133 
flumping, cattsc of, 22 
prevention of*7, 24 * 

lutter-fat, analysis of, 21? • 

influence of pressure on, 217 ! 

1 composition of, 217 
!*tyl alcohol (normal) and acetone, r. 

■ Acetone • 

and water, densities and contrac- | 
tion of mixtures oh 282 I 
properties of, 280 
uses for, 250 .* 

' water, and acetone, v. Acetono" j 
(tertiary)* benzene, and water, 101 I 
• 194 


Chomioal relationship, influsnee oi 
(eonW.)— 

on vapour pressures, 32, 34. 3K 
37, 39 

on volume changes on admixture, 
29, 33, 34, 37 

Oblorobensene and bensene, 83 
and Bromobenzeno, 31, 43, 44 
• and water, 41, 77 
Chloroform, prepared from alcohol and 
from acetone, 214 
and aoetone, 34, 87 
Coal tar, composition of, 384 

early history of distillation of, 361 
factors governing composition of, 
• 381 

industry, fractional distillation in 
the, 350 
nature of, 381 


« ,t’. Tar 

Confbation, method of, in distillation 
of essential oils, 468 
John 1 lore & (Vs plant employing, 

the Antoine Chiris plant employing, 
467, 488 * 

Coke from potmleum*327 
Column, t>. Will-head 
Columns for alcohol, distilling or wash, 
274, 301, 312, 314, 315, 
318 

full, 302, 305 
plate, 302, 303 

control of stesin supply to 
eontinuous, 310 
control of wash supply to 
continuous, 310 


Calcium acetate, distillation of, 247 I 
Carbon dioxide, volatilisation of, 224 ! 

Carbon disulphide and carbon totra- ; 
Chloride, 74 

, and methylal, v. Metbylal 
Carbon tetrachloride and benzene 31 
'■ # * 34, 47, 84, 80, 92 

and carbon disulphide, 74 
1 and toluene, 34, 83, 84, 90 
Catchall in glycerine distillation, 427, , 
• 433, 430 

Chemical relationship, influence of, on ! 
* . boilmg points, 43, 48 i 

OH composition oHiquid and vapour I 
phases, 82, 85, 95 
on formation of azeotropio mixtuna. 

46, 201 

•O teat changes on admixture, 32, 

34, 37, 38 

on miaeibiiity, 37, 38, 39 
on separation of components of 
mixture, 200 


percentage of alcohol in liquid 
and vapour on each plate 
of, 277, 279 

theoretical minimum amount 
of heat to Iso supplied to, 270 
sloping, 302, 304 
rectifying, 300 
film, 306, 307 
plate, 306 
sloping, 306, 307 
spraying, 306, 307 
for fractionation of naphtha# from 
coal tar, 399 
lucked, 399 

Goodwin’s, leasing's, etc., 400 
Raschig's, 399 

plate, cup, and seal, 403; Heck- 
mann's, 402, 403 
perforated, 401 

Comparison of still-heads, 128, 142 
148 

of improved with plain still-heads, 
148, 174 
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Compoiition and weight of distillate, 117 
determination of, by fractional dis¬ 
tillation, 170, 196, 206 
cases to which the method of, is 
* inapplicable, 181 
general conclusions regarding, 182 
in case of azeotropic mixtures, 
177; complex mixtures, 170. 
196, 205; mixtures of three 
components, 174 ; two com¬ 
ponents, 172 

of azeotropic mixtures, determination 
of, 177, 184 

by distillation method, 177, 184 
by separation of pure mixture, 

184 * 
by successive approximations, 

185 

graphically by Brown’s formula, 
188; from composition 
liquid and vapour, 987 ; 

■ from vapour pressures ot 
boiling points, 186 
of liquid and vapour phases, deter¬ 
mination of— 

by first method, Brown, 62, 63 ; 
Lehfofct, 62, 64 ; Rosanoff, 
Bacon, and 63, 07; 

Zawidski, 62, 65 
by second method, Lincbarger, 
03, 71 

by third method, Rosanoff and 
Easley, 63, 72 

by fourth method, Brown, 63, 
73; Rosanoff and Bacon, 1 
75; Rosanoff, Lamb, and J 
Breithut, 75; Rosanoff, 
Schulze, and Dunphy, 75 
by Carveth’s method, 76 
theoretical, in case of infinitely 
misciblo liquids, 79 
by formula of Brown, 80; 
Brown (modified), 84; 
Duhem and Margules, 88; 
Lehfeldt, 89 ; RoBanoff and 
oo-workers, 03; Wanklvnand 
Bertholot, 79; Zawidski, 90 
non-raiacible liquids, 77, 95, 444 
partially misciblo liquids, 78 
general conclusions regarding, 95 
Concentrator for glycerine, 432, 433 
Condensation, fractional, 109 

of petroleum, 322, 328, 339, 340 
of tar, 373 

Condenser for essential oils, 480 

minimum quantity of water re¬ 
quired for, 480 
requirements for efficient, 480 
the “ Ideal ” tubular, 482 
Liebig's, 5, 6 


Condenser (contd.)— * 

Lilbig’s, modifications of, 7 
reflux, v. Dephlegmatoj 
Condensers and receivers* arr&ngeme 
• of, in glycerine distillatac 

429, 437 

in distillation of naphthas, 406 
atmospheric, for petroleum, 329 ^ 

fractional, for petroleum, 339, 340 
for tar, £73 

Condensing point of vapour, 22 
Constant c (= di/T<ip), 13 
values of, 14 

relation of, to molecular weight 
•and constitution, 14 
Constant boiling point, mixtures of, v. 
Mixtures* 

temperature stiM-heads, 73, 75, 148 
, Continuous distillation, v. Distillation 
of acetone, 239 * 

# of alcohol, 274, 295, 30J 
of petroleum, 334, 343 
of tar, 372 

Correction for unheateef column of 
mercury in^hermometer, LI 
| of barflme/er for temperature, 229 
of boiling point for pressure, 13,24, 99 0 
of thermometer readings, 10, 99 • . 

of weight of distillate below midcMe 
c point, 171 

Cotton wool on thermometer bulb, 13,22 
Creosote «il from coal tar, 390 
Cresqjs from coal tar, 384, 387 
separation ok phenok from, 385 
Crude petroleum, types of, 322, 329 
• 

Dehydrating agents, action* of, on 
alcohols and on water, 35 
Dehydration of solids by alcohol and 
benzene, 195 
of tar, 367 o 

Dephlegmation, 309, 403 , 

Dephlegmator, 163, 272, 316, 328, 348. 
398, 403 

combined column and, 405 
horizontal and vortical, 404 
position of, 273 
use of term, 140 
Vorchow’s, 309 

Dcphlegmators for acetone distillation» 
241 

for sloohol distillation, 27 2, 299, 30$, 
316 

for petroleum distillation, 328, 848 
for distillation of naphthas from coal 
tar, 404, 406, 408,-409, 41Q> 
412 

Distillate, proofs of purity of, 197 
relation between boiling point 
residue and, 123 




Distillate {amtiky- 
"dation (theoretical) bcbroee bright 
aijd composition of, 117 
(a#d o. Formula) 

idieatere for petroleum, 340, 341 , 
team, average oil content of, from 
essential oil-bearing raw 
materials, 488 

$>ercentage weight of substance in, | % 
l 488 
Distillation— 

In Laboratory 
correction of temperature in, 90 
loss of material in, 102, JfO, 171 
object of, 3 
rate of, 100, 12* 

under constant •pressure and at 
• constant temperature, 85, 90 

. URfler reduced pressure, 10, 161 * 

Bredt's apparatus for, 17 
Bruhfs apparatus for, 17 
prevention of leakage during, 19 
Thomefe apparatus for, 10 
Wade antL Merriraan's apparatus 
for, 17 • • 

wfth improved still-haad, 101 
continuous, Carveth’s apparatus for, 

» 154 

Lord Rayleigh’s method of, 
modified for three components, 

156 , 

fractional, difficulties experienced 
in,3, 205, 2$ 

directions for carrying out, 98 
purposejgfor which required, viz.- - 
determination of quantitative 
composition, t>. Analysis 
general study of complex mix¬ 
ture, 196, 205 * 

iaolatiqp of single substance, 196 
separation ofyjomponents, 190,200 
theory of, 57, 58 
SYSTEMATIC FRACTIONAL, 100 
Alteration of temperature ranges 
in, 103 

graphical representation of results 
of, v. Graphical 

interpretation of results, of, v. 
Interpretation 

procedure in, dependent on number 
of fractions, 102 

relation between boiling points of 
residue and distillate in, 123 
relative rate of separation of com- 
• pononte in, 102, 105, 111, 

F17, 182 

separation of components of com¬ 
plex mixtures by, 112, 170, 

196, 205 
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systematic fractional 
(contd.)— 

separation of hexametbylene from 
petroleum by, 1U, 211 
of hexanes from petroleum by, 
206, 209 , 

of pentanes from petroleum by, 
113, 149, 205 

of three components by, 105, 204 
with improved still-head, 159 
of two components by, 98, 200 
with improved still-head, 158 
theoretical relation between weight 
and composition of distillate 
in, 117 

tfith steam, 42, 210, 217, 220 
On Large Scale 

of acetone, t\ Acetone and v -butyl 
alcohol and Still 
Sf alcohol, v. Alcohol and Still 
A dilute aqueous solutions of sub¬ 
stances volatile in steam, 284 
by method of Duelaux* 284 
coefficients of Duclaux, Sore), 
and Bar bet relating to, 280 
of essential oils, v.* Essential oils and 
# StiII 

of petroleum, continuous, 334 
control of, 327 
cracking, 325 
dry, 327 

Merrill process for, 356 
periodic, 324 
steam, 324 
under pressure, 354 
under reduced pressure, 325, 352 
various methods for, 350 
Wells and Wells processes for, 356, 
357 

of tar, v. Tar and Still 
steam, economy of heat and water In, 
469 

of acetone, v. Acetone 
of alcohol, v. Alcohol 
of coal tar fractions, 390 
of essential oils, 443 
amount of beat required in, 
448 

methods of, 443 
(technical), 450 
(theoretical), 443 
of glycerine, 428 
of petroleum, 324 
vacuum, of glycerine, 420 
Distillery, American, for oil of winter- 
. green, 458 

Bulgarian, for roses, 457 
French, for peppermint, 463 
itinerant, for lavender, 455 


SUBJECT INDEX 

Distillation, 
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Fractions (oontd.y— ,'t • 


Distillery (confd.}— 
permanent Spanish field, for lavender, 
etc., 456 

Ebullition, 21 
intermittent^ 22 
Electrical heating, 8, 65 
Errors of thermometers, 9 
in determining boiling point of pure!' 
substance, 1 i, 13, 22 
of mixture, 33 

composition of liquid and vapour 
phases, 69 

in interpreting results of fractional 
distillation, 215 

Essential oils, distillation of, 441 # 
under low pressure, 475, 477 
with high-pressure steam, 447 
with steam, 443, 475 
purification of, 475 # 

by distillation under low pres¬ 
sure, 475, 477 • 

by steam distillation, 475 
raw materials for, distillation of, 
455 

by boiling with water, 455 
with live^uteam, 455 
preparation of, 450 
avoidanco of loss in, 451 
yield of, from raw materials, 487 
Ethyl acetate and propionate, 31, 32 
alcohol, v. Alcohol 
benzene and toluene, 31, 32 
bromide and iodide, 30 
Ethylene dibromide and propylene 
dibromide, 30, 81 

Ethylene diohloride and benzene, 34, 
82, 91 

Evaporation in absence of air, 20, 62 
in presence of air, 21 
loss of material by, 102, 170 
estimation of, 171 
Evaporator still-heads, 134 
sweet water, in glycerine distillation, 
432, 433,'435 ; 

Flame, protection of, from draughts, 7 j 
Florentine flask for separation of j 
essential oils from water, j 
456, 483 

Foots, glyoorine, 431, 433 j 

Fractional condensation, v. Condonsa- I 
tion 

Fractional distillation, t>. Distillation j 
Fractionating columns for petroleum, • 
331 

Fractions in laboratory work, collection 
of distillate in, 98 

number of, required, 98, 102, 126, 
202 


in tarwlistillation, $81 
nature and composition of, 381 •; 
rectification of primary, giving— 
Nos. 1 and 2 fractions, naphthas 
and light oils, 384, 392 
No. 3 fraction, naphthalene, 
phenol, and cresola, 384, 88J; 
No. 4 fraction, creosote oil/390 
No. 5 fraction, for heavy yellow 
oil, 390 : 

from redistill^ion of naphthas 
and light oils, 413 
French column apparatus, 164 
Frothing ot tar, prevention of, 372 
Fusel oil, 168, 211, 220 
alcohols in, 220 • 
amyl alcohols «n, 211 
fractional distillation of, 317 

Galician petroleum, v. Petroleum 
Glycerine, distillation of, 42$ 
fuel consumption in, 434, 428 
# distillation plant, requirements for 
efficient, 42ft 
the atomiser, 439 
the Garrigue, 431, 432 
van Ruymbeke’e, 428 
with fire-heated still, 427 
^Wood’s, 434, 435, 436 
dynamite, 433 
properties of, 425 
purp, 433 

suponificatidfc, 425 . 
soap lyes crude, 425 
sources and production*^ 425 
Graphical representation of rftults of 
fractional distillation of— 
benzene and toluene, 103 
crude benzole, 416 
crude toluene, 417 
crude xylene, 417 
fusel oil, 318 

hoxanes, etc., from petroleum, 208 • 
impure liquids, 197, 198, 199, 200 • 
light toluol, 417 

methyl, ethyl, and propyl alcohols, 

no 

pentanes from petroleum, 113 
standard benzole, 416 

Heat changes on mixing alcohols and 
benzene, $4, 39 
n-hexane, 38 
water, 37 

closoly related liquids, 22 
liquids, 27, 33, 34 4 
••i not closely related, 33 
^onomisor in steam distillation of 
essential oils, 470 
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Mchingera for potrolonm, 329. 
336, 337,341 , . • 
of mxrnimi sera in Hit distillation, 
311, 374, 377, 378, 379, 
412 , 

• . v. Preheaters 

sources of, 0, 8, 9, 65, 300, 325, 331, 

* 340, 350, 357, 370, 375, 398, 
406, 408, 411 

Heating, electrical, 8, 05 
Hecttaana column, 331, ^)2, 403 
Helium from natunfrl gas, 153 
Heptane, volatile, in petroleum, 211 
Heterogeneous “ mixtures,” 217 
Hexametbylene in petroleun*l 14,115,211 
Hexane (normal) and alcohols, 38 
and benzene,* 34, 47, 51, 110, 181, 
197, 201*215 
and n-octane, 31, 32 
preparation of pure, from petro¬ 
leum, 211 

Hexanes ill petroleum, 200 
Hydraulic press for crushing almonds, 
465 

, Anglo-Amqjican, 405 * 

Hydroxyl group, influenfo of* on con- 
* stant c, 15 

• on formation of azeotropic mix- 

• tuns, 40, 201 

Impurities, influence of, on boiling 
points, 23 # 

on temperature-weight of distillate 
curve, 190, fit8 , 200 * 
Interpretation of results of fractional 
distillation, 113,190,209,215 
caches of confusion in, 3, 205, 212, 
215 

difficulties in, caused by*azeotropic 
mixtures, 205, 215 
e.g. aliphatic acids and water, 

# 210; benzene in petrolqum, 
215 


by prosonce of one component in 
small amount, 205, 212 
e.g. hoxamcthylcne in petro¬ 
leum, 114, 211; penta- 
methylene in petroleum, 212 
by presence of two substances 
of nearly the same boiling 
point, 205 

t.g. amyl alcohols in fusel oil, 
2 i l; hexametbylene and 
volatile heptane, 211; hex¬ 
anes in petroleum, 200, 209 ; 
pontamethylene and tri- 
methyl-ethyl methane, 212; 
pentanes in petroleum, 113, 
205 

«ro«in,215 


. Iodine, sublimation of, 224 
Isopropyl, v. Propyl 

Latent heat of petroleum, 329 
Lavender, steam distillation of, 455 
Leakage, prevention of, 19 
Liquid and vapour phases, v. Composi¬ 
tion 

^ yoturn of residual, to still, 128, 138, 
- ' 145 

Liquids, immiscible, v. Liquids, non- 
miscible 

infinitely misciblo, boiling points of; 
t>. Boiling points 

normal behaviour of, 28, 29, 30, 31 
vapour pressures of, i». Vapour 
• pressures 

mixed, boiling points of, r. Boiling 
points 

vapour pressures of, v. Vapour 

• • pressures 

* flbn-miscible, boiling points of, 26,40, 

41, 444 

composition of vapour from, 77, 78, 
95, 444 

influence of pressure on, 440 
distillation of, ^ji, 444 
vapouiy>reHsuro8 of, 28, 41 
partial!/ miscible, boiling points of, 
41,42 

composition of vajxmr from, 78, 79 
vapour pressures of, v. Vapour 
pressures 

Lisa of material in distillation, 102, 111, 
159, 101, 170 
estimation of, 171 
Lyno arm, 298 

Magnetic separator for removal of stray 
iron from raw materials for 
essential oils, 453 

Methyl alcohol and benzene, 34, 194 
and ethyl alcohol, 31, 32 
and water, 34 , 30, 37, 172, 194 
ethyl, and propyl alcohols, fractiona¬ 
tion of, 105, 159, 100 
Methylal and carbon disulphide, com¬ 
position of vapour from 
mixtures of, 87, 90, 92 
azeotropic mixture of, 187, 188, 
189 

vapour pressures of, 34 
Methyl pentamethylenc in petroleum, 
210 

Middle point, definition of term, 170 
weight of distillate below, 103, 170 
Miscibility, influence of molecular at- 
traction on, 27 

’ of alcohols with benzene, 39 
with »-hexane, 38 
with water, 37 
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Mixture*, azeotropic, 46,49,59,115,176, 

215 


determination of com position of, 
184 

by distillation, 176, 184 
by method of successive ap¬ 
proximations, 186 
by separation of pure mixture, 

184 . f 

graphically by Brown’s formula, 
188 

from composition of liquid 
and vapour, 187 • 
from vapour pressures or 
boiling points, 180 
indirect method of separating com¬ 
ponents of, 190, 195 ® 

influence of chemical relationship 
on formation of, 48, 201 
of pressure on composition of 
59, 201 e 

of maximum boiling point, 47 C c 
list of, 54 

>f minimum boiling point, 40, 47 
177 

list of binary, 49 
of ternary, 55 
possible quaternary,c59 
of minimum and maximum vapour 
pressure, 28, 36, 37 
boiling points of, v. Boiling points 
apparatus for determining, 45 
distillation of, 282, and v. Distilla¬ 
tion 

fractional distillation of, v. Distilla¬ 
tion 

vapour pressures of, v. Vapour pres¬ 
sures " ' 

Moisture, absorption of, from air, 70 
Molecular association, v. Association 
attractions, t\ Attractions 
composition and boiling points ol 
mixtures, v. Boiling points 
and vapour pressures of mixtures 
29 

Naphtha, heavy, specification of 
421 

solvent, specification of, 420 
Naphthalene from coal tar, 384 
crystallisation of, 388 
redistillation of, 389 
sublimation of, 389 
washing of, 388 

Naphthas and light oils from coal tar 
392 

fractional distillation of, 393 , 39 s 
413 

description of plant required lor 


Naphthas and light oils from coal tar, 

• • fractional distillation of 
(conti .)— 

modem continue^ plants for, 

I 409 

the Adam, 411 

Blair, Campbell, 8; M’Lean’s,* 
409 

Simon Carves’, 410 
modem intermittent plants for, 
406 

Blair, Campbell, & M’Lean’s, 
406 ‘ . 

Dempster’s, 407 
% Hodgson Thomas, 406 
treatment of fractions from, 413 
economy in working in, 418 
example gf actual results in, 

418 V 

general practice in, 416 , 

„ specification of finished products 
from, 419 • 

testing of finished product# from, 
421 

washing of, 393 
continuous method of, 394 
Naphthenes in petroleum, 114,1[5 210 
211, 212, 321 

Natural gas, helium from, 153 c 
Nitric acid and sulphurio acid for 
purification of petroleum, 

, 113, 206, 210 

fuming, action of, on hydrocarbons. 

; _ 211 - 

Nitrogen in thermometers, II 
and oxygen, distillation #{, 90, 152 . 
from atmospherio air, 152 • 
Non-miscible liquids, v. Liquids 
Normal pressure, reduction of boiling 
point to, 13, 24, 99 

Octane (normal) and n-bexane, 31, 32 
Oilarrcsterfor petroleum distillation, 321 
Orris root, steam distillation of, 466 
Oxygen and nitrogen, v. Nitrogen , 

! Paraffins compared with alcohols,35,283 
j in petroleum, 321 
J Partial pressures, Dalton’s law of 2L 
26,224,443 ' 

j Partially miscible liquids, v. liquids 
Pasteurisation, 294 • ' 

Pear still-head, 133 
Pent&methylene in petroleum, 212 . 
Pentane, normal and iso-, relation’ 
between boiling pqints of 
residue and diAillato from 
mixtures of, 123, 126 
, separation from petroleum, m. 
.149, 206 
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> distillation of naphthas, 406 
. 7 of petroleum, 324 . < 

* of tar, 367 

Petroleum, American, beniene in, 116, 


41U j 

comparison of, with Galician, 207 
composition of, 114 
difficulties in fractional distillation 
* of, 3, 205, 212, 2i5 
hexamethylene in, 114, 211 
hexanes in, 206 * 

methyl pentan^thylenc in, 210 
pentamethylcne in, 212 
pentaAes in, 113, 149, 205 
toluene in, 215 # 

trimethyl-ethyl-methane in, 212 
analytical distillation of, 183 
coke, 327 « 

«/ude, 321 
types of, 322, 329 
distillation of, 310 
contiiffious, 334 
cracking, 325 
dry, 321 
periodic, SijjJ 

steam, 324 • * 

un€er pressure, 354 
under reduced pressure, 325, 302 
various methods for, 356 
factional condensation of, 322, ^39, 


• Polensk6 values, influence of preasore 
on, 217 

Preheater, 168, 305, 315, 329, 336, 337, 
341, 371, 374, 377, 378, 37U, 
412, 435 

Pressure, correction of boiling point tor, 

13, 24, 99 

I critical of some liquids, 31 I 

I % measurepient of, in vacuum stills 
i for essential oils, 484 

i reduced, distillation under, 10, 325, 

, 352, 387, 420, 475, 477 

apparatus for, t\ Distillation 
prevention of bumping during, 

7, 24 

of leakage during, 19 
* with improved laboratory still* ** 
head, 161 

pressures, Dalton’s law of partial, 21, 
25, 224, 443 

* ttpour, v. Vapour pressures 
(Propyl (iso-) alcohol and water, 198 
benzene, and water, 194 
(normal) alcohol and benzene, 34,194 
and water, 34, 36, 37, 177, 194 
, benzene, and water, 194 
: Propylene dibromidevand ethylene di* 

| bromide, 30, 81 

| Protection of flame from draughts, 7 
[ Purity of liquids, proofs of, 197 


340 

fractionating columns for, J31 
Galician, hoxanes in, 206 

pentamethyjono in,Jll2 ' 
separation of hexamothylene from, 
iy, 115, 211 

heat carchangors for, 329,336,337,341 
latent heat of, 329 
naphthenes in, 321 
paraffins in, 321 % 

Russian, bepzcne in, 116 
hexamethylene in, 210 
pentamethylene in, 212 
. separators for, 345, 349 
^ specific heat of, 329 
steam stills for, 330 
stills for, 325, 330, 334, 343, 353 
toluene in, 332 
• topping plant for, 343 
phenol and cresols, Raschig's still for, 
387 

Phenol from coal tar, 384 

distillation and crystallisation of, 
, 386 

Pitch cooler in tar distillation, 371, 372, 
. 375, 378, 379 

Plates, perforated, 165, 166, 302, 313, 
401, 402 

spirit or dumb, 313 

with bells, 165, 303, 331, 402, 403 


Qualitative and quantitative study of 
complex liquids, 205 

Quantitative analysis by fractional dis¬ 
tillation, v. Analysis 

Ranges, temperature, for fractions, t’. 
Temperature 

Rato of distillation, 100, 129, 142, 143 
relative, of separation of components, 
102, 110, 182 

; Receiver for essential oils, 483 
I for laboratory distillations, 5 
j modifications of, 16 

under reduced pressure, t>. Dis¬ 
tillation (under reduced pres¬ 
sure) 

for vacuum distillation of essential 
oils, 483 

Receivers and condensers in glycerine 
distillation, v. Condensers 
and receivers 

Rectification of alcohol, 293, 306 
continuous, 294 

behaviour of impurities during, 
295 

discontinuous, 293 
behaviour of impurities during, 
293 
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ReStlSoatii^i'plwt, oontmuoa. dlitiHa- 1 .'scparatioirjeokii.)— 

tion, direct, 314 ' of* csser^ial oils from wateiV 

indirect, 315 Florentine fiafk 

Rectifier, 168, 272, 299, 306, 312, 314, Separators for distillation under reduce^. 

315 | pressure, 18 

Rectifying column for alcohol, 272 for petroleum, 345, 349 

composition and amount of dis- Sight-box in tar distillation, 371 - 
tillate returned to still from, Sloping columns, 302, 304, 306 
272 , , still-head, 131 

lagging of, 273 Sources of heat, t\ Heat, sources of 

loss of heat in, 273 Spheroidal slate, 26 

number of plates required in, £74 Spiral still-head, 1$L 

percentage of alcohol in liquid and Statical method of determining boiling 

vapour on each plate of, 275, points, 20, 40 

276 vapour pressures, 30 

regulation of rate of outflow of Steam as source of heat, 9, 331, 398, 
finished products from, 310 j 406,408,411,428 

Reflux pipes' in large bubbling still-, j distillation, v. distillation, steam 
heads, 166, 302,402 . of petroleum, 324 / 

tubes in bubbling still-heads fof * superheated, use of, in diatSjatioa 
laboratory us9, 140, of essential oils, 447 

142, 144, 145 «• in glycerine distillation, 428 

arrangement of, 145 Stearoptenes, 478 • 

flow of liquid through, 145 Still, ancient, 4, 126 • 

width and depth of traps in, 144 * for acetone distillation, Coffoy’g, 
Regulated temperature still-heads, 148, # 230 

and e.aDephlegmatora Blair, Campbell, & M‘Lean3i, 2;40 

Reiohert-Wollny-Meissl vetoes, influence control of, 241 

of pressure on, 217 method of running the acetone 

Relation between boiling point of c from, 240, 241 

residue and distillate, 76, 123 alcohol from, 239, 241 

between Brown’s and Lehfeldt’s <T. Dgro & Co.’s, 243 
formulae, 90 J, Miller & Co.’s, 24£ 

Brown’s and Rosanoff’n formulae, for*alcohol instillation, Coffey’s, 301, 
122 * 312 

Brown’s and Zawidski’s formulae, starting and contrcd of, 314 

91 . discontinuous rectifying, 999 

of constant r to molecular weight and French, 314 
constitution, 14 German, 316 

Rod and disc still-head, 131 Pistorius’, 300 

Roots, preparation of, for steam dis- the pot, 297 # 

tillation, 452 for distillation of essenti^j oils with 

Roses, otto of, 471 live steam, 461 

steam distillation of, 472 material for, 462 

Shipkoff & Co.’s plant for, 473,474 shape of, 463 

i for essential oils, Antoine Chin 
Scrubbing towers and still-heads, theory j with method of eohobatio 


of- 146 467, 468 

Seeds and berries, preparation of, for J. Doro & Co.’s, with method 
steam distillation, 451 cohobation, 469 

Separation by fractional distillation, t>. Bupport of material in, 471 

Distillation for fractionation of naphthas fro 

indirect, of benzene from alcohols, 195 coal tar, 398 

from isobutyl alcohol, 190, 195 (continuous), Adam's, 411 

of components of azeotropic mix- Blair, Campbell, & M'Lean’s, 4< 

tures, 190, 194, 195 Simon Carves’, 410 • 

of water from alcohols, 194, 195 (intermittent), Blair,* Campbe 

from tertiary butyl alcohol, 191 and M'Lean’s, 400 

of components of mixture, relative > Dempster’s, 407 

rato of, 102, 110, 182 Hodgson Thomas’s. 406 
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i'W glycerine diftillaUon, % firo*hg*t«d, 

42J» » 

Qairrlgue’i, 431, 432 
Van Ruymbeke’s, 428 . 

Wood’s, 434, 435, 436 • 

r laboratory purposes (or composi- 
ttion of liquid aijd vapour, 
Brown’s, 63, 73 
Carveth’s, 78 
Lehfeldt’s, 64 # 

Rosanoff, Ba#on, and White’s, 67 
Rosanoff and Easley’s, 72 
Roeanoff,Lamb,and Brcithut’s,75 
Zawidaki’s,85 § 

for continuous distillation, 154, 

155, 106,157 
ordinary, 5 • 

^modifications of, 15 

• asfcttro of residual liquid to, 128,* ! . 

138, 145 I 

for mamJfacturing pur poses, Couplers, j • 
• 163 

French fcolumn), 104 
Mansfield’s % l 63 # 

v. special sections • • 

for ofl of bitter almonds, 466 
for petroleum distillation, Brown- 
Pickering, 344 

modem periodic crude oil, 320* 
redistillation and fractionating, 331 
vacuum, 353 # 

Steinschneider’s, 354 . 

for phenol and crc8ol% % Raschig*^ 387 
for tar distillation, Bird’s, 377 
Kohn’s, i73 
layout of, 371 
Lennard’s, 374 
Mason’s, 372 

Pfropfe’s, 373 6 

Ray’s, 3^ 

Wilton’s, 373 
Wilton’s improved, 374 

• portable fire-heated French (Demy 

V Fils Ain6), 459, 461 

1 portable, for rosemary (Schimmol & 

Co.), 460, 462 

shallow, for steam distillation of 
*> powders (Stafford Allen & 

Sons, Ltd.), 464, 405 
({„ vacuum, for essential oils, measure¬ 
ment of pressure in, 484 
StflLheftd tor laboratory use, 5 

advantages of efficient, 159, 161, 

• V 174, 176 

. 'aamdar, 75, 148 

; bftblirfg, v. Babbling still-head 
; tolb (Wujt»), 133 
jv ebarsoteriitios of good, 128 

li* 1 *\ 409 
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Stfll-head for laboratory use (contf V“ 

. Dutton’s, 138 
evaporator, 134 
■> modified, 136 

separation of benzene and 
toluene with, 158 
separation of throe esters with, 
159 

| Foucy’s, 138, 166 
Goodwin’s, 137, 400 
Hampel’s, 137 
I Lessing’s, 137, 166, 400 
modifications of, 126, 131, 140. 148 
suitable for liquids of high 
boiling point, 134, 196 
^ suitablo for volatile liquids, 151 
other forms of, 146 
Partington and Parker’s, 137 
pear, 133 

plain, vertical, 130 
9 inefficiency of, 127 

influence of length aiid of width 
on efficiency of, 130 
separation of benzene and toluene 
with, 98 

separation of three esters with, 
105 9 

Riwchi^j, 187, imt, 399 
regulated or cohstant temperature, 
73, 148 

and bubbling still-head com¬ 
bined, 149, 150 
Brown’s, 149 
RosanofTs, 75, 148 
Warren’s, 148 
Robert’s, 139 
rod and disc, 131 
sloping, 131 
spiral, 131 

theoretically perfect, 127 
weight of liquid and vapour in, 
129 

for manufacturing purposes, 103 
bubbling, v. Bubbling still-head 
i Egrot’s, 307, 308 
Fouoar’s, 166, 405 
Guillaume’s, 166 
Ilges’, 166 

Kubienwhky’s, 137, 166. 307 
Lessing’s, 166, 307, 400 
Perrier’s, 166, 405 
Ptetorius’, 166, 300 
Raschig’s, 106, 307, 399, 400 
Still-heads, bubbling, v. Bubbling still- 
beads 

constant temperature, v. Dophleg- 
mators 

for laboratory use, comparison of, 
128, 146 

nnfiitaMf. ^AitinaMbiM ■ 73 lift 
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Still-heads for laboratory uw {<mid.)k- ' 
improved, oompared with plain, 


140, 100, 181 

fractional distillation with, 158, 
159 

UBed for reduced pressures, 
161 

Stills for alcohol distillation (continu¬ 
ous), 274 % 0 

control of, 309 
(discontinuous), 274 
theoretical amouht of heat tc$be 
abstracted from condenser 
above, 274, 276 
for orris and almonds, 405 
for petroleum distillation (continu- 
ous), 334, 343 

for reduced pressure, 362 c 

(periodic), 325, 330 
for tar distillation, corrosion of. 
381 * 

involving fractional condensation". 
373 

method of successive, 377 
ordinary, 368 

Javanese, for essential oils, 459 
steam-heated frr glycerine distilla¬ 
tion, 428 ( c 

Tunisian and Ceylonese, for steam 
distillation of herbB, 458 

Sublimation and distillation, 222 
of ammonium chloride, 227 
of anthracene, 226 
of arsenious oxide, 226 
of iodine, 224 
of naphthalene, 389 
of sulphur, 225. 

Successive approximations, method of, 
185 

Sulphur, sublimation of, 225 

Sulphuric and nitric acids for purifica¬ 
tion of petroleum, 113, 206, 
210 

Superheater in glycerine distillation, 
428, 432 

Swoet water, 426 

Tables for use in laboratory work— 

No. 1. Table of boiling points for 
thermometer corrections, 10 

2. Table of corrections for un¬ 

heated column in thermo¬ 
meter, 12 

3. Table of values of T, dp/dt, 

and c, 14 

86 and 87. Tables for correction 
of height of barometer for 
temperature, 229, 230 
12. List of mixtures of minimum 
boiling point (binary), 49 


Tables for 6se in Utywtfoiy., 

# » Lcontd.y~ v . 

14. List of mixtures of nflfljmtoi' 
boiling poioti ternary)? 5fi J 
. 13. List of mixtures of maximum 

boiling point (binary), 54' 
Tar, blast furnace, 363 
carbureted'water gas, 303 
coke oven, 362 
dehydration of, 367 
distillatiorf of, 307 
comparison lytween continuous 
and intermittent methods 
of, 380 " \ 

contirjpous, 372 
intermittent, 368 
plant required far the, 368, 
industry, 365 , ... 

oil-gas, 364 

r producer gas, 364 ' ■ ■■+ .. . 

. still, v. Still for tar distillation ‘ 
c stills, v. Stills for tar distillation 
Tars, wood, 364 t 

Temperature, correction of height of 
* barometer for, 229 * , ' m 

correction fff, in distillation, 99 * 

middle, weight, of distillate & below, 
103, 170 ' * % tf 

range, ratio of weight of fraotibn t&, 
c 103,114,196,205,206,207, 

208, 212 

ranges $f fractions, 98,124, 125 
alteration of, 103 

Terpmes and ^squiterpenes, separation 
c of, from essential oils, 478 

still for, 478, 479 , 

Test glass, 311 43 

Thermometer, 5, 9 
calibration of, 9 * 

correction of unheated column in, 11 
determination of fixed points on, 9, 
10 

filled with nitrogen, 11 ^ 

normal, 10 „ 

redetermination of zero point o5> 
10 £ 
volatilisation of mercury in stem of, 
11 

Toluene and benzene, t>. Benzene ^ 
and carbon tetraohloride, 34, 83f 84, 

00 ' ' 

in petroleum, 215, 332 * 

Topping plants for petroleum, 343 
Traps, oil, on petroleum stills, 328 
Trimethyl-ethyl-methane in petroleum. 
212 

Triple point, 222 

pressure, 223 r . 

pressures, table of; 223 . 

Trumble plant for petroleum, 340 



V*mott dWUfckso (wential ofla, 
'-v . *78.*77' .•■■ • 

’ of gfycetine, 4$«r * 

of aaphtlju, 4H 
; Of petroleum, 326, 362 
. of phenol and oresols, 387 # 

v»poar and liquid phases, v. Composi- 
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tion 

. pressure, mixtures of maximum and 
' minimum, 28, 36, 37- 
pressures, curve of, 20 • 
of infinitely migoiMe liquids, 28 
Of mixed liquids, 27 
closely related, 29, 31, 32, 34 
chlorobenzene and bromo- 
benzene, 44 ** 

comparison, of beat and volume 
changes jrith, 33 

^determination of, by dynamical 
* method, 30 ,, 

by statioal method, 30 
*ot*blosely related, 33, 34 > - 

• alcohols and benzene, 34 , 

'alcohols and water, 34 , 37 i 
of non-miscible liquids, 2 |, 41 

chlorobenzene and water, 

of partially misoible liquids, 28 
e-p. aniline and water, 42 
of pure liquids, 20 ° ' 

Volatile liquids, stiU-'heads suitable for 
161 * 

Volatilisation qf merely in s^m of 
■■ thermometer, 10 • 

Volatilising ^oint, 224 
Volumachanges on mixing alcohols and 
benzene, 34, 39 


I, Volume ohanges on mixing alcohols and 
1 water, 34,37 

closely related liquids, 29, 31, 32 
34 

liquids not olosely related, 33 , 34 

• Wash oolumns, v. Columns for aloohol 
control of supply of, to still, 310 
% use of, as cooling liquid in condenser, 
273 

Washers or mixers for naphthas, 393 
Wjter, alcohols, and benzene, 193 
and paraffins, chemioal relationship 
of, 38, 283 F 

alcohols oompared with, 35 
and alcohols, v. Aloohols 
2 nd aliphatio acids, 218 
and aniline, 41, 78 
and benzene, 179 
and ohlorobenzene, 41, 77 
rad ethyl alcohol, v. Alcohol 
, and hydrogen ohlorido, 187 
# and isobutyl alcohol, 34 , 37 , 79 
and isopropyl alcohol, 194, 198 
and methyl alcohol, 34 , 37, 172 194 
and n-propyl aloohol, 34 , 37 , 177 * 194 
8 " d tertiary butyl aloohol, 177, 194 

ethyl alcohol, and benzene, 179, 215 
tertiary*butyl aloohol, and benzene, 
191, 194 

Weight and composition of distillate, 117 
of distUktebolow middle point, 103, 

of fraction, ratio of, to temperature 
range, 103, 114, 196, 206 
206, 207, 208, 212 

Wood, preparation of, for steam dis- 
filiation, ”461 
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CHAPTER XXXIX 


THE 1HST4LLAT10N OF GLYCERINE 

The chemical substance glycerol, (TI 2 OII, CHOIf, CIROll or glycerine 
as it is commonly known in commerce, is a colourless, odourless, viscid 
liquid having a sweet taste and a neutral njpetion. 

It is soluble in water in all proportions with evolution of heat, it is 
strongly hygroscopic and on exposure to the air as much as 50 per cent 
of its own weight of water is absorbed. It has powerful solvent pro¬ 
perties, combining in this respect, those of water and alcohol. 

_ • 15 ° 

Its sp. gr. at 0 C. = 1 -26108. 

ID 

It boils under 760 mm. pressure at 290° C. with slight decomposition, 
but under reduced pressure it pistils unchanged, its b.p. at 00 nun. 
pressure being 210° (A and at 12-5 nun. 179-5° (A It is not volatile at 
ordinary temperatures, but on concentration of a solution of it in water 
at ordinary pressures glycerol volatilises with the water vapours at a 
temperature of about 160° (A, corresponding to a concentration of about 
70 per cent. * 

When strongly heated it rapidly loses water with the formation of 
acrolein, leaving a residue of polyglyeerols, chiefly diglycerol (' 8 1I I4 0 5 . 

Commercially pure glycerine has a sp. gr. of 1-260 and, apart from 
about 2 per cent of witter, it contains only the minutest traces of 
impurities. 

This practically pure substance is produced by the distillation of 
crude glycerine, a by-product of the soapmaking and candlemaking 
industries. 

Fats and oils, on saponification with caustic soda, yield a dilute 
impure solution containing about, 5 per cent of glycerine, and this, on 
treatment and purification, yields a product containing 80 per cent of 
glycerine and 10 per cent of salts, known as soap lyes crude glycerine. 

In the candle industry fats are hydrolysed by the autoclave, 
Twitched, or similar process, yielding fatty acids and a solution of 
glycerine, and this solution on treatment and concentration yields 
saponification glycerine containing about 90 per cent of glycerine and 
a small percentage of salts and other impurities. 

Approximate analyses of these two crude products arc given below, 
so that the problem of distilling them for the production of glycerine in 
its purer forms may be understood. 

425 
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Crude 

glycerine. 

Saponification 

glycerine. 

Glycerine T.A.V. ...... 

81-28 

86-47 

Specific gravity at 20°/20° C. 

1-3010 

1-2393 

Total residue at 160° C. 

12-45 

0-80 

Ash.. . 

9-73 

0-42 

Organic residue by difference .... 

2-72 

0-38 

Arsenic parts per million .... 

2 t 

1 


The organic residue consists of polyglycerols, fatty acids, resinous 
and colouring matters not removed in the treatment of the lyes. 

The ash in crude glycerine consists mainly of sodium chloride with 
traces of sodium carbonate and oxides of iron, aluminium, and silicon 
derived from the material^ used in the preliminary treatment of the 

tyos- .... 

The ash in saponification glycerine is usually calcium or barium 
sulphate, also derived from the treatment of the “ sweet water,” as the 
solution of glycerine obtained on splitting fats is usually termed. 

Crude glycerine is a clear, bright, rather viscous liquid, with a colour 
varying from orangf. red to dark brown, while saponification glycerin# 
is less viscous and lighter in colour. 

The apparatus used for distilling .each of these two products is 
identical, but owing to the larger amount of solids in crude glycerine 
greater precautions have to be taken to prevent overheating and the 
distillation is somewhat slower. 

As by far the greatest bulk of glycerine produced comes from the 
soap lyes crude glycerine, the plant described will be that particularly 
applicable to the distillation of crude glycerine, though it is equally 
suitable for saponification glycerine. 

Glycerine can only be distilled without loss under reduced pressure, 
and all the plants here described are worked under vacuum and free 
steam is invariably used to assist the distillation. 

The earliest, patents taken out for the distillation of crude glycerine 
in this country date from about 1881, as it was not until 1879 that, the 
successful production of crude glycerine from soap lyes was effected on 
the manufacturing scale, and from this date onwards the efforts of the 
designers of glycerine distilling plants have been directed to the three 
points— 

(1) Prevention of overheating the substance, and consequent loss of 
glycerine; 

(2) Condensation of the greatest amount of strong glycerine; 

(3) Economy in the use of fuel; 

and the various plants described below indicate the successive improve¬ 
ments that have been made in these directions, and latterly chiefly in 
the economy of fuel. The prevention of overheating and consequent 
loss due to the formation of polyglyccrols and other products of the 
destructive distillation of crude glycerine were at once overcome when 
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stills heated by means of steam at a definite and constant temperature 
tdbk the place of fire-heated stills. 

Fire-heated stills are now quite obsolete, but it may be of interest to 
describe one example bo that the progress that has been made in 
glycerine distillation plant may be emphasised subsequently, 

The illustration below (Fig. 181) shows the general arrangement of 
the plant. A is a cylindrical still with a fiat bottom mounted on the brick¬ 
work setting B, which is fitted with a grate for the coal fire, the fiames 
from which play onto the bottom of the still and around the sides below 
the level of the glycerine in the still, a current of free steam superheated 
in the same fire and controlled by the valve c bubbles through the 
liquid in the still in the fornfof fine jets. 

The glycerine and water vapours pass through the still-head n and 
any entrainment is caught in the catchall k, and returns to the still by 



means of the pipe k, the vapours passing on to the series of air-cooled 
condensers c t , o 2 to o 8 ; the vapours enter each condenser at the bottom 
and, emerging from the top, are carried to the bottom of the next 
condenser by meaijs of the pipes n,, h 2 to h 5 . 

Under each condenser is a receiver J 2 to J 6 , and in these the con¬ 
densed glycerine is collected; from the first two the best quality is 
obtained, the quality gradually deteriorating and the glycerine becoming 
weaker towards the end condenser where the last of the glycerine should 
be condensed with much of the volatile impurities. 

A water condenser and vacuum pump is connected to the top of the 
last condenser. 

The loss of glycerine in such a plant is very heavy when crude 
glycerine is distilled; the salt soon separating out and. settling on the 
bottom of the still causes local overheating and decomposition of the 
glycerine with the formation of acrolein and other products 
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With saponification glycerine a fairly good yield can be obtained and 
the distilled glycerine is of good quality, though very great care Is 
necessary in controlling the fire and the free steam, any excess of the 
latter causing the glycerine to froth over the still-head and contaminate 
the distillate already collected. 

A much more efficient type of distillation plant that is largely used 
in this country is that of Van Ruymbeke, the distinctive characteristic 
of which is the heating of the glycerine in the still by means of high 
pressure steam circulating through a coil and the cuperheating of the 
expanded free steam by means of the steam from the close coil after it 
has passed through the still. 



The plant (Fig. 182) consists of a steam superheater A, a still b, a 
set of condensers c, with suitable receiving vessels for collecting the 
condensed strong glycerine, a water-cooled surface condenser D con¬ 
nected to a large receiving vessel E in which the weak glycerine or 
“ sweet water ” collects, and which in turn is connected with a condenser 
and vacuum pump capable of maintaining a high vacuum. 

The still B is heated by means of steam passing through a spiral coil 
of many turns which extends from the inlet B t to the outlet B 2 , and 
then through a well insulated pipe to the superheater a, and the current 
of steam is so regulated that the pressure of the steam, and therefore 
also the temperature, is kept the same in the superheater as that of the 
steam entering the close coil; this pressure varies between 140and 2001b. 
per square inch, and the condensing surface of the plant is designed 
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for a particular pressure of steam which should not be varied greatly. 
Under vacuum glycerine is not decomposed at a temperature of 200° C., 
and the greatest economy in working is obtained by distilling at the 
highest possible temperature. In practice, steam of 180 lb. pressure is 
found very suitable as it will give a still temperature of 195° C., ami 
references in the description of this particular type of glycerine distilling 
plant will be made to one designed for use with steam of a pressure of 
180 lb. per square inch. The free steam superheater is fitted with a 
coil spirally wound jnsidc the vessel, and steam from the same main as 
that providing the close steam is admitted into this coil through a valve 
A t . Half a turn of a J in. valve is sufficient to admit the requisite 
quantity of steam into the 2 in. coil in the superheater. The loss of heat 
on expansion is made up by the high pressure steam in the superheater 
surrounding the coil, And, finally, when the steam reaches the end of 
the coil at the top of the vessel, although it is at a low pressure, it has 
the same temperature as the high pressure jteam heating the contents 
of the still. 

The function of the close coil in the still is to heat the contents of the 
still to the distilling temperature, amj to maintain it at this temperature 
when distillation starts by supplying the heat required to make up for 
radiation losses from the still and that absorbed in vaporising the 
glycerine, and the function of the open steam is to kewp the mass agitated, 
to supply the difference in pressure between the pressure at which the 
still is working and the vapour pressure of the glycerine at the tempera¬ 
ture of the still, and to increase the velocity of the vapours so that, they 
will be carried through the .still-head and into the condensers before 
they can condense and drop back into the still. 

In all eases of distillation carried out with the aid of currents of 
steam it is advisable that the temperature of the steam should not be 
less than that of the liquid undergoing distillation, otherwise priming 
occurs due to the rapid expansion of the lower temperature steam 
entering the hot liquid in the still; and on the other hand, if the steam 
is hotter than the liquid there is a loss of efficiency and also danger of 
decomposing the liquid. In the ingenious manner just described both 
these dangers are overcome, and the, distillation is controlled by the 
extremely simple method of noting that the steam pressure in the 
superheater is the same as that of the steam entering the close coil. 

The condensers c which are connected to the still by the pipe n 3 
are cylindrical drums connected to one another by the vapour pipes c, 
and by the smaller diameter pipes c 2 , through which the condensed 
glycerine flows downwards, collecting in the receiving vessels c 3 and c 4 . 

These condensing drums can be arranged, as shown in the section of 
the plant illustrated, in two tiers, or they can be arranged in a horizontal 
row, in which case it is necessary either to have a receiving vessel 
connected beneath each drum, or, as is more common, to have no 
receiving vessels at all, but to allow the condensed glycerine to collect 
in the condensing drums until the distillation is complete, when all 
the drums can be emptied into tanks placed on the ground beneath 
them. 
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There arc advantages in both methods, and it is largely a question 
of available space as to which arrangement is adopted. The vertioal 
arranffcment has the advantage of utilising the full condensing surface 
of the drums for the whole peri8d of the distillation ; it is the most 
compact, and is to be recommended where floor space is limited and 
head room is available. 

The horizontal arrangement has the disadvantage of a gradually 
reduced condensing surface due t,o the drums partially becoming filled 
with condensed glycerine, but there is the advantage of fractionating 
the glycerine into six or more fractions, depending on the number of 
condensing drums employed, instead of obtaining two fractions only in 
the ease of the vertical arrangement. • 

On the whole where tlwe head room is available the advantage lies 
with the vertical arrangement, as it is seldom necessary to fractionate 
the strong glycerine; in pi notice all the fractions are mixed together 
for concentration to prodyce dynamite glycerine, or for a second dis¬ 
tillation to produce chemically pure glycerine. After passing through 
the series of air-cooled condensers where 85 per cent to 90 per cent of the 
distillate should be condensed, tly; vapours pass through the tubular 
condenser d, which is cooled by a stream of water passing through it on 
the outside of the tubes, the glycerine vapours passing through hire tubes 
where they condemn, together with most of the steam employed ill 
assisting the distillation, and collect in the sweet water receiver E. 
These sweet waters are therefore ,u weak solution of glycerine 
containing all the volatile condensable impurities of the crude 
glycerine. > 

The uncondensed vapours then pass to a barometrical condenser 
where the last traces of water vapour are condensed and the incon¬ 
densable vapours, uir, etc., are removed by means of a«vacuum pump. 
Other types of condensers and vacuum pumps may, of course, be 
employed. 

Having described the plant, we can now pass to an account of the 
operation of distillation. The first operation is to get the whole plant 
under vacuum, and the pump is started and the air evacuated. A 
good dry air pump will maintain an absolute pressure, while the still is 
working, of one and a half inches to two inches of mercury, and for 
efficient work it is necessary to have this vacuum. 

Crude glycerine is then drawn into the still by means of a pipe 
connected to the valve u 4 , and steam let into the close coil by 
opening the valve B ( . When the glycerine has attained the tempera¬ 
ture of the steam, free steam is admitted by opening the valve Aj. 

The amount of crude glycerine fed into the still is sufficient to 
cover the perforated pipe from which the free steam issues, and as the 
distillation proceeds glycerine is fed in more or less continuously at a 
rate equal to the rate of distillation until the solids and non-volatile 
constituents of the crude glycerine have accumulated to a volume 
approximately equal to the original charge fed into the still. In 
.practice it amounts to the total charge being about seven times the 
weight of the original amount fed into the still. 
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On admitting the free steam, distillation starts at once and proceeds 
rapidly and uniformly ; the amount of free steam used varies con¬ 
siderably, but in an efficient plant it should be about equal to the weight 
of crude glycerine in the charge. a 

The distilled glycerine collects in the receivers c 3 and c„ about 
twice as much in the former as in the latter, and as they become full 
they are emptied by closing the valves c 5 and c 6 , which connect them 
to the condensers, admitting air to the receivers through a small cock, 
and opening the valves at the bottom. When emptied, the valves at 
the bottom and the small air cocks are closed, and the valves e 6 and 
C 9 are carefully and very gradually opened until the pressure in the 
receivers and the rest of the<plant is equalised. 

The specific gravity of the glycerine collected in the first receiver 
c 3 is 1 -260 or higher, and that in the second receiver c 4 about 1 -210, 
giving an average specific gravity for the whole distillate of about 
1-253 = 95 per cent glycerol. This is afterwards concentrated in a 
vacuum pan to 1 -260 specific gravity or 98 per cent glycerol, which is 
the standard concentration of commercial glycerine. 

The sweet water collected in jthe receiver n is about equal in 
weight to the jvcight of the whole charge of crude glycerine, and 
contain* approximately 10 per cent of glycerine and most of the volatile 
itnpuritios in the crude. This is concentrated in»a separate vacuum 
pan, and then undergoes further distillation and fractionation. 

When no more glycerine wil^come over the distillation is stopjicd, 
all steam turned off, .the pump stopped and air is slowly admitted to the 
plant until it is under atmospheric pressure, The residue in the still, 
or “ glycerine foots," is run out as a viscous tarry mass; the still is 
washed out with boiling water, and this water is added to the foots, 
which undergo, subsequent treatment, concentration, and further dis¬ 
tillation for the recovery of the glycerine they contain. 

Table 118 gives the results of an actual distillation. 

, Table H8 

Weight of crude glycerine charged to still, 149-20 cwt. at 82-8 jor cent glycerol 
-123-5 cwt. glycerol. 


Yield. 

Cwt. 

(Jlycerinc 

content. 

Yield. 



Per cent. 

Per cent. 

Strongs 

108-5 

97-5 

85-7 

Weaks 

138 

9-2 

10-3 

Foots 

23 

14-2 

2-fl 



Total yield 

98 0 



Loss . 

1-4 


Duration of test 42 hours. 

Vacuum . . 1-ti in. abs. pressure. 

Steam pressure 180 lb. per square inch. 


Another type of glycerine distillation plant is the “ Garrigue.” 

This plant aims at the production of the maximum amount of strong 
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glycerine, and effects economy in the use of steam by employing the 
vapour from the evaporation of the sweet water as the free steam fer 
the distillation; the still, condensers, strong glycerine concentrator, and 
sweet-water evaporator being on/'self-contained unit. 

The following illustration (Fig. 183) shows the general arrangement 
of the plant, and it is operated as now described. 




Crude glycerine is fed into the still A continuously, keeping the level 
a little above the free steam jets, a close coil supplying heat to the 
glycerine undergoing distillation. 

The evaporator G contains sweet water from a previous distillation, 
or water in the case of starting the plant for the first time, and this is 
heated by the steam exhausting from the close coil in the still. When 
the sweet water boils its vapours pass through the tubes in the super- 
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heater c, and issue from the jets below the surface of the glycerine in 
th* still. 

The glycerine and water vapours issuing from the still pass along 
the pipe Aj and through the catchall is •where any entrainment from the 
still is deposited and returned to the still through the pipe Bj, then 
along the pipe b 2 through the superheater c on the outside of the tubes. 
The glycerine condensing on these tubes superheats the steam in the 
tubes from the evaporator, and the condensed glycerine passes down the 
pipe cq to the receiver c 2 and thence to the concentrator y. 

The vapours uncondensed in the superheater pass along the pipe 
c 3 to the cooler I), through the tubes of which a very little water is 
flowing so as to maintain a temperature at which most of the glycerine 
and very little of the water vapour will condense, this condensate flows 
down the pipe d 3 and collects in the receiver i> 2 and also flows to the 
concentrator f. 

Steam is admitted to the close coil in the concentrator at such a rate 
as to produce dynamite glycerine of specific gravity 1 -202 at the end of 
the distillation, the control being by means of a thermometer with its 
bulb immersed in the liquid, the watej vapour passing along the pipe fq 
to the condenser t E. 

The -^apour passing through the cooler travels along thepipc » 3 to 
the condenser E, through the tubes of which cold ivater is mowing in 
sufficient volume to condense all the vapour. The condensed sweet 
water runs down the pipe Ej and collects in the sweet-water receiver E a , 
and runs from there to the sweet-water evaporator o, in which it is being 
continuously concentrated asgilread v described. 

The vacuum pump draws from the top of the sweet-water receiver 
through the pipe e 3 . 

It is advisaltfe to regulate the water in the cooler d so that some 
glycerine passes on to the condenser, and so to the evaporator. This 
glycerine will contain volatile impurities from the crude glycerine, such as 
the lower fatty acids, caproic and caprylic, and it is to keep these out of 
the strong glycerine that seme glycerine is allowed to pass to the cooler. 

Usually at the end of a week’s run the sweet water from the evapor¬ 
ator is concentrated to about 80 per cent glycerine. The drain pipe 
from the sweet-water receiver e 2 is closed, and the water collected in the 
receiver is run to waste, as it should contain no glycerine but is highly 
contaminated with volatile impurities. The concentrated sweet water 
is fed to the still at the beginning of the next charge. 

The residue or “ foots ” from the still is run out periodically, dis¬ 
solved in water, or in partly concentrated sweet water from the 
evaporator, treated to remove impurities, concentrated, and redistilled. 

With crude glycerine of ordinary good quality 90 per cent of the 
glycerine contained in the crude should be recovered as dynamite 
glycerine, specific gravity 1 -260 to 1 -262, while approximately 3 per 
cent of the glycerine will be contained in the sweet water, and 7 per 
cent in the foots. 

The dynamite glycerine is subjected to a further distillation in an , 
exactly similar plant to produce chemically pure glycerine. The 

2 r 
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Garrigue plant gives good results with crude glycerine of good quality, 
but with poor crudes with a high residue at 160° C. the results obtained 
are undoubtedly poorer as regards the amount of glycerine left in the 
foots than those obtained with the Van Ruymbeke plant. 

This result might be expected from a consideration of the working 
of the plant, as the free steam supply obviously tends to become less 
and to be at a lower temperature towards the end of the distillation, 
with the effect that the distillation slackens just at the point when a 
large volume of free steam at a high temperature is required to drive • 
off the last traces of glycerine from the viscous residue in the still. 

This, however, is not a source of loss of glycerine, as the foots 
can be treated and the glycerine subsequently recovered, but it means a 
lower yield of strong glycerine on the first distillation, and the subsequent > 
treatment and redistillation involves expenditure t>n chemicals, labour, 
and steam. 

Great care has to be taken in regulating the condensation of the 
weaks atid strong glyceride, and careful control of the temperature of 
the cooler and of the cold witter supply to the condenser is necessary. 
Good results are usually obtained when the specific gravity of the sweet 
water in the sweet-water receiver'is between I -002 and 1 -003. 

The fuel consumption of the Garrigue plant is estimated by com¬ 
petent observers to^bo about 0-5 lb. of coal per 1 lb. of crude glycerine 
distilled, and this includes the concentration of the weaks, while that 
of the Van Ruymbeke plant-- not including the concentration of the 
weeks—is also about 0-5 lb. of coal pet 1 lb. of crude, and if it is assumed 
that tiie weight of the weaks is equal to the weight of glycerine fed to 
the still, and that (M lb. of steam, equal to 0-05 lb. of coal, is required 
in a double effect evaporator to concentrate 1 lb. of this sweet water to 
80 per cent glycerine, the total fuel consumption of the Van Ruymbeke 
plant is 0-55 lb. of coal per 1 ib. of crude glycerine distilled. 

The above quoted figures include the whole of the steam required 
for the distillation, including the steam for the vacuum pumps and the 
free and close steam for the still and dynamite glycerine concentrator, 
and are based on long periods of working and not on short test runs. 

Another type of glycerine distilling apparatus is that of Frank J. 
Wood, U.S. l’at. 1098543, June 2, 1914, Eng. Pat. 24920, 1913, in 
which a novel method of bringing the free steam into intimate contact 
with the crude glycerine is employed, and it is claimed that economy in 
the use of steam is effected by using a single current of steam to distil 
the glycerine in a number of stills arranged in series. Each unit of the 
whole plant consists of a tubular feed heater for the crude glycerine, 
from which it is pumped into the upper portion of the still, where it 
meets a current of superheated steam, the vapours passing to a con¬ 
denser designed in such a way that the glycerine is condensed hut the 
water vapour passes on and supplies the free steam for the next stall. 

A double effect evaporator for concentrating the sweet water eondensed 
in the last still of the series forms an integral part of the whole plant, 
and supplies the free steam for the distillation of the glyeerine in the 
first still. 



XIXIX THE DISTILLATION OF GLYCERINE 485 

If an objection is raised to the use of steam from the sweet water on 
thf grounds that it is contaminated with volatile impurities from the 
glycerine, an additional evaporator fed with pure water may be provided. 
Fig. 184 shows a still in perspective with the upper part broken 



away; Fig. 185 is a sectional elevation of one unit; Fig. 18b represents 
a complete plant of three stills in series. 

The boiler “ A ” supplies high pressure steam to the preheaters f,, 
f 8 , f 3 . Crude glycerine is fed to the still l)j at 1, and the, centrifugal 
pump Kj connected to the outlet pipe 2 forces the glycerine through the 
preheater v 1 and into the upper portion of the still d,, through the curved 
pipe 3, so that the glycerine is directed tangentially against the cylin¬ 
drical wall of the still and thus caused to circulate within the still 
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above the fiat ring 4, the inner edge of which is serrated. Steam from 
the evaporator 1 % passes into the still at 5 below this ring and .is 
caused to circulate round the still by means of the deflector plate 6. 
The glycerine falling over the ed|e of the ring forms a curtain through 
which the steam has to pass, and mingling with it carries away with it 
glycerine vapour, the combined vapours passing on to the condenser 



Fra. 180.—Glycerine distillation plant. Wood system. 


Qj, which consists of two portions, the upper being a tubular hot water 
system 7 and the lower a non-condensing separator or catchall 8, 
arranged within an air-cooled condenser 9. 

The arrows show the direction of the vapours through the condenser, 
and the direction of the condensed glycerine to the receivers J, and 

The catchall 8, being surrounded by glycerine vapours, is kept hot, 
so that very little if any glycerine condenses therein, but it separates 
any entrained glycerine which collects in the receiver h, and is returned 
to the still. 
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Strong glycerine of first quality is condensed in the air-cooled con¬ 
denser 9, and collects in the receiver J ( . 

The water in the tubular condenser is kept at such a temperature 
that most of the glycerine in the vapours is condensed and collected in 
the receiver Kj. This glycerine is not of such good quality as that 
collected in the receiver j„ being contaminated with volatile impurities— 
mostly fatty acids of low molecular weight. Very little water vapour 
is condensed, the greater part passing on and supplying the free steam 
to the next still D 2 »which operates in exactly the same manner as the 
first. The vapours from the last condenser o 3 pass to a cold-water 
tubular condenser t from which the condensed sweet water flows to 
the evaporator iq, the uneonflensed vapour being carried away through 
the pipe 10 connected with a vacuum pum]f M. 

From points above the water level in the condensers o 2 , and o 3 
pipes 1 la, 11 b. and 1 lc lead to the pipe 12, connected through a pressure 
regulator N with the pipe 13 leading to bath evaporators, is 2 and iq. 
with valves at the junction of the pipe with the evaporators to control 
the admission of steam to their heating systems. 

The vacuum pump M is operated to maintain a pressure of about 
2 in. of mercury in the evaporator % the stills j>„ r> 2 , and i> 3 , the 
condensers a,, o 2 , and a 3 , and the cold-water condenser l. 'jibe pressure 
rfgulator n is adjusted so that the pressure in tlie*water spaces of the, 
condensers is kept at 14 in. of mercury absolute, at which pressure the 
water will boil at about 80° C.; this temperature is sufficient to condense 
the glycerine while maintaining the water in a state of vapour. 

The method of mixing tin! steam and glycerine in the stills by spray¬ 
ing is very effective, and overcomes the difficulty often experienced with 
certain crude glycerines of foaming and priming when steam is used in 
the form of jet*below the surface of the glycerine. 

The usual method of feeding the stills is to supply the first still with 
fresh crude glycerine, the second still is fed from the residue, from the first, 
and so on until the last still of the series is reached where the foots are 
accumulated and pumpM away for treatment periodically. The 
illustration (Fig. 180) shows three stills in series, but as many as six 
have been operated successfully. 

Table 119 gives the result of the distillation of 100 tons of crude 
glycerine. 


Tabi.k 110 

100 tons of crude glycerine at. 80 per cent glycerol = 80 tons glycerol 
yield on one d inti Nation. 



Tons. 

Glycerine. 

content. 

Yield. 



Per cent. 

Per cent. 

Strongs . 

«9*5 

im 

80 

Weakfj . 

70-0 

5-71 

r» 

Foots 

180 

40 

9 


The foots on treatment and subsequent distillation will yield two-thirds 
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of their content of glycerine, giving a final yield of strongs 92 per cent, 
wcaks 5 per cent, and a loss of 3 per cent. 

In considering the heat efficiency of the various types of glycerine 
stills it is not sufficient to take into account only the heat in the steam 
used for heating the glycerine up to distilling temperature and the heat 
in the free steam used in the distillation, but also account must be 
taken of the heat required to drive the various pumps and engines 
included in the plant. The yield of strong glycerine, steam required for 
concentrating the weaks, for the treatment and recovery of glycerine 
from the foots also must be considered. 

There is an obvious saving of heat in the Garrigue and Wood pro¬ 
cesses over the Van Ruynibeke, as the two former utilise a portion of 
the latent heat of the glj^erine vapour in condensing for subsequent 
operations and they do not condense the whole of the steam arising from 
the stills. The saving is approximately equal to the heat required for 
the evaporation of the wefcks or, in other words, to the heat in the free 
steam required for the distinction. The claims for economy of heat in 
the Wood system as compared with the Garrigue, by reason of the 
utilisation of the same flow of attain in a series of stills, must be dis¬ 
counted by tin; fact that there must be a loss of hfcat after passing 
through etch condenser, as the temperature of the steam efinnot be 
higher than the temperature of the boiling water in the condenser, 
and therefore it must absorb heat from the crude glycerine pumped into 
the next still, which is fresh heat taken up in the glycerine heaters 
from the steam supplied direct from the boiler. There is also an 
additional consumption of heat by the pihnps required to circulate the 
crude glycerine through the heaters and stills. The yield of strong 
glycerine on the first distillation is higher in the Garrigue and Wood 
systems than in the Van Ruynibeke by reason of tlfo more efficient 
condensers, but the Van Ruynibeke system has the advantage of leaving 
at the end of the distillation considerably less glycerine as foots than 
either of the other two. 

Comparisons of fuel consumption must be taken over long periods 
of working, where all factors are taken into account, and not on short 
tost runs, and should be based on the amount of fuel required to produce 
a given weight of the final product and not on the amount required to 
distil a given weight of the crude material. 

As all the above systems cannot be found working together under the 
same conditions in any one factory, comparisons are very difficult to 
make, but from figures supplied from different sources, and after making 
due allowances for the varying conditions, a careful computation gives 
the following result. 

With steam of 180 lb. per sq. inch pressure at the plant, and 
assuming an evaporation of 1 to 8, for the production of 1 ton of once 
distilled glycerine, the Van Ruynibeke system requires 16 cwt. of coal, 
the Garrigue 14 cwt., and the Wood 13 cwt. These figures are capable 
of considerable reduction, and it ought to be possible to produce one ton 
of once distilled glycerine with 10 cwt, of.coal. 

A patent has recently been taken out by the Societe Franjaise dea 
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Glycerines (English Patent Specification 125574, June 10, 1919) for 
a System of distilling glycerine without the use of free steam. 

The process consists in atomising glycerine, previously heated to 
about 180° C., by passing it through suitable jets from one vessel to 
another at a lower pressure, the difference in pressure between the two 
vessels being relied upon to effect the atomisation. The atomised 
glycerine is vaporised at the reduced pressure of the second vessel and 
is collected in condensers, the non-volatile residue being drawn out 
through a cock at tfce bottom of the vessel. 

The apparatus (Figs. 187 and 188) consists of a cylindrical vessel A 



FlO. 187. Fig. 188. 

, Glycerine dintilliition plant. Society FrancaIne den Glyeorincu. 

containing the glycerine, in the interior of which is mounted a second 
concentric cylinder B, in which the atomising takes place. 

Steam coils c provide sufficient heat to the vessels a and n to main¬ 
tain a temperature of 180° C. 

The glycerine is kept at a constant level in vessel A by means of a 
float valve I). The pressure in the vessel is reduced to 26 cm. of 
mercury, and any impurities in the glycerine volatile below 180° C. 
escape through the vapour pipe k, which is connected to a wuter con¬ 
denser, and this in turn to the vacuum pump. 

A drain cock F and a pressure gauge r, are fitted, and a pipe c. ter¬ 
minating in a rose supplies the jets or atomisers it with glycerine. 

The cylinder b or atomising vessel has a drain cock j connected to 
a drum for collecting the residue, which is produced as the distillation 







440 DISTILLATION PRINCIPLES AND PROCESSES oh. xxxix 

proceeds and which must be discharged without haying to' stop the 
plant. 

A vapour pipe s leads to a series of condensers where the glycerine 
vapours condense, and finally t0*the vacuum pump. The pressure in 
this second vessel b is indicated by the gauge k and is kept at about 4 
cm. of mercury, so that there is a pressure difference of 22 cm. between 
the two vessels, which is said to be adequate to effect the atomisation. 
The atomisers u, three in number, are arranged symmetrically around' 
the top of the vessel b with their jets directed downwards. The vessels 
A and n may be independent of each other instead of one being con¬ 
tained in the other. 

It is claimed that the process is applicable to glycerine of all kinds, 
but no information is available concerning its application on a com¬ 
mercial scale, and it can be imagined that difficulties might arise due 
to the choking of the jets when crude glycerine is the product under¬ 
going distillation ; it would also be a difficult matter to remove the 
practically solid residue from the second vessel B during the course of 
the distillation. c 

The method, however, is most ingenious, and provided that a 
sufficiently high vacuum and temperature can be .maintained the 
principle of distilling without the aid of free steam and thus getting 
very little sU'ect watpr, and the economy effected in the use of steam and 
power by utilising the difference in pressure between the two vessels, 
is one that must commend itself to every one. 
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CHAPTER XL 


THEORETICAL, STEAM DISTILLATION 

. • 

The practice of steam distillation for the isolation and the purification of 
essential oils is world-wide and dates from the remotest antiquity. 
There is no fundamental difference be^weeji the distillation of essential 
oils and that of other liquids, hut the nature of their origin and their 
somewhat delicate character render it necessary to employ special 
methods. t 

In general^lie scientific principles underlying these methods do not 
appeal to be understood, and it will be well therefore briefly to state the 
•more important, theoretical considerations before dealing with the 
technical aspect. A few notes of a technical character have been 
introduced in the theoretical portion at suitable places in order better 
to bring out certain points. 

Little, or no reference i« made to the theoretical side of ordinary or 
“ dry ” distillation, since this has been fully treated in another section 
of this book. 

The mutual solubility of essential oils and water in one another is, 
in general, so slight that it can be neglected without serious error. 
The “ steam distillation ” of essential oils may in consequence be, treated 
merely as an example of the distillation of completely immiscible 
liquids. • 

Dalton's Law.—The saturated vapours of such completely immis¬ 
cible liquids follow Dalton's Jaw, which states that when two or more 
gases or vapours which do not react chemically with one another are 
mixed, each gas exerts the same pressure as if it alone were present and 
that the sum of these partial pressures is equal to the total pressure 
'exerted by the system. The law may be symbolised thus :— 

P=p l + p i + p 3 + - ■ ■ +V„, 

P being the, total pressure of the system, and p„ p 2 , etc., the partial 
pressures of the components. 

An important point to he noticed, is that the total pressure, is not 
influenced by the relate or the absolute amounts of the constituents. 

Methods of Steam Distillation.—Steam distillation may be divided 
into two classes, the first comprising distillation at atmospheric pressure 
—as, for instance, when a mixture of an essential oil and water is boiled ; 
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the second, distillation with steam generated in a separate vessel. In 
this latter case the pressure of the steam has to be taken into account. 
These two classes are virtually one and the same when the steam 
employed in the second case is oily under a low pressure (e.g. one or 
two pounds per square inch), the still is worked at atmospheric pressure 
and free water is also present. 

Distillation ol Immiscible Liquids.- In the first case, if a mixture of 
immiscible liquids be distilled, the boiling point is that temperature 
at which the sum of the vapour pressures is equal th that of the atmo¬ 
sphere ; this temperature is consequently lower than the boiling 
point of the most volatile constituent considered separately. When 
a mixture of immiscible liquids is distilled, the boiling point of the 
mixture remains constant until one of the constituents has been 
almost completely removed ; the boiling point then rises to that of the 
liquid remaining in the still. The vapour coming from such a mixture 
contains all the constituents in •proportion (by volume) to the relative 
vapour pressure of each, and #he distillate contains all the ingredients 
of the original mixture. It is impossible, therefore, by means of steam 
distillation completely to separate \he constituents of an essential oil 
one from another, although a fair degree of separation may be attained 
in some instances. . 

If P i and P u are !he vapour pressures of two completely immiscible 
liquids A and u at f°, the two substances will distil over in the proportion 
P A : by volume of vapour ; if I) A add D v arc the respective vapour 
densities of the two vapours at the boiling point of the mixture, the 
relative quantities by weight, m' A ami will be 

™'a ^ 

m „ l\D u 

Inasmuch as the vapour density of a substance is a function of its 
molecular weight, viz. 


we can calculate the weights of the two components that will distil over 
from a knowledge of their molecular weights and vapour pressures at 
the boiling point of the mixture. From the above it follows that • 

= P * M \ 

B P B^Jt 


and that the mixed vapour will consist of 


i\+i\ 


of A and 


m b p s 

l\+p, 


of B. 


Or if we. consider 1 litre of the mixed vapours, this will contain, according 
to Dalton’s law, 1 litre of each component, and the weights of these will 
be respectively 


0-089(1 x M x 273 y.P ' 
2x760(273 + 0 


Given, then, the molecular weight of a substance and its vapour 
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pressure at 100° C., we can calculate, approximately, the ratio of the 
amount of substance that will distil over with steam to the quantity of 
water required, and from this, as will be shown later, the amount of heat 
necessary. Consider, for example, Ifcnzaldehyde, the chief constituent 
of oil of bitter almonds. Its molecular weight is 106 and its vapour 
pressure P B at 100° C, is 61 mm. The partial pressures of water and 
benzaldehvde at 760 mm. and 100° C. 1 are respectively given by 


and 


, P\ x 760 760 x 760 

A *P' a T/'' b ' 760 + 61 

P' B x 760 61 x760 


= 703-5 for water 


11 p\+p\ feo+oi 

(Note P K + P B = 70.T-5 + 56 -5 = 760.) 
Substituting in the equation, we get 


56-5 for benzaldchyde 


m\ _ M k P k _ 12670 • 68 
m' B ~M B P,~ 5988 “32' 

that is, the distillate contains 68 p%r cent of water and 32 per cent of 
benzaldehyde. • 

If an organic substance be not affected by water and hgve a vapour 
pressure of even so little as 1 mm. at 100° steam distillation is a 
feasible technical operation, especially so if the molecular weight of the 
substance be high. It is thij latter property that permits many 
essential oil ingredients of very low vapour pressure to he steam- 
distilled economically. The following table is instructive 


Table 120 


Substance. 

Moiling point. 

P at LOU ' O. 

M. 

Per cent in 
distillate. 

Carvonc . 

£30° V. 

i) mm. 

150 

0-7 

Geraniol . 

■ 2:10 

5 

154 

5'(J 

Anethole . 

235 

8 

148 

71 

Eygenol . 

250 

2 

104 

1-7 

a Santalol 

301 

<1 

220 

0*5 


The relation m\ : m' B = MJ\ : M B P B indicates the great value of 
steam distillation, since the smaller the product of M J\ the larger the 
value of m' B . Water has an exceptionally low molecular weight and 
has only a relatively moderate vapour pressure, so that its value for MP 
is low; all other substances have either a high molecular weight or a 
high vapour pressure and arc generally miscible with essential oils. 
One great advantage of steam distillation is that it allows the sub¬ 
stance of <high boiling point to be distilled at a temperature not exceed¬ 
ing 100° C.; this is of considerable importance when dealing with essential 

1 The mixture actually boils at a slightly lower temperature, since the boiling point of such 
A mixture is lower than that of the component of lower boiling point. 
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oils and other delicate or unstable substances. The boiling point of a 
system of immiscible liquids is lower than that of its most volatile 
component and it may be very much lower than that of its least volatile. 
Benzaldehyde under 760 mm. pressure boils at 178-3° C., but a mixture 
of water and benzaldehyde has a boiling point of 97 -9° C. 


Influence of Pressure on Composition of Distillate. —In a technical 
steam distillation it is generally desired that the amount of the sub¬ 
stance of higher boiling point than water should be a maximum, or in 
other words, the conditions should be so chosen that fhe vapour pressure 
of the substance of high boiling point should be a maximum relatively 
to that of water. 

The change of the vapour pressure of‘a substance with change of 
temperature is of a logarithmic nature and is expressed by the equation 


log - log 1\ 


ML 


- 1 



• 4 

where L is the latent heat, /J the gas constant in calories, and T the 
absolute temperature. This equation may be rewritten 


, p (ML 
ogPl \RT, 


ML 
' It 



and has beeR simplified by Sidgwiek 1 to 


log I‘ = A 


B 


A and B being constants determined empirically for each substance. 
Sidgwiek shows that if log P be plotted against ^ for any number of 
substances, a series of nearly straight lines is obtained fadiating from 
points on the log P axis (where J, = Oand lienee log P=A ); that is to 


say, the lines approach one another as the temperature rises. The 
distance between two lines is the logarithm of the ratio of their vapour 

p 

pressures. Hence as the temperature rises the value of log . ' approaches 

zero and the ratio P 1 : P 2 approaches unity. In other words, by 
increasing the temperature at which the distillation is carried out a 
larger proportion of the substance of high boiling point is obtained. 
The temperature of distillation can be increased by increasing the 
total pressure of the system. This is effected technically by working 
the still under pressure, a pressure valve being interposed between 
tho vapour outlet of the still and the condenser. 

A mixture of benzaldehyde and water at normal pressure boils at 
97-9° C. and the distillate contains 31-4 per cent of benzaldehyde, but 
if the pressure be increased to four atmospheres the temperature rises 
to 140-7° C. and the percentage of benzaldehyde to 38-2. Conversely, 
by reducing the pressure the temperature and the relative amount of 

1 Tram. Chem. Soc., 1820 , 117 , 396 . 
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benzaldehyde are lowered ; thus at 76 mm. the temperature is 45-3° C. 
and the distillate contains 22 -5 per cent of benzaldehyde. 

Distillation with High Pressure Steam.— As an alternative to working 
the still under increased pressure, higji pressure steam may he employed 
in a still worked at any pressure lower than that of the steam itself. 
When high pressure steam is injected into a still under a lower pressure 
the temperature of the steam diminishes, due to the work done by the 
steam in expanding against the pressure in the still. The following 
table indicates the drop in temperature over a range of one to ten 
atmospheres initial pressure :—- 


t Table 121 


Initial pressure, 

• Initial 

tfmixTature after expansion | 

lbs. ]>er sq. liu-li. 

temperature. 

to 7(>U mm. 

to 7r» mm. 

14 

100 00" ('. 

•loofl’ (’. 

83-3' ('. 

21 

111 -74 

¥)8-l 

01-4 

28 

120-00 

113-4 

00-7 

42 

13301 

121-0 

IDS-2 

r»o 

144-00 

* 128-2 

111 -5 

70 • 

152-22 

133-3 

II (Hi 

• 84 

15*122 

137-7 

121-0 

08 

ior,-:u 

141-4 

^124-7 

112 

170-81 

144-8 

128-1 

120 

175-77 

147-0 

131-2 

140 

180-31 $ 

150-7 

133 0 


This drop in tomperatuft may lie calculated wit h the aid of Zeuncr'a 


equation, 1 


pv^BT -Cp n , 


where B, C, add n are constants, and 

^ = 38-11, ii = 0-25, 


p being the pressure in atmospheres, », the volume in cubic metres per 
kilogram, and T the. temperature in degrees centigrade. 

, If the steam have the initial temperature of '1\, at, a pressure p v and 
a volume iq, and it be released into a still at J' 2 , p t , and e 2 respectively, 

thCn TV', = W’z = BT\ - C Pl " = Bl\ - C> 2 -‘, 

whence T, - = ^ (pf - p 2 n ). 

For example, if we consider steam at 70 Ih. per square inch (5 atmo¬ 
spheres) introduced into a still at 1 atmosphere we have, substituting 
figures taken from the table, 

152-22 - Tj *= 38 -11 (5°‘ 26 -1 0 ' 26 ), 
whence r 2 = 1.33-3° C. 

' The use of superheated steam in a still worked at ordinary pressure 

1 Zcuner, Teehnuche Thermodynamik, 1900, 2, p. 221. 
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has the advantage that less condensation, due to the radiation of heat, 
takes place, the “ superheat ” of the steam causing the condensed watqp 
to evaporate, thus obviating the use of supplementary heat; but it 
follows that beyond this no gaioi over steam used under ordinary 
pressure will result so long as condensed water is present in the still. 
If all condensation of the steam is prevented, then the higher tempera¬ 
ture of the superheated steam will cause an increase of the proportion 
of the oil in the distillate. 

Thus, if we employ steam at 5 atmospheres (56 lb. on the boiler 
gauge) to distil benzaldehyde under atmospheric pressure and allow no 
condensation to take place in the still, the temperature, as calculated 
above, will be 133-3° C. At this temperature the vapour pressure of 
benzaldehyde is 220 nun. 1 ^The total pressure in the still is 760 min., 
hence, using previous formulae, 

P A + P B -7fl0, 

P a = 040 (wat-r), P„ = 220 (benzaldehyde); 

whence “'a _ PJh _ 540 x 18 243 

m'n P„ M B 220x106 583' 

Hie total distillate is 583 + 243 parts and contains 583 parts of 
benzaldehyde, i.e. 70 -6 per cent, whereas with steam at 100° C. end one 
atmosphere the distillate contained only 31-4 per cent of benzaldehyde. ■ 

If the benzaldehyde be heated above the temperature of the ingoing 
steam, the tendency is similarly to increase the proportion of benzalde¬ 
hyde in the distillate. 

Amount of Heat required.- -In order to calculate the amount of 
heat required to steam-distil a given quantity of an essential oil it is 
necessary to consider each component separately. If we have to deal 
with an oil of comparatively simple composition such as that of almonds, 
cloves, caraway, or wintergreen, the calculation is within the region of 
practical application. We have to know, not only the proportion of 
each constituent, but also the amount of steam that is required to distil 
each of them separately. This latter can be calculated from a know¬ 
ledge of the molecular weight of the substance and its vapour pressure 
at 100° C., as has already been indicated. These figures having been 
obtained we can calculate the amount of heat required to vaporise at 
constant pressure each component of the system— e.g. water, carvacrol 
and cymene in the case of origanum oil—the total heat required being 
the sum of the heats necessary for the constituents. The heat of 
vaporisation may be calculated from the change of vapour pressure 
which accompanies a change of temperature. 

If H be the heat of vaporisation in calories per molecule, T be the 
absolute temperature at pressure P, and dP the small rise in pressure 
which results from a small rise in temperature dT, then 

„ dP 1985 T 2 
H= df P ' 


1 This figure may be obtained by the interpolation of a boiling point-pressure curve or bv 
aotual experiment ' 
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As an example, consider cymene. This boils at 174° C. under a pressure 
o4760 mm. For every 1 mm. increase of pressure (dP) the boiling point 
increases by 0-057° (dT), thus at normal pressure the heat of vaporisa¬ 
tion is given by * 

„ l 1 -985(174 + 273) 3 
6-057 ‘ 760 

= 9156 calories per molecule. 

By experiment // is found to be about 2 per cent lower, viz. 8978. 

If we divide the value for H by the molecular weight of cymene, 
134, we find the heat of vaporisation of 1 kilogram to be 68 (calculated). 

The value of dP : dT can he estimated from a boiling point-pressure 
curve taken over a small range in the neighbourhood of the pressure 
employed, either by evaluating the tangent drawn to the curve at that 
pressure or by averaging the difference between two points one on each 
side and equidistant from the point oj wjiich the value ill': dT is 
required. Alternatively, H may be estimated experimentally by well- 
known methods. We may also employ tile formula previously quoted, 

i i MT / 1 1 -\ 

. log ft-log jy- -jj- [ Tt - T J> 

same M L = H and II = I -985. « 

Very few experimental determinations have boon jniblisln-d of the 
heats of vaporisation of the many bodies which occur in essential oils ; 
the following arc available :— 


T-ahj.k I 22 


• 

Substance. 

i Temperature 

Meat of vaporisation. 

1 kilogram. j 1 k«. molecule*. 

Aoetophenone . 

203-7 

77-2 

0-3 x 10 s 

Anethole . 


71-5 

10-6 „ 

Benzaldehyde . 

. . | 

86 0 

9-2 

Cvniene . 

. i 175 

67-0 

0-0 „ 

Oaiwacrol. 


68-1 

10-2 „ 

Turpentine 

. i 150 

09-0 

04 „ 

Water 

. j 100 

536 

9-0 „ 
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TECHNICAL, PREPARATION OE; RAW MATERIAL 

In this chapter the endeavour has been made to describe the general 
methods and apparatus employed in “ winning ” essential oils from 
their raw materials. The description of botanical and chemical char¬ 
acteristics is avoided, as Vhesfe data are better obtained from books 
which treat this aspect specirfily. 1 

Where the method of treatment is unique or worthy of particular 
attention by reason of its wide use or technical interest, that method 
has been described in some detail; these considerations also apply to 
the apparatus employed in the industry, hut, in general, engineering 
details have been avoided and merely the type of machine or apparatus 
indicated. 

So far we have only dealt with thd steam distillation of the essential 
oil which has already been freed from the non-volatile organic matter 
with which it occurs in the natural state. The presence of this non¬ 
volatile matter introduces technical problems of some importance, and 
it is necessary so to prepare the raw material that the influence of the 
non-volatile matter is diminished as far as possible. 

In any given distillation the rate will depend not only on the vapour 
pressure of the essential oil and the quantity of heat supplied, but also 
on the rate at which the volatile oil is liberated from the accompanying 
non-volatile matter. This last factor produces a lag which under 
unfavourable conditions may be of serious moment, and the object of 
this preliminary treatment of the raw material is to reduce this lag to 
a minimum. 

It is possible roughly to estimate the value of the lag and thus to 
determine the best condition of the raw material for distilling. If the 
lag be nil, then the rate of distillation of the oil will be the same as that 
in the absence of the non-volatile matter, other conditions being equal; 
any slower rate will be a measure of the lag. 

In order to reduce the lag to a minimum the raw material must be 
reduced to such a state that the steam, introduced for the purpose of 
volatilising the essential oil, can readily penetrate the mass and yet can 
come into contact with every particle of essentia! oil in as short a time 
as possible. 

1 Of. Parry, The Chemietry oj Essential Oils, Soott Greenwood; Schimrad’s Die Aetherieehe 
Ode, Leipzig, 
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At first sight the obvious treatment would be to reduce the raw 
material to an exceedingly fine powder; this, however, is seldom 
feasible and introduces subsequent difficulties through lack of porosity. 

Frequently the raw material is b(ft distilled without any previous 
treatment, as for instance in the case of leaves, twigs, petals, flowers, 
buds, grasses, and similar material, but occasionally the problem is one 
of considerable difficulty and a compromise between the fineness of 
division and the porosity of the mass is the best that can be attained. 
If the material were of a coarse texture, such as blocks of wood, the 
time necessary in order to distil out the oil would be excessive and a 
heavy consumption of fuel would result; but if the other extreme had 
to be dealt with, such as a fine powder, the mass would become more or 
less impervious to the steam, which, in consequence, would find its way 
through the mass by means of fissures, leaving the greater part un¬ 
touched. This latter difficulty can generally be overcome by diluting 
the charge with water in a quantity sufficient to render the resulting 
paste mobile. 

Various methods for the treatment of large pieces of wood and 
branches present themselves. It is generally sufficient to chop branches 
up into short lengths, relying on expansion and capillary action to 
cause tin; oil to extrude during the distillation. The, American practice 
mthe case of the various pine oils is to chop the branches itfto pieces of 
one-half to one inch long and of less than half an inch in diameter; 
pieces of this size yield their oil readily and the lag is comparatively 
small. Wood in the form of large blocks is one of the most difficult 
to deal with, and a large ampunt of power may have to be utilised to 
reduce it to a state suitable for distillation. The procedure generally 
is to saw it into suitable lengths and then to rasp it to a coarse powder ; 
alternative methods arc to split it or tear it apart along the grain, or to 
shave it into chips, or to splinter or crush it by means of heavy crushing 
jaws similar to those used for crushing rocks. Rosewood and sandal¬ 
wood are generally reduced to small chips by means of a “ raboteuse ” 
chipping or planing machine. 

Seeds and berries can frequently be distilled without preliminary 
treatment in spite of the enclosing epidermis, the heat of the steam and 
the increase of internal pressure due to the expansion of the contents 
and to osmosis being sufficient to rupture the epidermis and to set free 
the contents, but if the epidermis he too tough it is necessary to rupture 
it mechanically before distillation. 

Schimmel found that uncrushed Ajowan seeds yielded 20 per cent 
less oil than crushed seeds, although the former were distilled twice as 
long as the latter. It is desirable that seeds similar to Ajowan, such as 
aniseed, caraway, and thyme, should be crushed. 

Essential oils being volatile, care must be taken to ensure that the 
materials which bear them are not unduly exposed to conditions that 
would cause loss on this account. 1 Schimmel found that caraway seeds 
which under ideal conditions yielded 6 -7 per cent of volatile oil gave only 


1 Of. Perfumery and Essential Oil Record, 1921, p. 290. 
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5 45 per cent when they had been crushed and exposed to 'the air to 
dry, although the quality of the seeds was the same in both easee; 
this difference represents a loss of 18-7 per cent of the oil. There is one 
compensating fact, namely, thflt the most volatile constituents of 
essential oils are usually the comparatively worthless terpenes, and the 
loss is, in consequence, one of quantity rather than of quality and is 
therefore not so serious as would appear at first sight. Exposure to 
air may, however, occasion loss other than by evaporation, since the 
conditions may be such that oxidation or resinification can ensue, and 
the loss may therefore not be confined to the terpene constituents of 
the oil but may extend to the constituents on account of which the oil 
is chiefly of value. The possibility of destructive bacterial fermenta¬ 
tion must also not be oyirlooked, although the^powcrful antiseptic 
properties of most essential oils render loss on this account unlikely. 

It is obvious therefore that during the reduction of the raw material 
to a state requisite for the jub^equent distillation, care must be exercised 
in order to prevent undue exposure .of the material to the air or to beat. 
This excludes the use of machines that rely on rubbing surfaces for their 
crushing action or on very swiftly revolving knives or centrifugal dis¬ 
integrators, since the first generate heat and the latter ppss large currents 
of air over the material. Centrifugal disintegrators can, however, be 
arranged so that tlje same air circulates again and again through tkc 
machine and the loss of volatile oil is thereby limited. 

The best type of mill for seeds of tiie caraway type is that employing 
enclosed crushing rolls which run slowly at the same or at very nearly 
the same speed. , 

In the case of peach and apricot kernels and hitter almonds these 
conditions do not apply, the essential oil not being present as such at 
the time of grinding, being subsequently developed ,by spontaneous 
fermentation; excessive heat should, however, be avoided, as this tends 
to kill the ferment. 

Roots such as vertivert, ginger, and orris do not contain any serious 
quantity of very volatile substance and are best treated by drying and 
grinding in an ordinary drug mill. Sehimmel found that whereas a 
certain batch of cut vertivert root yielded 1 -09 per cent of essential oil 
on distillation, a similar batch of uncut root yielded only 0-3 per cent. 

In the case of orris and patchouli it is necessary to dry the material 
in order to develop the odour. 

It is the practice in some countries to dry the raw material before 
distilling, especially if it is necessary to delay the distillation, since if the 
material be kept too long in a moist condition bacterial action some¬ 
times tends to take place with consequent deterioration. As has been 
shown above, drying results in a distinct loss of oil in the case of crushed 
caraway seeds, but it is stated that the loss occasioned by drying 
peppermint in the United States is negligible ; the drying in this case 
is necessary since violent fermentation may ensue. With lavender, 
however, the loss is quite serious, as the following results show : 1 — 


1 Messrs. Sebiramcl & Co. 
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Table 123 



) Fresh. 

Dried. 

-- — - ■ —. _ 

1. 2. 

i. 

2. 

Time of drying in hours 

. 

3tt 

120 

Total loss of material per cent 


33-0 

47 0 

Oil yield per cent .... 

0-84 0-80 

071) 

0-72 

Loss of oil per cent •. 

■ 

3-7 

100 

Ester content of oil per cent 

30-3 : 47 1 

fil-8 

fill 

Loss of ester per cent on total oil loss . 

• 

| 

2«0 

110 


In the case of rises and other flower petals the loss and deteriora¬ 
tion, are so serious that the effort is always made to distil them us soon as 
possible after gathering, 

When drying is resorted to it must tiot lie carried to excess, since 



This diagram Illustrates the operation of a magnetic wparator pulley. Nou-magnetlc 
material Is projected beyond the pulley while magnetic material is held in eontaet with the 
conveyor belt until the latter pauses under the pulley. 


this tends to make the material friable and causes consequent loss in 
handling, this being particularly the case with peppermint. 

When grinding, cutting, or otherwise reducing raw material to a 
condition suitable for distillation, considerable danger exists on account 
of the possible presence of stray iron, usually in the shape of nails, 
screws, or bolts. Two dangers are present, the first through the possible 
and geneiplly costly damage to the machine, and the second through 
explosive ignition of the material under treatment, especially if this 
be dry or if it have a high content of essential oil. The use of a magnetic 
device for removing the iron is highly desirable and is now being widely 
practised. The most suitable form is that of a magnetic pulley, the 
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action of which is shown in Fig. 189. 1 The magnetising of the pulley is 
accomplished by the passage of a direct electric current through file 
windings in the interior of the jplley. Any iron or steel is attracted 
by the pulley and is held in contact with the belt until the latter leaves 
the pulley underneath; it then drops clear of the other material, which is 
projected beyond the pulley. 

1 By kind pormimiion of Mcrers. Tlio fgranic Electric Co., Ltd., Bedford 
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The raw material, having been reduced to the requisite state, it may 
be distilled by one of two methods or a combination of them, viz.:— 

* (1) Distillation by boiling with water. 

(2) Distillation by means of “ live*’ strain generated in a separate 
vessel or boiler. . * 

The first is the more simple method if fire-heating be used, and is 
therefore largely adopted by itinerant distillers who take their stills to 
the fields and forests in search of their raw material. This method has 
some advantages over the method of distilling with steam, the apparatus 
‘*18 more portable and less costly, and the labour required to run it is less 
skilled, but it is open to the serious objection that there is danger of 
overheating the still in parts nqib in actual contact with the water; any 
raw material touching such a hot part is destructively distilled and gives 
rise to bodies having objectionable odours. The yield of oil obtained 
by this method is not usually so good us that obtained by means of 
live steam, the highest boiling fractions— which are sometimes the most 
valuable—tending to remain behind. 

Experiments by Schimmel with lavender illustrate this point:— 



Yield per cent. 

Hater content per cent.. 

Method. * 

1 . 

o 

1 . 

2. 

Water distillation . 

0-71 

0-75 

14-0 

43-0 

Steam distillation . 

0-81 

0-82 

50-9 

r>:)-7 


It is possible also that the much slower water distillation tends to 
cause hydrolysis of the ester due to the prolonged heating with water, 
but the experiments do not definitely show this. 


Distillation with Water 

Typical French Itinerant Distillery—Pig. 190 1 shows a typical 
itinerant distillery of South France. The distillation is being carried 
out by boiling the lavender with water, heat being supplied by means 
of a wood fire. 

1 Kindly lent by Messrs. Roure Bertrand Fils, Grasse. 
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The ready mobility of these stills is noticeable, and the chief difficulty 
that has to be overcome is that of finding a sufficient supply of cooliifg 
water for the condensers. 

* 

Permanent Spanish Field Installation.— For this reason it is not 
unusual to erect the still, more or less permanently, at a point where 
water is available and to transport the raw material over the com¬ 
paratively short distances involved. This allows a somewhat more 
“ scientific ” arrangement to be adopted although at a loss of 
portability. This is well illustrated in Fig. 191/ which shows an 
installation used in Spain for the distillation of spike lavender, 
thyme, rosemary, sage, marjoram, etc. , 



Fid. I ill).—Distillation of lavender in the environs of Castellano, Kourc Bertrand Fils. 


This still is of considerable interest. It is built in the earth on the 
hill-side, a flue and chimney being arranged in the soil; the cooling 
water runs on to the dome-shaped top and effects a partial condensation ; 
it then collects in the gutter and runs through the small pipe to the coil 
condenser, the vapour and condensed vapour passing through the larger 
pipe to the interior of the coil, finally being collected in the liquid state 
at the bottom of the condenser. The supernatant oil layer is then 
separated automatically from the condensed water by means of the 
well-known “ Florentine flask.” 

The dome condenser has the advantage that a large quantity of 
heat can be dissipated by the aerial evaporation of the thin film of 
water flowing over it, but the subsequent utilisation in {.he'coil con¬ 
denser of the hot water resulting from this preliminary cooling is of 
doubtful economy. The reverse sequence would be preferable, but 

1 Kindly tent by Mr. Felix Gotland, Malaga. 
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involves mechanical difficulties. The most logical method is to apply 
tffie coldest cooling water to the coldest distillate and the hottest cooling 
water to the vapour on the counter current principle. 



Fig. 101.—Felix Gutkind, Malaga. 


Bulgarian Distillery tor Boses. --The native stills of Bulgaria are of a 
more permanent character, this being possible since the roses, for which 
these stills are used, are cultivated year after year in the same fields. 

The accompanying photograph (Fig. 192) 1 of an installation in the 
Balkan mountains shows the stills employed. These are quite small, 
being of^bqjit 25 gallons capacity, and are constructed of copper tinned 
on the inside ; partial condensation is effected by means of the large 
air-cooled Btill-head and is afterwards completed in the usual “ worm ” 

1 Mess™. Shipkoff Jt Co., Rahrnunlari. 
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condenser, which can be seen in the second photograph (Fig. 193), show¬ 
ing the method of collecting the distillate. No separating device Is 
employed, as little or no free oil obtained in the first distillation; 
the reason for this will be explained later. It will also be noted that 
the incoming cooling water is supplied to the top of the condenser, and 
there mixing with the hot water loses much of its effectiveness 
in consequence. 


American Still for Oil of Wintergreen.— Stills very similar to these 
are in use at Unionville, Pennsylvania, for the (fistillation of oil of 
wintergreen. 1 The body of the still is surrounded by a roughly built 



J92.—Shlpkolf & Co., lluhinunliirl. 


shelter of stones, and is usually capable of holding 200 to 500 pounds of 
■ leaves ; the condenser is the, usual coil immersed in a barrel of running 
water. 

Stills in Tunis and Ceylon. —The small size of these stills is in great 
contrast to those used in other parts of the world. In Southern Tunis 
stills ranging up to 150 gallons capacity are employed. Two stills are 
generally employed with one condenser, so that one still is in operation 
while the other is being cleansed and recharged with fresh herbs. This 
convenient methpd is also employed in Ceylon for the distillation of 
lemon-grass and citronella oils. The photograph (Fig. 194) shows the 
arrangement in use in Tunis. The two stills have a commott “ swan- 
neck,” by means of which the vapour is conducted to the condensing 
coil immersed in a concrete tank of water; the operation of changing 

1 From information kindly supplied by John T. Stola, Broadheadsville, Pa. 
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the still-head from one still to the other is facilitated by meant of the 
overhead gantry. 


Crude Javanese Plant. —In somainstances itinerant distillations are 
carried out in the crudest imaginable manner with makeshift plant 
of the most unsuitable character. It is not unusual for the still 
to consist of an old locomotive boiler set on end, a pipe, running 


I 




FIO. 193.—Shipkoff A Co., Itahmanlftri, 


for a considerable distance along the bed of a stream, serving for the 
condenser. A very usual type of native still is shown in the illustration 
(Fig. 195), the one in particular being used in Java for distilling 
Cananga oil. 

Por&blt Fire-heated French Still. —Very adaptable and convenient 
stalls are, readily to be obtained in Europe; a portable fire-heated type 
is depicted in Fig. 196. 1 

, 1 Still constructed by Deroy File Ain6, Paris. 
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A highly interesting “ portable ” steam-distilling plant is shown 
in Fig. 197. This plant is in use for distilling rosemary and consists 



of a fire-heated steam generator, which supplies steam under l#w 
pressure to the bottom of a cylinder containing the herb supported 



Fig. 195.—Schlramel <fc Co., Leipzig. 


on a false bottom; two such cylinders are employed, one being 
recharged while the other is in use, and each being provided with 
a detachable head, which can be removed in order to introduce or 
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remove' the herb. These detachable heads can be connected as 
required to a common condenser. 


Distillation with Live Steam 


Distillation with “ live ” steam generated in a separate boiler is 
more suitable for the established distillery, since, in general, better 
results are to be obtained than with water distillation. 

If “ live ” steagi be used its pressure, must not be excessive, as there 
exists a strong tendency deleteriously to alter the oil if it contain 
delicate constituents such as aldehydes or esters. 



The following experiment 1 demonstrates the hydrolysing action of 
“ 50 lb. steam ” on lavender oils :— 



Ester content per cent. 

Oil. 




Before ilistillution. 

After distillation. 

Lavender M.B. . 

40 

r> 

Spike lavender . 

7 

2 


In general a boiler-steam pressure of as little as 2 lb. per square 
inch is sufficient, but if it is necessary to use a higher pressure the 
hydrolysing effect can be mitigated by coiling the steam inlet pipe round 
the inside on the bottom of the still after the manner of a volute or 
“ watch spring ” spiral, and ensuring that sufficient free water to cover 
the spiral be in the still. 

The danger of destructively distilling the raw material is avoided 
with stSanq, distillation, and is not likely to arise if a closed steam 
coil or a steam jacket is employed for boiling the water in the still, 
since the highest local temperature possible is that of the steam itself. 

1 A. Boako Roberta & Co., Ltd., London. 
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The best distillery practice is to fit the stills for both water and steam 
distillation, steam being used as the heating medium in both cases. • 


Material lor Still.— Copper is th$ most usual material of which these 
stills are constructed, but it is not necessary to employ such expensive 



i 

l 

L 


material; iron is generally quite as satisfactory, and aluminium is now 
being used to a large extent; even wooden vats can be successfully 
employed, and are in regular use in Australia for the production of 
eucalyptus oil, and in America and England for peppermint. Some of 
these vats are capable of holding two tons of material. 

It is customary in America to coat the inside of wooden stills with 
a waterproofing compound, which not only protects the wood, but 
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eliminates, to a large extent, the danger of contaminating one oil with 
another if the still is use’! for more than one preparation. Such stills 
have been found to be quite suitable for distilling sassafras, cedar, 
spruce, etd., the heating medium being steam generated in a separate 
boiler. Wooden vats having copper or galvanised iron bottoms have 
been used successfully for distilling birch with water by direct heat; 
but lead linings are unsatisfactory, since the lead tends rapidly to 
become distorted. 


Shape of Still. —The shape of the vats is usually cylindrical or nearly 
so, of slightly less diameter at the top than at the bottom; they are 
built up of staves held in place by bands of iron after the manner of a 



Flo. 108,—Tombarcl Friires, Grasse. 


barrel. The taper produced by the varying diameter assists in keeping 
the iron bands in position and preventing leaks. 

In America, for distilling a brushwood such as birch, cedar, or 
spruce, the. wooden still is of an oblong, rectangular shape, this shape 
permitting the branches to be laid in without cutting them into short 
lengths. 1 

The exact shape of a still is usually not of very great importance 
and it depends largely on the mechanical facilities that may be available. 
A spherical still is the most economical as regards loss of heat by 
radiation, but the constructional difficulties are excessive. 

Frenfih Qistillery for Peppermint, etc.— A useful type of still, largely 
used in South France, is shown in Fig. 198. 2 The stills are in use for 

1 Information kindly supplied by Chas. V. Sparhawk, N.Y. 

3 By kind permission of Messrs. Tombarel Fr&res, Grasse. 
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peppermint, a heap of which can be seen in the foreground. The herb 
is introduced into the still by way of the manhole at the top, and the 
exhausted charge is removed through a similar manhole in the side and 
near the bottom of the still; this fatter manhole protrudes through the 



FIG, 109.—Stafford Alien & Sons, Ltd., Long Meilord. 


wall behind the still, so that the exhausted charge is discharged into a 
yard outside the stillroom, thus avoiding dirt and disojdef. These 
stills are of general utility and are regularly used for roses, lavender, 
geranium, peppermint, rosemary, etc. 

The relative height and diameter of the still will depend on the 
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porosity .of-the material with which it has to deal; if the charge be of 
an “ open ” character its depth may be considerable, but if of a close 
texture too great a depth should be avoided. 


Shallow Still for Powders. —Fof powders or similar material a 
shallow type of still is the best, being operated with boiling water 
instead of live steam. 

Fig. 19!) shows a well designed still of this type used by Messrs. 
Stafford Allen & Sons, Ltd. The following points are worthy of 
notice: 

1. The large diameter of the still compared with its height. 

2. The careful lagging of the still so as to avoid loss of heat by 

radiation. • 

3. The overhead hopper by means of which the charge is introduced 
into the still. 


•9 

Stills lor Orris and Almonds.— Stills of radically different designs to 
"the above are used in the south of Francdfortiistilling orris and almonds, 
both of which are reduced to a fine powder before distillation. 

The methods involved in the production of these two oils are unique 
and of considerable interest. Itwilllic 
well to deal witfi them at this point. j. 


•• Oil of Bitter Almonds.— In the 

easy of oil of bitter almonds, so called 
in order to distinguish it froyi the 
non-volatile sweet oil of almonds, the 
almonds have first to be emshed and 
submitted to an enzypiic fermenta¬ 
tion for the purpose of generating the 
volatile oil. The method adopted in 
the south of France is to crush them 
by means of large stone edge-runners ; 
these edge-runners develop no sensible 
heat and deal quite efficiently with the 
material. After crushing and before 
distilling it is necessary to extract the 
fixed oil, which consists mainly of the 
glycerine esters of oleic and linoleie 
acids, and is practically non-volatile. 




a a 

*» ■ • 
11 



Hydraulic Press. —For this purpose 
hydraulic presses of the open type are 
used, the meal being placed in a 
number of square bags made of camel 
hair; these bags withstand very well 
the strain due to the great pressure 
employed? t The yield of fixed oil 
varies from 38 to 50 per cent. A 
more modern and improved press is the Anglo-American oil press, a 
photo of which (Fig. 200) is shown. This press does away with the 

2 ii 


Kid, 200. 

Rose, Downs & Thompsoo, Hull. 
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necessity of using the costly camel-hair bags, and in consequence allow: 
a larger quantity of material to be pressed at <Jne time. The press illus¬ 
trated has a 16-inch ram and can treat nearly three hundredweight oi 
material at one charge ; the pressqge employed is 2 tons per square inch, 

Fermentation.— After “ drawing ” the fixed oil in this manner, the 
press cakes—which are odourless—are broken up and placed in a still 
with cold or lukewarm water and there allowed to ferment for aboul 
twenty-four hours at a temperature not exceeding 40° C. During the 
process benzaldehyde is liberated by the action of tjie enzyme ferment, 
emulsin, on the glucoside amygdalin, glucose and hydrocyanic acid also 
being formed. 

• 

Distillation.—The stills jised for this purpose are conical in shape, 
the apex of the cone being at the bottom and being provided with a tap. 

Live steam is the only heating medium employed, the distillation 

being of comparatively 
short- duration on ac¬ 
count of the relatively 
high vapour pressure of 
the benzaldehyde. A 
diagrammatic sketch of 
the type of still in u«* 
at Grasse is shown in 
Fig. 201. * 

In this process one of 
the products of the fer¬ 
mentation is the highly 
poisonous prussic acid 
which copies over mainly 
at the start of the dis¬ 
tillation ; this can be 
rendered innocuous by 
employing a closed re¬ 
ceiver provided with a 
pipe to lead away the 
gas to some place where 
it can be safely discharged into the atmosphere. The prussic acid 
may alternatively be absorbed by placing a mixture of slaked lime and 
ferrous sulphate in the still. For every 100 lb. of almond meal there is 
required at least 6 oz. of slaked lime and 8 oz. of ferrous sulphate 
crystals. In order to remove the last traces of prussic acid, the oil 
from the distillate should be thoroughly agitated with a similar mix¬ 
ture and water. 

Orris Root. —In the ease of orris powder, stills similar to those 
used for herbs generally, as shown on p. 463, are employed. The distil¬ 
late is a paste known as concrete orris, and consists largely of myristic 
acid (b.p. 318° C.) with a small quantity of the valuable ketone irone 
(b.p. about 260° C.), both of which on account of their low vapour 



Fig. 201. 
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Flo. 202.—Usine de Grasse. Appareils de Distillation. Antoine Chiris. 
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pressures distil over only very slowly with steam, thus involving the 
distillation of a large proportion of water. • 

Cohobation. —In spite of the fc>w degree of solubility of irone in 
water the loss of this valuable body, if the aqueous portion of the dis¬ 
tillate were discarded, would be considerable, but by returning this 
water to the still and using it to distil over a further quantity of oil the 
loss is minimised. This method is known as “ cohobation,” and is 
frequently employed when the oils concerned are difficult to separate 
from the aqueous portion of the distillate by reaso/i of their solubility 
or tendency to emulsify in water. 

In order to effect the return of this wqter several devices are em¬ 
ployed. A usual method is to elevate the condenser and receiver at a 
level higher than that of the^iquid in the still and to return the aqueous 
portion of the distillate to the still by means of a gravity feed. Jhis 
method can only be used if the pressure inside the still is quite small, and 
in any case a liquid seal muSt bS provided in order to prevent the egress 
of vapour by this inlet. The .4alingmay be effected by continuing the 

inlet pipe to well below 
the level of' the liquid in 
the still or, better, by 
passing the incoming* 
liquid through a U-tube 
of considerable height, 
each 2 feet of height 
being equivalent to 1 lb. 
per square inch pressure 
iiiside the still. 

- The Ahtoine Chins 
Plant. — This is the 
method employed by 
Messrs. Antoine Claris at 
Grasse, and can be seen 
in the accompanying 
photograph (Fig. 202), 
which is of general in¬ 
terest. The essential de¬ 
tails of the plant are 
shown in the diagram, 
Fig. 202a. 

The vapour from each 
still ascends by the wide 
pipe to a condenser on the roof, and the partly cooled distillate returns 
by the small pipe to a small coil condenser and thence it flows into - 
a glass separating flask placed on a level with the top of the-still. In 
this flask the essential oil separates from the water by flotation and 
is run at suitable intervals into the small storage “ coppers ” which 
can be seen standing on the floor. The aqueous layer passes from the 


Main Condenser « 



Fig. 202a. 
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bottom of the separating flask by means of an S-shaped side tube into 
a»funnel, which is connected to a (J -shaped pipe reaching to the floor 
and rising again to a short distance above the bottom of the still, Anally 
entering at the side. * 


John Dore & Co.’s Still. — The accompanying design (Fig. 203) 1 
shows a still which is very suitable for distilling substances such aB 
orris or cloves where cohobation is desirable. The still is provided with 
a stirring gear, which keeps the mass in motion ami ensures that it is 
completely treated* The condenser is designed to present a thin film 
of large area of vapour to the cooling water, thus ensuring rapid conden¬ 



sation. Two Florentine separating receivers collect the distillate, the 
second one serving as a liquid seal by means of which the aqueous 
portion of the distillate is returned to the still for cohobation. 

Economy of Heat and Water. —The distillation of a large quantity 
of water involves the consumption of a large quantity of heat which is 
ultimately dissipated by the condenser water, and the process of distilla¬ 
tion finally resolves itself into a transference of heat from the fuel 
employed to the condenser water which is run to waste. The process is 
obviously very extravagant and many schemes have been devised in 
order to minimise this waste of energy; frequently, also, economy in 
condense! water is of considerable moment, especially in districts where 
at times droughts prevail. In certain industries which involve the 
evaporation of large quantities of liquids the multiple effect apparatus 
1 Designed by John Dore & Co., London. 
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has been employed with considerable advantage, but no attempt seems 
to have been made to use this device in the essential oil industry, although 
the difficulties involved are by no means insuperable.' An economy 
which is, however, widely practised is that of feeding the still with water 
heated beforehand by the hot vapour coming from the still. Such a 
device is depicted in the accompanying design (Fig. 204), 1 and consists 
essentially of a preliminary condenser (18), the cooling water for which 
is obtained from the receiver (25) after separation of the oil, obtained 
during the distillation, by means of the separators (24). A pump (26) 
is used to circulate this water, which becomes heate'd in the preliminary 
condenser (18) and returns to the still by the valve (27). The water 



is thus circulated cohobatively and on entering the still has a tempera¬ 
ture neighbouring on 100° C., so that the quantity of heat saved is 
equal to that required to heat the water from the temperature of the 
distillate in the receiver to 100° C. The whole of the latent heat of the 
steam is dissipated in the main condenser (19) and is lost, but about 13 
per cent of the total heat, neglecting radiation losses, is saved and a 
corresponding economy of cooling water is effected. 

A similar, well-known method is to feed the still with part of the 
hot water coming from the condenser, but this does not effect any 
economy of cooling water and only a very little of the heat. Occasion¬ 
ally small steam injectors are used to return the condensed aqueous 
layer to the still for cohobation, but this effects little or no economy of 
heat and none at all of cooling water. 

1 Designed by Deroy Fils, Ain6, Paris. 
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An economy of cooling water can readily be made by resorting to 
aerial radiation for an initial condensation. In the distillation of orris 
the condensation is almost entirely by aerial radiation, many yards of 
wide bore copper pipe being erectdft in a suitably elevated position. 
A better product is said to be obtained in this instance than with 
water-cooled condensers. 

Support of Eaw Material in Still. —A point to be considered in the 
design of a still is the manner in which the raw material is to be sup¬ 
ported in the still. • In the cases of orris and almonds, mentioned above, 
no support of the nature of a false bottom is necessary, but a perforated 
false bottom greatly aids Jhe even distribution of the steam, and is 
highly desirable if fire heating be used, since it prevents contact between 
the raw material sfhd the hot bottom of t.lft still. In the case of coarse 
material, the false bottom presents no difficulty, consisting merely of a 
perforated plate, but substances such as small seeds may readily 
obstruct circular orifices or not be *ret»ined by the plate. These 
difficulties may be overcome by uSing very narrow slits, an inch or two 
long, instead of circular perforations. These slits need not be more 
than one or two millimetres wide anti will retain the smallest seeds with¬ 
out unduly obstructing the passage of the steam. If desired a mat of 
.^oconul fibre may be placed on the top of the tray, but this is seldom 
necessary and not an altogether satisfactory procidure. 

‘During distillation the material may alter considerably in volume, 
either increasing through sweliifig or diminishing on account of settle¬ 
ment, although frequently, on the other hand, no appreciable change in 
volume takes place. If the material has the property of settling into 
an impervious mass it*is necessary to introduce additional perforated 
plates at fixed distances, one above the other, so as to relieve the low 
portions of the material from the whole weight of that above it. Such 
an arrangement necessitates that the top of the still be removable. 
The perforated plates are best kept apart by means of suitably arranged 
legs, so that the arrangement is similar to a series of tables standing 
piled one on another. For a still of general utility a design such as the 
above is probably the best. 

* As an alternative to the false bottom for supporting the raw material 
a gauge basket is frequently employed; this also necessitates a still 
having a removable top. Care, however, must be taken so to construct 
the basket that steam cannot readily escape past the sides, but pene¬ 
trates through the material in the basket. 

The use of a basket facilitates the speedy removal of the spent 
charge and its replacement by a fresh charge in a similar basket. Some¬ 
times the spent charge is removed by lifting the false bottom. A 
widely used still of this type is shown in the sketch 1 (Fig. 205) with a 

specification appended. 

• 

Otto of Roses. —One branch of the essential oil industry that 
deserves special consideration is the production of otto of roses. Until 


Designed by Bennett Sons A Shears, Ltd., London. 
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recent years it has been practically a Bulgarian monopoly, the niountain 
regions of Bulgaria being especially suitable for the cultivation of rose*. 
The industry is now also being established ir France,' but the otto 
produced there appears to be of a lightly different nature. It has been 
estimated that the output of otto in Bulgaria reached as much as 5000 
kilos in 1907 and involved the distillation of roughly ten thousand million 
roses. 

The distillation of roses takes place in two stages. First, the roses, 



i)’lo. 205.—Bennett Sons * Shears, I.W., London, E.C. 

A copper still, .1200 Billons capacity, to take « charge of 1 ton of plants and 400 gallons of 
water, 0 feet diameter by 7 feet deep, with removable copper dome and waterseal joint with 
suitable fastenings, fitted with discharge pipe and cock, powerful copper steam heating coll with 
u * u > steam valve, galvanized iron false bottom and frame resting on gunmctal lugs, 
with lilting rods and ring to enable the false bottom, etc., to be gradually lifted out of the still 
and the spent leaves discharged. A copjH'r still-head and lower end connected by a union to 
an Ideal patent condenser with water valve ami oil separator. 


while in a perfectly fresh state, are distilled by boiling with water, and- 
there results a saturated solution of the essential oil of the rose, little 
or no free oil separating out gravitationally. This phenomenon is 
probably due to the solubility ratio of the oil in the water J)eif!g of the 
same order as the rate of the liberation of the oil from the petals or 
what might be termed the lag-ratio. To obtain the oil as such, advan¬ 
tage is taken of the phenomena pertaining to the distillation of mixed 
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liquids. On distilling t^e solution the essential oil comes over in the 
fkst portions of the aqueous distillate, and being now present in a larger 
proportion separates as an oily layer on top of the water. The more 



Fig. 206.—Shlpkoff A Co., Kazanllk, Bulgaria. 

soluble constituents of the oil remain dissolved in the water—the so- 
called “ rose water ”—and hence this water contains a relatively large 
proportion of phenylethyl alcohol. 

The type of still used in the peasant distilleries has been shown on 
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p. 458; its manner of operation is as follows: 1 Into each still is placed 
one part by weight of fresh roses with five to six parts of water; about 
25 to 30 per cent of the water is distilled off in the course of about 
45 minutes. This water is then Jfcdistilled and a fraction of about 30 
per cent collected; this fraction is very strong in odour and quite 
turbid in appearance, due to tiny globules of pale yellow oil, which in 
the course of time unite on the top of the water. The oil is removed by 
means of a small conical spoon having a hole in the bottom, large enough 
to allow the passage of the water, yet sufficiently small to retain the oil. 

Shipkoff & Co.’s Plant. —The modern installation of Messrs, 
bhipkoff & Co., constructed by Egrot of Paris, is shown in the accom¬ 
panying photograph (Fig. 206). Two types of still are employed, one 
for the first distillation of tfit roses and the second f6r the redistillation 
of the rose water resulting from the first. The former stills are 1 -35 
metres in diameter and are heated by means of a steam jacket at'the 
bottom; the latter are 0 ’15 ifcetres in diameter and are heated by 
means of steam coils. Vertical tulfular type condensers are used to 
condense the vapours, which are led from each still by pipes of ample 
dimensions. At the bottom of the respective condensers are storage 
cylinders and a series of separating receivers. The rose'water from the 
first distillatjpn is transferred to the rectifying stills by meanh*of air 
pressure or steam injectors, and the hot water from the condensers is 
used to feed the stills‘wherein the distillation of the roses takes plkce 
in the first instance. « 

1 Prom information kindly nupplicd by Mosura,.Shipkoff h Co., Bulgaria. 



CHAPTER XLII1 

I'URIFKjmON OF ESSENTIAL OILS 

An essential oil,'having been “won” from the plant, is frequently 
in.need of purification. Oils which have been produced by itinerant 
or native distillers can generally be vastly improved by rcdistillation. 
The colour may be bad, or the oil m^y lAive an earthy or a “ burnt ” 
odour, or, if it be old oil, it may%e reSnous, The usual practice is to 
steam-distil the oil in much the same manner that was employed to 
win it, but dry ” ^istillation maj also be employed. This redistilla¬ 
tion ij generally conducted in a properly equipped distillery, where 
•• refined methods may be applied, depending on the natuve of the oil. 

A most important point to be observed in distilling essential oils is 
tffat, with few exceptions, they are deleteriously affected by heat. It 
is probably for this reason that an essential oil almost invariably has a 
distinctly different odour tp that of the plant from which it was produced, 
the “ cooking ” to which the oil has been subjected having in some way 
chemically altered its constituents. 

The constituents of essential oils, with a few exceptions, such as 
camphor, safrol, menthol, thymol, are relatively unstable bodies and 
tend to decompose or polymerise under the action of heat; thus 
geraniol isomerises to cyelogeraniol, anethole forms various polymers, 
citral decomposes to pymene and methyl heptenone, citronellal iso- 
merises to isopulegol, cinnamic aldehyde resinifies, and so on. Obviously 
therefore, it is desirable as far as possible to limit both the temperature 
and the duration of a distillation. The temperature can be reduced by 
conducting the distillation under diminished pressure. Theoretically 
the diminution of temperature may be so great that the boiling point of 
the substance could approach the absolute zero. Practically, however, 
we are limited by the efficiency of our vacuum pumps, the air-tightness 
of our stills and the efficiency of our condensers. It is a task of 
very great difficulty on the technical scale to obtain a diminished 
pressure or “ vacuum ” of one-fifth of a millimetre, and more often the 
vacuum available is of the order of 10 or 20 mm. Under a pressure of 
20 mm. the majority of the constituents of essential oils boil at tempera¬ 
tures considerably in excess of 100° C., hence unless very efficient and 
refined apparatus be available it is better to resort to steam-distillation, 
since in this case the temperature cannot exceed 100° C. 

In order still further to reduce the temperature, steam distillation 
476 
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under reduced pressure may be employed. This method is hot fre¬ 
quently practised on account of two drawbacks. In the first place the 
amount of oil coming over with a given quantity of water is less than if 
a higher pressure be used, 1 provided the boiling point of the oil when 
distilled alone is not much below that of water at the same pressure. 
This is shown in the following table : 


Table 124 



Pressure. 

Temperature. 

“ 0 . 

Per cent 
substance in 


( 

distillate. 

Benzaldehyde . . . ( 

76 

45'-) 

22-5 

Boiling point 178° CJ. . 

760 

97-9 

31-4 

3040 

140-7 

38-2 - 

Acetophenone .... 

76 

45*9 

10-4 

Boiling point 201° (1. . . c P 

760 

99-05 

18-5 


<13040 

142-32 • 

23-1 

Camphor. 

76 

46-0 

9-82 

Boiling point 200° 0. 

760 

99-08 

21-5 


< 3040 

142-6 

or 

24-2 


If, however, the boiling point at normal pressure is much below 
100° C., the reverse hoffls. » 


Benzene . 

76 m in < 

io° a 

95-3 per ct. 

Boiling point 80° C. 

760 c 

69-2 

91 0 

3040 

■ 112-0 

86-9 


Table 126 in the Appendix gives other examples. 

The second drawback is the difficulty of condensing the vapour. 
The boiling point of water under pressure much below 50 mm. approaches 
the normal atmospheric temperature and there is then a strong tendency 
for its vapour to pass through the vacuum pumps carrying with it 
a proportionate quantity of the essential oil vapour. This is both 
wasteful and very bad for the pumps and must be carefully avoided. 
The boiling points of water under diminished pressures may be seen at 
the end of the boiling point tabic in the Appendix. 

If the oil with which we have to deal be stable and not deleteriousiy 
affected by heat, considerable technical advantage is to he obtained by 
conducting the steam distillation under pressures higher than atmo¬ 
spheric. The theoretical aspect has already been considered. 2 

The use of increased pressure is of considerable value with oils 
having valuable constituents of very low vapour pressure such as oils 
of ginger, vertivert, sandalwood, cedar, and camphor, which abnormal 
pressure only yield a low proportion of oil in a steam distillate, neces¬ 
sitating excessive quantities of steam for their complete treatment. 


1 Cf. Theoretical section, p. 440 et seq. 


* Ibid, 
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As an alternative or an addition to the use of increased pressure, 
superheated steam ma}« be employed with considerable advantage, 1 
but, as has already been pointed out, superheated or high pressure 
steam has a tendency to cause tln^hydrolysis of esters and must be 
used with caution if the oil contain any chemically delicate body. 

“ Dry ” distillation has the advantage over steam or water distilla¬ 
tion that, other things being equal, it can be conducted more rapidly, 
owing to the much smaller quantity of vapour to be dealt with, also, 
if it be desired to isolate any particular portion of the oil, this can be 
more accurately dune by dry fractional distillation. The disadvantages 
are, firstly, the usually much higher temperature required ; secondly, 
the loss of material occasioned by vapour and residue remaining in the 
still, and lastly, the more costly nature of the apparatus. The first 
defect may largely*be overcome by conducing the distillation under very 
low pressure; the second, by employ- BOO 
, ing* steam at the end of the dry distilla- / 

tion to steam-distil the residue and *o < 700 I 

drive out the vapour remaining *in tlr 
still. 

Excepting a few instances, essential 
oils cannot be (By distilled under ordinary 
# jpressuft without spoiling them, since the 
temperature required and their low eon- 
ddfctivity for heat results in high local 
temperatures causing dccompuuition to 
occur, the bodies foreign to the oil 
produced in consequence generally pos¬ 
sessing disagreeable otlours. Such oils 
are.said technically to be “ burnt.” Ex¬ 
cessive temperature also tends to cause 
polymerisation or resinification, or, if 
the temperature be sufficiently excessive, 
the oil may be “cracked ” and gaseous bodies produced. 

There is no doubt but that the subjection of an essential oil to the 
action of heat acts dcleteriously on its odour, and it follows that the 
lower the temperature at which an oil can be distilled the less is 
its odour damaged. 

The relation between the boiling point of a substance and the 
pressure of its vapour is typically shown in Fig. 207, which illustrates 
the curve for benzaldchyde. 

The relatively large reduction in boiling temperature that can be 
obtained by the use of very low pressure does not seem generally to be 
appreciated. In the instance illustrated a diminution in pressure from 
the atmospheric to say 20 mm. — in all a diminution of 740 mm.— 
lowers the boiling point by 103° C., but a further diminution of only 

19 mm. taqpes an additional drop in the boiling point of 46°. To take 
another example, oarvone under normal pressure boils at 230°, and under 

20 mm. at 115°, whereas at the low pressure of 0'069 mm. the boiling 

1 Vide p. 447 et eeq. 



50 100 150 200 250 

B.P.°C. of Benzaldehyde 

FIG. 207. 

Itnilin# point oiirvo of hcnznlrichydo. 
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point is 22’6°. Such an extremely low pressure as this last is not 
practicable on a large scale, but a pressure of 4 mm. and even lower jp 
quite within the range of modern appliances. 

The duration of the distillationalso has an important bearing on the 
odour of the distillate, and should be as short as possible. If it be 
desired to isolate any particular constituent of an essential oil, it is 
necessary to employ a fractionating column. One of the effects of*a 
column is continually to return some of the condensed vapour to the 
still, where it again undergoes conversion into vapour. It follows that 
certain portions of the oil are subjected many timus to a deleterious 
reflux boiling. The greater the efficiency of the column the less does this 
action occur, and it is a minimum with a'column of absolute efficiency; 
that is to say, a column which allows the passage of only the lowest 
boiling constituent in the coflunn and does not returii any of this con¬ 
stituent to the still. 

Columns for the separation of fractions of relatively wide-boiling 
range, such as terpeneless and sdiquiterpeneless oils, need not be of very 
great efficiency, if certain oil* be Excepted, since the terpene and 
sesquiterpene constituentshave boiling points differing considerablyfrom 
those of the desired fraction. Whin, however, the terpe'ne is present 
to a preponderating extent, as in the cases of lemon ffnd orange oils, 
a column of high efficiency is desirable if a good yield of the terpene-, , 
less fraction is to be Attained. 

Essential oils, especially those obtained by expression, frequently 
contain valueless bodies of very low Vapour pressure, termed stearo- 
ptenes. These stearoptenes, if present to any considerable extent, 
render it difficult to obtain the last portions of the terpeneless fractions 
without resorting to excessive temperatures. The separation is gener¬ 
ally best effected by distilling with steam. 

Another method occasionally used to separate the terpenes from an 
essential oil depends on the relative insolubility of terpenes in dilute 
spirit compared with that of the terpeneless portions. The oil is 
distilled with spirit of about 40 per cent strength, using a plain still- 
head ; the distillate consists of a non-homogeneous mixture of dilute 
alcohol and essential oil, and the alcohol layer is cohobatively returned 
to the still, carrying with it in solution the more soluble portions of the 
distilled oil, while the insoluble terpene remains in the receiver. This 
operation is continued until the distillate coming over is homogenous, 
after which the alcohol in the still is distilled off and the remaining oil 
steam-distilled and collected separately. 

A very suitable still for the preparation of terpeneless and sesqui- 
terpeneless oils is shown in Fig. 208. The fractionating column con¬ 
sists of a number of tubes, through which the vapour passes, sur¬ 
rounded by a common water jacket F. The flow of the water through 
this jacket, and consequently the temperature of the column, can be 
regulated by means of the valve v at the bottom. A chain js suspended 
in each vapour tube in order to increase the surface exposed to the 
vapour. The still is worked under diminished pressure, and the water 
jacket F kept in operation until all the terpene has been distilled, 
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after winch the water is removed and the terpeneless fraction 
collected separately. Two receivers j and i arc connected hi series 
with the condenser o in order to facilitate the removal of the frac¬ 
tions without “ breaking ” the vacimru in the whole plant. The still 
is also provided with filling and emptying valves h and d and with 



steam valves o and c', while the evacuation is effected through the 
valve k. 

Another type of column largely used in the industry is a modification 
of the Hempel column, and consists merely of a wide tube filled with 
broken glass or similar material. It is open to three serious objections, 
channeling, priming, and bad draining; but it can be easily and cheaply 
constructed and gives quite good results. The use of Raschig’s or of 
Lessing’s rings in the place of the broken glass tends considerably to 
reduce tie defects. 
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The Condenser 

e 

The next part of the distilling plant to be considered is the con¬ 
denser ; the function of the condenser is to abstract heat from the 
vapour, and, in consequence, to cause it to condense to a liquid state. 
This is not difficult to do, but a good condenser should also cool the 
condensed liquid so as to reduce its vapour pressure in order that Iqss 
may not occur through aerial evaporation, or if a reduced pressure is 
employed, in order that any important quantity of the distillate may 
not be lost in the vapour form through the pump?. This latter loss 
can occur either through inefficient condensation or on account of air 
leaks in the apparatus. If, as not infrequently happens with bad 
plant, both of these defects exist, the loss of material may be very 
serious. % v 

The first demand on a condenser is, therefore, that it should be 
capable of extracting the heat of the vapour and of the condensed 
liquid very completely; the sc'ornl is that it should do so with the 
employment of as small a quantity (K cooling water as possible. 

The problem of calculating the size of a condenser is not at all an 
easy one as many factors are involved, some of which are of uncertain 
magnitude. <• 

The only .safe and most economical plan is to err on the laige size. 
This means a bigger'initial outlay, but results in economy and ease of 
working. We can calculate the minimum quantity of water required 

If L- Latent heat of vaporisation of tVie substance, 

6' = Its specific beat in the liquid state, , 

Ik-The weight of substance to be dirtilled, 

M - The weight of water required, 
r = Tbe boiling point of the substance, 

t = The final temperature of the distillate. *.<»., the temperature of 
the cooling water entering the condenser, 
y, — Tho temperature of the water leaving the condenser, 
we have 


Heat given up on condensation - ML, 

Heat lost on cooling from T to t- M'(T - t)S, 
Heat, taken up by water = M(T i -1). 


Then 

whence 


M(r 1 -o=iki+H'S(r-<), 


Af» 


WL+ws(T-t) 


T x -t 


or for condensing the vapour only 
M = 


WL 

T,-t 


( 1 ) 


( 2 ) 


Formula (1) necessitates the supposition that the condenser is 
sufficiently long to allow the condensed liquid to come to the same 
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temperature as the cooling water entering the condenser at the bottom; 
jf this temperature be fficed, then 7, will depend on the velocity of the 
water, and will be equal to 7 as a limit. 

To take an example, suppose kilos of oil of turpentine to be 
distilled at 20 mm., when its boiling point is 53° C., we have 

JF=500; 1=69; 5=0 -6; 

* 7=53° C.; t» (say) 20° C.; 7 t = (say) 53° C. - 7. 

Then 

M _ (500 x 69)'^ (500x0-5 x 33) ^ 


= 280 gallons approiSinately as the minimum quantity necessary. 

• # 

This is supposing the coil to bo infinitely long. The rate of cooling 
will depend on the difference in temperature between the condensed 
liquid and the cooling water, neglecting the heat lag through the metal 
of the condenser. , * 

A rough guide is to allow 1 square foot of cooling surface for every 
1 gallon of liquid to bo condensed and cooled to normal temperature per 
hour. , 

Th$ cooling surface of "a coil con be calculated from the formula 


■#22 * 

„ din, where d is the diameter of the pipe, l tji( length of each turn, 

7, 

and n the number of turns. , 

In the case of a steam distillation, more water is required on account 
of the high latent heat of Vaporisation of water, and the fact that, with 
essential oils at any rule, a iafge quantity of water is required to distil 
a relatively small quantity of oil. Thus, to steam-distil 500 kilos of 
limonene, which is one of the most volatile of essential oil ingredients, 
we require 750 kilos of water (sec Appendix). To condense and coo! to 
20" C. these 750 gallons of water we require cooling water to the amount 
given by 


>(750x536)+ (750x80) 
80-20 


kilos, 


the water leaving the condenser at 80°, whence 
M -1690 gallons. 

This is required for the purpose of condensing the steam only, and a 
further quantity is required to condense the limonene, which can be 
calculated in a similar manner. 

In the average worm condenser there is a dead space in the centre. 
This is bad, because convection currents are set up, and this tends to 
reduce the efficiency of the condenser on account of the cold water at 
the bottom mixing with the hot water from the top, resulting in 
increase tynsumption of cooling water and incomplete cooling of the 
condensed liquid. 

This dead space should be filled up; for instance, by a cylinder 
exposed on the inside to the air, or by a substance of low conductivity. 

2 l 
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For the same reason a cylindrical containing tank is better than one 
of rectangular plan. _ ' v 11 

Cooling water should not be injected into the bottoxfl of the con¬ 
denser in a rapid stream, but shoifli be broken up or baffled so as to 
avoid mixing with the hot water above it. Economy of water may be 
exercised by using aerial radiation for the first few turns of the c«xil 
before entering into the water. ** 

In places where water is scarce, aerial radiation has to be relied on , 
entirely; this is quite feasible, if a sufficientsurface.be exposed. 

In a coil condenser the top coils should be of ampldinternal diameter 
in order to allow for the large volume of vapour 
that has' to be dealt wifh there; the subsequent 
coils can lyminish progressively in internal diameter. 
Since the ratio between the surface exposed to the 
cooling water and the volume of the coil is givjpn 
2 

by -, wh$re c is the internal radius of the coil, it 

T f 

follows that the smaller the radius of the coil the 
greater the relative surface exposed. c 

A tall condenser is better than, a broad one, 
since the heat gradient is not* so steep, that^s, the 
dijjerence in temperature between adjacent coils isc 
not wo great. 

Tubulur condensers deal efficiently with the 
vapour, but the liquid resulting is apt to flow down 
too quickly and be inadequately cooled in conse- 
♦ | S,: quence. This defect is sometimes overcome by 

gf '7 I ■ raising the outlet to above the bottom of the 

tubes, so that they become sealed by the condensed 
liquid, which thus remains in contact with the 
cooling surface for a longer time. Where accurate 
fractionation is required this is bad practice. 

The “ Ideal ” tubular condenser, 1 shown in 
Fig. 209, overcomes this defect by retarding the 


I i 




V 


ri0 i°simra I Tw t S0 " S ^ ow ^he hot liquid. 

.. This condenser effects the rapid condensation 

and the cooling of the resulting liquid between narrow annular 
spaces, formed by fixing one tube inside another of slightly larger 
diameter, a wire being wound spirally in the space, between the two 
tubes. The vapour to be condensed enters the annular space between 
thc-jtwqi tubes and is forced to take a spiral path by the wire; a 
long path for the vapour and condensed liquid is thus provided and 
tfcb cooling is effected from both sides of the annular space. 

Economy of cooling water may be obtained by taking advantage of 
the latent heat of evaporation of water by causing the water to flow in 
a thin filth over a chamber or coil containing the hottest vapour so that 
aerial evaporation of the water occurs. 


1 Bennett Sons & Shears, Ltd., London. 
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• ThR Receiver 

The last item of the distilling plant needing consideration is the 
receiver. In the case of steam didKllation the receiver should be so 
constructed that it will automatically separate the oil from the aqueous 
portion of the distillate. 

* Two types are necessary, according to whether the oil has a greater 
or a'less specific gravity than water. With some oils, such as thyme, 
the problem is complicated by the fact that the first portions of the 
distillate, which contain the terpenes, arc lighter than water, whereas 
the later portions, containing the thymol, arc heavier. Thymol also 
has a tendency to solidify* and would choke the. various pipes of the 
receiver; this caq he overcome by allowing the. condenser to run hot. 
Thymol melts at 51° C. 

f 

Florentine Flask.—The usual “ Florentine flask ” is too well known 



to need description, it can be seen in operation in the illustrations on 
pages 468,469, and 473. Improved designs are shown in Figs. 210, A and B. 
These receivers can be adjusted t.o suit the varying specific gravities of 
th# various oil layers by slightly tilting them one way or the other. 
They afford a double safeguard against loss of oil, having two settling 
chambers, and have proved to be very satisfactory in operation. 

Receiver for Vacuum Work. —For vacuum work the receiver is of 
an entirely different character, and consists essentially of a closed vessel 
connected to the condenser on the one hand and to the exhausting 
pump on the other. Receivers do not call for much comment, but of 
course must be sufficiently strong to withstand the external atmospheric 
pressure, which may rise as high as 16 lb. per square inch or there¬ 
abouts. The construction of these vessels is an engineer’s problem. 
Provision should be made for gauging the amount of the contents, and 
for tius purpose circular disc sight-glasses fixed in the lid are the most 
satisfactory ; the contents can quite readily be estimated by means of 
graduations marked on the inside of the receiver and viewed through 
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the sight-glasses. As a refinement, one, of the sight-glasses insy be i® 
the shape 6f a “ well ”; this will allow an el&trie light to be lowered 
so as to be completely within the receiver; this arrangement will 
illuminate the interior very thorot%hly. 

Tube gauge-glasses set after the manner of boiler gauges are fre¬ 
quently unsatisfactory, being easily broken, difficult to clean, and apt 
to become choked up. When two layers of liquid are present the read-, 
ings registered are quite erroneous, and it must always be remembered 
that it is the heavier liquid at the bottom of the receiver which is 
pushed up into the gauge-glass. * 

Pressure in Still and Receiver. —The pressure or “ vacuum,” as it 
is generally termed, in the still and in the rSceiver should be measured 
separately, for, if the distillation is very rapid or air*leaks exist in the 
apparatus, the pressure as indicated by the two gauges will differ: the 
cause of any big difference should at once be sought; with distillates 
like oil of thyme, which are prom; to solidify, the condenser may become 
choked; the pressure in the still wSmld increase in consequence, up¬ 
setting the boiling temperature; there is also a possibility of dangerous 
“ plus ” pressures arising in the still. It is the pressure in the still that 
should bo taken account of rather than that in the receiver, but the 
correct practice is to me'asure the pressure" at the same point that the 
temperature is measured, e.g. at the top of a fractionating column! 1 ' 
Dial gauges are not suitable for accurate measurements, and change 
their zeros with use. The most suitable gauge consists of a glass tube 
1 metre high, connected at the top to the apparatus, and dipping into 
a trough of mercury at the bottom, the diffference in level between the 
mercury in the trough and in the tube being measured with a metre 
scale; it is well not to have the tube too narrow, as in this case the 
capillarity introduces an error—this error is inappreciable with tubes 
of £-in. bore or more. The pressure indicated should be compared with 
the barometer, the difference between the readings being the pressure in 
the apparatus. 
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CHAPTER XXXV 


INTKOJHJCTION . 

Early History .- Few industries are more dependent on distillation 
than that of coal tar. It was in consequence of a discovery by Jlethel 
in 1838 that it was realised that valuable products could lie obtained 
from coal tar by submitting it to distillation. Since that date the 
industry has thrived, and every year brings out discoveries of further 
ingredients in tar, and further uses for the bodies that have for a long 
time been known to exist in it, 

v Bethel’s discovery was that an oil suitable for the effective preserving 
of timber could be obtained by the distillation of tar. The first dis¬ 
tillation of tar actually dates back much further than this, although the 
value of the process was not then realised. 

Henry Haskins took out a patent in 1746, but probably used wood 
tar, as gas tar was very little known so early as this. Again, Lnng- 
staffe and Dalcton aver that they erected the first, distillery in Leith in 
1822, for the purpose of producing an oil that was used as a water¬ 
proofing medium. It is also asserted that a plant was erected in the, 
neighbourhood of Manchester in 1831 for manufacturing an oil that 
would dissolve the residual pitch to make a black varnish. 

Nature of Coal Tar’- Coal far is essentially the thick viscous 
liquid which is obtained by the carbonisation of coal, and is a by¬ 
product in the ordinary manufacture of coal gas. It should he differ¬ 
entiated from all the other forms of tar. 

When coal is submitted to dry distillation in horizontal or vertical 
retorts, the products of carbonisation are gas, ammoniacal liquor, and 
tar. The tar comes of! in the, form of a fog suspended in the gas, from 
which it is condensed or scrubbed out by suitable means, when the 
resulting products contain varying proportions of ammoniacal liquor 
and tar. 

Tar is a thick black liquid, and is a very complex mixture of many 
widely different substances. Its composition varies enormously accord¬ 
ing to the mode of its formation in the gas or coke works. Some of the 
principal factors governing its composition are the following:— 

1. The Mature of the Coal. 

2. The Temperature of Carboniaation.— This is probably the most 
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important factor of oil, as tar obtained from low temperature carbonisa¬ 
tion differs widely from that from high. The former is by far the most 
valuable to the tar distiller, as it contains more naphthas and phenol, 
and less pitch and free carbon. But the production of gas is much 
lower, and as the tar is a by-product it is not a commercial proposition 
to utilise this method. 

3. The Kind of Retort.— A horizontal retort gives an entirely 

different tar from that afforded by a vertical retort. The tar from the 
former contains larger quantities of aromatic' hydrocarbons, more 
phenol, and more naphthalene, but less phenol homologues. The 
vertical retort tends to produce more pafaffins, less pitch, and less free 
carbon. * 

4. The Shape of the Retort. —The length of time the hot gases 
evolved from the coal remain in contact with the walls of the retort has 
a great influence on the nature of the tar produced and depends largely 
upon the size and shape of ttie retort. 

5. The Depth of the Coal Charge in the Retort.— The depth of the 
charge in a vertical retort is naturally much greater than in a horizontal 
one. Again, similar horizontal retorts worked under identical condi¬ 
tions, except that the depth of the coal charge is varied, will produe# 
tar of quite different composition. 

There are many other details in gas or coke manufacture which may 
affect the composition of tar, but they need not be enumerated here ; 
and it should always be borne in mind that the coal is carbonised for 
the manufacture of gas or coke, and consequently the quality of the 
tar has too frequently to be left, to chance. 


Different Kinds of Tah 

The field of the tar distiller is a very wide one, and although 
generally confined to coal tar and coke oven tar, he frequently has to 
deal with other forms of tar. They may be very briefly mentioned 

1. Coke Oven Tar. —It was not until the discovery of Knab, 
Hauport and Carves in the late ’fifties that it was realised what, enormous 
waste was going on in the making of metallurgical coke for the iron 
industry in the old beehive oven. In this form of oven all products 
went to waste, as the coal was carbonised purely for the production 
of coke. Even after many of the new ovens had been erected on the 
Continent there was much prejudice against them in this country, as it 
was thought that an inferior coke was obtained if the plant was 
enclosed so as to collect the tar and ammonia. 

In 1887 further progress was made by Franz Brunck of Dortmund, 
who introduced the recovery of benzole from coke oven products, a step 
of extreme importance to all industries connected with coke ovens and 
benzole. 

It is not necessary to go further into this question of by-product 
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coke ovens beyond mentioning the names of some of the most important 
ones in use at the present time, such as— 


The Coppee Oven. 

The Otto-Hoffmann Oven. 

The Otto-Hilgenstook Oven. 

The. Simon-Carves Oven. 

The Husaener Oven. 

The Semet-Solvay Oven. 

The quality of coke oven tar is, like that of coal tar, very variable 
indeed, but is similar enoughio enable the distiller to mix the tars and 
work them up together. Generally speaking, however, coke oven tar 
is less viscous, has a lower specific gravity, contains less naphtha and 
phenols, although often as much or even more total tar acids, and it 
leaves less pitch. 


2. Blast Furnace Tar. —The eomluTstible material used in blast 
furnaces for the manufacture of pig iron is either coke or coal. The 
most modern plants use coal, but the earlier forms only coke, which 
naturally does not produce much volatile material such as ammonia 
nmd tar. On the other hand, the amount of these produced when coal 
is used is very large indeed, and in some cases the quantity is 12 to 
13 times as great as that obtained from the same kind of coal whim 
heated in ordinary gas retorts. The tar comes off similarly in a fog 
suspended in the gas, but is in a physically different form, which make* 
it even more difficult to separate from the gas. Many plants and 
processes have been devised and patented to separate the t.ar, but it is 
hardly necessary to mention them here. The gas is thus purified and 
is used for raising steam, distilling the tar, etc., and a well-equipped 
works need use hardly any coal outside that, fed into the furnaces. 

The composition of blast furnace tar is very different from that of 
gas tar. It contains very small quantities of the lower aromatic hydro¬ 
carbons, large quantities of bases and phenols, some solid paraffins, and 
a small quantity of pitch. Tbc phenols arc the higher homologues, and 
in this fact lies the value of the tar, for blast, furnace creosote is used 
largely for obtaining disinfectants having high Kideal-Walker co¬ 
efficients, whereas gas tar creosote is unsuitable for this purpose, as it. is 
not so rich in the higher homologues of phenol. 

Blast furnace tar is distilled and treated in a similar way to coal 
tar, but, owing to tho difference in its composition, cannot be efficiently 
worked up with it. 

3. Carburetted Water-gas Tar.— Water gas is obtained by 
passing steam through white-hot coke or anthracite, and is formed 
according to the following reactions :— 

1. 2H 2 0 + C = 2II 2 + C0 2 

2. C0 2 + C = 2C0. 

The mixture of carbon monoxide and hydrogen thus formed is useful 
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for heating, but not for lighting, as it burns with an almost non- 
luminous blue flame, hence the term “ Blue Water Gas,” It is usual 
to “ carburett ” the water gas with crude petroleum hydrocarbons by 
passing the two together through red-hot retorts. This carburetted 
water gas gives up on scrubbing a certain amount of tar, which unfor¬ 
tunately forms an emulsion with water, which is very difficult to 
separate. Long standing has very little effect, and the most efficacious 
remedy is centrifuging. 

This tar is of little value, as it contains only small quantities of 
naphthas, no phenols, but chiefly high-boiling hydrocarbons, and it 
leaves little pitch. In fact, it is not greatly changed from its original 
composition as it entered the retorts to serve as the carburettor. 

It can be mixed with coal tar ami distilled with it, provided the 
proportion is not large. 

4. Producer Gas Tar.— This is very viscous and contains a large 
quantity of water which ^exceedingly difficult to separate. When 
distilled, it produces no light oils, but paraffins, high-boiling tar acids, 
and a large percentage of pitch. 

6. Oil-gas Tar.- Reference need only be made to this, as very 
little is made. Oil gas is fchined by passing aliphatic hydrocarbons,” 
generally crude petroleum, through red-hot tubes. Part of the oil 
escapes decomposition and part is decomposed, leaving a residue of 
carbon, the result being the oil-gas tar. 

6. Wood Tars- -These tars are produced in almost every country 
of the world which contains big forests, and where charcoal burning is 
practised. They are entirely different from coal tar and are rarely 
distilled. 


Composition of Coat, Taii 

The composition of coal tar, as lias already been stated, varies so 
enormously, according to its mode of production, that it is useless to 
attempt to give any definite analysis. It can be said, however, that it 
generally consists of— 

Water.—Properly ammoniacul liquor, the quantity of which is 
generally about 5 per cent, although it may reach even 10 per cent. 
A tar with this amount of water is an emulsion, is separated with great 
difficulty, but lias the appearance of a good tar free from water. 

Naphthas, —The most important of these are benzene, toluene, and 
the three isomers of xylene. Amount 1-5 per cent. 

Light Oils. —Containing aromatic hydrocarbons, phenol, cresol and 
other horaologucs of phenol. Amount 5-10 per cent. 

Creosote Oil.— Containing also high aromatic hydrocarbons, high 
phenol homologues and naphthalene. Amount 15-25 per cent 
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Yellow Oil— Containing still higher aromatic hydrocarbons and 
anthracenes. Amount 5-10 per cent. 

Pitch. —Amount 50-65 per cent. 

The Tar Industry 

The magnitude of the tar-distilling industry in this country can be 
judged by reference to the following figures, showing the amounts of 
tar produced and distilled. It seems impossible to obtain complete 
statistics of any pre-war period, as reliable data were not then kept, 
and figures relating to these, periods ran only he estimated roughly. 
From the Annual Reports on alkali and «other works, by the Chief 
Inspector, are obtained the following data :— 


Tar distilled in 

HUB. 

1017. ♦ i 

11)10, 

11)11). 

Gas ami Coke (hen \ 
Works f : 

1,420,8117 : 

• 

1,520,200 

1.510,005 

1,402,087 

Other Works 

138,552 ; 

120,000 

131.325 

100,050 

Total in Tons. 

1,550,410 i 

1,050,175 j 

1,«41,3110 

1,500,043 


From the Reports for Mil6 and MI17 it would appear as though the 
tar had been obtained from gas works only, but there is no doubt that 
the figures given should refer to both kinds of works. The Ministry of 
Munitions collated complete returns of tar produced and distilled during 
the war and have kindly given the writer the following summaries : 


Coal Tar and Cork Ovkns Tar Distm.i.ki), in Tons 


1013. 

1,320,000 

1014, 


1015 Average. 

. 1,370,307 

1010 J 


1017. 

. 1,574,803 

Sept. 1017 to Aug. 1018 .... 

. 1,417,010 

„ ,, (actual production) . 

. 1,523,401 


For the. years prior to Sept. l!ll 7 the total production of tar may 
be token as approximately lOO.IXK) tons annually more than that 
shown as distilled. 

For the year Sept. 1917 to Aug. 1918 the sources of tar produced 
were:— 


(las Works and Produce Plants .... 941),.'197 

Coke Ovens ........ ">08,5111 

Water-gas Plauts.15,-443 


Total . . . 1.523,401 


Against these figures estimates of the tar produced have been made, 
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and Dr. Beilby, in an address to tie Society of Chemical Industry, 
1900, gives such an estimate for the year 1899 as follows:— 

Tar Produced, in Tons 

Gas Works.Ii50,000 

Blast Furnaces. 150,000 

Coke Oven. 02,000 

An interesting estimate of the tar produced by all countries of the 
world for the year 1901 appears in Chemical Discovery anil Invention 
in the Twentieth Century , by Tilden (p. 305) as follows :— 


Tons, 

United Kingdom . *. 908,000 

Germany.* 590,000 

United States (including wuter-gas tar) . . . 272,400 

France . . ..190,680 

Belgium, Holland, Sweden, Norway, and Denmark . 272,400 

Austria, Itussia, Spain, riftd other European countries . 199,760 

All other countries. 227,000 


Total . . 2,660,240 

From this it is evident that the industry in the United Kingdom is* 
more important than in any other country in the world, and, comparing 
the total of these figures with the tar produced during the most im¬ 
portant period of the war, one sees that the United Kingdom produced 
then very nearly as much as the rest of the world at the beginning of 
the twentieth century. 
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DISTILLATION OF TAR 

• 

Dehydration of Tar. —One of the greatest difficulties a tar distiller 
is faced with is the elimination of water, which, as already stated, is 
present in varying proportions. The tar is generally allowed to settle 
in large wells or tanks, from the bottom of whic h it is pumped into the 
stills. Its water content is tints reduced to anything below 5 per cent. 
Some; tars cannot bo even partially freed from water in this way, as an 
emulsion forms, and no separation takes place even after long standing. 
These high water tars generally contain a largo percentage of free 
Carbon, and the difficulty experienced with any individual tar in 
separating water by mere settling may almost be taken as a measure 
of its free carbon content. The cost of distilling out only a few parts 
per hundred of water is very considerable ; and in some eases it is as 
high as that of distilling off the remaining 30-10 per cent of volatile, 
products. 

Dehydration of tar may be carried out by mechanical means, such 
as are mentioned in the Patents of J. and It. Dempster (H P. 3245, 
1882), Kunutii (tier. P. 15255), and many others. These mechanical 
separators are of little value except where small quantities have to lie 
handled. 

Centrifuging may alsq be employed for separating tar and liquor, 
and the difference in specific gravity makes this process very feasible. 
The mixture is fed into the machine at about 50° 0., and the tar, being 
heavier, rapidly goes to the periphery of the machine, the liquor 
remaining in the interior. The two liquids are drawn off bv pipes 
inserted into the revolving mass at suitable depths. Tar so dehydrated 
contains less than 1 per cent of water. This method can be very 
effectively employed with water-gas tar and is the only mechanical one 
that can be used for this particular emulsified mixture. 

Chemical methods of separation have been tried, but none of them 
are of any practical importance. In one such method the watery tar 
is treated with chromic and sulphuric acids, when the heat evolved 
during the oxidation distils off without frothing the water and naphtha. ■ 

The universal practice is to heat the aqueous tar either by means of 
live steam, steam coils, or fire. Live steam has in the past been used 
fairly largely for the primary distillation of tar, but is now rarely 
employed except in a few instances in Scotland. In these cases, of 
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course, super-heated steam is used, and together with the water some 
of the more volatile naphthas are distilled off, leaving a thick tar useful 
for road work, varnish, roofing felt, etc. 

A plan most commonly adopted now for the separation of water is 
to charge the tar still up to a given height, and warm the contents to 
nearly 100° C., when the water commences to boil. At this stage the 
firing is discontinued, and, if necessary, the liquid is allowed to settle for 
a short time. It is found that nearly all the water now has separated, 
forming a layer above the tar. A small cock is fitted in the side of the 
still at the correct height, so that most of the water can be drawn off. 
Still better results can be obtained if a swing pipe is fitted with a 
raising and lowering rod connected to it and projecting out of the top 
of the still through a gland. It is found, that, by this means, the 
majority of the water can be separated so that the amount that has 
to be distilled is small. 

It is not necessary to shy more bore about the dehydration of tar, as 
the subject will be discussed.later under the distillation proper. Con¬ 
fusion should be avoided in the use of the word dehydration, as it is 
very loosely employed in connection witli tar. There are many plants 
existing which were erected for the manufacture of the so-called 
dehydrated tar. In effect those plants were intended for taking the 
water out of tar, but, generally speaking, are used for distilling out the 
water together with some naphthas and light oils that come over with 
the water, their primary object being the production of a tar suitable 
for road-spraying. 

Intermittent Methods of Distillation 

Description of Stills.- The plant used for distilling tar is the 
ordinary form of pot still. The variations in construction are legion 
and are dependent on the individual ideas of the distiller, although 
generally they follow certain broad principles. The best material to 
use is wrought iron, although mild steel is used in some cases with 
success. Cast iron would be an excellent medium from the point of 
view of its power of resistance to corrosive action, but it offers too great 
mechanical difficulties. For instance, it would be very difficult to cast 
a still large enough and perfect enough to be free from blow holes; 
the capital cost would be too high, and, owing to the high temperature 
(300° C.) involved, there would be a liability for the metal to crack. 
When once this happened the still would have to be scrapped, as it is 
impossible to patch or repair cast iron satisfactorily. 

Ordinary Tar Stills.— Fig. 152 gives a diagram of an ordinary 
tar still. It will be noticed that no dimensions are given, as these 
depend so largely, again, on the individual distiller. Some prefer to 
work their stills over a period of several days; others, on the other 
hand, like to have a small still and work it off in a day. Generally 
speaking, however, 15-20 tons is the usual capacity, although stills to 
take 10-12 tons are used entirely in some large works. On the Con- 
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tinent, however, 30-40 and oven 50-ton stills are quite usual, a is the 
charging pipe for the raw tar, b the sides or shell of the still, generally 
of J-inch thickness. Some makers 
recommend that the shell should 
be made of mild steel, although 
the remainder is of wrought iron. 

This may be satisfactory in some 
respects, but at the join, which is 
a channel iron, where the crown 
or dome c is riveted to it, there 
must be severe strains, which are 
accentuated when the parts*of 
the still are made «f different 
metal, for the whole of the bottom 
of the still is subject to great 
changes of temperature. The 
bottom of the still is of about 
■jj-inch thickness, and is in this 
concave form for many reasons. 

There is a great saving of fuel, as 
it forms a large heating surface. 

Again, the shape helps to take up 
expansions and contractions on 
heating and cooling between 
charges. The run-off pipe d can 
also be connected at the lowest 
point of the still, and yet be out 
of contact with the fire beat. 

The run-off pipe is made of 
cast iron, and the cock is usually 
fixed outside the brick work. The channel iron K is made in the same 
thickness of metal as the crown. The one drawback to the concave 
bottom is that there is difficulty in cleaning out the still efficiently, and, 
unless precautions are taken, workmen will not see that the channel 
iron is properly chipped round the rows of rivets on each side of it. The 
top of the still, which is made of jj-inch plate, should not be high-pitched, 
but as low as convenient. It lias connected with it the cast-iron vapour 
pipe E, safety valve p, cast-iron manlid G, and steam pipe h. This 
steam pipe is connected to the bottom of the still, where it is spread out 
in some sort of star formation, each branch pipe being perforated. In 
this way, as soon as the steam is turned on, the whole of the tar in the 
bottom of the still is brought into contact with small jets of live steam. 
The small connection and cock l is used for drawing off the water after 
the tar has been warmed as already described. 

A thermometer pocket is frequently fitted either in the top of the 
still or in the vapour pipe, although it is more usual either to measure 
the fractions collected from the tar, or to estimate their composition 
from their specific gravity. 

The manhole should be large enough to admit a man easily, as the 

2 B 



pipe; l'\ Hafcty valve; <J, manhole; 11, steam 
pipe; I, water run-olf pipe ; K, channel iron. 
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still has to be frequently cleaned out, for the life of a still is largely 
dependent upon this. It only needs one or two charges to be worked 
on a dirty still for dirt and foreign matter to get burnt on the bottom, 
when the iron assumes a brittle crystalline form and will very shortly 
crack. This means either that a new plate or sometimes a new 
bottom must be put in. 

Great care must be taken in the setting of the still, as its efficiency 
largely depends on this. The usual plan is to rest the channel iron on 
an annular ring built several courses high and sprung from the floor of 
the combustion chamber. Opposite to the fire bars and door are one 
or two openings which lead into the flues which circle round, above and 
outside the annular ring to a convenient height up the sides of the 
still. Some makers prefer to protect the bottom pf the still by a curtain 
arch which is simply a body of brickwork (covering, but not necessarily 
touching, the bottom of the still) through which there is an arch leading 
from the fire to the flue fillets in the annular ring, 
c 

Still with Convex Bottom. —A still which has been tried, and 
is in use in a large works to-day, ts similar in all respects to the one just 
described except that it lias a convex instead of a concave bottom. 

1 he heating surface is obviously the same, and it is more easily and 
effectively cleaned out. Its great drawback is that the draw-off pipe 
for the pitch must be connected in the centre of the bottom, and the 
junction is therefore subjected to the. greatest heat during the distilla¬ 
tion. I he engineering problem how to overcome the consequent 
strains set up must be a difficult one. 

Horizontal Still.- The form of still just described is, as already 
mentioned, the usual one, lmt there are a few works that prefer a 
horizontal still, which, in most cases, has a similar dome-shaped bottom. 
There seems no distinct advantage in the horizontal still, but rather a 
disadvantage, as the fuel consumption is higher, in many cases even 
twice as high. 

Tubular Heating,- Many patents have been brought out for 
heating the tar in a still with tubes inserted through which the flue 
gases pass. In principle they are exactly similar to the ordinary water- 
tube steam boiler. This method of heating has given fairly good 
results, but it has been applied more successfully to continuous stills, 
details of which appear later. 

Vapour Pipe.— The vapour pipe is best made of cast iron and should 
be large enough to allow free flow of vapour. There is a tendency for 
manufacturers to make this pipe too small so that there is a danger of 
the vapour being throttled. 

Condenser.— The best metal for the coil is cast iron, as wrought iron 
corrodes too easily. Lead is sometimes used, but it is quite unnecessary 
to incur the high initial expense entailed by the employment of this 
metal. 
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Sight Box. —The outlet of the coil from the condenser goes into a 
sight box or seal which allows all the gases to pass away bv a gas pipe. 
This is very important, as the gases evolved just when the still begins 
to run, and that liberated when the anthracene oil is coming off, are 
very poisonous, and it is advisable to pass them through the gas pipe to 
an iron oxide purifier. The chief poisonous ingredient, hydrogen 
sulphide, is acted on by the oxide, and the purified gas is usually carried 
round and fed into the fire of the still or into some convenient fire. 

It is customary in a works where there are several stills in a row to 
pass the gas from each still into a common gas pipe leading to the 
purifier. Where this is the practice great care should be taken, when 
cleaning out any individual sfill, to disconnect the gas pipe of that 
still; for if at the same time other stills ifre working, the gas can 
easily work back into the one under repair and so cause danger to the 
men inside. Several fatal accidents have occurred in this manner. 

• 

Receivers. —The condensed vapour fron^the sight box is run into 
receivers. There are many simple devices by which the various fractions 
arc made to run into their respective store tanks. 

Pitch Cooler— The running-off pipe for the pitch is connected 
(li-ectly to the pitch cooler, which is placed as near to the still as possible. 
It must be remembered that when the distillation is complete the 
residual pitch has a temperature approximating to 300° C. The pitch 
is allowed to remain in the stili for some hours until its temperature is 
considerably lowered, so that, when “ tapped out,” too much strain on 
the still shall not be caused by sudden cooling and contraction. The 
lurthcr strain on the metal of the still which would be caused by 
immediately charging it again with cold tar should be avoided. Even 
at the lower temperature it is not safe to expose the pitch freely to air, 
as it would bo liable to catch fire. 

Eor this reason an intermediate vessel or pitch cooler is used. It 
is either an iron boiler or {sometimes a “ pitch-house ” made of iron 
work. The pitch is cooled in this vessel until it is only fluid enough 
to run into the cooling bays, where it remains until quite cold and 
sufficiently workable to send out. 

Heat Interchangers or Economisers.— Most plants have some form 
of heat interchangers or economisers. They work on the principle of 
utilising the heat in the vapours leaving the still and that in the pitch 
to warm up the raw tar for the next charge. 

These arrangements have been very thoroughly worked out and 
enough heat may be recovered to distil off all the water together with 
some naphthas from the raw tar while in the economiser, so that the 
actual still charge is hot enough to come on to the run soon after 
charging, and is free from water. 

Lay-out of Still. —Fig. 153 shows the lay-out of such a still; and it 
will be noticed that in this case there arc two economisers: the first is 
fired in the same way as the still, in order to ensure the removal of all 
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the water; the second is simply a condenser for tlie vapours from 
No. 1 with the coil surrounded with raw tar. 


Frothing. —A good many arrangements 



have been devised and 
patented with the ob¬ 
ject of preventing the 
tar from frothing and 
boiling over when dis¬ 
tillation commences. 
The underlying idea is 
to cool the top portion 
of the still or the 
vapours in the top of 
‘the still. They are none 
of them very successful 
and, indeed, are little 
used, continuous dehy¬ 
dration giving better 
results, as will be shown 
later. 


Continuous Methods 
or Distillation 


FIG. 153.—Lay-out of Still. . 

A, pitch cooler; 1$. tar still; ('. No. 1 economiser ; 1), No. Numerous attempts 
2 economiser; 1C. heavy oil condenser; F, naphtha condenser; Lo, rn 

(1, light oil condenser; II,, ll 2 , Jt a . outlets to receivers. naVe Du n \ naae 10 

distil tar continuously, 

and although to-day the great difficulties that have to be faced are over¬ 
come, many distillers prefer the old intermittent methods. Continuous 
distillation is expensive, and can only pay where the still can lie kept 
going continually, or when very few stoppages are required. This, 
then, is the great difficulty, as the tar available in most districts is 
limited, and very often tiie quantity differs greatly at different seasons 
of the year. 

Some of the earlier experiments are very ingenious, and may be 
usefully mentioned. 


Mason’s Still.—Mason’s still (Ger. Pat. 66097) consists of a raw- 
tar tank from which the tar is fed into the still, which consists of a 
series of horizontal and vertical pipes. Each horizontal pipe has a 
vapour pipe and condenser attached, and as many of these are used as 
fractions are required. 

The tar flows through the zigzag still pipes, which are heated with 
fire from the bottom one upwards. The lightest fraction comes off the 
top one, and the heaviest off the bottom, and the last horizontal pipe 
emits the pitch to the cooler. The difficulty of regulating the firing of 
such a still must be tremendous and must condemn the plant. 


fifty’s Still. —Bay of Turn (Fr. Pat. 348267) elaborates Mason’s 
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still by using a series of retorts in zigzag formation and maintains 
that good results are obtainable. 


Pfropfe’s Still. —Pfropfe’s still (Ger. Pat. 55025, 1890) consists of 
a series of semi-cylindrical tanks, each separately fired and regulated, 
and each having its own vapour pipe and condenser. The principle 
has been more carefully carried out in the Hird Still, which is described 
later. 


Fractional Condensation 

Kohn’s Still .—Walter Kolin, of Lubeck, has invented a most 
ingenious arrangement which* works on the principle of fractional 
condensation. The tar is pumped under pressure through a series of 
heating coils from which it is ejected through a nozzle into the still. 
The nozzle baffles the flow of tar and breaks it up into a fine spray, 
from which the residual pitch falls to the bottom of the still and thence 
flows to the pitch cooler, whilst all the volatile vapours pass on into a 
series of condensers. These arc supplied with coils kept at different 
temperatures, and so the required fracfSons are obtained. The Leunard 
still, which is more fully described later, is similar in general outline. 

The Wilton Still. —The Wilton continuous still, as manufactured 
by the Chemical Engineering & Wilton's Patent Furnace Company, is 
shown in Fig. 151, and is there represented with plant for taking off two 
fractions. The makers maintain that it can be used for distilling down 
to pitch, and the distillate can be split up into as many fractions as 
required. 

The tar in tank a is pumped up by the pump n, through the pipes 
c into the heat interchanger or economiser D. In this it takes up heat 
from the dehydrated tar or pitch according to the use the plant is being 
put to. It then traverses the pipe iq, and enters the furnace s, which is 
heated by an ordinary fire of coke or breeze and consists of a series of 
cast-iron coils superimposed one above the other. It leaves the furnace 
through the pipes E or E„ at a temperature and pressure predeter¬ 
mined and varied by the rate and by the temperature of the furnace. 
It is then allowed to expand suddenly under atmospheric pressure in 
the vapour box r, whence all the volatile materials pass over through 
the vapour pipe o, whilst the pitch or dehydrated tar, as the case may 
be, overflows into the economiser d, and thence to the pitch cooler or 
storage tank. The vapours from o are cooled by water in the condenser 
tank H, so that the heaviest of them are condensed and received in I, 
whilst the more volatile pass over through pipe K into another con¬ 
denser L, and so on. 

The fractions can thus be varied by using as many condensing 
units as required. The temperature and pressure of working, as already 
stated, are dependent upon what is required, and must be determined 
for the individual tar to be distilled ; but those recommended by the 
makers for dehydrated tar are about 130-140° C. and 30-40 lb. respect¬ 
ively. 
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It is doubtful whether the plant, as described, is very suitable for 
distilling tar to pitch, as the fractional condensation of the distillates 
is likely to give inconsistent results. 

Improved Wilton Still.- Probably a better plan, which the 
makers adopt, is to combine this plant with the ordinary pot still. 

The drawing in Fig. 155 is self-explanatory after the descriptions 
already given. The plant can be run almost continuously, as tbe 
dehydrating portion is working the whole time and filling the one pot 
still while another is being worked off, and the third is cooling before 
tapping the pitch. If the operations are properly adjusted the third 
can be tapped and be ready for charging as soon as tbe first still is full 
and ready to work. . 



Fm. 154.—-Tho Wilton St.il!. 

A, raw tar tank; 31, pump; C, C„ tar delivery; I), dehydrated tar tank and economiser ; 
E, 1C,, heated tarnlpes; F, expansion box; 0,(1,, vapour pipe ami coils; II, first condensing 
tank; I, llrst, condensate receiver; K, K,, second vapour pipe and coils; L, second eondensinp 
tank ; M, second condensate receiver; S, dehydrating still furnace. 


It is obvious that great economies can be effected by this means, 
botli in saving of fuel and—a most important point—in wear and tear 
on the pot stills, as they are never subjected to strains set up by sudden 
cooling through charging cold tar into hot stills. 

Lennard’S Still. —The continuous still of F. Lennard, of Forbes, 
Abbot & Lennard, Ltd., is worthy of description, as it is based entirely 
on the principle of fractional condensation and is capable of dealing 
with large quantities of tar. 

The still is shown in Figs. 156 and 157. The heating portion proper 
consists of a number of cast-iron pipes running to and fro across the 
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width of a brick-work oven, and forming a long coil which is heated by 
means of producer gas or oil fuel. One end of the coil is connected to 
the feed pump p, and the other to the pitch scrubber D The coil is 
divided into two sections ; the front one is known as the “ front bath ” 
A, and the back one as the economiser B. The only difference in the 
two is that the economiser coil is directly heated by the flue gas from 
the still furnace and steam boiler, while the other is protected by 
brick-work. 

The heated tar, passing into the pitch scrubber l), meets in its 

descent a jet of steam _ 

which sets free all 

the vapours, which * T~ 

pass on through the t i; ; . • 

connecting vapour « ' _ 

pipe into the antlira- 

cene condenser E. iXjJwVf/"** f 

The pitch falls to the ^ 

bottom of the scrub- __ / \ _ 

her and eventually to *• () o, ■ to © 1 = 4 ^ ~ ^ 

the cooler and pitch n, tfc= h, y ’ x^Jy L, | 1 

beds. The pipe ex- _| 

Fending from i> to E fS, 

connects the top of / \ 

the pitch scrubber ■ fc> ©»-" f MO Q" 1 8 , 

with the condensing Nj k, h, J l, 

coils of the specially j 

constructed antlira- I 1 

cene condenser. The jf \ [ 

lower chamber of S, 

this condenser, from n, fV h 9 I l, J 

which the anthracene 
is collected, is eon- 

nected with the crco- * Em. i.>r>.—tinpmml wiltnn still. 

Rote COlldenser J : , by A, tar pump ; I!, ilchylratinv still furuarc ; C, vupour Ikix ; 

,, 1 I-', 1>, naphtha :uul water comlt'iiscr; E. naphtha and water receiver: 

a pipe through WlllCll t . naphtha ami water imtIH to Stonin' 1 ; It, dehydrated tar 

tlio vnrinnrs nans pipe; 1£„ H„ H„ pot stills; J„ .r„.l„ pot still vapour pipes; K„ 

Clio vapours pass k„ K„ pot »MII romle,went; I,„ I,„ I,,, pot still receive™ ; M„ 

forward M„ M„ pot. still otltu-ts to storage; N„ \,, N,, pitch tapping 

* pipes; 0., O,. (>„ pitch coolers. 

The creosote con¬ 
denser is built similarly to e, and has also a cooler t, the coil of 
which extends to the receiving tanks. Again the lower chamber 
of the creosote condenser communicates with the light oil con¬ 
denser u. 

The condensing medium used in e and f is the raw tar which, after 
exchanging heat in the process, overflows from the top of both condensers 
into the top of the tar scrubber h. It is there subjected to the. action 
of raw super-heated steam, which drives off all the water and some 
naphtha, which are condensed in J. The dehydrated tar flows into the 
hot tar boilers 1 and 2 , and is thenee pumped by the pumps p (one 
always kept in reserve) into the still coil A and B. 




-finproved Wilton HM1I. 
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The receiving tanks are provided with an exhaust pipe, connecting 
to the vacuum pump Y, the exhaust gases passing through the vapour 
absorbers n. 

The working of the still is carried out by feeding the tar through the 



still coils, in which it is heated to the final temperature of about 280° C. 
It is under pressure when it leaves the coil, and suddenly expands on 
entering the pitch scrubber. There by aid of live steam all the volatile 
constituents pass over into the anthracene condenser, while the pitch 
falls to the bottom. Enough cold raw tar is passed through the 
anthracene condenser to condense only the anthracene oil fraction, 
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while the remaining vapours pass over into the creosote condenser, and 
similarly a creosote and a light oil fraction are separated. 

One of the secrets of success of the plant is that good heat inter¬ 
change is applied, and the tar is dehydrated in the tar scrubber before 
it falls into the hot tar boilers which are the supply tanks for the pumps 
to feed the still coil. 

Better adjustment and regulation of the fractions have been 
obtained by slightly varying the above arrangements. The change 
can be effected by reversing the operations in the anthracene and 



Fio. 157.—Plan of Lennard’s Still. 

A, front batch of still coll; B. economiser batch of still coll; 0, steam boiler; 1>, pitch 
scrubber: 10. anthracene oil condenser; F, creosote oil condenser; (•, Unlit oil condenser: 
H, tar scrubber; .T, naphtha condenser; K, hot tar holler vapour condenser; M, oil fuel 
tanks ; 0, chimney stack ; 1\ hot tar pumps ; It, vapour absorber; T, water condenser : 
W, raw tar pump ; X, Y, vacuum pumps; 1,2. hot. tar boilers; 3, spare receiver; 4, 5, light 
oil receivers; 6, 7, creosote oil receivers; 8, 0, naphtha receivers; 10, 11, anthracene oil 
receivers ; 12, 13, receivers for vapour olf K. 

creosote condensers. That is to say, the vapours are allowed to pass 
into the top of the column and to cool to the desired degree by letting 
the cold raw tar circulate in a coil in the condensers. 


Method of Sucof.ssive Stills 

The Hird Still. —The Hird Still is manufactured by W. C. 
Holmes & Co., Ltd. It is worked on an entirely different principle, 
and consists of a series of small stills, each one responsible for distilling 
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'off one fraction. Hero again, as many fractions as desired can be 
obtained according to the number of units supplied ill the plant (see 
Figs. 158 and 159). 



The tar flows from the regulating tank A through all the vapour 
condensers o, and thus takes up enough heat to drive off most of the 
water and some naphthas which are condensed in the cooler J. It is 
further heated by passing through a coil in the pitch cooler F, whence it 
flows to No. 1 still n This and the other stills are of the same construe- 
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tion and consist of cast-iron tanks heated by means of fire tubes running 
longitudinally and close to the bottom of the still. The firing can be 
carried out by oil or gas and is done by means of the burners n. 

The height of the tar in the stills is only 12-16 inches, and thus 
relatively small quantities of tar are in the whole plant at any one time. 
The contents of No. 1 still n are. heated sufficiently to drive off only the 
first fraction, namely the light oil, when the tar overfiows into No. 2 
still c, where it is subjected to greater heat and another fraction is 
distilled off. So the process is continued until the tar has passed through 



Fig. 159.—Plan of the Hird Still. 

A, tar regulation tank ; B, No. 1 still; 0, No. 2 still; 1), No. 3 still; JO, No. 4 still; 1<’, 
pitch cooler; (J, combined heater and cooler; If, coil condenser; J, water tube, condenser; 
K, sight box ; L, oxide purifier; M, gas producer; N, gas burners; (), tar inlet; I*, pitch 
outlet; It, steam pipes. 


the required number of stills. There are usually four, which give off 
naphtha, light oil, creosote oil, and anthracene oil, respectively. No. 4 
still is not, like the others, provided with burners, but with perforated 
steam pipes which allow live steam to be blown into the partially 
distilled tar, this being the usual method of getting off the remaining 
anthracene oil. 

The pitch overflows from No. 4 still into the pitch cooler f, and 
eventually into the pitch beds. The vapours from the stills are partially 
condensed in the heat interchangers, and finally in the water condensers 
h, aDd received in the sight boxes K. 
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* The working of the still is very simple and is very easily and 
regularly adjusted, so that with little attention regular and constant 
fractions can be obtained. 

In the early types of this plant difficulty arose with the joints 
between the fire tubes and the sides of the still, as leaks were frequent 
and corrosion heavy. This difficulty has been surmounted by expand¬ 
ing tubes into steel end plates and bolting the whole on to the flanges of 
the cast-iron casing, as the more modern plants are supplied with cast- 
iron instead of wrought-iron stills. 


A Comparison between the Intermittent and the Continuous 
Distillation Plants 

Some of the advantages of the continuous over the intermittent still 
may be enumerated, viz. 

1. Generally a reduction o| fuel consumption. 

2. Less loss through bad manipulation of the plant. 

A continuous plant when ones well started can be fairly easily 
handled with small chance of anything going wrong. On the other 
hand a pot still requires a very experienced man to watch it, and even 
then frothing and “ bolting ” or boiling over are not infrequent. 

3. Wear and tear by corrosion and overheating is not so heavy, as 
the coils or stills, which have to be subjected to the greatest amount of 
heat in the distillation, are made of cast iron. Also the overheating of 
a east-iron coil does far less damage than that of the bottom of a pot 
still, especially if it is a little dirty and cleaning out has been neglected. 

4. Saving of labour in cleaning out. 

On the other hand some of the disadvantages of a continuous still 
as compared with an intermittent still may be mentioned, viz.:— 

1. It is claimed that some continuous stills require less labour than 
periodic plant of equivalent size. This is very doubtful, for a row or- 
battery of pot stills run in proper rotation can be worked with very 
little labour and expense indeed. 

2. The continuity of the continuous still is in many cases a draw¬ 
back. In works where the tar producer is also the distiller, as in the 
case of many coke oven works, it is obvious that he can estimate 
fairly accurately how much tar he will have to deal with, and again, 
his production will be more or less consistent, so that he, can erect his 
continuous plant to meet his needs, and keep it continually running. 

On the other hand the tar distiller who does not produce his own 
tar cannot estimate the quantity he may expect to obtain from the 
various gas works, as their make is a seasonal one and is also dependent 
upon climatic conditions. Unless a continuous plant can be kept more 
or less consistently running, the charges mount up enormously, and if 
such a plant has to* be frequently started and stopped it is doomed 
from a financial point of view. 

3. Most continuous stills do not produce such a clear-cut fractiona¬ 
tion of the products as does the pot still. 
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Corrosion Of Tar stills— This is a trouble which lias a very 
great bearing on the whole industry of tar distilling, for the wear and 
tear on stills, and particularly those of the pot still type, by corrosion 
is a very great financial factor. 

The problem has been studied by many investigators, but no satis¬ 
factory solution of the difficulty has been found. The corrosion is 
caused chiefly through the tar being mixed with liquor, and if distillation 
could be carried out with water-free tar it would be almost eradicated. 

Wames and Davey 1 give a summary of the work done on this 
subject and maintain that the corrosion is caused rather through 
chemical or mechanical than electrolytic action. It seems certain that 
dissociation of ammonium ffhloride, ammonium sulphide, ammonium 
hydrosulphide, and ammonium cyanide tailes place at certain tempera¬ 
tures, and that the dissociation products act upon the iron. The action 
is most pronounced at parts of the still that have been subjected to 
mechanical strains in manufacture, and pi*rt.s that are continually in 
contact with hot vapours rather than hot liquids. For instance, stills 
that have had the rivet holes punched instead of drilled show the 
most marked corrosion round the rrvet holes, and it is very noticeable 
around a manlid mounting or charging pipe. Again, the sides of the 
stiil are most corroded at the height where the tar and liquor are in 
violent ebullition at the beginning of the distillation when the water is 
coming off. 

Warncs and Davey state that the process of corrosion goes on 
at a greater rate during the latter portion of the distilling operation, 
principally during the period when steam is used to assist in the 
distillation. 

Whatever the causes may be, electrolytic action undoubtedly plays 
a certain part in the process, and great care should be taken in the 
selection of suitable plates for the still, whether they be of mild steel or 
iron. It should be seen that there is no sign of lamination, crystalline 
structure, or blisters. Indeed, in bending the plates metal hammers 
should not be allowed bift only wooden mallets. 

Fractions 

■ The question of the number of fractions, size of fractions, etc., that 
are to be taken off when tar is distilled is dependent on so many factors 
that it is only possible to give generalisations. For instance, the kind 
of tar to be dealt with obviously plays a big part, while the kind of 
plant that is available to deal with the fractions is another, but the 
market value of the products is probably the most important. For if 
the price of any individual product should be too low for its extraction 
to be profitable, the fractions would probably have to be entirely 
altered. Generally speaking, however, they are the following:— 

No. 1 Fraction. —In this is contained the ammoniaeal liquor, and 
naphthas, which are mixtures of benzene, toluene, xylenes, and pyridine. 

1 Wamci and Davey, J.8.C.I., 1910, 29, G67. 
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The boiling-point range is from 80° C. to about 140° C., and the specific 
gravity -870 to -950. The quantity of water is of course dependent 
upon the amount in the original tar, and whether it has been partially 
taken out before distillation. It separates easily from the naphtha, 
and is drawn off from the bottom, and sent direct to the ammonia 
works. 

Great care must be taken in getting off the first fraction, as frothing 
is very prevalent, particularly in a tar with a high free carbon content. 
The point when this danger is passed can be easily noticed by the noise 
that is heard inside the still, known as the “ rattles.” When nearly all 
the water is off, globules of water condense on the inside of the top of 
the still and occasionally fall back into thb hot liquid below : they are 
immediately turned into Wipour again with almost explosive force, 
with the resulting rattling noise. The same phenomenon can be 
observed in distilling a liquid like benzole containing traces of water 
in the laboratory. < 

No. 2 Fraction. —This is Ifnown as the light oil fraction, and boils 
from about 110° C. to 200° C., and has a specific gravity of about -950 to 
1-000. It contains the higher hydrocarbons of the benzene scries such 
as mesitylcno, cumenes, some naphthalene, also phenol, and higher 
homologues of pyridine. Many distillers do not separate this fraction,# 
but mix No. J and 2 together; on the other hand, in districts such as 
Lancashire and Yorkshire where the tar is rich in these valuable light 
products, it pays to collect the two fractions. 

No. 3 Fraction. —This fraction is collected purely to obtain the 
phenol in as concentrated a state as possible, anil is consequently called 
the carbolic oil or middle oil fraction. It boils between 200° C. and 
210° 0., has a specific gravity of 1-000 to 1-025, and contains phenol, 
cresols and higher hydroxy acids, much naphthalene and creosote 
hydrocarbons. In the distillation great care must be taken to see that 
the condenser water is quite hot, so that crystallisation of the naphtha¬ 
lene shall not take place in the coils. The cold water should be turned 
off in the middle of No. 2 fraction, and if the cooling water does not got 
warm quickly enough, steam should be turned into the condenser. 

Safety valves are supplied to all stills, and these should be looked to 
before each distillation, to see that they are working freely, as explosions 
have occurred in tar works through the jamming of the valves. 

This carbolic oil fraction is not always separated, as the acid in 
some cases does not pay to extract, and in others the tar contains too 
small a quantity. Again, it is sometimes found more economical to 
re-distii the creosote fraction, as described later. 

No. 4 Fraction. —This, known as the creosote oil fraction, is the 
largest of all, and contains naphthalene and heavy oils, which are 
aromatic hydrocarbons with a high carbon and hydrogen content, and 
cresols and other phenol homologues. The boiling point is about 
240° C. to 280° C., and specific gravity 1-025 to 1-065. 

No. 5 Fraction. —This fraction is marked by its distinctive colour, 
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and is consequently called the green oil, yellow oil, or anthracene oil 
fraction. Its specific gravity is 1-065 to 1-100, and boiling point from 
280° C. upwards to the end of the distillation. It contains still higher 
aromatic hydrocarbons, anthracene, phenanthrene, also carbazol, etc. 

Numerous attempts have been made to largely increase the number 
of fractions taken off the tar with the idea of better isolating the products. 
All these have failed, as the distillates obtained are no purer, so many 
complex azeotropic mixtures being formed. Again, nothing is saved, 
as many of the fractions have to be mixed together again for treat¬ 
ment in subsequent processes. 




CHAPTER XXXVII 
» 

FURTHER DISTILLATION AND RECTIFICATION OF PRIMARY FRACTIONS 
OF TAR 

Methods of Separation. —The usual methods of separation ol 
substances from the complex mixtures contained in the fractions are 
employed. The solids such as naphthalene and anthracene are crystal¬ 
lised out and freed from the other liquids. The acids such as phenol 
are extracted by washing with alkali, generally caustic soda, and the 
acid is separated out from the sodium salt by treatment with mineral 
acid. The bases such as pyridine are subjected to the reverse treatment, 
as they are converted into the sulphate by the action of sulphuric acid, 
and subsequently neutralised with alkali, generally ammonia. Lastly, 
the remaining bodies, which arc mostly hydrocarbons, are separated by 
further distillation. 

The methods of further separation and treatment of the primary 
fractions may be mentioned, but it must be borne in mind that many 
of the products to be extracted, and therefore also the processes 
employed, are common to several of the fractions. For instance, 
phenol and tar acids generally are common to all the fractions after the 
crude naphtha, and under certain market conditions every fraction has 
to be subjected to the treatment of washing out with soda. Only one 
typical case of each separation will therefore be described. 

Nos. 1 and 2 Fractions. —These will be left for the next chapter, as 
the separations can only be carried out by fractional distillation, and 
the whole of the next chapter is devoted to this subject. 

No. 3 Fraction—Naphthalene. —The oil contains fairly large quan¬ 
tities of naphthalene, which is sometimes allowed to cool out first, but 
generally after extraction of the acids, as the solubility of naphthalene 
in tar acids is greater than in the creosote hydrocarbons. Better 
separation of the naphthalene is therefore obtained if the acids are 
washed out first. 

Phenol and Cresols. —The crude oils are washed in washers or 
wrought-iron tanks of about 2000 to 5000 gallons capacity. The tanks 
are fitted with good agitating gear, as described in the next chapter, also 
they are either steam-jacketed or contain steam coils, in order to keep 
the oils hot while the washing is carried out, otherwise crystallisation 

384 
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of the naphthalene would cause trouble. Caustic soda of a strength 
of about 16° to 22° Tw. is the alkali used, and, after settling, the sodium 
'phenate and eresolate, commonly known as the carbolate and cresolate, 
are drawn off from the bottom. 

Separation of Phenol from Cresok— The separation of the phenol 
from the cresols or higher homologues is carried out direct in the 
washing process, and is based on the fact, that phenol is more acidic 
than its homologues. The method is to wash the light oil first of all 
with the so-called crude carbolate solution. This is the middle, wash 
out of three and is a saturated solution of sodium phenate and 
cresolate. The action of brining this into contact with fresh oil is to 
decompose the cresolate in the crude with tlA phenol contained in the 
oil, so that an interchange of phenol from oil to aqueous solution is 
obtained. Thus by regulating the quantity of crude carbolate used 
in the wash, sodium phenate fairly free fronAsodium cresolate can be 
obtained. The light oil, now containing relatively small quantities of 
the phenol and large quantities of the cresols, is washed with clean 
caustic soda and the resulting solution is the crude carbolate. for the 
next charge. The oils are now fairly free from phenol and contain 
chiefly cresols and homologues which are extracted by washing with 
tlie required quantity of clean caustic soda. * 

In order to obtain the acids from the solutions some mineral acid 
must be used. The old method was simply to neutralise with sulphuric 
or hydrochloric acid, in an open vessel. The method most in use at the 
present time is to treat the solutions in upright tanks or gassing 
cylinders with carbon dioxide. These tanks arc run in series, so that 
any gas not absorbed in the first, is caught up by the next. The 
carbon dioxide is usually obtained from a lime kiln, for, besides the 
gas, limestone produces lime which is required in the process. After 
the solutions are neutralised by the carbon dioxide, the tar acids can 
be, easily separated from the top, and the sodium carbonate at the 
bottom is used to react w*ith the. lime from the kiln to make caustic 
soda for the washing of further quantities of light oils. The process is 
a continuous one and works in a cycle, viz. :— 

1. NaOH f C„H 5 OH =C 0 M 5 ONa + H 2 O, 

2. 2 C e H 5 ONa + C0 2 + H 2 () = 2 (‘ 8 lI 8 OH + Na 2 C0 3 , 

3. Na 2 C0 3 + CaO + 1I 2 0 = 2 NaOH + C-aCO,. 

Washing with a cream of lime instead of caustic soda can be 
employed, and has been worked out successfully by some distillers. 

Again, washing the light oil with sodium carbonate solution and 
freshly burnt lime will effect the same result, the action taking place 
at quite, low temperature, viz.:— 

Na 2 C0 3 + CaO + 2 C 8 H 6 OH = 2 C„H 5 ON T a + CaC0 3 + H 2 0. 

Both of these methods present mechanical difficulties, as objectionable 
emulsions are formed with consequent loss of phenol. 

2 C 
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Refining of the Tab Acids 

Phenol.- -Tlic acids as separated above are in the form of dark- 
brown oily liquids, ami contain 12 to 15 per cent of water. The phenol 
is prepared to the specification known as 50’s, 60’s, or 70’s crude 
carbolic acid. The names arc derived from the result obtained by 
submitting the acids to the “ Lowe ” test, and do not denote the 
quantity of absolute phenol in the crude substance, although the 
figures, as a matter of fact, do approximate to these values. So that 
a 60’s crude carbolic, acid may be taken to contain about 60 per cent 
absolute phenol, 15 per cent water, and., 25 per cent cresols and homo- 
logues. „ 

Distillation and Crystallisation.-- The. refining of the phenol and its 
separation from the cresols is carried out, entirely by fractional distilla¬ 
tion and fractional crystallisation. We may take CD’s crude carbolic 
acid as a good example, as this is the usual form in which the material 
is prepared from the light oils. 

The mixture is first distilled'in an ordinary iron pot still with the 
object of separating the water, cresols, and pitchy matter from the 
phenol. The first fraction, coming over below 180° C., consists of water, 
neutral oils, and some phenol. The second fraction is collected between 
180" and 205" and contains mostly phenol. The third fraction, 205° to 
220°, consists of cresols with a small quantity of phenol. The residue 
contains practically no phenol and limy he collected from successive 
charges and reworked for the yield of cresols or pale eresylic acid or, as 
it is known to the trade, “ Liquid Carbolic Acid.” 

The fraction collected between 180“ 0. and 205° is run into small pans 
holding 25 to 50 gallons, and allowed to c rystallise. These pans are 
arranged so that cold water can be circulated round them, or in some 
instances the pans are kept in a refrigerating house. After crystallisa¬ 
tion has taken place the liquid is drained off and mixed with the fraction 
from 205" to 220°, which is again distilled. The crystals of phenol are 
dried by means of a centrifugal machine, when they show a fusing 
l 10 i"t °f about .50° C. These crystals are melted and subjected to a 
further distillation and a further crystallisation, as above, when the 
fusing point should reach about 35° C. To obtain 42“ crystals the same 
process must be repeated again. It will be seen that the process is a 
long and tedious one and that many fractions are obtained, but by 
careful observation of their boiling points many of them can be mixed 
together and reworked. 

The distilling apparatus is sometimes supplied with a fractionating 
column, but often not. There can be no doubt that a column adds to 
the efficiency if it is of a good type ; but there is no doubt that distillers 
do not pay enough attention to the columns they use, and consequently 
are apt to conclude that they are unnecessary, while the fault really 
lies in the construction of the column itself. 

In cases where very pure phenol is required it may be advisable to 
redistil once more, and to use either zinc or silver still-head pipe and 
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condenser coil, as it has been found that iron, copper, lead, and alu* 
minium are unsuitable. 


Oresols.— These are recovered from the liquor from the fractional 
crystallisation of phenol, and also in the crude form when washed out 
of the tar oil with caustic soda. In the second ease they are mixed 
with higher homologues such as the xylenols and eumenols. The 
cresols are present as a mixture of the three isomers in proportions 
varying according to the source of the tar. but averaging approximately-— 

Ortho-oresol 10 per cent (b.p. 1!H°). 

Meta-cresol 35 per cent (b.p. 203°). 

Para-cre.sol *25 per cent (b.p. 202°). 


It will be seen by the boiling 
points that the separation of the 
three by distillation is impracti¬ 
cable, although the ortho can be 
isolated from the other two by 
this means. Many methods of 
separation have been attempted 
and they are all based on the 
principle of making erystallisable 
salts or sulplmnation or nitration 
products, separating these, and 
reconverting to the original 
eresol. lint the best, results are 
obtained if the mixture is first 
fractionated, when most of the 
ortho can be separated, and tin- 
residue can then be treated for 
the separation of the remaining 
two isomers. 
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Fig. 100. -UascJiltf's Still for Phenol and CrcHoto. 


Raschig’s Still lor Phenol and 
Cresols.- -Probably the firm that, 
prior to the war, made more pure 
phenol and cresols than any 
other in the world was Raschig 
of Ludwigshafen. Raschig de¬ 
scribes 1 an apparatus for the 

,• r 11 * ■! t, A U* the Htill; II in the with* tiilw which 'urrlcs 

preparation 01 carbolic oils. Jt the vapour to till! column ; 0 is the lower part of 
i« aluiwn in Wi« 1 Cft the column with back Ihiw tube; I) leads the con- 

1 S snown in rig. iou, ana is oU bR ck into the stm; k is the column 
simple in structure and principle, witJ * iuwhiit rings, which are carried 

r , . .. . 1 . on a perforated plate F at bottom ; (1 is the de- 

eXCept that the distillation IS phlegmator, which can also lie fitted hr a worm 

__• j , i condenser; II shown the stream of condensing 

Carried out vn vacuo , but the water; K is (he condenser with the worm (I): JL 
distillate onllppfwl nnrlpr atmn die connection with the vacuum pump ; M Is 

aisuuate coiieuea unaer atmo the fal , t)lbe Ua lho diHtiiiatt; it must be 39 feet 
spheric pressure. Raschig main- |or| * from l to a point o where the distillate 
,. ,, , , ,*,*,, ", , runs out from the top of the receiver 

tains that to distil tar acids and 

tar oils containing acids in vacuo is distinctly advantageous, as 
1 Raschig, Zeiltchrift f. anqte. Ch., 1915, 84, 28* 
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decomposition, that would be likely to occur under atmospheric 
conditions, is avoided. Also, by using some such plant as the 
above, the necessity of observing the course of the distillation is 
obviated, as the exact flow from the still can be seen and also aver¬ 
age samples of the distillate at any time can be accurately taken. 

The column is 45 feet in height, and is packed with Raschig rings, 
which are simply sheet iron ferrules about l inch long by 1 inch diameter. 
The apparatus is simple and ingenious, hut could probably be greatly 
improved by the use of a good seal and bubbling column instead of 
the packed column, for the reasons given in the next chapter. 


The Separation of Naphthalene 

To proceed with the separation of the products in Fraction 3. 

<1 

Crystallisation. Fraction No. 3. It is now necessary to crys¬ 
tallise out the naphthalene. The fraction lias been washed practi¬ 
cally free of all tar acids, so that, the oil, on cooling, will more readily 
throw out the naphthalene. The quantity that will crystallise is, of 
course, dependent on the amount present and the saturation of the oil. 
The solhbility veiy rapidly decreases as the temperature is lowered, 
and the oil is therefore cooled as much as possible. Ordinary atmo¬ 
spheric conditions are usually suitable and due advantage is taken of 
winter temperatures. It is sometimes advisable to use refrigerating 
plant where special creosote oils free from naphthalene are desired. 
After the oil is cooled it is run off from the crystals, which are dug out 
into conveyors which carry them to the drying house. 

The drying is done in Several wavs, the crudest and simplest 
method being to allow the crystals to remain in a heap for the oil to 
drain out, when they still contain 10 to 15 per cent of oil. To free the 
salt more completely from oil, pressing or centrifuging is employed. 
The latter is the more usual method of dealing with the naphthalene, 
and a product is obtained containing only a small percentage of oil. 
On the other hand, if quite dry crystals are required, horizontal presses 
supplied with steam jackets must be used. By either of these two 
methods naphthalene is produced which has a molting point of 77° to 
78° 0. (pure naphthalene melts at 7'J -V 


Pure Naphthalene 

Washing. —Pure naphthalene is prepared and marketer! in various 
forms, such as “ crystal ” or “ flake,” or moulded forms like “ balls,” 
“ candles,” “ moth-block,” etc. In every ease it is necessary to wash 
the orude naphthalene with concentrated sulphuric acid, water, caustic 
soda, and finally with water. The washing is carried out in cast-iron 
or lead-lined washers supplied with the. usual form of agitating gear, 
and steam-jacketed or provided with steam coils to keep the naphtha¬ 
lene in a molten state. 
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Redistillation. —To obtain crystal naphthalene the washed crude 
has to be redistilled. In this case very little fractionation is required, 
so that a column to the still is not necessary. The distillate is run into 
pans, and, when cold, dug out and packed ready for the market. Care 
should be taken in this distillation to see that no blocking takes place 
in the condenser coils ; the condenser water must therefore be kept hot 
enough to prevent solidification. 

Sublimation. —The Hake naphthalene is more difficult to manufac¬ 
ture, as the washed substance has to be sublimed from a pan or some 
open vessel into large chambers. Fig. 101 shows a useful plant for 
making this product. The phftit is arranged in suelt a way that it can 
be worked continuously, the sublimed prodift t being raked out of the 
subliming chambers from time to time through the trap-doors. The 
heating medium shown in the diagram consists of steam coils, but. in 
some cases fire heat is found more suitable, fl'lie sides of the chamber 
slant inwards and are made of light matcriitl such as galvanised iron on 
wooden beams. By gently tapping the sides from the outside the 



A, imphthulciiti pan with steam roll; 11. uptake to tiijhliinlni! house; (.!, slant Iiik Buttling sides; 
l), extracting floors ; K, entrance to extracting ehamlter; F, charging manhole. 

naphthalene will slide to the bottom where the trap-doors are fixed. 
The process is naturally a very slow one, but the output is very con¬ 
siderably increased by wotting the plant continuously, and the very 
unpleasant task of cleaning the chamber out (which is necessary in an 
intermittent plant) is avoided. The walls of the chamber can be made 
of any suitable material that will not chip or leave any foreign material 
in the naphthalene. An ordinary brick building with the inside 
plastered with a good smooth cement plaster meets the requirements. 
Precautions should be taken against (ire and explosion, for although 
naphthalene is not inflammable at ordinary temperatures, a mixture of 
it in a finely divided state with air may certainly be explosive. For 
this reason no light should he brought near the building, nor should 
workers be allowed inside the house unless wearing rubber shoes. No 
iron implements like shovels should be allowed. 

The candles, balls, and other moulded forms are generally made from 
the crystals, but may, if necessary, be cast from the flake naphthalene. 
In either case the process is simple, and consists of melting the pure 
material, running it into the desired moulds, and pressing it out when 
cold and solid. 
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Fraction No. 4 — This contains chiefly creosote oil, but, as mentioned 
in the last chapter, it is sometimes advisable to start collecting this 
fraction a little earlier so that Fraction No. 3 is then richer in tar acids. 
In this case the fourth fraction can with advantage be redistilled, to 
collect a small first runnings fraction again containing a fairly high 
percentage of tar acids and all the phenol. By this means slight 
expense is entailed by the additional distillation, but it is saved by 
having a cleaner oil to wash and less bulk of oil to treat with caustic 
soda. 

The distillation is carried out in iron stills similar in all respects to 
tin; tar pot stills, with a fractionating column attached. Here again 
the type and efficiency of the column employed are of great importance. 

The redint,illation of the creosote is in no way different from the 
other distillations, and needs no further description. It presents, 
however, one slight difficulty, in that there is always a certain amount 
of trouble in distilling otfvlie water. Arrangements are generally made 
for sweating this off directidown the still-head pipe, and passing the 
vapours into the column after the water is removed. Difficulties will 
he experienced if it is attempted to work the whole distillation through 
the column. The creosote fraction off the tar frequently has a specific 
gravity pearly approaching that of water, so that troublesome emulsions 
are formed and the water is difficult to separate. Quite frequently as 
much as 5 per cent of water has to be distilled off. 

Fraction No. 5. It is not usual to redistil this fraction except in a 
few instances where a special heavy yellow oil is required. In these 
cases the ordinary pot tar still is used, and the amount taken off is 
regulated to suit the specification of the required oil. 


Stkam Distillation 

All the hydrocarbons occurring in the distillates from tar may, if 
desired, he distilled by means of steam. The use of steam for distilling 
the anthracene oil has already been mentioned, and this is generally 
the only fraction that is dealt with in this way. No particular economy 
or advantage is gained by using steam except in eases where decom¬ 
position is liable to commence or where high temperatures would other¬ 
wise have to be dealt with. 

The effect of using steam is simply to lower the temperature at 
which the mixture distils, whereby decomposition is either prevented 
or hindered. Also by keeping down the temperature in this way wear 
and tear on the stills is reduced. 

The steam distillation is carried out in the ordinary way, and the 
only precautions that are necessary are to see that the steam is dry, 
and that it is introduced into the contents in several places, so that 
intimate admixture of steam and oil and good agitation are obtained. 
The external heat on the stills should also he sufficient to avoid 
condensation of steam. Steam distillation can he used with great 
success for the prevention of “ bolting.” For instance, when, by careless 
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firing, the tar in an ordinary distillation bolts or boils over, the trouble 
can often be quickly overcome by letting in live steam through the 
perforated pipes as shown in Fig. 152. The result is a rapid reduction 
of the temperature of the still contents, when the distillation again 
proceeds in a normal manner. 

Anthracene.— The separation of the anthracene is similar in many 
respects to that of the naphthalene. The oil is cooled and the solid 
anthracene collected in filler presses. The filter cake is further dried 
by hot pressing or centrifuging, and the resulting dark green semi- 
crystalline mass contains about 10 per cent of pure anthracene. 



CHAPTER XXXVIII 


FRACTIONAL SEPARATION OF THE NAPHTHAS AND LIGHT OILS 

Naphthas and Light‘Oils. —As has been e.X|4ained previously, the 
first distillates from the crude tar are the naphthas and light oils which 
come over from 80° C. to 200° C. They consist chiefly of the hydro¬ 
carbons of the benzene, sfries ranging from benzene itself to the mes- 
itylcncs. The separation offthese is carried out entirely by fractional 
distillation, and, owing to the similarity in chemical composition and, 
in some cases, the slight difference, in boiling point, the problem is 
by no means a simple one. Very efficient apparatus "is required, and 
probably; there is no instance where, technically, more attention hap 
to he paid to the type of plant installed. 

Products required. The products that the distiller has to prepare 
in a pure state are— benzene (b.p. 80-4° C.), toluene (b.p. 110 (i° ('.), and 
sometimes ortho-xylene (b.p. Ml -5° meta-xylene (b.p. 139° ('.), and 
para-xylene (b.p. 138-5° (!.). Generally speaking, however, the last 
three (if they are required at all) are made and sold as a mixture of 
the three isomers with a boiling-point range of 2 to 5°. Commercially 
pure benzene, which is used for making nitro-benzene, synthetic phenol, 
and other intermediates, must boil within a range of 0-5° C. and contain 
only small quantities of thiophene'and other impurities. Pure toluene, 
for the manufacture of trinitro-toluene and dye intermediates, must 
also pass a similar specification. 

Prior to the Great War neither of these products were prepared to 
any great extent in this country, and it was only through the urgent 
need of them for the manufacture of high explosives that distillers 
realised the importance of efficient apparatus. The quantities of 
benzene and toluene produced during the war were far in excess of the 
demands of the dye trade in normal peace times, so that there is now 
no further need to separate them to any large extent into the pure 
hydrocarbons, hut they can be sold as a mixture for motor fuel. The 
xylenes are occasionally relined into a mixture boiling within a few 
degrees, where t here is a demand for the production of intermediates, 
but generally they are sold in the form of solvent naphtha distilling 90 
per cent at 1(50° C.. a product which is a mixture of toluene, xylenes, 
mositylencs, and other homologues. 1 

1 '* Bv distilling 90 jut cent at 100 is meant that, on distillation, 90 per cent of the 
naphtha comes over between 120“ C. and 160' C. 

392 
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First Distillation— The crude naphtha, or light oils whether 
separate or mixed, is first of all distilled in an ordinary fire still. This 
is similar in construction to the pot t.ar still already described, except 
that it is not generally so large and is fitted with a good fractionating 
column. It is found that a still of 2<XM) to 3000 gallon capacity is largo 
enough for most purposes, as one of this size can usually be worked off 
in a day. Here again, economy can be effected by interposing a beat 
interchanger as condenser, in which the coil carries the vapour from the 
column, and the cooling medium is the naphtha for the next charge in 
the still. The column is of the type of any of those described later, 
except that, owing to the higher working temperatures no dephleg- 
mator is used. The object t)f this first fire distillation is to make a 
primary split of the distillate into fractions suitable for subsequent, 
distillations, some of which can he carried out in a steam still and some 
in a fire still. 

• 

Fractions obtained. The fractions jrcnerally obtained are three, 
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namely, crude benzole, crude solvent, and crude heavy naphtha. These, 
when redistilled, should have the following approximate boiling-point 
ranges: in the case of crude benzole 00 per cent, should come over 
below 120° C.; in the ease of crude solvent 00 per cent from 12(1' to 
160° C.; and in the ease of crude heavy naphtha 00 per cent from 100° 
to 200° C. A few experiments with the plant in use will readily show 
the temperatures at which the changes from one fraction to another are 
to he made. The residues from this primary distillation are. composed 
of creosote and naphthalene and arc consequently treated in the manner 
already described (p. 388). 

Washing the Naphthas. - Before the various fractions can he 
further distilled it is necessary to eliminate from them the numerous 
impurities they contain. The purification is carried out by violently 
agitating the spirit with sulphuric acid and afterwards caustic soda. 

Washers. —Various forms of wushers or mixers are used, some of 
which are shown in Fig. 162. They are made either of wrought iron 
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lined with lead, or of cast iron, and arc of greater capacity than that of 
the stills in use, so that sufficient room is left in the washer to agitate 
a full still charge. Of the two metals, cast iron, in the experience of the 
author, has been found to he the more economical, as in practice very 
little action takes place between this metal and the acid. Many kinds 
of agitators have been devised, from the simplest air-blowing form to 


those illustrated, which are probably 



Kiu. Hitt..Continuous Washing Plant. 


tilt? best. A very efficient type 
is an elaboration of the cone 
agitator where two cones, one 
at the top and one at the 
bottom, are fitted on the same 
spindle. The washer should 
be so designed that the bottom 
is well dished or conical,* in 
order that the last traces of 
acid and alkali can be drawn 
out without loss of naphtha. 

Some distillers prefer that 
two washers should be em¬ 
ployed, one if. which to con¬ 
duct the acid wash, and the 
other the caustic soda and the 
final washes. If the acid and 
soda washes are conducted in 
one washer, there is a great 
risk of some of the resinous 
matter, produced by the 
action of the acid, adhering to 
the sides of the washer and 
suffering decomposition by 
the caustic soda, the products 
then being dissolved by the 
spirit. 

Distillates obtained from 
naphthas, rendered impure 
in this way, possess a peculi¬ 
arly unpleasant odour and 
rapidly go off colour. 


Continuous Washing. - Several attempts have been made to make 
the washing of naphtha or crude benzole a continuous one, and the 
arrangement of Blvtli and Miles (Eng. Pat. 123839, 1918), as manu¬ 
factured by Newton Chambers, Ltd., may be described. The invention 
is not only applicable to the washing of naphthas, but may be used 
for the purification of petroleums or the extraction of tar acids from 
creosotes by means of soda. 

As shown in Fig. 163, a is a storage tank connected by a pipe b to a 
regulating tank c, provided with two outlets controlled by valves d, 
or similar devices, one of which controls the flow of benzole to the upper 
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end of a coiled or convoluted pi|K> E, the other to a tank F, containing 
sulphuric acid or other reagent The lower part of this tank F is 
connected by an overflow pipe to the upper end of the pipe E. If 
now the valves n are opened, benzole will flow from the tank c directly 
into the pipe E, through the pipe H ; it will also flow through the pipe 
i to the tank F, and accumulate on the surface of the reagent contained 
therein, whereby an amount of the reagent corresponding to the weight 
of benzole thus admitted will be forced through the overflow pipe o 
into the pipe k. Thus the proportions of benzole and sulphuric acid 
(or other reagent) supplied to the pipe K can be determined by suitable 
adjustment ot the valves D. If desired, the tank F may be duplicated 
or divided into separate compartments, so that when one tank or com¬ 
partment is emptied of sulphuric, acid or otlier reagents the other may 
continue in use whilst the first is recharged with the reagent. The 
tank F is provided with a gauge glass j. 

Having passed through the coil ]•:, in which the acid or other reagent 
effects the purification of the benzole flowing along in contact with it, 
these materials enter a receiver K, from the lower end of which the 
spent reagent is drawn off through* an overflow pipe ],. The benzole 
passes from the upper part of this receiver K, through a pipe M to a 
washing vessel N, which it enters at a point below the level of„the water 
or purifying reagent contained therein. The foul eater or spent 
reagent is drawn off from the bottom of this washing vessel through an 
overflow pipe o, and the lienzok'is drawn off from the top of this vessel 
through a pipe l'. The overflow pipe o extends upwards from the 
bottom of the vessel x, to u'sufliciont height above the inlet of the pipe 
M. The benzole passes successively through a number of such washing 
vessels x„ x 2 . provided with overflow pipes o„ o 2 , and benzole pipes 
!>,. and is finally delivered to a purified benzole receiving tank y. 

In the arrangement illustrated for the treatment of benzole the 
washing vessels \, x 2 , are supplied with water from a pipe it, in ipiun- 
tities regulated by valves s, and the vessel n, is supplied with caustic 
soda solution from a tank T, through a pipe u, under the control of a 
valve V. 

With this apparatus, the regulating valves 0 having been once 
adjusted, it is only necessary to maintain the supply of unpurilied 
benzole to the tank c, the supply of sulphuric acid to the tank F, the 
supply of caustic soda solution to the vessel x )t and of water to the 
vessels X, x 2 , in order to obtain a continuous flow of purified benzole 
into the receiving tank Q. 

If desired, the material treated may be passed in succession through 
more than one proportioning system such as that comprising the tank 
F, and coils E, and any number of washing vessels such as the vessel N 
may be provided connected one to the other in succession. 

Impurities to be removed.-- -The naphtha impurities that have to he 
extracted are phenolic bodies, pyridine bases, and numerous other com¬ 
plex bodies chiefly containing sulphur. The first two are valuable 
and therefore have to be saved. 
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The naphthas, before they are sent to the refinery, should have had 
all the phenols extracted from them (p. 384), but generally traces are 
still present. If the quantity is greater than about 2 per cent, further 
washing with soda is necessary, otherwise difficulty will arise in extract¬ 
ing the bases with acid. This is possibly due to the acid forming 
sulphonation products of the phenols which in some way prevent the 
solution of the pyridine in the acid. 

In most cases, however, the naphtha may be directly agitated with 
dilute add (sp. gr. 1 -300) which extracts the pyridine bases in the form 
of pyridine sulphate. 

The next agitation is with concentrated acid to remove the im¬ 
purities, arid generally this has to be repeated several times until the 
required purity is obtained* The quantity of acid used varies of course 
with the quality of the crude naphtha and the purity of the finished 
article that is required, but may range from 2 to 10 per cent of the 
spirit. Slight economy iit washing may be obtained by using the 
pyrites brown acid (B.O.V. d40° Tw.) in the primary washings and 
finishing oil with ((!.(). V. I OK' Tw.). 

The alkali wash, which is geneAlly preceded by a washing of water 
to remove the majority of the add, is caustic soda of the usual 16° to 
20° Tw. strength ; and sufficient is used to ensure the complete extrac¬ 
tion of all phenolic fiodies and the neutralisation of traces of add that 
may still be present. Finally, the naphtha is agitated several times with 
water, so that it may be quite neutral before it is run into the still. 
The first water wash after the add and soda should be only slightly 
agitated, and even so objectionable emulsibns are liable to be formed. 
In such cases it is advisable simply to allow the water to trickle down 
through the naphtha. 

The dilute acid wash, as has been mentioned, extracts the pyridine 
bases, and the recovery of these is generally carried out in conjunction 
with the manufacture of ammonium sulphate. The ammouiacal 
liquor obtained from the dehydration of tar is boiled in good contact 
stills or columns with excess of lime, whereby ammonia is set free. 
This is passed into the pyridine add or sulphate until the solution is 
neutralised. After well settling, tile ammonium sulphate solution is 
run off and concentrated until the salt crystallises. The crude dark 
brown pyridine is refined by two or sometimes three distillations, and 
dehydrated by means of lump caustic soda. The refined bases have to 
pass a rigid specification and are sold for denaturing alcohol. The 
agitation with concentrated add produces a dark brown or red viscous 
mass which is known as “ acid ” or “ vitriol ” tar. This product has 
been the subject of innumerable researches and patents, but little of 
practical importance lias yet been discovered. Even as a waste product 
there is great difficulty in disposing of it. If deposited into a river it 
kills all fish life, and if burnt it produces so much sulphurous fumes that 
generally factory inspectors object. One of the best methods of dealing 
with it is to boil it up with the water washes to extract all free acid, 
the solution then being diluted to the correct strength for subsequent 
washing of naphtha for pyridine. The residue, after cooling, is a pitchy 
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substance which floats on the top and can be disposed of without 
further treatment by burying it in a tip. 

Sources of Benzene and its Homologues.- The chief source of 

benzene, toluene, and solvent naphtha is not coal lor but coke oven gas 
and coal gas, from which these substances are extracted by washing 
with various solvents such us tar or special creosotes. Some idea of 
the proportion of crude benzole obtained from the various sources can 
be obtained from the following interesting statistics :— 

Production of Crude Oo* lUnzole from Coke Oven Plant* 

1913 (estimated) •. . . , 18,920,000 gallons. 

1914 (actual) . . . . . . 21,877,000 „ 

1915 „ . 25,148,000 

1910 . 31,081,000 

1917 „ .33,552,000 

1918 B . 32,102,000 „ 

Figures compiled by the Ministry of Munitions for the crude 
benzole produced by gas companics A during the latter part of the war 
period are us follows 

• 1915 (September to end) .... tri,533 '/ullons. 

1910.3.828.555 „ 

1917 .0.091.340 „ 

1918 . . * . . . 7,140,115 

No figures are obtainable*for the. crude benzole produced bv the. tar 
distilleries, that is to say, directly from the distillation of tar, but it is 
estimated that these distilleries make approximately 1,000,000 gallons 
per annum, and this quantity does not vary very much from year to 
year. It will he seen that the height of production was reached in the 
years 3917 and 1918, when about 11.000,000 and 43,000,000 gallons 
respectively were produced from all three, sources. Since this time the 
production has rapidly dwindled down until in 1920 the estimated 
production from all sources was not much more than one half of this 
amount. The reduction in output is chiefly from the coke ovens and 
gas companies, as the extraction of the benzole at the present time is 
not a paying proposition. 

M. Grebel 1 gives the following interesting figures about the produc 
tion of crude benzole in France 

Production in 1918 

Coke ovens 2,100,000 gallons. 

Gasworks ...... 3,250,000 „ 

Tar distilleries ..... 25,000 „ 

5,375,000 „ 

Production in 1913 from coke ovens was 2,600,000 gallons. With 

1 H. Grebel, 0<u Journal, 1920, 149 , 304. 
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proper legislations and enterprise he foretells that the annual produc¬ 
tions could be increased to— 

Gasworks ...... 7,000,000 gallons. 

Coke ovens ..... 17,000,000 „ 

24,000,000 ” 

Fractionation of Naphthas 

Plant required. — The plant required for fractionating the 
naphthas may be conveniently described in four separate parts as 
follows:— ‘ 

1. The Still, or heating dicdium, in which the liquid is converted into 
vapour. 

2. The Column, or scrubbing tower, in which the vapour and con¬ 
densed liquid are brought into intimate, contact. 

3. The Dephlegnmtor, analyser or constant, temperature still-head, 

in which the vapour is partially condensed and passed back into the 
column. * 

4. The Condenser and Receiver, where the desired vapour is finally 
condensed and received. 

• • 

1. The Still 

•i 

It is not necessary to further describe the lire still which is used for 
the primary distillation of the naphthas, acid again for the preparation 
of the refined heavy naphthas. The plant is simple and has been fully 
discussed earlier. 

The steam still is simple in construction and can he made of either 
wrought or east iron, and of any' size from 2(XX) to 10,000 gallons 
capacity according to requirements. The shape of the still is usually 
a horizontal cylinder, although any convenient second-hand iron vessel 
will suit. This latter is often used, as the wear and tear on it is very 
small. 

The coils, which must he of sufficient length to give the required 
heating capacity, are made of east iron in sections, or preferably of 
wrought iron in one piece so that only two joints are required, one at 
the entrance and one at the exit. The cost of installing these wrought- 
iron coils is greater, but considerable economy is gained by saving heat, 
and also the chance of leaks is thereby reduced. 

Copper coils should not be used, for although they are recommended 
by some makers, they do not work out economically. Their initial 
cost is high, and for some unknown reason they rapidly corrode and 
wear thin. 

The slightest leakage of steam into the still is fatal at stages in the 
distillation when the very intensive fractionation is being carried out. 
In a large still several sets of coils are used so that more economical 
regulation of temperature can be effected. The outlet of the coil is 
connected with a steam trap so that constant pressure and temperature 
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are maintained in the coil. The still is also supplied with a raw steam 
inlet at the bottom which enables the solvent naphtha to bo brought, 
off by steam, as the temperature required for this is too high for the 
steam boiler pressure found in most works. There is a charging pipe 
from the washer. The end of the still has a large manlid, generally 
the whole width of the still, which permits of easy cleaning and also 
allows the one-piece steam coil to be taken in and out. The column 
either rests directly on the still, the vapour passing into it through the 
large outlet hole, or is separated from it, the vapour being then 
conveyed through a wide connecting pipe. 

2.* The Column 

• 

This part of the plant is by far the most important of the whole 
apparatus and too much attention cannot be given to it. Its function 
is to attain intimate contact between the valour and condensed liquid. 

It has been shown by Rosanoff and Bacon 1 that the washing or 
scrubbing in a column is quite apart aitd distinct from the cooling 
attained in ft dcpblcgmator or analyser ami is far more important. So 
that although dcjihlegmation is an important adjunct to a fractionating 
apparatus it is essential that the column should be of sound construction 
before it is added. • * 

The evolution of the present-day column, so far as coal far distilla¬ 
tion is concerned, is an interesting one and may he described in order of 
employment as (a) Backed Column, (lj) Perforated Plate Column, (e) 
Cup and Seal Column. 

(a) Packed Columns.- The earliest types of columns consist ed of 
a cylinder of wrought or cast iron in which arc promiscuously thrown 
bricks, stones, or any material that, will break up the vapours and so 
cause intimate contact, between them and the condensed liquid ; such 
a crude type of plant was patented bv 11. Hoff (Eng. But. .'11(18, 1889). 

Raschig’s Ring Still. >F. Rasehig (Eng Bat, (1288, 19M; and tier. 
Pats, 286122, 1915; 292622, 1916; 297379 and 29813], 1917) further 
developed the idea of packing columns by employing his rings; to which 
reference has been made in a previous chapter. These rings are pieces 
of thin-walled piping, the length and diameter of which are equal. 
They are thrown into the column and allowed to arrange themselves 
promiscuously just as they fall into position. A very uniform dis¬ 
tribution is thus obtained which does not tend to assist the formation of 
particular channels for the vapours. The rings should be of such a size 
(20 mm.) that not less than 05,000 go to a cubic metre. The surface 
exposed per cubic metre of volume with such a filling amounts to 
about 300 square metres. Further, as little as 10 to 20 per cent only 
of the volume is actually occupied by the material of the rings. The 
column, moreover, offers little resistance to the vapours, e.ij. a column 
10 metres high and of 1 square metre cross-section will pass 500 cubic 
metres of vapour per hour under a pressure of only 2 mm of water. 

1 Roaanoff nnd Bacon, J. Atner. Chem. Soe 1915, 37, 301. 
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proper legislations and enterprise he foretells that the annual produc¬ 
tions could be increased to— 

Gasworks ...... 7,000,000 gallons. 

Coke ovens ..... 17,000,000 „ 

24,000,000 ” 

Fractionation of Naphthas 

Plant required. — The plant required for fractionating the 
naphthas may be conveniently described in four separate parts as 
follows:— ‘ 

1. The Still, or heating dicdium, in which the liquid is converted into 
vapour. 

2. The Column, or scrubbing tower, in which the vapour and con¬ 
densed liquid are brought into intimate, contact. 

3. The Dephlegnmtor, analyser or constant, temperature still-head, 

in which the vapour is partially condensed and passed back into the 
column. * 

4. The Condenser and Receiver, where the desired vapour is finally 
condensed and received. 

• • 

1. The Still 

•i 

It is not necessary to further describe the lire still which is used for 
the primary distillation of the naphthas, acid again for the preparation 
of the refined heavy naphthas. The plant is simple and has been fully 
discussed earlier. 

The steam still is simple in construction and can he made of either 
wrought or east iron, and of any' size from 2(XX) to 10,000 gallons 
capacity according to requirements. The shape of the still is usually 
a horizontal cylinder, although any convenient second-hand iron vessel 
will suit. This latter is often used, as the wear and tear on it is very 
small. 

The coils, which must he of sufficient length to give the required 
heating capacity, are made of east iron in sections, or preferably of 
wrought iron in one piece so that only two joints are required, one at 
the entrance and one at the exit. The cost of installing these wrought- 
iron coils is greater, but considerable economy is gained by saving heat, 
and also the chance of leaks is thereby reduced. 

Copper coils should not be used, for although they are recommended 
by some makers, they do not work out economically. Their initial 
cost is high, and for some unknown reason they rapidly corrode and 
wear thin. 

The slightest leakage of steam into the still is fatal at stages in the 
distillation when the very intensive fractionation is being carried out. 
In a large still several sets of coils are used so that more economical 
regulation of temperature can be effected. The outlet of the coil is 
connected with a steam trap so that constant pressure and temperature 
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fashion of two hollow truncated circular cones, united at their smaller 
diameter, at which part both the interior and the exterior junction 
points are rounded and smoothed off, leaving a unit substantially the 
same external shape and internal section as a dice-throwing box, but, 
of course, open at both top and bottom ” (Fig. 166). 

Such rings are filled into a fractionating column either regularly or 
irregularly. The vapours in passing through this filling are constantly 
throttled and allowed to expand, their velocities being thereby alter¬ 
nately increased and decreased with the resultant formation of eddies 
which ensure efficient contact between vapour and liquid. 

Lessing’s and Pry in's rings differ from others in having “ a more or 
less central partition,” in consequence of which they offer a larger 
surface without materially increased obstruction to the passage of the 
vapour and liquid ” f Fig. 166). 

Packed columns are convenient in some respects in that they are 
cheap and easy to erect and the rings are very light. They fail, 
however, in one particular as they do not rfgularly bring vapour and 
liquid together It stands to reason thutVhere the. packing is promis¬ 
cuous the ascending vapour will go by the passage giving the least 



Goodwin Rings „ Lessing Rings Prym Rings 

Flu. Mill. 


resistance. Again, the descending liquid will come down the ehannel 
of least resistance. It may easily happen that these two passages are 
not the same, so that regular and ini imate contact is not assured. This 
so-called “ channelling ” is more marked when the column has been 
used for some lime and is dirty, and chiefly in this fact lies the alleged 
improvement in using the various kinds of rings described instead of 
such articles as brickbats. 

Packed columns can well be used for crude distillation, but the 
tendency to channelling makes them of little use for intensive fractiona¬ 
tion compared, at any rate, with the more modern cup and seal column. 

(b) Perforated Plate Columns. — This column (Fig. l<>7) is 

simple in construction and is composed of a cylinder of the required 
height containing horizontal partitions throughout the whole length. 
The partitions are bored over the whole surface with small holes. The 
number and size of holes are variable and made according to the rate at 
which the still is required to be worked. They must. lie. of small enough 
area to keep a certain quantity of liquid on each tray so that the 
ascending vapour continuously bubbles through this liquor. The 
earlier inventors of this class of columns were Coffey and Savalle. 

In the actual working of a perforated plate column difficulties arise, 

2 D 
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for if the still is ruu faster than the rate for which the holes are designed, 
the sections begin to fill up; while on the other hand, if it is worked too 
slowly the whole column drains down, leaving no liquid on the plates. 
This difficulty was partially got over by inserting overflow pipes in each 

tray, the upper end of 
each pipe protruding 
some few inches above 
the level of the plate. 
Each tray was sup¬ 
plied with one over- 
fiow pipe which dipped 
into the liquid on the 
tray below it, this tray 
having its overflow on 
the opposite side of 
the column. Thus the 
returning liquid had 
to traverse a zigzag 
course on its way 
down the column D 
Savalfe et Fils, of 
Paris, 1 erected such ai> 
apparatus and ob¬ 
tained good results. 
Many distillers, as 

... type of column, and 

maintain that it gives as good results as the cup and seal column. In 
the opinion and experience of the author they are not so good in 
practice. To carry out efficiently a separation by fractionation it is 
necessary to alter the rate of working frequently, and with any 
kind of perforated plate column it is impossible to slow the still down 
to a lower speed than the area of the holes will allow, otherwise the 
plates will drain. J he only method of overcoming this difficulty is to 
reduce the hole area, but the still cannot then be worked at high speed 
without getting an abnormal amount of pressure on the column. From 
this it will be seen that the flexibility of any individual column is not 
large, and it must be worked at a certain limited range of speed to 
attain the best results. In most cases it will be found that great 
difficulty is experienced to obtain a constant pressure in the steam 
boiler, so that varying temperatures are obtained in the heating coils 
of the still. This naturally tends to vary slightly the speed of flow of 
distillate and is fatal to a column, such as the one described, that is 
so sensitive to changes of speed. This trouble can be overcome by 
introducing a reducing valve before the steam enters the still, but only 
at a big expense of fuel. Again, if the column is erected in the open it 
must be covered, otherwise winds, rain and other atmospheric conditions 
very quickly alter the amount of condensation in the column. 

1 Bulletin de la SociM d'Encouragement, 1870. p. 657; IHngl. pdyt. J. 223, p. 615. 




Kid. 107. 

A, fixed plate ; li, ascending vapour pipe ; C, hood, 
dome, or cup ; L), return pipe. w 

wen later, still prefer the perforated plate 
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(c) Clip and Seal Column. - The difficulties experienced in 
practice in the use of the. perforated plate column induced makers to 
devise a different form, and Heckmann (tier. Pat. 30557) may he said to 
be the first to develop the cup and'seal column, which is so efficient 
that it lias, with slight alterations, come into general use. 

Heckmann Column.—Fig. 107 shows a sect ional diagram of the column 
in which a is a fixed plate with several (according to the diameter of the 
column) ascending vapour pipes u. The vapour is prevented from 
being carried direct, into the next section by means of the inverted hood, 
dome or cup c. The cups, which have serrated edges, arc partially 
immersed in the condensed liquid, the depth of this liquid on the plate 
being regulated by the height of rellux pipe n. 

The vapour when it strikes the dome (its forced down and through 
the liquid oil the tray, and so ail actual scrubbing action between liquid 
and vapour is attained. The return pipes D arc placed on opposite 
sides of the column ill each tray and dip into the liquid in the tray 
immediately below. Thus the returning liquid Hows across each tray, 
and the ascending vapour can only rise through the pipes u. 

Kgrot’s plant was devised on similar lines to that of lfcrkntnmi, and 
was used very successfully in Fram e in the 'nineties of last, century, and 
was then considered a great improvement on Savallc's pcrfojptcd plate 
column. Many patents have been brought, out Since, making slight, 
variations on the cup and seal column. For instance, Metallwerke 
Nehien A.-Cl. (te r. Pat. 2‘.IT781 ,•! 1*11) introduced bailies on each plate 
of the column to ensure the ascending vapour taking a more zigzag 
course through the liquid on*the plate. The improvements effected are 
not, however, very noteworthy. 

The practical advantages of the cup and seal column are that the 
column is not so sensitive to irregularity of working caused by variation 
in atmospheric conditions and by change of steam pressure. It can 
also be worked at almost any speed with efficiency, although, of course, 
as in all cases of distillation, the slower the speed within certain limits 
the better the fractionation. The inverted cup plays an important 
part in the column, as there is no doubt that the vapour, as it hubbies 
through the liquid on a tray, mechanically carries with it a certain 
amount of that, liquid to the next tray above. The result is that there 
is a continual ascension of liquid of too high a boiling point, being 
mechanically carried upwards with the vapour. The inverted cup 
lessens this action, as it allows a less violent ebullition on the trays. 

3. Dephlegmation 

Dephlegmation is the word usually employed at the present time to 
describe the action of an apparatus above the column which condenses 
further portions of the vapour and returns them to the column. 

Dephlegniators, analysers, reflux condensers or constant tempera¬ 
ture still-heads, as they are variously called, may all be said to perform 
the same function of dephlegmation. No plant eari be thoroughly 
efficient without some form of dephlegmator, although makers have 
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often pair! too much attention to the dephlegmator and too little to the 
column itself. Unless the construction of the column is correct no 
amount of complicated dephlegiriating apparatus will produce good 
results, hut the careful combination of the two is essential. 

The usual form of dephlegmator is shown in Fig. 168, in which it will 
be seen that the vapour passes through the nest of tubes and is partially 
condensed by water surrounding them. 

It is found practical, in some cases, to allow the vapours to go 
outside the tubes and the water inside as the tubes can be more easily 
cleaned of lime deposit. 

h Bonnel! (hr. Pat. 3510040,1909) employs hexagonal tubesirnmersed 
in a water bath, by which he obtains greater cooling surface without 
unduly increasing the size of the apparatus. 

C. Still (Fug. Pat. 3209, 1911) uses a horizontal dephlegmator so 
arranged that the vapours puss in at the top and traverse a zigzag 
course downwards while the water Hows in the reverse direction. 



Other patentees of note of constant temperature still-heads and 
deplilegmators are—Hosanoff (Fr. Pat. 443054, 1912), Ohenard (Fr. 
Pat. 44345)9, 1912 and 1914), Allen (Fr. Pat. 181134. 1910) and 
Aylsworth (U.S. Pat. 1250700), who regulates the temperature of his 
still-head by means of a thermostat.. 

The usual form of analyser, as shown in Fig. 168, is slightly different 
in principle from the usual dephlegmator in that separate condensates 
are obtained. Knell condensate is then returned separately to a 
different part of the column. If the water is allowed to flow in at A 
and out at It, the heaviest portion of the vapour will be condensed in 
C, and the lightest, in F. The condensate in t; is, therefore, returned to 
a section about half-way down the column, and in l>, E, F, respectively 
to successively higher sections in the column. 

Mart) makers, and particularly some of the earlier ones such as 
Coupler, Vedle and Iigrot, paid great attention to their analysers and 
maintained that they were the chief factor in obtaining their good 
results. 

The author has experimented with a plant with an ordinary perpen- 
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dicular tube dephlegmator and horizontal analyser, ns described 
(p. 404), attached to a cup and seal column. The results showed that 
the analyser did practically no work at all and accounted for no extra 
separation whatever. The reason may have been that the plant was 
working so efficiently that before the vapours reached the analyser the 
separation was so complete that any further change was negligible ; at 
all events, this horizontal type of analyser can be of little practical 
value. The principle of all these forms of dephlegmator is exactly the 
same. Water is usually the Cooling medium, although in come cases 
the raw material for the still charge is used in order to obtain a heat 
interchange. The inflow of cooling liipiid is regulated so that the 
constant difference of temjroraturc between cooling liquid and vapour 
is about 20' 5 to 27° 0. If this difference is maintained, a sufficient 
quantity of vapour is condensed and relluxed back into the column, 
thus ensuring a good descending How of liquid through the column and 
a consequent intimate contact between vajtour and liquid. 

Combined Column and Dephlegmator.- Many attempts have 
been made to combine the action o£a column ami dephlegmator in one. 
Miller (ling. 1’itt. 26469, 1901) interposes depldegnuitors between each 
section of the column. Vallnt (hr. Pat, 270872,11107) inserts horizontal 
water tubes in each section of the column. Immicas (C.8.A. Pat. 
1216334, 1017) on the other hand surrounds the sections of the column 
with water coils. Wright ai^l Atwood (US.A. Pat. 1278271) and 
1278280) go still further, and besides surrounding the sections with 
coils they make arrangements to obtain, if desired, separate fractions 
off cadi, liarbet et Fils (Kr. Pat. 161)1)71), 11)13) insert water tubes in 
the liquid which collects on each tray in the column whereby more 
delicate control can be attained. 

Other Stills 

Perrier’s Still. Perrier (hr. Pat. (09041, 1901)) invented a most 
ingenious device in which he entirely did away with column and 
dephlegmator. Two horizontal shafts, cadi carrying a series of discs 
dipping into the condensed liquid, rotate at a high speed in opposite 
directions in a horizontal oval drum through which vapours from the 
still pass. A series of partitions divides the drum into chambers, so 
that the vapours pass through the chambers in turn and arc subjected 
to the spray produced by the rotating discs, 

Foucar's Still. —Foucar’s “ differentiator ” column (Eng. Pat. 11)999, 
1908) is a double-walled cylinder, between the two walls of which a 
spiral is set. The vapours from the still pass into the space between 
tile two walls and are there fractionated. Vapour may also lie passed 
to the inside tube where it is refluxed hack to the still. This maintains 
a regulating temperature on the column. The liquid descends on the 
spiral and is continuously brought in contact with ascending va[>our. 
Wonderful results have been obtained with this column on a small 
scale, but engineering difficulties of manufacture seem to be the cause 
of its partial failure in works practice. 
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It is doubtful whether any of these ideas are of much practical 
value as they have not been adopted by present-day distillers. 

4. Condensers and Receivers 

Little need be written about these as the apparatus is so simple. 
Any tank containing a cast iron or drawn wrought iron coil will meet 
the requirements of a condenser provided it lias cooling surface enough 
to condense all vapours completely. After leaving the condenser the 
liquid usually passes through a sight glass, so that the rate of flow can 
be noted by the operator. The receivers are arranged in duplicate and 
should not be too large, otherwise an unmyessary loss will be involved. 
For instance, if the still is,just finishing to run pure benzene and a 
200-gallon receiver lias in it 150 gallons, it may not be possible to notice 
that the benzene is off until the receiver is full, so that the whole 200 
gallons will have to hi' reworked. If the receiver had only been of 
50-gallon capacity probably the expense of redistilling at least 150 
gallons would have been savoVl. The receivers are connected directly 
to the storage tanks and also to a series of drums or other small tanks. 
When the whole charge is off, sampling and testing of these small 
receptacles will enable the whole distillate to be split up into the required 
fractions. , , 


Description of somf. of the Modern Plants 

V 

Intermittent Types.- Hodgson Thomas Plant. The intermittent 



rectifying plant of Ilodgson 
Thomas, Manchester, as 
shown in Fig. 109, is one that 
gives good results. 

The, still is heated by 
steam passing through a nest 
of tubes fixed close to the 
bottom of the still and 
divided into two separate 
units. The column, upon 
which the efficiency of a still 
mainly depends, consists of a 
number of east iron circular 
sections into each of which is 
fitted a loose plate, carrying 
four serrated caps. A liquid 
return pipe is fitted into each 
plate and is so arranged that 
a good seal is secured. The 
dephlegmator is carried on 
the top of the tower and is 
independent of it; it is built 
up of a number of tubes 
fitted into expansion tube 
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plates, the cooling water passing through the tubes. Baffles are 
arranged to break up the vapours which enter the top of the dephleg- 
niator, and an outlet is provided forcarrying the heavier fractions hack 
to the tower. By dispensing with an analyser the initial cost of the 
plant is reduced and there is of course a constant economy in the use 
of water. The condenser is a large circular tank fitted with coil and 
stands, and of sufficient, cooling surface to prevent waste of vapour. 
To the outlet of this coil is attached a special sight, glass consisting of 
two glasses, one of which is graduated so that the rate of llow can he 
readily estimated, and being arranged at a convenient height the glass 
is visible from some, distance. The receiver is made of cast iron ; it is 
circular in shape and fitted so that the distillate may be either run into 
barrels oi direct into storage tanks. * 

The cost of the plant, maintenance is said to lie low, whilst, its 
efficiency is certainly high and there is an almost entire absence of 
pressure when working. The plant is als#> very adaptable, as with 
slight alterations it can be used for mo*t coal-tar products. From a 
charge of crude benzole (fit) per cent, to (15 per cent below 120’ ('.) the 
plant will produce a good stnndard'product, (115 per cent below P0° (’,) 
in one operatiffli, the rate of distillation varying between 120 and 150 
^gallons per hour according to the available steam pressing. Should 
pure benzole be required, the plant will give, in'one distillation of a 
standard product at the rate of 100 gallons per hour, a distillate with a 
range of 0 2 to 0-5° C., the quantity of water used in the dephlegmator 
varying between 100 and 120 gallons per hour. All the valves are 
operated from the Hoor Icvil, and the whole plant ran he shut down by 
operating one valve. 

Some makers still prefer the perforated plate type of column and 
maintain that it gives as good results as the cup type. Two such 
manufacturers are The Chemical Engineering and Wilton's Patent 
Furnace Co., Ltd., and H. & .1. Dempster, Ltd. Their columns are 
very much alike, so that it is only necessary to describe one of them. 

The Dempster Plant. If. & .T. Dempster carry out the refining in 
two stages, the first, to split, up the crude benzole into primary fractious, 
the second to convert the primary fractions into pure products. 

The primary fractionating still, as shown in Fig. 170, is constructed 
on the same principle as the refining still, without the analyser. It is 
used for first distillations or for the production of crude or tinscpurated 
fractions, and is also admirably adapted for blowing over crude benzole, 
and will produce 90’s benzole from washed products. The working is 
the same as described for the final still, bearing in mind that there is no 
analyser. 

The final fractionating still (Fig. 171) produces pure products and 
should not be used for unwashed oils. In actual practice stills of this 
construction have produced regularly products testing to 100 per cent 
with a range of less than 1° C. They are very speedy in their action 
and are very easily controlled by skilled operators. 

The still bottom a is charged with the reqttired amount of oil, 
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which is vaporised by steam at high pressure contained in a series of 
longitudinal tubes placed in the bottom of the still. The vapour passes 
up the fractionating column, which is made of sufficient height to 
condense and separate all the heavy and intermediate fractions. From 
the top of the fractionating column the vapour passes into the analyser, 
which contains a series of water pipes controlled by cocks, where the 
final separation takes place, leaving vapour which, on condensation, 
yields a pure product. This vapour passes down to the final cooler 



and, after condensing, the refined product passes out through an ordinary 
overflow column E which renders the flow of oil visible to the operator 
The analyser can be fed with water, either warm from the cooler below 
or cold from the water main, and the depth of the water in the analyser 
can also be controlled. The still is fitted with front and back steam 
chests, steam control valves, oil control valves, and the usual vacuum 
pressure valves. Thermometers arid pressure gauges are attached to 
the front of t he still to guide the operator in working, and thermometers 
are attached to the analyser where efficient control is very necessary. 
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It is essentia] that in designing the fractionating column the maker 
should have in view the products to be obtained, the diameter and the 
pitch of the perforations in the various rays being regulated accordingly. 

Blair, Campbell & M‘Lean Plant. — Messrs. Blair, Campbell & 
M'Lean, Ltd., of Glasgow, manufacture a rectifying plant which gives 
good results (Fig. 172). Some 
of the special features are the 
facility with which the steam 
heating coils may be with¬ 
drawn from the still, when any 
repairs are necessary, without 
dismantling the whole still. 

The column is made with plates 
having bells and dip pipes of 
extra large area to prevent 
blocking. The dcphlegmator, 
the rectifier, anil the condenser 
arc constructed in such a way 
that repairs an# replacements 
of tubes, when necessary, can 
fie carried out with the mini¬ 
mum of trouble. The whole 
still is of the most substantial 
design and is provided with all 
the necessary thermometers, 
gauges, etc., to enable the 
various operations to be carried 
out with the greatest ease and 
under perfect control of the 
operator. 


Continuous Types.— It is 

only within the last few years 
that plants of practical value 
for the continuous fraction¬ 
ation of crude benzole or 
naphthas have been introduced. 



A, ll'rljlyliw still; ■ 
A„flirty valve ; A,, al 
<’, fnliular 

tubular eon'leiiHi-r ; K, 
. II, water outlets ; I. 

They are ocononwallv far ti-n kIhm; ■»,. umur- 


■off valve ; J., Ht.eum Inlet. 


i,, manhole ; A,. Inlet valve 
r-euek ; It, recfil.\ Imr eiiliimn 
i>r ; />, tnhn/ar reefi/ler ; li, 
reeelver ; <1, water Inlets 
thermoirieters ; J. olwrv.e 

uIihh ; K, *Irain-i , nek ; h', 


superior to the intermittent 
stills, but up to now pure products have not been obtained to any large 
extent by means of them. Blair, Campbell & AT Lean, Ltd,, make a 
double and triple column continuous rectifying still and maintain that 
it will yield pure products, but it lias not been possible to get, details 
of the plant for publication. It is no doubt similar in many respects 
to those described later, and with the continual improvements and the 
amount of research being done on this subject, one may hope to see 
such apparatus generally installed in the near future. 

Early investigators realised the importance of continuous stills, and 
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a good many attempts have been made to produce them. E. Sorel 
(Eng. Pat. 243, 1900) used such a plant which was based on fractional 
condensation of the steam distillfftes of naphtha ; for he observed that 
mixtures of steam and naphthalene boiled at 98° 0.; steam and xylenes 
at, 93° C.; steam and toluene at 80° C.; steam and benzene at 68-5° C. 

W. R. Bonsfield (Eng. Pat. 25699, 1901) endeavoured to work con¬ 
tinuously by means of fractional condensation. 

P. W. Ilges (Eng. Pat. 3302, 1909) developed the principle of using 
two stills continuously, each still being provided with two condensers, 
kept at different temperatures. Thus four fractions can he obtained. 


The modern plants described later are developments of this idea. 

Reference may also be 
- made to«the continuous still 

of Barbct et Fils (Fr. Pat. 
* c 434677, 1910). 

s : Sadler and Rellerby (Eng. 

JL h-JjWjOgtWMw Pat. 105395, 1917) were one 

of the first to make a con- 
|— ' timunis still of any practical 

I ’ Hb importance, but their appar- 

• EEEr atus must be very delicate to 

Toluol to Condenser ’ j 1 1 . , . * 

j-1 control and liable to give 

•w, f ' —1 inconsistent fractions. 


t S3 a, a Simon Carves Plant.— 

1 p=4 Simon Carves, Ltd., Man- 

pa ; ;==' D —p—L choster, and Samuel Walker 

-1 .. "teM 1L™, and Sons, Ltd., make very 

B, ^ CrW.lM ... , , ’ , . 

--a, similar plants, so that a de- 

__ a 3 scription of the former will 

c / ■/ suffice. This plant is shown 

a 4 '|>- diagrammatieally in Fig. 173. 

~~ 1 - -—--- It consists essentially of a 

Km. 17:t. Simon Curves Blunt. column - still provided with 

A„ A,. A,, A,, slraimlmilers; ll, ll„ll,. friiitlonalliiR , , , 

triiys; c, c„ (Liihiwmiitdrs;]), treys. reheating chambers as de¬ 


scribed later, but the pro¬ 
ducts of distillation after leaving each reheating chamber are separately 
washed in fractionating columns and collected. Referring to the 
drawing the crude benzole, which must be entirely free from water, 
is passed through a steam heater A, and then into the base of the 


fractionating column B. The benzole vapour coming off the top of 
the heater is delivered into the still column lower down than the point 
of entry of the liquid benzole. The benzole vapour therefore takes 
the place of the live steam jots in the usual type of still. In the base 
of the still, large heating chambers, A[ and a 2 , are fixed, the size of these 
depending of course largely upon the amount of benzole to be dealt with. 


These chambers are similar to those provided in the ordinary still as 
already described. At the head of the still is placed a large dephleg- 
mator c, with the usual vanour conneet.ions to the ronrlenspr The 
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temperatures in the still, dephlegmators, etc., are so regulated that 
only benzole vapour is allowed to pass forward to the condenser. 

The less volatile products escape the base of the. still and over¬ 
flow into the second still, which is provided for the recovery of toluol. 
The operation of this still is similar to that, of the first., but the size is 
naturally smaller. 

The residue, naphtha and creosote, from this still overflow into the 
third or naphtha still, which is suitably proportioned and provided with 
a steam inlet at the base. 

The residual creosote, when overflowing from this still, runs back 
to the store tank. 

The fractionating column i* 3 feet 6 inches in diameter, and 12 feet, 
high, and contains ] ( 4 trays, each tray beitig of the usual type, and 
having 9 bubbling bells and the usual overflow pipes. There is also a 
mid-feather in each tray, and the liquor flows in alternately on each 
side of the mid-feather. • 

The dephlegmator casing is 3 feet, in djunctor and 9 feet high, and 
contains 9 cast iron gilled radiating pipes of 4 inches bore, secured to 
tube plates at top and bottom. Thogilled pipes are, therefore, 9 feet 
long. • 

The toluol column is 3 feet in diameter and 12 feet high j»nd takes 
18 trays ; the dephlegmator is of corresponding siztf 

A plant of this description gives good results, surpassing those 
obtained in the usual blow-over .‘Jill, and will convert 8000 gallons, in 
some cases even 12,000 gallons, of crude benzole per day into 90’s 
benzole, 90's toluol and solvent naphtha. 

The Adam Still. —The Adam Patent Continuous Benzole Still is 
worthy of note and is shown in Fig. 174, which portrays a plant capable 
of distilling 10,000 gallons of crude benzole in 24 hours. It is employed 
in the primary separation of crude benzole into fractions, roughly 
representing the final products, and the elimination of the small propor¬ 
tion of creosote. “ 

There are three stills, A,, a 2 and a 3 , through which (lie crude 
benzole flows in succession, and from each a fraction is obtained corre¬ 
sponding to the benzole, toluol and solvent naphtha final products. 

The advantages usually sought for in continuous working are uni¬ 
formity of operation and heat economy, and these are obtained in this 
plant mainly by the use of control thermometers and the utilisation of 
a large proportion of the heat latent in the vapours. 

The crude benzole is first circulated through a tubular preheater is, 
where it exchanges heat with the vapour of the benzole fraction from 
the first still A[; next, direct steam heat is applied in a special heater c, 
and this, broadly speaking, brings the temperature to the distilling 
point. The crude benzole now enters the first still, where it is heated 
by steam of 80 to 90 lbs. pressure. The still is a flat-bottomed one of 
D-shaped section, and the crude benzole follows a channel which 
repeatedly traverses the still longitudinally. The steam heating coil 
lies in the same channel, and the steam and benzole flow in reverse 



412 


DISTILLATION PRINCIPLES AND PROCESSES 


CHAP. 


directions. The crude benzole on leaving the still should have parted 
with nearly all its benzole. That this is the case is indicated by'its 
temperature which is registered jey a thermometer in the outlet pipe. 
The crude benzole is similarly treated in a second, a 2 , and third still, 



a 3 . of the same type, and the final outflow contains no light products. 

Bach still is fitted with a fractionating column of dimensions corre¬ 
sponding to the amount of vapour released and to the dephlegmation 
required. The first, Dj, is the largest (18 feet high x 5 feet in diameter in 
10 sections), the others being respectively, d 2 (15 feet high x 3 feet in 


„ stills ; B, preheater ; 
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diameter in 8 sections), n 3 (7 feet high x 2 feet in diameter in 7 sections). 
Ea£h section contains an arrangement whereby the ascending vapour 
is compelled to pass through about 2Jnches of refluxed liquid, in fine 
bubbles, from a perforated plate. Tins makes a very efficient column. 
It should be noted that in any section of the column the composition 
of the liquid and vapour remains the same, whereas in an intermittent 
type of still it continually alters. The liquid which flows down the 
column is produced by a tubular analyser or reflux condenser, rq and 
e 2 of the ordinary type (this is omitted in the last still), and- the 
vapour then passes to the condensing system, Gj, g 2 and <: 3 . 

As previously stated, the cold crude benzole plays a part in con¬ 
densing the first or benzole fraction of the distillates. The rate of flow 
of crude benzole into the plant is seen on * meter u, of the Venturi 
type at the inlet to the preheating system, and each fraction at its 
outflow from the condenser passes over a V-notch calibrated to act 
as a meter. Further controls arc provided,by thermometers in the 
pipes carrying the vapours from tile fractionating columns, and at 
various other points. 

The products are worked up by tjic usual acid treatment, ami are 
refractionated f$pm stills of tbe usual type, specially designed for 
preparing pure products. 

• • * 


Treatment of Fractions 

• 

As the various plants required and in use for the fractionation of the 
naphthas have been very fully described, a survey of the method of 
splitting uj) the fractions will be of interest. 

This, of course, cannot be a fixed method as it is dependent on so 
many factors, sift-h as the quality of the crude material available and 
the kind of plant employed. However, roughly speaking, the distiller 
endeavours to make his fractions somewhat on the lines of those shown 
in Fig. 175, always bearing in mind that the fewer the fractions tbe 
less complicated the whole fractionation. Also the endeavour obviously 
is to get from the crude product to the finished one with as few inter¬ 
mediate fractions as possible. In the figure the distillations are shown 

as follows :—primary distillation -. , secondary-, tertiary 

-, final .. The figures below each fraction indicate 

approximately the boiling range. 

1. Primary Distillation.-- The crude naphtha or light oil, distilled 
in a fire still, produces crude benzole, crude solvent, crude heavy 
solvent and creosote. 

2. Secondary Distillation.— The crude benzole, which should 
show a test of 60 to 65 per cent distilling off in a retort below 120° C., 
is the raw material for this distillation, and is obtained from the crude 
naphtha or from the washing of coke oven or coal gas with creosote. 
The crude is washed in the manner already described before it is run 
into the steam still. It can be worked in two different ways, that is, 
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after the forerunnings containing large quantities of carbon di-sulphide 
have been sweated off, the charge can be run direct for pure ben zone 
and pure toluene, or 90’s benzol^and 90’s toluol. 

In the former case the splitting of the distillate is very complicated 
as so many fractions have to be collected. They are, in order of collec¬ 
tion as follows: -forerunnings, pure benzene, light crude toluol, pure 
toluene, heavy crude toluol, crude solvent, crude heavy solvent and 
residues. To obtain the pure products a very efficient plant has to be 
employed and, even so, the method is hardly practicable, for just before 
and just after the pure hydrocarbons come over, the still has to be run 
very slowly indeed (40 to 50 gallons per hour) and the intermediate 
fractions are necessarily large. It is better to sweat off some of the 
forerunnings and collect *Jio fractions rapidly as 90 ! s benzole, 90’s 
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Solvent Naphtha 
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Heavy Naphtha 


Creosote 


toluol, crude solvent ami crude heavy solvent. The last two fractions 
may either be blown over by means of raw steam or, if preferred, by 
distilling in vacuo , in which case the fractionation is more marked and 
better separation is obtained. The residue contains mostly creosote, 
but, to ensure that no naphtha is wasted, it may conveniently be put 
back into the crude naphtha for further working. 


3. Tertiary Distillation. - The fractions should, as far as possible, 
be worked in rotation, so that the residue from each is the base on which 
a fresh charge of the next fraction is run. The 90’s benzole produces a 
little forerunnings, pure benzene, light crude toluol and a little pure 
toluene. 

When running from any fraction for pure products, the principle of 
working the still is always the same. The stage just before coming 
on to the pure, which can be ascertained by reference to the thermo¬ 
meter in the still-head pipe, is the one that has to be most carefully 
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watched ; the still is then run very slowly, and the temperature of the 
water in the dephlegmator and analyser is kept very constant, and well 
below the boiling point of the pure product. As soon as the pure 
commences to distil over, the rate ina^ - be very considerably increased, 
even up to 200 gallons per hour, and kept at that until there are indica¬ 
tions of a change, when again the rate is decreased. 

It is of very great importance to work a still at the speed which 
gives the best results, and this can only be ascertained by trial for each 
plant and for each fraction. Diligent research on this matter will 
enable the distiller to obtain the best possible yields of pures with the 
smallest quantities of intermediates. 

After the pure benzene ha^ been collected and the temperature lias 
risen a few degrees, the charge of 90’s toli'pl is added to the residue 
from the 90s benzolb in the still; the distillation is then continued, 
light crude toluol, pure toluene and heavy crude toluol being collected. 

The distillation is again stopped, the crude solvent added to this 
residue and the distillation recommenced, when the first fraction to 
come over consists of heavy crude toluol. * 

The other products from this distillation, namely the solvent, naphtha 
and crude heavy solvent, are either obtained by blowing in raw steam 
or by distillation in vacuo. The former is the cheaper way, but in the 
opinion of the author the latter has advantages which more Rian com¬ 
pensate for the extra cost. 

The last of the tertiary distillations, that of the crude heavy solvent, 
must be carried out in a lire still with a column having no dcphlog- 
mator. In this case solvent paphtha and heavy naphtha are obtained, 
and the residue is creosote. 

All the fractions before distillation are washed with sufficient 
amounts of acidpmd soda to meet the necessary requirements of purity. 

4. The Quaternary Distillation.— This is the splitting of the 
light crude toluol into pure benzene and pure toluene, and of the 
residue, after addition of a,new charge of heavy crude toluol, into pure 
toluene and solvent naphtha. In each of these cases small quantities 
of intermediates are formed which have to go back again to their 
respective fractions in the tertiary stage. 

The quaternary distillation is conducted in the manner already 
described except that it may be generally carried out at a greater 
speed. 

The figure shows the simplest form of separation of the various 
naphthas from the crude and one which would be nearly perfect from 
a distiller’s point of view. Unfortunately, in practice, a few inter¬ 
mediates between those mentioned are obtained, and have to be put 
back to the fractions to which they most nearly agree in boiling-point 
range. 

The control of a refinery making all these products is not a simple 
matter, and should be in the hands of a capable chemist who can translate 
the results of tests obtained in the laboratory into terms of works 
production. 
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General Practice. —The practice followed ill distilling for pure 
benzene and toluene will necessarily vary with different distillers and 
with different types of plants. Generally speaking, however, the crude 
benzole is run and preliminary frictions separated. Although, with the 
present forms of column, it is possible to separate pure products direct 
c from the crude ma- 

«b”r - r——r - -- 1 - terial, the time occu- 

|, „ Pied in eliminating 

"o-— — — -— intermediates is so 

31 large, and the wash- 

Jftoo" - - — —j- /rk,^y- ing difficulties are so 

■fe 6 |/T important, that 

|~ D0 "-- - — —-/ :-j- greater economy is 

“ | ’ ; ; ; obtained by running 

*’—. ^— — ; 3 -stills in pain, one 

~; | j : working crude and the 

1 3 70 — s' . i —other working inter- 
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Fractionation of cnitle benzole. Preliminary separation. Example Of Ac- 

' , tual Results.—The 

following are some results obtained by the author using a Hodgson 
Thomas plant (Kig. 161), p. 106). The preliminary fractions from the 
crude are -(a) standard benzole, (bj light toluol, (c) crude toluene, 
(d) crude xylene. The 

distillation is repre- jr so°i--j-------i—- 

sented in Fig. 176, jU , - - ; 

which shows the main | | / \ \ 

features. The vari- Jj o / | I 

ation in the rate of ^~ 70 1 | 

working will he noted; l| / | j 

the rate is rapid so D 2 / ....... 1 rui.6nEr.ENE. ■.?..... ........... ' 

long as the distillate g.°ntfl/ _1__I_1_1_L_L_ 

. .. . Q3> 10 20 30 40 50 60 70 80 SO 

IS uniform 111 quality, | 3 Tsll Percentage Distillate 

and is slow during the * 

passage from one frilc- Fia. 177. —FrncUonatton of standard benzole, 

tion to another. This 

variation in rate is more apparent in the subsequent figures. The 
dotted part of the curve represents the distillation converted to 
normal pressure, the actual distillation under reduced pressure being 
shown by the solid line. 


Percentage Distillate 


Fig. 177.—Fractionation of standard benzole. 


Fraction (a) consists of benzene and toluene and contains 90 to 95 
per cent of benzene. It is fractionated for pure benzene and a yield 
of 65 per cent is obtained on the first, run. The results are indicated in 
Fig. 177, the noticeable feature being the slow rate of distillation until 
the temperature at the outlet of the dephlegmator reaches a constant 
value ; at this stage the rate can'be increased and maintained until the 
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temperature rises, 

■ when it is advisable to 
stop the distillation 
and recharge on the 
residue. Thctempera- 
- tureof the dephlegma- 
tor water during this 
period is about 42° C., 
which ensures a goqd 
return to the column. 

Fraction (b) con¬ 
sists of about 50 per 
cent of benzene and 
50 per cent of toluene, 
no xylene being pre¬ 
sent. The working of 
this is shown in Fie Fig. 178,—Fractionation of light toluol. 

178. The treatment 
of this fraction.indi- no' 

cates, perhaps more s 
than any other, the || 
efficiency of the s| 
modern column, a |ioo” 

Both pure benzene o' k - 
and pure toluene are gg « 
obtained in one dis- ° | 
dilation from the * g oo° 
mixture. Asthttcm- 
perature rises after 13 
the separation of the | 
pure benzene the rate oo' 

is decreased, and is * Percentage Distillate 

increased again when Pm. 170 .—Fractionation of crude toluene, 

the temperature be¬ 
comes constant while ^ 
the pure toluene frac- ? __ 
tion is collected. The §g 
temperature of the 11 
water in the dephleg- ° t 
mator is maintained 
at about 42° C. on the = g 
benzene fraction, and ~ t 
allowed to rise slowly S | 
during the distillation | 5 
of the intermediates 
until it reaches about £ 

100° C. during the col¬ 
lection of the toluene. 


c. 



Fio. 180.—Fractionation ol crude xylene. 
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Fraction (c) consists of benzene, toluene and xylene, the toluene 
content being 7fr per cent. The fractionation of this is indicated «n 
Fig. 179. , 

Fraction (d) consists of toluene, xylenes and higher homologues, and 
is the most difficult to deal with. It will be noted from the curve (see 
Fig. 180) that a comparatively high percentage of heavy toluol is produced 
and is returned for reworking. When working for solvent naphtha (a 
mixture of xylenes and higher homologues) the use of a vacuum or even 
of open steam at the end is advantageous, but should be avoided if- 
possible when working for xylenes. 

Economy in Working.— Economy m working can be obtained by 
observing a definite rotation. It has already been pointed out that the 
distillation of standard benzole is stopped when the temperature rises 
after the separation of pure benzene. 

After successively wording two or three charges in this manner the 
combined residues have accumulated toluene and the still may then be 
charged with light toluol, to be followed by crude toluol. This rotation 
avoids unnecessary working of intermediates, thus saving both time 
and steam. t 

The rptes indicated by the curves will necessarily vary with the 
plant and must be'determined for each plant, but they indicate whfct 
has been done and show a marked improvement on the practice which 
obtained previous to the war. , 

Another point of note is the difference between the separation of 
benzene from benzene-toluene mixtures, and of toluene from teluene- 
xylcne mixtures. From experiments made by the author working on 
pure compounds in the laboratory, it would appear that no such diffi¬ 
culty should exist, that is to say, there are no properties inherent in the 
three hydrocarbons such as the formation of azeotropic mixtures which 
would cause this difficulty. The cause must therefore lie in the plant, 
probably in the dephlegmation, and the difficulty might possibly he 
overcome by use of salt solution or oil as a dephlegmating medium. 

Parafflnoid Crude Benzole. —It may he of interest to record differ¬ 
ences in the working of parafflnoid crude benzoles and those free from 
paraffins. When dealing with such benzoles, in addition to greater care 
being necessary in the washing process, involving greater loss, a further 
difficulty is observed in the fractionation. When working for standard 
benzole it is necessary to “ sweat off ” the forerunnings slowly in order 
to prevent a high paraffin content in the benzene, and to reduce corre¬ 
spondingly the rate on the intermediates when working toluene from 
crude toluene. It is very noticeable that in the case of products free 
from paraffin the “ cuts ” for pure benzene and toluene are clear and 
definite, whilst in the case of parafflnoid products a larger percentage of 
the distillate has to be rejected both at the beginning and end of the 
pure fraction, although the paraffin content may be as low as 0-5 per 
cent. For instance, Fig. 177 shows that when the temperature reaches 
78° C. pure benzene can be at once separated and the separation con- 
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tinued until the temperature rises. In the case of a paraffinoid product, 
on the other hand, as much as 10 per cent at the beginning and 5 per 
cent at the end has to be rejected. Tjjie author attributes this difficulty 
to the formation of azeotropic mixtures of the aromatic hydrocarbons 
and the paraflins ; some such mixtures arc known, that of benzene and 
normal hexane being typical (pp. 47, 51, 215). 

Another feature in the working of tin; paraffinoid benzole is the 
formation of a deposit on the coil in the still, which reduces the heating 
capacity to a detrimental degree. More thorough washing of the 
benzole does not prevent this. The nature of the deposit cannot easily 
be ascertained, because it is rapidly decomposed to a highly carbonaceous 
compound of indefinite composition. Frequent cleaning of the still is 
necessary to maintain the conditions required for .successful working. 

Products generally required.— It should be noted that only the 
usual finished products have been descrihed # and that these are not the 
only ones that can be obtained from the yude naphtha. For instance, 
in times of peace only small quantities of pure benzene and toluene arc 
produced and those only for the lpanufacture of dye intermediates. 
The separation is generally only carried as far as the secondary distilla¬ 
tion, and the two fractions 90’s benzole and 9()'s toluol are run together 
Sto form motor benzole* Again, many special fractions frequently have 
to be made to meet special requirements of consumers, such as a mixture 
of the pure xylenes, distilling witjiin a range say from 135° (J. to 115° 0. 


SpKcii'ioATioks or Finisiiki) Products 

The specifications of the various finished products may lie briefly 
described as follows :— 

Benzole Forerunnings.- This is a by-product and the quantity 
obtained is kept as low as possible as it does not obtain a ready sale. 
It is composed chiefly of aarbon di-sulphide and only the small quantity 
of benzole that in practice cannot be profitably extracted. There is no 
definite specification for it. 

Pure Benzene and Pure Toluene.- The specifications, as laid 
down by the Government and accepted by the dye-makers, are almost 
identical for the. two products and are as follows : - 
For Pure Benzene .— 

Appearance. —To be a clear water-white liquid, free from suspended 
solid matter. 

Specific Gravity. —The specific gravity is not to be less than 0-883 and 
not more than 0-887 at 15-5° C. 

Boiling Point. —Must correspond approximately to 80-5° C., corrected. 
Sulphuric Acid Test. —90 c.c. of benzol shaken with 10 e.e. of 90 per 
cent sulphuric acid for five minutes should impart only a slight 
colour in the acid layer. 
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Distillation Test — Apparatus. — A fractionating flask of 200 c.c. capacity, 
fitted with thermometer graduated to read to one-tenth of a degree 
Centigrade, and so adjusted |hat the. top of the bulb is on a level 
with the side tube. The flask to be placed on a sheet of asbestos 
board having a hole one inch in diameter in the centre, in which the 
bottom of the flask rests, the bulb of the flask being surrounded 
by a cylinder of wire gauze resting on the asbestos sheet, and of 
such a height that the top of the cylinder is on a level with the 
top of the bulb. 

Distillation.—100 c.c. of benzole are placed in the fractionating 
flask exposed to the flame (or source of heat) by the hole in the 
asbestos sheet, the distillation being Conducted at such a rate that 
about 7 c.c. per niimfte are collected in the ^receiver, which is a 
100 c.c. graduated cylinder. 

The temperature is read when 5 c.c. and again when 95 c.c. have 
come over. The difference between the two readings must not be 
greater than 0-5° 0. • 

For Pure. Toluene.-- This specification is exactly similar to the fore¬ 
going except, that the limits of specific gravity arc 0-868 and 0-870 and 
that the boiling point must correspond approximately to 110° C. 

Motor Benzoin. - The National Benzole Association, which pro¬ 
tects tin: interests of both the manufacturer and user of motor benzole, 
has laid down that the most suitable benzole for internal combustion 
engines is one that passes the following specifications :— 

1. Specific Gravity.— --870 to -885. * 

2. Distillation Test (by flask). —Benzole shall give a distillate of not less 

than 75 per cent to 80 per cent up to 100° 0.; of pot less than 90 
per cent up to 120° C.; of not less than 100 per cent up to 125° C. 

3. Sulphur.— The total sulphur shall not exceed 0-40 per cent. 

4. Water.— The benzole shall be entirely free from water 

5. Colour.— -Water-white. 

6 . Rectification Test. —90 c.c. of the sample shaken with 10 c.c. of 

90 per cent sulphuric acid for five minutes shall not give more 
than a light brown colour to the acid layer. 

7. The benzoic shall be entirely free from acids, alkalis and sulphuretted 

hydrogen. 

8 . The benzole shall not freeze at 26° F. below the freezing point of 

water, 

Solvent Naphtha. —This material, used chiefly as a solvent for 
raw rubber, is commercially described as 90/160 or 95/160 solvent, 
thereby indicating that 90 per cent or 95 per cent distils off between 
120° and 160° C. when tested in an ordinary retort. The liquid must be 
water-white, well washed and not strong smelling. It has a specific 
gravity of -865 to -875, and the flash point is 60° to 70° F. (Abel’s 
dosed test). 
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Heavy Naphtha.— This product has a specific gravity of -900 to 
•910 and flash point of 95° to 106° F. It should be water-white, well 
washed and fractionated well enough to ensure the presence of only 
small quantities of naphthalene. Its distilling points are generally 90 
per cent off up to 190° C., and when this is the ease it is consequently 
known as 90/190 naphtha. It is used chiefly as a paint-vehicle, 
particularly for ships’ anti-fouling compositions. 

Methods of Testing 

These arc fully described in many of the books referred to at the 
end of this chapter. The retort test is the one most commonly used 
for all the naphthas^md is very simple. Unfortunately it has not been 
properly standardised, so that different operators frequently obtain 
conflicting results. It is purely an empirical test, and consequently 
entirely dependent upon the method of operation and kind of apparatus 
employed. It is used, particularly in tlyi case of crude benzole, as a 
basis of sale and purchase and should be thoroughly standardised. 

The test which gives consistent *?su!ts and is recommended by the 
author is as follows :—100 c.c. of light oil or crude benzole are placed 
in a 250 c.c. retort and attached to a 24-inch condenser„tho whole 
apparatus having been previously rinsed with the o?l to be tested. The 
thermometer is fixed so that the bulb is l of an inch from the bottom of 
the retort. The distillation is qierformcd with a small naked flame 
shielded from draughts, the rate of distillation being 4 c.c. per minute. 
At 120° 0. the flame is removed, the condenser allowed to drain, and the 
amount of distillate noted. The retort should he of the usual normal 
shape and the thermometer 15 inches long with a Imlb jj inch long, 
and graduated In one-fifth degrees from 70° to 130° 0. 

The corrections for barometric pressure and for inaccuracies of the 
thermometer may be made before each test by suspending the thermo¬ 
meter in the neck of a flask containing boiling water, taking care that 
the length of thread immfersed in the steam is the same as the height of 
the retort. This is very important, as pointed out by Wheeler 1 The 
same difference below or above 100° 0. may be taken when stopping 
the distillation at 120° C., as it may usually be assumed that the error 
is the same at these two points. 

It is most unfortunate that the retort test lias grown, to be the usual 
one, and it is very desirable that a test based on fractional distillation 
or even a distillation from an Engler flask (as used by some makers) be 
instituted and adopted as a standard. 

Much useful work has been done recently on the analysis of the 
various naphthas but is too comprehensive to be described here. For 
those interested in this subject reference may be made to the under¬ 
mentioned papers:— 

1. H. G. Colwan. “Determination of Toluene in Commercial Toluol,’ 1 
1915, 34, 168. 


1 J. Sx. Chem. Im., 1910, 35, 1108. 
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2. H. M. James. “ Determination of Toluene, with a Note on Application of the 

Method to Benzene and Tolueno,” J.S.C.I., 1916, 35, 236. • 

3. P. E. Spielmann, E. G. Wheeler. . “ The Analyses of Commercial Benzoles,” 

1916, 35, 396. * 

4. A. Edwards. “ The Estimation of Benzene and Toluene in Commercial 

Mixtures,” J.S.C.I., 1916, 35, 687. 

5. D. Wilson, L. Roberts (Gas Record, Chicago). “ Determination of Benzene, 

Toluene and Solvent Naphtha in Light Oils, etc.” ./. Gas Lighting, 1916, No. 
134, pp. 225-227; Abst. J.S.C.I., 1916, 35, 684. 

6. P. E. Spielmann, F. Butler-Jones. “ The Analyses of Benzole First Run¬ 

nings,” J.S.C.I., 1916, 35, 911. 

7. E. G. Wheeler. “The Stem Correction of Thermometer,” J.S.C.I., 1916, 35, 

1198. 

8. G. Marker. “ Estimation Toluene and Benzene in Coal Tar Oils,” J, Royal 

Soc. N.S. W., 1916, No. 50, pp. 99-105 ; Abst. J.S.C.I.,' 1917, 36, 950. 

9. P. E. Spielmann, G. Campbell-Pbtrie. “ Observations on Crude Benzoles,” 

J.S.C.I., 1917, 36, 831. 

10. P. E. Spielmann, F. B. Joros. “ Estimation of Xylene in Solvent Naphtha,” 

J.S.C.I., 1917, 36, 480. - # 

11. F. Butler-Jones. “ Analyses of Commercial 4 Pure ’ Benzole,” J.S.C.I ., 

1918, 37, 324 T. , 
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CHAPTER XXI 

ACETONE 

Acetone is produced on the manufacturing scale by several completely 
different processes. The chief of these are :— 

(1) Fermentation processes. 

(2) The decomposition of acetate of lime, derived from various 
sources. 

(3) Conversion of acetic acid to acetone in presence of a catalyst. 

(4) From crude wood spirit. But hitherto it has not been found 
possible to produce pure acetone from this source by distillation. 

As the acetone in each case is mixed with considerable quantities of 
water, some general information on the separation of mixtures of acetone 
and water by distillation will first be given. The removal of the various 
volatile impurities will be considered separately in the more detailed 
description of the distillation of crude acetone from different sources, 
as the impurities to be removed differ in each case. 

1. Separation of Acetone from Water when Mixtures of 
these Substances are distilled. The vapour always contains a 
higher percentage of acetone than tiie liquid distilled. There is no 
general rule giving the, composition of vapour and liquid in every case. 
But Table 88 gives the results of experiments made on a large number 
of mixtures. 

Table 89, which is taken from li. Hausbrand, Rektifizicr- und l)es- 
tillier-Appara|e, 191(i, p. 164, shows the minimum heat abstraction 
required in the condenser of a column to produce a kilo of acetone 
from various mixtures of acetone and water. As in the case of ethyl 
alcohol and water a minimum is reached, in this case when the mixture 
contains 50 to 55 per cent of acetone. 

Table 90 shows the composition of vapour and liquid on each plate 
of a rectifying column. A comparison of the corresponding tables for 
the distillation of ethyl alcohol‘and water shows that in the case of 
acetone and water, fewer plates are required in the column and that the 
necessary heat abstraction in the condenser is smaller. 
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Table 88 


Acetone per cent by weight in liquid and vapour, H. Bergstrom. Boiling 
points [ ] H. R. Carveth, ( ) J. H. Pettit. 1 


Bolling point 

Acetone 

Acetone 


Acetone 

Acetone 

In liquid. 

in vapour. 

Boiling point 
of liquid. °C. 

in liquid. 

in vapour. 

of liquid. °C. 

Weight 

Weight 

Weight 

Weight 


per cent. 

per cent. 

| 

JH.T cent. 

per cent. 

(560) 

100 

100 

[73-3] 

17-5 • 

86 


99 

99-5 

*15 

84-2 

[57-2] 

95 

97*5 

[77-10] 

12*5 

81-93 


90 

06-3 

(81-1) 

11 

79-05 

[58‘3'| 

89 

90*18 

10 

78-4 

[58*9 J 

85*5 

00-76 

1 [S0-7J 

9-5 

77-0 


80 

95*3 

8 

74*4 

[CO-7] 

76-0 

95*02 

j 

7 

71*2 

[60-4o| 

72 

94*72 


6 

07*4 


70 

94*6 


5 

62-6 

(61-6) 

, 05*5 

94*33 

! [88*7] 

4*5 

59*3 

(62-4) 

60-0 

94*03 

3 

47*0 

■ [«2J 

55 

93*0 

[94*631 

2 

36-0 


50 

93*3 

i 

20-4 

(04-4) 

45-5 

93-03 


0*5 

no 

(65-3) 

40-5 

92*55 


0*4 

8*93 

|65*9J 

:m 

91*94 


0-3 

6*85 

(67) 

33-5 

91*50 


0*2 

4*78 

(70*7) 

24-0 

89*59 

99*8 

0-1 

2-7 


20 

87*0 

l 



_ _ 







Table 89 
Acetone, and Water 


Minimum amount of heat in great calorics to bo abstracted in the condenser 
to produce 1 kilo of acotone 99*75 per cent by weight from mixtures of water and 
acetone containing 95*5 to 1 per cent by weight of acetone. 


Acetone content. 
Weight per cent. 

Calories. 

i 

Acetone content. 
Weight per cent. 

Calories. 

Liquid. 

Vapour. 


Liquid. 

Vapour. 

i 

95*5 

97*75 


. 

j 35 

91*8 

55*9 

95 

97*5 

132*9 

30 

91*0 

59*5 

90 

96*3 

87*7 

25 

89*0 

66*8 

85 

95*7 

70*2 

20 

87*6 

81*7 

80 

95*3 

60*5 

15 

84*2 

108*0 

75 

94*9 

55*4 

10 

78*4 

154*0 

70 

94*6 

52*3 

9 

76*8 

168*9 

65 

94*3 

50*3 

8 

74*4 

192*4 

60 

94 

49*8 

7 

71*2 

225*1 

55 

93*6 

49*6 

6 

67*4 

269*3 

50 

93*3 

49*6 

5 

62*6 

332*6 

45 

93*0 

49*7 

2 

36*0 

994-3 

40 

92*5 

51*7 

1 

20*0 

2188*8 


1 H. Bergstrom, Stockholm Aftryk ur Bitrang til Jem-Kontoret's Annaler, 1912; H. R. 
Carveth, J. Phys. Chem. 1899, 3, 193; J. H. Pettit, J. Phys. Chem., 1899, 3, 349. 
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Table 90 
Acetone and If ater 
Rectifying Column 

Acetone content, weight per cent of liquid and vapour on each plate of a 
column to produce 10 kilo, acetone 99-75 per cent by weight. The amount of 
heat abstracted in the condensers being 1500, 3000, 5000 great calories. 



Acetone 

Acetone 

Acetone 

Acetone 

Acetone 

Acetone | 



in vapour. 

in liquid. 

in vapour. 

in liquid. 

in vapour. 


Weight 

Weight 

Weight 

Weight 

Weight 

\\ eight. 

the top. 

per cent. 

per cent. 

per cent. 

per cent. 

per cent.. 



1500 

calories. 

3000. calories. 

5000 

calories. 


99-5 

99-75 

99-5 

99-75 

99-5 

99-75 

1 

99 

99-5 

99 

99-5 

99 

99-5 I 

2 

98-75 

99-4 

98-0 

99-3 

98-5 

99-25 I 

3 

98-0 

99-3 

97-9 

98-98 

90-0 

98-3 1 

4 

98-27 

99-11 

90-9 

98-48 

94-5 

97-39 ! 


97-9 

98-98 

95-75 

97-87 

80-5 

95-83 

0 

97*0 

98-5 

93 1 

97-00 

20 

90-03 

7 

96-1 

98-13 

83 

05-5:1 

4-00 

00-40 

8 

95-6 

97-78 

24-0 

80-ii:i 

:i-7 

53-07 

9 

95*2 

97-0 

18-3 

80-50 

3-0 


10 

94’2 

97-3 

0-1 

! 07-81 



ll 

93 

97 

5-5 

| 05-13 



12 

92-1 

90-89 





13 

88-25 

90 09 





14 

09-1 

94-50 





15 

22 

88-48 





10 

n 

80-1 





17 

10-75 

79-5 





18 

10-4 

78-95 











CHAPTER XXII 


PRODUCTION OF ACETONE AND X-BUTYL Al/oiIOL BY THE 
FERMENTATION PROCESS 


The production of n-butyl alcohol and other alcohols from carbohydrate 
material, directly by fermentation, has been known for a long time. 
The presence of iodoform-producing substances among the products 
of fermentation has been recorded occasionally. The first observation 
of acetone, as the result of fermentation of carbohydrates was made 
by Schardinger, 1 who obtained this substance together with acetic 
and formic acids. The isolation of an organism yielding acetone and 
n-butyl alcohol from amylaceous material was due to Fernbaeh and 
Strange. 2 Since this initial discovery many other processes have been 
described which produce acetone and n-butyl or ethyl alcohol by the 
breakdown of carbohydrates under bacterial action. 

Table 91 gives the 
yields of products ob¬ 
tained in the ordinary 
“ acetone n-butyl alco¬ 
hol ” fermentation pro¬ 
cess. 

In a normal ferment¬ 
ation the acidity of the 
mash increases from a 
very small initial value 
until a maximum is 
reached in from 13 to 17' 
hours afteF inoculation. 
(The length of time 
taken to reach this 
point is influenced by 
the percentage of inocu- 
lant used, temperature 
of the mash, etc.) When the maximum acidity is reached in 6'5 per cent 
maize mash, 3-5 to 4-5 e.c of IV/10 alkali are required to neutralise 10 c.c. 
of mash. After this point is reached a very marked acceleration in 
the rate of production of acetone, n-butyl alcohol, carbon dioxide and 
hydrogen takes place. The acidity gradually falls to a constant value, 
1’5 to 2-5 c.c. of JV/10 alkali being required to neutralise 10 c.c. of 
mash (see Fig. 88, Curve 2). 

1 Sohardinger, Centr. Bakt Part II., 1907, 18, 748. 

8 Fembach and Strange, Eng. Patent, 1912, 21073. 
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The rate of gas evolution is shown in Curve 1, Fig. 88, and the 
composition of the gas in Table 92. 1 

Table !)l 

1000 lb. rnaizo containing 650 lb. starch. Volume of mash (6-5 per cent maize) 


1540 gallons. 

lb. 

Carbon 

content. 

650 lb. starch yield 

70 acetone 

43-5 

163 a-butyl alcohol 

105-7 

3410 cu. ft. of COjA 


* evolved — at 27" 

• -- 300 C0 2 evolved 

106-3 

and 760 mm. J 



1 vol. of mash * at 38° 74 cu. ft. CO a in i 



dissolvcs0-3vol.C0 2 . sol. at 0° and 7601 
Tho latter being csti- mm. 

• — 0-2 CO, in solution 

i 

2-5 

mated at N.T.P. J 



2000 cu. ft. H a ; 
evolved at 27° and 
760 mm. 

| U H, 

— 

Residual acidity f 

^ 12 “ acids ” containing 5-7 


655-2 

263-7 


Theoretically 650 lb. of starch is equivalent to 722 lb. of hexoso or 288-8 lb. 
of carbon. 

* 1 vol. of distilled water at .38° dissolves 0-55 vols. CO a at N.T.P. where 
pressure of 002=760 mm.—At 38" tension of water vapour =49*3 min.—Actual 
pressure due to gas = 710*7 nun.-- as gas consists of 40 per cent H 2 and 60percent 
C0 2 by vol., the partial pressuro of tbo C0 3 —420-4 mm.—At this pressure the solu¬ 
bility of the C0 2 is 0-31 vols. (at 0 and 760 mm. pressure) in 1 vol. of liquid. The 
fermentation liquors contain substances which influence the solubility arid reten¬ 
tion of carbon dioxide. Estimations of CO, in liquors from a series of fermenta¬ 
tions gavo results varying between 0-15 and 0-52 vols. of C0 2 dissolved in 1 vol. of 
mash liquor. A slightly lower value (0-.3) than that of the solubility of CO a in 
water at 38° has been used. 

f Tho residual aeidity is taken as acetic acid 56-5 per cent by weight, and 
butyric acid 43-5 per cent by weight. The non-volatilo portion is recorded as 
butyric acid for tho purpose of calculation. 

Calculated as Percentage of Starch Fermented 


100 g. starch gives 1111 g. hexoso and contains 44 4 g. carbon. 


» 



Carbon. 

100 g. starch gives 

10-77 acetone 


6-68 g. 

* 

25-07 n -butyl alcohol 


16-21 


61*41 carbon dioxide 


16-75 


1 -60 hydrogen 


— 

>!* »» 

180 residual acidity 


0-85 


100-65 


40-40 


Rate ol Gas Evolution, and Rise and Fall of Acidity throughout the 
Fermentation.--The curves in Fig. 88 .show the changes in 

(1) the rate of gas evolution, and 

(2) the acidity during a fermentation. The figures arc the average 
of 12 fermentations of 6-5 per cent maize mash (10,000 gallons) with 
4-7 per cent of inoculant. 

The acidity is measured in c.c. of iV/10 alkali required to neutralise 
10 c c. of mash after boiliug the solution to remove carbon dioxide. 
Phenolphthaiein is used as indicator. 

1 Reilly, Hickinbottom, Henley anil Tlmyecn, Uiochem. Journ * 1920, vol. xiv. No. 2, 
p. 22#. 
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It will be noted that the rate of gas evolution rises steadily with the 
increase of acidity for some time ; it then becomes constant (in some 
cases it even slackens somewhat). As the acidity falls, the rate of gas 
evolution rises quickly to a maximum, and then falls rapidly until the 
end of the fermentation. Readings of the gas evolution were taken 
every hour. The acidity was estimated every three hours. The acidity 
at the end of the fermentation is generally higher than that of the mash 
when inoculated. 

Composition of Gas. —Estimations have been made of tho composition 
of the gas evolved during fermentation. Table 92 shows the results of 
one of these experiments. 

The fermenting vessel was about two-thirds full of mash, the space 
above the latter being occupied by air before inoculation. 


Taiile 92 


Time, 

(Jus evolved, 

Composition of (Jus evolved. 

cubic feet 



28. vi. ’lfl. 

per hour. 

Coj. 

Il 3 . 

4 p.m. 


per cent. 

per cent. 

7 

253 

23-0 

77 0 

8 „ 

834 

31 *0 

08 1 

9 „ 

822 

42*2 

57-8 

10 „ 

MO 

47-4 

52 0 

11 „ 

700 

51-0 

48'4 

29. vi. ’10. 

9.30 a.m. 

1180 

02*0 

38.0 


The percentage of carbon dioxide did not vary from 9-30 a.m. 29. 
vi. ’16 to the end of the fermentation, which lasted 36 hours. Total 
gas evolved, 42,694 cubic feet. The high percentage of hydrogen in the 
gas evolved during the early hours is partly due to tho greater solu¬ 
bility of the carbon dioxide. * 

The production of acetone and rt-butyl alcohol at various stages in 
the fermentation is shown in Table 93. 


Table 93 




Ratio, acetic 

Amount of acetone and 

Time. 

Acidity. 

to butyric 
acid. 

n-biityl alcohol mixture in 

1 litre of mash. 

0.0 p.m. 

1-0 

1 : 05 

None 

11.0 „ 

1*5 

1 :0 «2 

None 

12.15 a.m. 

2 0 

1 :0-9 

Trace 

5.30 „ 

3-7 

1 : 1-25 

1 c.c. 

3.15 p.m. 

2-0 

1 :0-28 

4 c.c. 

4.30 „ 

1*6 

1 : 0*25 

5 c.c. 


Acidity is expressed in c.c. of X/U) alkali required to neutralise 10 c.c. of mash. 


Wort, similar to that used in alcoholic fermentation for the produc¬ 
tion of ethyl alcohol, can also be used. The wash at the end of the 
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fermentation of a starchy mash usually contains about 0-6 per cent of 
acetone, and 1-4 per cent of n-butyl alcohol, and a much smaller pro¬ 
portion of ethyl alcohol. When wort is used the concentration may be 
much higher than this. 

The Distillation Process 

The distillation of the fermented wash is carried out either in a 
Coffey still slightly modified for the purpose, or in one of Messrs. Blair, 
Campbell &,M‘Lean’s acetone stills. Both these stills will produce 
almost pure acetone in one operation. But when the acetone is 
required for the manufacture of cordite, redistillation is necessary in 
order to remove carbon dioxide and traces of substances which affect 
the stability of cordite. This final distillation is carried out in an inter¬ 
mittent still with a very efficient fractionating column. 

Preliminary Distillation in Coffey’s Still. -See Fig. 121, p. 312. 

The fermented wash is supplied to the still in the usual manner, but, 
its temperature is from 35° to 40° C. As it passes down the rectifying 
column in the wash pipe its temperature must he slightly under 5(1° C. 
at the level of the spirit plate, where acetone is drawn off from the still. 
The difference between 35" C. and 5(5° C. is so small that it is difficult 
to keep the temperature low' enough at the spirit plate. To overcome 
this difficulty either the wash pipe may he brought into the rectifying 
column lower down, and its upper coils replaced by an independent 
cold water coil, or the temperature of the wash may be reduced by 
mixing it with cold waiter. 

After leaving the rectifying column, the 
wash enters the top of the analyser down 
which it flows, leaving the base of the column 
as spent wash, free from acetone and n-hutyl 
alcohol. 

The condensate leaving the base of the 
rectifier generally consists of a dilute solution 
of n-butyl alcohol in water. This is pumped 
back to the top of the analyser. 

Provision is made for running off the 
n-butyl alcohol from one of the lower plates of 
the rectifying column. The method of draw¬ 
ing off the liquid from the plate is shown in 
Fig. 89. When the still is working smoothly, 
an azeotropic mixture of n-hutyl alcohol and water can be run 
off steadily. It is then cooled in a condenser, and passes to a 
separator, in which two layers are formed ; the upper layer consists of 
85 per cent n-butyl alcohol, and 15 per cent water; the lower, of 12 
• per cent n-butyl alcohol and 88 per cent water. The lower layer is 
pumped back into the top of the analyser. When very concentrated 
wash is distilled the mixture of n-butyl alcohol and water is run off from 
the base of the rectifying column. In either case the n-butyl alcohol 
obtained contains some ethyl alcohol and acetone. It is most important 
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to keep up a steady flow of n-butyi alcohol from the rectifying column, 
so as to prevent its gradually passing up the column and contaminating 
the acetone distillate. Acetone is drawn off from the spirit plate. The 
gases dissolved in the wash leave the still by a pipe passing into the 
air from the top of the rectifier, carrying with them a very small amount 
of acetone, which can be removed by passing through a scrubber, down 

which water trickles. 
The acetone from the 
spirit plate flows into a 
cooler, where its tem¬ 
perature is reduced to 
15° C., the specific 
gravity being about 
0-800. Having only been 
in contact with the gases 
at a temperature of 
about 56° C., the amount 
of carbon dioxide dis¬ 
solved in the acetone is 
much smaller than is the 
case when the acetone is 
cooled in presence of 
excess of the gases. This 
point is of some import¬ 
ance when the. acetone is 
required for the manu¬ 
facture of cordite. 

Acetone of over 99 
per cent purity can be 
produced with Coffey’s 
still, and the n-butyl 
alcohol which is simul¬ 
taneously run off con¬ 
tains less than 1 per 
cent of acetone. 

Messrs. Blair, Camp¬ 
bell & M'Lean’s Con¬ 
tinuous Acetone Still, 

Fra. 90 . Fig. 90.—The fermented 

wash is distilled in a 

boiling column, having plates of the bell type, described under alcohol 
distillation (p. 303). The wash flows from the reservoir a through the 
regulator b, and preheater c, in which it is heated by a heat exchange with 
the spent wash. It then enters the wash column d just above the top¬ 
most plate, and flows away as spent wash, practically free from acetone 
and »-butyl alcohol, by a trapped pipe at the base of the column. 

Steam is introduced below the lowest plate at z, the supply being 
automatically controlled by the regulator G. The rising vapour 
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bubbles through a depth of about 1 inch of liquid on each plate. The 
vapour leaving the top of the boiling column by pipe u enters the base 
of the rectifying column, which is of the same type as the boiling 
column, and is also provided with plates of the bell type. 

The vapour leaving the top of the rectifying column enters a water- 
cooled tubular dephlegmator k, which provides the necessary conden¬ 
sate for the rectifying column. The vapour passing uncondensed 
through this dephlegmator enters at the to}) of a water-cooled condenser 
L, and is there completely condensed. Part of the condensate so 
produced flows to "the test glass o as finished acetone, and part is 
returned by pipe n to the top of the rectifying column with the liquid 
condensed in the dephlegmator K. The gas originally dissolved in the 
wash is led from the base of the condenser I, to a gas scrubber M. This 
consists of a cylindrical tower filled with pieces of coke down which 
water is made to flow. By this means the gases are freed from acetone 
and the dilute aqueous solution of acetone so produced flows back 
through a trapped pipe v to the boiling column. 

Removal of n-Butyl Alcohol from the Rectifying Column. -The 
n-butyl alcohol (azeotropic) mixture with water is run off from the rectify¬ 
ing column by one of the tapped pipes r. The n-butyl alcohol and water 
arc first cooled by passing through a coil q, immersed in water, and then 
flow into a separator R. The lower layer from the separator, consisting 
of a saturated solution of n-butyl alcohol in water and traces of acetone, 
is returned to the boiling column by pipe x. The upper layer from 
the separator, consisting of a saturated solution of water in w-butyl 
alcohol, is run off at the observation glass. The still runs very evenly 
for about 48 hours, but after that time the temperature of the vapour 
entering the dephlegmator tends to rise above 5G° (!.. and it is difficult 
to keep it down to this normal level. The reason for this appears to be 
that ethyl alcohol gradually accumulates in the rectifying column above 
the level at which n-butyl alcohol is drawn off. To overcome this 
difficulty the supply of wash to the still must be replaced by water. 
The distillation is then continued till the temperature at the base of the 
rectifying column rises to 100° C. By this means the rectifying column 
is cleared of the accumulation of ethyl alcohol. The distillate collected 
during this process, and containing some ethyl alcohol, is treated with 
the rest of the crude acetone in the final distillation. A liquid rich in 
ethyl alcohol might also be run off from the rectifying column at a 
suitable level, but this has not yet been attempted. 

Control of the Still. —The flow of wash is controlled by the regulator 
described under alcohol distillation, page 310, Fig. 117. Ihe supply of 
steam to the boiling column is automatically regulated by the apparatus 
described under aicohol distillation, p. 310, Fig. 118; and the How of 
acetone and n-butyl alcohol from the still is regulated by test glasses 
similar to that described on p. 311. The temperature at the base of the 
rectifying column and of the vapour entering the dephlegmator must 
be kept very steady. If acetone is not run off fast enough from the 
still, the temperature at the base of the rectifying column will tend to 
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fall, and the separation of the two layers of a-butyl'alcohol-water 
mixture in the separator will no longer take place properly, owing to 
the presence of too much acetone. If acetone is run off too rapidly, the 
temperature of the vapour entering the dephlegmator will very soon 
rise above 50° C. It is important to keep the pressure in the rectifying 
column very steady. For this purpose pressure gauges are fixed at the 
base and near the top of the rectifying column. 

Acetone of over 99 per cent purity can be obtained with this still, 
but the presence of traces of impurities make it unfit for immediate use 
in the manufacture of cordite. To remove these impurities the acetone 
is redistilled, after the addition of small quantities of caustic soda, in a 
discontinuous still. 

In practice the acetone was generally run off from the still at a lower 
strength, as this somewhat facilitates the efficient removal of n-butyl 
alcohol from the column. But this procedure is not necessary. 

Final Purification of Acetone produced by the Fermentation Pro¬ 
cess. —Two types of still used for this purpose are shown in Fig. 91 1 
and Fig. 92. The still (Fig. 91 or 92) is charged with about 48001b. 
of crude acetone from the primary still. The charge is slowly heated 
by live steam introduced into the liquid through the perforations of a 
ring placed in the base of the still. By this means most of the gas dis¬ 
solved in the crude acetone is driven oil before any condensate is formed 
in the condenser. As soon as the evolution of gas ceases, steam is shut 
off, and the necessary quantity of caustic soda solution, containing about 
8 lb. of sodium hydroxide, is added, and the heating continued. Tilt- 
crude acetone produced from Coffey's still contains so little carbon 
dioxide in solution that the preliminary heating is unnecessary, and the 
caustic soda can be added as soon as the still is charged. 

The distillate is collected in three fractions :— 

1. The first runnings, consisting of almost pure acetone, amount to 
about 125 lb., or 2-6 per cent by weight of the charge; it contains, 
however, too much carbon dioxide to pass the specification and has to 
be submitted to a second alkaline distillation. 

2. The second fraction consists of good acetone which needs no 
further treatment. This fraction amounts to about 74 per cent by 
weight of the charge. 

3. The third fraction with specific gravity over 0802 amounts to 
about 23-3 per cent by weight of the charge. The collection of this 
fraction ceases when the specific gravity of the distillate rises to 1-0. 
This fraction is redistilled after the addition of caustic soda and 
permanganate. 

Redistillation ol Third or “ High Gravity ” Fraction.— The redis¬ 
tillation of the third fraction referred to above is carried out in the 
same type of still as that already described. 

Three fractions are collected :— 

1. Acetone specific gravity <0-802, forming nearly 13 per cent by 
weight of the charge. 

1 A still similar to that shown on p. 209 for the rectification of ethyl alcohol might bo used. 
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2. Crude Ketone, forming about 70 per cent by weight of the 
charge. This fraction is redistilled. 

3. w-Butyl alcohol and water, forming nearly 3*0 per cent by weight 
of the charge. The remainder consists of water. 



Fig. 91.—Acetone Rectifying Still made by Messrs. .T. Dore & Co., London. 

A, Still; B, Steam coils; C, Vapour chamber (not water jacketed); D,. I) a , 1)„ Water- 
jacketed section of the column; E, Cold water supply to jacket# 1>„ l)., D s ; F, Syphon from 
D, to D,; F„ Syphon from 1), to T>,; (t, Vent pipes from water jackets; H, Outlet pipe for water 
in jackets; K, Supplementary water jacket; L. Vapour pipe; M, Condenser; N, Still watcher. 


Redistillation o! the Second or “ Crude Ketone ” Fraction. 

The redistillation of this fraction yields three fractions :— 

1. Acetone, 3'5 per cent by weight of the charge. 

2. “ Finished Ketone,” 87-0 per cent of the charge. 

3. n-Butyl alcohol and water, 9'5 per cent of the charge. 
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Fig. 02.—Acetone Rectifying Still, made by Messrs. J. Miller & Co., Glasgow. 

A, Still; B, Steam coils; C, Lower section of still-head, not water cooled; D, Section of 
column provided with cooling coils E above each plate; Jr, Water bath; G, Vapour pipe; 
H, Condenser; K, Still watcher. 
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Fraction (2) is not further treated, but appears to consist largely of 
ethyl alcohol, M-butyl alcohol and water. A sample of this fractionated 
in the laboratory gave the following fractions :— 

B.-pt. 65-70° C.3-3 per cent 

70-80 .... 34-8 „ „ 


80-85 
85-92 

n-Butyl alcohol and water 


1-6 

4-7 

52-6 


Table 94 gives a diagrammatic representation of these distillations, 


The organism Bacillus accloethylicuvi is capable of converting 
carbohydrates into a mixture of ethyl alcohol, acetone, and formic 
acid. The yield of acetone is 8-9 per cent and of alcohol 14-20 
per cent by weight of the carbohydrate fermented. 1 The optimum 
temperature for growth and for the fermentation is 43° C. The process 
takes place in presence of calcium carbonate. The process has been 
investigated from the commercial aspect in the plant of the Com¬ 
mercial Solvents Corporation at Terre Haute, Indiana. 2 

Acetone has also been prepared on an industrial scale from seaweed 
and kelp. 3 


1 Northrop, Ashe, and Senior, Biol. Ghent., 191!), 39 , 1 . 

2 Cf. Arzborger, Peterson, and Fred, J. Biol. Chew.., 44, 4(55. 

3 J. Ind. and Eng. Chem., 1918, 10, 858, and J. Soc. Ghent. Ind ., 1910, 35, 505. 
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PRODUCTION OF ACETONE BY MEANS OTHER THAN FERMENTATION 

Manufacture of Acetone from Acetate of Lime, etc.— Acetone 
is produced commercially by the dry distillation of various acetates, 
calcium acetate (commercial grey acetate of lime) or barium acetate 
being generally used. The single acetate is usually employed, although 
mixtures of two acetates have been recommended (F.P. *139732/1911). 

Grey calcium acetate usually contains about 80 per cent calcium 
acetate, the remaining 20 per cent consisting of water and various 
impurities, including small quantities of calcium formate ‘and pro¬ 
pionate as well as salts of other organic acids. 



Calcium acetate when heated at a temperature of about 380 C. 
decomposes, giving acetone and a residue of calcium carbonate, but at 
the same time the accompanying calcium salts present as impurities also 
react and acetaldehyde and various higher ketones are formed together 
with the condensation products. In addition other impurities (such 
as dumasin) and tar-like bodies are formed. 

The distillation of calcium acetate is carried out generally in a 
shallow circular retort taking a charge of from 300 lb. to 700 lb. 
Fig. 93 gives an outline drawing (kindly supplied by Mr. W. T. 
Thomson, F.I.C.) of the usual type of retort employed. 

The heating of the retort is carried out by direct fire. Stirring gear 
247 
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is provided and the outlet tubes are fitted with rods passing through 
stuffing joints and having an iron disc fitted on the end so that the pipes 
may be cleaned of dust, tar, etc., at intervals during the distillation. After 
the retort has been charged the stirring gear is started, and heating is 
begun moderately at first, as acetone, and water are given off at a moderate 
temperature. The temperature is gradually increased up to 380° C., 
when the decomposition of the acetate proceeds briskly. Steam is blown 
through at the, end to sweep through the last portion of the distillate. 

The vapour from the retort passes first through a tank ip which the 
greater part of the dust and tar are retained. Acetone and water vapour 
mixed with volatile impurities pass on, and are condensed in a worm 
and collected in a galvanised tank. Towards the end of the distillation 
the contents of the dust and tar tank are heated by a steam coil to drive 
out any acetone which may have condensed with the tar. 

The distillate is diluted with water till the specific gravity reaches 
0'960. The liquid is then well stirred and allowed to stand for 12 hours. 
The tar, higher ketones, etc., which rise to the top are run off by means 
of a tap to an adjoining tank. To the crude liquor containing acetone 
is then added 3’5 lb. of sodium hydrate per 1000 gallons of liquid. The 
liquid is then well stirred and transferred to a rectifying still. The 
addition of the sodium hydrate solution prevents volatile acids from 
passing over into the distillate. 

Two fractions are collected, the subsequent treatment of which is 
indicated in Table 95. The object of adding sulphuric acid is to prevent 
amines from passing over into the distillate. The, same type of still is 

employed as in the final dis¬ 
tillation of acetone produced 
by fermentation. 

The presence, of alkali (free 
lime) in the calcium acetate is 
considered to be a disad¬ 
vantage . if a high yield is 
wanted. Becker 1 introduces 
a stream of carbon dioxide 
into the heated vessel con¬ 
taining the calcium acetate 
to prevent the formation of 
free lime. For the prepara¬ 
tion of ketones by the decom¬ 
position by heat of certain 
calcium salts in a current of 
carbon dioxide, there is an 
earlier reference to that of 
Becker. In 1891, S. Young* 
prepared dibenzyl ketone in good yield by heating dry calcium 
phenylacetate in a current of carbon dioxide. A short description 
of the apparatus (Fig. 94) and method a9 employed on the laboratory 
scale is given. The calcium salt dried at 130° was placed in a wide 

1 Zta. Ang. Chem.. 1907, SO, 200. ‘ Tram. Ohm. Soc., 1891, 09, 021. 
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cylindrical glass bulb sealed to a narrower tube. The bulb was 
heated by the vapour of sulphur boiling in a flanged iron vessel 
provided with a heavy iron cover. The narrow tube already referred to 
was provided with an india-rubber stopper, through w'hieh a T-tube 
passed. A piece of barometer tubing enlarged conically at its lower end 
passed through the T-tube and the narrow tube. It was attached to 
the T-tube by a cork. The barometer tubing was bent as shown in 
Fig. 94, after the T-tube and the cork had been placed in position. It 
is possible that a bath containing a mixture of equjil molecular 
proportions of potassium and sodium nitrates might with advantage 
be substituted for the sulphur bath. The limit of temperature for the 
distillation should be .'170 to 446°. 

The overheating due to direct contact of the acetate with the hot 



l r ra. on. 


walls of the retort has been largely overcome by the employment of a 
retort made by F. II. Meyer of Hanover. Fig. 95 shows a retort of this 
type. Trays of acetate are placed upon a perforated tyuck which is 
wheeled bodily into the retort. By this method a spent charge is 
readily withdrawn and a fresh charge inserted with little loss of heat, 
and the avoidance of the dusty operation of withdrawing spent lime. 

A method somewhat related to the above consists in passing a 
continuous current of pyroligneous acid over a heated acetate capable 
of forming acetone. 1 

Conversion of Acetic Acid to Acetone in Presence of a Catalyst.-- 

When the vapours of acetic acid are passed into air-tight vessels con¬ 
taining some porous material saturated with lime or baryta, a good 
conversion to acetone is brought about. 2 

The methods developed at the Shawinigan Falls, Canada, for the 

1 J. Soc. ahem, lnd„ llMXi, 25 , (134; 11)07, 26, 1002 ; 11)08, 27 . 277. 

2 J. Soc. Chem. Iml., ISOS), 18, 128, 828. BiilwclilidaT, D.R.P. 81014. 
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preparation of acetone from synthetic acetic acid have recently been 
described by Matheson. 1 In the experimental installation three tubes 
(four inch) 6 feet in length were employed. They were heated 
electrically by means of a resistance winding and the acid was 
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transference. Fig. 96 is a diagram of the acetone process as worked 

at the» Shawinigan Falls. 
The conversion vessels con¬ 
sist of steel tubes, 13 feet in 
length, 12 inches in dia¬ 
meter with centrally heated 
core. They were filled with 
cast - iron balls on which 
the catalyst was placed by 
immersing the balls in a 
paste of the catalyst and 
drying them in the tube by 
the passage of a current of 
air. Seventy-two of these 
tubes were installed and this 
installation was sufficient 
for the production of ten 
tons of acetone per day. 
Fig. 97 shows the details of 
one of the conversion tubes. 

The mixed vapours of 
acetone, water, and uncon¬ 
verted acetic acid were com¬ 
bined from 21 of these tubes 
to the one main leading 
to alkali scrubbers main¬ 
tained at 98° C. by the heat 
from the gases : the acetone 
and water vapours which 
passed the scrubbers were 
condensed to give a 20 per 
cent' aqueous solution of 
acetone. This mixture was 
rectified in an ordinary 
continuous acetone still. 
The optimuiA temperature 
for conversion was 485° C. 
Each tube was supplied 
with three thermo-couples 
having leads to a central 
switch-board and the tem¬ 
perature was maintained 
constant by installing the 
resistance windings in par¬ 
allel so that any of the 
parallel windings could be 
]j,o. 0 7 _ cut out as the temperature 

fluctuated. 

Iron had a detrimental action on the conversion, but this difficulty 
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was eliminated by coating the walls of the tube with the catalyst 
itself. Copper is the best metal to employ for the tubes, but its cost 
is very high. After every fourteen days it is necessary to renew the 
catalyst by recoating the balls. 

The average efficiency of the process is about 85 per cent, and the 
acetone produced passes the strictest commercial specifications. 

Acetone from Wood Spirit. —The process of removing acetone 
from methyl alcohol on the manufacturing scale is described by Mariller, 
La Distillation fractionnee, 1917, p. 402. 

The purification of the acetone so obtained has, however, not until 
now been accomplished on the large scale. Attempts to do so were 
made in Canada by Messrs. Barbet and Fils and Co. of Paris, but 
they say that they failed to obtain a finished product containing more 
than 92 per cent of acetone. Certain impurities, particularly methyl 
alcohol, remained in the acetone and could neither be removed by 
rectification nor by chemical treatment. 

Methyl alcohol and acetone give an azeotropic binary mixture 
boiling at 55-95° C. and containing 85-5 per cent of acetone in the 
distilled liquid. While the presence of azeotropic mixtures of alcohol, 
methyl alcohol, and such a substance as methyl acetate, has not been 
definitely proved, yet in practice such a ternary mixture boils at 
nearly constant temperature. In the distillation of wood spirit there 
is the possibility of the formation of various azeotropic binary and 
probably of ternary mixtures, and for this reason it is practically 
impossible to obtain a pure acetone by distillation and fractionation 
alone. 

Acetone and carbon disulphide give an azeotropic mixture boiling 
at 39-25° and containing 34 per cent by weight of acetone in the 
mixture. On this fact has been based a process for the purification of 
acetone by Duelaux and Lavzenbcrg. 1 To the acetone is added 1-7 
times its volume of carbon disulphide. The distillate between 38-40° 
is extracted with water and.the aqueous solution distilled. The pure 
acetone is collected at 56-1° to 5(5-3 . 

When methyl alcohol is present, as in the mixture from wood spirit, 
the process »must be modified since methyl alcohol and carbon 
disulphide give an azeotropic mixture boiling at 37-5 . lhc azeo¬ 
tropic mixtures are left over potassium carbonate for some time 
before extraction with water, and copper sulphate is added to the 
aqueous solution extract before its fractionation. In this way it is 
claimed that most of the methyl alcohol is removed. 

Acetone from another Source.— Another method which has 
been suggested for the preparation of acetone depends upon the 
action of a reducing agent or amine upon a monobasic acid or ester. 2 

1 Bull. Soc. Chem., 1020 (IV.), 779-782. Of. also J. Chem. So*. (A), 1920, 118, I, 818. 

1 P. de la Fresnaye ami E. Cadorat do la Gabmicre. F.P. 461374/1912, abut. J. Hoc. 
Chem. lnd., 1913, 33, 626. 
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ACETONE RECOVERY 

In processes in which acetone is used as a solvent it is often 
possible to recover the greater portion of the acetone from the air 
of the drying stoves. For its recovery from cordite drying stoves 
and from various other sources an economic process has been worked 
out by Robertson and Rintoul. 1 In the drying of the cordite, air at a 
temperature of 40° 0. passes over the cordite. This moist air, containing 
u small proportion of acetone vapour, is drawn from the stoves through 
galvanised iron pipes to the towers, which contain a 30 per cent solution 
of sodium bisulphite. This solution readily absorbs the acetone, forming 
a compound C 3 H 6 0, NaHSOj. A blower or exhaust-fan leads the 
acetone-air mixture through the towers in series or parallel as required, 
the air current meeting the falling stream of bisulphite liquor. The 
order in which the acetone-air mixture enters the various towers and the 
method in which the partly saturated bisulphite liquor is circulated in 
the towers is so adjusted as to give the best absorption in the most 
economic manner. Any sodium sulphate formed by oxidisation crystal¬ 
lises out when the bisulphite liquors are allowed to stand. The bisulphite 
solution when saturated with acetone is transferred to primary stills 
where it is gently boiled. The absorbed acetone is then liberated, 
without appreciable decomposition of the sodium bisulphite solution, 
which may therefore be used again. The aqueous acetone solution 
which distils off contains small quantities of sulphur dioxide. Caustic 
soda is therefore added to fix the sulphur dioxide before 'ohe final dis¬ 
tillation and rectification of the acetone. These latter stages may be 
carried out in the ordinary acetone stills as already described. 

The acetone vapours may also be recovered by absorption in water. 

Various other liquids have been suggested for the absorption of 
vapours such as these of acetone or “ alcohol-ether.” These liquids 
include cresol, 2 glycerol, 3 and oil emulsions. 4 Various alcohols, 
including butyl alcohol, 6 have been suggested for the absorption of 
ethyl alcohol and ether, but not expressly for acetone. 

A special type of tower in which the acetone is most conveniently 
absorbed from the acetone-air mixture on a large scale has also been 

1 E.P. 25093, 25094/1901. 

! J, Bregeat, E.P. 128040, 131938/1817. See also E.P. 127309/1917. 

* E.P. 9941, 23888/1907. * E.P. 7098/1915. 5 D.E.P. 2075S4/1909. 
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devised by Robertson and Rintoul (Fig. 98). This tower is square in 
section and for bisulphite solution is lined with load. Inside the 


tower are erected frames on 
which are wound parallel 
strands on which the liquid 
is carried, these strands or 
threads being preferably ■ 
arranged with interlacing 
fibres so a* to present a 
large surface for tontact 
with the vapours which are 
passed longitudinally 
through the tower. The 
tower is provided with a 
lid b through which passes ! 
a pipe c for drawing off the 
gases. The tower is closed 
at the bottom with the ex¬ 
ception of an inlet pipe e 
for tin 1 gases and another 
pipe / for running olf the 
absorbent, liquid. The tower 
is divided by partitions into 
several chambers or cells, a 
branch il\ tP, iP, tP from 
the main pipe supplying the 
absorbent liquid being led 
along the top of each cell. 
Immediately under each 
supply pipe is a dish or 
trough constructed of an 
inner portion h and an outer 
one i, so arranged one ) 
within the other that the 
strands or threads which 
pass between them pass 
through the absorbent liquid 
which has trickled over from 
the inner trough h, the 
edges of which are suitably 
lipped. 

The strands are prefer- _ 
ably arranged as follows. 

A framework adapted to fit 
into each division or cell 



I'm. as. 


of the tower is built up of 

crossbars k, k, passing between two end plates, the topmost bars being 
adapted to support the troughs h, i, while the strands are threaded 
between the other bars. The contents of each cell of the tower, con- 
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In processes in which acetone is used as a solvent it is often 
possible to recover the greater portion of the acetone from the air 
of the drying stoves. For its recovery from cordite drying stoves 
and from various other sources an economic process has been worked 
out by Robertson and Rintoul. 1 In the drying of the cordite, air at a 
temperature of 40° 0. passes over the cordite. This moist air, containing 
u small proportion of acetone vapour, is drawn from the stoves through 
galvanised iron pipes to the towers, which contain a 30 per cent solution 
of sodium bisulphite. This solution readily absorbs the acetone, forming 
a compound C 3 H 6 0, NaHSOj. A blower or exhaust-fan leads the 
acetone-air mixture through the towers in series or parallel as required, 
the air current meeting the falling stream of bisulphite liquor. The 
order in which the acetone-air mixture enters the various towers and the 
method in which the partly saturated bisulphite liquor is circulated in 
the towers is so adjusted as to give the best absorption in the most 
economic manner. Any sodium sulphate formed by oxidisation crystal¬ 
lises out when the bisulphite liquors are allowed to stand. The bisulphite 
solution when saturated with acetone is transferred to primary stills 
where it is gently boiled. The absorbed acetone is then liberated, 
without appreciable decomposition of the sodium bisulphite solution, 
which may therefore be used again. The aqueous acetone solution 
which distils off contains small quantities of sulphur dioxide. Caustic 
soda is therefore added to fix the sulphur dioxide before 'ohe final dis¬ 
tillation and rectification of the acetone. These latter stages may be 
carried out in the ordinary acetone stills as already described. 

The acetone vapours may also be recovered by absorption in water. 

Various other liquids have been suggested for the absorption of 
vapours such as these of acetone or “ alcohol-ether.” These liquids 
include cresol, 2 glycerol, 3 and oil emulsions. 4 Various alcohols, 
including butyl alcohol, 6 have been suggested for the absorption of 
ethyl alcohol and ether, but not expressly for acetone. 

A special type of tower in which the acetone is most conveniently 
absorbed from the acetone-air mixture on a large scale has also been 

1 E.P. 25093, 25094/1901. 

! J, Bregeat, E.P. 128040, 131938/1817. See also E.P. 127309/1917. 

* E.P. 9941, 23888/1907. * E.P. 7098/1915. 5 D.E.P. 2075S4/1909. 
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THE TESTING OF ACETONE AND H-I1UTYL ALCOHOL 

Acetone 

Properties. — Acetone is one of the most important, organic sol¬ 
vents employed in the chemical industry. It is a solvent (alone, or 
in mixtures) for various explosives (e.g. nitrocellulose), celluloid, acetyl¬ 
cellulose, acetylene, as well as for tannin fats, and resins. Acetone 
is also used in the synthesis of many organic compounds (e.g. chloro¬ 
form, sulphonal, etc.). Acetone-bisulphite is used in certain photo¬ 
graphic developers. When reduced, acetone is converted into a 
mixture of isopropyl alcohol and pinaconc. Dehydrating agents 
convert it into mesityl oxide and phorone. 

Acetone is a mobile colourless hygroscopic liquid, miscible in all 
proportions with water, ethyl alcohol, ethyl and amyl acetates, ether 
and chloroform. It can be separated from aqueous solution by calcium 
chloride. Acetone gives a crystalline compound with sodium iodide 
(Nal, 3C 3 H 6 0). By means of this compound acetone may be readily 
purified (Shipsey and Werner). 1 

The density of pure acetone as recorded by recent workers is:— 

0-79123 2074° Reilly and Ralph. 2 

0-79082 2071° Price. 3 

0-7912 2074° Bramley. 4 

Its coefficient of expansion is 0-0016. 

Boiling point . . 56-2° to 56-37760°—Approximate 

change of b.p. for 1 mm. 
change of pressure 0-03° 0. 

Melting*point . . —94-9° 

Critical temperature 232-6 ’ 5 

Critical pressure . 52-2 atm. 5 

The vapour pressure of acetone at various temperatures is given 
in Table 96. 

The viscosity of acetone at 50° (n) = -00245, e.g.s. 

The refractive index at 15° p.„ -1-360. 

Palmer 8 gives the following values for the Refractive Index of 
Acetone for the C and F hydrogen lines:— 

Hydrogen C . 1 -35633 Hydrogen F . 1 -36296 

1 Trans. Chem. Hoc., UU3, 103, 1255. 2 Set. l’roc. It. Dublin Soc., 1919, 15, 598. 

3 Trans. Chem. Soc., 1919, 115, 1125. 4 Trans. Chem. Soc., 1910, 109, 455. 

x 5 Lccat, V Aziotropismc. 8 Palmer, Analyst, 1920, 45, 302. 
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Table 90 


Temperature. 

Vapour pressure of acetone in min. of mercury. 

Rcgnault. 1 

■Sameshlma. 3 

Taylor. 3 

Price. 4 

Paranjp<5. s 

°C. 

no 

020 9 

012*5 

007-0 

020*9 


45 


510*5 

505*0 

510-8 


40 

420*2 

421*5 

4100 

425*3 . 


35 


340*4 

:i«o 

•;!48-i 


30 

2sio 

282*7 

2810 

284-0 


25 


229*2 

229 0. 

232*0 


20 

179-0 

184*8 

182*5 

180*3 


15 





151-8 

10 





117-4 

5 





90-20 

0 





69-51 

- 5 



... 

... 

53-27 

- 10 





40-12 

- 15 




... 

30*02 

- 20 





22-05 

- 25 





10-20 

- 30 





11-70 

- 35 





8*32 

- 40 





5-81 

- 45 





3-92 

- 50 

... 

... 



2*54 


1 Landolt and Hornstein’s Tables.. (An interpolation formula for vapour pressures of 0 
acetone calculated from Rognault’s results is given by Ramsay and Young ( Physico-Chemical 
Table*, John Castell Evans. Vol. i. p. 512). 

2 J. Amer. Ghent. Soc., 1918, 40. 1482. 3 J. Physical ('hem., 1900, 4, 49(5. 

4 Trans. Che.ni. Soc., 1919,116, 1125. 5 ,/. Indian Inst. Sci., 1919, 2, Part V. 55. 

Table 97 shows the propagation of flame limits obtained by White 
and Price 1 for acetone-air mixtures using various iron and glass tubes 
at 20°.h2° C. 

Table 97 • 


Percentage of solvent in limit mixture and direction of propagation. 


Material and 

U pwards. 

| Horizontal. 

Lownwards. 

of tube. 

Umr 

bower 

t r l'l»-r 

. 

Lower 

Upper 

Lower 


limit. 

limit. 

limit. | 

* limit. 

limit. 

limit. 

Iron 5 cm. 


3*80 


3*90 


4-00 

Iron 15 cm. 

12*40 

2-88 

12*40 

2-89 

10-90 

311 

Glass 5 cm. 

12-20 

2-89 

915 

3*04 

I 

8*35 

315 


Tests.- After the separation of the acetone and «-butyl alcohol at 
the factory the purity of these compounds is tested as follows :— 

The analysis of acetone includes the determination of specific gravity • 
which in acetone for use in cordite manufacture should not exceed 
0-800 at 15°/15 0 . 


1 from*. Qhtm. Soc., 1917, US, 1491, 
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It should be free from colour, and miscible with water in all propor¬ 
tions, showing no turbidity. 

On evaporation there should be no more than a slight trace of residue. 

The absence of certain compounds is shown by the permanganate 
test. In this test 1 c.c. of a 0-1 per cent solution of potassium permanga¬ 
nate is added to 100 c.c. of acetone. The solution is kept at 15° C., and 
is shielded from direct light. The characteristic pink colour produced 
by the permanganate should not disappear in less than 30 minutes. 
With the acetone produced as described above it is quite usual for this 
pink colour to remain for several hours. 

Alkalinity is tested for by titrating a diluted solution (50 per cent 
of water) with N/20 sulphuric acid, paranitrophenol solution being used 
as indicator. 

Acidity due to the presence of slight traces of carbon dioxide and 
volatile acids (e.g. acetic acid) should not exceed 0-002 per cent cal¬ 
culated as carbon dioxide. The acetone must be free from fixed acids. 
Total acidity is estimated as follows. A mixture of equal parts of 
acetone and neutral water is titrated with N/20 potassium hydroxide 
solution, phenolphthalcin being used as indicator. Fixed acids are 
tested for in the following manner. 50 c.c. acetone are mixed with 50 
c.c. neutral water to which a few drops of phenolphthalein solution have 
been added, and which has been made, just pink by the addition of a 
drop of N/20 potassium hydroxide solution. The acetone is evaporated 
off on the water bath. The pink colour should return or remain, showing 
the absence of fixed acids. 

Only traces of aldehydic and other substances that will reduce 
ammoniacal silver solutions are permitted. These impurities are tested 
for with a solution made by dissolving 3 grams of silver nitrate, 3 grams 
of caustic soda, and 20 grams of aqueous ammonia (sp. gr. 0-9) in water 
and making up to 100 c.c. 2 c.c, of this solution ure added to 10 c.c. 
of acetone diluted with an equal quantity of distilled water and the 
mixture allowed to starill in ^he dark for fifteen minutes. The liquid 
is then decanted from the precipitated silver, and tested to ascertain 
whether excess of silver is still present. It there is excess of silver 
present then it is assumed that the amount of “ aldehyde ” in the 
acetone is less ihan one jiart in a thousand. 

/i-Butyl Alcohol 

n-Butyl alcohol is a comparatively new industrial substance, and 
its commercial applications have not yet been developed. Its most 
important use will probably be as a solvent. 1 Even when it was only 
known as a laboratory product its use as a solvent for cellulose esters 
was suggested by R. Schiipphaus (U.S. Pat. 410201/1889. Cl. also 
Mosenthal, J.S.C.I., 1904). Derivatives of re-butyl alcohol such as 
re-butyl acetate should have wide industrial application. 

Another use of re-butyl alcohol will be in its application in synthetic 
organic chemistry. From re-butyl alcohol such compounds as re-amyl 
alcohol, re-valeric acid, and methyl ethyl ketone can be prepared in 
1 Cf. IJ.S. Pat. 1321012 and 1341745. 
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good yield. This latter substance has been prepared industrially from 
n-butyl alcohol. 1 The n-but.yl anilines, n butyl toluidines, and amino- 
butyl benzenes have also been investigated. 2 

The closing of many alcohol distilleries in Russia and the United 
States since the passing of prohibition will reduce the available supply 
of fusel oil, with the result that an increased demand for some 
alternative substance such as n-butyl alcohol will probably arise. 

The n-butyl alcohol run off from the separators in both the con¬ 
tinuous stills described consists of a saturated solution of water in 
«-butyl alcohol, with traces of ethyl alcohol. A considerable amount 
of water can be removed from this mixture by salting out with sodium, 
chloride. The n-butyl alcohol supplied for industrial purposes has 
generally been prepared in this manner and contains not more than 
10 per cent of water. The n-butyl alcohol is usually sold as 90 per cent 
butyl alcohol by weight. Salt remaining from the dehydration process 
is generally present as an impurity. In addition a small quantity of 
acetone—0-5 to 1 per cent— and some lower alcohols arc often present 
in the commercial n-butyl alcohol.' 

To obtain pure n-butyl alcohol the crude liquid from the salting 
plant must be redistilled. 

A process for the removal of the last, traces of water by distilling in 
presence of benzene lias been referred to in an earlier section of this book. 

n-Butyl alcohol has a density of 0-80974 at 20°/4° and boils at 
117-6/763 mm. 

Refractive index 
Mol. refraction . 

Melting point . 

Critical temperature 
Critical pressure 


- ■ 35-45 3 

- 79-7° 

287-1° 

48-27 atm.l?) 4 


The boiling point of the azeotropic mixture of n-butyl alcohol and 
water is 92-25°—the mixture being heterogeneities. 

The percentage by weight of water in the azeotropic mixture is 
approximately 37 per cent. 

ji-Butyl alcohol is a colourless liquid completely soluble in hydro¬ 
chloric acid (20 per cent). The purity of the alcohof can be deter¬ 
mined by means of the temperature of critical solution of a ternary 
mixture of the alcohol with hydrochloric acid ; the upper critical 
solution temperature is 43-55° and the lower 9-6°. The c.s.t. is very 
sensitive to the presence of impurities. 6 

Mixture of Acetone and n-Butyl Alcohol.— The amount of 
water in acetone or in n-butyl alcohol may be obtained from density 

1 Woizmann and Legg, ('an. Pat., 202135/1920. 

8 Reilly and Hickinbottoni, Tram. Chetn. Soc., 1918, 113, 99; 1920, 117, 103. 

3 Briihl, Annalen, 1880, 203, 16. In the literature there appears to be some confusion 
between n and wo butyl alcohol, and it is probable that many of the rooordod values in the 
literature for n-butyl alcohol were not obtained with the pure substance. 

* Ref. from Lecat. As a similar value is given for iso-butyl alcohol the value given is 
probably too high. 

8 Orton and Jones, Trans. Chem. Soc., 1919, 116, 1194. 
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curves when no other substance is present. These curves (see Figs. 99 
and 100) 1 have been prepared from data given in Tables 98 and 99. From 



Fig. 99 the density of all possible mixtures of acetone, n-butyl alcohol, 
and water may be ascertained. 

Tadi,e 98 

Table of Densities ami Contractions of Mixtures of Acetone ami Water. 


Acetone 
per cent. 

, 20° 
D 20 ; 

20"' 

, 20° 
l) 4 o 

Vol. 

1 grain 

Vol. 

1 gram 

Con¬ 

tractions 

found. 

found. 

calc. 

found. 

calc. 

per cent.. 

100 

0-79231 

0-79091 

0-79091 

1-26437 

1-26437 


94-98 

0-80832 

0-80689 

0-79923 

1-2393 

1-2512 

0-951 

K9-58 

0-82367 

0-82221 

0-80841 

1-2162 

1-2370 

1-681 

70-92 

0-85171 

0-85020 

0-82535 

1-1762 

1-2116 

2-922 

71-10 

0-87370 

0-87215 

0-84154 

1-1466 

1-1883 

3-509 

57-40 

0-90029 

0-90409 

0-86753 

1-1054 

1-1527 

4-103 

50-03 

(1-92220 

0-92057 

0-88250 

1-0863 

1-12315 

4-134 

37-49 

0-94667 

0-94499 

0-90893 

1-0581 

11002 

3-827 

29-62 

0-95949 

0-05779 

0-92635 

1-0441 

1 -0795 

3-279 

19 31 

0-97480 

0-97307 

* 0-95012 

1-0277 

l 0525 

2-350 

9-93 

0-98707 

0-98532 

0-97290 

1-0149 

1-02785 

1-260 


The methods (other than by density determination) available for 
the estimation of the water are limited to the use of a reagent which 
reacts or combines with the water alone without action on the other two 
constituents. Such a reagent as calcium carbide or an anhydrous salt 
might be used. A much simpler and more accurate procedure is to 
estimate the acetone by one of the methods available after suitably 
diluting with water. Of these, a modification of the method suggested 
by Messinger 2 or by Denige 3 is convenient, and gives good results. 
Details of the method adopted are as follows :— 

Dilute the sample with distilled water so that 10 c,c. diluted solution 
contains not more than 0-005 gram acetone. Take 10 c.c. of the dilute 
solution, add 5 c.c. 20 per cent soda solution, and run in from a burette 

1 Reilly and Ralph, loc. cil. 3 Bcr., 1888, 21, 33GG. 

3 Comp, rend., 1898, 127, 9G3. 
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26 c.c. N/10 iodine solution. Shake at intervals for 16 minutes, keeping 
temperature at 16° C. Then add 5 c.c. 20 per cent HCI (of same strength 
as the 20 per cent NaOH), and titrate the liberated iodine with N/10 
thiosulphate, using starch as indicator. 

Let x = excess of N/10 iodine in c.c. 

Then (25-z) 0-967 ^number of milligrams acetone in 10 c.c. of dilute 
sample. 

Tabce 09 

Densities and Contractions of Mixtures of n-Butyl Alcohol and Water. 


w-Jiut.yl 

20" 


20* 

Vol. of 

Vol. of 

Con- 

Alcohol 

J, uc>- 

|J 4 

11 4 

1 prani 

1 {Tram 

traction 

per cent. 

found. 

found. 

calc. 

found. 

calc. 

per cent. 

100 

0-81097 

0-80953 

0-80953 

1 -2353 

1-3353 


1)8-93 

0-H131B 

0-81174 





97-89 

0-81538 

0-81394 

0-81377 

1 -2380 

1-2304 

0-i43 

90-99 

0-81731 

0-81580 


... 



95-07 

0-81935 

0-81790 





95-00 

0-82108 

0-81902 

0-81710 

) -2301 

1-2238 

0-302 

93-98 

0-82234 

0-82088 





93-03 

0-82513 

0-82307 

0-82030 

1-2141 

1-2190 

0-402 

91-97 

0-82089 

0-82543 





90-90 

0-82883 

0-82730 



... 


HU-90 

0-83000 

0-82919 

0-82522 

1 -2000 

1-2118 

0-479 

89-20 

0-83210 

0-83008 





88-06 

0-83430 

0-83288 





83-03 

0-84345 

0-84190 

0-83033 

1-1877 

1)957 

0-G00 

80-04 

0-84777 

0-84027 





79-94 

0-84917 

0-84770 

0-84140 

11797 

1-1885 

0-740 

7-90 

0-98802 

0-98087 

0-98018 

1-0133 

1 0202 

0-076 

7-33 

0-98940 

0-98771 

0-98104 

10124 

1-0188 

0 028 

7-00 

0-98908 

0-98793 





0*11 

0-99111 

0-98930 

0-98421 

1-0108 

10100 

0-511 

5-05 

0-99244 

0-99008 





3-95 

0*99382 

0-99202 

0-98913 

1-00805 

1-0110 

0-291 

3 05 

0-99532 

0-99350 


... * 



2-27 

0-99051 

0-99474 





2-00 

0-99078 

0-99502 

0*99364 

1-0050 

1-0064 

0-139 

1-01 

0-90742 

0-99500 



... 


1-04 

0-99830 

0-99053 





o-oi 

0-99888 

| 

0-99711 

0-99681 

1-0029 

1-0033 

0 030 


The estimation of the u-butyl alcohol requires a longer time, and 
may be carried out by a modification of the method of Verley and 
Bolsing for hydroxyl estimation. 1 

To a known weight of the “ n-butyl alcohol, acetone, and water ” 
mixture anhydrous sodium sulphate was added in proportion to the 
water present (approximately estimated from the density), and the 
mixture extracted several times with xylene. The hydrocarbon extract 
was made up to a known volume. A measured amount was heated 
gently on a sand-bath, with an excels of a pyridine solution of acetic 
anhydride, contained in a large flask fitted with a reflux condenser 
Two hours’ heating is usually sufficient to complete the esterification, 
1 Her., 1001, 34, 3351. 
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Table loo' 


Mixtures of n-Iiutyl Alcohol, Acetone, and Water. 


Acetone. 

Water. 

1 n-Hutyl 

Alcohol. 

20° 

Density "io- 

9-93 

90-07 

i 

0-98532 

9-44 

85-03 

4-93 

0-97903 

8*92 

80-95 

| 1013 

0-97087 

19*31 

80-09 

... 

0-97307 

18-33 

70-01 

5 00 

0-90008 

17*30 

72-54 

10-10 

0-95837 

10-38 

08-44 

! 1518 

0-94947 

15-40 

04-30 

20-24 

0-93970 

29-62 

70-38 

| 

0-95779 

20-59 

03-19 

; 10-22 

0-94255 

24-01 

57-05 

18-94 

0-92703 

21 12 

50-18 

| 28-70 

0-91155 

37-49 

02-51 


0-94499 

33-09 

50-17 

10-14 

0-93079 

29-80 

49-80 

20-34 

0-91421 

20-11 

43-53 

30-30 

0-89910 

22-37 

37-30 

i 40-33 

0-88498 

50-03 

49-97 


0-92057 

45-01 

44-95 

10*04 

0-90754 

39-84 

39-79 

! 20-37 

0-89434 

35-00 

35-01 

i 29-93 

0-88204 

30-02 

29-98 

40-00 

0-87080 

28-23 

22-20 

49-57 

0-86012 

57-40 

,42-54 


0-90409 

51*53 

38-15 

10-32 

0-89338 

45-85 

33-95 

20-20 

0-8821! 

4000 

29*08 

30-20 

0-87153 

34-41 

25-40 

40-13 

0-80157 

22-92 

16-95 

60-13 

0-84291 

71-10 

28-90 


0-87219 

03-50 

• 25-83 

10-01 

0-80407 

50-80 

23-09 

2011 

0-85980 

49-89 

20-22 

29-89 

0-85059 

42-60 

17-31 

40 09 

0-84300 

35-50 

14-43 

50-07 

0-83741 . 

79-92 

20-08 


0-85020 

63-81 

16-02 

20-17 

0-84020 

47-51 

12-19 

40-30 

0-83107 

31-95 

8-02 

00-03 

0-82300 

15-97 

4-01 

80-02 

0-81559 

89-58 

10-42 


0-82222 

80*55 

9-37 

10-08 

0-82045 

71-75 

8-35 

19-90 

0-81880 

62-72 

7-30 

29-98 

0-81705 

5411 

0-30 

39-59 

0-81559 

44-81 

5-21 

49-98 

0-81423 

35-85 

4-17 

59-98 

0-81321 

18-01 

2-09 

79-90 

0-81111 

95-10 

4-90 


0-80690 

30-86 


09-14 

0-80300 

50-00 


50-00 

0-79970 

70-47 


29-53 

0-79637 
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The excess of acetic anhydride remaining was estimated in the usual 
way, and the n-butyl alcohol content ascertained. 

In the case of mixtures of acetone, «-butyl alcohol, and water, the 
density of the solution, together with a determination of one of the 
constituents by the methods, already mentioned, gives sufficient data 
(,o calculate the composition of the mixture. For example, a mixture 
of acetone, n-butyl alcohol, and water was found to have a density of 
0-8842 at 2071’. The acetone content on analysis proved to be 27-9 
per cent. Now all mixtures having a density 0-8812 lie flpon a curve 

between the heavily 
drawn lines marked 
0-880 and 0-900 in the 
triangular diagram, 
Fig. 100. Similarly all 
mixtures containing 
27-9 per cent acetone 
will lie upon a line 
parallel to the base of 
diagram. The inter¬ 
section of these two 
lines will give on in¬ 
spection the percen¬ 
tages of alcohol and 
to Butyl water in the mixture. 

AiMhoi In this example there 
were found to be 35-6 

per cent and 36-5 per cent respectively. It will prove most con¬ 
venient in reading off the percentage composition of n-butyl alcohol 
and water to turn the triangular diagram into such a position that the 
substance to be read forms the apex of the triangle, this being the 100 
per cent point. 

Table 101 


D V = 0-900 



Saturated Solutions of Acetone, n-Butyl Alcohol, and Water at 20°. 


ti-Butyl 
alcohol. 

Acetone. 

Water. 

20* 

J, V~ 

7-90 


92-1(1 

•9869 

12-00 

9-26 

78-74 

•9670 

18-0-1 

11-62 

69-74 

•9484 

24-08 

12-65 

62-67 

•934 

28-15 

12-95 

58-90 

•9200 

36-91 

13-42 

49-67 

■9071 

47-02 

13-10 

39-88 

•8874 

53-86 

11-65 

34-49 

•8764 

63-88 

8-28 

28-04 

•8633 

79-94 


20-06 

•8477 


Table 100 gives the density of a wide range of mixtures of acetone, 
w-butyl alcohol, and water, while Table 101 gives the composition of 
saturated solutions of these three substances. 
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CHATTER XXVI 


DISTILLATION OF MIXTURES OF ETHYL ALCOHOL AND WATER 
(THEORETICAL) 

A very large proportion of the ethyl alcohol now produced is prepared 
bj the fermentation of sugar derived from grapes, beet, molasses, grain, 
or wood. The design of the apparatus used for distilling depends on the 
nature of the fermented liquids and the quality of the finished products 
required. From the distiller's point of view the substances contained 
in the liquids to be distilled may be divided into three classes—(1) the 
volatile products of the fermentation, from 1 to 12 per cent of ethyl 
alcohol; small quantities of the higher alcohols, amounting to 0-05 to 0-7 
per cent of the raw spirit, principally iso-amyl alcohol and d-amyl alcohol, 
and smaller amounts of propyl alcohol; aldehydes, acids, esters, and 
furfurol; (2) large quantities of water; (3) the solid residue derived from 
the raw materials used and from the yeast. The production of alcohol, 
freed as far as possible by distillation from water and the by-products 
of fermentation, is carried out in two distinct stages : 

(1) Distillation proper, i.e. the extraction of the volatile from the 
non-volatile constituents of the fermented wash by boiling in a suitable 
vessel. 

(2) Rectification ,- 4 The separation in as pure a state as possible, by 
means of fractionation, of ethyl alcohol and the other volatile products 
of fermentation. 

Before describing the practical methods adopted for obtaining strong 
alcohol on the commercial scale it will be well to review the available 
knowledge of the principles underlying the distillation of— 

1. Mixtures of ethyl alcohol and water. 

2. Mixtures of water and ethyl alcohol with the other volatile 

products of fermentation. 

On this knowledge is based the design and control of the stills. 

Distillation of Mixtures of Ethyl Alcohol and Water.— In 

general, when a mixture of ethyl alcohol and water is boiled, the vapour 
produced contains a higher proportion of alcohol than the original 
mixture. There is no simple rule connecting the alcoholic content of 
liquid and distillate in every case, but a great deal of research has been 
done to establish these relations for a large number of different mixtures 
and to determine their boiling points. 

287 
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The results obtained by Sorel (Distillation et rectification mdustrielle, 
1899) and Lord Rayleigh 1 are shown on Table 102 and Fig. 101. 
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It will be observed that the ratio of alcohol in the vapour to alcohol 
in the liquid is very high when mixtures of low alcohol content are 
boiled, as is shown by the steepness of the curve on the left of the figure. 
But as the alcohol content of the liquid rises the curve becomes nearly 
horizontal, showing that there is not much more alcohol in the vapour 
than in the liquid boiled. 


Rayleigh, Phil. Mag., 1902 [6], t, S, 521. 
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At a point where the aqueous alcoholic liquid contains a particular 
weight of alcohol, the vapour evolved has the same composition as the 
liquid. According to Young and Fortey 1 this proportion of alcohol 
is 95-57 per cent by weight. Wade and Merriman 2 give approximately 
the same figure, i.e. 95-59 per cent. A mixture of this composition 
boils at a.slightly lower temperature than any other mixture (see 
Table 103), According to Noyes and Warfel 3 there is a lowering of 



the boiling point of pure ethyl alcohol by 0-126°, while according 
to Merriman 4 the lowering is 0-15°. 

By distillation alone, alcohol stronger than 95-57 per cent by weight 
cannot be prepared. Table 102 cannot be used directly for the calcula¬ 
tion of the number of plates required in a rectifying column to produce 
spirit of any required concentration from a given mixture. For instance, 
if the liquid to be distilled contains 10 per cent of alcohol, the vapour 
evolved by this contains 48-61 per cent (Sorel) of alcohol. This, if 
completely condensed, will evolve a vapour containing 69 to 70 per cent 
of alcohol and so on. 

1 Trans. Chem. Hoc., 1802, 81, 717. Ibid., 1011, 98, 097. 

3 Amer. Chem. Soc., 1801, 23, 463. 4 Trans. Chem. Soc., 1013, 103, 628. 
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Table 103 


Noyes and WarfcTs Table. 


Alcoholic strength. 
Per cent by weight. 

Boiling point. 

Alcoholic strength. 
Per cent by weight. 

Boiling point. 

100 

78-300 

85 

78-645 

09 

78-243 

80 

70-080 

08 

78-205 

75 

70-505 

07 

78-181 

65 

80-438 

110 

78-174 

55 

81-77 

95 

78-177 

48 

82-43 

04 

78-195 

35 

83-87 

03 

78-227 

26 

85-41 

02 

78-250 

20 

87-32 

01 

78-270 

10 

91-80 

00 

78-323 

0 

100-00 


In practice it is not possible on economic grounds to condense the 
whole of the vapour supplied to each plate and then re-evaporate this. 
What actually happens is that only a portion of the vapour is condensed. 
The liquid so produced will evolve a vapour less rich in alcohol than in 
the former case. Concentration of the product as it rises from plate to 
plate will proceed more slowly than in the ideal case. As a larger and 
larger proportion of the original vapour evolved is condensed the nearer 
will the conditions approach the ideal. 

When any mixture of ethyl alcohol and water is boiled, unless the 
percentage of alcohol is equal to or greater than that in the mixture of 
constant/boiling point—which would never occur in practice, starting 
from weak spirit—the alcohol content of the liquid progressively falls 
and with it the alcohol content of the vapour evolved at any moment. 


Table 104 


Bolling 

point. 

°0. 

Weight 

of 

residue. 

Alaihol 
content. 
Weight 
per cent. 

Boiling 
, ])oint. 

" ('. 

Weight 

of 

residue. 

Alcohol 

content. 

Weight 

percent. 

Boiling 

point. 

°<J. 

Weight 

of 

residue. 

Alcohol 
content. 
Weight 
per cent. 

79 1 

1000 

85-8 

81*9 

50-0 

50-2 

86-6 

27-0 

21-3 

79-2 

586 

83-2 

82-1 

53-3 

48-3 

87-1 

20-7 

19-6 

79-4 

355 

80-7 

82-4 

50-2 

40-3 

87-7 

24-9 

17-9 

79-6 

264 

78-3 

82-6 

47-0 

44-4 

88-3 

25-7 

16-3 

79-7 

208 

75-9 

82-8 

45-2 

42-6 

89-0 

24 

14-6 

70-0 

172 

73-6 

83 

43-1 

40-7 

89-7 

23-2 

13 

80-1 

146 

713 

83 3 

411 

38-8 

5)0-6 

22-3 

11-3 

80-3 

127 

60-1 

83-5 

39-2 

37 

91*5 

21*5 

9-7 

80-5 

111 

66-8 

83-8 

37-0 

35-2 

92-0 

20-7 

8-1 

80-6 

00-3 

64-6 

84-1 

30 

33*4 

93-9 

19-9 

6-4 

80-8 

89-9 

62-5 

84-4 

34-0 

31-6 

95-2 

19 0 

4-8 

81 

82-0 

60-4 

84-7 

33-3 

29-9 

96-6 

18-1 

3-2 

81-2 

75-3 

58-3 

85 

32 

28-1 

08-2 

17-1 

1-6 

81*3 

09-5 

56-2 

85-3 

30-8 

26-4 

100 

14-5 

0-0 

81 5 

64-7 

54-2 

85-7 

29-7 

24-7 




81 7 

60-4 

52-2 

86-2 

28-6 

23 
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E. Donitz 1 has prepared Table 104, which shows the amount and com¬ 
position of the distillate and liquid at any point in the course of the 
distillation of a mixture of alcohol and water. This table is based on 
Groning’s figures for the distillation of alcohol-water mixtures (Fig. 101). 
It should be noted that the figures given by different experimenters 
differ to a considerable extent. 

By the use of this table the following problems can be solved :— 

1. The total weight and composition of the original mixture and the com¬ 
position of the residue being known, to find the amount and composition of 
the distillate. 

Example:— 

Weight of original liquid -1 kilogram. 

Composition of original liquid, 50 per cent by volume. 

Composition of the residue, 10 per cent by volume. 

50 per cent by volume -42 5 per cent, by weight. 

10 percent by volume-8*1 per cent by weight. 

See Table: 

From 45-2 kg. at 42*5 per cent remain 20*7 kg. at 81 per cent. 

.*. from 1 kg. at 42*5 per cent remains 0*458 kg. at 8*1 per cent. 

1 - *458 - 0*542 kg. has been distilled over, and the alcoholic 
1 x 42*5-0*458x8*1 

strength of the distillate = - -- • — =71 *5 per cent by 

weight. 

2. What proportion must be distilled from mixtures of various strengths 
before the whole of the alcohol is contained in the distillate, and what will be 
the strength of the distillate ? 

Example : — 

1000 kilos, liquid containing 14 per cent by volume of alcohol, 

14 per cent by volume -11*3 per cent by weight. 

From Table 3: 

22*3 kilos, must be evaporated down to 14*5 kilos. 

. *. 1000 kilos, must be evaporated down to 650*2 kilos. 

Thus 349*2 kg. are distilled off. 

The alcoholic strength of the distillate -32*3 per cent by weight. 

3. If the distillate obtained in (2) be redistilled until all the 
alcohol has passed over, and this process be repeated, what will be the 
alcoholic content of the successive distillates ? By repeating the 
calculation explained in (2) for successive distillations it can be 
found how many distillations are required to raise the concentration 
of dilute alcohol to any required degree. 

A mixture of alcohol and water containing 11*3 percent of alcohol 
must be distilled five times before the alcohol content of the distillate is 
83 per cent by weight. 

Strength of 1st distillate, 32*3 per cent by weight. 


2nd , 

55 

3rd 

70-3 

4th 

78-5 

5th , 

83 0 


1 Maercker-Delbriick, Spiritut-Fabrikativn, 1908, p. G94. 
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These calculations show the results obtained when condensation in 
the upper part of the still is prevented as far as possible. They are not 
applicable to stills with rectifying columns. 

The distillation of mixtures of ethyl alcohol and water has been dealt 
with by E. Hausbrand, Keldifizicr- und Destillier-Apparate — 1916. A 
theoretical basis is laid down for the proper design of the various parts 
of the still, and tables are given showing the alcoholic strength of vapour 
and liquid over any plate in the rectifying and wash columns under 
various working conditions. 1 

The Rectifying Column (see Figs. 104,121,124, 126, 127).—The 
plates of the column should ensure the even distribution of the rising 
vapour to the liquid on the plate. The vapour rising on to a plate 
should be completely condensed in the liquid and an entirely fresh lot 
of vapour evolved. To assist the complete mixing of vapour and liquid 
on the plate the condensed liquid flowing down from above must be 
evenly distributed all over the plate. Drops of liquid must not be 
carried upwards, from one plate to another, by the rising vapour. 

Composition and Amount ol the Condensate returned to the Still.—If 

a very large proportion of the vapour evolved in the still be condensed, 
the composition of the condensate will approximate to that of the vapour 
evolved. If a very small proportion of the vapour be condensed the 
composition of tbe condensate will approximate to that of the original 
liquid in the still. The residual uncondensed vapour will contain a 
higher percentage of alcohol in the first than in the second case. If a 
large proportion of tbe vapour evolved in the still be condensed, tbe 
alcoholic strength of the vapour as it rises from plate to plate in the 
column will increase rapidly, and a comparatively small number of 
plates will be required to produce alcohol of high concentration. But 
the large amount of condensate returned to the still entails a corre¬ 
spondingly high heat consumption in the still to produce a definite 
weight of finished product. 

If, on the other hand, only a small proportion of the vapour be con¬ 
densed the alcoholic strength of the residual uncondensed vapour will 
only rise slowly as it passes from plate to plate up the column, and a 
large number of plates will be required to produce alcohol of the, same 
strength as before. But the amount of condensate returned to tbe still 
being smaller than in tbe first case the beat consumption in the still will 
be less for the same output of finished product. 

In practice the plates should be as numerous as is reasonably possible 
so as to reduce the fuel expenses. 

Condenser or Depblegmator (see Fig. 110).- The function of the. 
condenser is (1) to produce the amount of condensate required for the 
efficient working of the plates of the column. (2) It may also to some 
extent increase the alcoholic strength of the vapour passing on uncon¬ 
densed to the cooler. This effect is only produced to any marked extent 
when the alcoholic strength of the vapour entering the condenser is low. 
To attain this object as far as possible the vapour should pass as slowly 

1 Cf. L. Gay; Chim. el Ind., 1920, 4 , 178-188. 
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as possible through the condenser. The temperature difference between 
cooling liquid and vapour should be as small as possible. The vapour 
should rise and the cooling liquid fall in the condenser. A large propor¬ 
tion of the vapour must be condensed. The condensate should be kept 
in as small drops as possible, so as to ensure as perfect contact as possible 
between vapour and condensed liquid. 

Some of these requirements are fulfilled in the best German dephleg- 
mators, which can really be better described as rectifiers and condensers 
combined. They enable the column to be built with fewer plates, but 
their construction is complicated, and it is questionable whether a rather 
higher rectifying column with ordinary tubular condenser is not prefer¬ 
able on account of simplicity of construction. 

The condenser also serves to preheat the wash to be distilled, which 
replaces the cooling water in many continuous stills. 

Use of Wash to replace Water as Cooling Liquid in the Condenser.- -If 

the alcoholic strength of the wash is not above 9 per cent the wash 
alone will suffice to provide the necessary condensate for the rectifying 
column when the alcoholic content of the finished product does not 
exceed 90 to 92 per cent by volume (85-7 to 88-3 per cent by ■weight). 
But if it is required to produce spirit containing 91-C per cent alcohol 
by weight, the wash will only be sufficient to provide the necessary 
condensate provided its alcoholic content is not above 3 per cent. 

Position of the Condenser. —If the condenser be placed above the 
top of the rectifying column, the volume of the condensate on the upper 
plates is large and gradually decreases as it Hows downwards. But if 
several condensers be arranged at intervals down the column the upper 
plates receive little condensate, though the total flow returned to the 
still be the same in both cases. 

This latter arrangement is not so efficient as the former and necessi¬ 
tates a larger number of plates in the column than would be required to 
produce the same result.with the condenser above the top of the rectify¬ 
ing column. 

Should the Rectifying Column be lagged?— If the column be made 
of metal a considerable loss of beat may take place by radiation and air 
currents. When the wash is preheated in the condenser this means a 
complete loss of a considerable amount of heat. In any ease the loss of 
heat which will take place from all points on the outside of the column 
will lead to a certain amount of condensation of the vapour. As 
previously stated, it is preferable to supply the whole volume of conden¬ 
sate to the top plate of the column. Condensation produced by cooling 
the surface of the column produces a similar effect to several condensers 
arranged at intervals down the column, and should therefore be avoided. 

The loss of heat from a square meter of surface per hour for each 
degree (centigrade) difference of temperature between the surface and 
surrounding air is approximately 

Copper . . . . • . 5 to 0 , o calories. 

Wrought iron . . . . 8 „ 9 „ 

Cast iron . . . . . . 9 „ 10 „ 

T 
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The following is an example of what a high percentage of the heat 
supplied to a still may be lost in this way 



Litres. 

Litres. 

Volume of wash dealt with per hour 

1000 

10,000 

For a yield of 100 litres of spirit the loss of heat 

Calories. 

Calorics 

would be for unlagged columns 

110(10 . 

600 

For well-lagged columns .... 

600 

120 


Total heat required to produce 100 litres of spirit amounts to from 
9000 to 12,(XX) calories. 

The loss is much lower in the larger still, but even here it amounts to 
at least 5 per cent of the total heat supplied, when the column is not 
lagged. With the columns lagged the loss is reduced to 1 per cent of 
the total beat supplied. 

Discontinuous Stills. — The minimum possible volume of condensate 
and amount of heat required during the progress of distillation . —Table 105 
shows that to produce 1 kilo of alcohol containing 94-61 per cent 
(by weight), more condensate must be produced and more heat 
supplied to the still the lower the alcoholic strength of the liquid 
to be distilled. But the amount of heat required does not steadily 
decrease as the alcoholic strength of the liquid to be distilled is increased. 
A minimum is reached when the alcoholic strength of the liquid to be 
distilled is about 26 per cent by weight. Above this strength the 
amount of heat required gradually rises again. 

Supposing that the still be charged with alcohol of 90 per cent 
strength the amount of condensate and heat required per kilo of finished 
product will gradually fall until the alcoholic strength of the liquid left 
, in the still has reached about 26 per cent by weight. After this point a 
steady rise takes place until towards the end of the distillation the 
amounts of condensate and heat required are very great. The con¬ 
denser muBt, of course, be capable of providing the maximum amount of 
condensate required if an oven output of finished product is required 
throughout the distillation. In the same conditions the source of heat 
must be capable of supplying the maximum heat requirements. 

Number o! Plates required in the Rectifying Column.— As already 
stated, this depends on the strength of the liquid to be distilled, and on 
the strength of the finished product and the amount of heat abstracted 
by the condenser. Tables 106 and 107 give the theoretical optimum 
results obtained under various working conditions. 

Continuous Stills.—The Wash Column. —In this type of still the 
liquid to be distilled is supplied continuously at a steady rate to a wash 
column, the construction of which is similar to that of the rectifying 
column (see Figs. 104,121,125,127). The wash flows on to the top plate 
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Table 105 

Theoretical minimum amount of heat (in great, calories) to be abstracted in 
the condenser from vapour entering it from a rectifying column, in order to 
produce 1 kilo of alcohol 94*61 per cent by weight, or 85*76 per cent by weight, 
from liquid in the still, the alcoholic strength of which varies from 0*052 ]>er cent 
to 92*79 per cent by weight. The liquids treated are assumed to be already at 
their boiling points. 



Heat units to 

Heat units to 


Heat units to 

lleat. units to 

Alcoholic 
content of 
liquid in 
still. Weight 
per cent. 

be abstracted 
in condenser 
per L kilo 
'alcohol 1)4-61 
per cent 

b<* abstracted 
in condenser 
per 1 kilo 
alcohol 85-70 
]kt cent 

Alcoholic 
content of 
liquid in 
still. Weight 
per cent. 

be abstracted 
in condenser 
{XT l kilo 
alcohol 04-01 
per cent 

be abstracted 
in condenser 
jM-r 1 kilo 
alcohol 85-70 
per cent 

by weight 

by weight 

by weight 

by weight 


produced. 

produced. 


produced. 

produced. 

92*79 

819 

i 

8*95 

717 

641 

92*29 

1048 


8*21 

775 

701 

91-38 

1022 


7 *66 

837 

765 

88*33 

870 


7*28 

907 

836 

85*69 

731 


6*30 

977 

913 

82*14 

661 


5*76 

1,070 

1,003 

78*49 

577 

103 

5*13 

1,107 

1,091 

74*89 

542 

140 

4*54 

1,259 

1,190 

71*2 

530 

230 

419 

1,400 

1,320 

67*12 

514 

262 

3*50 

1,531 

1,400 

62*99 

494 

284 

309 

1,695 

1,626 

58*58 

489 

307 

2*88 

1,888 

1,821 

53*56 

457 

315 

2*60 

2,108 

2,038 

48*31 

455 

322 

2*31 

2,380 

2,320 

43*00 

452 

327 

2*07 

2,690 

2,646 

37*07 

443 

337 

1*79 

3,116 

3,064 

31*16 

434 

337 

1*52 

3,635 

3,598 

25*97 

430 

335 

1*35 

4,364 

4,298 

19*91 

435 

346 

1 07 

5,365 

5,329 

15-57 

448 

374 

0*84 

6,865 

6,799 

13-63 

478 

407 

003 

9,450 

9,370 

12-37 

512 

442 

0*42 

14,490 

14,420 

11 *30 

559 

488 

021 

29,690 

29,620 

10*63 

607 

530 

0*105 

59,950 

59,800 

9*66 

658 

587 

0052 

120,000 

119,900 


* Table 106 

Alcohol eontent (weight per cent) of liquid and vapour on each plate of a 
rectifying column, when heat removed in the condenser is equivalent to 5000, 
6000, 8000, 15,000 great calories per 10 kilos of alcohol, produced at 85*76 per cent 
by weight. 


Number 

Liquid. 

Vapour. 

Liquid. 

Vapour. 

Liquid. 

Vapour. 

Liquid. 

Vapour. 




Per cent 

Per rent 

Per cent 

Per cent 

Per cent 

Per cent 


alcohol 


alcohol 

alcohol 

alcohol 

alcohol 

alcohol 

alcohol 

top. 

by weight. 

by weight. 

by weight. 

by weight. 

by weight. 

by weight. 

by weight. 

by weight. 


5000 

Calories. 

6000 

Calorics. 

8000 

Calories. 

15,000 Calorics. 


82 

85-76 

82 

85*76 

82 

85*70 

82 

85-76 

i 

77-1 

83-4 

77*1 

83*30 

77*06 

83-15 

76*1 

82*8 

2 

73*0 

80*7 

72*9 

80-70 

71*0 

79*5 

67*2 

78*0 

3 

67*5 

78-2 

66*1 

77-65 

60-0 

74-59 

50*6 

70*9 

4 

61-39 

75-2 

57*7 

73-6 

46*4 

69*5 

19 0 

59*6 

5 

55*18 

72*2 

45*34 

08-9 

21-33 

60*6 

6*15 

37*2 

6 

45*60 

69-10 

28-12 

62-7 

10*85 

50*5 

3-71 

28-98 

7 

33-70 

64*70 

12*97 

55-01 

7*68 

42-7 

3*20 

27-85 

8 

18-80 

59*78 

10-09 

48-87 





9 

12-50 

54-25 







10 

11-3 

51*90 
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of the column, and thence downward to the outlet., and leaves the column 
almost completely freed from alcohol. Live steam is the source of heat. 
It is supplied at the base of the column and causes the liquid on each 
plate to boil. The function of the wash column is to free the wash 

Tajii.u 107 

Alcohol content (weight per cent) of liquid and vapour on each plate of a 
rectifying column, when heat removed in the condenser is equivalent to 16,000 
and 110,000 great calories per 10 kilos alcohol, produced at 1)4-01 per cent by weight. 


Number 

of 

10,000 1 

i-alones. 

30,000 i 

calories. 

Number 
' of 

16,000 i 

calories. 

30,000 

calories. 

plate 



.. 


plate 

— 

_ 

— 

_ _... ... 

from 

top. 

Liquid. 

Vapour. 

Liquid. 

Vapour. 

from 

to]). 

Liquid. 

j Vapour. 

Liquid. 

Vapour. 


93*77 

( 94*91 

93*77 

94*91 

! 19 

90*54 

91*95 

50*18 

70*70 

I 

93-7'* 

94*00 

93*75 

94*00 

17 

90*20 

91*09 

13*00 

55*30 

2 

93-59 

93*90 

93*52 

93*77 

18 i 

89*81 : 

90*90 

3*20 

25*20 

.3 

93*33 

93*70 j 

5)3*27 

93*92 

19 | 

89*41 

90*50 

1 *99 

17*72 

4 

93*28 

93*93 

92*24 

92*74 

20 

88*32 i 

90*00 


rj 

93*18 

93*54 

92*00 

92*52 

21 

87*20 

89*20 i 



(> 

93*13 

93*49 

91*00 

91*58 

22 

89*20 

88*40 



7 

92*90 

93*35 

90*80 , 

91*49 

23 

85*20 

87*40 



8 

92*73 

93*19 

90*20 

91*10 

24 

83*20 

89*90 



9 

92*45 

92*97 

89*75 

90*95 

25 

80*15 

1 84*90 



10 

92*25 

92*75 

88*50 

5)0*19 

29 

77*50 

83*40 



11 

92*08 

92*94 

87*10 

89*10 

27 

71*80 

80*20 



12 

91*43 

92*45 

85*00 

87*73 

28 

92*45 

75*70 



13 

91*35 

92*00 

81*90 

85*85 

29 

43*75 

98*30 



14 

91*24 

91*91 

77*00 

83*07 

30 

12*57 | 

54*40 



15 

91*00 

j 

91*74 

08*00 

78*92 

31 

1 

4*09 

33*02 

1 




Table 108 
II itch Column. 

Theoretical minimum amount of heat (in great calories) to lie supplied to 
wash column to produce 100 kilos of outflow water free from alcohol, from wash 
the alcoholic content of which varies from 15 to 0-5 jsjr cent by weight. 


Alcohol content. 


[j Alcohol content. 


Weight per cent. 


I Weight per cent. 



- — 

Calories. 

ii . _ 


Calories. 

Liquid. 

Vapour. 


j Liquid. 

1 Vapour. 


15 

57-50 

12,320 

i 7 

39*54 

8,900 

14 

59*47 

11,910 


37*00 | 

8,100 

13 

55*17 

11,000 

fj 

33*49 i 

7,000 

12 

53*39 

10,025 

4 

29*54 

0,600 

11 

51*00 

10,000 

3 

24*80 

0,300 

10 

48*91 

9,800 

2 

17*50 ! 

(>,050 

9 

49*13 

9,<>50 

1 

9*52 1 

5,750 

8 

_1 

43*99 

9,500 

0*5 

4*99 ! 

| 

5,000 


from alcohol as completely as possible. The heat required to do this 
increases as the alcoholic strength of the wash to be distilled increases 
(Table 108). 

Table 109 shows the results obtained on each plate of a wash column 
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when the alcoholic strength of the wash and heat consumption vary 
but outflow of water from the base of the column remains constant. 

1’or instance, if the original wash contains 8-45 per cent of alcohol 
seven plates will be required if the heat consumption is 20.000 calories’ 
but about seventeen plates are necessary if the heat consumption is only 
10,(XX) calories. 


Table 100 

• H'VwA Column. 

Alcohol content (weight per cent) of liquid and vapour on each plate of a 
wash column when 10,000, 12,000, 20,01X1, 50,000, and 125.000 yrcat calorics of heat 
arc supplied at the base of the column, por 100 kilos of water icuving the column. 


52 


30,0()0 calorics, j 12,000 calorics j 20,000 calorics. 


Stt-s 

2 


10*2 
10-07 
0-78 
9-11 
814 
7*25 
ti-r.t 
5-22 
3-82 
2 74 
1 024 
0-990 
0*561 
0*349 
0-221 
0-141 
0-O90 
0*0583 
0-0371 
0 024 
0*0150 
0*01 


£ tpo 

rj 


49*0 

48-84 

48-0 

40- 4 
44-84 

41- 01 
38-5 
34*2 
28-74 
21-84 
10-24 
9-90 
501 
3-49 
2*21 
1*41 
0-90 
0*583 
0-371 
0*241 
0*150 
0*10 


14*2 

13*7 

12*7 

11*15 

9-20 

7-20 

4*94 

3*057 

1-73 

1*09 

*593 

■32$ 

*178 

0*1 

0*059 

*033 

*018 

001 




-*< 3* 


0>4) C. 


I 


50*7 
56 
54*7 
51*3 
40-8 
41*01 
33-0 
24-0 
15 57 
10*0 
5*98 
3*26 
1*78 
1*0 
0*59 
0-33 
0-18 
0-10 


50,000 calorics. 


2 

c* c 


22 *u 
21 
151 
8*45 
3*71 
1*47 
0*53 
0*195 
0*0721 
0*0208 
0*01 


00 
00 
57' 
! 44* 
I 27- 

I 13 

5 

j 1 

o- 

I O' 

I 0- 


41*24 

41*1 

40 

35*0 

19*1 

5*28 

1*125 

0*233 

0*048 

0-01 


125,000 calorics 


I 


07*41 
67*33 
07*00 
05-3 
59*8 
! 35*5 

I 10*08 
2*33 
0*48 
0*10 


150*4 

00*0 

58*5 

54*3 

39*7 

22*8 

3*44 

0*485 

0*009 

0*01 


74*8 

74*5 

73*75 

72-25 

66*85 

55*00 

25*00 

3*85 

0*093 

0*10 


The amount of heat given in Table 105 represents not only that 
required to free the wash from alcohol but also to effect the concentra¬ 
tion of the spirit in the rectifying column. 

This total is made up in the following way :— 

(1) Latent heat of vaporisation carried off to the cooler by the 
finished product. 

(2) If the wash is preheated in the condenser it will be supplied to 
the top plate of the wash column at a temperature above that at which 
it entered the condenser, but below its boiling point. It cannot be 
heated to its boiling point in the condenser, for the temperature of the 
strong alcoholic vapour in the condenser is only about 78° C. to 85° C., 


in vapour. 
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and it is impossible to beat the wash to a temperature of more than 
8 to 10 degrees below that of the vapour in the condenser. Heat must 
therefore be supplied in the wash column to raise the wash to its boiling 
point on the top plate of the wash column. 

(3) To produce the necessary condensate in the rectifying column 
heat is abstracted in the condenser. This amount of heat must hare 
originally been supplied in the wash column, and is represented by the 
amount of heat taken up by the wash as it is preheated in the condenser. 

These three items together account for the greater part of the heat 
requirements of the still, and together represent the total given in 
Table 105. 

But there are three other small amounts of heat which must be added 
to make up the total heat requirements of the still. 

(a) The heat required to raise the temperature of the condensate 
from that at which it leaves the. condenser to that existing on the top 
plate of the wash column. 

(b) The heat required to raise the temperature of the wash from its 
boiling point on the top plate of the wash column to its temperature as 
it leaves the base of the wash column (about 102° C.). In calculating 
the amount of steam to supply the total requirements of the still, the 
temperature of the spent wash as it leaves the wash column must be 
taken into account. This temperature is about 102° C. .From this it 
follows that 1 kilo of saturated steam will yield to the liquid in the 
column 637 -102 = 035 calories. 

(c) Replacement of heat unavoidably lost by radiation, etc., from 
the still. 

To determine the number of plates in the rectifying and wash 
columns and capacity of the condenser required to produce spirit of a 
certain concentration, the following procedure may be adopted. It is 
first necessary to determine the alcoholic strength of the liquid and 
vapour on the top plate of the wash column. T)iis will depend upon the 
alcoholic strength of the wash and on the temperature to which the 
wash has been preheated in the condenser. 

Table 110 gives the necessary information for wash containing 1, 
5, 7, and 10 per cent of alcohol by weight. It will be noted that the 
higher the temperature of the wash the lower the alcoholic strength of 
the liquid and vapour on the top plate of the wash column. 

Having found the alcoholic strength on the top plate of the wash 
column, the number of plates in the rectifying column and capacity of 
the condenser required to raise the alcoholic strength to the required 
extent can be found from Table 106 or 107. 

The number of plates required in the wash column is found in 
Table 107, which also gives the heat requirements of the still as already 
explained. 

A concrete example will make clear how the information respecting 
wash and rectifying columns given in the tables can be combined so as 
to show the most economical working arrangement theoretically possible. 

Example .--From 112-8 kilos of wash containing 10 per cent alcohol 
(by weight), temperature 20° C., to produce spirit containing 85-76 per 
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cent of alcohol by weight, the wash being preheated to 70° C. in the 
condenser. 

Table 110 


Alcoholic strength (weight per cent) of liquid and vapour on the top plate of a wash 
column when the alcoholic strength and temperature rtf tho wash varies. 


Alcoholic 
content 
of wash. 

0° 

. 10° 

20° 

30° 

50’ 

70° 

no 

1 Degrees centigrade by whieh 

I the wash from the eou- 
'. denser is below its boiling 
point on the top plate of 
\ tile column. 

i 

1)02 

10 

11-2 

1-25 

13-8 

1-5 

17-5 

20 

27-5 

2-0 

38-5 

0-45 

50-2 

10-7 

Alcoholic content of vapour. 

„ „ liquid. 

° 

33-49 

35-5 

5-0 

38-1 

0-33 

41-5 

7-5 

48 01 
10 

55 17 
13 

58-15 

15-75 

,, ,, vapour. 

, „ liquid. 

7 

30-54 

7 

42-6 

7-80 

45-5 

8-7 

48-81 

1005 

54-8 

12-05 

58-1 

15-0 

58-9 

17-5 

,, vapour. 

.. .. liquid. 

10 

48-01 

10 

51-5 

11-15 

54-2 

12 3 

55 0 
13-55 

58-39 

10 

59-4 

18-1 

00-3 

- 0 ' 1 2 

,, ,, vapour 

,, » liquid. 


In these circumstances the strength of the liquid and vapour on the 
top plate of the wash column will be 12-3 and 54-2 per cent by weight 
respectively (see Table 110). 

From Table. 109 it is seen that to produce 100 kilos water practically 
free from alcohol as outflow from the wash column when the strength 
of liquid on the top plate is 12-7 per cent the minimum heat consumption 
is 12,000 calories, and the number of plates required in the wash column 
is 15. 

Table 106 shows that with a minimum abstraction of 5000 calories in 
the condenser per 10 kilos of finished product of the required strength 
(85-70 per cent by weight) the column will require 8 plates. 

Let us now attempt to assess the heat requirements of the still in 
the given case by another method. 

Let us assume as the basis*of calculation that 100 kilos of spent wash 
practically free from alcohol leave the, boiling column. This quantity 
of liquid (assuming that the amount of steam used for heating purposes, 
and condensed in the w-ash, is left out of account) would be produced 
from 112-8 kilos of the original wash, which would also yield 13-16 kilos 
of finished spirit (containing 85-76 per cent of alcohol by weight). 

Let the specific heat of the wash be 1-01, the latent heat of 
vaporisation of water and alcohol being 544 and 205 respectively. 

Then the total heat requirements of the still will be made up, as 
already stated, of the following items (see page 277):— 

(1) Heat of vaporisation of finished product leaving the top of the still. 

Total weight of finished product 13-16 kilos containing 11-28 kilos of 

alcohol and 1 -88 kilos of water. 

"This heat therefore amounts to— 

(11-28 x205) +(1-88 v 544)-3335 1 calories. 

(2) Heat required to raiso the wash from its temperature when preheated 
to its boiling point on the top plate of the wash column. From Table 102 the 
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boiling point of the liquid on the top plate of the wash column is 90° C. Tho 
wash is preheated to 70° C. The amount of heat required here is:— 

112-8 x I 01 (90 - 70) -2278-5 calories. 

(11) The amount of heat taken tip in the wash in the condenser :— 

112-8 x 1 01 (70 - 20) -5096-4 calories. 

To these must be added the amount of heat required for the three 
small additional requirements referred to on p. 278. This amounts to 
884 calories. For the calculation of this see Hausbrand, he. til. p. 92. 

These four items together give a total of 12.194 calories as the total 
heat requirements in the still. 

If these figures be compared with those given on Tables 100 and 109, 
it will be seen that the calculated total heat requirement of the still is 
nearly equal to that given in the table. 

In comparing the heat abstracted in the condenser as given in 
Table 100 with that found by calculation, it must be remembered that 
the former is for an output of 10 kilos of spirit and that the amount 
obtained is 13-10 kilos. 

By reference to Table 105 it is seen that for a production of 1 kilo of 
alcohol the greatest abstraction of heat in tho condenser for the interval 
between spirit of 12-3 per cent and 85-70 per cent by weight is 442 
calories. To produce 13-16 kilos of such spirit the amount required 
here will therefore be at least 5816 calories, which is only very slightly 
greater than the figure obtained in tho calculation, i.e. 5696 calories. 

The wash here has been alone sufficient practically to supply the 
necessary condensate to the rectifying column. Had it been required 
to produce a finished product containing 94 per rent of alcohol from the 
same wash a considerable amount of cold water in addition to the wash 
would have been required in the condenser. 

It must be remembered that the figures in the tables referred to 
represent the minimum theoretical heat requirements. In practice it 
would therefore be necessary to use a certain aifiount of cooling water 
in addition to the wash (of. p. 273). 



CHAPTER XXVII 


DISTILLATION OF MIXTUHKS OF WATKR AND ETHYL ALCOHOL, WITH 
THE OTHER VOLATILE PRODUCTS OF FERMENTATION 


The problem of how to separate the. ethyl alcohol from the water has 
already been dealt with. The rectification or removal of the volatile 
by-products remains to be considered. The majority of these sub¬ 
stances are produced in the fermentation, but some of them arc formed 
by chemical changes taking place during the process of distillation. To 
the latter class belong certain esters produced by the interaction of acids 
and alcohols present in the fermented wash. The elimination of these 
acids in the early stages of rectification will reduce the amount of esters 
produced. 

The volatile by-products include the following substances : 1 


Aldehydes. 

/(-Propyl alcohol. 
Iso-propyl alcohol. 

)i-Butyl alcohol. 

Iso-butyl alcohol. 

Iso-amyl alcohol. 
rf-Amyl alcohol. 

ITexyl and heptyl’alcohojs. 
Furfural bases. 

Iso-butyl glycol. 


Acetal. 

(llycerine. 

Fatty acids, including formic 
acid. 

Ethyl acetate and formate. 
Ethyl butyrate. 

Ethyl iso-valerate. 

Iso-amyl acetate 
Iso-amyl iso-valerate. 
Tcrpenes. 


The by-products can be roughly divided into two classes: (1) 11 head 
products,” which tend to pass over into the distillate more readily than 
ethyl alcohol, and (2) “ tail products,” which do not do so. Hut no 
hard-and-fast distinction can be drawn, as some of the by-products 
pass from class 1 to class 2 as the composition of the liquid to be 
distilled varies. 

The head products are more readily removed from dilute alcoholic 
solution (fermented wash) than from concentrated alcoholic solutions 
which have not received a preliminary purification. In the initial 
stages of the heating of the fermented wash the liquor is practically 
subjected to a process of distillation in a current of steam. Owing to 
the relatively small proportion of impurities present, the first fractions 


1 Harden, Alcoholic Fermentation, 1914, p. 85; Maercker Delbriick, Spiritm-Fabrication, 
1908, p. 761; Windiach, Arb. Kais. Gesund., 1892, 8, 228. 

281 



282 


DISTILLATION PRINCIPLES AND PROCESSES 


CHAP. 


of the distillate will contain the greater proportion of the impurities 
(fusel oil) contained in the original fermented wash. The distillation 
constants of the ester impurities are also high, and these bodies will also 
come ocer in the first fraction. 

Distillation of Mixtures of Alcohol and Water 

In the distillation of mixtures of liquids four groups are usually 
considered. 

(а) Non-niiscible liquids. 

(б) Partly miscible liquids. 

(c) Closely related liquids—miscible in all proportions. 

(d) Liquids not closely related but miscible in all proportions. 

As the mixture of ethyl alcohol and water will come ill group d, the 
remaining groups (a, b, and c) will only be briefly referred to here— 
their more detailed study has been considered earlier in this volume. 

With non-miseiblc liquids (group a) the boiling point of each 
individual liquid in the mixture depends on the partial pressure of its 
own vapour and generally is not influenced by the other substances 
present. Since the constituents of these mixtures may be considered 
as independent of each other the laws of distillation are simple and the 
theoretical calculated results obtained from the known vapour pressures 
agree very closely with those found experimentally. These laws have 
been developed in the main by Naunmnn, 5 Pierre and Puehot, 3 
Brown. 3 

In the working up of the by-products from fermentation liquors 
sometimes two layer mixtures are formed- e.tj. some higher alcohols 
and water. These mixtures would be of the type included under 
group b. 

In mixtures of liquids included in group c, the relation between the 
vapour pressure and molecular composition may be represented by a 
straight line, and for such a mixture as chlorobenzene and bromo- 
benzene the relation holds accurately. 4 The relation between the 
composition of the liquid mixture and that of the vapour evolved from 
it according to Brown’s formula may be expressed as follows:— 

m\ iit P 

where m\ and »»' B are the relative masses of the two substances in the 
vapour, »i A and m u their relative masses in the liquid mixture, and 
P A and P„ the vapour pressures of the pure substances at the boiling' 
point of the mixture. Substituting a constant c for the ratio P A /P S , a 
better agreement was obtained between the calculated and observed 
results. As shown earlier in this volume, Brown’s experimental results 
do not agree well with this formula, and the experimental evidence avail- 

1 Her., 1871), 1#, 1421, 1877. * Compt. rend., 73, 599, 74, 224. 

3 Trane. Chm. Noe., 1879. 37, 647. 

* Cf. Brown, Trane. C 'hem. Sac.. 1880, 3B, 541, 37, 49; 1881, 39 , 304 and 517 ; Young 
and Fortcy, Trane. Ckem. Soc., 1903, $1, 708, 902, and 83, 45, eto. 
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able points to the conclusion that the formula is only applicable to these 
liquid mixtures of which the relation P = mP a +(1 -m)P» holds good, 
P being the vapour pressure of the mixture and P K and P„ the vapour 
pressure of the two pure substances at the same temperature, and M 
the molar fraction of the substance A. 1 

Duhcm and Margules independently suggested the formula 

d log P A = d log /’„ 

• d log M </ log (1 — m) 

for the relation between the molar composition of the liquid mixture 
and the partial pressures P A and P„ of the components in the vapour, 
and the formulae of Lehfeldt and of Zawidski are based on this equation. 
Doubt has been thrown on the graphic method of Margules (which 
relies upon the measurement of the slope of the total pressure curve at 
its two ends) by the subsequent work of RosanofI and co-workers. 2 
These latter have developed a general law. which may be expressed as 

dP 

d ~ =0/A’) log[P A (l- M)/P„M], 
where 1 JK — (P A — P B )/(log P A - log P„). 

The alcohols may be considered as being formed from water by the 
substitution of an alkyl group for one of the hydrogen atoms. They 
may also be considered as hydroxyl derivatives of the saturated 
paraffins. From both of these aspects the subject has been studied by 
Young 3 in his investigation of the relationship of the alcohols to 
water on the one hand and to the paraffins on the other hand. In 
general the influence of the OH group diminishes and that of the alkyl 
group increases as we pass from water up the series of alcohols. The 
vapour pressures of mixtures of methyl alcohol and water are always 
intermediate between those of the. pure components, and the curve 
representing the relation between the vapour pressure and the molecular 
percentage of methyl aleohoFdeviatcs only slightly from a straight line. 
The maximum differences between the pressures represented by the curve 
and a straight line joining the two ends of the curve is 43 mm. on a 
certain scale. On the same scale the maximum difference for mixtures 
of ethyl alcohol and water mixtures is 315 mm. 4 For further study 
of this relationship of the alcohols see earlier sections in this book. 
The behaviour of methyl alcohol and water mixtures appears to place 
these mixtures in group c rather than group d , but with ethyl alcohol 
and water mixtures there is a closer connection with group d. With 
the higher soluble alcohols, such as the butyl alcohols or the amyl 
alcohols, the connection with group d is very complete within the 
limits of solubility, and if the formula used for non-miscible or closely 
related miscible liquids is applied large deviations from the calculated 
results are obtained. 

1 Cf. Young, Proc. Royal Dublin Soc., 1920, 15, 47. 

2 J. Amer. Chem. Soc., 1911-1920. 

3 Trans. Chem. Soc., 1902. 81, 707. 

4 Konowalow, Wied. Ann., 1881, 14 , 3-4. 
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The study of the vapour pressures of mixtures of group d was 
undertaken early in the nineteenth century by Gay-Lussac (1815), 
Boit (1816), Magnus (1836), Regnault (1853), and later by Berthelot, 
Young, and others. It is, however, to Dnelaux 1 that we are indebted for 
the first co-relation of the earlier work on the study of the distillation of 
dilute solutions of certain substances (such as alcohols or fatty acids) and 
for the establishment of a relation between the amounts of the con¬ 
stituents in the mixture to he distilled and their amounts in the vapours. 


Distillation of Dilute Aqueous Solutions of Substances 
Volatile in Steam 

Duclaux originally studied the rates of distillation from the analytical 
standpoint. He distilled a known volume of a dilute solution of the 
volatile acid or alcohol and collected the distillate in several equal 
fractions. By expressing the amount of acid or alcohol in each 
fraction as a percentage of the total amount distilled, he was able to 
obtain a series of constants which served to identify the particular 
acid or alcohol. For mixtures of two acids or two alcohols each 
substance approximately follows its own law of distillation. The 
same lino of reasoning applies in the case of either alcohols or acids, 
and as the distillation of the volatile acids was first studied a typical 
example of the distillation of dilute acid solution will be considered. 

A solution containing at the most 1-2 grams of acid is made up to 
110 c.c. and distilled in a flask of 200-300 c.c. capacity, using an 
ordinary Liebig condenser. Ten successive fractions of 10 c.c. each are 
collected. Each fraction is titrated in turn, so that the acid in all the 
10 fractions can be determined. The titration of eacli fraction is 
determined as a percentage of the total titration for 100 c.c. of distillate. 

Suppose in the distillation of a solution of a volatile acid the 
following values are obtained for titration of each fraction :. 


1. 

4'i c.c. 

Total. 

41 c.c. 

Pcrcrntagi 

15-5 

2. 

35 „ 

7T) „ 

28-8 

3. 

31 

107 

400 

4. 

2-85 „ 

13 55 „ 

51*3 

5. 

2 t >r> „ 

10-2 „ 

014 

o. 

*•45 , 

18-05 „ 

700 

7. 

22 „ 

20-85 „ 

79*0 

8. 

2'1 „ 

22 95 „ 

80-9 

9. 

1-75 „ 

24-7 „ 

030 

10. 

1-7 ,. 

20-4 „ 

100-0 


Total titration) „ 
for 100 c.c. | ** ” 

On this principle tables have been constructed showing the percentage 
of acid in all fractions, calculated on the amount distilled in 100 c.c. 
of distillate. 

The following table gives these values obtained by Duclaux:— 


1 Ann. de phys. e! chirn., 1878, and later. 
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Distillate. 

Acetic add. 

Propionic add. 

n-fiutyric add. 

20 c.c. 

15-2 

240 

33-fi 

30 .. 

23-4 

3;V3 

47-5 

40 „ 

320 

40-2 

GOO 

50 „ 

40-9 

oG'8 

70-G 

GO „ 

50-5 

GO-7 

79-5 

70 

GO-9 

70-2 

80-5 

80 

71*9 

H;V0 

«)2-r> 

90 „ 

84-4 

5)3-0 

97-0 


For mixtures of two acids, Duclaux states that each acid follows its 
own laws of distillation. This is not strictly true, but the error 
involved is generally less than the experimental error. 

It follows that if a mixture containing two volatile acids is distilled, 
the distillation values will lie between those of the two acids, and will 
bo a measure of the composition of the mixture. This can be seen in 
the following example. A mixture of 1 -25 molecular proportion of 
butyric acid and 1 of acetic gave the follov'ing results of distillation by 
Duclauxs method:— 


30 c.c. 

Percentage. 

30-7 

40 

47*9 

50 

57-4 

GO „ 

00-7 

70 

7 a'2 

80 „ 

82-4 


For 30 c.c. of distillate the corresponding values for acetic and butyric 
acids are 231 and 47-5 respectively. If the acid is originally supposed 
to be butyric acid to which increasing amounts of acetic acid have been 
added, the difference between the value for butyric acid figures and 
the corresponding experimentally derived value will be a measure of 
the acetic acid in the mixture. Thus the molecular proportion of 
acetic acid present in the solution is— 


47-5-3(1-7 
17.5-23-t 


-0-448. 


Similarly 

present 


for fraction 40 c.c. the molecular proportion of acetic acid 

- ,0143; 

60-0-32-0 


for CO c.c. 


79-5-66-7 

79-5-50-5 


=0-4-42. 


The method of calculation can be expressed by the general formula— 

C _ c 

1 ,* = 11101 . ratio of lower acid in the mixture ; 

Ci — c 2 

where G\=distillation constant of acid 1 having higher distillation 
constant, 

distillation constant of acid 2 having lower distillation 
constant, 

C 3 -distillation constant of mixture of 1 and 2. 
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Similarly the molecular ratio of the acid of high molecular weight is 
given by general expression— 


c t -c, 

(\-C 2 


= moI. ratio of acid of high molecular weight. 


For mixtures of unknown acids, the analysis is somewhat tedious. 
Calculations must be made for trial mixtures until a certain mixture 
gives constant results for the proportions of acids present. The 
calculations are simplified by constructing tables showing the results 
which would be expected by mixtures of known composition. 

While the original method outlined by Duclaux did not give con¬ 
cordant results with different workers, a large amount of experimental 
work lias been carried out to remedy this defect. It has been shown 
that loss of heat from the exposed flask and still-head, by convection 
currents and radiation, leads to irregular results. Various arrange¬ 
ments for preventing this have been used. It is advisable to keep the 
exposed flask at no higher temperature than that of the vapour, other¬ 
wise errors will be, introduced by splashing and complete evaporation 
of drops of solution. The best conditions for preventing condensation 
are obtained by surrounding the (iask with a steam jacket. 

In the case of acids the acidity of the distillate may be determined 
by simple titration, but with alcohols the method of estimation is not 
so direct. The “drop method” used by Duclaux 1 depends on the 
fact that the surface tension of different mixtures of alcohols and 
water tends to diminish with the increased percentage of alcohol. 

The Coefficients o£ Duclaux, Sorel, and Barbet.—The original formula 
of Duclaux may be expressed thus:— 


da a 
db C a + V 


where a and b represent the percentage by volume of alcohol and 
water respectively in the original liquid, and da and db the percentages 
of alcohol arid water respectively in the vapour. The above relation 
may be represented by a hyperbola. The vajue of c with dilute 
solutions of various alcohols varies from 10-9 for methyl alcohol to 50 
for amyl alcohol and 61 for capryl alcohol. The coefficient c increases 
with the molecular weight of the alcohol, and the higher alcohols pass 
over on distillation of their aqueous solutions more readily than do 
the lower alcohols. 

In Chapter XXVI. reference is made to Groning's figures for the dis¬ 
tribution of alcohol-water mixtures. It was from a study of these 
figures that Sorel was led to his investigation on the distillation of alcohol 
and water mixtures. 2 He used a copper retort of 5 litres capacity 
submerged in a bath of glycerine for the heating of 4 litres of liquid. 
The distillate was collected in about 40 equal fractions, and the 
alcohol content in each fraction estimated by a density determina- 

1 Ann. Inst. Pasteur, 1895, 9, 075. 

2 Corn pies re.ndus, 1892. 
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tion. If the volumes are plotted as abscissae and the concentrations 
of the remaining liquid as ordinates, we have what Sorel calls the curve 
of purification of the original liquid. If V is the volume remaining at 
any particular moment, a the Gay-Lussac concentration of the liquid, 
i.e. the percentage by volume of the alcohol in the mixture, and U 
the.Gay-Lussac concentration of the liquid distilled, i.c. the percentage 
by volume of alcohol in the fraction distilled ; then at any moment 

Va - (V - d F)(« - da) + d 177, 


The value of U is obtained from the curve of purification by finding 
the angular coefficient of the tangent. 

Mariller 1 makes special use of a constant K, usually called the 
coefficient of solubility, or, better, the coefficient of enrichment, which 
is given by the following equation :— 

j, percentage by weight of alcohol in vapours 
percentage by weight of alcohol in liquid ’ 

or in above notation— 

_ da _ 100c 
a ac + 100 

With dilute alcohol solution (1 per cent) the enrichment coefficient K 
on Sorel’s calculations is 9-9 for ethyl alcohol at 1 percent, concen¬ 
tration, and this figure gradually diminishes as a increases. With 
a-50, K — 1 -5 ; between a = 50 and a = 95-47, K falls from 1 -3 to 1. The 
corresponding values of K from Duclaux’s and Grdning’s figures arc 
nearly equal, but somewhat higher figures are obtained from Sorel’s data. 

Although Duclaux mainly dealt with the problem of dilute alcoholic 
distillation from the 'analytical standpoint, both Sorel and llarbct 
(especially the latter) were concerned with the industrial problem of 
the distillation of fermentation liquors. If S is the weight of the 
impurities present in 1 kilogram of the mixed vapours from fermenta¬ 
tion liquors, and “ s ” the weight of impurities in 1 kilogram of the 
original liquor, then according to Sorel - 

S = A , 1 s + A' 2 s 2 + A' 3 s 3 + . . . . 

If “ s ” is considered to be small then S - Zips. 

The distillation of mixtures of ethyl alcohol, higher alcohols, 
various esters, aldehydes, etc., and water over a wide range of alcohol 
concentrations has been made by Barbet (La Rectification ct les 
colonnes rectijicatrices, 1895, p. 46). 2 

1 Le Bulletin de VAssociation de.s Ckimivtes, 1911, 473-490, and La Distillation fractionnee, 

p. 23. 

a See also Sorel, Comptes rendus, 1894, 118, 1213; Sorel, 1m Rectification de ialcool, 
1894, pp. 18-33; Sorel, Societe d'encouragement, Bulletin de mat, 1891, pp. 22G, 240. 
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percen tage of “ impurities ” in ethyl alcohol in distillate 
percentage of “ impurities ” in ethyl alcohol in liquid 

he designated by A', and it is known as the coefficient of purification. 

If k' - P ercen *' a 8 <! by w t- of impurities (e.g. amyl alcohol, etc.) in vapour 
percentage by wt. of impurities (amyl alcohol, etc.) in liquid ’ 

then K'-k 

A" 


In other words, A' indicates how far distillation will remove this 



Ethyl Alcohol % by Volume 
Fin. 102. 


impurity from the 
alcohol apart alto¬ 
gether from the 
quantity of water 
present. This “ co¬ 
efficient of purifica¬ 
tion ” is of a more 
practical value than 
the coefficient of en¬ 
richment. The ex¬ 
perimental methods 
of Barbet are also 
more closely related 
to the methods em¬ 
ployed in the distil¬ 
lery than are those 
of Sorel. 

Fig. 102 gives the 
value of A 'for various 
impurities found in 
fermented liquid. 
At the point where 
A' = l there is a 
change of direction 
in the course of the 
purification. So long 
as A'>1 the alco¬ 


holic vapour is richer 

in the impurity than the alcohol in the original liquid. When 
A = 1 the concentration of impurity is the same in liquid and vapour. 
Finally, when K'< 1 the impurity tends to become concentrated in the 
liquid. 


It should be noted here that the amount of impurity present in the 
original liquid as examined by Sorel never exceeded 2 per cent. In 
practice the concentration of some of the impurities considerably 
exceeds 2 per cent at certain stages of the rectification. Their behaviour 
will depend largely on their vapour pressures under the varying eondi- 
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tions. In the case of such an impurity as amyl alcohol the formation 
of a mixture of maximum vapour pressure with water will greatly 
influence the result. In practice there is always more than one impurity 
present, and this will to some extent alter the values of K'. In all the 
cases shown the value of K' falls with rising alcoholic content of the 
liquid. This is due partly to the fact that, as the alcoholic strength 
rises, the temperature of ebullition of the liquid falls, and with it the 
vapour pressure of the impurity. Another factor affecting the result 
in the same direction is the great solubility of all the impurities in alcohol 
and the very slight solubility of most of them in water. With the 
exception of propyl alcohol and aklehydic bodies, the greater part 
of the impurities are insoluble or only partially soluble in water. 

The fact that the tail products are more readily removed from 
dilute alcoholic solutions than from more concentrated solutions is 
utilised in at least one type of modern still. ‘ According to the patent 
of E. Guillaume 1 the alcoholic liquors to. be purified are diluted if 
necessary in such a way that the products considered as tail pro¬ 
ducts, n.g. amyl alcohol, may behave during the distillation like head 
products relative to the mixture of ethyl alcohol and water. These 
liquors are then fractionally distilled in a continuous distilling column 
of sufficient power and number of plates to enable a large part of the 
products hitherto considered as tail products to be removed at the 
same time as the so-called head products, so that to the bottom of 
this distilling column there conies only a practically pure mixture of 
water and ethyl alcohol. 


Distillation op Aqueous Alcohol Solution at Constant 
Volume 

The work of Duclaux, Sorel, and Barhet deals with the distillation 
of alcoholic solutions at. varying volumes. A brief consideration will 
be given to the distillation of aqueous solutions of volatile substances 
at constant volume. 3 

As a result of the distillation of aqueous phenol solutions at constant 
volume, Naumann and Muller 3 came to the conclusion that under 
constant conditions of temperature and pressure, the amount of sub¬ 
stance distilling was proportional to the amount of substance in the 
flask. They deduced values for the ratio of the amount of substance in 
the flask to the amount distilling in each fraction, and also for the ratio 
of the titration or value of a fraction to the one preceding it. Stein 4 
distilled aqueous solutions of certain volatile substances in a current 
of steam, and observed certain regularities in the distillation. To 
express the rates of distillation, values were calculated from the formula 


1 Eng. Pat. 5794/1902. 

a Cf. Reilly and Hiokinbottom, Proc. Royal Dublin Soc., XV. 37, 514. 

* Btrickt, 1901, 34, 224. ' J. pr. Chem., 1913, 88, 83. 
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where v=» volume distilled, a =amount of substance originally present, 
* = amount of substance distilled. 

According to Nernst’s law of distribution 

concentration in vapour phase , . 

concentration in liquid phase 

The proportion of constituents in the distillate are assumed to be the 
same as the ratio in the vapour phase in a state of equilibrium. This 
assumption is probably not strictly accurate, but approaches accuracy 
if the distillation is carried out slowly and regularly. 


Let x = the amount of alcohol in distillate after volume v has been 
distilled, 

a = initial amount of alcohol in distillation vessel, 
p- density of water vapour in distillation vessel, 
cr = weight of water per unit volume of distillate, 
then if dx is the quantity of alcohol coming over in a quantity dv of 
distillate, 


pSx 

aSv 


= concentration in vapour phase approximately, 


= concentration in liquid phase approximately, 
where V - constant volume of liquid in a flask, then— 




pdx a-x 

<rSu = + *~T ’ 


Sir 

8y 

= + ~ (o - z) = + A(a - z), 

P V 

which gives 
or 


x=a( 1 
a-x-ae~ Xv , 



a _ j,,, < 

a-x ’ 

A=- logs 

v a-x 

writing 


. 1 . a 

A — - logjQ 
v a - x 

Then A is a constant, assuming - is constant. 


P 


It may be readily seen that the coefficient K used on p. 287 is related 
to the distillation constant (A) given above as follows 

^ concentration in v a pour phas e x a k<7 _\y- j x y x 2 .3026 
concentration in liquid phase xp p 
The distillation constant (A) varies to some extent with the concen¬ 
tration of the alcohol (cf. distillation constants in the distillation of 
0-8 per cent and 4-8 per cent ethyl alcohol solutions). The values for 
A can strictly be compared only with the values of K for dilute job- 
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tions. Variations in the temperature of the aqueous alcoholic solution 
may partly account for the alteration in the distillation constant. 

Another disturbing effect may be due to association of the alcohol. 
Murray 1 has adduced evidence in favour of the view that the molecules 
are associated in the liquid state but are not generally associated in 
aqueous solution. If there still exist in the solution some associated 
molecules at the concentration employed, there will be a con¬ 
tinual change in the state of aggregation ns the distillation proceeds. 
Under these- conditions Nernst’s law of distribution will only hold 
approximately. The available evidence, however, mainly favours the 
view that if there is any combination between the alcohol and water 
it must be very slight. 2 < 

The above treatment only deals with the case of a single alcohol in 
solution. The theory of mixtures may be considered as follows :—Let 
a and b be the amounts of each alcohol present in the distillation vessel 
initially and x„ and »/„ the amounts distilled over in n-fractions. 

We get a-x n = ae~ l '‘ ,l f for first alcohol, 

b-y n = ber > '' nl for second alcohol, 
or a + b-[x ll + y„) = ae > 'i n f +6r A >"h 

The fraction of original alcohols left - 

]3‘ + ^ = a ,,, /+ J *,„/ 
o+ ati a+b 
a b 

write —, = to —; = n. 

a+b a+b 

m and n represent the ratio in which alcohols were present initially, and 
we have TO + » = 1, 

x n + ?/„ percentage of alcohol distilled over P„ 

~a + b = 100 lOO' 


We have then 


writing 


' p 

1 - | mtr^nf + «r >,n -h 
e' A >f=Cj and e 


if we write p / rt =per cent of 1st alcohol coming over in n-fractions, 
2nd „ „ » 


1^-'W 

100 1 


1 M 

1 ioo 2 ’ 


v'n\,j 1 /n\ 

'ioo/ y 1 ioo } 


or Pn = m p'n + n P’n- 

When a mixture of alcohols in dilute solution is distilled, each alcohol 


1 Amer. Chem. Joum., 1903, 30, 193. 

* Reilly and Hickinbottora, Proo. Boy. Dublin Hoc., 1921. 
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will distil at a rate independent of the other alcohols present but 
depending on its own concentration. 

The distillation constant (A) of several of the lower alcohols have 
been determined at constant volumes. 1 The experimental results are 
given in Table 111. 

It may be seen that the distillation constants of the alcohols increase 
in an approximately regular manner with an increase in the molecular 
weight. The influence of other impurities such as aldehyde, esters, etc., 
is not considered as the quantity of these present is much less than 
that of the higher alcohols. Their distillation constants, however, may 
be calculated from the ceofficient given in Table 111. 


Table 111 


Methyl Alcohol 

200 c.c. of the solution contained 9*0 grams methyl 

alcohol. 

Weight of distillate. 

Percentage of alcohol collected lit 
distillate. 

1 a 

- log 

V ll —x 

10'14 grams 

23-2 

0-0113 

20-01 „ 

40*5 

0-0113 

29-97 „ 

551 

0*0110 

50-55 „ 

72*8 

0-0112 

200 c.c. s 

Ethyl Alcohol 

olution contained 1*62 grams ethyl ale 

)hol. 

10*52 grams 

41-7 

0-0222 

21*17 „ 

04*4 

0-0211 

31-38 „ 

77*3 

0-0205 

41-74 „ 

84*0 

0-0191 

62-22 „ 

88-4 

0*0179 

200 c.c. ol 

solution contained 9*02 grams ethyl a; 

cohol. 

9*71 grams 

32-1 

0-0173 

19-51 „ 

55-1 

0-0178 

29-65 „ 

72-2 

0-0187 

39-36 „ 

82-2 

0-0190 

49-31 „ 

88*1 

0-0187 

59-29 „ 

91-0 

0-0176 

Alcohol. 

n-propvl alcohol 
n-butyl „ 

Concentration In grams of solute per 

1100 c.c. of solution. 

6-0 

0-026 

9-7 

0-030 . 

iso-butyl „ 

6-9 

0-047 

seo-butyl „ 

6-6 

0*050 

iso-amyl „ 

4-3 

0 053 


The value 1 log , as will be seen from p. 290, is equal to ^ and 

V d — X pV 


1 Reilly and Hickinbottom, Proc. Royal Dublin Soc., 1921. 
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if is assumed to be constant log ° is inversely proportional to the 
p V (l —X 

initial volume of liquid in distilling vessel. This value varies also to 
a small extent with the concentration of the liquid distilled and, there¬ 
fore, in specifying distillation constants of the above type it is necessary 
to specify the initial volume of liquid distilled and also its concentration. 

As will be seen from Table 111 the distillation constant (A) for ethyl 
alcohol is lower than the corresponding constants for the higher alcohols. 
In the case oT fermented wash the higher alcohols present (fusel oil) will 
correspond mainly to a mixture of iso-amyl alcohol with smaller quan¬ 
tities of iso-butyl and other alcohols. The total quantity of fusel oil 
present is small compared with the ethyl alc'ohol content (1: 20). It is 
evident that in the distillation of.fermented wash the fusel oil will 
tend to concentrate in the first fractions of the distillate. From the 
value of the distillation constants a table can be made for any known 
mixture of ethyl alcohol and fusel oil, which will show the extent of the 
separation of the alcohols in the various fractions of the distillate. The 
presence of other impurities such as esters will influence these results. 

Removal of By-products by Rectification.— Ab the means 
adopted for the removal of volatile by-products in discontinuous rectifi¬ 
cation differ from those employed in continuous rectification the two 
cases will be considered separately. 

Discontinuous Rectification. — The still is charged with raw 
spirit at about 38 per cent by weight, for it is more difficult to eliminate 
the impurities from very concentrated alcohol. 

The raw spirit contains organic acids which react with the various 
alcohols present to produce esters. This action is more pronounced in 
discontinuous rectification, for in this case the acids remain in contact 
with concentrated alcohol for a longer time than when the rectification 
is continuous. It is therefore desirable to neutralise the acidB by the 
addition of caustic soda. . 

The raw spirit must, however, not be completely neutralised for then 
amines may be evolved which will give an unpleasant smell to the alcohol. 

Behaviour of various Impurities during the Rectification. 

—Impurities for which K' is very high, such as ethyl formate, methyl 
acetate, ethyl acetate (see Fig. 102), will tend to pass over in the first 
runnings. 

For a reason which will be explained later the concentration of the 
ethyl alcohol on the plates of the rectifying column is allowed to attain 
its maximum before the collection of the “ first runnings ” is started. 

In these circumstances impurities such as those we are considering 
are easily eliminated from the still, but their separation from the con¬ 
centrated alcohol on the upper plates of the column is much more 
difficult. The result is that the distillate will continue to be con¬ 
taminated by such impurities for a considerable time. The same 
difficulties occur but in a more aggravated form with such substances as 
ethyl iso-butyrate. For this substance K'<= 1 when the alcoholic 



294 


DISTILLATION PRINCIPLES AND PROCESSES 


CHAP. 


strength is 89'7 per cent by weight, so that this impurity will tend to 
collect near the plate containing alcohol of this concentration. This 
point is dangerously near the level at which the finished product is run 
off, so that the continuous contamination of the distillate is very 
probable. 

The contamination of the finished spirit by head products is pre¬ 
vented to a considerable extent by running off the ethyl alcohol from a 
point a few plates below the top of the column. The head products 
mixed with ethyl alcohol pass to the top of the column and enter the 
condenser. The major part of this mixture is condensed and returned 
to the top plate of the column, but a small portion rich in head products 
passes uncondensed through the condenser, and is collected separately. 
By this process, which was first employed by Barbet, and called by him 
“ Pasteurisation,” the ethyl alcohol obtained is freed from head products 
to a very considerable extent. 

Impurities such as amyl alcohol, for which K' is low, arc retained in 
the still or lower parts of the column as long as possible. Completely to 
prevent amyl alcohol from passing over into the distillate, it is necessary 
to maintain a very high concentration of ethyl alcohol on the upper 
plates of the column, and the alcoholic content of the distillate should be 
not less than 93-8 per cent by weight. For this purpose a very large 
number of plates are required in the column. 

As amyl alcohol is the principal volatile impurity it is important to 
retain it effectively from the start of the rectification. The alcoholic 
strength on the plates is therefore raised to a high point before the 
first runnings arc collected, so as to prevent the amyl alcohol from 
mounting to the upper part of the column and contaminating the 
finished product. 

The amyl alcohol will be present in greatest concentration near the 
point in the column at which the ethyl alcohol strength is 33-4 per cent 
by weight, and A" = l. Towards the end of the rectification, as the 
amount of ethyl alcohol remaining in the still‘decreases, the point at 
which the alcoholic strength is 33-4 per cent by weight will gradually 
rise in the column and the distillate will become more and more con¬ 
taminated with amyl alcohol. 

The danger of amyl alcohol passing over into the distillate increases 
as the rectification proceeds ; for as the alcoholic strength of the liquid 
in the -still decreases the' proportion of the total amyl alcohol contained 
in the column increases owing to the rise of K' with the fall of the 
alcoholic strength in the still. 

Impurities such as iso-amyl acetate, iso-butyl alcohol, and propyl 
alcohol behave in a similar manner to amyl alcohol, but as they tend to 
collect at points in the column where the alcoholic strength is 62 ’5 to 
73'5 per cent by weight, they are more difficult to retain than amyl 
alcohol. 

“ The distillation of a mixture of three constituents and the con¬ 
tinuous separation of these in different phases have recently been 
investigated by Gay. 1 Formulae have been worked out for calculating 
1 Chim. el hut., 1920, 4, 738-748; J. Chen. Sx„ A. 1921. 120, ii. 83. 
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the composition of the different phases, and rules established concern¬ 
ing the minimum and maximum heat compatible with the correct 
operation of the fractionating and rectifying column. 

Continuous Rectification. — The raw spirit to be rectified is 
supplied to the still with alcoholic content of 33-4 per cent to 38 per 
cent by weight. In this case it is not found necessary to neutralise the 
liquid before rectification, as the acids are largely removed in the pre¬ 
liminary purification, and therefore do not remain for long periods in 
contact with the concentrated alcohol. 

The raw spirit is supplied at a point near the top of a column similar 
in principle to the wash column of a continuous still, steam being 
admitted near the base. 

The head products tend to pass away from the upper part of the 
column mixed with some ethyl alcohol. To free them as far as poBBible 
from the latter, a few plates are placed above the feed plate. 

The distillate leaving the top of the column is rich in head products 
for which A''>1. The raw alcohol flows down the column, being pro¬ 
gressively freed from head products, and finally leaves the base of the 
column with a greatly reduced content of head products, but with its 
content of ethyl alcchol-and higher alcohols almost unchanged. 

This preliminary purification is in general only efficient for the 
removal of substances for which K' is considerably over 1 at the greatest 
alcoholic strength which exists in the purifying column. 

The less volatile by-products are best removed in the final rectifying 
column. 

The partially purified alcohol is then supplied to a point near the 
base of a rectifying column, in which it is caused to boil by steam 
introduced below' the supply plate. ■ The distribution of the various 
constituents of the mixtures takes place as in the column of a dis¬ 
continuous rectifying still. 

But in this case tig! composition of vapour and liquid at any point 
in the column remains constant throughout the rectification. This is 
very important, as the various constituents can be run of! continuously 
from the points in the column at which they accumulate. In the dis¬ 
continuous still this is not generally possible, or is very much more 
difficult to control, as these points are continually changing as the recti¬ 
fication proceeds. 

The remaining head products (mixed with a certain proportion of 
ethyl alcohol) pass continuously uncondensed through the condenser at 
the top of the column. The ethyl alcohol is run off from a plate some¬ 
what lower down. 

Impurities such as iso-amyl acetate, iso-butyl alcohol, and propyl 
alcohol are continuously run off from the point in the column where the 
alcoholic strength is about 68 to 73-5 per cent by weight. Amyl alcohol 
is run off from a point at which the alcoholic strength is 33-4 per cent 
by weight. 

The withdrawal of these two classes of by-products is not begun 
until they have had time to accumulate to a considerable extent. This 
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is generally not the case until the still has been running for about two 
days. But it is not advisable to allow them to accumulate beyond a 
certain point for fear of contaminating the finished spirit. For this 
reason the mixtures withdrawn always contain much ethyl alcohol and 
have to be fractionated separately, or, if the impurity is only slightly 
soluble in water, they may be purified by washing with water and 
decantation. 

A comparison of the two methods of rectification just described 
shows that the fixed conditions of the continuous process cqmbined with 
the preliminary purification of the dilute spirit renders the removal of 
the volatile by-products much easier and more efficient—the head pro¬ 
ducts being largely removed under the most favourable conditions, and 
the higher alcohols and other less volatile impurities being continu¬ 
ously prevented from mounting to the point in the column from which 
the finished spirit is withdrawn. 



CHAPTER XXVIII 


STILLS AND DISTILLATION IN PltACTIOE 


Discontinuous Distillation.—The Pot Still (Fig. 103).—In the 
earliest types of plant the two processes of distillation and rectification 
were carried out in the same vessel, the latter process being very incom¬ 
pletely effected. A certain volume of the fermented wash was boiled 
in a largo kettle and the vapour so produced led directly to a condenser 
without passing through any rectifying apparatus. The distillate was 
then again distilled, and this process had to he repeated several times 
before strong alcohol was produced. To remove aldehydes and higher 
alcohols the distillate from the final distillation was collected in three 
fractions. The first, called “ foreshots,” contained, beside.'- some ethyl 
alcohol, most of the aldehydes and esters. The middle fraction con¬ 
tained most of the 
ethyl alcohol, and 
the third (feints) 
contained a large 
percentage of the 
higher alcohols. 

The plant was 
simple, but the pro¬ 
cess was very un¬ 
economical both in 
time and materials, 
and the finished 
alcohol still con¬ 
tained a consider¬ 
able quantity of 
aldehydes and 
higher alcohols. 

In the manufac¬ 
ture of whisky, - 

1 l j MU. lUJ. 

brandy, and rum 

the presence of these by-products is to some extent desirable, as 
they produce characteristic tastes and odours. For this reason the 
distillation of these beverages is still sometimes carried out in the 
above manner in the so-called “ Pot Still.” Fig. 103 shows a fire- 
heated pot still. In the earliest form of pot still the neck was not 
so high as that shown in the figure. The object of lengthening the 
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neck was to prevent the liquid passing over into the condenser, as much 
frothing takes place in the still, and to produce an increased rectifying 
action. Many pot stills now in use in Scotland are fitted with “ puri¬ 
fiers,” which consist of circular vessels cooled by water, placed between 
the neck and condenser; the condensate produced by them flows back to 
the still. In some cases the “ purifier ” consists of a form of multitubular 
water-cooled dephlegmator. In Ireland the pot stills are much larger, 
up to 20,000 gallons capacity. The pipe connecting the top of the still 
with the condenser, called the “ Lyne Arm,” is from 30 to. 40 feet long 
and is surrounded by a trough through which passes water, the rate of 
flow of which can be regulated. A pipe from the end of the “ lyne arm ” 
furthest from the still serves to return the liquid condensed in the lyne 
arm to the still. Similar return pipes are sometimes fitted between the 
cooling coil and the still. The rate of flow of liquid through these 
return pipes can be controlled by taps. The point at which the lyne 
arm enters the condenser is frequently 35 to 40 feet above the top of 
the still. It is obvious that rectification of the distillate must take 
place to a considerable extent in such a lyne arm. 

In Scotland the process of distillation is carried out in two stages. 
The wash, to which soap is often added, principally to prevent 
frothing, is distilled in the wash still. One fraction only is collected. 
The distillation is stopped when the hydrometer shows that the 
distillate no longer contains alcohol. The residue in the still is run 
to waste. 

The distillate is transferred to a second still, called the “ low wines ” 
still, and redistilled. In this case three fractions are collected, (1) Fore¬ 
shots, (2) Whisky, (3) Feints. The collection of the last fraction ceases 
when the distillate no longer contains alcohol as shown by the hydro¬ 
meter. The residue in the still is run to waste. 

The point at which to begin collecting a new fraction can be judged 
from the alcoholic strength of the distillate and from the presence or 
absence of turbidity on adding water to a sample of the distillate. But 
the decision depends largely on the experience and judgment of the 
distiller. The first and third fractions are mixed together and added 
to a subsequent charge in the low wines still, or they may preferably 
be treated separately. The strength of the middle fraction is about 
60 per cent by weight. In Ireland three stills are generally used 
and the distillate is collected in a larger number of fractions. The 
strength of the whisky fraction in this case is about 80 per cent by 
weight. 1 

The alcoholic strength of the middle or whisky fraction will have a 
marked effect on its content of impurities. As already stated certain 
volatile impurities tend to accumulate at a point in the still at. which 
the alcoholic content is from 68 to 73-5 per cent by weight. If the 
distillate be only raised to a strength of 60 per cent a large part of 
these substances will pass over into the distillate. But at a strength 
of Slightly over 80 they will be condensed to a considerable extent 
in the lyne arm, and returned to the still. 

1 P. Schidrowitz, 1906, p. 496. 
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The coefficients of purification of the other impurities vary with 
the content of ethyl alcohol in the mixture. So that the amount of 
these in the whisky will also depend to some extent on the alcoholic 
strength at which the foreshots and whisky fractions are collected. 

To prevent amyl alcohol from passing over too freely in the whisky 
fraction, the alcoholic 
content of the distillate 
is raised to a high point 
before any distillate is 
collected. When this is 
the case the separation 
of the aldehyde and esters* 
will be more difficult. 

These substances will not 
be completely eliminated 
at the end of the fore¬ 
shots fraction and will 
contaminate the whisky 
fraction to some ex¬ 
tent. 

The character of the 
whisky produced will 
therefore depend upon 
the amount and nature 
of the impurities present 
in the raw spirit and on 
the methods of controll¬ 
ing the distillation. 

Discontinuous Rec¬ 
tifying Stills. — The 

alcohol produced by the 
stills so far described is 
not sufficiently pure for 
many purposes. To pro¬ 
duce highly concentrated 
alcohol containing only 
traces of volatile impuri¬ 
ties a still with a very rlu 

efficient fractionating A . R.«(yiu«nj™i>. f. n> ™ryi»* u«*n- 

“ . , ° B. li, th. *phl.sr.mtor 

column IS required. rlfi- <•* ('oh<t«ni*r for flnlaliud spirit. to the condenser. 

, . * Vapom pipe. O. T< »t «1 *m. 

104diagrammatically k. ' le,,hk '® mit,,r ”• JSw J5w 1 

shows one of these stills. 

The various types of plates in these columns are described under 
continuous rectification. The plate with bells is most frequently^ 
employed. 

Tests of the efficiency of the various forms of plates have been earned 
out by Barbet and others. It is difficult to make a just comparison 
between them as varying conditions of working so greatly affect the 
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results obtained. The plates with improved type of bells and directed 
flow appear to give as good results as any. 

The number of plates in the column is very considerable. Table 112, 
taken from Sorel, Rectification de I’alcool, 1895, p. 55, shows the alcoholic 
content in volume per cent of the liquid on the plates of a discontinuous 
rectifying column. It will he noticed that there are a very large number 
of plates on which the alcoholic strength is over 95 per cent by volume. 

The object of this, as already explained, is to keep amyl alcohol (and 
other by-products which behave similarly) from passing over with the 
distillate until as late a stage of the distillation as possible. 

The details of the stills and columns vary greatly in practice, as do 
also the number of fraction* collected and the degree of purity obtained. 


Table 112 

Alcoholic content of liquid on plates of a rectifying column at the middle 
of the distillation. 


Number of plate 

Alcohol. Volume 

Number of plate 

Alcohol. Volume 

from bottom. 

per cent. 

from bottom. 

per cent. 

49 

96-3 

19 

94 

a 

95-9 

14 

93 

:m 

95-0 

9 

92 

34 

95-3 

4 

87-5 

29 

95 

Still 

33-6 

24 

94-6 




Continuous Distillation. — The simple pot still does not 
economically deal with large volumes of wash. Stills were therefore 
designed which could be continuously supplied with wash. 

Fig. 105 gives a diagrammatic representation of one of the earliest 
of these stills, introduced by Pistorius. 

The wash is run from the pipe a into the Heater (economiser) A, 
thence by the pipe bb into B, and finally into c through the pipe c ; 
A and n are then filled with wash. The still c is heated either by a 
furnace, as shown in the diagram, or by steam, the wash being con¬ 
stantly stirred by a chain. The weak alcoholic vapours pass through 
the pipe d into the second heater b, where they condense and heat 
the wash to the boiling point, the waste heat from the furnace being 
also utilised. The stronger vapours from b now pass by the pipe ee' 
into the outer chamber of a (where more weak alcohol is condensed and 
flows hack by the pipe d into b) then up through the narrow passage 
ff into the dephlegmator a, shown on an enlarged scale below. After 
passing through two or more of these dephlegmators the strong alcoholic 
vapour reaches the condenser by the pipe h. The plan adopted here 
of passing the vapour evolved in one still into liquid in a second, led to 
the gradual evolution of the modern type of plate column which effects 
the concentration of the spirit by exactly the same principle differently 
applied. 

One oi the fast efficient continuous Btiiis with plate columns to be 
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employed in England was that designed by /Eneas Coffey in 1831, and 
stills of this type are still largely used to this day (see Fig, 121). The 
wash is distilled in one column called the analyser and the vapour so 
produced is led to a second column called the rectifier, in which the 
majority of the water and fermentation by-products are removed. 
This arrangement has formed the basis for most of the continuous stills 




no. 106. 


used at the present day, all of which have some form of analysing or 
boiling column combined with a rectifying column. Before describing 
some modem stills an account will be given of the essential parts of 
various types of distilling or boiling and rectifying columns. 

Distilling or Wash Columns.— The continuous boiling of the 
wash is carried out in a variety of ways, all of which have this in common, 
that the wash Aowb down some kind of column and meets a rising 
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current of steam. By this means the wash is freed from the volatile 
products of fermentation, and-flows away from the base of the column 
as “ spent wash.” 

The methods adopted fall under two heads 

(1) A. Plate columns. 

B. Sloping columns. 

(2) Full columns. 

Plate columns aim at bringing every part of the wash to be distilled 
into intimate contact with the vapour by causing it to’flow over a 
number of plates in a shallow stream through which the vapour is forced 
to bubble. They are more efficient in carrying this out than the full 
column, but are more difficult to regulate when using thick wash. The 
sloping column is an attempt to unite the advantages of both types when 
distilling thick wash. The wash supplied to the boiling column is 
generally already heated to a fairly high temperature by heat exchange 
with the spent wash leaving the base of the wash column, or by its 
use in place of cold water*in the condenser or rectifying column. A 
considerable saving of fuel is thus effected. 

1. Various Types of Plate Columns.—Perforated Plates.— In 

Coffey’s still the boiling column or analyser 
consists of a series of copper plates arranged 
horizontally at intervals of 9 inches (Fig. 106). 
(In all plate columns it is most important to 
have the plates absolutely level so as to 
maintain an equal depth of liquid all over 
the plate.) The plates are perforated with 
holes arranged 1 inch apart. The number of 
plates is about 20 to 24. Through each plate 
(see Fig. 106) passes a copper pipe, the upper 
end of which stands about 1 inch above the 
perforated plate. Thedower end of the pipe 
dips into a small pan placed on the plate below. Every plate is provided 
with simple safety valves (shown in the figure) to prevent excess of 
pressure being set up between any pair of plates owing to blocking up 
of perforations or sudden increase of steam supply to the boiling 
column. The action of these plates can be followed by reference to the 
illustration of Coffey’s still (Fig. 121). 

The wash, previously heated by passage (in the wash pipe) through 
the rectifying column, flows on to the top plate of the wash column, and 
passes by a zig-zag course from plate to plate by the drop or overflow 
pipes, a depth of about 1 inch of the liquid being maintained on each 
plate. The wash in its descent meets steam which is introduced at the 
base of the column. The vapour produced rises through the perfora¬ 
tions and bubbles through the liquid on the plates. The pressure of 
steam is sufficient to prevent the liquid flowing down through the 
perforations. But if the necessary pressure is not maintained the liquid 
on the plates will flow down through the perforations and the charge of 
the column be lost; this disadvantage is avoided with the type of plates 


.T-T—' 

'T--T— 

-J" 

■-[-—, 



xxvni 


STILLS AND DISTILLATION IN PRACTICE 


303 


described subsequently, which do not empty themselves if by accident 
the pressure is allowed to fall too low. The liquid to be distilled is 
brought into very intimate contact with the vapour, and a very efficient 
separation of the volatile products of fermentation is produced. The 
spent wash which leaves the base of the column by a syphon pipe is 
practically free from alcohol. The dimensions of the syphon deter¬ 
mine the maximum pressure in the column. This type of plate 
works well with thin and moderately thick wash, but would tend to 
become choked by very thick wash such as is used in some foreign 
distilleries. The chief objection to these plates is that the per¬ 
forations are gradually enlarged by the passage of the vapours, and 
when they become inconveniently large ihe whole plate has to be 
replaced, which necessitates the complete dismantling of the boiling 
column. 

Plates with Bells. —In another form of boiling column the liquid flows 
from plate to plate by means of reflux tul*s similar to those in Coffey’s 
still. A slightly greater depth of liquid is main¬ 
tained on each plate, but not in this case by the 
pressure of the ascending vapours. 'The perfora¬ 
tions in the plates are replaced by a compara¬ 
tively small number of larger holes, each of 
which is covered with the arrangement shown 
diagrammatically in Fig. 107. The vapour passes 
through the central pipe a (Fig. 107) (the upper 
rim of which is above the surface of liquid on 
the plate) and is forced to bubble through the 
liquid on the plate by the bell n. The depth 
of liquid is determined by the height to which 
the top of the drop or overflow pipe c rises 
above the plate. The depth of liquid through 
which the vapour bubbles is determined by the 
difference of level between the rim of the bell n 
and the top of the overflow pipe c. Fig. 108 shows the arrangement 
of bells on the plate. Fig. 109 represents a form of bell designed by 



C 


Fia. 107. 



Barbet. The slits on the side tend to break up the vapour as it 
enters the liquid. Fig. 110 shows a bell designed for use with thick 
wash; the conical form is intended to prevent the deposit of solid 
matter from the wash. The efficiency of this form of plate depends 




304 


DISTILLATION PRINCIPLES AND PROCESSES 


CHAP. 


on the proper arrangement of these holes and bells over the surface 
of the plates. They must be arranged so as to cause the wash to 



Fio. im. 


flow evenly all over the plate. 

When properly designed this type 
of plate does not get blocked even by 
thick wash, and has the advantage 
over the perforated plates that the 
bells can be replaced one by one 
without dismantling the column when 
the slit becomes worn out. The liquid 
remains on the plate if by chance the 
pressure falls too low. 


Sloping Columns. —Fig. 111 shows the Guillaume Inclined Column. 



This apparatus is constructed of an upper and lower part which can be 
easily separated for cleaning purposes. The lower half is fitted with 
upstanding baffle plates d, which alternately stop short of either side. 
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The wash which enters at the top by pipe 1 follows a zigzag course down 
the column as shown by the arrow. The rate of flow is regulated by a 
valve at a , and the spent wash leaves the column by b. The upper 
half is provided with depending baffle plates (3) extending across the 
whole width of the column. 

Steam enters the base of the column by pipe 2. On its way up the 
column the steam must pass under each of the depending bailie plates 
(3) attached to the upper half of the column. In so doing it bubbles 
through the dpwn-flowing wash, carrying with it all the volatile products 
of the fermentation. 

This column is said to work very well with thick wash, and a more 
even flow of the liquid is obtained than in tjje ordinary plate column. 
This is important, as it means more complete removal of the volatile 
products. Blocking of any part of the passage is not likely to occur; 
it has also the advantage of being more compact and less lofty than some 
of the other forms of boiling columns. The top of this column being 
so low enables the condensate from the base of the rectifying column 
to flow back into it by gravity. With a high boiling column, this can 
only be attained by having an unduly high building. 

2. The Full Column.— The “ full column ” is completely filled with 
wash. The wash which enters at the top and flows away at the base is 
made to circulate by a large number of baffle plates arranged in the 
column as shown in Fig. 127, d. Steam enters at the base. It is not so 
efficient as the plate type of column, as it is impossible to effect so 
thorough a mixture of the vapour and liquid, but it is not so liable 
to blockage when thick wash is being used. 

Preheaters. —Before entering the boiling column the fermented 
wash is subjected to a preliminary heating in some form of heat 
exchanger. The wash may either be used as a substitute for cold water 
in the condenser, dephlegmator, or rectifying column, as in Coffey’s 
still, or a special vessel may be constructed in which a heat exchange 
takes place between the hot ftpent wash and the cold wash to be dis¬ 
tilled. The former method has the advantage of compactness and 
economy of design. No extra apparatus is required, but it may not 
be practicable when very thick wash is used. It should be noted here 
that the arrangement adopted in Coffey’s still for preheating the wash 
is not the ideal one from the point of view of economy of rectifi¬ 
cation. 

Theoretically the best arrangement is to have one dephlegmator at 
the top of the rectifying column so that every plate of the rectifier has 
the full benefit of the maximum volume of the condensate. If part of 
the condensate is produced at points lower down the column the 
efficiency of the rectifier is diminished (see p. 273). However, the 
most vigorous condensation must take, place at the top where the 
wash is cold. When the wash has become fairly hot the amount of 
condensation, of head products and ethyl alcohol must be greatly 
diminished. 

For thick wash the preheater must be specially designed to prevent 

x 
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the deposit of solid matter from the wash and to facilitate cleaning 
and the removal of obstructions should any be formed. Whatever 
system of distillation be adopted, a large amount of heat is always 
wasted unless it be utilised for some purpose external to the dis¬ 
tillation. 

Rectification— In the earliest types of still the concentration of 
the alcohol was effected by repeated fractionation. In a discontinuous 
apparatus this was a slow and wasteful process. The distillation and 
rectification are now in the majority of cases carried out by continuous 
processes. But the final rectification is frequently carried out in a 
discontinuous still, in some systems the continuous distillation is 
independent of the continuous rectification; in others the two processes 
are combined and carried out simultaneously. In the former the vapour 
produced by distillation is condensed and the liquid so produced is fed 
to an independent rectifying plant. In the latter the alcoholic vapour 
produced by distillation is Jed directly into a rectifying apparatus. The 
latter is evidently more economical of heat.* The process of rectification 
is essentially the same in both cases. The number of plates required 
in the rectifying column to obtain spirit of a certain strength depends on 
(1) the alcoholic content of the wash, (2) the strength of the alcoholic 
vapour supplied by the boiling column, (3) the amount of liquid refluxed 
by the dephleginator. Ceteris paribus, the larger the number of plates 
the less the amount of dcphlegmation required and the smaller the 
consumption of steam by the still. 

Rectifying Columns- The various methods adopted, though 
they differ greatly in details, all make use of one or more fractionating 

columns, from which the fractions 
to be collected are drawn off simul¬ 
taneously. The columns used may 
be classified, as in the case of the 
wash columns, under the following 
types: 

]. Plate Columns, 

2. Sloping Columns. 

3. Film Columns. 

4. Spraying Columns. 

1. Plate Columns.— The two 

types already described under wash 
columns are frequently employed 
for rectifying columns. 

Both types give good results, but 
the plates with perforations (Fig. 
106) have the disadvantage that the 
vapour rising through the perfora¬ 
tions tends to carry small drops 
of liquid with it on to the plate 
above. This objection is overcome by the construction shown in 
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Pig. 107. In tins case the vapour passes horizontally into the 
liquid on the plate, and splashing up of liquid on to the plate above 
is reduced. 

In some cases the flow of liquid on the plate is directed by baffles 
so as to ensure an even distribution and mixture with the rising vapour. 
To this class of plate belong those designed by Egrot, Fig. 112. Tables 
106 and 107 show the number of plates required under various working 
conditions. 

2. Sloping Column. —The sloping column already described may 
also be used for rectifying purposes. 

• 

3. Pilm Columns. —Ilges has made use of towers packed with 
gloss balls as rectifying columns. As pointed out by Tungay, 1 the 
nature and arrangement of materials used for packing such towers is 
of importance. The packing should be composed of units of regular 
form. There should be a large free space compared with the total 
volume of the column filled. The packing should not be acted on by 
the vapours in contact with it and should 
not be brittle. Direct free passage of 
the vapour should be avoided. Continual 
change of velocity of the vapours should 
be produced so as to effect thorough 
mixing. 

These objects are well attained by 
Raschig rings (see Fig. 113). These 
consist of thin sheet-iron rings, 1 inch 
in diameter and 1 inch long. They are 
arranged promiscuously, and give a 
scrubbing surface of 200 square metres 
per' cubic metre of space filled. The free space is also large, amount¬ 
ing to about 90 per cent of the total space filled. Lessing’s rings 
(Fig. 113a) give an even larger scrubbing surface. 

4. Spraying Columns.— A form of spraying column has been 
designed by Egrot, E.P. 3561, 1903, and is shown in Fig. 114. 

Another type of spraying column has been invented by Dr. K. 
Kubierschky, E.P. 15300 ; 1913. Shown in Fig. 115. 

The column is divided into separate chambers by strainers 
30, 31, which allow the trickling liquid to pass down, but do not 
allow the gases to rise. The sieves 30, 31 are arranged alternately. 
The sieves 30 carry axially disposed tubes 32, which lead from the 
lower strainer 31, namely the base of the lower compartment, to the 
top of the compartment above, that is to say, to the next sieve 31 
above. 

The sieves 30 are arranged in annular sleeves 33, which allow an 
annular channel 36 to be mounted between themselves and the casing 



Chemical Age, 21.6.19, p. 11. 
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of the column apparatus, so that said annular channel leads from one 
sieve 30, that is, from the base of one compartment, to the next sieve, 
and consequently to the top of the 
next compartment. Steam and 
vapours entering the lowest tube 32 
pass, owing to the arrangement of 
the central tube 32 and the sleeves 
33, in the direction indicated by the 
arrows. It will be obvious that 
in the several compartments the 
vapours will descend with the down¬ 
ward trickling liquid and will be 
forced on the bottom of each com- 




FlO. 114. 

partment towards 
the column casing 
by vapours follow¬ 
ing. The vapours 
then ascend through 
the annular channel 
to the top of the 

/■—s I I next compartment, to then again pass down in 

(/ | | the same direction as the trickling liquid to the 

base of the compartment and thence through 
the centrally arranged pipe 32 to the top of the 
next compartment. 

It is stated by S. J. Tungay, 1 that this type 
of still was used by Messrs, E. Merck of Darm¬ 
stadt for the distillation of alcohol, and that 
good results were obtained. 

The vapour is compelled to pass from a 
point low down in each chamber to the chamber above. Vapour 
rich in alcohol and having a higher density than the steam is supposed 
to collect in the lower part of each chamber. By drawing the vapour 

* Chemical Agt. 21.6.10, p. 11. 
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from the lowest possible point, a more rapid concentration of the 
alcoholic vapours in the column is said to be effected. But with the 
turbulent motion in each section, differences of density would 
probably have very little influence. 

Dephlegmation or Partial Condensation of the Vapour — 

The fractionating columns used for the purification of alcohol on the 
manufacturing scale are so large that they cannot depend, as many 
laboratory cplumns do, on the cooling effect of the surrounding air to 
provide the necessary condensed liquid on the plates. The necessary 
condensation is generally provided either, as in Coffey’s still, by causing 
the cold fermented wash to flow in a pipe ( running in a zigzag course 
over every plate of the rectifying column, or, as in most of the French 
and German stills, by means of a de- 
phlegmator placed so that the liquid 
condensed flows back to the top of the 
rectifying column. Theoretically the latter* 
arrangement, from tiie point of view of 
fractionation, is the most efficient and 
economical (see p. 273). 

The construction of and effect produced 
by the dephlegmator have already been 
considered (see p. 272). 

If the fractionating column is efficient, 
the form most frequently employed con¬ 
sists of a simple multitubular condenser. 

The cooling liquid passes through the 
tubes and the vapour between them. 

The condensate is returned to the top 
plate of the column and the uncondensed 
vapour passes to the cooler. 

If it be desired to reduce the height 
of the column, some form of •dephlegmator 
is employed which exercises a certain rec¬ 
tifying action on the vapour entering it 
from the column. Fig. 116 represents 
Verchow’s dephlegmator. The wash to be distilled enters at a and 
follows a spiral course down the annular space h. It flows away by 
B to the wash column. 

The vapour from the column enters at c and passes up the annular 
space o, where it is partially condensed owing to the presence of the 
cold wash on the other side of the plate K. 

The uncondensed vapour passes into the vessel M, which is entirely 
surrounded by water, which also completely fills the space s, s, s. 
Part of the vapour entering m is condensed and returns to c by the 
pipe c'; the uncondensed vapour passes out of the dephlegmator by » 
and is conveyed by means of a pipe to a condenser. 

Control of Continuous Stills.— To obtain final products of 
cqpstant composition from continuous stills it is most important to 
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keep a very steady flow of steam and wash to the still and of finished 
products from the rectifiers. 

Control of Wash Supply to the Still. —The wash flows from 
a reservoir to the regulator shown on Fig. 117. This works by means 
of a float a, which rises with the level of wash in the regulator and 
automatically closes the valve v when a certain level of liquid is reached 
in the regulator. When the level of the liquid falls, the valve falls open 
' again by its own weight. 

Regulation of Steam Supply to the Still— The steam 
supply to the still is automatically regulated as the pressure near the 
base of the rectifying coldmn rises or falls. This is effected by the 




apparatus shown in Fig. 118. The chamber a is filled with water to the 
level of the outlet cock v. 

The pipe r is connected to the base of the rectifying column, so that 
whatever pressure exists there will be transmitted to the chamber a. 
Increasing pressure forces the water in a up the pipe p into the chamber 
B, causing the copper float c to rise and gradually close the steam 
valve v which controls the steam supply to the boiling column. 
Decreasing pressure allows water to flow down again into the chamber 
A, the float to fall and the steam valve to open. The weight w ensures 
the falling back of the float when the water sinks. 'Valve d is set so as 
to adjust the amount of liquid in a. The overflow containing some 
alcohol from the vapour entering at r is returned by e to the boiling 
column. The working pressure can be varied by opening x or y. 
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Regulation of Rate of Outflow of Finished Products from 
the Rectifying Column. —Fig. 119 represents a test glass which will 
measure the rate of flow of the finished product and enable the flow to 
be regulated to the desired rate. 

The glass vessel f contains a known volume of liquid measured from 
the point a to the point b. 

To test the rate of flow the vessel is emptied to a by opening the 
cock d. The latter is then closed and the time 
taken for the liquid to reach b is noted. The pro¬ 
cess is repeated and the flow is adjusted by the 
cock c until the desired rate is obtained. The 
coek d is then partly opened. When the level 
of liquid in f is steady, this level is noted on the 
scale e and maintained constant. 

Fig. 120 shows an arrangement devised by Barbet. 
and often employed on French stills. The even 
running of the still is controlled by tlfc means 
already described. 

The vapour leaving the top of the column a 
passes into the condenser F, and is partially con¬ 
densed. The condensate is returned to the top plate of the column at n. 

The uncondensed vapour passes on to F, in which it is completely 




condensed. 

Finished spirit is run off from 
about the third plate from the 
top of the column, and is cooled 
in o. The rate of flow is regu¬ 
lated at the test glass p. 

The liquid condensed in F 
flows to the test glass t. The 
rate of flow at t is fixed in a 
certain relation to that at p. 
In practice the flow at r is 
often fixed at 95 per cent, and 
the flow at t at 5 per cent of 
the total flow from both points. 
Should the condenser E fail to 
condense enough of the vapour 
passing through it, owing to 
irregularity of supply of the 
cooling water, the excess of un¬ 
condensed vapour will be con¬ 
densed in f, which is always 


Fra. 120. 


supplied with an excess of 


cooling water, and will he returned by pipe r, together with the con¬ 
densate from e, to the top plate of the column. 

The liquid drawn off at t is rich in head products. It has been 
found that the alcohol drawn off from the third plate from the top of 


the column contains a much smaller proportion of head products than 
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alcohol collected from the top of the column; and this is not surprising, 
for the condensers E and p together supply the whole of the condensate 
for the still. This liquid, which is often equivalent to 6 or 7 times the 
volume of finished spirit run of! through p, flows on to the'top plate of 
the column, where violent ebullition takes place. By this means the 
head products tend to be driven to the highest point in the still away 
from the point at which the finished spirit is drawn off. This process 
is called pasteurisation. 

By the use of two condensers in series the temperature of the major 
part of the condensate returned to the top of the column is more easily 
kept steady, by maintaining a steady temperature in condenser e. The 
second condenser F ensures,the complete condensation of the vapour 
entering it, but the low temperature of this small part of the condensate 
does not greatly affect the average temperature of the condensate 
returned to the column. Were only one condenser used it would be 
necessary to cool the whole condensate to a lower temperature so as to 
ensure complete condensatiofl. Any irregularity of supply of condenser 

water would have a 
much more harmful 
effect in upsetting the 
smooth working of the 
still. 

The specific gravity 
of the distillate and the 
temperatures registered 
at the base and top of 
the rectifying column 
are also useful checks 
in the proper running 
of the still. 

Coffey’s Still.— 
Description and method 
o! working . 1 —Wash is 
pumped from a reser¬ 
voir 3, Fig 121, up the 
pipe 5, and passes down 
the. zigzag pipe 5 (Col. 
II.), where it is heated by 
the ascending vapour; 
then up the pipe 5 into the highest section of the analyser, column I. It 
then descends from section to section through the drop pipes, and finally 
escapes by a trapped pipe 7, at a temperature of about 102° C. 

Steam is passed into the analyser by the pipe 4a, and causes the 
wash to boil, so that by the time it has reached the bottom it is free from 
alcohol. The ascending vapours pass through the perforations in the 
plates and bubble through the liquid on them, part of the aqueous 
vapour being thus condensed, and the descending wash heated. 

1 J. A. Nettleton, Manufacture of Spirit. 1893, pp. 133-145. 
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On reaching the top of the column the concentrated alcoholic vapour 
passes through pipe 8 into the base of the rectifier at 9, and then 
ascends through perforated plates similar to those in the analyser; the 
ascending vapour does not, however, meet wash in the rectifier, but 
spirit formed by partial condensation of the vapour. As the vapour 
ascends the rectifier it becomes richer in ethyl alcohol, and at a certain 
level in the rectifier an unperforated copper plate (“ the spirit plate ” 
or Dumb plate) 10 is fixed. In this plate, Fig. 122, a wide pipe or pipes 



Z are fixed which stand up about 1 inch above the plate ; through these 
pipes the vapour passes. Any liquid produced by the condensation of 
vapour in the column above this level flows from the spirit plate into 
the spirit pan which feeds the spirit pipe, from whence it is run to a 
condenser 11 (Fig. 121). As the level of the liquid rises in the spirit pan 
it overflows on to the perforated plates below. The flow of the finished 
spirit is controlled by a cock on the spirit pipe b, Fig. 122. The spirit so 
produced may contain as much as 94 per cent by weight of alcohol. It 
may also contain most of the aldehyde and esters and traces of the 
higher alcohols originally present in the fermented wash. The more 
volatile by-products may, however, be made to pass together with 
carbon dioxide away through pipe 14, Fig. 121. They may then be 
recovered by means of a condenser and gas scrubber. If very pure 
alcohol is required, the condensate from the top of the rectifying 
column must not be returned to the analyser, but must be collected 
and treated separately. The higher alcohols should also be drawn off 
from the point in the rectifying column at which they tend to accumu¬ 
late. But this is seldom done in England. The condensate from tho 
base of the rectifying 
column flows by pipe 15 
to the hot feints receiver 
15a, from which it is 
returned by the pump 
16, through pipe 17, to 
a point near the top of 
the analyser. ‘The usual 
way of removing the fusel 
oil is as follows. When 
shutting down the still the 
fusel oil drops with the 
charge from the plates of 
the rectifying column into the hot feints receiver. Subsequently 
water is added to the feints, from which the oil separates on cooling. 

Plates. —The plates in both analyser and rectifier are perforated as 



{jOuf/et 


FIG. 123.—Tho inlet is connected by a bend to the 
corresponding pipe on the plate above. The outlet to 
the corresponding pipe on the plate below. 
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already described. The arrangement of the wash pipes over the 
plates in the rectifier is shown in Fig. 123. 


Starting and Control o! Coffey’s Still.— To start the still, steam is 
turned on so as gradually to heat up first the analyser and then the 
rectifier. When the latter is warm enough, as shown by the tempera¬ 
ture at the level of the spirit plate, the. wash pump is started. After a 
time the rectifying column becomes charged with enough alcohol to 
begin running off. When running smoothly the steam pressure at the 
base of the analyser and at the upper part of the vapour pipe are kept 
as steady as possible. The actual pressures vary with the size and 
proportions of the still. Samples are continuously taken from— 

1. Vapour at the base of the analyser to test the exhaustion of wash. 

2. The vapour pipe from analyser to rectifier. 

3. The spirit plate. 

The running of the still is controlled by keeping the temperature 
correct at the spirit plate, ( and by the indications of the pressure 
already referred to, and by the strength of the samples. 


French Stills. — In France the rectification of alcohol has been 
brought to a very high pitch of perfection. Innumerable modifications 

in design of the stills have been intro¬ 
duced with the object of purifying the 
final product. 

Two types of distilling plant will be 
described. A large number of the 
stills in use are based on the same 
principles as those to be described, 
though the differences in detail are 
very numerous. For further details 
see Manlier, 1 and Messrs. Iigrot and 
Grange’s trade catalogue. 

Continuous Distillation Direct 
Rectification Plant.— Fig. 124 is a 
diagram of a still of this type. The 
wash to be distilled flows from A 
to the preheater u, where its tem¬ 
perature is raised by heat exchange 
with the spent wash. The preheated 
wash enters the vrash column c at H. 
From the rectifying column d, the 
pasteurised alcohol (see p. 311) is 
drawn off near the top, passing to f, 
and the head products pass to m. The 
amyl alcohol is removed at o. 

' Sometimes the wash column is 

placed by the side of the rectifying column. The procedure followed, 
and the results obtained, are very similar to those of the Coffey still. 



1 La Distillation fractionnte, 1917. 
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In some cases small subsidiary columns are provided to free the 
amyl alcohol and head products from ethyl alcohol. The latter is in 
this case returned to the main column. 

As already stated, the removal of the head products is more difficult 
to effect from concentrated than from dilute aqueous alcohol. If a more 
complete removal of these impurities is required, a purification of the 
alcohol before concentration in the rectifying column must be effected. 
The distilling plant now to be described is designed for this purpose. 

Continuous Distillation and Indirect Rectifying Plant.— 

The wash is first distilled in the still shown in Fig. 125. 

The wash to be distilled flows from the reservoir a through the pre¬ 
heater n, in which its temperature is raised by a heat exchange with the 
spent wash. It enters the column at o and flows down, meeting steam 



the column passes to the condensers i> and e, which supply the neces¬ 
sary condensate to the column. The distillate flows down to F. 

By this means spirit containing about 40 per cent of alcohol is 
obtained, which is then continuously rectified in a second still, Fig. 126. 

The spirit prepared in the previous operation flows from a to the 
preheater b, in which its temperature is raised by heat exchange with 
the exhausted liquid leaving the base of o. It then passes by the pipe 
c to a point t in the upper part of column d. At this point it is dis¬ 
charged on to a plate of the column, down which it flows, being subjected 
to a gentle ebullition. By this means it is gradually freed from head 
products which, together with some alcohol, tend to accumulate at the 
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top of the column. -The plates above t exercise a certain fractionating 
action by means of which the head products are freed to a considerable 
extent from alcohol and pass after partial condensation in N and q to 
the test glass e. 

The spirit, partially freed from head products but still containing 
most of the impurities of the amyl alcohol class, leaves the base of the 
column with a slightly reduced alcoholic content, owing to the unavoid¬ 
able loss of alcohol mixed with the head products at e. It passes by 
pipe m to the distilling column o. The vapour evolved in'G is rectified 
in h in the manner already described The finished alcohol is run off 
at k, and the oils from some point s near the base of the column. A 
further quantity of head products are run off by x to the test glass p. 
In some cases this part of the distillate is returned to the appropriate 
point in the column d, so as to avoid collecting two separate lots of head 
products. 



German Still. —Fig. 127 represents the Ilges continuous distilling 
and rectifying plant. 

The wash to be distilled flows from the reservoir a and regulator b 
through the tubular dephlegmator c to the wash column d. The wash 
flows down d, meeting steam which is introduced at x, and its rate of 
outflow is regulated by e, and its freedom from alcohol tested at f. 
The vapour from d enters the base of the column o, which is provided 
with an additional water-cooled dephlegmator ir. The column o is 
filled with porcelain balls. The liquid condensed at the base of U 
flows through the oil separator k to a small column l down which it 
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flows, and leaves the base of this column free from alcohol. The vapour 
evolvfed in the column l is returned to o. 

Samples of the liquid leaving the base of l are tested at a to see 
that they are free from alcohol. 

The vapour leaving the top of o consists of very strong alcohol 
freed from oils but still containing aldehyde and other head products. 
The removal of these is effected in the column n, which is packed with 
porcelain balls. The vapour on entering the column n iB heated by the 
steam coil o.. The head products tend to accumulate at the top of the 
column (near which a water-cooled dephiegmator is placed to supply 
the condensate necessary for the proper working of the column) and pass 
over to the condenser v and test glass z, having been freed as far as 
possible from alcohol. The condensate in the column flows downwards 
and is again submitted to a partial evaporation by the steam coil p. 
The liquid leaving the base of the column consists of purified alcohol. 
It is cooled in the condenser t. The rate of flow is regulated by the 
test glass w. • 

Fractionation op Fusel Oil Distillate 

A technical distillate from fusel oil, on fractionation on a laboratory 
scale with a Young 12 pear-bulb still-head, gave indications that it is 
capable of being resolved into fairly pure fractions of the individual 
compounds. One litre of it was therefore distilled from a glass flask 
fitted with a plain glass tube as still-head, 4 cm. in diameter by 140 cm. 
high, which was completely filled with Lessing contact rings made of 
copper ; approximately 4000 |-inch rings were employed. 


Table 113 

Fractionation of Fusel Oil Distillate with Lessing Contact Ring Still-head. 


Fraction 

Temperature. 

0 C. corr. 

Percentage 
bi vol. 
'Jmal. 

Percentage by 

Specific 

ltefractive 

No. 

vol. Fraction. 

gravity. 

e 

i. 

78-0-87A 

9-5 

9-5 - 

0-858 

1 -3714 

ii. 

87-4-88-0 

19-5 

10-0 

0-870 

1-3745 

m. 

88-H-89-0 

24-6 

,V1 

0-872 

1-3750 

IV. 

89-0-89-5 

40-9 

top layer 20*1 
water 2'2 

0-861 

1-3800 

V. 

89-5-107-2 

50*6 

3*7 

0-814 

1-3900 

VI. 

107-2-117-0 

58-2 

7-0 

0-808 

1-3921 

VII. 

117-0-130-0 

02-3 

41 

0-814 

1-4005 

VIII. 

130-0-131-0 

69-8 

75 

0-815 

1-4029 

IX. 

1310-131-4 

92-4 

22-6 

0-814 

1-4034 

X. 

steam distillate 

95-5 

3-1 

0-832 


XI. 

residue in flask 
loss 

98-6 

(100-0) 

31 

1-4 

0-822 



With a rate of distillation of 5 c.c. per minute, the results shown in 
Table 113 were obtained by Dr. Lessing, who kindly supplied the curves. 
The volume distilled was observed for every rise of 0-2°. The fractions 
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taken off were tested for specific gravity and refractive index and these 
results are also recorded. 

The most striking feature of the curve is the right-angle formed 
after 46-9 per cent is distilled over. The much sharper separation of 
the azeotropic isobutyl alcohol-water mixture from the anhydrous 
isobutyl alcohol than that of the isobutyl alcohol from the amyl alcohol 
is also very marked. Chemical evidence shows that the residue remain¬ 
ing in the flask and still-head at this point is absolutely anhydrous. 

The first three fractions are apparently aqueous mixtures of propyl 
and isobutyl alcohol, with possibly traces of ethyl alcohol in the fore- 



h- *«> H 

Alcohol 
Fig. 128. 


runnings. The appearance of undissolved water in the distillate was 
observed repeatedly at 89-0° with considerable sharpness. The 
fraction then coming over consists of saturated isobutyl alcohol 
forming a top layer over water. As soon as the last drop of water is 
removed, the remainder of the isobutyl alcohol distils over in anhydrous 
condition and leads rapidly to the isoamyl fraction. 

The residue in the flask at the end of the distillation amounted to 
3-1 per cent, and a similar quantity was recovered by steam distilling 
the still-head. 

It should be noted that the results obtained with the 12 pear-bulb 
still-head are not directly comparable with those of the ring still-head, 
as the former was only 45 cm. high with a maximum diameter of the 
bulbs of 3'5 cm. 
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CHAPTER XXIX 


INTRODUCTION • 

From time immemorial petroleum products, in the first instances crude 
oils and natural bitumens, have been employed in the service of man, 
but the real development of the industry, which has now assumed such 
large proportions, dates from the application of distillation methods 
to the working up of crude oils, and distillation, in one form or another, 
still affords the most practical method of splitting up crudes into their 
commercial products. Although many and great modifications of the 
original process have been developed, it can hardly be claimed that 
really accurate or intensive fractionation as yet finds any extensive 
application in the petroleum industry. This is not surprising, seeing 
that (1) the industry is now only in its infancy, only a limited number 
of products, generally boiling over considerable ranges of temperature, 
being in demand ; and that (2) crude oils are very complex mixtures of 
hydrocarbons, the boiling points of which, in many cases, lie close 
together, so that the extraction of any one of them by distillation alone 
becomes an exceedingly difficult and quite impracticable operation. 

Crude petroleums are found in many countries, occurring in various 
geological formations, the most prolific deposits being generally of 
tertiary age. A discussion of their origin is beyond the scope of this 
volume. They differ widely'in character, ranging from very light, 
slightly coloured, naturally filtered oils such as have bean found in 
Western Canada, Russia, and elsewhere, to very heavy asphaltic oils 
containing little or no volatile fractions, such as occur ill Mexico, and 
even to natural asphalts such as those, of Trinidad and Venezuela and 
the natural waxes or ozokerites. Some of the light crude oils of 
Sumatra contain as much as 40 per cent of benzine and 50 per cent of 
kerosene, whereas many heavy crudes contain no benzine or kerosene 
fractions whatever. 

Crude oils differ not only in the relative proportions of the various 
commercial products which they contain, but also in the chemical 
composition of these products. Certain crudes, e.g. those of the 
Eastern fields of the United States, are composed primarily of hydro¬ 
carbons of the paraffin series ; certain Russian crudes and others are 
composed largely of hydrocarbons of the naphthene or alicycjie series ; 
certain others consist of paraffins and naphthenes in varying propor¬ 
tions in admixture with hydrocarbons of the aromatic series, those of 
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Bast Borneo being conspicuous in this respect. Crude oils show much 
variation also in respect of the content of sulphur compounds. These 
are generally regarded as impurities, but, in the higher boiling fractions 
and residues especially, they must be regarded as intrinsic components 
of the crude. While the chemical composition of the lighter components 
of many crudes has been fairly well worked out, it is safe to say that 
little is so far known of the chemical nature of the components of the 
higher boiling fractions, and practically nothing of that of the residues 
and of the heavy asphaltic crudes. 

Of recent years fractional distillation has been to some extent 
supplemented by fractional condensation, a process in which the 
requisite fractions are distilled off from the crude oil en blue, and 
separated during the condensing process. This method possesses 
certain technical advantages, the chief being the smaller and more 
compact plant required for any given throughput of crude oil and the 
lower operating costs. It finds its chief application so far in the 
distillation or topping of (‘rude oils containing only small percentages 
of volatile fractions. 

Further, of recent years, owing to the steadily increasing demand 
for light petroleum fractions, systems of destructive distillation (so- 
called “ cracking processes ”) have been introduced. This method of 
treatment is, however, beyond the scope of this work. 

The distillation of petroleum may be conveniently considered under 
two main headings, viz. periodic and continuous methods. Periodic 
methods are the older and have been largely replaced in modern 
refineries by continuous methods, which offer many advantages, 
although for certain purposes, e.g. the manufacture of special spirits of 
narrow boiling point ranges, of lubricating oil and of asphalts, the 
periodic methods are still largely in vogue. There is little doubt, 
however, that in course of time, except for such operations as distilling 
down to coke, continuous methods will eventually be almost entirely 
adopted. As the early forms of distilling apparatus were naturally 
crude and inefficient, and arc now merely of historical interest, little 
need be said of them. 

In consequence of the great differences in character displayed by 
various crude oils, different methods of treatment are called for, but as 
this work deals with the processes of distillation involved, rather than 
with their application to various types of oil, detailed descriptions of 
methods of working up of different crudes would be out of place. A 
few remarks on this subject, however, may not be inappropriate. 

Crude oils may be roughly subdivided into three classes, viz. asphalt 
base oils, paraffin (wax) base oils, and mixed base oils, each of which 
may be divided into light and heavy crudes. Several types of crude 
may occur in the same field, but at different geological levels. In 
general, however, any one field produces a particular type of crude, 
e.g. the crudes of the famous Russian fields on the west, shore of the 
Caspian Sea are of the light asphalt base type, containing little or no 
paraffin wax; those of Burmah are of the light paraffin wax type; 
while those of Mexico belong chiefly to the heavy asphalt type, 
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The method of working up of crude oils depends to a large extent 
on their nature, and on the nature of the commercial products which 
they will yield. Thus certain crudes are used direct as liquid fuel in 
their natural state, others require the removal of a small percentage of 
light fractions, in order to raise the flash-point of the residue to liquid 
fuel standard, while others must be subjected to a fairly complete 
distillation and subsequent redistillations, in order to separate off the 
relatively small proportion of residues they contain, and split up the 
distillates into their commercial products. 

A method of working up of an asphalt-base crude oil is set forth 
in the diagram. 


Crude Oil 

4 

Distilled 

_i_ 


.f { i r 

Light Benzine Kerosere Kerosene Kerosene Gas 
Benzine Distillate Distillate Oil Distillate 
Distillate I 


1 1 . 
Gas OH Liquid Fuel Residue 


Redistilled 


Light Hcauj Residue 
Benzine Benzine Kerosene 
Distillate Distillate Distillate 

/ 


Refined &/or Redistilled 
for Special Products 


Redistilled 

_L 


Kerosene 

Distillate 


Residua 
Gas Oil 


Further Redistilled 
according to nature of 
Crude Oil 
_ 1 _ 

■ J 


Lubricating Oil 

Residual 

Distillates 

Asphalt 

Refined &/or 


Distilled 

t 


i 

~1 


Refined to 
Kerosene 


Gas Oil Various Cylinder 
Lubricating Oils Oils 


Diagram illustrating method of working up of an asphalt-base crude oil. 


The working up of paraffin wax base crude oils is more complicated, 
owing to the filtration and working methods involved in the separation 
and purification of the wax. 

For diagrams illustrating the working up of various typical crudes 
reference may be made to Engler-Hofer, Das Eriliil, vol. iii. ; Bacon 
and Hamor, The American Petroleum Industry, vol. ii., etc. 
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CHAPTER XXX 


PERIODIC DISTILLATION 

Periodic distillation methods are still largely applied to :—the dis¬ 
tillation of crude oil, the redistillation of benzine (spirit, petrol, gasoline, 
naphtha, etc.) and kerosene fractions, the manufacture of lubricating 
oils, and of asphalts, paraffin wax, and petroleum coke. In nearly all. 
of these cases continuous distillation methods may be, and often are, 
applied, but particularly in those cases where a residue of definite 
properties, 'e.g. lubricating oil or asphalt, is required, periodic methods 
afford easier, though more costly, operation. 

Periodic oil distillation may be carried out (l)%t ordinary pressures 
without the introduction of live steam ; (2) at ordinary pressures with 
the introduction of live steam, or (3) with live steam under vacuum. 
The first is the method used for distilling certain crudes when large 
yields of benzine and kerosene are required, and when the residue is 
not required for cylinder oil manufacture. The second is the method 
in general use, and the third is as yet only employed occasionally, 
chiefly for the manufacture of lubricating oils. Distillation without 
steam and under increased pressure is also employed in certain 
“ cracking ” processes, the treatment of which lies outside the scope of 
this work. 

When the distillation is carried out at ordinary pressures without 
the introduction of live steam, a certain amount of cracking or decom¬ 
position takes place, which is accompanied by an increased yield of the 
lower boiling fractions. The quality, however, of the distillates is 
thereby somewhat impaired, the colour is not so good, and a more 
intensive refining is necessary in order to produce good marketable 
products. The quality of the residue is also impaired from the point 
of view of manufacture of lubricating oils, the viscosity and flash-point 
both being reduced. 

Distillation with live steam is the method usually employed, 
especially when decomposition of the oil is to be avoided, as in the 
case of lubricating oils and asphalts especially. The steam is usually 
admitted through perforated pipes placed near the bottom of the still. 
It assists not only in the agitation of the oil, thereby preventing long 
contact with the hot bottom of the still, but also in the actual distilla¬ 
tion, in that the distillates come off at relatively lower temperatures 
than is the case when steam is not used. The decomposition of the 
higher boiling fractions is thus arrested, so that the nature of these 
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fractions may be considerably varied by varying the quantity of steam. 
As a general rule, limited steam supply produces distillates of low 
viscosity and flash-point, of poor colour, and, in the case of paraffin 
wax, of low melting point and good crystallising quality; ample 
steam supply produces distillates of high viscosity, high flash-point, and, 
in the case of wax, high melting point, but poor crystallising quality 
(owing partly to the more viscous nature of the oil associated with the 
wax in the distillate). 

The difference between. “ dry ” and “ steam ” distillates is well 
illustrated by the following:— 

A certain Mexican crude was distilled in both ways. With steam, 
0-9 per cent of light distillate of '848 sp.«gr. was obtained, whereas 
without steam, 9-0 per cent benzine of sp. gr. -742 was obtained, and 
a further 10-8 per cent of distillate of sp. gr. '816. This is a particu¬ 
larly striking example, as the crude oil in question was evidently very 
liable to “ crack.” 

Vacuum distillation of heavier fraction?, in conjunction with ample 
use of steam, is sometimes employed for lubricating oil manufacture, 
very fine distillates of high viscosity, high flash-point, and good colour 
being so obtained. -This method of distillation is, however, rarely 
employed for any other purpose. 

As the plant and methods employed for dry distillation and steam 
distillation are very similar, the description of the latter method may be 
taken to apply to both. In the case of dry distillation the stills are 
often unlagged to allow of a certain amount of condensation and 
dropping back of distillate into the hot oil, but in the case of steam 
distillation the stills are always well insulated to prevent loss of heat. 

“ Periodic ” Crude Oil Distillation.— As crude oils are so complex in 
character and contain components of such widely varying characters 
as, for example, light motor spirit and paraffin wax, efficient fractionat¬ 
ing apparatus is not usually, fitted to a periodic still which has to yield 
such a series of distillates from every run. 

Modern periodic crude oil stills are usually cylindrical in shape 
(sometimes of egg-shaped or elliptical cross-section) of capacities up 
to 150 tons or more. The, bottom is, when possible, composed of one 
plate. Large stills are often fitted with internal fire tubes like those of 
a Lancashire boiler. The still is provided with the following fittings 
(vide Fig. 129):—A cast steel draw-off pipe (1) fitted w-ith internal and 
external valves ; a steam spider line (2) perforated, lying just above 
the bottom of the still for the purpose of admitting live steam ; two 
or more manholes (3); a safety valve (4); gauge glasses (5); 
thermometer well (6); inlet pipe (7); dome and vapour pipe (8); 

' and a pressure and vacuum gauge (9). The still is usually set on 
brickwork, so that the furnace gases after passing along the bottom 
may be returned along the sides, or diverted direct to the flue when 
the still contains small quantities of oil. 

The capacity of such a still for crude oil varies, naturally, with the 
percentage distilled off. As a genera! rule it may be taken that 1 square 
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metre of heating surface will give 1§ tons of distillate per 24 hours, or 
1 square foot will give about 1 barrel of distillate in the same time. 

It is important that the vapour pipe be sufficiently large to allow 
of the vapours getting freely away. 

, <^ 4 7. 




Fid. 129.—Modern periodic crude oil still. 

Such a still may be used for handling any grade of dry crude. In the 
ease of heavy crudes, however, containing water in emulsion, difficulties 
will bo met owing to foaming over. Such crudes are best handled 
by one of the types of continuous topping or dehydrating plants, 
| described later (vide p. 345). 

"I | The vapour pipe is often fitted 

Ld ; 1 with an oil arrester (Fig. 130), 

X|— whicl1 * a Merely a cylindrical 

/ , ? vessel fitted with perforated 

l n l e t ‘ Outlet P' ates > ra *her like a water trap 

in a steam line, for the purpose 
, ' of retaining any spray of crude 

oil carried over mechanically. 

| | Owing to the reduced velocity 

Baffles m ^ le arr °ster, this spray settles 
down and is returned by a 
I trapped pipe to the still. Such 

~ • - =— >. • an oil arrester considerably 

improves the colour of the 
distillates obtained, and reduces 
to some extent the amount of 
; ^y—onuin redistillation necessary. 

Flo. 130, — Oil arrester. In distillin g a c ™le “1 tile 

temperature is brought slowly 
up to about 130° C., and at this point live steam is usually admitted, in¬ 
small quantities at first, the distillation being thereby much facilitated. 
By the use of live steam the distillates come off at temperatures lower 
by 50° C. or more than would otherwise be the case. The steam should 
be superheated to about the same temperature as that of the oil in the 
still, and the amount of steam used should be gradually increased as the 
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distillation proceeds. When the higher lubricating or wax fractions 
are being given off, the rate of distillation is increased and more steam 
is given, so that the volume of water in the mixed oil and water con¬ 
densate may be equal to that of the oil, and even, in the case of the last 
distillates taken off when reducing down to asphalt, three or four times 
greater. 

The residue from such a steam distillation may be a liquid fuel, if 
the distillation lias been stopped after removal of the kerosene fractions, 
or earlier ; a steam refined cylinder stock if lubricating oils and wax 
have been distilled off ; a waxy or asphaltic residue ; or an asphalt to 
a particular specification, depending on the nature of the crude oil 
worked and the products desired. # 

In periodic working the distillation is often interrupted owing to 
the small volume of residue left, this being then pumped out to be 
transferred to other stills for completion of the process. This means 
a waste of time and heat, which can be obviated by continuous working 
methods, fn the case of dry distillation the process is sometimes 
carried on further in special coking stills until the residue is completely 
coked, the coke being removed as soon as the temperature is low enough 
to allow men to enter the still. Such distillation to coke is very severe 
on still bottoms, so that an ordinary cylindrical still does not stand 
many runs before patching is necessary. In some refineries, therefore, 
cast-iron stills with hemispherical bottoms have been used for carrying 
out this distillation down to coke, the removal of the coke being some¬ 
times facilitated by an iron anchor or grapnel placed in the still, which 
becomes embedded in the coke, which can be lifted out en bloc when 
i he top of the still is removed. 

The “ cutting ” or dividing of the fractions as they distil over into 
separate portions depends entirely on the crude oil worked and on the 
products required. The method can, therefore, only be indicated in a 
general way. The first runnings will probably be good enough to be 
put into light benzine distillate (for motor spirit). The laboratory 
distillation of the fractions will determine this in the first instance, and, 
after some experience, the specific gravity of the distillate will give a 
good working indication of the point at which a change must be. made. 
The next distillates will go into benzine distillate for redistillation, as 
they will contain a percentage of heavier distillates which will eventu¬ 
ally find their way, after redistillation, into kerosene. As soon as the 
flash-point or distillation test allows, the distillate will be run into 
kerosene distillate according to requirements. When the distillate 
becomes too highly coloured, or when it contains higher boiling fractions 
than are permissible in a kerosene (up to 300° C.), then it may be run 
into a fraction for further redistillation, the distillate from which will 
go into kerosene and the residue to solar oil or liquid fuel. In practice 
the cuts are made according to the specific gravity of the distillate, the 
properties corresponding to various specific gravities having been 
previously determined in the laboratory. Thermometer control is 
also largely adopted, especially in continuous plants. 

The reducing of lubricating oils and the manufacture of asphalt 



328 DISTILLATION PRINCIPLES AND PROCESSES chap. 

need not be here described, as the distillation is merely carried out in 
order to obtain a residue of properties conforming to certain require¬ 
ments, with minor regard to the properties of the distillates. The 
amplo supply and uniform distribution of the live steam plays an 
important part in such distillations. 

Periodic stills are often fitted with some form of simple so-called 
dephlegmator (really an air-cooled condenser) the condensate from 
which is either separately cooled or returned to the still according 
to circumstances (Fig. 131). Such dephlegmators are usually simply 
cylindrical air-cooled vessels, in some cases fitted with baffle plates 
and perhaps with water coils so that the amount of distillate condensing 
therein may be varied. 

By the use of one or more fractional condensers, much subsequent 



Drain 


Fit). 131.—Dephlegmator*. 


redistillation may be avoided, e.g. when the still is producing a heavy 
distillate towards the end of the kerosene cut, some gas oil may be 
eliminated which would otherwise require to be separated by redis¬ 
tillation from that particular fraction. As an example of the separation 
which may be expected with such.simple fractional condensers, the 
following example may be given from actual practice, from a still 
fitted with two such dephlegmators of the type, Fig. 131 C, with water 
cooling, in series. 

Three samples drawn simultaneously yielded the following results :■— 

1. Distillate from bottom of Dephlegmator I. Sp. gr. 0-840 Flash 80° C. 

2. „ . II. „ „ 0-816 „ 43° C. 

3. „ „ main condenser . . „ „ 0-795 „ low. 


The distillate from Dephlegmator I. was yellow in colour, while the 
other two were colourless. From this it is evident that the use of these 
simple fractional condensers avoids much redistillation. In the above 
case, for example, fraction 1 was run into kerosene-gas oil distillate 
tor redistillation, fraction 2 was run into kerosene distillate, and 
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fraction 3 into kerosene-benzine distillate for redistillation. Without 
these condensers the whole of the distillate would have been of bad 
colour and low flash and would have required redistillation in toto. 
Further examples will be found under “ Continuous Distillation.” 

In place of the fractional condensers above described simple atmo¬ 
spheric condensers consisting merely of a series of horizontal or vertical 
pipes, each fitted with a drain from which the distillate is drawn off, 
are sometimes employed. As the vapours pass through the series of 
pipes, they condense, giving a series of distillates which become succes¬ 
sively lighter and more' volatile as the vapours pass along the condenser. 

Various forms of condensers are used dependent to some extent on 
the nature of the crude oil to be distillqjl. Many crudes give off 
sulphuretted hydrogen during distillation, e.g. those of Mexico, Egypt, 
Persia, and those of certain American fields, and some crudes which 
contain chlorides give off hydrochloric acid. For use with such crudes 
condenser pipes of cast iron stand longer than those of wrought iron 
or steel. • 

Water is st.ill generally adopted as the cooling medium, though this 
necessarily entails the loss of the heat given out by the vapours. To 
obviate this, crude oil-cooled condensers (heat exchangers or distillate 
preheaters) have been in many cases adopted. Details of these are 
given in the later chapters. For high boiling distillates such as paraffin 
wax and lubricating oils air-cooled condensers are often used, and in 
some modern plants direct contact spray condensers find application. 
The form of condenser still in most general use is the old type in which 
the vapours traverse a coil of pipes, arranged either as one continuous 
coil or as several coils in parallel, immersed in water. These pipes 
may be made of decreasing diameter downwards. The cooling surface 
provided should he ample, especially in the case of condensers for light 
distillates, in order to avoid loss of the more valuable lighter vapours 
by imperfect condensation. From one to three square feet of con¬ 
densing surface per gallon of distillate per hour is the usual practice. 

The quantity of water‘required for efficient cooling may be easily 
calculated if the temperature of the incoming vapour is known. For 
this purpose the specific heat of petroleum oils may be taken as roughly 
0’5. The latent heats of petroleum oils are low, ranging between 60 
and 80 (centigrade) calories. When the nature of the crude permits, 
economies may be effected by using condensers of the tubular type. 
In this form of condenser the water circulates through the tubps which 
are of mild steel. As the walls of these tubes are much thinner than 
those of the cast-iron tubes, the heat transmission is much better, 
though the liability to corrosion is greater and the life of the condenser 
is shorter. Such condensers, however, may be easily retubed. 

A vertical condenser as depicted in Fig. 132, about 1 metre in diameter 
and 5 metres high with 150 x 3 cm. tubes, would have a cooling surface 
of about 80 square metres. 

Simple forms of condensers or rather condensate coolers may be 
made of water-jacketed pipes, the ordinary types of pipes in general 
use in a refinery being available for the purpose. 
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In the case of high boiling fractions, lubricating oil, paraffin 
ix, etc., air-cooled condensers may be used. Such condensers 

are usually made of ordinary 
piping arranged either verti¬ 
cally or horizontally, the end 
of each pair of pipes being 
connected by bends. From 
each pair of pipes a separate 
distillate fraction may be 
drawn off. 

The principle of direct 
contact is also sometimes 
made use of, jets of water 
being sprayed into cast-iron 
pipes or vessels contain¬ 
ing the vapours to be con¬ 
densed , the resulting mixture 
of oils and water being sub¬ 
sequently separated by set¬ 
tling. Such condensers are 
very simple in construction 
and are particularly useful 
in cases where the distillates 
contain acid vapours or 
sulphuretted hydrogen, as 
these are to some extent, 
if not completely, removed 
and washed out by the con¬ 
densing water, the subsequent chemical treatment necessary being 
thereby somewhat cheapened. 


:I4‘ 

I Distillate 


Drain 


Via. 133 .—Vi rtira] contlcnser, 


Periodic Redistillation.- - Certain of the products obtained from the 
crude oil distillation require redistillation, e.g. a portion of the distillate 
which requires sharply separating into benzine and kerosene, and a 
portion which requires separating into kerosene and gas or solar oil. 
The redistillation of the latter calls for no special comment, being usually 
carried out in a crude oil still fitted with simple dephlegmators as above 
described. The redistillation of a mixture of benzine and kerosene, 
and the working up of benzine into products of limited boiling point 
ranges, requires, however, more accurate fractionation. This is usually 
conducted in a so-called steam still, fitted with much more efficient 
fractionating apparatus according to requirements. 

The earlier types of redistillation plant, many examples of which 
are still in use, consisted merely of large stills, often of the cheese-box 
type, near the bottoms of which were laid series of perforated steam 
pipes. The distillation was conducted merely by the blowing in of 
live steam. Large quantities of water were thereby condensed and 
drawn off from time to time. Such stills were, in fact, simply crude 
oil stills minus the fire heating arrangements. They have now been to a 
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large extent replaced by more efficient forms, as more efficient fractiona¬ 
tion and a sharper cut between kerosene and benzine is required. 

Redistillation or steam stills differ from crude oil stills in that they 
are fitted with nests of steam coils, connected to steam traps. Each 
of these coils should preferably be in one piece in order to avoid joints 



inside the still. They should be of drawn steel piping about 11 inches 
to 2 inches diameter, and should be placed near the bottom of the still. 
Steam at pressure up to ten atmospheres is generally used, which 
enables a temperature of about 1(50° C. to be obtained in the still. 
Such stills are often set in brickwork so that direct firing may be used 
to supplement the steam heating. 

Fractionating columns of all types, 
such as simple columns fitted ,with baffle 
plates, highly efficient bubbling columns 
of the Heckmann type and columns of 
the absorption tower type, arc fitted to 
steam redistillation stills. 

The following description of an actual 
petroleum redistillation and fractionating 
still may be taken as typical. The plant 
(Fig. 133) consists of a still of about 30 
tons capacity (1) fitted with three or four 
heating coils of 2 inches diameter (2) 
having a total heating surface of about 
600 square feet. Each coil is connected 
to a separate steam trap (3). On top of the still is placed a 
Heckmann column (4) (shown in detail in Fig. 134), 18 feet long and 



Fig. 134.—Heckmann column. 
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44 feet in diameter, fitted with 23 plates, each plate being fitted 
with 46 cups. The vapours escaping from the top of the column 
pass into the dephlegmator (5) which is practically a reflux condenser. 
This is 9 feet high and 3 feet in diameter, and has a cooling surfafce 
of 320 square feet. The water supply to this dephlegmator is con¬ 
trolled, so that the quantity of heavy distillate returned to the 
column by the trapped pipe (6) may be varied according to require¬ 
ments. The vapours which pass the dephlegmator go on to the 
tubular condenser (7), 20 feet long, 3 feet in diameter, of cooling 
surface 900 square feet, whence the condensate passes away by pipe (8) 
fitted with gas vent (9). 

Such a still can distil at the rate of from 500 gallons an hour or less 
according to the amount of fractionation required. The degree of frac¬ 
tionation is controlled by varying the water supply to the dephlegmator 
and by the rate of distillation. For relatively high boiling fractions 
the supply of water to the dephlegmator may be heated. Table 114 
gives some actual results obtained by the above described plant. 

Table 114 


Enolkr Distillation 


Sample. 

Sp. gr. of 
distillate. 

Initial 
boiling 
point, 0 ('. 

Boiling 
to 00" C 

00- 

70. 

70- 

80. 

80- 

00. 

• 

100- 

110. 

110- 

120. 

Final 
boiling 
point, 0 C. 

1 

•701 

27 

50 

26 

22 





75 

2 

•710 

32 

40 

29 

30 





80 

3 

•732 

40 

6 

49 

38 

6 




83 

4 

■749 

46 

1 

30 

62 

6 




86 

5 

•755 

54 


8 

79 

12 




89 

6 

■760 

65 



76 

18 

5 



91 

7 

■759 

67 



43 

48 

8 



99 

8 

•760 

74 



1 

69 

29 



99 

9 

■764 

78 




24 

74 

1 


101 

10 

•766 

78 




11 

84 

4 


106 

11 

•770 

82 




0 

87 

10 


104 

12 

•773 

87 





75 

24 


105 

13 

•783 

91 





24 

75 


106 

14 

•788 

92 




— 

3 

96 

... 

107 

15 

•797 

93 





2 

97 


■ 108 

16 

■803 

95 






99 


110 

17 

■807 

100 

... 





99 


110 

18 

■819 

101 


... 




99 


111 

19 

•820 

101 






99 


110 

20 

■829 

102 






90 


113 

21 

•826 

102 






89 


113 

22 

■805 

102 






45 

54 

119 

23 

■776 

105 






5 

85 

124 

24 

• -774 

__ 

110 







87 

130 


The spirit distilled in this case was a petroleum spirit rich in aromatic 
hydrocarbons, the object being to obtain a fraction into which the 
toluene was largely concentrated. The fractionation was, therefore, 
closely controlled only over the range in which the toluene would be 
found, i.e. fractions 13 to 22. The original spirit boiled between 47° 
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and ltO° C. in an Engler flask under normal conditions, and had a 
specific gravity of -785 at 15° C. The distillation was carried out at 
first at 300 gallons per hour, the rate being reduced to 200 gallons 
during the periods of careful fractionation. The samples were taken 
hourly and the distillation figures given are those obtained by distilling 
in an Engler flask under normal conditions. The table clearly shows 
the effect of the intensive fractionation. Fraction number 20 con¬ 
tained as much as 70 per cent of toluene, the original spirit containing 
only 14. ' " 

_ Table,115 gives some idea as to what takes place in the fraction¬ 
ating column. The same benzine as in the previous case was used. 
Five samples of vapour were drawn simultaneously from five points 
at different levels in the column, condensed and analysed, with the 
following results:— 

Temperature of benzine in still, 117° C. 

Temperature of water entering dephlegmator, 29° C , leaving, 81° C. 

• 

Table 115 

Engler Distillation 


Samples 

from 

cloumn. 

Initial 
boiiing 
point, 0 O. 

Boiling 
to 105° 0. 

105 no. 

IBM 15. 

115-120. 

120 

125' O. 

Top 1 

98 

48 

46 

5 



2 

100 

37 

54 

8 



3 

101 

14 

68 

13 

4 


4 

102 

4 

66 

21 

4 

4 

Bottom 5 

103 

trace 

32 

38 

16 

7 


Kim I 
boiling 
point," 


112 

114 

117 

124 

134 


Other forms of fractionating columns, e.g. ring columns of various 
types, find application in the petroleum industry too, but, as much 
more intensive fractionating^ employed in the coal-tar industry, the 
reader is referred to the section dealing with that subject for details 
of such columns. 

In general, petroleum products are not required to conform to such 
rigid specifications as are demanded for pure toluene, benzine, etc., 
made from coal-tar. This is only natural as petroleum spirits are such 
complex mixtures of various hydrocarbons. It would not be com¬ 
mercially practicable to isolate pure hydrocarbons by distillation, nor, 
indeed, would it be possible in many cases owing to the formation of 
constant boiling point mixtures. Petroleum spirits of relatively narrow 
boiling point ranges, e.g. 90° to 110° 0., 100° to 120° C., etc., arc used 
as extraction spirits and cleaning spirits. The preparation of these by 
an efficient fractionating column presents no difficulty. The ordinary 
benzines or motor spirits have, however, much larger ranges of boiling 
point, e.g. from 36° C. up to 200° C., and so require little fractionating 
except in so far as it is necessary to obtain a sharp cut between the 
benzine and kerosene fractions. 




CHAPTER XXXI 


CONTINUOUS DISTILLATION UNDER ATMOSPHERIC PRESSURE 

t 

Continuous distillation was first introduced on a working scale in 
Persia as far back as 1883. It is now very extensively applied in all 
modern refineries for the treating, not only of crude oils, but also of 
distillates, and for the making of lubricating oils and asphalt. This 
method can, in fact, be applied to practically all the operations 
ordinarily carried out in periodic stills, with the exception of those 
cases in which the residue is a solid material. 

The continuous system possesses several advantages over the 
periodic, the chief of which are(a) increased throughput for plant 
of given size, with consequent lower depreciation charges ; (b) much less 
wear and tear on the plant, owing to uniform temperature conditions, 
with consequent lower maintenance charges; (c) lower operating wages 
and working losses, and ( d) lower fuel consumption. The compara¬ 
tively recent introduction of tubular stills has made this system of 
distillation even more general. 

The earlier types of continuous batteries consist of simple stills of 
the kind described in the previous chapter, fitted merely with domes, 
vapour pipes, and condensers. The stills are arranged in series, as 
many as twelve or more being sometimes employed. They are usually 
all of the same dimensions, but as the volume of oil which has to pass 
through the later stills of the series is naturally relatively smaller, 
these are often constructed of smaller dimensions. They are set in 
cascade fashion with a fall of 9 inches or thereabouts between each still. 
In order to allow for expansion of the brickwork they are usually 
arranged in groups of three or four. They resemble the periodic stills 
previously described except in so far as regards the arrangement of the 
feed pipes. These are arranged so that the oil flows from one still to 
the next, throughout the series, the level of the oil in any one still 
remaining constant. By-pass valves a (Fig. 137) are fitted so that any 
one still can be cut out for repair without affecting the working of the 
bench as a whole. Expansion pieces b are usually fitted between each 
still. The inlet pipe c usually extends to the far end of the still, termi¬ 
nating near the bottom of the still. Both inlet and outlet pipes should 
be fitted with open tee-pieces at the end, or, if bends are used, then these 
must be provided with small holes on the top to act as gas vents, as 
otherwise vapour locks may form and interfere with the free running 




Fig. 135.—A complete petroleum distillation plant. 
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of tile system. In this connection, too, it should be noted that all 
valves on the feed line should be of the gate type, as globe valves seem 
to give opportunities for vapour locks in the line. 

The main feed line should be of ample diameter, not less than 
6 inches, better 8 inches or 10 inches, depending on the capacity of the 
bench, as the fall between successive stills is only a few inches. The 
stills are kept about |ths to ijrds full, and the oil should flow through 
regularly, each still being kept at a certain definite temperature. The 
working temperatures will depend naturally on the number of units 
in the bench, on the nature of the oil, and on the products being 
distilled off. The conditions should be adjusted so that the work is 



Fig. 136.—A continuous distillation bench. 


distributed regularly among the stills. If this is not done, then 
irregular running will result, owing to different pressures obtaining in 
various stills consequent on different rates of condensation in the 
coolers. One square metre of still heating surface may be taken to be 
capable of giving one ton of distillate per twenty-four hours. 

The outflowing residue is usually allowed to flow through a heat 
exchanger in which it gives up its heat to the inflowing crude oil. These 
heat exchangers may be of various types. A usual form consists of a high 
vertical tank (Fig. 138) fitted with a nest of residue coils, provided with 
a float and gauge glass f for showing the level of the crude oil, with a 
water draw-off a, and with an outlet for the crude e at such a level that 
it will gravitate to the bench of stills. By keeping the oil at a constant 
level in this preheater, a steady flow of crude to the bench is assured. 
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In the case of crude oils which yield high percentages of residue, the 
crude oil in the preheater becomes sufficiently warm to allow distilla¬ 
tion to begin. The preheaters are, therefore, often fitted with a vapour 



Fig. 137. FIG. 138.—Crude oil preheater or heat exchanger. 


dome, pipe ami condenser, and function as a still. They should be 
fitted also with safety valves. If a crude which contains any water is 
being handled, care should be taken that the, temperature in the 

Outlej ^ f lnlet ' 



Outlet 'Inlet 


Fig. 139.—-Tubular lieut exchanger. 

preheater never reaches 100° C., or otherwise the contents may foam 
over through the vapour pipe or safety valve. 

Tubular heat exchangers are also commonly employed. These are 
constructed on the lines of a tubular condenser, baffle plat* being 
usually placed in the end chambers in order to direct the flow of 
residue through the tubes (Fig. 139). 

z 
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Bach of the stills of the bench is, in the simple types of plant, 
coupled direct to its condenser. As each still is kept at a constant 
temperature, it yields a distillate of constant composition. A simple 


Table 116 








Composition of distillate. 



Tcm]>. 

Sp. gr. at 


— 

~ - 


— ■ 

--— 

Still No. 

of oil 

15° C. of 



Roiling up to 

... . 



in titill. 

distillate. 

—■ 

— 


— - 

- -L.. 






1(H). 

150. 

200. 

250. 

300° 0. 

distillate. 

((Jond 

1 

97° (!. 

... 







1 :: 

3 


•730 B 

3(1 

90 

all 


::: 

ord. temp. 

,>l ’• 

1 

125” 

•Ton n 

12 

03 

05 

all 


ord. temp. 

1 ., 

3 


•75V 15 

18 

75 

all 



,z 

i - 

i 


•787 O 


32 

80 

all 


ord. temp. 

3 .. 

2 

155 

•777 (J 


48 

88 

all 


„ ,, 

1 „ 

3 


•705 O 

0 

59 

92 

all 


zz „ 

1 

i 


-812 K 


1 

50 

78 

all 

40° C. 

1 .. 

2 

180 

•808 K 

... 





30 

1 ., 

3 


•785 (! 


28 

00 

all 


ord. temp. 

1 " 

i 


■825 K 






45° C. 

r>] „ 

2 

200 

•810 K 



... 



43 

i .. 

3 


■705 (.’ 


5 

74 

97 

all 

30 

i ■■ 

i 


•840 K 






80 

0 .. 

2 

225 

•833 K 






50 

I „ 

3 


•817 K 






32 

( " 

i 


■854 S 

... 



7 

03 

95 

7 .. 

o 

250 

■845 M 






81 

( 

3 


•828 K 






41 

( zz 

1 


•807 S 

con 

tains 

wax. 

solid 

at -- 8° C. 

121 

8 ., 

2 

275 

•800 S 






111 

1 .. 

3 


•847 M 






30 


1 


- -873 S 

con 

tains 

wax, 

solid 

at -8°C. 

132 

0 „ 

o 

305 

•800 S 


„ 

„ 

„ 

„ ~17°C. 

113 

i .. 

3 

... 

■85!) S 






30 

( zz 

i 


•880 S 

con 

tains 

wax, 

solid 

at +2“C. 

141 

10 ., 

2 

325° 0. 

•870 S 


,, 

.. 

„ 

z, -7°C. 

127° 0. 

1 „ 

3 


•870 

show 

s evi 

dene 

_ 

0 of 

cracking 

ord. temp. 


11, fractions running into Benzine distillate. 

C, „ .. „ Benzine-kerosone distillate for rcdistillation. 

K, „ .. „ Kerosene distillate. 

M, „ „ .. Solar-kerosene for redistill&tion. 

S, „ „ „ Solar oil. 


battery of 5 stills working continuously on a crude oil of about -860 
specific gravity taking off benzine and kerosene distillates would be 
operated in this way. The crude oil, after leaving the heat exchangers, 
would have a temperature of perhaps 90° to 100° C., but this would 
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depend, naturally, on the percentage of residue left after distilling off 
the distillates. The percentage of residue may vary between very 
broad limits from as much as 95 per cent down to as little as 10 per 
cent, depending on the nature of the crude oil. The temjieratures in 
the stills would be kept at about 130°, 170°, 220°, 260°, 300° C., the 
temperature of the vapours being 20° or 30° less. The distillates coming 
off would have specific gravity of about •750, -785, -810, -830, -850. 

The five distillates so obtained would be by no means sharply cut. 
That from the first still might be used as a straight run benzine (after 
chemical treatment), but would probably require redistillation for 
conversion into a better grade. The distillates from the second and 
third stills would require redistilling to split them into kerosene and 
benzine fractions ; that from the fourth still would be straight kerosene 
distillate, while that from the fifth would require redistillation to 
separate off its higher boiling constituents. A detailed description of 
the working of a simple battery of four stills is given by Wadsworth 
in the U.S. Bureau of Mines Bulletin,’No. 162. Such a simple 
system of stills is, however, capable of considerable modification, the 
efficiency being thereby much improved. 

The vapour pipe of each still may ho and often is fitted with traps 
of the type, already described {vide p. 326), which arrest and return to the 
still any fine particles of crude mechanically carried over in the form 
of spray. It may be further fitted with one or more dephlegmators or 
fractional condensers, so that the vapour from any one still may be 
subdivided into two or three fractions, which are separately cooled and 
collected. By this simple device much otherwise necessary redistilla¬ 
tion may be avoided. 

Table 116 is given to exemplify the operation of a battery of 
10 stills so fitted, working up a rather heavy crude from which about 
25 per cent of distillate was being taken off. 

It will be noticed that still 7 is yielding three distinct types of 
distillate, and several of Jhe others two. This indicates how the 
arrangement of fractional condensers on the vapour line from a still 
reduces to some extent the redistillation necessary. 

A further example of the distillation of a lighter crude worked in 
a similar bench of six continuous stills is here given (Table 117). 

The efficacy of the fractional condensers is here again well exem¬ 
plified. In the case of still 3, for example, distillate (1) might go into 
the kerosene fraction, (2) into the benzine-kerosene fraction for redis¬ 
tillation, and (3) into the benzine fraction. The dephlegmators or 
fractional condensers used in both the cases above cited were those 
of type C, Fig. 131. 

There is apparently no reason why the efficiency of such a con¬ 
tinuous bench of stills could not be considerably improved by the 
introduction of more efficient fractional condensers. 

Further examples of the use of such dephlegmators will be found in 
Chapter XXXII. 

As one of the chief objects to be aimed at is low fuel consump¬ 
tion, it will doubtless occur to the reader that much heat might be 
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saved by utilising not only the heat of the residue, but also that 
of the distillate vapours, condensing those by crude oil instead of 
by water. This principle is indeed applied in many modern continuous 
benches. 

Table 117 





Engler distillation test of distillates showing percentages 



Sp. gr. of 

boiling up to 0 

c. 





Still No. 

distillate 








at 15° (!. 

II II 








75. 100. 125. 150.' 175.1 200. 

225. 

250. 

275. 

300. 


(Cond. 1 

•725 

~ ~ ...” 71... 7 





1 

1 » 2 

•720 

4- 1 ... 1 . ! ... j . | 






l ,. 3 

•705 

... j ... ... 1 ... 1 ... 1 ... 


... 




1 •> 1 

•730 

2 25 55 I 76 88 94 

all 




2 

J tt 2 

•725 

6 30 61 70 ! 90 95 

all 





1 ,, 3 

•710 

8 38 68 84 92 all 






1 " 1 

•774 

.!. ... 3 16 35 55 

72 

90 

95 

all 

3 

’■ 2 

•709 

. 9 28 55 77 

90 

95 

all 



( „ 3 

•750 

2 31 61 84 95 

all 





1 '• 1 

•807 

. 3*5 16-5 

37 

69 

80 

93 

4 

" 2 

•801 

. ... 1 2 23 

53 

78 

92 

all 


( „ 3 

•785 

... ... 4 24 | 49 73 

88 

95 

all 



1 ’■ 1 

•836 

... I .... 


r 

21 

52 

r> 

\ „ 3 

•831 


5 

18 

47 

80 


t „ 3 

•812 

! .W .'!! .’!! "i 

24 

57 

80 

95 


1 - 1 

•856 

ill: 





6 

1 2 

•849 

i 1 ' 






l ” 3 

•836 

::: ::: j ::: | ::: j ::: ::: 






Each still, or pair of stills, is fitted with a distillate-crude oil heat 
exchanger or distillate preheater. This is constructed somewhat like 
a steam-heated benzine still. The form is that of a normal still (Fig. 
140) with inlet and outlet pipes a, b, dome and vapour pipe c, draw¬ 
off pipe l), and the usual fittings. Two or more nests of pipes are 
fitted with their ends opening into vapour boxes at the end of the still. 
The vapours enter at inlet pipe B, and after passing through the two 
nests of tubes emerge partially or wholly condensed at f. The con¬ 
densate is led to a cooler and the vapours are further condensed 
in a separate condenser. The vapours given off from the distillate 
preheater are condensed in the usual way. Each of these distil¬ 
late preheaters is thus virtually a crude oil still fired without any extra 
fuel consumption. The path of the crude oil through such a system is 
diagrammatically represented in Fig. 141: a-f, crude oil stills; g, crude 
oil residue heat exchanger; hij, distillate-crude oil preheaters (func¬ 
tioning as condensers for distillates from main stills and as preliminary 
crude oil stills); K-p, coolers for distillates from main stills; Q-s, 


coolers for distillates from distillate heat exchangers; t, cooler for 
distillate from crude oil residue heat exchanger. 

The crude oil enters the system at the heat exchanger g, where it 
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is heated by the residue flowing away from the last still; it then Hows 
through the distillate heat exchangers, where it is j 

partly distilled by the heat of the vapours from 
the main stills, these being thereby partly con¬ 
densed. It then flows on through the continuous 
stills in the usual way. The portions of the 
distillate vapours from the main stills which are 
condensed in the distillate heat exchangers are 
separately cooled, the uncondensed portions being 
separately condensed and cooled. Each of the five 
main stills in such a bench gives, therefore, two 
fractions, (a) the fraction condensed in the^ dis- 







vsy To 
f/\ Residue 
' I Tank 


Fig. 141.—Path of crude oil t.lirongh bench of stills fitted with distillate preheaters. 

tillate heat exchanger, (ft) the fraction which escapes condensation 
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there, but which is condensed by water, and in addition each distillate 
heat exchanger gives a separate fraction. Such a bench, therefore, of 
r, Stills and 3 distillate heat exchangers would yield at least 13 dis¬ 
tillates. 

With such an arrangement a crude oil yielding over 70 per cent 
of distillates can be distilled with a fuel consumption (oil fuel) of below 
1 -5 per cent. The difference in character of the distillates which are 
condensed and which escape condensation in tile distillate preheaters is 
shown by the following analyses :— 


Still 

i 

S|I. «r. 

1 

Flush : 


ivrn- 

jUijtt* boilinu up to 

No. 

iit IV ( 

point.. 

loo <;. 

mo e. | 

200 ('. ; 240 C. 2S0 T. j 300" <\ 

o H>i 

•7110 


0 

80 

... ; ... I ... , ••• 

- \ 1)2 

•773 

42 !\ 


02 

03 i ... 1 ... 1 

; 1 

K fM 

•783 

02 

* 

51 

05 ' ... 

| 1)2 

•802 

104 



57 so ; . j 

s 1 1,1 

•825 

120 



10 70 05 , ... , 

| 1)2 

•843 

170 



15 | 74 00 

1 


1)1 in each ease represents the vapour which passes on uncondensed, 
and 1)2, the portion condensed in tin* distillate preheater. 







CHAPTER XXXII 

CONTINUOUS DISTILLATION UNDER ATMOSPHERIC PRESSURE (continued) 

Of recent years the usual type of continuoits distilling bench lias been 
largely replaced by tubular stills or retorts. Such plants wen* origin¬ 
ally designed, and still find their chief application, for the working up 
of heavy crude oils, from which a relatively small percentage must he 
distilled or “ topped " off in order to raise |he (lash-point of the residue 
to the point demanded for liquid fuel. Such plants are usually called 
topping plants." They find a further application for the dehydrating 
of crude oils containing emulsions. There is no reason why such 
plants could not he used for the working up of crudes containing large 
percentages of benzines and kerosenes, and their use for such purposes is 
indeed being rapidly extended. Many types of such plants have been 
designed and are in operation, the general principle being much the same 
in most cases. They always operate on the continuous system, and for 
the space occupied and capital outlay have a large capacity. 

In simple plants the crude oil to be topped or dehydrated is pumped 
through residue-crude heat exchangers on its way to the retorts. These 
latter usually consist of steel piping set in brickwork, arranged for 
heating by gas or liquid fuel. Evaporation largely takes place in these 
retorts, so that the issuing oil is more or less in the state of foam. This 
is led into a vessel, which may really be regarded as a vapour-liquid 
separator, which may or ifiay not be, externally heated by the waste, 
gases from the furnaces. The vapours are led off from the top of this 
vessel and the residue from the bottom. 

These plants fundamentally differ from continuous still plants, in 
that the complete evaporation of the necessary fractions is carried 
out in one operation, so that the vapours leave the residue on bine 
instead of successively. As a result of this, the residue is in equilibrium 
with a mixed vapour which may contain light fractions, whereas the 
residue from a bench of continuous stills is in equilibrium with the 
relatively heavy vapour from the last still only. The residue from 
a topping plant is, therefore, likely to have a somewhat lower flash¬ 
point ; or, to put it in another way, in order to get a residue of the 
same flash-point in both cases, a slightly higher percentage would 
require to be distilled off in the case of the topping plant. 

Such a simple system as above described finds application specially 
for (a) dehydrating crude oils containing emulsion and water. The 
great difficulties met with in distilling such oils in ordinary stills are the 
343 
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risk of the contents of the still boiling over, and the slowness with 
which the distillation must be effected. These difficulties are eliminated 
in the tubular still type, as the contents of the retorts are practically 
boiling and frothing over all the time, (h) For topping off small 
quantities of distillate in order to raise the Hash-point of the crude a 
few degrees, so that it may comply with liquid fuel specifications, (c) 
for the manufacture of asphalt; the advantage in tfiis case being that 
the oil is exposed to the high temperatures for a few minutes only. 

The advantages of the system are («) initial low capital expenditure 
for a given throughput, (b) lower fuel consumption, (c) simplicity of 
operation. 

The disadvantages are («} the obtaining of one composite distillate, 
which requires further fradionation. This disadvantage has, however, 
been overcome to a large extent by the modification of the condensing 
arrangements, so as to condense the distillate in fractions, and by the 
introduction of redistillation plant, so incorporated witli the main 
plant that most of the retjistillation is effected by the heat of the 
residue. This is particularly easily effected when the percentage of 
distillate is small and that of the residue consequently large, (h) The 
necessity for closing down the whole, or at least half, of the plant in 
order to replace any one damaged retort tube. 

This system has been developed to a large extent in America, but 
many such plants may now he found in alteration in other parts of the 
world. Very full details of the operation of the topping plants in 
America are given in the Ilulliiiti No. I(>2 of the U.S. Bureau of 
Mines, to which the writer is indebted for much information. 

The earlier forms of plant were of very simple construction, con¬ 
sisting merely of: 

(1) A battery of retorts or stills \ (Fig. M2), 

(2) A separating chamber n, 

(3) Condensers e, 

and (t) Residue-crude heat exchangers n. 

One of the first plants designed to top crude oil by means other 
than the conventional stills, was erected in 1908 for dealing with 
Santa Maria oils. This process was patented by II. S. Burroughs. 1 
This plant consisted of a series of 12-inch pipes mounted in sets one 
above the other. Tire oil flowed through the pipes downwards, being 
heated by superheated steam circulating through coils placed in the 
12-inch pipes. The vapours wore taken off from the 12-inch pipes 
to condensers in tiro ordinary wav. 

A more successful type is that known as file Brown-Pickering 
(Fig. 143). This is composed of a rectangular still a, fitted with cross 
baffles, which is set in an inclined position over a furnace in which are 
set 3-inoh pipes arranged as a coil b. The hot gases from tfiis furnace 
pass under an ordinary boiler r, which is used as a preheater. The 
crude oil, after passing through the heat exchanger i>, goes through the 
boiler heated by waste gases and then through the pipe retorts, eventu- 
1 Am™. But. 0118837. July 1011. 



xxxn 


DISTILLATION UNDER ATMOSPHERIC PRESSURE 


345 


ally finding its way into the still. It follows a zigzag course through 
the still, determined by the baffle plates, giving off its vapour and 
passing off as residue through the heat exchangers to the residue 



tank. The vapours, after passing through a separating chamber n 
(dephlcgmator or fractional condenser) go on into the condenser F. 
Several plants of this very simple type arc working satisfactorily in 
California, 

Several plants of the Bell design arc also operating successfully in 



California. These plants consist of batteries of retorts of 4-inch pipes 
arranged as continuous coils. The crude oil after passing first through 
the heat exchangers, where it is heated by residue in the usual way, 
flows through these retorts and thence to a separating tower, where the 
vapours are separated from the residue. 
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Each buttery of retorts (Fig. 144) consists of a suitable brick setting 
which carries three rows, one above the other, of thirty-six 4-inch 
wrought-iron or steel solid drawn pipes, 20 feet long, placed at right 
angles to the direction of the fire gases. The pipes in each row arc 
connected end to end by return bends so as to form a continuous coil. 

The furnace is fitted with Dutch ovens so that the flames may not 
impinge directly on the, coils. Two further sets of five rows of four 
4-inch pipes, 20 feet long, similarly connected to form a continuous coil, 
arc placed in the flues from the main furnace to act as preheaters. 

The separating tower consists of a vertical cylindrical still, 6 feet in 
diameter, 2b feet high. The residue is drawn off through a 6-inch 
pipe, placed about 1 feet above the bottom. A 12-inch pipe placed 
about 14 inches from tlieHop acts as vapour take-off, and a 4-inch 
pipe, 44 inches from the top, allows the heated frothing crude to enter. 
A vertical partition divides the tower into two equal compartments, 
from a point just above the oil inlet, to a point about 20 feet above 


FIG, 144.---Hull plant. 

the bottom. The condensers and heat exchangers may he of the usual 
type. 

Such a plant produces only one distillate, which naturallv requires 
redistillation in order to separate it into marketable products. 

Such a plant can handle wet oils containing as much as 20 per cent 
of water or more, oils which could only be handled in ordinary stills with 
very great trouble indeed. Such simple topping plants are designed 
primarily for the removal of light fractions from heavy crudes in order 
to raise tiie flash-point of the residue to liquid fuel specifications. 
Although they present many advantages these are set off to some ex¬ 
tent by several drawbacks. As already mentioned, the distillate conies 
off ni blot as the vapours are intimately associated with the residue 
in the separating lowers. Tile fractionation, therefore, is relatively poor. 
Residue from such a topping plant run at the same temperature as that 
of stills, on the same oil. flashes at about 10° F. lower temperature. 

This disadvantage can, however, be largely overcome by the intro¬ 
duction of fractional condensation, as is applied in the modern plants 
working on the Trumbie system. Such a system of fractional con¬ 
densation has long been in use in connection with lubricating oil 
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distillation plants, simple pipe air condensers being usually employed. 
A description of a modern plant working on this system is here given 
(Fig. 115). 

The plant consists of one battery of two heaters, each containing 
() horizontal rows of 12 solid drawn 1-inch pipes, IS feet 11 inches long, 
their ends being connected by steel Hanged return bends, so as to 
make one continuous coil. These pipes are set in a brick furnace 
where they can be heated by the combustion of liquid fuel. The 
return bends outside the wall are well insulated and are. in modern 
plants, further enclosed in a chamber fitted with steel doors. 

The outside effective heating surface of these pipe retorts is 2650 
square feet. The crude oil is heated in (i horizontal tulmlar heal, 
exchangers of 556 square feet heating surf,Ice by hot condensate, and 
in 1 similar heat exchangers of HiOO square feet by hot. residue. 


1 



The heated oil from the retorts Mows to the top of a single separating 
tower or evaporator. In the Trunible, system this evaporator is 
enclosed in a brickwork stack and is heated by the waste Hue gases 
circulating in the annular space between the brickwork and the 
evaporator. The evaporator (Fig. 1 Hi) is a vertical cylindrical vessel, 
6 feet in diameter by 25 feet high, with dished ends. At the lop is 
a 6-inch pipe for admission of the heated erode, and at the. bottom 
an 8-inch pipe for outgoing residue. The heating surface is 171 
square feet. Inside the evaporator a central vapour-collecting 12- 
inch pipe supports several umbrella - shaped bailies, the object 
of which is to divert the flow of crude oil to the sides ot the 
evaporator. Immediately below the umbrellas are perforations in 
the central 12-inch pipe to allow of the exit of the vapours 
which are taken off by one or more pipes to a vapour header 
outside the evaporator. The bottom of the evaporator is provided 
with a perforated steam coil, through which live, steam can he 
blown to assist in the evaporation. An oil catcher is placed in the 
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vapour line to return any mechanically carried spray back to the crude. 
The vapours, after leaving the evaporator, pass through the dephleg- 
inatora arranged in series. Each of these (Fig. 147) is 16 x C feet. They 
arc fitted internally with a number of horizontal circular baffle plates of 
saucer shape. Half of these are fitted closely to the inside surface of 
the vessel, having circular holes in their centres to permit of the passage 
of the vapours. The other half are placed alternately witli these and 
are of smaller diameter without a central hole, so that the vapours 
pass through the annular space between the plates and the inner sur¬ 
face of the vessel. At the top of the dephlcgmator is a water circulat¬ 



ing coil. At the bottom of each dephlcgmator is a perforated steam 
coil. The condensate draw-off pipe taken from the bottom of the 
dephlcgmator is trapped by a syphon pipe, 1 or 5 feet long, to prevent 
t ile blowing out of vapours. The area of the baffle plates is i(X) square 
feet, of the outer radiating surface of the dephlcgmator 378 square 
feet, and of the cooling surface of the water (‘oils 256 square feet. 

In this way the crude vapours are fractionally condensed into 7 
fractions, one flowing from the bottom of earh dephlcgmator, and one 
from the vapour outlet of dephlcgmator 6. These condensates are 
dealt with according to circumstances and the nature of the crude. 
They may be led off as a ready-product, being cooled by the crude-oil 
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Vapours to 
Oephlegmator 


condensate heat exchanger mentioned above, or they may lie treated 
as an intermediate product and be subjected to further redistillation in 
the separators or in another plant. The quality of these dophleginator 
condensates may be to some extent controlled and varied by the 
regulation of the steam and water supplied to each dephlegniator. 

For example, the condensate from dephlegmutor 1 may be a gas oil of 
high flash-point, that from 3 or 4 may be a kerosene distillate, that from 
0 a benzine distillate, those from the others may require redistillation. 

The separators consist of steel rectangular boxes, 18 x (i feet x 40 inches 
high, with a manifold at either end connecting to a series of heating pipes 
which run through the box. The box is divided into six portions by 
longitudinal partitions about, jrds of the height of the box, each com¬ 
partment containing six 
heating pipes, beating sur- Retort 

face 3 to 4 square feet, 
eonneeted to the outside 
manifold. The distillates to 
be redistilled enter at one 
side of the apparatus llowing 
through holes in the parti¬ 
tions at sueeessive levels. 

Distillation takes place, 
which may lie assisted by 
live steam, the vapours pass¬ 
ing oil by a vapour outlet 
from the top of the liox, the 
residual portion (separator 
bottoms) flowing out at the 
far end of the box. Hot 
residue or distillate (lowing 
through the heater pipes 
supplies the necessary heat. 

Condensers of the usual 
tubular type working on 
the countercurrent principle 
arc employed, and jacketed 
line coolers arc used to cool the condensed distillates on their way to 
the tollhouse. The flow of oil through the plant is depicted on the 
accompanying How sheet (Fig 1(8). 

The crude is lirst pumped through three large condensers I, 2, 3, 
where it is heated by vapours and hot distillates, thence through the 
heat, exchangers 4, 5, (i, 7, 8, where it is heated by residue from the 
evaporator. It then enters the bench of retorts, where if, passes through 
the pipes in an upward direction and on into the top of the evaporator 
column. In the evaporator the vapours arc disengaged and find exit 
through the side vapour take-off under the umbrellas, while the residue 
flows out at the bottom through the residue crude heat exchangers 4, 
5, 6, 7, 8. A part of the residue may he diverted through the heating 
tubes of several of the separators, so that its heat, may be utilised for 



Crude Oil 


Residue 

1 ’ntli til criitlf 


Condensers 


tlirouiili Triimlilf plant. 
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redistilling the distillates condensed in the dephlegmators. One or 
more of the dephlegmators may be arranged to work on the vapours 
from a separator. The actual arrangement of the plant and the flow 
of the crude, residue, and distillates depend on the nature of the crude 
and on the manner in which it is to be worked. A general idea only 
can be here given (Fig. L19); the actual system used must be evolved on 
the spot. A plant such as described above would have a daily capacity 
of about 900 tons when distilling off 20 per cent from the crude oil. 



l-'Ki. 110.—Kvajxmitor and dephlegmators of Tramblc plant. 

As an indication of the manner of operating the plant and of the 
results obtained, the following data may be given :— 

Crude Oil distilled, s[>. gr at, 15° C. Otllti (15 per cent being distilled off). 
Tom |»<• ratim> of crude in evaporator 220° ('. 

Temperature of vapour* in dephlegmators- 
No. i . . . I Ho" No. 2 . . . 100° U. No. 3 . . . 150° 0. 

No. 4 . . . 120° (J. No. d . . . 110 C. No. 0 . . . 100° C. 

The condensates from these dephlegmators had the following 
properties : - 
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The following data give some idea as to the nature of the fractiona¬ 
tion effected by the separators :— 







XXXII 


DISTILLATION UNDER ATMOSPHERIC PRESSURE 


351 


i Percentage in Knglcr flask Mling up to 
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()m* of the great advantages of a modern Trund)le plant is the low 
working loss. This is a result of the compactness and continuity of 
operation of the plant. • 

Products requiring redistillation are not stored, allowed to cool and 
again reheated, hut are redistilled as they are made, so that the system 
embodies the functions of a continuous bench and redist.ilhit ion st ills all 
in one. In the working up of a crude yielding 2.1 per cent of benzine, 
and l(i per cent of other distillates, a wording loss of only 0-8 per cent 
of the crude oil was obtained. 

A further advantage is the relatively low fuel consumption con¬ 
sequent on the efficient manner in which all possible heat content of 
^vapours and residue is utilised, r. 7 . in working up a crude which yields 
20 per cent of distillates only ! - I per cent of oil fuel was used directly 
in the plant. This represents an over-all efficiency for the plant of 57 
per cent, a ligure which exceeds that of a plant of conventional stills, 
though with similar arrangements for fully utilising the waste heat of 
the Hue gases, residues, and distillates then* is no reason why the t hermal 
efficiency of a bench of stills should not be as high. 

Topping or distilling plants of this type are decidedly cheaper as 
regards both capital outlay and operating costs than stills of the con¬ 
ventional tvpe. Under the present unsettled conditions, however, with 
constantly varying costs of fuel, material, and labour, it is impossible 
to give any figures of valutas to the operating charges of any plant. 
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DISTILLATION UNDER REDUCED PRESSURE 

Vacuum distillation in the petroleum industry haft not up to the present 
received the attention it deserves. Plants for the distillation of 
liilirii-at.ing nils are often operated under vacuum, but this is seldom 
sufficiently high to give the best, results, in many eases, indeed, being so 
low as to have little, marked«effect on the distillation. 

The advantages of distilling under vacuum arc : - 

The fractions are distilled oil at relatively lower temperatures, 
cracking or decomposition being thus largely avoided. The. distillates 
obtained are of bet ter colour and of higher flash-point; the residues are 
also of better quality, as they have not been cracked and so contain 
lif t In nr no free carbon. From wax base oils, for example, a better yield, 
not only of the heavier lubricating oils but also of the higher grade 
waxes, may he obtained, flood distillates suitable for concentrating to 
cylinder oils may thus he obtained. The difference in character between 
wax and asphalt oils, as far as yield of lubricating oils is concerned, 
largely disappears under high vacuum dist illation. 1 Vacuum distillation 
plants are naturally more costly as regards capital outlay and operating 
wages. This is, however, counterbalanced by the fact that the products 
obtained are of better quality and require less subsequent chemical 
treatment. The system linds application, in the petroleum industry, 
chiefly for the manufacture of lubricating oils ; but there is no reason 
why it should not he applied to other operations as well, the treatment 
of which lies outside the scope of this work. 

Vacuum distillation may he applied either to periodic or continuous 
distillation. The simpler forms of plant consist of a still of the 
ordinary type, structurally strengthened to withstand the external 
pressure, with dophlogmutors, coolers, and receiving boxes, all under 
vacuum. The system is connected to the top of a barometric condenser 
and exhausted to the required vacuum by an air pump. Many forms 
of plant, differing in detail but similar in principle, have been devised, 
e.t/. that of Henderson, designed as far back as 1883 (Eng. I'at. 5401 of 
1883 and 17332 of 1889), those of Leonard (Eng. Pat. 944 of 1892) 
(applied in the coal-tar industry), of Zaloziecki, Palmer, Wanklyn and 
Cooper (Eng. Pat. 4097 of 1893) and others, all of which operate at 
relatively low vacuums. Fig. 150 illustrates the main features of a 
simple vacuum plant. 

1 L. Singer, Petroleum, Jkrlin, 10, 605. 
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The still is of the ordinary type, internally strengthened to with¬ 
stand the external pressure. It is fitted with perforated pipes in the 
usual way, as the distillation is invariably conducted with the aid of 
steam. 

The vajiour pipe, which is always of large diameter, is connected to 
several domes on the still. It leads to dephlegmators, or atmospheric 
condensers, when' the heavier fractions are condensed. The first air¬ 
cooled condenser often takes the form of a number of large diameter 
horizontal pipes. The condensate from these air coolers flows through 
a cooler into a receiving tank connected to the air pump. The receiving 
tanks arc in duplicate, so that that, which receives the distillate can 
always be kept under vacuum, while the other is being pumped out. 
Several air-cooled condensers may be employed, and also water-cooled 
condensers, the condensates from which run off through coolers to 
receiving tanks under vacuum. The vapours containing the lightest 
fractions and the steam are finally condensed in a spray condenser, 
elevated and connected with a water pijfh terminating in a water 



D. Dephleymator B. Barometric Condenser 

K, Cooler P. Vacuum Pump 

YlQ. 150.—Simple vacuum fllstlllation plant. 


seal below, of such a height that it functions as a barometer tube, 
the vacuum in this barometric condenser being maintained by an air 
pump. An apparatus designed for working at high vacuum is that of 
Steinschneider (U.8. Pat. 981953 of 1911). One of the chief objections 
to the. previously described schemes is that the receivers for the 
distillates arc under vacuum, an inconvenient arrangement, as they are 
not under complete observation and control. Further, if evacuation 
takes place via the distillate receiver, the lighter vapours are retained in 
contact with the distillates, whereas they should he removed as quickly 
as possible. This could he avoided by placing each receiver tank at the 
bottom of an oil barometer, but this would necessitate either building 
the plant very high, or else much excavating, both of which are expen¬ 
sive. Steinschneider avoids these difficulties in the following way 
(Fig. 151). The distillate vapours pass from the still s through 
dephlegmators or air condensers I) to the cooler c and on to the 
elevated barometric condenser B. The distillates condensed in the 
dephlegmators D flow away through the coolers E to the receivers R, 
which may be fitted with floats for.regulating the level of the liquid 
contained in them. 


2 A 
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The fractions collected in these receivers are pumped out by low 
level pumps, each fraction having its own pump, into the distributing 
box T. The non-condensable gases are sucked out of the elevated 
condenser b (which stands at the top of a barometric column) by the 
air pump f. 

This arrangement enables the distillation to be carried out under 
high vacuum without its being necessary to make the heights of the 
discharge pipes >'• correspond to the vacuum. By employing these 
pumps f, it is possible to make the fall of the discharge pipes o such 
that the column of liquid in this pipe requires to have merely that 
height which this pump is able to maintain when evacuating. 

There would appear, to be no advantage in applying vacuum 
distillation to the distilling off of the volatile fractions from crude 
petroleum, as tfie temperatures at which the distillates come off are 
low arid as extra condensers or scrubbers at atmospheric pressure would 
be required to retain the lighter vapours. 



Via. lf»l.—Sti'lnflchmiiilor** vacuum distillation plant. 


Jn this connection a few words concerning distillation and con¬ 
densation at. higher pressures may not be out of place. Distillation at 
high temperatures and under higher pressure is the principle involved 
in many patented processes for the cracking of petroleum. By such 
methods a partial decomposition of the heavier into the more valuable 
and lighter fractions is obtained. Such decomposition is, under these 
conditions, accompanied by increased losses owing to the formation of 
hydrogen and uncondensable gases, and the quality of the residue is 
also impaired owing to the formation of coke. Excessive coke forma¬ 
tion is, indeed, one of the chief drawbacks of such systems. Systems of 
condensation under pressure are much in use for extracting further 
very volatile fractions from petroleum distillates, especially from the 
natural gas so often given off at the well heads, as natural gas may 
be regarded as the distillate from crude petroleum which comes off at 
the ordinary temperature. The volatile fractions so condensed are 
largely used for blending purposes in the United States and elsewhere, 
being usually termed “ casinghead gasoline.” In place of compression 
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plants absorption plants, using a gas oil or other relatively high boiling 
djstiUate as absorbing agent, are frequently employed. De Brey and 
the Bataafsche Petroleum Mij. {vide Eng. Pat. 123522 of 1919) have 
patented a plant for the distillation and rectification of such volatile 
liquids under pressure. The discussion of cracking processes, however 
lies outside the scope of this volume. 
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VARIOUS DISTILLATION METHODS 

In addition to the fundamental methods of distillation described in the 
preceding chapters, attention must be drawn to various methods not at 
present in general use, some of which possess features rendering them 
specially applicable in certain cases. 

In tli<! case of the Merrill process (Put. U.S.A., 1918) oil circulating 
in pipes is employed as the heating agent. It is claimed by the inventor 
that the process is particularly valuable for replacing the usual steam 
heating. In the ease of steam stills, for example, hot oil. previously 
heated in a well-designed tubular furnace, is circulated through the 
heating pipes of an ordinary steam still. 

The advantages claimed art! the following : - 

(a) The heating medium is at ordinary atmospheric pressure, 
leakages thus being minimised. 

(b) Ease of control. 

(c) Ample “ Thermic Head,” j'.e. the temperature of the heating 
medium is well above that of the oil to be heated. 

(d) Low loss of heat, as the heating oil is returned to the furnace, 
whereas in the ease of condensed steam much of the heat is necessarily 
lost even if the hot water is returned to the boiler plant. 

The system is already largely used in the United States for melting 
asphalt, greases, waxes, etc., and in a few cases for distillation. 

The method appears to offer many advantages over steam heating, 
and should doubtless find extensive application in the petroleum 
industry. 

A difficulty which is frequently met with in the distillation of 
certain crude oils is that of the formation of coke on the still bottoms 
or on the internal walls of tubular retorts. This occurs particularly 
when the oil is heated to high temperatures, as is the case in cracking 
plants. Many devices have been proposed for overcoming this difficulty; 
for example, Wells and Wells (Am. Pat. 1296214 of 1919) patented a 
process in which the oil to be heated lies on a bath of molten metal, 
an alloy of suitable melting point being chosen. As no coke adheres 
to the surface of the molten metal, hut merely floats on the top and 
can be removed, any burning of the still bottom is avoided. 

A similar patent has been granted to Coast (U.S. Pat. 1345134 of 
1920), who suggests covering the bottom of an ordinary still with a 
366 
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melted alloy. The still is provided with an arrangement by which 
the molten metal can be circulated through the oil to be heated. 

A very obvious method of overcoming this difficulty is that of 
applying the well-known principle of heating by direct contact with 

f ises, the transference of heat through still bottoms being thus avoided. 

his method is well known and largely used in other industries, e.q. for 
the concentration of sulphuric acid. 

The idea of utilising gases as direct heating agents has indeed 
been adopted. Wells and Wells in the above-mentioned patent also 
claim the passing of a permanent gas into the molten metal hath, 
and thence into the oil to he distilled. Day and Day (Eng. Pat. 
119440 of 1918) claim distillation by introducing into a body of oil 
gases composed of products of combustion mixed with cracked vapours, 
these vapours being introduced by a perforated pipe on the bottom of 
a still. 

As far back as 18(12, Trachsel and Clayton (Eng. Pat. 2966 of 1862) 
patented arrangements for distilling liquids by the passage through 
them of hot gases. In 1862 lSroonan (Eng. Pat, .3037 of 1863) distilled 
liquid bituminous substances by direct application of heated gases, 
specifying products of combustion among others. 

Wells (hr. Pat 379521 of 1907) adopted a similar idea in utilising 
tiie volatile products of petroleum in place of direct steam in the 
distillation of the heavier fractions. The same idea was utilised in the 
plant of Alexiccf, which was operated for several years in Baku, without, 
however, any degree of success. 

It seems strange that this method, which apparently offers certain 
decided advantages, has so far never been successfully developed in 
the petroleum industry. 

Scores of patents have been granted for various types of distillation 
plant and fractionating apparatus. Only those methods which have 
so far found general application in the industry, or which seem to 
present prospects of future application, have been described Intensive 
fractional distillation finds as yet little application in the petroleum 
industry, possibly a future demand for pure light products may some 
day necessitate it. 
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CHAPTER I 


INTRODUCTION 


I 


Object of Distillation.— The object of <list.illat.ion is the separation 
of a volatile liquid from a non-volatile substance or, more frequently, 
the separation of two or more liquids of different volatility. 

If only one component of a mixture is volatile, there is no difficulty 
in obtaining it in a pure state by distillation, and in many eases the 
constituents of a mixture of two or more volatiio liquids may bo 
separated—though frequently at much cost of time and material- 
by means of the simple apparatus described in this chapter. For the 
fractional distillation in the laboratory of such complex mixture* as 
petroleum or fusel oil, the improved still-beads described in Chapters 
X. to XII. must be employed. Still-heads employed on the Urge 
scale are described in the sections of the book relating to alcohol 1 , 
petroleum, etc. „ 


■ Quantitative Analysis by Distillation. - The determination, by 
ordinary analytical methods, of the relative quantities of two or more 
organic compounds in a mixture is often a matter of great difficulty, 
but, in many cases, the composition of the mixture may be ascertained 
approximately and, pot shldoin, with considerable accuracy from the 
results of a single distillation, if a very efficient still-head be. employed. 
151 ms method has proved of considerable value. 


Difficulties Encountered. —The subject of fractional distillation 
i* fail of interest owing ft the fact that difficulties so frequently occur, 
J»t g ooly in the^Jpcrimental work, but also in interpreting the results 
obtained? 

^ In the distillation of petroleum, with the object of separating pure 
aubsfflnces, such difficulties are of common occurrence and are due to 
one or other of three causes(a) pi the presence of two substances, 
the boiling points of which are very close fogether; (b) to the presence 
of one tit more components iti relatively veryssmall quantity; (e) to 
the formation of mixtures of constant boiling point. • 

The separation of two liquids which boil at temperatures even 20“ 
or 30° apart, suej^as ethyl alcohol and water, or benzene and isobutpl 
alcohol* may be impossible owin^to the formation of a mixture 
minimum or, less frequently, of maximum boilipjf point. It is, inefced, • 
only in the of substances which are cjiemicall closely related to 
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each other that the statement can & definitely made that the diffieiAty 
of separating the components of a f mixture diminishes as the diflefenoe 
between their boiling points increases. 

In any other ease, we must consider the relation between the 
boiling points, or the vapour pressufes, of mixtures of the substances 
and their composition, and unless^something is^known of the farm of 
the curve representing one or other of these relations, it is (fnpossible 
to predict whether the separation will be an easytme or, indeed, whether 
it will be possible. 

The form of these curves depends largely on the chemical relation¬ 
ship of the components, and it is now possible, in a moderate,n umber 
of eases, to form an estimate, from the chemical constitution of the 
substances, of the extent to which the curves would deviate from the 
normal form, and therefore to predict the behaviour of a mixture on 
distillation. 

Fractional distillation is frequently a very tedious process and there 
is necessarily considerable loss of material by evaporation and by 
repeated transference from the receivers to the still, hut a great amount 
of both time and material may be saved by the use of a very efficient 
still-head ; and when the object of the distillation is to ascertain the 
composition of a mixture, very much greater accuracy is thereby ^ 
attained. 


Apparatus 

Ancient Apparatus.- The process of distillation is evidently a 
very aneg'nt one, for Aristotle 1 mentions that pure water may be 
obtained from sea-water by evaporation, but he does not explain h&w. 



Flo. Alexaudrkn still with 
ho*d, or alembic. 



Flo. 2.—Ancient still with witter 
condenser. 


the condensation of the vapour can be ^fleeted. A primiti vcvmethod 
of condensation is described by Dioscorides and by Pliny, who state 
that an oil may bp obtained by heating rosin in a vessel, in the upper 
part of which is placed some wool. The oil condenses in the wool and 
tStn be squeezed out of it. • 

The Alexandrian tjhemists addedsa second vessel, the head ob cover, 

’ Kopp, Outkickte itr Cktmie, fieittigs i. 9117. 
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cqjled by the Arabian# the alembi<s to the boiler or still, and a Him life 
form of apparatus used by them is shotrn in Fig. 1. 

Later on, the side tube was cocried by passing it through a vessel 
containing watei* The diagram, Fig. 2, is taken from Libavius, 
Syniaqpui Alchymiae AreanoruM m \Gl\. 


The apparatus employed at. the present 
but, intaddition, a thermometer is used to 



BJodern Apparatus. 

time is similar in principle 
register fhe temperature. 

•is Fig. 3 the ordinary 
•form* of apparatus is 
shown, and we may dis¬ 
tinguish the following 
parts :—The still, A ; the 
still-head, n ; the Liebig's 
condenser, r, in which 
the vapour is deprived of 
heat by a eurrent of cold 
water; the receiver, n; 
the thermometer, k. In 
the laboratory the still is 
usually heated by means 

of a Bunsen burner. . 

The flask or still is i 

ide i 

livery tube from the still-head 
passes through a second cork 
the condensing tube. »For liquids 
which boil at a high tenfperature, 
or which act chemically on cork, 
it is more convenient to have 
the still and still-head in one 
piece and to elongate the de¬ 
livery tube so that it may pass, 
if necessary, through the Liebig’s 
condenser (Fig. 4). 

The Still.— If a glass flask 
is used it should be globular, 
■"» °* " u “ wlth Mn,l, ' nwr ' because a flat-bottomed flask is 
y liableJ,o crack when heated with a naked flame. It should not be lajger 
th%p is necessary for the amount of liquid to be distilled. 



The Still-head. —The still-taad should not be very yarrow, or 
the thermometer may be cooled slightly below the temperature of the 
vapour. It is a good plan to seal a short Ifcngth of wider tubing to 
the still-head near the bottom, leaving a sufficient length of.ethe 
narrower tubing below to pass through the cork in the still, as shown 
in Kg. 3. •• • 

Me still-head, as supplied by.dealers, is often too short. *It should, 

Tt _?tl. t- 1_1. it. it_A -• i - I. . _l_J ?_ #.... :1 
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position that not only the mercury in the bulb but also that in ^he 
stem is heated by the vapouf of the boiling liquid ; otherwise a 
troublesome and somewhat uncertain correction must be applied 
(p. 11), and, if the distillation is not proceeding qui(£ steadily, a little 
air may be carried back from time to time as far as the thermometer 
bulb and the temperature registered by the thermometer will then 
fluctuate and will, on the whole, bostoo low (p. 2S), ® 

The longer and wider the still-head and gie higher tffe boiling 
point of the liquid distilled, the greater will be the amount of cofF 
densed liquid flowing back to the still. The lower end«of the still-' 
head should be wide enough to ensure yiat no priming takes place. 
With the bottom ground obliquely as in Fig. 6 a much narrower tube 
muy be used than when the end is cut off horizontally (Fig. 3). 


The Condenser.- Jf the boiling point of the liquid to be distilled 
is higher than about 170", the condensing tube should not be cooled by 
running water for fear of fracture. A long tube should lie used and 
the cooling effect of the surrounding air will then he sufficient. 

When a Liebig's condenser is used there is no advantage in having 
either the inner or the outer tube very wide; an internal diameter of 
7 or H mm. is sufficient for the inner, and of 15 mm. for the outer tube. 
If the outer tube is much wider it is unwieldy, and, when tilled with 
water, it is inconveniently heavy. A mistake that is rather frequently 
made may he referred to here. It is usual to seal a short wide tube to 
the tong, narrow condensing tube for the insertion of the delivery tube 
from the still-head. The tubes are often sealed together in such "a way 

„ , t, that when the distillation is 

proceeding a little pool of liquM 
collects at the junction (Fig. 
^ ®), and, in the fractional 

distillation of a small quantity 
. of'liquid, the error thus intro- 

. ."• ^ maybe soriouk. The 

, . fault is easily remedied by 

mating the wide tube close to the junction with the narrow one unffl 

shown bi'hV 0T 1,111 <lroW1 " K ifc out Vf r y gently until it has the form 

When a long still-head is used, it is advisable to bend the narrow 
tube just, below its junction with the wider one, so that the cohdemSeY 
may t,c vertical m position instead of sloping gently downwards “Much 
ess space is thus taken uji on the laboratory bench, and the receivers 
are somewhat more conveniently manipulated. 

The Source of Heat.- For laboratory purposes an osdinary 
JZ7,h Um ‘ r 18 usua N? employed. Wire gauze, asbestos cardboard^ 

L a ° r W f ° r 011 baths are Bot > 88 a rut c. to be recommended 
because the supply of heat can be much more easily regulated without 

and a rou, 'd-hottomed flask, if properly blown, tc so thin walled 
S?*?" u ^ ang ?, of f f acturc Vhen the naked flame is applied, 
ffho flask should be^so'placed that the flame actually comes in intact 
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»(ith the bottom of it; this is especially necessary when the liquid to 
be distilled is liable to “ bump.” Mtuiy substances, suoh as carbon 
disulphide, which boil quite regularly under the ordinary atmospheric, 
pressure, bump .more or less violently when the pressure is greatly 
reduqpd, unless special precautions are taken. Under a pressure of 
361 mm. carbon disulphide boils at 25°, and if a quantity of it be 
iistuled under this pleasure with the flame placed some distance below 
the bottom of the flqpk, it may happen that the whole of the carbon 
disulphide will pass over without any ebullition whatever taking place. 
The ‘liquid however, in these circumstances, becomes considerably 
superheated, and if a bubljlo does form there will be a sudden and 
perbajfe violent rush of the extremely inflammable vapour. If, however, 
the top of the burner be placed only about 2 mm. below the bottom 
>f the flask, so that the minute flame touches the glass, ebullition will 
take place quietly and regularly. 

Ihere are liquids which cannot be prevented from humping in this 
ivay, and the best plan is then to add a few small fragments of porous 
porcelain [a clay pipe broken in small pieces answers the purpose very 
veil] or pumice-stone, or both, or a number of small tetrahodra of 
'liver or platinum. A method frequently employed is to pass a very 
flow current of air through the liquid, hut a 
imall error in the boiling point is thereby intro- 
luccd. The explanation of this is given on p. 21. 

V suitable flask, described by Wade and Mcrri- 
nan, 1 is shown in Fig. G. A water or oil 
)ath need only he used when a solid substance 
is present in the flask, as, for instance, when a 
liquid is distilled over lime or phosphorus pent- 
oxide, or when the liquid is liable to decompose 
when heated with the naked flame. 

It is customary to employ a water-bath for 
tile distillation of t etlidr, but it is doubtful 
whether tffis is necessary or even advisable 
scxcept in the case of the ethereal solution of 
a solid substance or one that, will not bear heating much above 100°. 
'WThcn ^n accident occurs it is almost invariably because, owing 
to “ bumping,” or to* the distillation being carried on too rapidly, 
*®mc «f the tapour escapea condensation and comes in contact with 
a flagie in the neighbourhood, generally that below the water-bath. 
Iij» naked flame were used the distillation could be much more easily 
regulated, and there would probably be really less danger than if a 
water-bath were employed. 

Protection of Flame from Draught*.—In order that satisfactory 
results may be obtained it is necessary that the distillation should 
proceed with great regularity, and the heat supply must therefor? not 
be subject ^^fluctuations. The most important point is to guard 

m * 

1 ** Apparatus for Fractional DUtillatiodfat Preaaurea other Ahan the Atmoapileric Pre**jrc,” 
Tram, Cktm. 8oc„ 1811, 89, 884. * 
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Fig. 7. 

Simple Hume protector. 


against draughts, and, to do this, the ordinary conical flame protector, 
may be used, or a simple and efficient guard may be made from a 
large beaktr by cutting off the bottom and 
taking a piece out of the sid&(Fig. 7). 

Electrical Seating. — For many purposes, 
notably for distillation uiyler reduced preklure, 
it is convenient to cniploy an eloctrically 
heated coil of platinum wire as the source of 
heat. T. W. Richards and J. H. JWatthcws 1 
strongly recommend this method of heating, 
and consider that electrical heating« gives 
slightly better separation and far less super-. 
heating than ordinary flame heating. 

In order that the fine platinum wire may 
still be completely immersed when the quantity 
of liquid in the. flask has become very small, Richards and Matthews 
recommend a vessel of the form shown in Fig. 8. The ('oil actually 
employed consisted of about *10 cm. of platinum wire and had a resist¬ 
ance of 0*7 ohm. A current of ten to fifteen amperes was passed 
through the coil, the ends of which were 
'Sealed into two glass tubes in which were 
stout copper ^vires. Connection between 
the platinum and copper wires was effected 
1 by nibans of a little mercury 

• A similar method was recommended by 
Beckmann.’ 

, H* S. Ifaiie? 3 makes use of a flask which 
is so narrow at the bottom that 1)0 per cent 
of the liquid can he distilled with the coil 
still completely immersed. Bailey recom¬ 
mends a coil of German silver or uiehrome* 
wire instead of platinum. 

Roaanofl and Kasley 4 wind the heating 
wire on a glass rod bent in the form of a 
conical spiral, the apex of which extends 
almost to the bottom of the vessel. 

W. R. (1. Atkins finds it convenient for 
many purposes to employ an electrically 
heaftd metal plate, placed a little distance 
below the flask. The amount of heat reaching the flask is regulattd 
by moving a piece of asbestos pasteboard over the heated plate. 
Superheating of the vapour, when the amount of liquid has become 

H ;'“ tin « in Institution,” J. Antr . 

Sm. .s*. 1908, JO II8->; 1009 31. 200 : 7.,iUKhr. ,,**„*. Cktm., 1908, 84 , ISO.. 
nnd ' 0 f* 1 '?* 1 "'* Hei*>„ bei obulllo.kopi.ohon Be.ttaa.nngm 

. * « ^ , I 1 *!"'** «'”>■* 1908, 84, 608. ^ 

Sm.,1»I1, 5 SS. i M 7. B 3 ' H ”' ,d “°°“ ra Fraolio “ tio » Apparat®,” J.Awm.Ckem. 

"P«rtUI P—ro. Of Ain.ry Miatnn* (Appmatn.)," ibid'1000. 
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Wall, can be prevented by allowing the flask to rest on a sheet bf 
asbestos pasteboard with a circular hole cut in the centre, so that 
the heat only reaches a small area *t the bottom of the flask. 

Allen and Janobs 1 encase the distillation flask in the two halves of 
a pea{-shaped mould on the imqjr side of which is wound a resistance 
wire # which is suitably heated electrically. 

• « 

Stead as Source of Heat.- On the 
,l#rge scale the still is rrequently heated by 
•steam undgr ordinary or increased pres- 
-sure (Fig. 9). The steam may be introduced 
through the pipe a, and tlie condensed 
water run off at b (see also pp. 331, 39fi). 

The Thermometer.— In carrying out 
a fractional distillation one must be able, ^ 
not only to read a constant or nearly con¬ 
stant temperature with great accuracy, 
but also to take readings of rapidly rising 
temperatures. These requirements are best 
fulfilled by the ordinary mercurial tlirr- )»,m. 

mometer, which is therefore, notwithstanding its many drawbacks, 
used in preference to the air or the platinum resistance thermometer. * 
If accurate results arc to be obtained the following joints must be 
attended to. . 

1. Calibration.— The thermometer must, lie carefully calibrated, afld 
it would be a great advantage if all thermometers were compared with 
an air thermometer, for two mercurial thermometers, constructed of , 
different varieties of glass, even if correct at 0° and 100°, will give 
different and incorrect readings at other temperatures, more especially 
at high ones, for various reasons : 

* (a) Jn the first plane, it is impossible to obtain an absolutely 
cylindrical Alpillary tube, and therefore the volume corres|>onding to 
% scale division cannot be quite the same in all parts of the tube. 
Various methods have been devised for calibrating the stem,* 3 but 
even when this is don? there remain other sources of error. 

' *(f>) file [losition of*the mercury in the stem at any temperature 

'defends on the Expansion both of t he mercury and the glass, and, for 
both substances, the rate, of expansion increases with rise of temperature. 

(c) Different kinds of glass have different rates of expansion, so 
that two thermometers made of different materials—even if the capillary 
tubes were perfectly cylindrical—would give different readings at the 
same (fmperature. It is therefore necessary to compare t?ie readings 
of a mercurial thermomete# with those of a* air thermometer, or of 
another mercurial thermometer which has previously been standardised 

1 Alien end Jacob*. “Electrically Heated Still for Fractional DutiUation," Dept, of Initr^ 
Bur. of Mi m, USM t Bull. 19, 1; J. Sac. Ckem. Ind., 1912, 91,18. • 

* “Method* employed in Calibration (J Mercurial Thermometer*,’' Briti^ Auoeittfum 

Btpori for 1882, 145. • 

* QwUaomc, “ Traits pratique de la thermometrie de prfeiiion," p. 112. 
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by means of an air thermometer. Or, instead of this, a number fit 
fixed points may be determined by heating the thermometer with the 
vapours of a series of pure liquids boiling under known pressures. 

Table 1 contains a list of suitable substances with their boiling 
points, and the variation of temperfgoirc for a difference of IQ mm. 
from the normal atmospheric pressure. 

» 

Table 1 


Substance, 

Bolling poifft 
under 

normal preaaurf. 

Variation 
temperature 
10 n;m. prea» 

. * 0-40* 

Carbon disulphide 

46-25° 

Ethyl alcohol 

W8-3 

0-33 

Water 

100-0 

0-^7 

Chlorobenzene 

1320 

0-50 

Bromobenzene 

1560 

051 

Aniline 

184-4 

0-51 

Naphthalene 

218-05 

0-58 

Quinoline 

237-45 

0-51) 

Hromonaphthatcnc 

280-45 

0-64 

lienzophenone 

305-8 

0-63 

Mercury 

356-75 

0-75 

Sulphur 

444-55 

0-87 


In this way a table, or curve, of corrections may be constructed, 
and the error^it any scale reading of the thermometer may be easily 
ascertained. 

‘‘ Normal ” thermometers may now be purchased ; they are com¬ 
pared with a standard thermometer before graduation, and true 
temperatures are said to be registered by them. 

• , 
f 2. ReHetermination of Zero Point.—The zero point of a thermometer 
should be redetermined from time to time, as it is subjeat to changes 
which, in the case of the cheap soda glass thermometers, may be 
considerable. These changes are of two kinds:— 

(a) If a thermometer be graduated shortly after the bulb l^s been 
blown, the zero point will be found to rise, at first- with comparative 
rapidity, then more and more slowly, and the elevation of the zei» 
point- may go on for many years. If the thermometer be kept at a 
high temperature—especially, as shown by ^Iarchis, if tjjere pre 
periodical, slight fluctuations of temperature—the rise of the zero* 
point takes place with much greater rapidity, and up* tf>, at any rate,'' 
36^ , and probably 450°, the higher the temperature the morq rapid 
is the rise and, apparently, the higher is the final point reached., A 
rise of more than 20° has several times been observed in the case of 
soft German glass thermometers on being subjected to prolonged 
heating at 360°. In all cases the rise, which is rapid at first, Incomes 
slower and slower, and ft seems doubtful whether, at any given tem¬ 
perature, actual constancy of zero point has ever yet been attained. 
If, however, a thermometer has been heated for many hours to 
a tgiven high temperature and then allowed to cocl very slowly, 
subsequent- heating to lower temperatures has very little 'effect 
6n tlfe zero pointy Th« best thermometers, as first recommended 
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Crafts, are kept at a high temperature for a long time before bctng 
graduated. * 

(f>) If a thermometer—even after ita zero point has been rendered 
as constant as possible—be heated and then rooted very rapidly, a 
slight fall of zero point will bejobserved ; but after a day or two t he 
greater part of this fall will be recovered, and the remainder after a 
long period. 

• 3. Volatilisation *of Mercury in Stem ot Thermometer.- In the 

cheaper thermometers there is a vacuum above the mercury and, 
when the. mercury in the stent is strongly heated, volatilisation takes 
place,* the vapour condensing in the eoid, up|>or part of the tube; 
when, therefore, the temperature is really constant it appears to lie 
gradually falling. The better thermometers, whirl] are graduated up 
to high temperatures, contain nitrogen over the mercury, a bulb being 
blowm near the top of the capillary tube to prevent too great a rise 
of pressure by the compression of the gas; but thermometers which 
are only required for moderate temperatures, sny, not higher than 
100° or even 1150°, are not usually filled with nitrogen. If, however, 
such thermometers are used for the distillation of liquids boiling at 
so low a temperature as 1(X)°, or even 80“, a quite perceptible amount 
of mercury may volatilise and, after prolonged heating, emus 
amounting to ()-2° or <)-3° may occur. It would be ingch better if all 
thermometers required to register temperatures higher than 00° were 
filled with nitrogen. 


4. Correction for Unheated Column of Mercury.- As already men¬ 
tioned, the thermometer should, if possible, be so.plltecd in the 
apparatus that not only the mercury in the bulb but also tlial in the* 
stem is heated by the vapour of the boiling liquid ; otherwise the 
following correction, which, at the best, is somewhat uncertain, must 
be applied :— • 

* To»the # temp«rature*read, add 0-000143( 7* - /) A r , where T is the 
observed boiling point, t the temperature of the stem above the 
vapour, and Af the length of the mercury column not heated by the 
vapour, expressed in^cale divisions. 

. Th%coefficient U-0Q016—the difference between the cubical expan¬ 
sion of mercurj and that of glass -is very frequently employed, but it 
i# found in jffactice to be too high ; and Thorpe has shown that the 
valu%(M)00143 gives better results. . 

..Table 2, on page 12, given by Thorpe 1 may be found useful. 


1 Thorpe, “On the Relation between thojtolecular Weight*of Substance, and their Hpeeitic 
Graritiei when in the Liquid State," Tram, t 'Item. Soc., 1880, 87, 1511. • 
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• 5. Superheating 0 ! Vapour.—Wh^n the amount of liquid in the 
stilj is very small, the vapour is liable to be superheated by the flame, 
and unless the bulb of the thermobieter is thoroughly moistened with 
condensed liquid, too high a temperature will be registered. If a 
very little cotton wool, or, for temperatures above 230°, a little fibrous 
asbistoB, be wrapped round the bulb of the thermometer, it remains, 
as a ru)e, thorouglfly moist, an#, with a pure liquid, heated by a 
naked flame, the thewuometer registers a perfectly constant temperature 
Vntil the |ast trace-of liquid in the bulb has disappeared. 

With * water or oil bath the danger of superheating is greater, 
and the cotton wool may become dry at the, end of the distillation. 
In that case the temperature registered nmy be too high, though, as 
a rule, the error is not so great us it would be if the bulb were not 
protected. 

If it is of special importance to determine the boiling point of a 
liquid with great accuracy during the course of'a distillation, one of 
the two forms of still devised by Richards and Rarry 1 may be 
employed with advantage. 

6 . Correction ol Boiling Point for Pressure.- The barometer must 
always be read and corrected to 0 ° (p. 229) and, in a long distillation 1 
or in unsettled weather, it may he necessary to read it frequently, for 
the boiling point of a liquid varies greatly with the pnysure. 

It is impossible to give any accurate and generally applicable 
formula for correcting the observed boiling point to that, under nbrmal 1 
pressure (760 mm.), Imt the following may he taken as approximately 
correct:— 

* ' 0 = O'OOO12(7GO-p)(273-M), 

where 0 is'the correction in centigrade degrees to be added to the 
observed boiling point, I, and p is the barometric pressure . 3 

This correction is applicable, without much error, to the majority 
df liquids, i>ut for.water and the alcohols a better result is given by the 
formula 

0 ■- <HM X)10(760 - p)(273 + 1). 

Crafts 3 has collecled together the data for a number of substances, 
front which the value! of c in the formula 0»c (760 -p) (273+ () are 
e»!ily^>btain*<f 4 Table 3 (p. 14) contains the boiling [ioints on the 
absojjite scale, T, the values of c and those of dp/dt for some of the 
Bubstances referred to by Crafts and also for a considerable numbSr of 
additional ones , 6 

• 

1 “ An Advantageous Form of Still for the Exlot Measurement of Boiflhg Point during 
FraotidAal Distillation,” J. Amer. (jjum. Soc., 1914, 36, 1787. 

1 Rammy and Young. “Some Thermodynamical Rel*ti<8u»,” Phil. Mag., 188fl, [V.J, 20, fil5. 

* Craft*, “On the Correction of the Boiling Point for Barometric Variations,” Btrl. 

Btrichtt, 1887, 20, 709. + 

4 There are a few mix print* in the table given by Craft*, and since it wax published 
many additional attrorate determinations of boiling point and vapour pressure have*be*n 

4 Young, “ Correction of the Boiling PoLiU of Liquid* from Observed toNonnal VrtaAro," 
Pram*. Ckem. Soc.. 1902, 81, 777. • 
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The values marked with aij asterisk have been determined im- 
direetly, and are not to be regarded as so well established as the others. 

When a boiling point is to be corrected, the constant c for the 
substance may usually be found by reference to Tabfc 3. Either the 
constant for that substance in the tabl* most closely related to the one 
under examination is to be used, or the constant may be altered in 
conformity with one or other of the fcllowing gendtalisations. , 

Table 3 


Substance. 


Oxygen 
Nitrogen 
Argon , 

Chlorine 
bromine 
Iodine . 

Mercury 
Sulphur 
A rmi ion In 
Sulphur dioxide 
Carbon dltui 
phido 

Boron trichlorld 
Phosphorus trl 
chloride 

Carbon tetrn 
chloride . 
Silicon tetrn 
chloride 
Stannic chloride 
Methane 
n-Pentu'no . 
n-ljexane 
«-Iff plane . 
a-Octane . 
Isopentane jT'. « 
i)Msobut-riflL 
Uexa methylene 
benzene 
1'oluene 
Kthyl benzene 
Naphthalene 
Anthracene 
w* Xylene 
I'rlphenyl met I 
nne 

Methyl chlorlilo 
Bthylene dlbn 
midc 

•'luorobenzeue 

.Moroheuzeno 

Iromobeuzeno 


! T. 

djidt. 

e. 

| Substance. 

| T. 

dp/di . 

e. 

00-.V 

75-9* 

0 000146* 

lodohenzenc 

461-45° 

180 

~f - 

0 000120 

77-5 

80 0* 

0000146* 

Bromonaphthal- 




80-9 

83-2* 

0 000138* 

ene 

553 45 

15-76 

0 000116 

230-4 

33-2 

0 000126 

Methyl ether 

249-4 

32-0 

0 000126 

331-75 

25-2 

0 000120 

Kthylother 

307-0 

20-9 

0 000121 

458 3 

18-75 

0 000116 

Acetone 

330-0 

20-4 

0 000116 

020 75 

13 4 

0 000118 

llenzophenonc 

578.8 

15-8 

0 000109 

717-55 

12 2 

0 000114 

Anthrnquinonc . 

050 0 

13-6 

0 000113 

240-1 

37 7 

0 000110 

Aniline 

457-4 

10-0 

0 000112 

202-0 

33 7 

0 000113 

Quinoline 

510-45 

17-0 

0000116 




Methyl formate . 

304-9 

28-8 

0000114 

310 25 

24-7 

0 000127 

| Kthyl formate . 

327-3 

26-0 

0 000116 

201-25 

20-8 

0 000128 

i Propyl formate . 

363-9 

24-5 

0 000116 




Methyl acetate . 

330-1 

26-8 

0 000113 

340-85 

23-45 

0 000123 

Kthyl acetate 

350-15 

25-1 

0 000114 




! Propyl acetate . 

374-55 

23-5 

0000114 

340-75 

23-25 

0 000123 

lsnbutyl acetate 

389-2 

22-6 

0 000114 




Methyl propion¬ 




*'0 0 

24-0 

0 000128 

ate . 

352-7 

24-9 

0000114 

387-1 

21 -4 

0 000121 

Kthyl propionate 

372-0 

237 

0 000113 

108-3 

08-2* 

0 000136 

Propyl propion¬ 




300 3 

25-8 

0 000126* 

ate . 

395-15 

22-3 

0 000114 

341-05 

23-0 

0 000122 

Isobutyl propion¬ 




371-4 

22 8 

0 000121 

ate . 

409-8 

21-4 

0 000114 

308 8 

21-1 

0 000119 

Amyl propionate 

433-2 

20-4 

0 000113 

300-06 

20-2 

0 000127 

Methyl butyrate 

375-75 

23-3 

0 000114 

*2 1 

20-0 

0 000126 

Kthyl butyrate . 

302-9 

22-3 

0 000114 

353-9 

22-7 

0 000124 

Propyl butyrate 

415-7 

20-9 

0 000116 

363 2 

23-45 

0 000121 

Amyl butyrate . 

451-6 

19*5 

0 000113 

383 7 

21-76 

0 000120 

Methyl iaobutyr* 


« 


400-15 

20 3 

0 000120 

fttC . 

305-3 

23-8 

0 000116 

401-05 

17*1 

0000119 

Isobutyl isohutyr- 




010-0 

15 0 

0 000108 

ate . , . 

419-6 

20-6 

0 000116 

412 0 

21 1 

0 000115 

Methyl alcohol . 

337-7 

20-6 

0-000100 




Kthyl alcohol* 

351-3 

30-35 

P 000094 

026-0 

14*8 

0 000108 

Propyl alcohol . 

370-2 

2d 8 

V000094 

240-35 

31-9 

0000128 

Amyl alcohol 

403-0 

25-3 

0 000098 




Phenol 

456-0 

20 5 

0 000107 

405-0 

20 8 

0000119 

Acetic acid . 

391-5 

23-9 

0 000107* 

35H-2 

23 3 

0000120 

Phthalic anhy¬ 




405-0 

20 6 

0 000120 

dride . i 

559 0 

16 0 

0-000112 

420-0 

19 3 

0 000120 

Water . . . i 

373 0 

1 

27-2 

0 000099 
* 


Relation of Constant c to Molecular Weight and Constitntidn.—1. 

In any homologous series, or any series of closely related substiftices, 
except the alcohols, acids, phenols, the lower esters and perhaps scffae 
others, the higher the molecular weight the lower is the constant. 
Examples The normal paraffins ; methyl and ethyl ethers ; toluene 
ind ineta-xylene ; acetonp and benzophenone ; benzene, naphthalene 
ind anthracene. 

2S Iso-compounds have higher values than their normal isomerides, 
uul if there are two iso-groups the value is still higher. Examples 
Isopentane^ and normal pentane ; di-isobutyl and n-odtane ; methyl 
sptfutyrate and methyl butyrate. * 

3. When hydrogen is rtsplaced by a halogen, the value is lowered. 
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Examples:—Benzene and a mono-derivative; naphthalene and bromo*- 
naphthalene. * 

4. By replacing one halogen by Another no change is usually pro- 
luced. Examples:—The four halogen derivatives of benzene. 

8 . All compounds containing# hydroxyl group—alcohols, phenols, 
watc% acids—have very low values. But the influence of the hydroxyl 
group in # lowering tfce constant diminishes as the complexity of 
the rest of the moleaulc increases. Thus, with methyl, ethyl, and 
bfopyl alcohols the constants must be as much as 0-000038 lower than 
;hoae*of th<* corresponding hydrocarbons, but with amyl alcohol it is 
inly 0-000029, and with phenol only 0■000015 lower. On the other 
land, ttie constant tends in general to be lowered as the molecular 
lomplexity increases, and these two factors, acting in opposite directions, 
ieutrali.se each other more or less completely : thus, in the case of the 
dcohols at any rate, there is apparently no relation between the values 
if the constant and the molecular weight. 

6 . The esters—formed from alcohols and acids—have rather low 
values, and here again the constant is nearly independent of the 
nolecular weight. 

Modifications of the Still. -For ordinary laboratory purposes a 
round-bottomed glass flask is the most convenient form of still, but if 
t large quantity of liquid has to be distilled, especially v^lien it is very 
nfiammable, it is safer to employ a metal vessel. Metal vessels are 
generally made use of on the large scale. 

Any alteration in the shape of the still as a rule is merely a matter 
>1 convenience and does not call for special mention. „ ,-$» 

* Modifications of the still-head are of great importance and Will be 
■onsidered lifter in Chapters X. to XIIf. 


Modifications Of the Condenser. —For liquids boiling above the 


irdinary temperature, but* below about 
17t)°, the straight Liebig's condenser is 
usually employ ed, but various more com- 
[>act and efficient forms of condenser have 
been devised and are advertised by 
jcalers. • If a liquid boils at a higher 
temperature thagi 170°, there would lie 
larger *of frafture if the glass delivery 
tube »erc cooled by water. The cooling 
’fleet of the surrounding air ia, however, 
sufficient if a long tube be employed. For 
very volatile liquids, the delivery-tube 
must be oooled by ice or by & freezing- 
nixture (pounded ice and salt, or ice and 
toncentrated hydrochloric acid are con¬ 
venient for moderately low temperatures). 
In this case a*Bpiral, or “ worm,” tube 
shonlS be used (Fig. 10). Condensation of 
prevented by the drying tube, a. 



Fig. 10. 

Condenser for volatile liquids^ 
moipture in the tfeceiycrria 

V 

O 
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* of the Beqpiver.— If a liquid boils at a very high 

temperature, or if it suffers decomposition at its ordinary boiling 
point, it may be necessary to diStil it under reduced pressure. For 
cases of simple distillation the apparatus shown in Fig. 11 may be 
employed, but if the distillate is to*e collected in separate portions, 
the removal of the receiver would necessitate admission of ajj into 
the apparatus and a fresh exhalation after eifch change. # In order 
to introduce successive fractions into the still without disturbing the 
vacuum, Noyes and Skinner 1 fuse a separatory funnel and the sttfl* 
head to the neck of a Claissen bulb. [The large globe in Fig. 1 ] ^lerveif 



Flo. U.—.Simple iipparatus for (list Hint Ion under reduced pressure. 

to keep/lie pressure steady ami to prevent oscillation of the mercury 
in the gauge,] Various methods have been devised to allow of the 
receivers being changed without altering the pressure, of which the 
following may be mentioned. 

1. Thorne’s Apparatus.—A series of stopcocks may bg arratiged'in 
such a manner that air may be admitted into the receiver and a fresh 
one put iu its place while the distillation bulb remains exhausted (Fig. 
12). The stopcock b is dosed, and the three-wjy stopcock c is -turned 
so as to admit air into the receiver, which is (hen disconnect'd and ( 
fresh one is put in its place. The stopcock a is thijn closed to shu£ 
off tho still from the pump, and c is turned so as to conacct the 
ptitup with the new receiver, which is then exhausted until the‘pressure 
falls to the required amount, when a and b are again opened. * 
This method, though comparatively simple, is attended by several 
disadvantages ; there is soirui risk 6f leakage when so many stopcocks 
are used—oven when a three-way stopcocjc is employed (as in fig. 12) 
in place of two simple ones—and this is especially the case because 
ordinary lubricants cannot as a rule be used for 6, through which the 
condensed liquid flows. Moreover, the changing of the reoeiver, the 
manipulation of the stopcocks, and the exhaustion of She fresh receiver 

i « , « 

« 1 Noyes suU Skinner, ''An. Efficient Apparatus for Emotional Distillation saner 

DitmnitlM'd PrtfMUrr/’ J. f Ai*tr.Vhem. S<x., 1917, 39, 2718. 
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ta£e up some time, during which the 
be closely watched. 


progress of the distillation cannot 



2 Bredt’s Apparatus. - To the end of the delivery tube from the 
still-head is attached a round-bottomed llask with a long neck to 
which are sealed three narrow tubes a, b, and r. approximately at 
right angles to it (Fig. 13), and a fourth tube ,/, w'-icli serves to admit 
uir when the distillation is completed. The bulb of the (lask serves us 
one receiver, and each of the three narrow tubes is comieeted with u 
cylindrical vessel by means of a perforated cork. The long-necked 
flask is first, placed with the three receivers in an inverted position so 
that the first fraction collects in the ilask ; when a change is to I’e 
njpde, the neck of the flask is rotated until 
the drops of distillate fall into one of the 
cylindrical seceivcrs and each of these in 
turn can be brought vertically below the end 
of the delivery tube. 

• 

3. Bfahl’i Apparatus.- A number of test- 
tubes are placed in a circular stand which 
may be rotated within an exhausted vessel 
(tig. 14) so that any one of the tubes may 
•astly b<* brought, under the end of the dc- 
.liljpiy tube, 'disarrangement is convenient, 
as the change of receiver ean be effected with 
the greatest ease and rapidity. 

4 - Wade and Herriman’s Apparatus for 
Distillation under Constant Low ‘or High 

PwsstUip.—To keep the procure constant a 
pressure regulator or “manostat” was 
devised on a principle similar to that of a 

fharmnst.i tPL • i . 



/ ■ ■ it ul.1‘7 a ppumt u* 

for distillation under redpiced 
pressure ™ 


- — - oiuiuai w mat, oi a 

thermostat. The air inlet passage is auto- pr “ w,rt ' 
matreaUy left uncovered by the mercury of a manometer when the 
pressdre falls below the limit to which the manostat is set.* For the 
construction of the instrument and the method of ysing it, the ongmaf 






CHAT. 


18 DISTILLATION PRINCIPLES AND PROCESSES 

jjhper 1 should he consulted. In employing the instrument for fr#c- 
tional distillation an air reservoir of about 10 litres capacity is placed 
between the manostat and the vacuum pump or air compressor and 
a second air reservoir of about twice the capacity between the inano- 
stat and the manometer and distillation apparatus. A suitable mer¬ 
curial air compressor is described in the paper. # 

In order to collect the fraction# without disturbing the distillation 
the modification of F. 1). Brown’s apparatus #hown in Fig. .15 was 
employed. The separator consists essentially of a tap-funnel B, intef 
the wide neck of which is sealed a sleeve c, of sufficient calibre to*allow* 
the passage of the condenser tube; the*latter, which should project- 
well below the sleeve, is made tight by a short length of stouf rubber 



Fig. 15. Fig. 10 a. Fig. 10 6. 


tubing. The tup i» is preferably of large bore, 3 or 4 mm. The stem 
of the tap-funnel is sealed to the upper end'of a second |leev# L, the 
lower end of which carries the rubber stopper of the receiving tube or 
ilask R. The two sleeves are respectively furnished with T tubes rr', 
the ends of which are sealed to opposite ways,of a three-way tap h, 
the third way of which is open to the air. Conyection with t.h<^vaeujm^ 
pump is made through a branch t" of the upper sitje tube t\ # The 
tap r cannot, as a rule, be lubricated, but as any leaka$ is invpardsho 
Iojjs is involved. 

Under increased pressure a tap is inadmissible, for the leakage 
would be outwards, whilst the pressure would tend to loosen the tap. 
For liquids which have no action bn rubber a short length of stout 
pressure tubing provided with a screw elfuup forms an excelhaut sub¬ 
stitute. For other liquids the. funnel b is provided with an internal 
stopper s (Fig. 16 a) which can be actuated from outside. This stopper 
is mounted on a stout glass rod, which passes through a closely-fitting 

1 Wade $nd Merriwan, “ Apparatus for the Maintenance of Constant Pressure* abnve and 
|>etow q>e Atmoapherio Pressure. Application to Fractional Distillation,” Trans. Ckevu Soc., 
1911, 99, 084. 
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glfcss sleeve v, to which it is secured by a short length of rubber 
pressure tubing. This tubing, which is wired to the rod and sleeve, 
acts as a spring which normally Veeps the stopper away from its 
embouchure in tlTe upper, bent part of the funnel stem. In changing 
the receiver, the rod is prt*ssed*in wards against the elasticity of the 
rubbar tube until it closes the embouchure, and on relieving the 
pressure J)V means ot the thrce-\\%y tap, the stopper is held firmly 
in position by the pr^sure of the compressed air in the funnel. Any 
leakage is.downwards and internal and the receiver can be changed 
so quickly That there is no danger of loss. In a distillation under 
increased pressure all the nfbber joints and stoppers must he wired 
to the respective glass vessels and tubes. A convenient fastening for 
the receiver is afforded by a stout metal ring m (Fig. Iff 6) which fits 
the test tube fairly closely, and is provided with two stout vertical 
hooks min', one of which is radial, the other parallel to the ring; a 
loop of fairly stout mild steel wire is passed over the first of them 1 
hooks, and the two ends, after traversing the stopper on either side 
of the sleeve, arc sprung under the second, the elasticity of the wire 
keeping it securely in position. 

Convenient separators have been described by Kosanoff and Easley 1 
(ate also Kosanoff, Bacon and White), 2 and bv Hahn. 3 

Prevention of Leakage.— When a liquid is drilled under 
reduced pressure, it is necessary that all joints in the apparatus should 
be air-tight. India-rubber stoppers cannot always be used for tJyj 
Rtill because this substance is attacked or dissolved bv many organic, 
liquids, and ordinary corks are seldom quite air-tight. Page* however, 
finds that all leakage may be effectually prevented by iirst exhausting 
the apparatus and then covering the cork with the ordinary liquid 
gum, sold in bottles (not gum arabir, which is apt to crack when dry). 
The gum may be conveniently applied with a brush and, if necessary, 
th€ application may bv repeated several times. 

Apparatus for fractional distillation under reduced pressure has also 
been described by— 

Lot bar ,\feyer, Ikrichte , 1887, 20, 1834. 

H. Gautier, Bull. Sue. Chim., 1889, 2, <175. 

IF. Wislicenus, Berichle, 1890, 23, 3292. 

H. Schulz, ibid, 1890, 23, 3568. 

G. W. A. Kahlbaum, ibid., 1895, 28, 393. 
li. Stcinlen, Chem. Zed, 1898, 22, 157. 

1 Loc. cit. 

* RoM#off, Bacon and White, “ \ Rapid laboratory Method of Measuring the Partial 
Vapour Pressures of Liquid Mixtures" (Apparatus), J. Anterfchtm. Hoc., 1014, 36, 1806. 

* Hahn, "Fractionating Device," Her., 1910, 43, 1725; J. Hoc. Chem. /»</., 1910, 29, if42. 

4 Page, ‘‘Cork verevs Rubber,” Chem. Sews, 1902, 86, 162. 



CHAPTER ll 

THK HOILINU POINT OF A JMfKK LIQUID 

Thk Statical Method 

Thkkk arc two methods by which the “ boiling point” of a liquid 
under a given pressure may he determined, the statical and the 
dynamical. By the first method the pressures exerted by the vapour 

of the liquid at a series of tempera¬ 
tures are ascertained and {dotted 
against the temperatures, a curve, 
the vapour pressure curve, being 
then drawn through the points 
(Fig. 17). 

This curve has a twofold mean¬ 
ing ; it represents not only tdie 
vapour pressures of the liquid at 
different temperature^, but also the 
boiline points of the liquid under 
different ‘ pressures. Thus, the 
vapour pressure of waiter fit 50* is 
mm., and water boils at 50° under a pressure of 91 *98 mm. 

Evaporation in Ab3ence of Air.-— The.vapour pressures of a 
liquid at temperatures lower than its boiling ^>oint under at»iospherv- 
prossure may be determined by placing some of tl»2 ^liquid over the 
mercury in a barometer tube and heating the tube to different tem¬ 
peratures. The difference between the height of the barometer and 
that of the column of mercury in the tube, after correcting fw the 
expansion of the mercury, and, Unnecessary, for its vapour pressure, 
gives the vapour pressure of the liquid. 

It is necessary to Jake great care tiiat the liquid introduced is 
quite free from dissolved air, otherwise, under the reduced pressure 
ar!h at the higher teni|>erature, some of this air would be expelled and 
the measured pressure would be the sum of the pressures of the vapour 
and of tjie air. If the liquid is pure and free from liir, the pressure 
fVarie# only with the tenqjerature add does not depend on the relative 
volumes of liquid *nd Vapour so long as both are present. This con- 



Fiu. 17. ■■Vapour ■•rciWiirc curve. 




our. n THE BOILING POINT OF A Pl'RE LIQUID 21 

»t*ncy of vapour pressure is, hi fact, very delicate test of the purity 
of a liquid. 1 

• 

Evaporation, in Presence of Air.— On the other hand. Kegnault 
has shown that almost, exactly the same umount of evaporation will 
take place into a vacuous space as into the same space containing 
any fas which does qpt act chemically on the liquid and is only very 
slightly Siluble in it. # The only difference is that evaporation into a 
.v.'tcuuu) usually takes place almost instantaneously, whereas in presence 
•of a ^>as f]y> process is a slow one, owing to the time required for 
diffusion between vapour uncj gas. 

If, then, the barometer tube contained air. and we were able to 
measure its pressure, we could calculate the true pressure of the vapour 
by subtracting that of the air from the total pressure. 

Dalton's law of partial pressures is, in fact, applicable to this ease, 
and in constructing the vapour pressure curve from such results, it. is 
the partial pressures of the vapour, and not the total pressures, that 
must be plotted against the temperatures. 

Tut: Dynamical .Mivnioi) 

A liquid is said to boil when it is in a state of ebullition, but. the 
seientilic term “ boiling point ’’ is not applied to the ^miperature of 
a boiling liquid. The temperature of ebullition depends partly on the 
gaseous, or other, pressure on its surface, partly on the vertical depth 
of the liquid, and partly on the cohesive force between its moleeult-s 
and the adhesion of the liquid to the walls of the vessel; ^ would be. 
vf'ry difficult, if not impossible, to frame u convenient definition to 
include all t^iese factors. 

Ebullition. —If we heat ft liquid in an ordinary glass flask by 
means of a liiinscn burner placed below it, the formation of bubbles of 
vapour*at tjie lover surface of the liquid, in contact with the glass 
where the heat is received, is facilitated by the presence of air dissolved 
in the liquid nr adhering as a film to the glass and by sharp points, or 
roughnesses, on the surface of the glass. 

• »If aaninutc bubble of air is formed, it. will serve as a nucleus for a 
larger bubble ^fsvapour, but in order tliat. the bubble may increase in 
size by'evaporation from the liquid surrounding it, it is clear that the 
vapo#,' must overcome the pressure of the column of liquid ahov« it 
as Well as that of the atmosphere. Now the pressure exerted by the 
vapour of a liquid, in contact witji that liquid, depends solely on the 
temperature, and therefore, under the most favourable conditions, the 
tempei%ture of the liquid surrounding the ^nibble must he so high 
that the vapour pressure is equal to the sum of the pressures of the 
. atmosphere and of the column of liquid. 

1 As will l>e l»U-r, thoro arc certain liquid mixtures which behave in many rrspketi 
like p«#N> liquids; at a given temperature fbe vapour fwewmrn of auch a mixture wouldanot 
depend on the relative volume* of liquid and vapour, hut at a different temperature tifh 
vapour pressure would no longer be quite indopenden 4 of th0 volumes. 
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Cause of "Bumping.”- (jut if the liquid is very free from air 
and if the walls of the vessel are very smooth and clean, bubbles an 
formed with much greater dilliriilfy and the temperature of the liquic 
may rise much higher; it is then said to be superheated, and when ! 
bubble forms, the vapour pressure corresponding to the temperatur, 
of the liquid is much greater than the sum of the pressures qf thi 
atmosphere and of the column tt liquid ; consequently yapour i' 
evolved and the bubble increases in size with grifit rapidity, and at tin 
atone time the temperature of the liquid falls to some extent, Undf: 
these conditions the liquid boils irregularly and is said to “'bump?” 

I lie liability to intermittent ebullition is still greater when tin 
liquid is covered by a layer of another lighter but less volatile liquid 
as w liiui water lias a layer of oil over it : if a globule of well-boiled 
water Is immersed in a bath of oil of the same specific gravity, so that 
the water is in contact only with the oil, the formation of bubbles b 
very dillietilt indeed, and the temperature may be raised far abovr 
100 ; when a bubble is at last formed, the whoie of the water may bf 
suddenly converted into steam with explosive violence. 


Definition of the term “Boiling Point.” liv the term boiling 

f"f ls,n hr u ndersl ooil the highest temperature attainable by a liquid, 
under a given pressure of its own vapour, when evaporating with a 
perfectly free,surface, and when the heat reaches the surface from 
without. I hits, if we cover the bulb of a thermometer with cotton 
Wool or Other porous material, saturate the wool with the liquid under 
rtiimin.it ion anil suspend the thermometer in a test tube heated in a 
hutl, to a temperature at least 20“ higher than the boiling point of the 
.1". t , h ‘‘ 1 mu|>erature will rise, vaporisation will take place, and the 

air in the test tube will be expelled bv the vapour. Under these 
eomlitions, so long as the cotton wool remains thoroughly moistened 
• • ."V" ' t <‘ , * l I>« r atiiro cannot ris- above a maximum which 

is not inllueneed by that of the bath, but depends solely on the 
pressure of the vapour and therefore, since these are tfiunl°on the 
atmosphiTic pressure. 


I ns maximum temperature is the true "boiling point,” of the 

iqui.l under a pressure of its ... equal to that of the atmosphere. 

It mil be observed that the boiling point of a liqliid can only beforrccW 
determined by ohserving the temperature of the liqmd'iV :clf under Siyd, 

conditions that ebullitmn is impossible. * 

Determination of Boiling Point.- I he true boiling pointof a 

iquid is identical with the condensing point of its vapour under the 
saini prisMiri, provided that some liquid is present and that the 
. pour is no. mixed with an indifferent gas or vapour, ami it isousually 
inore convenient to measure the condensing point of the vapour than 
fheModmg poult of the liquid. To do this an ordinary distillation bulb 
IS generally employe, I (Fig. 3). The walls of the vertical tube give up 
h.St to the surrounding air, and some of the vap.mr-eomlenses, the 
remainder being therefore m rontaft with condensed liquid. “Con¬ 
densation also takesj.laee to a slight extent on the thermometer unless 
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the amount of liquid in the still is \jpry small, when the vapour^*" 
liable to be superheated owing to the flame, or the heated gases from 
it, playing against the drv walls of the vessel, and as the thermometer 
loses heat only vrty slowly by radiation it may. under these conditions, 
become too hot for vapour to condense on it. The vnjKrar is especially 
liable to be superheated when a water or oil bath is employed as the 
source of # heat . 

Condensation on the thermometer is promoted bv covering it with 
•hflittle cotton wool, 1 or, for high temperatures, fibrous asbestos, and, 
*in determining n boiling point or carrying out a distillation with the 
ordinary apparatus, it is always advisable to cover the thermometer 
bulb in this way. On tin* other hand, the thermometer should be 
protected from loss of heat and possible fall in temperature by radiation, 
and for exact determinations it is advisable to surround the vertical 
tube with a jacket of the vapour of the boiling 
liquid. A convenient apparatus is described by 
A. Edwards 2 and is shown in Eig. 18. The Uu>k 
A is fitted with a cork through which passes the 
wider of the two concentrie vertical tubes u and 
C. The inner tube b passes through a cork at 
the top of c and is itself provided with a cork 
which holds the thermometer (not shown). The 
tube it may be enlarged a little near the bottom 
or the tube c constricted so as to bring tie* two 
tubes so close together that the narrow space 
between them becomes primed with condensed 
liquid. The vapour from the liquid boiling in a 
therefore passes up the inner tube, through the 
hole blown in this near the top. down between 
the two concentric tubes, and finally up into 
the narrow side tube lwwRich acts as a reflux 
cotidenaer. Jl'hc condensed liquid flows easily 
through the narrow space between the tubes and 
returns to the stjll. 

If the, liquid, the bpiling point of which is to be, determined, is not 
Jcnewn U } be quite pur<^ it is advisable to distil a fair quantity of it; 
if i^ is pure thg boiling point should remain quite, constant during 
thl wlrtde distillation ; if not, the temperature will rise (unless we 
are dealing with a mixture of constant boiling point), and some j<Jea 
of the nature and amount of the impurity will be gained by observing 
the extent of the rise and whether it takes place in the early or late 
stages of the distillation, or both* or whether there is a steady rise 
duringAhe whole period. , 

Effect of Impurities on Boiling Point.- If there is a rapidfrise 

at first and the temperature afterwards remains steady or nearly so, it 

• (t 

1 Mlmsay and Young, “On a New Me.tlgMl of Determining the Vapour Prauftjrcs of H*lid» 
And Liquid*/’ Tran*. Chetn. Hoc., IftfWV 47, 42. 

* J. Soc. Cktm. Ind., 1918, 37, 38 T. 
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day be assumed that there is a much more volatile liquid present. »If 
the temperature is steady at first but rises rapidly when the distillation 
is nearly complete, the conclusion may be drawn that a much less 
volatile liquid is present. In either case the steady temperature will 
approximate very closely to the true boiling point, but it would be more 
satisfactory, especially in the second case, to collect the best portion 
of the distillate separately, and to cedistil it and*read the boding point 
again. If, on the other hand, there is a fairly steOdy rise of temperature 
throughout, the presence of one or more substances, not very difierefilT 
in volatility from the pure liquid itself, is probable, and it fs impossible 
to ascertain the boiling point of the pureMiquid without carrying out a 
fractional distillation to remove the impurities. 

Reduction of Boiling Point to Normal Pressure.— Assuming 
that the liquid is pure, that the thermometer has been compared with 
an air thermometer, and that the precautions mentioned in the last 
chapter have been attended to, the corrected temperature will give the 
true boiling [mint of the liquid under a pressure equal to that of the 
atmosphere at the time. It is frequently necessary, however, to 
compare the boiling point of the liquid with that observed by another 
experimenter, or to compare it with that of some other liquid, and it 
is therefore convenient to ascertain what the boiling point would be 
under normal P pressure and, in stating the result for future reference, 
to give this reduced boiling point. 

„ The method of correcting the boiling point of a liquid from observed 
to normal pressure is given on p. 13. 

Prevention of "Bumping.”— It frequently happens, especially 
when the distillation has to be carried out under greatly reduced 
pressure, that the liquid is liable to boil with bumping (p. 22), and two 
methods have been proposed to prevent this. 

1. As already mentioned, small tetrahedra of silver or,.platinum, or 
fragments of porous material such as unglazed porcelain or pumice- 
stone, may be added to facilitate the formation of bubbles, or 

2. A slow current of air may be admitted through a capillary tube 
which passes nearly to the bottom of the vessel (Fig. 6, p. 7). c- » 

The latter method is an excellent one for preventing the bumpigg, 
but it must be remembered that an error is caused by the presence of 
the air which is introduced. The true boiling point of the liquid and 
the condensing point of the vapour depend on the pressure of-the 
vapour itself and not necessarily on the total gaseous pressure to which 
the liquid is exposed. If there is air mixed with the vapour, the total 
pressure remains unaltered but the parti.il pressure of the vrfpour is 
diminished, and the observed temperature is lower than the boiling 
polfct under the read pressure. That this is so may be easily proved 
by altering the rate at which air enters through the capillary tube; the 
nfire rapid the introduction of air the lower will be th9 observe^ tem- 
j>A»tpre,*and unless the amount of ait is exceedingly small the observed 
boiling point will b% sensibly too low. 



n THE BOIUNG POINT OF A PORE LIQUID 28 

• 

•Caw of Partial Pressures. —Daltpn ’a law of partial pressures irf, 
in fact, applicable to the boiling point of a liquid, as indeed is evident 
from the fact that in determining a boiling point by the statical method, 
if air is mixed with the vapour, it is the partial pressure of the vapour 
and not the total pressure that must be taken into account (p. 21). 
Manyeexperiments might also be described to prove the truth of this 
statement^ but it will Be sufficient ti mention the following:— 

• • Experimental Proofs. —Water, when distilled in the ordinary manner 
Under* pressure of 15 mm., boils at about 18° ; but Sehrfitter 1 observed 
so long ago as 1853 that when^ome water was placed in a shallow' clock 
glass, supported on a short tripod on a second clock glass containing 
strong sulphuric acid, the whole being placed under a bell-jar which 
could be exhausted by an air-pump, the temperature fell to - 3° when 
the pressure was reduced to 15 mm. Here the aqueous vapour was 
rapidly absorbed by the strong sulphuric acid, so that, when the total 
pressure was 15 mm., the partial pressure of the vapour in contact 
with the water must have been only about 4 mm. The. “ boiling 
point ” of the water therefore fell below the freezing point; but in 
these circumstances bubbles could not be formed (except possibly air 
bubbles), for the vapour pressure of the water would be far lower than 
the total gaseous pressure. 

More rapid diffusion and removal of vapour, as well as freer evapora¬ 
tion, was effected by suspending in the bell-jar a thermometer, the 
bulb of which was covered with a piece of sponge soaked in water ; in 
this case, under a pressure of 40 mm., at which the boiling point of 
water under ordinary conditions is 34°, the temperature actually fell 
to -10". Here the partial pressure of the vapour must have lfeen only 
a very small fraction of the total pressure. 

The following experiment 2 affords a still more striking proof of the 
correctness of the statemjntrthat the “ boiling point ” does not neces¬ 
sarily dqpend on the atmospheric pressure. A copper air bath, through 
which a current of *air could pass freely, was heated to 205°, and a 
thermometer, the bulb of which was covered with cotton-wool moistened 
with boiling water, was suspended in the bath through an opening in 
the top. The pressure of the atmosphere was 748 mm., and the water 
on the ootton-wpol was* in a strongly heated chamber, yet its tem- 
pemlura, instead of remaining at nearly 100°, fell rapidly to 66°, and 
remaiq^d nearly constant at this point. When, however, the current 
of ay through the bath was retarded by closing the grating in tfhe 
side, the temperature of the water rose to about 80°, and when steam 
was introduced into the bath so as> to replace the air as completely as 
possibly by aqueous vapour, the temperature of the water rose to 
99°, though that of the bat If had fallen slightly. Lastly, on allowing 
some of the steam to escape, the temperature of the water fell a^ain 
to 80°. 

In this experiment, it is clear that the temperature of the watjr 

O © O o 

* ’* On the Freezing of Water in Rarefied Air,” Liebig's A nnalen, 1853, 88,188, 

* Young. “ Sublimation," Thorp*'* Dictionary of Applied Chemistry. 
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did not depend on that of the fir bath or on the atmospheric pressure, 
both of which remained nearly constant. By limiting the supply of 
air and by introducing steam, rfbthing was altered but the relative 
pressures of the aqueous vapour and of the air surrounding the water. 
The greater the partial pressure of# the vapour, the higher was the 
temperature reached by the water, and when the air was almost com¬ 
pletely replaced by aqueous vapo»r, the tempefcture rose Vfry nearly 
to the ordinary boiling point of water. 


Spheroidal State.—It is well known that when a drop'of water is 
allowed to fall on a red-hot sheet of metal, such as platinum, it does 
not touch the metal, nor does it boil although rapid evaporation takes 
place, but it assumes the spheroidal slate , moving about over the hot 
surface like a globule of mercury on a table. Careful experiments 1 
have shown that the temperature of the water under these conditions 
does not reach 100°, and the explanation of this fact is probably 
that the aqueous vapour surrounding the spheroidal drop is diluted 
with air, so that its partial pressure is less than the total atmospheric 
pressure. There are two reasons, either of which would be sufficient, 
why ebullition eannot take place :— 

1 . Heat is received from without towards the surface, from the 
whole of which evaporation can take place freely, as there is no contact 
between the filter and the heated platinum ; 

2. The vapour pressure corresponding to the, temperature of the 
water is lower than the atmospheric pressure, so that a bubble, if 
formed, would at once collapse. 


Wet add Dry Bulb Hygrometer. Agai», f lie d i(Terence in temperature 
which is usually observed between the wet and dry bulb in the ordinary 
hygrometer depends on the difference between the partial pressure of 
the aqueous vapour in the air and the maximum pressure possible at 
the temperature of the dry bulb, that is to say, the, vapour pressure of 
water at that temperature. 

Non-miscible Liquids. Lastly, as will be shown later on, the fact 
that when two non-miscible liquids arc distilled together, the boiling 
point is lower than that of either component when distilled alone, may 
similarly be explained by the law of partial pressures, the vapour of 
each liquid acting like an indifferent gas towards the otter. 

1 Bnlfour Stcmirt's Treuliec on Ileal {6th edition), 120. 
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VAPOUR PRESSURES OF MIXED LIQUIDS 

Influence of Molecular Attractions on Miscibility of Liquids 
and on Heat and Volume Changes during Admixture. — In 

studying the behaviour of two liquids, a and u, when mixed 
together, one should consider 

1. The attraction of the like molecules- of those of a for each 
other and of those of n for each other, 

2. The mutual attraction of the molecules of a and n. 

If the attraction of the unlike molecules is relatively so slight as to 
be negligible, one may expect the liquids to be non-miscible or very 
nearly so. With a somewhat greater relative attraction between the 
unlike molecules there would be miscibility within smifll limits, and 
it is reasonable to assume that, in the process of mixing there might 
be slight absorption of heat and slight expansion. 

Generally, in the comparison of various pairs of liquids, as the 
mutual attraction of the unlike increases relatively to t.lftit of the 
like molecules, one would expect increasing and finally infinite misci¬ 
bility ; absotytion of heat at first,, diminishing to zero and changing 
to increasing heat evolution ; and diminishing expansion followed by 
increasing contraction. These various changes do not, in many cases, 
run strictly jjfiri pu«.sw, and, among liquids which arc miscible in all 
proportions, it is not unusual to find a small amount of contraction 
attended by slight heat absorption, as, for example, when a little water 
is added to normal propyl alcohol ; but in the case of certain closely 
plated chemical componpds, such as chlorobenzene and bromobenzene, 
then; is neither a#y appreciable change of volume nor any measurable 
eveflutiofi or alfiorption of heat when the liquids arc mixed together. 
For snail substances it is probable that the, different molecular attrac¬ 
tions? A for A, B for B. and A for H, are very nearly equal, and that the 
relation suggested by D. Berthelot 1 and by Galitzine , 2 namely, that 
a i -2 “'\/ a i ■ <h< bolds good. [o l ., represents the attraction of the unlike 
moleculas and a t and o a tha respective attractions of the like mole¬ 
cules.] 

There would appear, then, to be two simple cases :— 

1. That in which the attraction represented by «, 2 is relatively so 
slight |hat the liquids are practically non-miscible ; 

1 D. Berthelot, “On Mixtures of (lanes, ” Com pi- rend., J 898, 126, 1703. 

* Galitzine, “On Dalton’s Law,” Wied. Arfii., 18qp, 41, 770. 
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distillation principles and processes 

" 2. That of two closely-related and infinitely miscible liquids which 
show no heat or volume change when mixed together. 

The vapour pressures of somb mixed liquids and of non-miscible 
pairs of liquids have been determined by Regnautt, Magnus, Gernez, 
Konowaloff, and other observers. o 

c 

NoK-MisrqpLE Liquids* c 

It was shown by Regnanlt in 1853 that when two non-misci^l? - 
li,,uids are placed together over the mercury in a barometer tube, 
t-h« observed vapour pressure is equal to the sum of those of the two 
liquids when heated separately to the same temperature 0 Each 
liquid, in fact, behaves quite independently of the other, and so 
long as both are present in fair quantity and one is not covered by 
too deep a layer of the other, it does not matter what are their 
relative amounts or what are the relative volumes of liquid and vapour. 
If, however, the upper layer is deep, the maximum pressure may not 
be reached for a considerable time unless the heavier liquid by shaking 
or stirring is brought to the surface to facilitate its evaporation. 

Partially Miscible Liquids 

In the case of two partially miscible liquids the vapour pressure was 
found to be K'-ss than the sum of those of the components, but greater 
than that of either one singly at the same temperature. 

* Infinitely Miscible Liquids 

The evaptrtir pressures of many pairs of infinitely miscible liquids 
have been determined by several experimenters, and, as with the 
changes of volume and of temperature on mixing the liquids, so with 
the vapour pressures of the mixtures, verjf different results are obtained 
iu different cases. Then* can be no doubt thapthe behaviour of mixtures, 
as regards vapour pressure, depends on the relative attvactiAn of the 
like and the unlike molecules. When the mutual attraction of the 
unlike molecules is not much more than sufficient to cause infinite 
miscibility- for example, with normal propyl ulcohol and water—the 
vapour pressure, like that of a partially miscible pair of liquids, ’inafy 
be greater than that of either component at the stupe temperature. 
On the other hand, when that attraction is relatively very great (formic 
ao:d and water) the vapour pressure of the. mixture may be lAs than 
that of either component. It seems reasonable to suppose that, ‘when 
the attractions of the like and unlijee molecules are equal or nearly so, 
the relation between vapouY pressure and composition should be a 
simple one, and the question what is the normal behaviour of biixturos 
has been discussed by several investigators. 

Normal Behaviour of Mixtures. Guthrie.— Guthrie 1 in 1884 
concluded that if we could find two liquids showing* no contraction, 

t * 4 * 

4 1 Guthrie. “On some Thermal and Volume Changes attending Admixture,” Phil Mag* 

1884, [V.], 18, 485. % 
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expansion, or heat change on mixing, t|he vapour pressures should bh 

expressed by a formula which mav be written = 

' 100 

where P, P t and V' B are the vapour pressures of the mixture, and of 
the two components a and n, respectively, at the same temperature, 
and n» is the percentage by weight of the liquid a. In other words, the 
relation bjtween the \*tpour pressufc and the percentage composition 
by^ weight should be represented by a straight, line. 

* Sp«yers.-»Speyers 1 concludes that, the relation between vapour 
pressure and molecular percentage composition is always represented 
by a straight line when the moleeulur weight of each substauce 
is normal in both the liquid and gaseous states. The equation, 
_ mP a + (100- m)jP„ , . , , 

r--100 ~.' ’ wilere 11 ls the molecular percentage of A, 

should then hold good. 


Van der Waals. —Van der Waals 2 considers that, the last-named 
relation is true when the critical pressures of t he two liquids are equal 
and the molecular attractions agree with the formula proposed by 
Galitzine and by D. Herthelot, «,. 2 — \ a,. a.y 

Guthrie was clearly in error in taking percentages by weight, and 
Speyer has certainly made his statement too general, Jor there are 
very many cases known in which the relation does not hold, although 
both the liquids have normal molecular weights (for example, n-hexane 
and benzene, or carbon tetrachloride and benzene). 


Kohnstamm’s Experiments.— In order to test the oorrtcfness of 
the conclusion arrived at by Van der Waals, Kohnstamm 3 has deter¬ 
mined the valour pressures of various mixtures of carbon tetrachloride 
and chlorobenzene, the critjpal pressures of which, 34,180 mm. and 
33,{110 mm., are nearly ejual, and he finds that the curvature is not 
very matked* , 

At the temperature of experiment, the maximum deviation from 
the straight line amounted to about 6 mm. on a total calculated 
pressure of 76 mm., or about 7-9 per cent. It is probable that in this 
dhsd*, the<ormula a L . 2 = -\/ a l . a 2 does not accurately represent the facts. 

• • 

Closely Belated Compounds. —From a study of the alteration 
of volwne produced by mixing various pairs of liquids together, F. p. 
Brow® * concluded that this change would probably be smallest in the 
case of closely related chemical compounds, and he obtained some 
indirect evidence in favour of thitf view; it seems a fair assumption 
that foiasuch mixtures this, god other physical relations, should be of 
a simple character. 

1 Speyer®, “ St,me Boiling Point Curves,” Anur. Juum. 8ci., 1900, IV., 9, 341. 13 

1 Van dor Waal*, “Properties of the Pressure Lines for Co-existing Phases of Mixtures,” 
Proc. Roy. A cod. Amsterdam, 1900, 3, 170. j 

* Ktfhnstamm, “Experimental Investigations based on the Theory of Van jler Waa^,” 
Inaugural Dissertation, Amsterdam, 1901. t , 

4 F. D. Brown, “ On the Volume of Mixed Liquids,” Tram. Chem. Roc., 1881, 39, 202. 
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c 

• Experimental Determinations by Statical Method.— Direct 

measurements of vapour pressures by the statical method have, how¬ 
ever, in nearly every case been 'carried out with mixtures of liquids 
which have no very close chemical relationship, bift Guthrie (loc. cit.) 
made such determinations with nurtures of ethyl bromide and ethyl 
iodide, and bis results make it probable, though not certain, that the 

equation P = ~—• 100 holds good foijthis pair of Substances. 

It is not known, however, whether the critical pressures of ethyl 
bromide and ethyl iodide are equal, though it is very probable that 
they may he. * , 

Linebarger 1 has determined the vapour pressures of a few mixtures 
of each of the following pairs of liquids by drawing a current of air 
through them (p. 70):—benzene and chlorobenzene, benzene and bromo- 
benzene, toluene and chlorobenzene, toluene and bromobenzene. His 
results are in fair agreement with the above formula, but unfortunately 
the method, in one case at least (carbon tetrachloride and benzene), 
gave inaccurate results, and it is therefore impossible to place complete 
reliance on the experimental data. The critical pressures of these 
substances have been determined and those of the components of the 
mixtures are in no case equal. 


Determinations by Dynamical Method.- - The vapour pressures 
of mixtures may he determined by the dynamical method; the still 
is kept at a uniform temperature by means of a suitable bath, 
and the pressures are observed under which ebullition takes place. 
This method, has been adopted by Lelifeldt (p. til) and by Zawidski 
(p. 65), and the latter experimenter finds that mixtures of ethylene 
dibromide with propylene dibroinide give results in conformity with the 
M/ > A +(i(X)-M)P ll 

1 he erjfical pressures of these sub- 
IIX) • 


formula P = 


stances are not, however, known. 


Again, the vapour pressures of mixtures may be determined 
indirectly from their boiling points under a series of pressures. The 
boiling points of each mixture arc mapped against the pressures, or, 
better, the logarithms of the pressures, and from the curves so,obtaint$l 
the pressure at any required temperature can be read.off. «. 

In order to obtain the complete vapour pressure curve* for Wo 
liquids at a given temperature, the boiling-point det-erminatioxs for a 
considerable number of mixtures would have to be carried out through 
a wide range of pressure, but a less elaborate investigation is sufficient 
to ascertain whether or not the above formula is applicable. 

Suppose that we determine the boiling points of mixtures containing, 
say, 25, 50 and 75 molecules per cent of the less volatile component, A, 
atU few pressures above and below 760 mm., in order to ascertain the 
boiling {joints under normal pressure with accuracy. If, then, we know 
the vapour pressures of each component at the three temperatures, we 

1 Ivuebarger, “On the Vapour Tension* of Mixtures of Volatile Liquids,” Journ. Amtr. 
Chetn, Soe., 1895,17, 61JV-*»d 6b0. 
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miscalculate the theoretical vapour pressure of each mixture from the 
formula. 

Chlorobenzene {tnd Bromobenzene.— The boiling points of three 
mixtures of chlorobenzene and bromobenzene were determined in this 
way, 1 and the theoretical vapour pressures at these temperatures were 
then calculated. The results are given in Table 4. 


Tabu: 4 


- 

... 




- --- 


• • 


Vapour pressures at t‘. 



Molecular 

percentage 

Observed 

boiling 



' 

Actual 

pressure, 

/*'. 

/*' l\ 

CoHf.Br. 

point-. 

I\. 

C«H»Br. 

(1. 

Mixture 

(calculated). 



2501 

136 75° 

452-86 

802-05 

700-4 

7<l«-0 

- 0-4 

50-00 

142-16 

526-25 

992-30 

759 3 

760-0 

•l 0-7 

73-64 

148-lli 

618-40 

1153-00 

759-3 

760-0 

+ 0-7 




Moan 

769-7 

.J 

Mean 

4 os 


Tlte differences are within the limits of experimental error. 

The critical pressures of chlorobenzene and bromobenzene are 
equal, or nearly so, 2 and it lias been found that, when the two liquids 
are mixed in equirnoleeular proportions, there is no perceptible altera¬ 
tion of temperature or of volume, and it may therefore be concluded 
that Uj.., •- y e,. a.j. The. conditions specified by Van der Waals are* 
therefore fulfilled, and in this case, at any rate, the formula 


_mP a + (1(X)-m)P„ 
KXjT 


gives the vapour pressures accurately. 


Tahi.k 5 


Substance. # 4 

Critical pressure. 


A. 

Ethyl acetate • . 

38-00 a tin. 

i 

/ 

4-83 

Efhyl pfopionate* . 

33 17 „ 

Toluene 

Ethyl benzene 

41-6* „ 

38-1* „ 

i 

/ 

3 5 

n- Hexane . » 

29-62 „ 

i 

) 

4-98 

n-Qctano • • 

24-64 „ 

Toluene 

41-6* „ 

\ 

8-6 

Benzene • . 

501* „ 

/ 

Benzene 

47-88 „ 

i 

j 

2 91 

Carbon tetrachloride 

44-97 „ 

Methyl alcohol 

78-63 „ 

\ 

15-67 

Ethyl alcohol 

. # . 62-96 „ 

i 


* As the critical pressure* of both toluene anil ethyl benzene have been determined by 
Altschul, 8 itfeema best to give his valuator benzene in the conijwirwon with toluene. 

1 Young. “The Vapour Pressures and Boiling Point* of Mixed Liquid*, Part I.,'* Tray. 
Chttn. Soc., 1902 , 81 , 768 . 

8 Young, “On the Vapour Pressure* and Specific Volume* of similar Compound* of 
Elemoots in Relation fc> the Position of those Elements in the Periodic Table," Tram. ChinM 
See., 188 % 58, 486 . # -a 

* Altschul, “On the Critical Constant* of some Organic Compounds,” ZeiUchr. pkyt tif 

Chtm., 1893, 11,577. * # 
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‘ Other Mixtures ol Closely Related Compounds—It does not fo|}ow, 

however, that it is only when the critical pressures are equal that 
the formula is applicable, and ■ it will be seen from Table 6 that 
the deviations may be exceedingly small when tha liquids are closely 
related but their critical pressures fjabie 5) are widely different. 1 


' Table 

_ 



Molecular 


Mixture. 

percent- 
age of 



A « M. 

Actual 



V. 



mm. 

A. Ethyl propionate j 

25 01 
60-00 

700 

11 . Ethyl acetate . j 

74 02 

1 

Mean 

A. Ethyl benzene . j 

25 02 ! 
40 07 ! 

700 

11 . Toluene . . ) 

7500 

Mean 

A. n -Octane*. . |j 

23-31 

60-00 

760 

11 . n-Hexane . . j 

74 00 

Mean 

• 



A. Tolfiene . . | j 

lit 

r.iHiu 

700 

15. Benzene . . j: 

A. Ethyl alcohol . | 1 

72-413 

! 

Mean 

511-13 

700 

B. Methyl alcohol . ) 




6 


Pressures. 

• 

Change on mixing 
in equimolecultr • 
proportions. , 

Cumulated 

A 

V -P. 

Volume 
per cent* 

Tempera¬ 

ture. 

mm. 

760-6 

755-7 

754-6 

mm. 

+ 3-5 
+ 4-3 
+ 5-4 

+ 0-015 

* 

-0 02 ° 

765 6 

4 44 



702-8 

763-6 

705-5 

- 2-8 

- 3-5 

- 5-5 

- 0-034 

+ 0 06 

763 9 

3 9 



752-0 

700-2 

781-0 

+ 8-0 
0-2 
21-0 

- 0-053 

+ 0-06 

764 6 

4 6 



700(1 

702-9 

704-5 

- 0-0 
- 2-9 
4-5 

+ 0-161 

• 

- 0-45 

7627 

2 7 



769-1 

+ 0 6 

-fcO-OO* 

- 0-10 


• lho temperature changes given here are merely comparative; they were observed by 
mixing together, in a round-bottomed flask, cquintulecular quantities (22 c.c. in all) of the two 
substances. 1 he temperature given is the difference between that, of the mixture and the 


mean of those of the components, which never differed by Anre than 0-2°. Thtralteratiorfs of 
temperature show the direction and give a rough indication of the ma^^ude of the coiveapond- 
ing heat changes. • • £ 


* Influence of Chemical Relationship. —For the first three pairs of 
substances and the last in Table 6, the changes of volume and of tem¬ 
perature are exceedingly small, but the expansion and fall of tem¬ 
perature are much more noticeable with benzene and toluene, and it 
may be remarked th»t the chemical relationship is not quifb so close 
ip this case, the benzene molecule being wholly aromatic, the toluene 
partly aromatic and partly aliphatic. 

t This pair of liquids has been very carefully studied by Rosanoff, 

c 

1 ( Y oung and Fortey. “ The Vapour Pressures and Boiling Points of Mixed Liquids, Part II.,” 
Tran*. Chttn. Soc., 1903, 83, 45. 
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Bajon and Schulze. 1 Their results confirm those given in Table 6 and 
are fully considered in Chapter VI. 

With regard to the mean differences P' - P, it may be said that 
they are very small, the corresponding temperature differences being 
only 0-17°, 0-18°, 0-20°, 0-12° uiyl 0-02° respectively, and the values 
of 10 <XP'-P)!P 0-58, 0-57, 0-80, 0-35 and 0-08 [compare Table 7, 
p. 34J. The conclusion may be jlrawn from the results that for 
mixtures 8f closely rented compounds the relation between vapour 
1 pressure and molecular composition is represented by a line which is 
very nearly^ if not quite, straight. 

ErroQ! of Experiment.- Ttie greater the difference between the 
boiling points of the two liquids, the more difficult is it to determine 
the boiling point of a mixture with accuracy, and the greater also to 
some extent is the probability of error in the value of P. This may 
partly account for the irregular results with w-hexano and H-octane. 

Comparison of Heat Change, Volume Change, and Vapour Pressure. 

—It does not appear that change of volume, or temperature, when the 
liquids are mixed can be relied on as a safe guide to the behaviour of 
a mixture as regards its vapour pressure, for one would expect that, as 
a general rule, the actual pressure should be lower than the calculated 
when there is contraction and rise of temperature, us, in fact, is observed 
with the second and third pairs of liquids ; and that, then there is 
expansion and fall of temperature, the observed pressure should be 
higher than the calculated, as is the ease with the first, pair. With 
benzene and toluene, however, the rule is not followed, for the aetiiaf 
pressure is the lower, although there is expansion and fall o[ temperature 
on mixing. ” 

T. W. Price 2 has recently found t hat the vapour pressures of 
mixtures of acetone and methyl-ethyl ketone agree fairly well with 
those calculated from the.foAmila /'-S»7\ -t-(100- These two 

liquids sljpw no chanfje in tldumc on admixture ; t heir critical pressures 
differ by at leist. 4-7 atm. 

Components not closely related.— When we, come to consider 
the behaviour of liquids which arc not so closely related, we find 
ii» dtany*cases much greater changes of volume and temperature, 
and also much Jpfger values for 1(K)(P' - /’)//', as will be seen from 
Table 7 fp. 34). 

It ftill be seen that contraction is frequently accompanied fy 
absorption of heat, and that P' - P may have a positive value when 
there is contraction, and even whfn there is both contraction and 
evolution of heat on mixing the comjioneifts. In the case of mixtures 
of the altkhols with benzene, it is remarkable that, although the value 
of ( P' - P)/P diminish as the molecular weights of the alcohols increase, 
yet the fall in temperature, from methyl to isobutyl alcohol, becomes 

* “ A Method of folding the Partial from the Total Vapour Pressures of Binary Mixture^ 

and a Tl}§ory of Fractional Distillation/’ J. Amer. Chtm. Soc., 1914, 36,1993. t 

* “ Vapour Preaaurea and Densities of Mixtures of Acetone and Methyl-ethyl Kefonc,’* .. 
TntM. Chern. Soc., 1919,116.1116. 
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greater, and the very small volume-changes pass from negative to 
positive. 

Table 7 



ii. 


Prcssifres. 

j Changes on admixture. * 









Mixture. 











Actual 

J 1 '. 

Camil¬ 
la ted 

r. 

100(/‘'-n 

V * 

M. 

Volume 

per 

cent. 

M. 

Tempo- 

rature. c 

A. Ethylene chloride . \ 
Ji. Benzene . . / 

50 0 

252-4 

252-1 

4 0 1 

50-0 

• 

4 «-34 

& 

- 0*35° 

A. Benzene . , 1 

Jt. Carbon tetrachloride 1 

500 

760 0 

739-85 

V 2-7 

50-0 

-0-13 

50 

- 0-69 

A. Toluene . . .1 

Ji. Carbon tetrachloride / 

50 0 

106-0 

201-6 

- 2-8 

50-0 

-0-07 

50 

4- 0-25 

A . Ethyl acetate . \ 

Ji. Carbon tetrachloride / 

50 0 

nil (i 

203-2 

4 7-3 

50-0 

4 0-03 

50 

-1- 0-55 

A. Chlorobenzene . . | 

It. Carbon tetrachloride / 

50 0 

82-0 

76 0 

4- 7-9 

50-0 

-0-12 

50 

- 0-4 

A. Benzene . . . \ 
It. n -Hexane . . / 

50 0 

760-0 

684-2 

1 11 1 

50 0 

4-0-52 

50 

- 4-7 

A. Carbon disulphide . i 

50 0 



4 27-4 

40-7 




Ii. Mcthylal . . / 


551 -1 

-1 1-22 

50 

- 6-5 

A. Acetone . 1 

1 /f. Carbon disulphide . f 

50 0 

50 0 

646-75 

251 0 

428-05 

318-8 

1 51 1 

40-9 

4 1-21. 

50 

- 9-85 

a. Arptonu . : : 1 

-20 3 

50 0 

-0-23 

50 

-412-4 

50 0 

282-0 

247 0 

Ji. Methyl alcohol . . i 

1 14 2 

l 

40-0 

-2-98 

40 

-4 7-85 

50 0 

872 0 

285-7 

Jt. Ethyl alcohol . . j 

1 30 2 

40-0 

-2-56 

40 

4- 2-95 

50 0 



//. Propyl alcohol v . j 

570(1 

387-0 

-488 

4(H) 

1 -42 i 

40 

— 115 

A. Iunhidyi alcohol . > 

Jt. Water 

A. Benzene . . \ 

50,0 

702-0 

760 0 

470-5 

475 0 

4 66-2 

60-0 

- 0-90 

60 

- 3-15 

50 0 

B.tMethyl alcohol . ) 

4 60 0 

50-0 

-0-01 i 

50 

-- 3-8 

A. Benzene . i 

50 1 








Ji. Ethyl alcohol . / 

A. Propyl alrofiol , . | 

760 0 

760 0 

507-3 

535-4 

■1 49 8 

55-0 

0-00 ; 

50 

- 4 2 

400 

Ji. Benzene * . , l 

! 41 95 

50-0 

1 0-05 i 

50 

- 4-65 

A. Isohutyl alcohol ,i 

50 0 


562-2 





Ji. Benzene . , 


I 35 2 

50-0 

-1 0-16 1 

50 

- 6 35 

A. Isouruyl alcohol . \ 

500 

760-0 




• 


Jt. Benzene . . / 

570 0 

4311 

- v- : 

50-2 

H 0-23 ; 

50 

- 5-25 


The pressures nn- from ol.sc-rvufic.ns by Zswithki, Honowuloff, Lelif.-ldt, KolinstAmm, 
Jade son and \ounn, Sortc-y and Young. or leave been specially determined. ° 


General Conclusions. The following conclusions may be drawn 
from the foregoing data 

1 When the two components arc c hemically very closely related, 
the changes of volume and of temperature on mixifig the liquids .are, 
as a rule at any rate, inconsiderable. 

2. When not only is the chemical relationship very close, Sut the ° 
critical pressures are equal and a vt = y/a x .n t (Van der Waals), the 
vapour [tressure of the mixture* is accurately represented by the 
formula 

1(W • < 

1 3 ' When the components are very closely related, but the critical 
pressures are not equal, the percentage difference between the observed 
end calculated pressures- 100(F - P)/P_i 8 very small, even, in some 
oases, when there is molecular association in the liquid state, *a with 
methyl and ethyl alcohpl. 
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• 

*4. When the two liquids are not ckfeety related, even if there is no 
molecular association in the case of either of them, the percentage 
differences are, as a rule, much greater. 

5. When the components are not very closely related and the 

molecules of one or both of theta are associated in the liquid state, 

the values of 100(7*' - P)’P are usually very large indeed. 

• • • 

Importance of •Chemical Relationship and Molecular 

AfSSOCiatiQn. — In considering, then, the probable behaviour, as 
regarcfs vapdlir pressure, of two liquids, it would apjH»ar that chemical 
relationship is the chief poinf to be considered, and that, if the two 
liquids are not closely related, the question whether the molecules of 
either or both of them are associated in the liquid state is also of 
great importance. 

Alcohols Water Paraffins. The influence of chemical relation¬ 
ship is well seen by comparing the properties of mixtures of the 
monhydric aliphatic alcohols with water on the one hand and with 
the corresponding paraffins on tin* other. 1 

These alcohols may be regarded as being formed from water by the 
replacement of one atom of hydrogen bv an alkyl group, thus ,) 

- - -i)—II, or as hydroxyl derivatives of tin* paraffins, tliiis(*, l II 2N ^ ,(011). 

The alcohols are thus related to, and their properties an* inter¬ 
mediate between those of water and of tin* paraffins; and it is found 
that, in the homologous series, as the magnitude of the alkyl groujj 
increases, the properties of tin* alcohols recede from those of water and 
approach those of the corresponding paraffins. This is a w<41 seen in 
Table 8. 

Tam.f, s 



Number of 
Carbon Atoms. 

• 

* 

Paraffin. 

4 

JSoiling points 

Alcohol. 

A. 

Water. 


, 

- 104-7" ! 

• 229 4 

04-7 - 

35 3 

100-0" 


2 

03 * 

1713 

7S .*4 

21 7 



• • :i o 

44 * 

1414 

97 -4 

2 8 



. 4 

• 0-2 ! 

1172 

117 0 

+ 17 0 



1 

* 30-2 

1018 

138-0 

380 



0 

09 0 ; 

88 0 

157 0 

57 0 


9 

T 

98-4 : 

77 6 

170-0 

76 0 



8 

1250 

70 4 

190 0 

86 0 



10 

287-5 ! 

1 

56 5 

• 

344-0 

244 0 



Thus,•methyl alcohol boilwonly 35*3° lower than water, but 229-4° 
higher than methane, while cetyl alcohol boils 214° higher than waty, 
but only 56*5° higher than the corresponding paraffin. 


Water and Alcohols- Action of Dehydrating Agents. Again, mo^f 

1 Young and Fortey, “The Properties of Mixtures of the Lower Alcohols (1) with Water, 
(2) with Benzene, and with Benzene and Water,” Tran*. ChtmfHoc., J902, 81, 717 and 739. 
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dehydrating agents, which reaict or combine with water, behave irfi a 
somewhat similar manner towards the alcohols, though to a smaller 
degree, and to a diminishing extent as the molecular weight increases, 
and this fact accounts for the unsatisfactory resftlts obtained with 
them. Thus, phosphoric anhydride «gives phosphoric acid with water 
and a mixture of ethyl hydrogen phosphates with ethyl alcohol* with 
barium oxide, water forms barium hydrate, while ethyl alcohol forms, 



Kiu. Hi.- ••Vapour pressures of mixtures of alcohols with water. 


according to Forerand, a compound 3Ba0,4C 2 H 6 0 ; sodium acts in 
precisely the same way on the alcohols as on water, but the intensity 
of the action diminislu's rapidly as the complexity of the aljcyl group 
increases ; calcium chloride forms a crystalline hexahydrate with 
vfoter and a crystalline tetra-alcoholate with methyl or ethyl alcohol; 
anhydrous copper sulphate dissolves rapidly in water, and, on 
%yaporation, crystals of CuS0 4 ,5H 2 0 are deposited ; in methyl alcohol 
tne sulphate dissolves slowly, but^to a considerable extent, jjfving a 
blue solution fron) which, according to Forcrand, greenish-blue crystals 
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of * 00804,01140 may be obtained ; dhhydrous copper sulphate is, 
however, quite insoluble in ethyl alcohol, and will extract some water 
from strong spirit^ but it is not a sufficiently powerful dehydrating 
agent to remove the whole. 

Milcibility. —The gradual change in properties of the alcohols is also 
well showy by the faet*tlmt the low»r alcohols are miscible with water 
q in all proportions, the intermediate ones within limits, while the higher 
ilfohols arctpractically insoluble in water. 

• • 

Volume and Heat Changts. — Lastly, the contraction and heat 
evolution that take place on mixing the alcohols with water diminish 
with rise, of molecular weight; there is, in fact, increasing heat 
absorption in the case of the higher alcohols. 

Vapour Pressures.— The lowest member of the series, methyl 
alcohol, hears the closest, resemblance to water, anil, as Konowaloff 
has shown, the vapour pressures of mixtures of these substances are 
in all cases intermediate between those of tile pure components, and 
the curve representing the relation between vapour pressure and 
molecular composition does not deviate very greatly from a straight 
line, as will he seen from Fig. IS), in which the vapour pressures of 
mixtures of four alcohols with water are given, at the boiling points 
of the alcohols under a pressure of 100 111111 . 

With ethyl alcohol and water the deviation is considerable, ami 
more recent and accurate observations have shown that a particular 
mixture, exerts a maximum vapour pressure, hut the eupcnipcnts of 
Konowaloif are not sufficiently numerous to bring out this point. 

When, hoftever, we come to mixtures of it-propyl alcohol and water, 
we find that there is a very well defined maximum pressure, although 
the liquids are miscible in all proportions, and the curve shows con¬ 
siderable resemblance to that, representing the behaviour of the 
partially miscible liquids, isohutyl alcohol and water. 

Mixtures of Maximum Vapour Pressure. - The question 
atliether s. mixture of mawimum vapour pressure, will lie formed in any 
givers case depends partly on the deviation of the vapour pressure- 
molecuhfr composition curve from straightness, partly on the difference 
between the vapour pressures of the two components. Thus, in the 
case of ethyl alcohol and water, the difference between the vapour 
pressures at 63° is 221) mm., and tlipre is a maximum vapour pressure, 
very slightly higher than that of pure ethyl alcohol, for a mixture 
containing 894 molecules p«r cent of alcohol (b, Fig. 20). If the 
difference between the vapour pressures of the pure substances at the 
same temperature were 350 mm., and the deviation of the curve fr#m 
straightness were the same, there would be no maximum vapour 
pressiye (a, Fijf. 20); while, if the vapour pressures of alcohol a^Jtt 
water were equal and the deviation the same, the maximum vypour 
pressure would be far more obvious, and the Inolegular percentage of 
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alcohol in the mixture that averted it would be something like <20, 
instead of 89-4 (<:, Fig. 20). 

The gradual divergence of the properties of the alcohols from those 
of water, as the molecular weight increases, is indicated by the 
increasing curvature of the presstire-molecular composition lines 



(Fig. 19). T in* maximum differences between the pressures represented 
by the actual curves and the theoretical straight lines tye roughly as 
follows :— 


Methyl alcohol and water . ' . t . 43 nun. 

Kthyl . . * 112 

a-l’ropyl. 203 

Isobutyl . . . . 315 


Mixtures of n-Hexane with Alcohols.—Wo cannot well study the 
miscibility of the alcohols with the corresponding paraffins*, beeaurc 
the first four of these hydrocarbons are gaseous* the ordinary 
temperature, and most of them are very difficult to prepare in a pure 
state. Normal hexane, however, may be conveniently prep&red by 1 
the action of sodium on propyl iodide, and is easily purified. This 
paraffin is only partially miscible >yith methyl alcohol at the ordinary 
temperature, but mixes in *ail proportions with those of the higher 
alcohols which have ^een investigated-* ethyl, propyl, isototyl and 
isoamyl alcohols. Again, normal hexane forms mixtures of maximum 
vapour pressure with the lower alcohols, but not with isoamyl alcohol 
m: any other of higher boiling point. Lastly, the fall of temperature, 
ujf mixing hexane with the alcohols in equimolecifiar proportions, 
diminishes slightly as the molecular freights of the alcohol rise. [Ethyl 
alcohol -2-55°, w-Propjl alcohol -2-40°, Isobutyl alcohol -2*36°, Iso- 
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_I .' 85 °] 111 these resects, therefore, it may be said 
that the properties of the alcohols approach those of normal hexane, 
ut recede from those of water, as their molecular weights increase. 


Matures of Benzene with Alqphols. -Benzene is much more easily 
obtained m quantity than hexane, and behaves in a somewhat similar 
manner /he lower alqphols are miscible with benzene in all proportions; 

. m v W ! 1 ': m0thy !’ ethy * J»°|> r oj>yl, ii-propyl, tertiary butyl and isobutyl 
■*ltohols form mixtures of maximum vajiour pressure with that hydro- 
carboB isoamyl alcohol does not, and it is practically certain that no 
alcohol of higher boiling point.would form such a mixture. 

It will be seen from Table 7 (p. 34) that while for mixtures of the 
alcohols with water, the values of 100(7" - P)/p show a steady rise as 
the molecular weights of the alcohols increase, the corresponding values 
for mixtures with benzene fall regularly. It may also be mentioned 
that the solubility of the alcohols in benzene, relatively to that in water, 
becomes greater as the molecular weights of the alcohols increase, for 
while methyl alcohol can be separated from its benzene solution with 
the greatest ease, and ethyl alcohol without difficulty by treatment 
with water, the extraction of propyl alcohol is more troublesome, and 
that of isobutyl or amyl alcohol by this process is exceedingly tedious. 
On the other hand, the variations in the temperature anil volume 
changes which occur on admixture are, generally, in t.he*ame direction 
for benzene as for water, though they are much smaller, ft should, 
however, be noted that the relationship of the alcohols to the aromatic 
hydrocarbon, benzene, is by no means so close as to a paraffin, such 
as normal hexane; indeed, there is expansion and absorpthm of heat 
when benzene and hexane are mixed together and the two substances, 
in all probability, form a mixture of maximum vapour pressure. 

A full account and discussion of all possible types of vapour pressure 

curves of binary mixtures h*s been given by A. Marshall. 1 

• • 

1 “'Hie Vajiuiir lVutnea of liinnry Miilurin," Trans, (hem. Hoc., llsifl, 89, 1350. 



CHAPTER IV 

BOILING POINTS OF MIXED LIQUIDS 

Statical and Dynamical Methods of Determination.— 

It lias been stated that the boiling point of a pure liquid under 
a given pressure may be determined by either the statical or the 
dynamical method, the curve which shows the relation between tempera¬ 
ture and pressure representing not only the vapour pressures of the 
liquid at different temperatures, but also its boiling points under 
different pressures ; this statement applies equally to the boiling points 
of any given mixture under different pressures. 

As regards the vapour pressures of mixtures, it has been shown 
that there ariMwo simple cases :— 

(«) That of non-miscible liquids, for which the vapour pressure of 
the two (or more) liquids together is equal to the sum of the vapour 
pressures of the components at the same temperature ; 

(h) flitt of closely related compounds, which are miscible in all 
proportions, and of a few other pairs of infinitely miscible liquids, for 
which the formula 

p m/‘ a + (10 0 - M ) />„ 

Too '' . 

holds good. It is in these two eases only that the boiling*poinfe can be 
calculated from the vapour pressures of the components. 

Non-miscible Liquids' 

Liebig had observed in 1832 that when ethylene dichloride, and 
water were distilled together, the boiling point was considerably lower 
tlyin that of either pure component, and Gay Lussac in the saute year 
pointed out that, since the two liquids are non-miscible, the total 
pressure must he equal to the sum of the vapour pressures of the pure 
components at the observed toiling point. 

Dalton s law of parjial pressures is, in fact, applicable to the case 
of non-miscible liquids, each vapour behaving as an indifferent gas to 
th£ others, and the boiling point of each liquid depends on the partial 
pressure of its own vapour. The temperature is necessarily the same 
f#£ all the liquids present, and the total pressure, if the distillation is 
carried out in the ordinary way, is'equal to that of the atmosphere. 
The boiling point jp therefore that temperature at which the sum of 

40 
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the'vapour pressures of the component is equal to the atmospheric 
pressure. 

Calculation from Vapour Pressures (Chlorobenzene and 
Water). — In Table 9 tho vapour pressures of chlorobenzene and 
of wat^r, 1 two liquids which are practically non-miscible, arc given for 
each degree from 89° \g 93°, and also tho sum of the va]iour pressures 
at the same temperatu*>s. 

Taui.k 9 

Vapour I’rcHsurcB in nun. 


Temperature. 

Chlorcbensu-ne. 

Wnter. 

Sum. 

80° 

201 15 

505-75 

700 ft 

00 

208-35 

525-45 

733-8 

01 

215-8 

545-8 

701-0 

02 

223-45 

500-75 

790-2 

93 

231-3 

588-4 

81ft-7 


Thus, when chlorobenzene and water arc heated together, say in 
a barometer tube, the observed vapour pressure at 90° should be 
733-8 mm., 761-6 mm. at. 91°, and so on. Conversely, when chloro¬ 
benzene and water are distilled together in an ordinary distillation 
bulb, so that tbe vapours are unmixed with air, the observed boding 
point, when the atmospheric pressure is 701 -0 nun., should be 91°. 

Experimental Verification. In an actual experiim-nf 100 e.r. of 
chlorobenzene and 80 e.e. of water were distilled together when tbe 
barometric pressure was 740-2 mm., and it, was found that the tem¬ 
perature varied only between 90-25° and 90-35°, until there was scarcely 
any chlorobenzene visible in the residual liquid, when it rpse rapidly to 
nearly 100°. The theoretical boiling point is calculated as follows:— 
The increase«of pressure for 1° rise of temperature from 90° to 91° is 
761 -G — 7.33-8 = 27-8 mm. It may be assumed without sensible error 
that the value of d pi lit is constant over this small range of temperature 

and the (toiling pointtshould therefore be(5)0 733-tJ 

which is very close to that actually observed. 

Liquids misc-iislk within Limits 

rffcfoj-e considering tbe behaviour of those infinitely miscible liquids 
for wh^cli the relation between vapour pressure and molecular com¬ 
position is represented by a straight line, it will be well to take tbe case 
of partially miscible liquids. 

The boiling point of a pair of such substances is higher than that 
calculated as above for non-miscible liquids, but if the miscibility is 
slight, tlfe difference between*the observed and Calculated temperatures 
is not serious, and the observed boiling point will be decidedly loijer 
than that of either component. 

Anilin e and* Water. —Water dissolves only about 3 per cent*f 
anilin?, and aniline about 5 per* cent of water at 12°, though tne 

1 Young, " Distillation,” Thorpe't Dictionary of'Applipi Chcmitlry. 



CHAP. 


42 DISTILLATION PRINCIPLES AND PROCESSES 

solubility in each case is conliderably greater at 100°. Fifty c.o. of 
aniline and 200 c.c. of water were distilled together under a pressure of 
746-4 inm., and the boiling point was found to remain nearly constant 
at 98-75° for some time but afterwards rose slowly to 99-65° while 
there w-as still a moderate amount bf water visible with the residual 
aniline. The distillation was then stopped and a large amount of water 
was added to the residue ; the twnperature, wln-n the distillation was 
recommenced, rose to 98*9°. It would therefore appear that the composi¬ 
tion of the liquid in the still may alter considerably without producing 
any great change in the boiling point, though the temperature does 
not remain so constant as it does with chlorobenzene and water. 

The vapour pressures of aniline and water at 97° to 99° are as 
follows :— 


Table 10 

Vapour Pressures in nun. 


Temperature. 

Aniline. 

Water. 

Sum. 

97' 

-10-5 

882-0 

722-5 

1)8 

42-2 

707-3 

749-5 

1 )1) 

44 0 

733-3 

777-3 


The calculated boiling point under a pressure of 746*4 mm. would 

therefore l>et^97 ~ ^^.r) =--97*9°, which is 0*85° lower than 

the temperature, which remained nearly constant for some time, 
jmd 1*75° lower than that which was observed when there was still a 
moderate amount of water present. 

• . * 

Practical Application. Advantage is taken of the fact that the 
boiling point of a pair of nAn-miscible or 
slightly miscible liquids is lower than that 
of either pure component, to distil sub¬ 
stances which could not be Ideated to their 
own boiling points without decomposition, 
or which are mixed with solid impurities. 

As a rule, water,is the liquid with which 
the substance is distilled and the ^process js 
commonly spoken of as “steam distillation.” 

As an example, the comWrcial prepara¬ 
tion of aniline may be described.*Nitro- 1 
benzene is reduced by finely divided iron 
and water with a little hydrochloric acid, 
the products formed being ferrous chloride, 

% magnetic oxide of iron and aniline. The 
aniline is distilled over with steam and the greater part of it separates 
frdm the distillate on standing. The aqueous layer, which contains 
a little aniline, is afterwards placed in the boiler which supplies steam 
fcl*the still, bo that in the next distillation the aniline* is carried over 
into the still again. a * 

The apparatuses shown diagrammatieally in Fig. 21. A is the 





IV 


BOILING POINTS OF MIXED LIQUIDS 43 

pipe by which steam is introduced into the still, and B is a rotating 
stirrer. 1 

Liquids miscible in all Proportions 


The boiling point of a mixturfof two liquids which are miscible in 
all proportions can be calculated if the vapour pressure of the mixture 

agrees accurately wttn toat given by the formula P- 

^ ‘ 1UU 


Tlie b^iling■jjointH of such mixtures are, however, not so simply related 
as their vapour pressures to the molecular composition. 


Calculation from Vapour Pressure and Composition.- - 

In order to calculate the boiling points of all mixtures of two 
such liquids under normal pressure, we should require to know the 
vajxnir pressures of each substance at temperatures between their 
boiling points. Thus chlorobenzene boils at 132*0° and bromobenzenc 
at 156-1°, and we must be able to ascertain the vapour pressures of 
each substance between 132° and 156°. 

The percentage molecular composition of mixtures which would 
exert a vapour pressure of 760 mm. must then he calculated at a 
series of temperatures between these limits, say every two degrees, 

by means of the formula M --lOO.^ . where, in this e,*sc, P 760. 

* H " * A 

Lastly, the molecular percentages of a, so calculated, must be 
mapped against the temperatures, and the curve drawn through th§ 
points will give us the required relation between boiling point and 
molecular composition under normal pressure. • * d 


Closely Related Liquids. For Mich closely related substances 
as chlorobenzene and bromobenzenc, the ratio of the boiling points on 
the absolute scale is a constant at all equal pressures, as is also the 
vahie of T . dvhit, and it Appears, so far as experimental evidence goes, 
that the* ratio of the boiling point (abs. temp.) of any given mixture 
to that of one of the pure substances at the same pressure is also a 
constant at all pressures; it would therefore, strictly speaking, be 
sufficient to determine the vapour pressures of either substance through 
a*wide rtlnge of temperature and the ratios of the boiling points (abs. 
tenij?.) yf the o#her pure substance and of a series of mixtures to that 
• of the ^standard substance at a single pressure, in order to be able to 
calculate the boiling point of any mixture at any pressure. 

The vapour pressures of chlorobenzene and bromobenzenc from 
132° to 156° are given in the table* below, also the values of P h ~ 760, 
P b - Pa and m . 

1 For further information on the use of steam in distillation, reference may be made 
to Hardy and Richens, “Fractional Distillation by Mean* of Steam," AmlyM, 1#07, 
32 , 197; K. Zaloziecki, “Theory of Distillation by Steam,” Vdrobum itrrtcw, 3 . 425; 
H. Golodetz, “Fractional Distillation with Steam," Zeitschr. phynik. Chetn., 1912, 78, 641.^ 


[Table 
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<Taiilk 11 


Vapour Pressures in ram. 


Temperature. 

/*„. 

Chloro¬ 

benzene. 

l\. 

Hrorao- 

benzcnc. 

I 

* r„ - 760. 

_ ^ 


M. 

« 

* 

132 

700-25 

395-1 

0-25 * 

305-15 

0-07 

134 

802-15 

418-0 

42-15 

383-55 

10-99 . , 

130 

845-85 

443 2 

85-85 

402-65 

21-32 

138 

891-4 

408-9 

131-4 

422-5 * 

3flO 

140 

938-85 

495-8 

*78-85 

443-05 

40-37 

142 

988-2 

523-9 

228-2 

464-3 

49-15 

144 

1039-5 

553-2 

279-5 

480-3 

57-47 

140 

1092 9 

583-85 

332-9 

509-05 

65-40 

148 

1148-4 

015-75 

388-4 

532-65 

72-92 

150 

1200-0 

049-05 

446-0 

556-95 

80-08 

152 

1205-8 

083-8 

505-8 

582-0 

86-91 

154 

1327-9 

719-95 

507-9 

607-95 

93-41 

15(1 

1392-3 

757-55 

032-3 

634-75 

99-61 


la the diagram (Pip. 22) the values of m have been plotted against 
the temperatures, and the curve is drawn through the points which 
are not themselves indicated. 



ch ,"r“ V , e f 0ati T Tll, ‘ boili "K P0i»ta oKhree mixtmes of 
chlorobi nzt ne ami bromobenzene wore determined'at a skies'of 
{...essuros between about G90 and 800 mm.’ The logarithms^ the 
pnssurcs were plotted against the temperatures, and the boiling points 

results Were r ‘‘ a<l l Iom th « <™ve with the following 

Molecular percentage bromobenzene . . 25 01 50-00 «T3-64 

Bodmg point . . . 13a . 75 o , 42 . 16 o U(j , 16 . 

”Tne points representing these values are indicated in Fie. 22 by 

tCeiioTl’cum faU VCry Wei ‘ ind£ed ° n the 

0*«^“ 8 ',9oI, « V TM Ur r ™ P ° inte Mi ^ fart I.” Tra-u. 






45 


:v BOILING POINTS OP MIXED LIQUIDS 

I 

Determination by Dynamical Method.—In determining the 
boiling points of mixed liquids by the dynamical method, it is of great 
importance that the vapour phase should be as small as possible, 
because if a relatively large amount of liquid were converted into 
vapour the composition of the residual liquid would, as a rule, differ 
sensityy from that of the original mixture. A reflux condenser must 
be used, i^id it is advisable that the thermometer should lie shielded 
from any possible milling effect of the returning liquid. The tem¬ 
perature of the vapour should be read, that of a boiling liquid, even 
when pure,'being higher than the “ boiling point ” (p. 21), but as the 
difference between the. temperatures of liquid and vapour is practically 
constant for a given mixture, in a given apparatus with a steady 
supply of heat., it is a good plan to read both temperatures at each 
pressure, to subtract the average difference between them from the 
temperature of the liquid, and to take the mean of the read tem¬ 
perature of the vapour and the reduced temperature of the liquid at 
each pressure as the true boiling point. 

Apparatus, A suitable apparatus 1 is shown in 
Kg. 23. It consists of a bulb of about 155 e.e. 
capacity with a wide vertical lube, to which is 
sealed a narrow side tube cooled by water to act 
as a reflux condenser. The upper end of the side 
tube is connected with an exhaust and compression 
pump and a differential gauge. The wide vertical 
tube is provided with a well-fitting cork, through 
which passes a rather narrower thin-walled tube, 
which has a hole blown in it just, below the cork. 

This narrower tube is also fitted with a cork, through 
which passes the thermometer. 

The quantity of each mixture placed in the bulb 
was such that its voluimV at the boiling point was 
about KJ5 c.». ; the volume of vapour in the bulb 
and vertical tubes was about 75 c-.c. The thin-walled r "J’ 1,11 rat "* ,,lr 

tube was pushed down until the bottom of it was 
about 3 mm. above the surface of the liquid when cold, and the bottom 
(if the thermometer bulb-was about level with that of the tube. 

,This arranggrilent possesses the following advantages : 

(а) The liquid that returns from the reflux condenser cannot come 

near t?ie thermometer, and the amount of liquid that condenses an 
the thermometer, and on the inner walls of the thin-walled tube, is 
exceedingly small; on the other., hand, with the large quantity of 
liquid present and the small flame that is required, there is no fear 
of the vSpour being superheated. a 

(б) It is possible to take readings of the temperature both of |he 
vapour and of the liquid without altering the position of the thermo¬ 
meter, for when the burner is directly below the centre of the bulb, the 
liquid boils up‘into the thin-walled tube well above the thermometer 


i ; 


/ Hi 


ft 


is. 




KlO. 23. - - Knllilltf 


1 Loc. cit. 
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bulb, but when the burner is gloved a little to one side, the surface of 
the liquid immediately below that tube remains undisturbed and the 
liquid does not come in contact with the thermometer bulb. 

O&lculated Boiling Point Mplecular Composition Curves. 

—The relation between the boiling points and the molecular com¬ 
position of mixtures of chlorobenzene and bromobenzene is repre¬ 
sented by a curve (Fig. 22), the lemperaturesjLeing lower than if the 
line were straight, an'd that is the case for any other pair of liquids few 

which the formula P - ----- holds good. * It is found 

that the curve approximates more and more closely to a straight line 
as the difference, A, between the boiling points of the components 
diminishes. 


Liquids not closely related. —There is evidence that the actual 
boiling points of mixtures of liquids which are not closely related are 
as a rule, considerably lower than those calculated from the vapour 
pressures, though occasionally higher, and that the formation of a 
mixture of constant, boiling point is by no means an uncommon 
occurrence. The convenient term “ azeotropic ” was proposed bv 
Wade and Merriman 1 and adopted by Leeat * for such mixtures 
and will be 01 * ployed in this book in preference to the term“ hylotropie ” 
suggested by Ostwald. 


• azeotropic Mixtures 

Mixtures of Minimum Boiling Point. In the great majority of 
eases where the formation of mixtures of minimum boiling point has 
been observed one of the two liquids is a hydroxyl compound.- an 
if 7,’. 11,1 a,M, 1 1 " r watl, r- a,ll! water also forms such mixtures with 
all the lower alcohols, except methyl alcohol. It is well known tfiat 
the molecules of these liquids are more or tfss associated in the liquid 
state, and wo may therefore conclude that mixture?? of minimum 
. boiling point (maximum vapour pressure) are most readily formed 
when one or both of t he liquids exhibit molecular association. 

It in probable that the molecules of acetone, and also of the lower 
aliphatic esters, are associated to a slight extent in the liqfiid sfatb, 
and Hyland 3 found m 1899 that the following pai*rs,of liquids form 
mixtures of ,,,,,,,mm,, boiling point: carbon disulphide and acetone ■ 
carbon disulph.de and methyl acetate; carbon disulphide an‘d ethyl 
acetate; acetone and methyl acetate; acetone and ethyl iodide; 
ethyl iodide and ethyl acetate. . 

In the following year Zawidski* showed that the first and last of 
these pairs of liquids tom mixtures of maximum vapour pressure. 
t I.eoat has observed the formation of a considerable number of 

1 Trans. Chem. Sac., 1911, 99, 1U04. 

• 'VT. * m .r" r f a * liquid,,. VAzMnpi^mi (Brussels), 1818. 

*. q'fh v Uoil ; n « A "“ r - 1888.12,3*4. 

OW M IM P ° Ur WU "'" °‘ <* Liquids," Z ( ,W,V,«t 

’ ‘ Iak. CtL 
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mixtures of minimum boiling point on§ of the components of whicif 
is an ester or one of the lower ketones. 

It was thought by Speyers 1 that a mixture of minimum boiling 
point cannot be formed when both constituents have normal mole¬ 
cular weight at all concentrations* but this conclusion does not appear 
to be home out by the facts, and it is clear that when A is very small, 
a comparatively slight deviation from the normal form of tho boiling 
point-molecular compoMtion curve would be sufficient to account for 
•*h* formation of a mixture of minimum boiling point. It is certain 
that benzeii* and • carbon tetrachloride (A = 3-4t°) form such a 
mixture and most probable t)*t benzene and H-hexanc (A = 11 -T) do 
so. Ryland (lor. cit.) states that carbon disulphide and ethyl bromide 
(A = about 7'(f) form a mixture of minimum boiling point, and 
Zawidski (he. cit.) finds that methylal and carbon disulphide (A«4-1B°) 
form a mixture of maximum vapour pressure. These results have been 
confirmed and a considerable number of other eases observed by latest, 
who has made an exhaustive study of the literature on this subject and 
has himself examined more than two thousand mixtures and discovered 
a great number of azeotropic, mixtures. 


Mixtures of Maximum Boiling Point. The occurrence o 
mixtures of maximum boiling point (or minimum vapour pressure) i 
comparatively rare ; in most of the known cases one of tjje substance, 
is an acid and the other a base or a compound of basic character- 
formic, acetic and propionic acid with pyridine (Zawidski), 3 hydro 
chloric acid with methyl ctlmr (Kricdel) 3 ; or the liquids arc water am 
an acid—formic, hydrochloric, hvdroliromie, hydriodic, hydrofluoric 
nitric or perchloric acid (Uoscoe) 3 ; but Ryland finds that sue! 
mixtures arc formed by ehloroforiti and acetone (A 1 f*B ) and b’ 
chloroform and methyl acetate (A ■ about I'd ); the first observatioi 
has been confirmed by Zawiiktkt and by Kuenon and Hobson, 3 and th 
second by Miss Kortey (unpublished). 

The lTumbtfr of kb’own mixtures of maximum boiling point has beet 
greatly increased by Herat. 


Ternary Mixtures.of Minimum Boiling Point.- Benzene am 

w^tev arg practically nop-miseible, whilst benzene and ethyl alcoht 
and tjthyl alcohol arid water form mixtures of minimum boiling point 
It ft-as observe? by Young 6 in 1002 that when any mixture of th 
•three liquids is distilled, a ternary azeotropic mixture comes over at 
temperature lower than the boiling point of any of the binary mixture 


1 Spcycra, "Some Boiling Point Cum*," i’«cr. Jam. Set., 1900, IV., 8,341. 

* Fried£ “ On a Combination of Mfthyl Oxide and Hydrochloric Acid," Bull. Hoe. Chin 

1875, Jt, 160. ,, . „ _ 

4 Roacoe, “On the Compoaition of Aqueous Acid. of ( omtant Boiling point, Trin 
Chan. Soe.. 1861, 13, 1M; 1802, 16, 270; "(Jn Perchloric Acid and it* Hydrate*. In 
Roy. Soc., 1802.11, 493. . 

1 Kncncn and Rubaon, “ Obaervationa on Mixture* with Maximum or Minimum Vapo 
Prewar^’’ Pkil. Mag., 1902, VI., 4. H6. 

* “The Preparation of Absolute Alcohof from Strong Spirit, 1 rant. them. Soc., 190 

81, 707. « 
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hr of any of the pure substancfs. It was found that by the distillation 
of strong spirit with benzene the water came over in the first fraction 
and anhydrous alcohol was loft as the residue. 

Ternary azeotropic mixtures of several of the lower alcohols with 
benzene and water and with «-hexjna and water were obtained and 
examined by Young and Fortey. 1 The formation of other ternary 
azeotropic mixtures has since been observe^ by several chemists, 
Lceat having added a considerable number to (fee list. 

In the following tables data which are not regarded as vseil • 
established are printed in italics. When any mixture has been 
examined by more than one observer, tie initial"letters of the names 
of those observers whose data are regarded as less well established 
than the others are printed in italics. 

1 Trans. Che.m, Soc., 1902, 81, 739. 
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UST OP KNOWN AZEOTROPIC MIXTURES 

Tablk 12 

Bbabt Azeotropic Mixtures—Minimum Boiling Point 


Substances In mixture. 

_*_ • 


Bolling points. ; Percentage 

. -» _ ! of A. by , 

. .-j weight In Observer. 

A. 1 1J. Az. mix- mixture. 


; Water 
’ Methyl alcohol 
x Methyl alcohol 

• Methyl alcohol 

• Methyl alcohol 
Methyl alcohol 

' Methyl alcohol 
.? Methyl alcohol 
. Methyl alcohol 
Methyl alcohol 
Methyl alcohol 
■ KMiyi alcohol 
Ethyl alcohol 
Ethyl alcohol 

Ethyl nkohol 

.*• Ethyl alcohol 
i Ethyl alcohol 
Ethyl alcohol 
•Ethyl alcohol 
, Isopropyl alcohol 
; Isopropyl alcohol 
Jfopropyl alcohol 
Isopropyl alcohol 
i Isopropyl alcohol 
- Isopropyl alcohol 
Tert. butyl alcohol 
Jot. hutyl alcohol 
Tort, butyl alcohol 
Tert. butyl alcohol 
. «. Propyl alcohol 
». Propyl alcohol 
*• alcohol* 

». Propyl alcohol 
a. Propyl alcohol 

• Propyl alcoiwl 

• alcohol 

AJIyI alcohol 
A jyl alcohol 
Allylaicihoh • 
AJlyl alcohol 
AUyl alcohol * 

1 Isobuty! alcohol 
Js^ty 1 alcohol 
Jaobftyl alcoho* 
{“butyl alcohol 

**>h«tyUloohol 
«°b«tyl Aloohol 
“Ohotyi alcohol 
**■ gotyl aloohol 
*®Iyl alcohol 

{jeto-hexurol 




Ithyl ftlc< hoi 

Isopropyl alcohol 
Tertiary butyl alcohol 
«• Propyl alcohol 

Ally I alcohol 
Isopentane 

Trlmothylothylene 

Dlallyl 

». Hexane 

Benzene 

t’yclo-hexane 

l yclo-hexadlciie, | 

Cyclo-hexene 

«• Heptane 

Methyl cyclo hexane 

Dlallyl 

«. Hexano 

Benzene 

Cyclo-hexane 
Cyelo-hexadlene, 1 -3 
Cyclo-hexene 
Methyl cyclo-hexane 
Toluene 
n. Hexano 
Benzene 
Cyclo-hexane 
Cyelo-hexadlene, 13 
Cyclo-hexene 
Toluene 
Benzene 
Pyclo-hexAne 
Cyelo-hexadlene, 1 -3 
Cyclo-hexene t 
n. Ilcxane « 

Benzene • 

C#clo-hoxane 
Cyelo-hexadlene, 1-3 
Cyclo-hexene 
Toluene 
n. Octane 
Benzene 
(^yclo-hexane * 
Cyelo-hexadlene#! -3 
Cydo-lpxene 
Tolimne 
n. Hfxano 
Benzene 
Cyclo-hexane 
Cydo-hexadlene, 1-3 
Cyclo-hexene 
Toluene 
Ethyl benzene 
Cyclo-hexane 
' Toluene 

I Ethyl benzene _ 
Xylene, p. 

Xylene, m. 

Xylene, o. 

Plnene 

Mesitylene 

Cymene 

Carfbne 

Carvene 

Carvene 


100 0 82-44 80-37 

000 82-55 


110-0 

101 15 

130 15 

107-4 

80-75 

79-8 

110-0 

105-5 

136 15 

125'9 

138-2 

1 ifl-8 

189*0 

127 0 

142-0 

1280 

165-8 

149-9 

104-0 

150-3 

175-3 

159 

177-8 

159 25 

177-8 

174-4 

177-8 

170-25 


J*. 4 Y. 4 
P., It-., i*r., U, 
Y. * K. 

Y. * P. 

Ch., K„ Y. 4 
^ P., Vr. 

/>.. W. 4 A., L, 

h. 

L. 

Rv., Y., /,. 
Rv., Y. 4 F. 

L. 

L. 

L 

L. 

L. 

L. 

T \,f 

L. 

L. 

1 . ,, 

V. 

Rll., Y. *1. 

L. 

L. 

f. L l. 

Y. 4 F, 

L. 

L. 

L, 

Y., JL. 

Ry., Y. 

L. 

L. 

Rv., L. 

L. 

/a, W. 4 A. 

L. 

L. 

n iu 

Y. 

L. 

l: 

h. 

Rv., L. 

L. 

h. 

h. 

L. 

Rv., L 
Rv., h. 

RvmL. 

L. 

L. 

.t 
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CHAP. 


TaMle 12 —continued 


Substances in mixture. 

Bolling points. • 

Percentage 
*of A. by 
weight In 
mixture. 

Observer. 

A. 

B. 

• 

A. 

B. 

Az. mix¬ 
ture. 

• 

• 

Benzyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Methyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 
»Ethyl alcohol 

Ethyl alcohol ® 

Ethyl alcohol 

Ethyl alcohol 

Ethyl alcohol 

Et&l alcohol 

Ethyl alcohol 

Ethyl alcohol 
Isopropyl alcohffl 
Isopropyl alcohol 
Isopropyl alcohol 

Tert. butyl alcohol 
Tert. butyl alcohol 
Allyl alcohol 

Allyl alcohol 

Allyl alcohol 

Allyl alcohol 

Allyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 

Propyl alcohol 
laobutyJ alcohol 
Isobutyl alcohol 
Isobutyl alcohol 
lsobiftyl alcohol 
Isobutyl alcohol 
Isobutyl alcohol 
Isobutyl alcohol 
Isobutyl alcohol 
Isoamyl alcohol 
Isoamyl alcohol 
Isoamyl alcohol 
Isoamyl alcohol 
Cyolooexanol 
CyclO'hexanol 

Methyl alcohol 
Methyl alcohol 

Kth£l alcohol 

Ethyl alcohol 
isopropyl alcohol 

Naphthalene 

Ethyl bromide 

Methyl Iodide 

Kthylideiie chloride 
Chloroform 

Isobutyl chloride * 

Propyl bromide 

Ethyl Iodide 

Tert. butyl bromide 
Carbon tetrachloride 
Triehlorethylene 
Dlchloro-bromo-methane 
Isobutyl bromide 

Propyl Iodide 

Ethyl bromide 

Propyl chloride 

Acetylene dichloridc, Ir. 
Plbromoprnpylene,«, cis. 
Acetylene dleoloride, cm. 

< ‘hlorofonn 

Isobutyl chloride 

Propyl bromide 

Ethyl iodide 

Tert. butyl bromide 

Carbon tetrachloride 

Triehlorethylene 

I Hchloro-bromo-methane 
Isobutyl bromide 

Allyl Iodide 

Isobutyl iodide 

Isoamyl bromide 
Tetraehlorethylcnc 
Isobutyl clilorido 

Ethyl iodide 

Isobutyl iodide 

Carbon tetrachloride 
Triehlorethylene 

Carbon tetrachloride 
Triehlorethylene 
Plehloro-bromo-methane 
Isobutyl bromide 
Tetrachlorethyleno 
Isobutyl chloride 
l’ropyl bromide 

Ethyl iodide 

Carbon tetrachloride 
Triehlorethylene 
Dlchloro-bromo-methane 
Allyl Iodide 
l*ropy! iodide 

Tet racldoret hylcne 

Carbon tetrachloride 
Triehlorethylene 
Dichloro-broino-methane 
Propyl Iodide 

Isoamyl bromide 

Tet rachloret hylcne 
Ethylene bromide 
Chlorobenzene 

Isoamyl bromide 

Tetraciilocpthylene 

Ethylene Bromide 

Chlorobenzene 

Bromobenzene 

Pentachlorethane 

Ethyl formate 

Methyl acetate 

Ethyl acetate 

Methyl propionate 

Ethyl acetate 

t_ __ 

205-5 

04-7 

64-7 

64-7 

04-7 

64W 

04-7 

04-7 

64-7 

(14-7 

(14-7 

(14-7 

(54-7 

04-7 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

78-3 

82 45 
82-45 
82-45 
82-55 
82-55 
1)0-115 
9005 
90-06 
90-95 
90-95 
97-2 
97-2 
97-2 
97-2 
97-2 
97-2 
97-2 
97-2 
97-2 
108 0 
108 0 
108 0 
108-0 
1080 
108-0 
,108-0 
108-0 
131-8 
131-8 
131-8 
131-8 
180-05 
160-05 
04-7 
64-7 
78-3 
t .78-3 
82-46 

218-1 j 

38-4 w 
44-5 
57-3 
61-2 

08-9 

710 

72- 3 

73- 3 
70-75 
86-95 

90- 2 

91- 0 
102-4 

38-4 

40 6 

48-35 

57-8 

60-25 

01-10 

08-9 

710 

72 3 
73-3 
76-7 

80-95 

90-2 

910 

102 

120 
120-2 
120-8 
08-9 
72-3 
120 0 

70- 75 
86-95 
76-75 

» 80-95 
9§-2 
9V0 
120-8 
08-9 

71- 0 

72- 3 
70-75 
86-95 
90-2 f 

102< 

102-4 

120-8 

76- 75 
80-95 
90-2 

102-4 
120-2 
120-8 
131-5 
131-8 
120-2 
120-8 
131 6 
131-8 
156-15 
161*96 
54 16 
67-0 

77- 15 
79-7 
77 06 

204-3 

34-95 

39-0 

49-05 

53-5 

53- 05 

64- 1 

54- 7 

65- 6 

55- 7 
60-2 
03-8 
01-4 
03-5 

37 6 

44-9 

46-5 

60-4 

67-7 

59-4 

01-45 

03 

63 

03-8 

04-95 

70- 9 
75-5 
72-7 
75-0 
77-05 
77-0 
77-95 
03-8 
65-8 
81-8 
69-5 

75 

72-32 

80- 95 
85-85 
83-9 
94 
67-2 
69-2 
70 1 

72- 8 

81- 75 
80-4 
90-0 
90? 
94 
75-8 
85-4 
89-3 
90 

103-8 
103-06 
100-2 
107-2 
110-4 
116 0 

123- 2 

124- 3 
153*6 
167-9 

50 95 
54 0 

71- 8 

73- 2 

74- 8 

m * 

4 5 

7-2 

11;5 

425 

23 

20-2 

18- 5 

% 

20-50 

30 

40 

42 

01 

3 

5- 5 

0 

9 

9 8 

7-0 

10- 3 

17 

13 

15 

15-85 

27 

28 
;W 

41 

70 

71 *5 

81 

17 
>15 

70 

*7 

16 

11- 5 

16 

17-5 

18 

f A.7 o 

7 

9 

7-8 

11-5 

17 

19- 5 

29 o 

30 

54 

6- 5 

9 

11 

IN 

hi 

40 

60-6 

63 

SO 

19 o 
W 

36 

33 5 

SO 

16 

19 

' 30-98 

52 

23 

•Hy., Ry.. P., 
Tvm ti. 

L.’ 

Ry., L, 

V- 

L. 

L. 

L. 

Ry., L. 

L. 

Cv. 

Cv. 

Cv. 

Th., Ry., L., W. 

L. 

L. r, 

Ry., J. <k Q.) l. 

Y., Hy'., Sch.. 
Ty., Hi., L. 

L. 

L. 

H.,L. 

Ry., L. u 

V* 

L. 

Ry., L. 

Ry., I. 

V 

h, 

L. 

L. 

L. 

L. 

L. 

H., L. • 
Ry., L. a. 

V- 

L. 

e r L. 

L. 

- L. t> 

I*. 

\ L ‘ 

Ry., L. 

V* -• '■,( 

Ry., X*. 

-L. 

L. 

L. 

h. 

Vfc 1 * 

Jti, 
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Table 12 —cotUttAicd 


Substances in mlxUire. - 

I 

1 Bolling points. 

i 

| Percentagi 




! 



; of A. by 

Observer. 

• A. 

B. 

; • 

A. 

B. 

Iaz. mix 
J lure. 

> weight In 
! mixture. 

I 

Propyl slcohol * 

n. %tyl alcohol 

Ethyl t>rop)on&e 

Methyl isovulefate 

97-it 
116-9 

09-i 
110-3 

93-4 

51 

L. 

Isoa rnyXalcoho! 

Ethyl alcdhol 

Isoamyl acetate 
.Methyl ethyl ketone 

181 8 
78 8 

/.W-,V 

79 6 

/.;/•.? 

74-8 

95 

//., L. 

Ma., L. 

Tert. butyl alcohol 
Isopropyl alcohol 

Methyl ethyl ketone 
Methyl ethyl ketone 

82-55 

82-4.5 

79-6 

70-0 

78-9 

77-3 


A., 

Propyl alcohol 

Diethyl ketone • 

97-2 

102-2 

94-9 


1L 

Isobutyl alcohol 

Diethyl ketone 

108 0 

102-2 

101 95 


L. 

Octyl alcohol 

Aniline 

178-7 

184-35 

177-8 


L. 

Ally! alcohol 

Kpichlorhydrln 

96 95 

110-4 

95-8 

78 

L. 

Propyl alcohol 

Eplchlorhydrln 

97 2 

110 4 

96-0 

77 

E. 

Isobutyl alcohol 

Kpichlorhydrln 

108 0 

116-4 

105-0 

00-5 

E. 

Isoamyl alcohol 

Allyl alcohol 

Kpichlorhydrln 

Nitromcthano 

131-8 

96-95 

116-4 

101-2 

115 35 
89 

19 

L. 

L. 

Propyl alcohol 

Nitrometliunc 

97-2 

101-2 

89 15 


E. 

Benzyl alcohol 

Nitrobenzene 

205 5 

210*85 

204-3 

58 


Borneo! 

Nitrobenzene 

2118 

210 85 



j 

Methyl alcohol 

Carbon disulphide 

64-7 

40-2 

37-05 

14 


Ethyl alcohol 

Carbon disulphide 

78-11 

46-2 

42-4 


Be., Hu.. 1. 

Isopropyl alcohol 

Carbon disulphide 

82-45 

40-2 

44 0 

8 

fa,, L. 

Methyl alcohol 

Acetonitrile 

64-7 

HI -6 

03-45 

81 

V. <fc />., I., 

Ethyl alcohol 

Acetonitrile 

78-3 

81-0 

72-5 

50 

V. <Sc I)., L. 

Iso§ropyl alcohol 
Methyl alcohol 

Acetonitrile 

Methylal 

82 5 
64-7 

81-6 
42 2 

75 

41-82 


L. ’ 

L, 

Phenol 

Chlorotolucno 

18! 5 

101-3 

160 3 

8 

E. 

Phenol 

Pcntachlorethaue 

181-5 

101 95 

UK) 85 


h. 

E. 

Phenol 

Bromotoluene, o. 

181-5 

181 75 

174-35 

40 • 

Phenol 

Bromotoluene, »>. 

181 5 

185 

170 2 


E. 

Phenol 

lodobenzene 

181 5 

JMH-55 

177-7 

47 

Ja. 

Cresol, o. 

Bromotoluene, ». 

190-8 

181-75 

180-3 

10 

L. 

fire&ol, o. 

Cresol, o. 

Bromotoluene, p. 

190 8 

185 

181-7 

25 

E. 

lodobenzene 

190-8 


185-0 


L. • 

Propionic acid 

Water 

140-7 

1 (Hi 

99-98 

17*7 

Isobutyrlo add 

Water 

154 35 

100 

99-3 

21 

Jd. 

Butyric acid 

Water 

103 5 

ioo 

09 4 

18-4 

* i‘ 

i Acetic acid 

Benzene 

11H-5 

80-2 

80 05 

2 

Ne. 

' Acetic acM 

Toluene 

118-5 

110-7 

105-4 

28 


Acetic acid 

Ethyl benzene 

118-5 

130-15 

114 05 

00 

Acetic add 

Xylene, m. 

118-5 

139 

115-38 

72-5 

Ru„ L. 

Propionic add 

Ethyl benzene 

1407 

130 15 

131-1 

28 

L. 

E. 

Propionic add 

Xylene, p. , 

140-7 

138-2 

132-0 

30 

Propionic acid 

Xylene, in. « 

Pfinene 

140-7 

139 0 

132 65 

35*6 

E. 

Propionic acid 

140 7 

155 8 

136-15 

58-5 

E. 

Isobutyrlo add • 

Plapno 

154 35 

155-8 

140-7 

35 

E. 

Isobutyric acid 

Carvenc k 

154-35 

177-8 

151 0 

78 

E. 

Butyric add 

Plnene 

103-5 

155-8 

152-0 

25 

E. 

Bityric add * 

Carvene 

103 -5 

177-8 

100-75 

55 

E. 

Isovaleric acid 

Carvene 

176 5 

177-8 

10H-9 

41 

L. 

Chloracetic add 

Carvene 

186 5 

177-8 

107 8 

34 

E. 

Acetic add 

Isobtfcd Iodide * 
TcUachlorethylent 
KtnyFeqfc bromide 
Chlorobenzene 
Tetracnlorcthylaae 

11H-5 

120 0 

107 

34 

E. 

Acetic acid * # 

Acetic acid 

118-5 

120-8 

107-35 

38-5 

E. 

118-5 

131-5 

114-36 

55 

B. 

Aoetic add _ • 

118-5 

131-8 

114-05 

58-5 

L. 

Propionic atW 

140 7 

120-8 

118-95 

8-6 

E. 

Propionic add 

Ethylene J&romlde . 

140-7 

131-5 

127-75 

17-5 

L. 

PropWnlc add • 

Chlorobenzene 

140-7 

131-8 

128-75 

m 

L. 

Propionic acid 

Bromobenzene 

140 7 

156-15 

139 85 

60 

E. 

isobutyric add 

Tetrachlorethane, n. 

154-35 

140 25 

144-8 

7 

L, 

Isobutyric add 

Bromobenzene 

154 35 

156-15 

148 6 

35 

L. 

Isobutyric acid 

Pentachlorcthane 

154*35 

101 95 

152-9 

43 

L. 

Butyric acid 

Bromoform 

163-5 

148 3 

146 

7 

L. 

Butyric acid 

Bromobenzene 

163 5 

156-15 

162 2 

18 

L. 

Butyric add • 

Chlorotoiucne, p. , 

163-5 

101-8 

15&-3 

15o-75 

27 

L. 

Butyric tdd 

Pentachlorcthane 

103-5 

101-95 

26 

1. 

UovaJerio add 
Chlflwcetioadd 

Bromotoluene, o. 

170-5 

181-75 

172*1 

39-5 

L. 


180 5 

179-35 

172 

28 

L. • 

SWomcetis Mid 

Bromotoluene, o. 

186 5 

181-75 

172-95 

32 

L. 

Cliten-cMo »ctd 

Bromotoluene, p. 
lodobenrone 

186-5 

185-2 

174 

47 

L. 

CMonwetta »dd 

180-5 

188 55 

175 8 

35 

L. _ 

Benzene 

BttlMW 0 


80 2 

08-95 

68 87 | 

IU 

3. £ T.* 

Cyclo-hexano 

8(1-2 

80-75 

77-5 : 

M 

L. 

-/ 

Cy do- hexene 

80 2 

82-76 

79-45 , 

• ' 

M A 

j.. 
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DISTILLATION PRINCIPLES AND PROCESSES 

Table 12—continued 


CHAP. 


Substances in mixture. 


n. Heptane 
Cyclo-hexane 
Plnene 
Isopentane 
Trinwthylethylene 
n. Hexane 
n. Hexane 
Hexane 
Hexane 
Benzene 

Ethyl benzene 
Xylene, p. 

Xylene, m. 

Plnene, a 

Carvcne 

Carveno 

Isopentane 

n. Pentane 

Trimethylethylcne 

Xylene, m. 

Xylene, rn. 

Plnene ,a 

Plnene .a 

Mesitylene 

Carveno f 

Carvcne 

Carvcne 

Carvene 

Ethyl bromide 

Ethyl Iodide 

Carbon tetrachloride 
Carbon torachliftlde 
Allyl Iodide 
Aliyl Iodide 
Isobutyl iodide 
Tetrachlorethylene 
Tetracldorethylcno 
Chlorobenzene 
Bromobenzene 
Bromobenzeno 
Chlorotoluene, o. 
Chlorotoluene, p. 
Pcntachlorethane 
Benzyl chloride 
Benzyl chloride 
Bromotoluene, o. 
Bromotoluene, o. 
Broinotolueni', p. 
Iodobenzcne 
Ethyl ether 
Methyl propyl ether 
Acetal 

Anted 

Anted 

Phenetd 

Phenetd 

Amylmethylal 

Anted 

Phenol 

Phenol 

Crad, o. 

Plnene, a 
Otrvtoe 
Carvene 
Carvene 




Methyl cyclo hexane 
Cyclo-hexudlene, 1-3 
Mesitylene 
Ethyl bromide 
Ethyl bromide 
Chloroform 
Isobutyl chloride 
Propyl brouddo 
Ethyl Iodide 
Carbon tetrachloride 

Propylene dibromide 
Propylene dibromide 
Propylene dibromide 
Bromobenzene 
Benzyl chloride 
Bromotoluene, o. 
Methyl formate 
Methyl formate 
Methyl formate 
Isoamyl acetate 
Methyl lactate 
Ethyl laetate 
Methyl oxalate 
Methyl oxalate 
Methyl oxalate 
Propyl laetate 
Isobutyl lactate 
Ethyl oxalate 
Methyl formate 
Ethyl acetate 

Ethyl acetate 
Methyl prooiouate 
Ethyl propionate 
Propyl acetate 
Isoamyl formato 
Ethyl butyrate 
Ethyl carlxmate 
Isobutyl propionate 
Ethyl lactate 
Methyl oxalate 
Ethyl lactate 
Methyl oxalate 
Methyl oxalate 
Propyl lactate 
Isobutyl lactate 
Isobutyl lactate 
Ethyl oxalate 
Ethyl oxalate 
Ethyl oxalate 
Methyl formate 
Methyl formate 
Isobutyl formato 
Ethyl lactate 
Isobutyl butyrate 
Methyl oxalate 
Propyl lactate 
Ethyl benzonte 
Plnene, a 
Plnene, a 
Carvene % 

Carvene 

Dlchlorhydrln, a 
Dlchlorhydrln, a 
Dlchlorhydrln, 8 
Benzaldehyde 
Aniline 
Aniline 
Methyl aniline 
Methyl ethyl ketone 
Methyl acftoaceUte 


Boiling points. 


98-45 

80-75 

163-8 

27-95 

3715 

68-fti 

68-95 

68-95 

08-95 

80-2 

136-15 

138- 2 
139 0 
155-8 
177-8 
177-8 

27-95 
36-15 
3715 
139 0 

139- 0 
155-8 

155- 8 
164 
177-8 
177-8 
177-8 
177-8 

38-4 

72-3 

70-75 
76-76 
102 
102 
120 
120-8 
120-8 
131 8 

156- 1 
156-1 
159 
161-3 
161-95 
179-35 
179-36 
181*75 
181-75 
185 
188-55 

34-6 
38-9 
104-5 
153-85 
153-85 
171-5 
171-5 
207-5 
153-85 
181-5 
181-5, 
190-8 
165-8 
177-8 
177-8 
177-8 
155-8 
. 177-8 
L177-8 
80-2 
155-8 


Az. mix¬ 
ture. 


Percentage] 
of A. by 
weight in. 
mixture. 


101-8 | 
80-8 
164 0 
38-38 
38-38 
61 2 
68-85 

71- 0 

72- 3 

76- 75 

141-7 

141-7 

141-7 

156-1 

179-35 

181- 75 
31-9 
31-9 
31-9 

138-8 

144-8 

155 

163-3 

163-3 

163-3 

171-7 

182- 15 
185 0 

31-9 

77- 05 

77-05 
79-7 
99-1 
101-65 
123-6 
119-9 
120 0 
136 9 
HM-5 
163-3 

154- 5 
163 3 
163 3 
171-7 
182-15 
182-15 
185-0 
18»0 
185-0 

31-9 

31-9 

•MS 

165 

157 

168-3 

171-7 

213 

155- 8 
155-8 
177-8 
177-8 
174-5 
174 5 
183 
179-2 
184-35 
184-35 
106-1 

79-6 

160-5 


<98 ; 

79-2 ! 
162-7 

23- 5 ! 
35-2 
59-95 
66-3 
07-5 
68 

76-75 

135*95 

137-5 

138 

153-4 

174-8 

177-3 

17-05 

21-8 

24- 3 
136 
134 
147 
144*1 
154*8 

156- 7 
166-35 
172*5 
172-2 

29-85 

70-5 

74-75 
75*5 
97*8 
90-6 
117 5 
118-4 
118-55 
131-2 
153 

153-05 

153-5 

157*0 

157- 55 
171-2 
178 
180 
177-35 

180 4 

181 ft 


97 

150 0 

151 
161-25 
167-0 
206-1 
150-45 

152 75 
169 
175*35 
162 
165 75 
169*3 
171*2 
165-25 
171-35 
174-5 

78*35 

150*5 


>80 

r>2 

5% 

€0 

40 

28 

45 

67 

34 (?) 
4*4 

95 

78 

70 

60 

54 

83 

63 

47 

46 
50 
70 
49 
61 
50-2 

37 

60 

59 


Observer. * 


57 

00 

40 


74 

76 

47 

72 

I* $5 e 
60 
68 

70 

50 

60 

47-3 C 
40 
44 
20 
£0 
44 
67 
30 
50 
8.5 
66 
19 

40-5 f 
25 
85 
57 
40 
57 
S5 
61*2 
87 
62*6 
64 


L. • 


L. 

L. 

L. 

L. 

L. 

L. 

. & F., Li., Z. 
Eo. 

L. 

L. 

L. 

L. 

L. 

L. 

I. 

L. 

L. 

L. 

L. o 

1 ,. 

L. 

L. 

L. 

L. 

L. 

L. 

L. c 
Rif., K..Z., 
Ho., L. 

Y. Z.^Ty., L. 

l! 

L. 

L. 

U 

L. 

L. 

L. 

L. 

L. 

, L. 

L. 

L. 

L. 

L. 

L. 

• «L. 

** l 

L. 

V 

L. 

L. 

L. 

L. 

L. 

L. t* 

I*. 

i 

£ 

£ 

i-. t. 
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BOILING POINTS OP MIX^D LIQUIDS 

Table 12 —continlud 
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1 

Substanoes In mixture. 

Rolling point*. 

Percentage 



] 




of A. by 

Observer. 



n— 




* A. 

B. 

A. 

B. 

Az. mix¬ 
ture. 

mixture. 


Pinene, a ^ 

Ethyl acetoacftate 


180-7 

153*35 

78 

L. 

CarBene 

Ethyl aeetoaeeUte 

177 8 

180-7 

160-05 

57 

L. 

Terptoanffc 

Xylene, p. 

Ethyl acetoaoetate 

Ethyl chloracctatc 

1SI 

138-2 

180 7 
143-5 

171 

137*0 

51 

E. 

E. 

Xylene, m. • 

Ethyl chloracctatc 

J 3l»-0 

143-5 

137-25 

US 

E. 

Carvene 

Ethyl bromlsobutyrate, o 
Epiohlurhydrin, a 9 

177-8 

178 

174 


E. 

Toluene 

110-7 

116-45 

108*25 

74 

E. 

Pinene, a 

Chloracetal 

155-8 

156*8 

151 

55 

E. 

Naphthalene 

Chlorophcnol, p. 

218-1 

217 

215*0 

36 5 

E. 

n. Pentane 

Ethyl hydrogen sulphide 

36- 15 

36 2 

32 

?iit 

E. 

Trlmethylethyleno 

Ethyl hydrogen sulphide 

37-15 

36 2 

32-05 

Mi 

E. 

n. Pentane 

Carbon disulphide 

38-15 

46-25 

35 5 

$!i 

L. 

Trimethylcthylene 

Carbon disulphide 

37-15 

46 25 

86*5 

HA 

L. 

n. Pentane 

Ethyl ether 

38*15 

34 6 

33*4 

AO 

L. 

Trimethylcthylene 

Methylal 

37 15 

42-25 

35*3 

27 

E. 

Toluene 

Stannic chloride 

110-7 

113*85 

100-15 

48 

E. 

Tetrachlorethylene 

Paraldehyde 

120*8 

124 

118-75 

68 

E. 

Benzylchloridc 

Benzaldeliydo 

170*35 

170*2 

177*0 

50 

E. 

Bromotolucw, o. 

Aniline 

181*75 

184*35 

178*85 

63 

E. 

Brornotoliiene, p. 

Aniline 

185 

184*35 

180*3 

40 

E. 

lodobenaene 

Dimethyl aniline 

188-55 

104-05 

187 

H/i 

L. 

Isobutyl chloride 

Acetone 

88-0 

56*25 

55*8 

27 

E. 

Etftyl Iodide 

Acetone 

72*3 

56*25 

50 0 

20 

IIU: I- 

Carbon tetrachloride 

Acetone 

78-75 

56*25 

55-8 


Hv-, A. 

Carbon tetrachloride 

Methyl ethyl ketone 

70-75 

70*6 

73*8 

7*1 

E.. A. 

Allyl Iodide 

Diethyl ketone 

1U2 

102-2 

100-8 

66 

L. • 

Ally! iodide 

Methyl propyl ketone 

102 

102 25 

100-0 

66 • 

E. 

E. 

Jodobenzene 

Ethyl acetoaci tate 

10*-lift 

180-7 

178 0 


Isobutyl Iodide 
Tetrachlorethylene 

Kpiehlnrhydrln, « 

120 

IKM.’i 

1 10 


E. 

Epiclilorhydrin, n 

120*8 

116-45 

110-12 

48-5 

j- 

(Isopropyl chloride 

Carlxm disulphide 

30 25 

46-25 

36 0 

;s 


Ethyl bromide 

Carbon disulphide 

384 

40-8IS 

37 -85 

07 

Methyl iodide 

Carbon disulphide 

42*8 

46-25 

41 *65 


E. 

Propyl chloride 
Ethytidene chloride 

Carbon disulphide 

40 0 

40-25 

45 2 

4 •» 

L. 

Cartwm disulphide 

57-3 

46*25 

46 

n 

lMchloromethanc 

Met liylal 

41 *5 

42*2 

30 

ns 

L. 

Methyl iodide 

Methylal 

42-8 

42-2 

30 35 

57 

E. 

Benzyl chloride 

•ineol 

170-35 

176*3 

175*5 

n 

L. 

Ethylene dibromldc 

Chlorobenzene 

131 5 

1318 

120-75 

65 

E. 

Carbon disulphide 

Acetone 

48-25 

50*25 

39*25 

no 

RV ., Y., Ro. t 

• 





ML, 

Carbon disulphide 

Methyl ethyl ketdic 

46-25 

70 0 

45-85 

84-7 

E. 

E. 

Carbon disulplUde 
Carbon dlsulphid? 

Methyl formate 

48-25 

31*0 

24-75 

33 

Ethyl by mate 

Methyl acetate 

40-25 

54 15 

30*35 

on 

E. 

Carbon disulphide 

46*25 

57-0 

40-15 

70 

E. 

Carbon disulphide 

Hu-bon disulphide 

Ethyl acetate 

46-25 

77-05 

46 1 

:i7 

Ethyl ether 

40 25 

34 0 

34 5 

1 

Uu., Ru., Y., L. 

Carbon disulphide 

Methyl propyl ether 
Methylal • 

40-25 

38-8 

36*2 

w 

L. 

Z„ Y. 

Carbon disulphide 

40-25 

42 25 

37*25 

46 

Acetone 

Dietliylamlne 

50-1 


51 35 

38-2 

Mu., L. 

Diethyl itetdho • 

Nltromothanc • 

102 2 

101-2 

00 -1 

45 

E. 

L. 

Methyl propyl ketone 

Nit root.-tliane 

102-25 

101-2 

00-15 

44 

Acetone « w 

Methyl ethyl ketone 

Motto'1 acetate 

Methyl propionate 

Propyl formate 

Propyl acetate 

56*25 

57-0 

56 1 

55 

Rv., E. 

70*8 

79-7 

79-25 

nX 

E. 

L. 

Methyl ethyl ketone 
Dleffiyl ketone • 

700 
102 2 

80 8 
101*55 

70*45 

101-35 

V* 

Methyl propyl ketone 
Ethyl cnloracetate 

Propyl acetate 

102-25 

101*55 

101*35 

38 

e! 

Methyl lactate 

143-5 

144-8 

140-4 


Isoamyl chtoracetate 

Ethyl oxalate 

100-5 

185 0 

181*5 

A' 

E. 

Water 

fll-57 

JOO-O 

73*57 1 88 6 

M., L. 

Pyridine 

«—-r~ 

Water 

115-5 

100-0 

02*6 

— 

57 

04., L. 
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DISTILLATION principles and processes 


Table 13 

Binaby Azeotropic Mixtures—Maximum Boiling Point 


Substances In mixture. 

A. 

1 

B. 

' 

Water 

Nitric acid 

Water 

Hydrochloric acid 

Water 

Hydrobromic add 

Water 

Hydriodic add 

Water 

Hydrofluoric add 

Water 

Formic add 

Water 

Formic add 

Water 

Perchloric acid 

Formic acid 

Diethyl ketone 

Formic add 

Methyl propyl ketone 

Propionic acid 

Acetylacctono 

Hydrochloric acid 

Methyl ether 

Formic add 

Pyridine 

Formic acid 

Plcollno, a 

Acetlo acid 

Acetic acid 

Pyridine 

Picoline, a 

Propionic acid 

Pyridine 

Phenol 

Cydo-hexanol 

Phenol 

See. octyl aicoliol 

Phenol 

(ilycol 

(’resol, p. 

(llycol 

»Cresol, p. 

lienzyl aicoliol 

Phenol t 

Benzaldehydc 

Phenol 

Aniline 

Cresol, o. 

Dimethyl aniline 

Cresol, o. 

Methyl aniline 

Cresol, p. 

Toliihline, p. 

Cn*ol, p. 

Toluldine, o. 

Cresol, p. 

Kthyl aniline 

Cresol, o. 

Acetophenone 

Cresol, p. 

Fenchoue 

Cresol, p. 

Acetophenone 

Cresol, p. 

Camphor 

Cresol, m. 

Acetophenone 

Cresol, to. 

Camphor 

Phenol 

Isoamyl butyrate 

Phenol 

Isobutyl lactate 

Phenol 

Kthyl oxalate 

Cresol, o. 

Kthyl oxalate 

Cresol, o. 

Methyl benzoate 

Cresol, p. 

Methyl benzoate 

Cresol, p. 

Isoamyl lactate 

Cresol, m. 

Methyl lienzoate 

Cresol, to. 

Isoamyl lactate 

Acetone 

Chloroform 

Diethyl ketone 

Dichloro-bromo-mcthane 

Camphor 

Henzal chloride 

Chloroform 

Kthyl formate 

Chloroform 

Methyl acetate 

Pentachlorethane 

Mesltylene 

Hydrogen bromide 

Hydrogen sulphide 


• 

Bolling points. 

Percentage 
of A. by 
weight in 
mixture. 

• 

Observer. 

1 

A. 

n * 

Az mix- 
tlllH. 

• 

. 

n 




100-0 

80-0 

120-5 

#2 

R. 

100 0 

-84 

110 

79-76 

It. 

100 (P 

-73 

120 

62-5 

R. 

100 0 

-34 

127 

43 

R. 

100 0 

19-4 

120 

03 

R. 

100 0 

99-9 

107-1 

22-5 

R. 

100-0 

100-75 

107-3 

22-5 

L. 

100-0 

110-0 

203 

28-4 

R. 

100-75 

102-2 

105-4 

33 

L. 

100-75 

102-25 

105-3 

32 

L. 

140-7 

138 

144 

70 

L. 

-84 

-23-05 

-1-5 

00 

F., Jj. 

100-7 

110-7 

149 

IS 

Qa.. An., Z., L. 

100-7 

134 

158 

25 

(la., L. 

118-5 

115-5 

139-7 

35 

Qa., An., L. 
Ga„ Z. 

118-5 

134 

146 

40 

140-7 

110-7 

150-151 

31-5 

Qa., An., L. . 

181-5 

160-65 

182-45 

90-5 

• L. 

181-5 

178-5 

184-65 

50 

L. 

181-5 

197-4 

199 

22 

L. 

201-8 

197-4 

203 

68 

L. 

201 -8 

205-5 

207-0 

38 

L. 

181-5 

179-2 

185-6 

51 

L. 

181-5 

184-35 

186-22 

f,.i 

L. 

100-8 

194-05 

195-6 

<30 

L. 

100-8 

190-1 

i:n;-7 

JO 

L. 

201-8 

200-3 

204-35 

57 

L. i 

201-8 

200-7 

204-5 

53 

L. 

201-8 

200-05 

207-2 

<20 

L. 

100-8 

202 

203-7 

22 

L. 

201-8 

193 

205 

7! 

L. 

201-8 

202 

208-45 

50 

L. 

201-8 

208-9 

213-15 

30 

L. 

202-8 

202 

209 

£2 

L. 

202-8 

208-9 

213-5 

?.» 

L. 

181-5 

1780 

185-6 

HI 

L. 

181-5 

r 182-15 

189-05 

!,r, 

L. 

181-5 

18*-0 

189-1 

/,;» 

I A. 

100-8 

185 0 

193-9 

07 

L. 

100-8 

199-55 

200-8 

9 .HI • 

L. 

201-8 

199-55 

204-7 

,i.i 

L. 

201-8 

202-4 

207-25 

48 

L. 

202-8 

199-55 

205 6 

as 

L. 

202-8 

202-4 

207 6 

50 

Jj. 

50-4 

01 'i, 

64-7 

20 

Hi/., Th ., L., 

| 1022 

90 <2 

103-0 

64 « 

Ty., Y. 

• *L. 

: 208 0 

205-1 

209 •» 

75 

• V 

1 m-2 

54-15 

62-7 

87 

9 L. 

; 6i-2 

57-05 

64-8 

77 

Ry., L. 

: 101-95 

104-0 

166 

44 


i •• 


-70 

67 

s. * 8. 
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Reference in Tables 12 to 14 

A. = Atkins, Trans. Chem. Soc., 1920, 117, 218; and (with G. Barr) Reports 

of Advisory Com. for Aeronautics, 1916, T, 752. 

An. = Andr6, C'ompt. rend., 1897. 128, 1187; 1898, 1&6, 1106; Bull. Soc. 
Mm., Paris, 1899, (3), 21, 27* and 286, 

B. = Baud, Bull. Soc. chirn., Paris, 1909, (4), 5, 1022. 

Be. =Bertholot, M.P.E., Compt. rend., 1863, 57, 430 and 985 ; Ann. Ch. Ph., 
1804, (4), 1, 384. I 9 

Oh. = Chancel, Compt. rend., 1869, 68, 659; Bull. Soc. chim., Paris, 1869, 

(2), 12, 87. • * 

Cv. -Chavannc, Bull. Soc. chim. de Belg., 1913, 27, 205; %(jompt? rend., 
1914, 158, 1698. # 

D. ~J)ittmar, Chem. News, 1876, 33, 53; Proc. Glasgow Philos. Soc., 1877, 

10,63 

F. — Friedcl, Compt. rend., 1875, 81, 152; Bull. Soc. chim., Paris, 1875, 

II., (2), 24, 100. 

Ga. -Gardner, Ber., 1890, 23, 1587. 

Go. =tGolodetz, Patent 1011, Kl. 12a, No. 286,425. 

Gol. —Goldschmidt and Constam, Ber., 1883,18, 2970. 

Gu. —Guthrie, Phil. Mag., 1884., [V.J, 18, 512. 

H. —Holley, Journ. Amer. Chem. Soc., 1902, 24, 448. 

Hi. —Hill, Trans. Chem. Soc.., 1912, 101, 2407. 

Hy. -Haywood, Journ. Phys. Chem., 1897,1, 232 ; 1899, 3, 317. 

«J. & Y. Jackson and Young, Trans. Chem. Soc., 1898, 73, 922. 

•J. <fe G. -.Jana and Gupta, Journ. Amer. Chem. Soc., 1914, 36, 115. 

K. -• Kondwalow, Wied. Ann., 1881, 14, 34. 

L. Lecat, La Tension de va;eur des melanges de Uqu dcs. VAzeotropisme, 

Brussels, 1918. 

U. - Lincbargor, Journ. Amer. Chem. Soc., 1895,17, 015 and 690. 

M. Morriinan, Trans. Chem. Soc., 1913, 103, 1790. 

Ma. —Marshall, ibid., 1906, 89, 1350. 

Ne. —Ncrnst, Zeitschr. physik. Chem., 1891, 8, 110. 

N. *fc W. -Noyes and VVarfol, Journ. Amer. Chem. Soc.., 1901, 23, 463. 

P. —Pettit, Journ. Phys. Chem., 1899, 3, 349. 

R. -Roseoe, Quart. Journ. Chem. Soc., >801, 13, 140; 1802, 15, 270; 

Proc. Hoy. Soc., 1802, 11, 493. * 

Ho. -RosanofE and others, Journ. Amer. Chem. Soc., 1909,*31, 950; 1914, 
36, 1803 and 1993 ; 1915, 37, 301. 

Ry. - Hyland, Amer. Chem. Journ., 1899, 22, 384. 

S. & B. —Steele and Baxter, Trans. Chem. Soc., 1910, 97, 2607. 

Sch. .-.-Schreinomakers, Zeitschr. physik. Chem., 1904, 47, 445 ; 48, 257. 

Th. -Thayer, Journ. Phys. Chem., 1898, 2, 382 ; # 1899, 3* 36. * 

T. = Thorpe, Trans. Chem. Soc., 1879, 35, 544. f 

Ti. = Timofeev, Bull, de Vlnst. polytech, de Kiev, 1905, p. 1. 

Ty. — Tyrer, Trans. Chem. Soc., 1912, 101, 1104. 

Vr. — Vrevskij, Zeitschr. physik. Chem., 1912-13, 81, 1; 1913, 83, 551. 

V. & D. = Vincent and Delachanel, Compt. rend., 1880, 90, 747. 

W. = Wade, Trans. Chem. Soc., 1905^ 87, 1656. 

W. & A. = Wallace & Atkins, ibid., 1912, 101, 1179 and 1958. 

VV. & F. = Wade and FiimeVre, ibid., 1904, 85, ‘938 ; 1909, 95, 1842. 

W. $ M.-Wade and Merriman, ibid., 1911, 99, 997. 

Y. = Young, ibid., 1902, 81, 707 and 768 ; 1903, 83, 68 and 77, and data n. 

published elsewhere. 

Yfk F. = Young and Fortey, ibid., 1902, 81, 717, 739 and 762 ;'1903, 88, 45. 

Z. = Zawidski, Zeitschr. physik. Ghent, 1900,85, 129. 

• 

See also Hartman, “ On the First Plait in Van der Waah’s Free Energy Surf* 
for Mixtures of Two Substances, "•Journ. Phys. Chem., 1901, 5, 425. 
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No ternary mixture of maximifrn boiling point has yet been 
discovered, but Lecat has pointed out a probable case of a quaternary 
mixture of minjmum boiling point. Of the four liquids, methyls!, 
methyl iodide, methyl alcohol and carbon disulphide, each of the six 
possible pairs and each of tin* four possible triplets form azeotropic, 
mixtures of minimum boiling point, and Lecat, considers it probable 
that a Mixture of alhfour liquids boils at a slightly lower temjierature 
than the most volatile of the ternaiy mixtures. The data are given 
t>elow. 

• • 


Substance. 


l oiling points. 

Methylal . 

. A 42-25° 

AB 50-35° 

ABC 38-5° 

Methyl iodide . 

. B 42-6 

AC 41-82 

ABD 37-2 (?) 

Mothyl alcohol. 

. C 64-7 

AD 37 25 

ACD 35-55 

Carbon disulphide 

. D 40-25 

BC 39-0 

BD 41-65 
CD 37-65 

BCD 35-95 


In'H.ukxce of PitK.ssmiK (Tkmpkratuuk) on tjik Composition of 
A zKOTKorrc Mixtorks 


For many years after the discovery of the formation of mixtures 
of constant boiling point it was thought that these azeotropic mixtures 
were definite chemical compounds. Thus Bitiean '• described the 
azeotropic mixture of hydrochloric acid ami water as a hydrate of the 
acid, and Chancel 2 regarded the azeotropic mixture of propyl alcohol ' 
and water as a hydrate of the alcohol. * 

Roscoc , 3 however, showed that the azeotropic concentration of 
aqueous mineral acids varied with the pressure, and this would not be 
the case ifjlefinite chemical compounds were formed. 

So, also, in the case of mixtures of minimum boiling point (maximum 
vapour pressure) the composition of the azeotropic mixtures has been 
found to vary with the*prossure (temperature) by Konowulow, Young 
and Forte)* Hflmfray, Wade and Merriman, Lecat. and others, and 
in no case has the composition of a mixture of either maximum or 
minimum boiling point been found to be independent of the pressure. 

Perhaps the most "interesting case yet investigated is that of ethyl 
-alcohd? and wafer. VAy careful determinations of the composition of 
f^iff azeotrope mixtures formed by distillation of aqueous alcohol 
under a series of pressures were made by Wade and Merriman,* and 
later by Merriman , 6 who also redetermined the vapour pressures of 
ethyl alcohol. The results obtained by Merriman are given in the 
table on the following page. 


1 “Sur le» eombinainonfi de 1'cau aveo les hyi^-acidc*,” Ann. <'h. J’h., 1843, (3), 

7, 257. 

* Chancel, “Kouvelle* Beeherohe* sur I’alcool propylique dc fermentation,” £ompt. 


rend,, 1868, 68, 650. 

• Lee. cit. 

» Wade and Jlerriman, “ Influence of Water on tie Boiling Point of Ethyl Alcohol at 
Prcwnres above and below the Atmospheric PreMure,” Trans. Chem. Hoc., 1011, 99, 997. 

* Merriman, “ TheVapour PreMUn** of the Lower Alcohol* and their Azeotrop^ Mixture* 
with Water, Part l„ Ethyl Alcohol,” ibid., 1913,103, 628.* 
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tIble 16 


Pressure 

mm. 

‘ ' 

Bolling points. 

• 

Percentage of 
water In 
,\z. mixture. 

Azeotropic 

mixture. 

Alcohol. 9 

Difference. 




i 

7 

1451 -3 

95*35° 

95-58° 

0-23° 

4-75 

1075-4 

87-12 

87-34 

0-22 

4-65 

700-0 

78-15 

78-30 

0-15 

4-4 , 

.404-0 

03-04 

03-13 

0-09 

* 3-76 

198-4 

47-03 

47-00 

• 0-03 

2-7 

120-7 

39-20 

39-24 

0-04 

1-3 

94-9 

33-35 

33*38 

0-03 

0-5 

70 0 


27-90 




As the pressure falls the percentage of water in the azeotropii 
mixture diminishes, and at pressures lower than about 75 mm. nc 
such mixture is formed. 

Merriman 1 has also very carefully investigated the effect of pressurr 
on the composition of the binary azeotropic mixtures of ethyl acetati 
and water, ethyl acetate and ethyl alcohol, and of the ternary azeotropu 
mixtures of ethyl acetate, ethyl alcohol and water. A few of the datf 
'are given belo\%: — 

Taju.e 10 


Pressure In mm. 


Ethyl acetate and water. 
Percentage nf water. 


Ethyl acetate and ethyl alcohol, j 
Percentage of ethyl alcohol. 


25 

3-60 

50 

4 00 

100 

4-70 

200 

5*79 

400 

7-11 

700 

8-43 

1000 

9-20 

1500 

10-04 


12-81 
14-49* 
10-97 
20-52 
» 25*37 

30-98 
33-80 
39-07 


Taiilk 17 P 

Ethyl Acetate, Ethyl Alcohol and Water • 


j 

Pressure In mm. | 

Percentage composition. 9 

Ethyal acetate. 

Ethyl alcohol. 

Water. 

25*0 

92-0 

40 

40 

178-5 

,88-4 

»5*6 

6*0t 

503*6 

84-8 

7-2 

8*0 

• 760 0 

82-6 

8-4 

9-0 

1090-8 

79-9 

10-6 

9-6 

1446*2 

• 

77 6 

12*1 

103 

» 

-- 


1 Mcnyman, “The Axeotropio Mixture* of Etliyl Acetate, Ethyl Alcohol and Water ( 
Prewuroa a bote and below the ^tmoepherio Pressure,” Tran*. Chem. 8oe ., 1913,1M, l70Qk 
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rr ^ ese and others obtained by Young, and Fortey 

Homfray, Thayer, Lehfeldt, Ryland and Zawidski, Merriman arrives 
at the conclusion that, in all cases observed except one, the percentage 
of that component in a binary azeotropic mixture which has the lower 
y^ue of dp/dt increases as the pressure decreases. Mixtures which 
follow the rule are ethyl acetate and water, ethyl acetate and ethyl 
alcohol,% propyl alcohol and water, ethyl alcohol and propionitrile, 
benzene and ethyl alcohol, toluene and acetic acid, carbon disulphide 
*nd acetone. The only known exception to the rule is the ethyl alcoliol- 
watdr mixture. 


Vrevsky 1 * has made cartful determinations of the composition of 
azeotropic mixtures of alcohols and acids with water at different tem¬ 
peratures and gives the following general rule The concentration of 
that constituent of an azeotropic mixture which has the higher mole¬ 
cular heat of vaporisation increases with rise of temperature if the 
mixture is one of maximum vapour pressure, and diminishes if it is 
one of minimum vapour pressure. 

The question has been treated analytically by booze boom, s 
Kuenen, 3 and by Van dcr Waals and Kohnstumm. 4 


1 Vrevsky, 11 Uber Zusaramensetzung uud Spannung ties I)ampfi-s biniinir Fiiiiwigkt'iU- 
gemiache, 1 ’ Zeilsc.hr. jihysik. I'liem., 1912-13. 81, 1 ; 1013. 83, 001 

8 Roozeboom, Dtr. htlrruyentn (llrichyeuichlt mm SUimtpimku Her /'hnsenlehrc, Braun, i 
scliweig, 1904, vol. ii,, Part I., p. 66. • 

8 Kuerten, tlandbuch dtr anyeunrulten physilculischen t'hcmie, Leipzig, 1(XK1. p, 114. 

4 Vail tier Waals unii KolmsUmin, Ijchrhuch Her Thermudynamik in ihrrr AnuvnHuny 
nuf das Qlcichgm-icht run Systemen mil Utuformiff.Fliisiigcn I’hristn. Zwciter Toil. Leipzig, 
1912. • 



CHAPTER V 


COMPOSITION OF LIQUID AND VAPOUR PHASES. EXPERIMENTAL 
DETERMINATIONS 

Evaporation into Vacuous Space.- -When two volatile liquids 
> —miscible, partially miscible or non-miseible— are placed together in a 
vacuous space, such as that over the mercury in a barometer tube, 
evaporation taki s place and, as a rule, the composition of the residual 
liquid differs from that of the vapour. It is only when the liquids form 
a mixture of maximum or minimum vapour pressure—and therefore 
of constant boiling point—and when it is this particular mixture that 
j is introduced into the vacuous space, that the composition of the vapour 
is the same as that of the liquid. In all other cases the vapour is richer 
in the more volatile of the two components into which the mixture 
1 tends to separate when distilled, these components being either the 
original substances from which the mixture was formed, or one of these 
substances and a mixture of the two which has a higher or lower boiling 
point than that of either of the original constituents. 

If the volume of vapour is relatively very small, the composition of 
the residual liquid will differ only slightly from that of \he original 
mixture, but if it is relatively very large, jmd if the boiling points of 
the two components into which the mixture fends to separate are not 
very close together, the residual liquid will be much richer in She less 
volatile component than the original mixture. 

Methods employed. The difficulties attending the experimental 
determination of the composition of liquid aqil vapour are, pi most 
cases, very considerable, and, unless great care be taken, erroneous 
and misleading results may be obtained. The chief Aiethods whith 
have been employed are the following ( 

1. A mixture of known composition is introduced into a suitable 
still; a relatively very small quantity is distilled over, and the com¬ 
position of the distillate—and, in some cases, of the residue also—is 
determined either (a) from its specific gravity (Brown), 1 (b) fy-om its 
refractive power (Lehfcldt), 3 Zawidski, 3 (c) from its boiling point 

1 l\ D. Brown, " Theory of Fractional Distillation," Trait*. Cktm. Son., 1879, 85, 547 : 

" On the Distillation ol Mixtures ol Carbon Disulphide snd Carbon Tetrachloride " Hut 
1881, 89 . 304. 

* LeMeldt, “ Properties ol Liquid Mixtures, Part II.," PM. Maf., 189$ [V], 45 , 42 . 

■ * Zawidski, “On the Vapour Pressures of Biniry Mixtures ol Liquids," Ztiltchr. rifnii 
Cktm., 1900, 85, ISO. 
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[Carveth), 1 or (d) by quantitative analysis; but for organic liquids 
'he last method is not generally suitable. The distillation may be 
larried out either in the ordinary manner under constant pressure, or 
»t constant tempAature, 

2. A known volume of air is passed through the mixture at constant 
emperature *; the total amount of evaporation is ascertained from 
;he loss %f weight of tiie liquid, and the weight of one component in 
‘.he vapour is determiiftd by quantitative analysis. 

. 3. If a binary liquid whose components are in the ratio ,r/(l - x) is 
n equilibrium with a vapour containing the same components in the 
•atio p x jp t , then a saturated •vapour of this composition will bubble 
hrough the liquid without producing or itself undergoing any change. 
A method, based on this principle, has been devised and employed by 
Rosanofi and his co-workers. 3 

4. A distillation is carried out with a still-head kept at a constant 
temperature. 4 The composition of the distillate is determined in the 
usual manner; that of the mixture distilled is ascertained from the 
temperature of the still-head, the boiling point-composition curve 
having been previously constructed. 

First Method. —Distillations under constant pressure have been 
carried out by Duclaux 6 and, with great care, by F. D. Brown* and 
Rosanofi, Bacon and White.’ 

Brown’s Apparatus. The apparatus employed by Brown is shown 
;n Fig. 24. “ It consists of a copper vessel, s, shaped like an ordinary 
tin can, but provided with a long neck a. This neck and the upper 
portion of the vessel are covered with a copper jacket, etc , which 
rommunicates with the inner vessel by means of some small holes 
round the upper part of a. This outer jacket ih terminated below by 
a strip of copjier placed obliquely to the axis of the vessel, and at its 
lower portion is fitted wipi a narrow tube, d, which serves to connect 
the still with # t.he condenser. The vapour rising from the liquid in the 
vessel s passes through the holeH at «, and then descending, passes 
out at d. The vapour as it rises is thus kept warm, aud none of it is 
condensed until it has entered the outer jacket. Here a slight con- 
iensatiqp is of no influence, as both vapour and liquid pass together 
mto.the receiver. The inclination of the bottom of the jacket serves 
to^prevent the accumulation of any liquid at that part.” 

1 Ca^eth, "The Composition of Mixed Vapours," Journ. Phyn. (Jhem., 1899, 3, 193. 

* Linebarger, ‘‘The Vapour Tension# of Mixtures of Volatile Liquid*/' Journ, Aw.tr, 
?kem. Hoc., 1895, 17, 015. 

* Rosanofi, Lamb and Breithut, ** Measurement of the Partial Vapour Pressure* of Binary 
Mixtures,” J. Amtr. Chew. Soc., 1909, 31, 448; Rosanofi and Easley, ibid., p. 953; Roaanoff 
tod Bacon, (hid., 1915, 37, 301. 

4 F. D* Brown, “ Fractional Distillation with a 8 till-h Ad of Uniform Temperature," 
Ttwu. Chtm. Soc., 1881, 39, 517. « 

* Duclaux, "Tension of the Vapour given off by a Mixture of Two Liquids," Ann. Cairn. 
PAys., 1878, [5J, 14, 305. 

* Brown, "The Comparative Value of different Methods of Fractional Distillation," Tray, 
than. Soc,, 1880, W, 40. 

T Rosuoff, Bacon and White, ‘‘ Rapid* Laboratory Method of Measuring the # Partial 
Pressure* ai liquid Mixtures,” J. Amtr. Chem. Soc., 1914, 36, 1803. 
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Alter heat has been appli^l, but before ebullition commences, a 
good deal of evaporation takes place and the mixture of warm air and 
vapour passes into the condenser, where most of the vapour is condensed. 
Brown, therefore, only made use of the data obtaihed from the first 
fraction of the distillate to ascertain the composition of the residue 
in the still at the moment of change from the first to the second 
fraction. | 0 

The form of receiver shown in Fig. 24 was used in order to avoid 
evaporation and consequent change in composition of the fractions, and' 

also to allow of the distillation 
being carried on under reduced 
pressure. The quantity of 
liquid placed in the still was 
usually about 900 or 1000 
grams, and in each experiment 
about one-fourth of the total 
amount was distilled over, and 
was collected in four fractions. 
The composition of the residual 
liquid at the end of the di¬ 
stillation was found in every 
ease to agree satisfactorily 
with that calculated from the 
composition of the original mix¬ 
ture and of the fractions col¬ 
lected. 

This apparatus was em- 
_ ployed for mixtures of carbon 

Fio. 24.~-iirown , 1 npimrntuft. disulphide and carbon tetra¬ 

chloride, a preliminary series of determinations of the specific gravity 
of mixtures of these substances having l&eij made, in order that the 
composition of any mixture might subsequently be ascertained from 
its specific gravity. A similar series of distillations was afterwards 
carried out under reduced pressure (about 430 mm.), the apparatus 
being connected with a large air reservoir and with a pump and gauge. 
In the earlier experiments with mixtures oj,'carbon disulphide and 
benzene somewhat less satisfactory forms of still were employed. " 

a a 

Lehfeldt g Apparatus. Lehfeldt’s apparatus 1 for distillation at 
constant temperature is shown in Fig. 25. The still, wliicl! is in 
the form of a large test tube, is provided with a cork perforated 
with two holes, through one of which passes a thermometer, the 
bulb of which is covered with a little cotton-wool, which dips just, 
below the surface of the liquid. Through the other hole pisses the 
delivery tube, e, e, connected with the condenser f, which is provided 
with a tap, o, for drawing off the distillate, and a tube connected with 
a nressure gauge, air reservoir and air pump. The bell-jar, J, contains 
either cold water or a freezing mixture. The still is heated by wafer in 

1 Lor, ciL 
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a large beaker placed on a sand bath ; the water is constantly stirred 
and its temperature is registered by a thermometer. In order to 
prevent back condensation in the vertical part of the delivery tube, 
an incandescent electric lamp, with the ordinary conical shade, is 
lowered as close as possible to the yater bath, and a cloth is hung round 
the whole ; the top of the apparatus is thus kept at least as hot as the 
bath. 

The quantities of imlerial employed bv Lehfeldt were small ; about 
^0 t c.c. of the mixture to be investigated were placed in the still and 
three ftactiotijj of about 1 c.c. each were usually collected and examined 
separately by means of a Pulfrjjh rofraetometer. 



• • 

Steady ebullition was ensured by placing a piece of pumice stone, 
weighted with copper wire, in the still, and the pressure was adjusted 
from time to time to lyep the boiling point as nearly constant as 

possible. a • , 

Pseliminarv determinations of the refractive powers of mixtures of 
thetiquids invesftgatcd were made. 

Zarridski’s Apparatus. Zawidski 1 employed an apparatus which is 
similar in principle, but more elaborate than Lehfeldt's ; it is shown in 
Fig. 26. The still, a, of about 200 c.c. capacity, and containing iri each 
experiment from 100 to 120 c.c. of liquid, is heated by a water bath, o, 
provided Vith a stirrer and thermostat. Back condensation is pre¬ 
vented by coiling copper wire round the upper part of the delivery tul e, 
H, and heating this with a small flame. Steady ebullition is brought 
about by means of a fine piece of platinum wire, r, 0-01 mm. diameter, 
near tfie bottom of the still, connected to two thicker platinum leads, 

1 hoc. cit. 
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which pass through the aide lube opposite the delivery tube and are 
connected with a battery of three or four accumulators. The fine wire 
is heated by the current of about 0‘1 ampere, and a steady stream of 
bubbles is thus produced. This method is also recommended by 
Bigelow. 1 The receiver, B, is of th$ same form as Lehfeldt’s, except 
that the tube below, instead of being provided with a stopcock, is 
bent, as shown in the figure, and is connected with a second small 
receiver, c, into which, by diminishing the pressure in the reservoir, v, 
the first small portion of distillate, before the temperature and prgssw 
urc have become constant, is carried over. The distillatp'required for 
examination (about 1 o.c.) is then collected in B and, after admission 
of air, c is removed, and, by slightly raising the pressure, the distillate 
is forced out of n into a little test tube. 

The arrangement of the manometer, the pump and the two air 
reservoirs, n and F, is shown in Fig. 26. By means of the various 



stopcocks, the pressure in V can be lowered a little below that in D, 
and air can be admitted into the apparatus, either through the stop¬ 
cock 3 into i>, or through the calcium chloride tube into c or b. A 
series of determinations was carried out in’the following nfanfier P— 
About 100 to 120 c.c. of one of the two substances#vas placed* ip A, 
and the pressure under which it boiled at the required temperature, t, 
was ascertained. A small quantity of the second liquid was then intro¬ 
duced into A, and the first distillation at the same temperature, t, 
carried out, the pressure being again noted. At the end of the distilla¬ 
tion about 1 c.c. of the residual liquid in A was removed and placed 
in a small test tube *for subsequent elamination. A furUher small 
quantity of the second liquid was then added, and a second distillation 
was carried out as before, ami these operations were repeated until the 
fixture in a became rich in the second substance. 

1 Bigelow, “ A Simplification of Beokmufh'i Boiling Point Apparatus," Ar**r. Cktm, 
Jnn., 1899,980, 
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The series of operations was then* repeated, starting with the 
second liquid in a and adding small quantities of the first, 

Rosanoff, Bacou and White’s Apparatus. -The method employed 
by Rosanoff, Bacon and White 1 yas devised for rapidity of working 
1 and also to get over the difficulty that the conqiosition of the first 
small fractal is liable to be seriously affected by the presence of even 
a trace of moisture in The liquid dis- 
"tjlled. 

Vhe.apparatus is shown in Fig. 27. 

It consists of a pear-shaped vessel with 
a long neck near the upper end of 
which are four circular openings for the 
escape of the vapour. A glass jacket, 
fused on to the rim of the neck, sur¬ 
rounds the lla.sk and ends below in a 
tube through which the vapour escapes 
into a powerful worm condenser, anil 
thence, In liquid form, into a receiver 
having several compartments for the 
'convenient collection of consecutive 
fractions. The receiver communicates 
with the atmosphere through a tube 
filled with calcium chloride to keep out 
moisture, j The neck of the pear-shaped 
boiling vessel is permanently stoppered 
above with a cork, which is made 
thoroughly vapour- and liquid-tight 
with shellac iyid sealing-wax. The 
cork carries an electric heater of plati¬ 
num wire and, for the introduction 
and removal of liquid, an adapter tube 
reaching nearly* to flic bottom of the 
boiling vessel. Liquid is introduced 
with the aid of a separatory funnel as 
shown. The jacketed distillation vessel 
is til but' completely immersed in a 
bath • heated soJhewlmt above the 
(jighest temperature to be. attained by 
■ the boiling liquid. Refiux condensation in the distillation vessel is thus 
entirely prevented. In the final determinations a vessel of 125'c.e. 
capacity was used, and the shape of the platinum heater was such that 
a residue of barely 25c.c. was left at the end of the distillation. The 
composition of the original liquid, the fractions Jnd the residue was 
ascertained from their refractive indices. • 

The principle of the method may be best explained by an example. 
The original mixture of carbon disulphide and carbon tetrachloride • 
contained 36-77 molar per cent of /.!8 2 , the residue after distillation 
22-18 molar per cent. 



1 loc. tit. 






Table 19 

Tabulation of Results 


1 

fractions combined. 

Combined 
weight in grams. 

Combined 

composition. 

Molar per cent OH,. 

No. 1 

10-48 | 

5935 

Nub. Ifi 

35-91 

5911 

„ l ! 2 + :s 

51-77 1 

58-55 

• 

„ 1 1 2 l 3 i 4 

07-77 

57-79 

l i-2 1 :t + 4 1 5 

91-52 j 

50-51 

„ ] + 2 4 :n 4 h 5 + u 

1(49-32 

55-47 




„ 1 H 2 1 3 + 4+5 1 li + 7 

i 

134 65 

53-92 

t • 

j No. 7 

25-23 

46-79 

| Nos. 7 I (i 

43 0^' 

48-07 ! 

• 

i „ 7+0+5 

| 06-78 

„ 49-70 

1 „ 7+0+5+4 

82-78 

50-86 c 

\ 

„ 7+0 + 5+ 4 F 3 

98-64 

51-92 

„ 7+6+5H4+3+2 

118-07 

53-10 

„ 7-10 + 6 + 4 + 3 + 2 + 1 

l«4-55 

63-9% 


The combined weights of distillate were in each case plotted agains 
the combined composition (Fig. 28) and curves we^ drawn through 
the points. Only the point corresponding to the first fraction was 
bachy off the curve which, however, was well defined by the remaining 
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points. Possibly there was a trace of moisture in the mixture whir 
would interfere with the first distillate. 

Extra[iolating the curves to zero weight of distillate in each ea». 



Kio. 28 . 


the following Results are obtained for the composition of the vapoui 
in contact with («) the original mixture, (h) the residue 

v M'llur THTccntaBu of CS, in 

l-njiiitl. V[t|Hnir. 

• Original mixture . . .'tfl-77 Hoar, 

Residue . . l>o.|g 44 .*5 

The results of this and other distillations agreed well with those 
obtained bv the method rtf ItosanofT and Kustov (n. 72) 

• •' • * 

^purees of Sjfror. The following sonrees of error should he noted 
jinil guardril against as far as jutssihlc : 

1. Wien a still is heated from below in t he ordinary way, the vapour 
which is evolved before the temperature of the upper portion of the 
still has reached the boiling point of the liquid will lie partially condensed, 
and the residual vapour will contain an excessive amount of the more 
volatile component. Partial fractionation willf in fact, go on, and 
the first portions of distillate will be too rich in the more volatife 
component. 

2. If, while the distillation is progressing, the upper part of the 
still o[ delivery fube is exposed to yie cooling action of the air, partial* 
condensation of vapour will occur and a similar error to the first*will 
be produced. 
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3. The air which is in the 1 still before the liquid is heated will be¬ 

come saturated with vapour, and as it passes through the condenser 
part of this vapour will be condensed. In Browp s case, as already 
mentioned, this premature condensation of liquid was considerable in 
amount. The error introduced bf the incomplete condensation of 
the vapour carried over by the air will partially compensate that 
referred to under No. 1, and, if the top of tfie apparatus is heated 
before the liquid in the still is boiled, may possibly more than, counter¬ 
balance it. • , , 

4. If a thoroughly dehydrated liquid is exposed to tile air even for 
a short time, especially if it is poured from one vessel to another so that 
a large surface of it is so exposed, a certain amount of moisture will 
almost invariably be absorbed. It is not only liquids which are regarded 
us hygroscopic which thus absorb moisture, but even substances, like 
benzene or the paraffins, which are classed as non-miscihle with water. 
As a matter of fact, it is probable that no two liquids are absolutely 
non-miscible, and certainly all commonly occurring liquid organic 
compounds can dissolve appreciable quantities of water. 

When such a liquid as benzene or carbon tetrachloride, containing 
a minute amount of dissolved water, is heated, a mixture of minimum 
boiling point is first formed, and the first small portion of distillate 
will containatlie whole or at least the greater part of the water, and 
may probably be turbid. Suppose now that a mixture of benzene 
ami carbon tetrachloride is being examined and that a minute amount 
■ of water has been absorbed during the preparation of the mixture 
or in pouring it into the still. The first portion of distillate will 
then contain the greater part of this water and the specific gravity, 
refractive index, boiling point and other physical properties of the 
distillate will he appreciably altered. A considerable error may 
thus be introduced in the estimation of. the composition of the first 
fraction. * 

Brown rejected the data derived from the first distillate, und that 
is probably the safest plan to adopt. Zawidski rejected the first small 
portion of distillate and avoided the first and second sources of error, 
partially at any rate, by heating the delivery tube in the manner 
described, but in spite of this, the first results in some of hi* series*Df 
experiments appear to be less accurate than the late' ones. Lehfeldt 
guarded against the first and second sources of error by heating the 
whole of the upper part of his apparatus by means of an incandescent * 
lamp, as described. 

The fourth source of error is probably of greater influence than is 
generally recognised. All that can usually be done is to dehydrate the 
liquids, to dry the apparatus as completely as possible, and to keep 
t{>e liquids, as far as possible, out of contact with moist air; but 
Rosanoff, Bacon and White avoided all the errors to which the first 
fraction is liable by the method just described. 

c x. 

Second Method. —Determinations of the relative composition of 
liquid and vapour by passing a known volume of air through a mixture 
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at constant temperature have, been carried out by Winkelinann, 1 
Linebargec, 2 Gahl, 3 and others. 

In Linebarger’s experiments a known volume of air (from 1 to 4 
litres) was passed, at the rate of about 1 litre per hour, through the 
liquid mixture (40-80 grams) contained in a Mohr’s potash apparatus, 
consisting of five small and two large, bulbs. This apparatus was 
complete^ immersed jn a suitable water bath, the temperature of 
which was kept constant within (H)Q°. 

• When one of the components of the mixture was an acid, the. 
amoufit of it in the vapour was estimated by absorption in potash 
or barium hydrate, and wheff one component contained sulphur or 
a halogen, the process of analysis by means of soda-lime was adopted. 
The total quantity of liquid evaporated, rarely more than 2 grams, 
was ascertained by weighing the bulbs containing the mixture before 
and after the experiment, 

Preliminary determinations of the vapour pressures of a number 
of pure liquids were made in order to test 
the accuracy of the method; the results 
were more satisfactory with the less volatile 
liquids—such as chlorobenzene, bromoben- 
zene and acetic acid - - than with others, 
and they appear to be more accurate at 
low temperatures than at higher in the 
two cases in which such a comparison was 
made. 

One pair of liquids investigated by 
Linebarger was benzene and carbon tetra¬ 
chloride; the results obtained appear im¬ 
probable and they differ widely from those 
of Lehfeldt,, 2 of Zawidski, 2 .and of Young 
and Fortey, 4 which are themselves in good Flo. 2D.—Githl's apparatus, 
agreement. Tjt is to be* feared, therefore, 

that for mixture^ of volatile liquids the method cannot be regarded 
as satisfactory. 

The tendency—so fa/ as pure liquids are concerned is apparently 
fgr the vapour pressures to be too low, and it may be that the air waR 
not completely saturated with vapour, or that partial condensation 
occurred before\he mixed air and vapour was analysed. 

• It possible that the apparatus employed by (laid (Fig. 29) would 
give better results. 

For liquids of low vapour pressure, on the other hand, the method 
appears capable of affording accurate results. See, for example, 
Washbuyi and Heuse. 5 • • 

1 Winkelmann, “On the Composition of the Vapour from Mixtures of Liquids," W ted. Afn., 
1890, 39, 1. 

a Loc, cil, 

* Gahl, “Studies on the Theory of Vapour Pressure,” Zeitschr. phynk. Chem., 1900, 83,17^. 

4 Young and Fflkey, “The Vapour Pressures and Boiling Points of Mixed Liquids, 1 art 

II.,” frans. Chem. Soo., 1903, 83,40. * f . 

* Measurement of Vapour Pressure Lowering by the Air .Saturation Method, J. Amer. 
Chem. Soc., 1915, 37, 309. 
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Third Method.--This method was first devised and employed 
by Rosanoff, Lamb and Breithut; the apparatus was afterwards im¬ 
proved by Rosanoff and Kasley. 1 The method depends on Prin¬ 
ciple that if a binary liquid whose components are in the ratio */(l x) 
is in equilibrium with a vapour containing the same components 
in the ratio pjp# then a saturated vapour of this composition will 
bubble through the liquid without producing of itself undenting any 
change. , . 

If the saturated vapour has the composition jq'/jV, the pompositiftn 
of the liquid will change until the ratio of its components has become 
x'/f 1 - x‘) corresponding to the composition /qV/V of the vapour. If 
a saturated vapour of definite composition at a temperature T be 
passed through a liquid mixture of the same components, the tempera¬ 
ture, T' of the liquid will gradually approach and finally reach T as 
equilibrium is attained. 

The vapour bubbling through the liquid after attainment of equi¬ 
librium may be condensed in any desired quantity and analysed. Two 
consecutive samples should have identical composition. 

Assuming that the ratio of the partial pressures in the vapour is 
equal to the molar ratio of the components, which is usually the case, 
and knowing the total pressure from direct observation, Jq and p 2 
can easily be calculated. Where the assumption is not admissible the 
relation between the molar ratio and the partial pressures can be 
determined by separate, experiments. 

. A saturated mixed vapour of constant composition is passed through 
a liquid mixture of the same substances in a vessel A, Fig. 30, called 
the equilibrium chamber. It is surrounded by a second vessel B, in 
which the required vapour of constant composition is produced by 
boiling a liquid whose composition is kept constant by the introduction 
of the more volatile component in such quantity as to keep the tem¬ 
perature constant, as indicated by the sensitive thermometer c, the 
bulb of which is immersed in the liquid. The vapou* of (Kinstant 
composition produced in B enters the equilibrium chamber near its 
bottom, bubbles through the liquid, then passes through a condenser, 
and the condensed liquid is collected in a receiver, like that shown in 
Fig. 27, from which consecutive samples of distillate can he with¬ 
drawn without interrupting the distillation or disti^bing the total 
pressure in the apparatus. The delicate thermometer d in the equi¬ 
librium chamber indicates when true equilibrium has been attained, * 
and this is further demonstrated by the identity in composition of 
consecutive samples of distillate. 

The whole distilling apparatus is placed in a thermostat kept at a 
temperature slightly higher than that of the boiling mixed liqaid. 

^The additional quantities of the more volatile component are 
introduced into b by regulated distillation of the liquid by electric 
heating from a vessel e provided with a condenser. Reservoirs F 
afhd G were also provided, from which fresh quantities <Jf the mixtures 
(or o^ either component) could be Introduced into a or b. "fhere 
1 Loc. cit. 
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was a device to guard against the danger of liquid in A being carried 
as spray into the condenser. The form of the electric heater in b 
was not as shown m Fig. 30 but was of a conical spiral form so as to 

tnrfhv h'Ttl the J?, 0tt0m o£ thR tub, “ ^ to ensure thorough admix- 
ture by bubbling. The arrangements for collecting successive portions 
of distillate, for regulating and keeping the total pressure constant, 
and otheT devices for folding errors, as well as the mode of manipula- 
tion, are fully described in the papers. 

• Experiments were carried out with six pairs of liquids, some of 



which formed mixtures of constant boiling point. There was good 
agreement with Zawidski’s results, and the authors conclude that 

Brown’s results are fai/hut not so accurate as Zawidski's. 

• • • 

.Fourth Method. —In the course of his experiments with a still- 
head ^:ept at a constant temperature in a bath of liquid (p. 149), 
Brown observed that the composition of the distillate was independent 
of that of the mixture in the still, and depended only on the temperature 
of the still-head. Mixtures of carbon disulphide with carbon tetra¬ 
chloride and with benzene were specially examined and, for these, two 
pairs of liquids, Brown had jfreviously determined the relations between 
the composition of liquid and vapour, and also the relations between 
boiling point and composition of liquid by Method I. From the curves 
representing these relations he read :— 

J. The composition of the mixtures which would evolve vapour of 
the same composition as the distillates obtained with the still-head of 
constant temperature; 
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2. The boiling points of thefC mixtures. 

He found that these boiling points, read from the curves, agreed 
closely with the temperatures of the still-head. The actual numbers 
are given in Table 20. 

Table €0 


Temperature 
of still-head 

II. 

III. 

» IV - _ 

#v. 

Percentage of.1 
in distillate. 

Percentage of 

A in mixture 
evolving vapour 
of the composi¬ 
tion given inf 
Column II. 

Polling point 
of mixture 
referred to 
in Column IIP 

• 

• * A* 

A = Carbon tetrachloride ; B ~ Carbon disulphide. 

481° 

6-7 

Ill 

48-4 

-0*3° 

515 

15-7 

32 9 

518 

-0-3 

69 4 

35 1 

01-3 

59 3 

+ 0-1 

837 

48-5 

732 

636 

+ 0-1 

665 

57-0 

80-0 

864 

+ o-i 

721 

78-5 

91*6 

71-8 

+ 0-3 

696 

68-2 

80-7 

689 

+ 0*7 

700 

69-6 

87-4 

690 

+ 1-0 

560 

26 3 

50-7 

55 8 

+ 0-2 

565 

27 0 

52-2 

55 9 

+ 0-6 

• 

A = Benzene ; B - Carbon disulphide. 


. ‘ 

486° 

(5-7 

16*3 

48-9° 

-0*3° • 

521 

151 

30 0 

525 


567 

24-3 

53-1 

57-3 

-0-6 

636 

43 0 

73-7 

636 

0 0 

702 

02 3 

i 

80-7 

i . 70 T 

+ 0-1 


In the last four determinations with carbon disulphide and carbon 
tetrachloride, the distillation was continued until not more than an 
occasional drop of distillate fell; this may probably account for the 
larger differences between the two temperatures. # « 

The agreement, is sufficiently close with both paigs of liquids^to 
allow of the statement being made that the temperature of the still- 
head is, approximately at any rate, the same as the boiling poift’t of a 
mixture which, when distilled as in Method I, would give a distillate 
of the same composition as that actually collected. 

Special experiments further to test the truth of this statement 
were made with mixtures of ethyl alcohol and water, but in this case 
the comparison was made by determining :— 

V The composition of the distillates when the still-head was kept 
at SI’S" and 86-5° respectively ; 

• 2. The composition of the distillate from mixtures'-which boiled 
at the same two temperatures. Tlffe results obtained are shown in 
Table 21. 
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Table 21 


, 

Percentage of alcohol in distillate. 

Temperature of still-head 



and boiling point of 



mixture =t". 

With still-head at t". 

From mixture boil inn 
at t . 

i 



81-8° 

70*40 

70*32 

* 80-5 

05*80 

05-88 

_* _ ..- . 

. 

_ ____ 


It will be seen that the'agreement is very satisfactory, and it is 
evident that this method may he used to determine the relation 
between the composition of liquid and of vapour if the boiling point- 
composition curve has previously 
been constructed. Further experi¬ 
ments to test its applicability and 
tlie accuracy attainable have been 
carried out by RosanoH, Lamb and 
Breithut, 1 and Rosanoff and Bacon. 2 
The authors find that a double- 
walled metallic cylinder, open at both 
ends and immersed in liquid kept at 
constant temperature and vigorously 
stirred, gives better results than the 
ordinary spiral form of still-head. 

The annular space a «, Fig. .'11, 
between the two walls of the cylinder 
is bounded by a very large condens¬ 
ing surface?; tlie greatest height of 
the cylinder is 7G cm., the smallest 
height 70 cm. ; the moan diameter is 
25 cn», amUhe ,width of the annular 
space is 0-95 cm. 

A mixture of carbon disulphide mo. 31 . Ill 

and carbon tetrachloride containing 

at firsfc 26 per cent of* the sulphide was distilled through this still- 
head the temperature of which was 59-82° throughout the experiment. 
Tlie distillate was collected in nine fractions,which contained respectively 
60*8*60-7, 60*7, 60*5, 60*7, 60*5, 60*7, 60*7 and 60*7 per r ent of carbon 
disulphide’, mean 00-67 per cent. On the other hand the distillate, 
from a mixture which boiled at 59-82° contained 00-8 per cent of the 
sulphide. The two values are in very good agreement. 

Ronfmoff, Schulze and Dunphy 3 further investigated the distillation 
of a ternary mixture through the same still-head. They arrived at 
the following genera] conclusions, based on Brown’s results and those 
of Rosanofi and his co-workers. In distillations with a still-head 
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maintained at a constant temperature, the composition of the distillate 
is at every instant identical with that of the vapour evolved by a 
mixture whose boiling point equals the temperature ,of the still-head. 

If the mixture is binary, the composition of the distillate is, in the 
course of a single distillation, constat. In those cases in which the 
binary boiling point curve passes through a maximum or a nnnimum, 
the composition of the distillate, although consttfit during the distilla¬ 
tion, depends on that of the mixture originally placed in the still; ^ 
it may have either of two values according to whether the mixture ifi 
the still is richer or poorer in one component than the'mixture of 
constant boiling point. If the number of substances in the mixture 
is three or more, the composition of the distillate not only depends 
on that of the original mixture, but varies in the course of a single 
distillation. This variation, however, is moderate, and the nearer the 
constant temperature of the still-head is to the boiling point of the 
most volatile component, the more nearly constant is the composition 
of the distillate. 

For binary mixtures the method certainly possesses the following 
advantages :— 

1. The first part of the distillate may be altogether rejected, and the 
errors already referred to thus avoided; 

2. It is nottnecessary to determine the composition of the mixture 
in the still. 

On the other hand, this method would not be suitable for mixtures 
tl^e boiling points of which vary very slightly with change of com¬ 
position, such, for example, as mixtures of normal hexane and benzene 
containing,‘say, from 1 to 20 per cent of benzene. 

Method employed by Carveth. 1 — The relation between,the boiling 
points and the composition of mixtures of the two liquids is first 
determined under constant pressure, and tl\e curve is constructed. 

A distillation is then carried out in a special apparatus with the object 
of determining simultaneously the boiling points of the liquid and 
of the distillate. If this could be done satisfactorily the composition 
of the mixture in the still and of the distillate at different stages of 
the distillation could then bo ascertained fromjihe curve. 

The apparatus is ingenious, but there are errors involved in the' 
method which, although they partially compensate ea<Ci other, leave 
the results somewhat doubtful. n 

Carveth’s actual results differ somewhat widely from Brown’s, and 
the conclusion arrived at by Rosanofi and Easley ( loc. cit.), who com¬ 
pared their own results with those of Brown, Zawidski and Carveth, 
is that Carveth’s method is not reliable. 

In the opinion of the author the methods most strongly to he 
recotnmended are those of Rosanoff and his co-workers. 

1 Carveth. "The Composition of Mixed Vapours,” Journ. Phys. Chem ., 1899, 3,193. 



COMPOSITION OP LIQUID AND VAPOUR PIIASKS, CONSIDERED 
THEORETICALLY 


Simplest Cases.— -It has been seen that when two liquids are placed 
together in a closed vacuous space, the vapour pressure and the boiling 
point can only be accurately calculated from the vapour pressures of 
the components if (a) the liquids are non-miseible, or (h) they are 
miscible in all proportions and show no change of temperature or 
volume when mixed together, this being generally the case when the 
substances are chemically closely related. A similar statement may be 
made with regard to the composition of the vapour evolved from the 
two liquids. 

Non-miscirle Liquids 


The simplest case is that in which the two substances are non- 
miscible, for the composition of the vapour—like the vapo # ur pressure 
and the boiling point-—is independent of the relative quantities of the 
component*?, provided that they are both present in sufficient quantity 
and that evaporation can take place freely; the composition of the 
vapour can be calculated if the vapour pressures and vapour densities 
of the<ion-n*isciI>le liquids are known. 

Calling the vapour densities D k and D B , and the vapour pressures at 
the temperature t, P A and P B , we shall have, in a litre of the mixed 
vapour, 1 litre of a at and P A mm. pressure and 1 litre of u at t and 


0-0899 x x 273 x P 

The masses of vapour will therefore be m3+ 0 x760 


and 


0-0899 x j?„ x 273 x 


(273 + 0 x 760 

D P 

be A A [Naumann, 1 Brown 4 ]. 


(273 + 0 x 760 

respectively, and the relative masses will 


Chlwobenzene and Watw.- As an example we may again consider 
the case of chlorobenzene and water, the vapour pressures of whiejt at 
90° to 92° are given below. 


1 Naumann, “On the Distillation of Benzene, Toluene, etc., in a Current of Steam," fleW. 
Btriekte, 1877, Iff 1421, 1819, 2015 ; “ On a Now Method of determining Molecular Weights," 

ibid. 10, 2099. e 

* Brown, “Theory of Fractional Distillation," Tram, t'hem. Soc., 1879, 35, 547. 
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Table 22 


CHAJ*. 


Temperature. 

Vapour Pressures in mn). 

Chlorobenzene. 

• Water. 

Total. 

90° ‘ 

208-35 

525-45 . 

733*8 

91 

215 8 

545-8 

761-6 

92 

223-45 

566-75 

790-2 

• 


The vapour density of chlorobenzene =56-2 and of water =9. 


At 90° the relativo masses of vapour 
At-or 
At 92° 


6-2 > 208-35 
m' u ~ 9 x 525-45 

in 'a _56-2/215^ 

m ,, 9 x 545-8 

m'*_56-2 x 223-45 
w',, - 9 x~5(i(f75~" 


=2-48. 


>47. 


2-46. 


The percentages of chlorobenzene by weight will therefore be 71 *3, 
71-2 and 71-1, respectively, at the three temperatures. 

In the actual experiment (p. 41), in which 80 grams of water and 
110 grams of chlorobenzene were distilled together under a barometric 
pressure of 74(?*2 mm. until about 3 grams of chlorobenzene and 40 
of water remained in the flask, the distillate was collected in five 
fractions, which were found to contain the following percentages of 
chlorobenzene:— 

,1.72-5 

2 .71-5 

3 .720 

4 .70-4 

5 .71*7 

-i 

Mean 710 Calculated 71-2 

i » 

Water is apt to adhere in drops to the walls of a glass tube, but 
chlorobenzene flows much more freely ; the first fraction is therefore 
certain to contain too little water, and it wop Id be fairer to reject 
it and to take the mean from the other four* fractions. Thi* would, 
give 71-4 per cent of chlorobenzene, which agrees better with the 
calculated value. s 

The vapour pressure, boiling point and vapour composition can 
be calculated in a similar manner when more than two non-miseible 
liquids are present. 

Partially Miscible Liquids 

K the two liquids are miscible within limits, the observed vapour 
pressure, boiling point and vapour composition will differ from those 
calculated in the manner described, but the difference will be small if 
the miscibility is only slight. t " , 

Aniline and Water.—A mixture of 60 e.c; of aniline and 100 c.c. of 










VI COMPOSITION OF LIQUID AND VAPOUR PHASES 79 

water was distilled under a pressure of 46-4 mm. (p. 41). 'The per- 
. centage of aniline, calculated on the assumption that the liquids are 
non-misfible, would be 23-6, while the values observed were 18-7, 20-1, 
1,9-7, 20 - 4, 20'4, 19-1. After the sixth fraction had been collected the 
' aniline was in great excess ; a large^juautity of water was added and the 
‘distillation continued, when the distillate contained 19-5 per cent of 
a inline. Wie composition of the distillate is clearly independent— 
,w*thift the somewhat wide limits of experimental error of that of 
♦lie,mixture in the still, but the mean percentage of aniline, 19-9, is 
3-7 lowvr thaii that calculated. 

• 

Isobutyl Alcohol and Water. .-When the mutual solubility is greater, 

• the difference between the observed and calculated values, as regards 
both temperature and vapour composition, is more marked. Thus 
isobutyl alcohol and water are miscible within fairly wide limits. At 
0° a saturated solution of water in the alcohol contains 15-2 per cent 
of water, and the solubility increases as the temperature rises. At 18° 
one part of alcohol dissolves in ID-5 of water, but, the solubility diminishes 
with rise of temperature, reaching a minimum at about 52°. 

From Konowaloff’s data 1 for the vapour pressures of isobutyl 
alcohol, the boiling point of the alcohol and water, when distilled 
together under normal pressure, would be. 85-7’ if the liquids were 
non-miseihle ; the minimum boiling point observed by*Konowaloff 
was actually 9(H>°, or 1'3° higher (Young and For toy, 8i)’8 u ). Again, 
,the, calculated percentage of isobutyl alcohol in the vapour would he 
74-5, while that corresponding to the minimum boiling point is actually 
66-8, the difference being 7-7. , 

It is clear, then, that when two non-miseihle liquids ate heated 
together we cjri calculate the vapour pressure, the boiling point and 
the vapour composition with accuracy from the vapour pressures of 
the components, bpt that, if the liquids are miscible within limits, the 
calculated values differ front those actually observed, the difference 
increasing with^hoimitual solubility of the liquids. 

Infinitely Miscihlh Liquids 

• 

•In the* case of liquids Vhich are miscible in all proportions, it is 
only 4 as has alre|fly been pointed out, when no appreciable change of 
volume or temperature occurs on admixture that the vapour pressures 
’and the* boiling points can he accurately calculated. The relation 
between the composition of the mixed liquid and that of the vapour 
evolved from it appears also to be a simple one only when the vafour 
pressure of the mixture is accurately expressed by the formula 
p _ mP a + »100-m) /> b 
100 

Formula Of Wanklyn and Berthelot.— Many attempts have been 
made to find a general formula to ^represent the relation between the' 

1 Kocovraloff, " On the Vapour Pressures of Mixtures of Liquids," Wied. Ann,, 1881, 14, 34, 



CHAP. 


80 DISTILLATION PRINCIPLES AND PROCESSES 

composition of liquid and of valour. In 1863, Wanklyn 1 and Berthelot 2 
arrived independently at the conclusion that the composition of the 
vapour depends (a) on that of the liquid, ( b ) on the vapour pressures of 
the pure components at the boiling point of the mixture, (c) on the 
vapour densities of the components,. 

Calling and m' B the relative masses of the two substances in 
the vapour, m A and m B their relative masses in the liquid, and D B 
their vapour densities and 1\ and P B their vipour pressures, the for-, 
mula would be 

m' x jnJ) K P K 
hi j, m B I\P B 


In 1879, Thorpe 3 observed that carbon tetrachloride and methyl 
alcohol form a mixture of minimum boiling point, and that, for this 

• i • . m ' a m k , , ■ 

particular mixture, when 7 -= the factor is approximately 

m „ m B l> B t n 


equal to unity. 


Brown’s Formula. —The subject was investigated experimentally 
by F. D. Brown in 1879-1881, 4 and he found that the Wanklyn-Berthelot 
formula could certainly not be accepted as generally true. A better 
result was obtained with the formula 

* ’"'a J"J\ 

m' K mJV 

.but the agreement between the calculated and observed results was 
still closer when a constant, c, was substituted for the ratio PJP B . 


Applicability o! Formula.—Brown's formula, 


W B „ 

is not generally applicable to liquids which are miseibk in a$l propor¬ 
tions, and it is obvious that it cannot be true for two liquids which 
form a mixture of constant boiling point. The experimental evidence, 
however, which has so far been obtained, poijits to the conclusion that 
Brown’s law is true for those infinitely miscible liquids for '-which the 

relation P = A B holds good. 

The number of such cases so far investigated is, perhaps, too small, 
to allow of the statement being definitely made that the law is true 
in such cases, but the evidence is certainly strong, - for not only does 

1 Wanklyn, “ On the Distillation of Mixtures: a Contribution to the Theory of Fractional 
Distillation,” Proc. Roy. Soc* 1863, 12.534. 1 u 

t * Berthelot, “ On the Distillation of Liquid Mixtures," Compt. rend., 1803, 57, 430. 

8 Thorpe, " A Contribution to the Theory of Fractional Distillation," Traits. Chem. Soc., 
1879, 35, 544. 

* Brown, “ The Comparative Value of Different Methods of Fractional Distillation,” Trans. 
Chem. Soc., 1879, loc. cit. ; 1880, 37, 49; ‘‘On the Distillation of°Mixtures of Carbon 
Disulphide and Carbon Tetrachloride," 1881, &9, 304 ; “Fractional Distillation wittf a Still* 
head 6f Uniform Temperature,” 1881, 3fr, 517. 
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Brown’s formula hold good, within the limits of experimental error 
for the two pairs of liquids investigated for which the relation between 
vapour pressure and molecular composition is represented by a straight 
line, but also, in other cases, it is found that the closer the approxima¬ 
tion of £hc pressure-molecular composition curve to straightness, the 
smaller is the variation in the value of the “ constant. ” c. 

Zawidskfs Results. --Strong evidence is afforded by two pairs of 
hcpiids, ethylene and propylene dibromides and benzene and ethylene 
dichteride, investigated by Zawidski . 1 

In the follovfing tables are given the observed vapour pressures and 
those calculated from the formuhf 


/j = m/ a a + (100-m)/> u 

uio 

also the observed molecular percentages of A in the vapour and those 

calculated from the formula A «e mA 
»"'b 

This formula may, of course, be written "*=, "* whore m' 

* , , « i, M„ *' 

M B> m a aml m b represent gram-molecules instead of grams. 


Table 23 

A = Propylene dibromido : Ji ethylene dibromide ; r = 1 31; 
Temperature 85’Of) 0 ; 1\/J* A at 85° 1 357 . 


Molecular 

j Vapour pressures. 

Molecular percentage of A In vapour. 1 

percentage of 

— 

.. 


1.. 


* 

In liquid. 

Observed. 

1 Calculated 

j A. 

Observed. 

(calculated. 

1 A * 

o-oo 

172-6 

172-6 

00 

! ... 



2-02 

171-0 

171 -J 

+ 0 7 

i 1 -85 

1 *55 

0 30 

7-18 

108-8 

189-3 

+ 05 

| 6 06 

5*60 

0 46 

14-75 • 

1«5-Q 

165*9 

i- 0 9 

12*09 

11-66 

043 

22*21 

161*6 

162*5 

+ 0 9 

; 18*22 

17-89 

-0 33 

2918 

158*7 

159-4 

+ 0-7 

23*50 

23*90 

+ 0 40 

30-48 

158-9 

158-8 

-01 

23*96 

25*08 

+ 112 

40-82 

184-6 

154*2 

-04 

34*25 

34-31 

+ 0 06 

,41-80 , 

163-4 

1530 

+ 0 2 

34*51 

35*41 

+ 0 90 

52*63 

149-6 

148-7 

0 9 

45-28 

45*89 

+ 0 61 

<*•03 

143*3 

144 4 

+ 11 

68-35 

55*50 

+ 015 

72 03 

140-5 

139-9 

-0 6 

65*86 

66*28 

+ 0 42 

• 80 05» 

136-8 

136-3 

-0 5 

74*94 

75-39 

+ 0 45 

88-96 

133-9 

133 6 

-0 3 

82-45 

82-38 

-0 07 

91-48 

130-9 

131-1 | 

+ 0 2 

89-80 

89*13 

- 0 37 

93-48 

130-2 

130-2 1 

00 

92-31 

91*00 

-0 71 

96-41 

128-4 

128-8 

+ 0-4 

96*41 

95-35 

-106 

98 24 

127-3 

128-0 

. +0 7 

99-39 

97*71 

-1 68 

10000 • 

127-2 

127-2 

00 





The agreement between the observed, and calculated percentages 
of propylene diljromide in the vapour is not altogether satisfactory, 

* Zawidski, “On the Vapour Pressure* of Binary Mixtures of Liquids,” Zeitschr. phvsik. 
Ohem., 1900, 35, 129. • • 
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but Zawidski states that the errors of experiment were much greater 
for this pair of substances than for others, owing to the small quantity 
of material at his disposal. The last two observed molecular percentages 
of propylene dibromide in the vapour, 96-41, and 99-39, are obviously 
too high ; the last should indeed fee less than 98-24. 

It will be seen later that when there is a real variation in the valued 
of c, it is in the nature of a steady rise or fall from A =4) to A -100 
per cent, whereas, in this case, the calculated values of c would be lojy 
at each end of the table. „ 


The value of c, 1-31, does not differ greatly from .the ratio of the 
vapour pressures, 1 -357. • 

This series of experiments is of special interest because the two 
liquids are very closely related. Zawidski, however, found that the 

=-iqq - held good with considerable accuracy 


relation P 


for mixtures of benzene and ethylene dichloride, and the data for this 
pair of liquids are therefore given in full. 


Table 24 

A - Ethylene dichloride ; B - Benzene ; c = I *134 ; 1 

Temperature = 49-99° ; P,/P„ at 50° = 1-135 


• - 

Molecular 

Vapour pressures. 

Molecular percentage of A in vapour. 

A in liquid. 

Observed. 

1 

Calculated 

A. 

Observed. 

Calculated. 

A. 

0-6 

208 0 

208-0 

00 




7* IB 

265-5 

265-7 

+ 0 2 




7-07 

205-8 

265-8 

00 




15-00 

263-3 

263-2 

-01 

li-52 

1^47 

+ 1 95 

15-00 

203-8 

263-2 

0 8 

12-72 

13-47 

+ 0 75 

20-27 

258-8 

258-7 

-01 

26-38 

26-73 

+ 0 86 

29-27 

259-3 

258-7 

-0 8 

*27-06 

26-73 

-0 38 

29-79 

269 0 

258-5 

-0 5 

27-22 

47-23 . 

+ 0 01 

41-56 

254-7 

254-8 

+ 01 

38-72 

38-68 

-0 04 

41(15 

255-0 

254-8 

-0 2 

38-90 

38-63 

-0 27 

52-15 

251-3 

2514 

+ 01 

49-00 

4901 

+ 0 01 

52 34 

252-0 

251-4 

-0 6 

49-42 

49-20 

-0 22 

(>5-66 

247-3 

247 1 

-0 2 

lfe-66 

62-77 

+ 011 

65-66 

247-4 

247-1 

0 3 

62-61 

62-77 c 

+ 0a6 

75-42 

244 1 

244-0 

-01 

72-96 

*73-02 

73-02 

+ 006 

75-42 

243-9 

244-0 

+ 01 

73-07 

-006 

92-06 

238-7 

238-7 

00 

91-00 

9109 

+ 0-09 ( 

91-89 

238-3 

238-8 

+ 0 5 

90-72 

90-90 

+ 008 

100 0 

236-2 

236-2 

00 



With the exception of the first tw<p percentages the agreement is 
good, and in the case of these two it will be seen that the percentage 
of A in the liquid is the same, while the observed percentages of A 
in the vapour differ by 1 -2. It seems clear that little weight can be 
attached to the first two observations in this series. 

For this pair of liquids the constant c has almost exactly the same, 
value, 1-134, as the ratio of the vapour pressures, 1-136. 
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Linebarger’s Results.—It is unfortunate that the method employed 
by Linebarger 1 —passing a known volume of air through the mixture 
at constant temperature—did not give more trustworthy results, for he 
examined some mixtures of fairly closely related substances. It may be 
well to give the results obtained witlj one pair of liquids, chlorobenzene 
Ind benzene, for Linebarger found that there was no appreciable heat 
change on mixing these sqbstanees in several different proportions. 


Table 25 

A = Chlorobenzene ; D -•Benzene ; 6=7*3; t = 34‘8° ; 
P s /P, --7 10 at 34 8° 


Molecular 
percentage of 

A In liquid. 

Vapour pressures. 

Molecular percentage of A in vapour. 

Observed. 

Calculated. 


Observed. 

Calculated. 

A. 

15-18 

126-3 

126*4 

+ 01 

1-33 

2-39 

+ 108 

29-08 

107-9 

109-0 

+1-1 

Oil 

6-30 

-0 81 

66*06 

63-6 

64 0 

+ 0 4 

19-37 

20*32 

+ 0 96 

79-21 

47 0 

4<w; 

-0 7 

3515 

34*29 

-0 88 


Here the difference between c und PJP k is probably Vithin the 
limits of experimental error, but the number of observations is too 
small, and the errors are too large to allow of the definite statement 
that c is quite constant. 

Lehfeldt’s Results.—The experiments of Lchfeldt 2 show that 
the vapour pressures of mixtures of toluene and carbon tetra¬ 
chloride are slightly lower than those calculated from the formula 

while, those of Lehfeldt, of Zawidski and of 

1DU 

Young and Forfcy *how that the vapour pressures of mixtures of 
benzene and carbon tetrachloride are somewhat higher. 

For toluene and carbon tetrachloride c appears to bn a constant, 
but with benzene and carbon tetrachloride there is a Hiuall but distinct 
variation. • 

1 Linebarger, “The Vapour Tensions of Mixtures of Volatile Liquids,” Journ. A Trier. 
Mem. Soc„ 1*115, IT, 615. 

1 Lohfeldt, “ On the Properties of Liquid Mixtures,” Part II., Phil. Mag., 1898, IV.], 46, 42. 


[Table 






84 


DISTILLATION PRINCIPLES AND PROCESSES 


OMAT. 


Table 26 


A - Toluene ; B = Carbon tetrachloride ; c = 2'76; t= 50*0° ; 
P./P, at 50°=3-.33 


Molecular 
percentage of 

A in liquid. 

• 

Vapour pressures. 

Molecular percentage of A In vapour, j 

| Observed. 

Calculated 

A. 

Obstrved. 

• 

Calculated. 

A. 

o-o 

310-2 

310-2 

00 



« 

* 

»-01 

288-8 

290-6 

+ 1-8 




26-02 

248-5 

263-7 

+ 5« 




29-2 




12-8 

13 0 

+ 0 2 

36-40 

220-5 

230-9 

+ 4-4 




48-3 



... 

25-8 

25-3 

0 5 

48-58 

197-7 

204-7 

+ 7 0 

... 



60-30 

174-8 

179-2 

+ 4-4 




650 



... 

40-3 

40-2 

01 

75-99 

140-8 

1451 

+ 4 3 




70 0 




63-0 

534 

+ 0-4 

83-7 


... 


05 0 

65 1 

-0 5 

80-49 

117 0 

121-3 

+ 3 4 

... 



92-7 




81-9 

82-L 

+ 0 2 

96-Oi 

99 0 

loi-7 

+ 2-7 

| 



1000 

93 0 

93 0 

00 

. J 

... 



t 


In this case the difference between the values of c and PJP A is 
much greater than in the previous ones, but the agreement between 
the observed and calculated percentages is good. 


Table 27 


A - Benzene ; JJ -Carbon tetrachloride ; c = 0 984+b 003 m ; 
/ = 50-0 °; P H /P A at 50 l =ll45 


Molecular 
percentage of 
A In liquid 


00 
17 0 
34 0 
38-09 
62-4 
69-50 
80-3 
84-22 
95-7 
1000 


Vapour pressures. 


Molecular percentage of A In vapour. 


310-2 

302-3 

2900 

281*0 

270-9 


| Calculated, j 

.1 . -1 

A. i 

Observed. 

Calculated. 

| A. 

; 310-2 ' 

00 

* ... 



295-0 

73 

* 16-5 
32-3 

10-5 « 
t 32 ' 2 

o«o 

-01 

* 

282-9 

-71 

68-8 

58-0 

r -0 2 

277-1 

-39 

76-7 

76-9 

+ 0 2 

270-9 

00 

94-6 

94-6 

00 


r 


r 1 



Modification of Brown’s Formula. —Brown’s formula is not 
applicable to this pair of liquids, but by taking c = const. (c 0 )+om 
instead of c = const., a good agreement between the observed and 
calculated values is obtained. • 

Mixtures of benzene with carbon tetrachloride have also been 
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investigated by Zawidski with very similar results. He finds, however, 
somewhat lower vapour pressures for the pure substances, and his 
pressure differences are rather larger. The formula deduced from his 
data would be c = 0-961 +0-0036 m, and there is a very fair agreement 
between the calculated and observe! percentages of A in the vapour, 
though not ijuite so good as in the table on the previous page. The first 
formula for c would indicate the existence of a mixture of minimum 
Wbiling point containing 6’7 molecules per cent of benzene, the second 
a mi.fture containing 10-8 molecules per cent. 


Distillations under Constant Pressure and at Constant Temperature.— 

Of other pairs of liquids, the vapour pressures of which do not differ very 

greatly from those calculated from the formula = —~ B , 


there are two, carbon disulphide with carbon tetrachloride and carbon 
disulphide with benzene, which have been investigated by Brown, the 
latter also by Carveth, but their distillations were carried out in the 
usual manner under constant pressure, not at constant temperature. 

Brown observed, however, that the relation between m' Jm' v and 
*nJm B was the same for mixtures of carbon disulphide with carbon 
tetrachloride whether the distillation was carried out under a pressure 
of 432 mm., or under atmospheric pressure. If the values of r, for 
other substances also are independent of, or vary only slightly with, 
the pressure, they can be calculated from the results of a distillation 
carried out either at constant temperature or under constant pressure. 

It would not be safe to conclude, without further evidence, that the 
same values of c would be obtained in other cases by both mKhods, 
but we may at any rate assume that the differences would not be 
great enough tt> invalidate the general conclusions deduced from a 
comparison of the behaviour of different pairs of liquids. 

In the cases so far considered, the composition of the vapour was 
determined experimentally. Such direct determinations have not yet 
been carried out for mixtures of chlorobenzene and bromobenzene, 
nor for those of any of the five pairs of closely related liquids mentioned 
on p. 32. Rosanoff, Bacon and Schulze, 1 however, showed how the 
ratig of thg partial pressures pJp B arid, in the case of substances of 
normal molecular weight, the molar percentages in the vapour could 
be calculated witn accuracy from the vapour pressures of the pure 
tomponeitts and the total pressures, P (p. 93). 

They determined the vapour pressures of mixtures of benzene and 
toluene with great care at 79-7°, and their results, like those of Fortey 
and Young, show that these pressures are represented without serious 
error by t^e formula R = M/ J i# + (1 - M)P n , the piaximum difference 
between the calculated and observed values of P being +1-9 mm. 
[Molar percentage of benzene in the liquid =64-51 ; P (observed)- 
537-6 mm.] 

From their results and by means of their formulae, Rosanoff, Bacon 

• « 

1 “ A Method of finding the Partial from the Total Vapour Pressures of Binary Mixtures, 
and a Theory of Fractional Distillation," J. Amer. Chem. Soc., 1914, 38, 1993. 
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and Schulze calculated the molar percentages of benzene, and these, 
which may be accepted with great confidence, are given in the table 
below. 


Table 28 

A — Toluene ; B = Benzene ; c = 2’689; < = 79'7°; P„/P A at 79'7° = 2'5951 


Molecular 
percentage 
of A in 
liquid. 

Vapour pressures. 

* 

Calculated molecular percentage 
of A in vapour. t 

« 

Observed. 

Calculated. 
p MP A -t(100-M)P H d 
100 

A. 

R. B. & S. 

• ' * 
Brown 
c -2-589. 

A. 

100-0 

748-7 

748-7 

00 




95-66 

729-0 

728-7 

-0 3 

98-27 

98-27 

bo 

91-89 

711-4 

711-4 

00 

96-72 

96-70 

-002 

82-43 

068-0 

667-9 

-01 

92-49 

92-40 

-0-09 

73-27 

024-9 

625-7 

+ 0-8 

87-82 

87-66 

-017 

63-44 

579-2 

680-4 

+ 1-2 

81-97 

81-79 

-018 

54-51 

537-5 

539-4 

+ 1-9 

75-74 

75-62 

-0 12 

43 52 

487-0 

488-8 

+ 1-8 

66-56 

66-61 

+ 0 05 

33-83 

443 1 

444-2 

+ 1-1 

56-76 

56-97 

+ 0 21 t 

22-71 

392-8 

393 0 

4 03 

42-95 

43-21 

+ 0 28 ‘ 

11-01 

341-5 

341-9 

40 4 

25-30 

25-38 

+ 0 08 

1 0-0 , 

288-5 

288-5 

00 





The chemical relationship between benzene and toluene is not quite 
so close as that between the members of the other five pairs of liquids, 
and tire volume and temperature changes on admixture are noticeably 
greater, but, even so, it is found that Brown’s formula is applicable 
without serious error to mixtures of these two substances and that the 
best value of the constant c differs but slightly from the ratio [\/P k . 

Cases to which Brown’s Modified Formula is inapplicable.— When, 
for a given pair of substances, the deviations of the'vapour pressures 

from those calculated from the formula P = — + 1 100 ~ m ^ b 

, 100 re 
great, the values of c are not only far from' constant, but tjieir relation 
to M cannot be represented by such a simple formula as c = c 0 4 aM, 
This is well seen in the case of carbon disulphide aiid methylal,*which 
form a well-defined mixture of maximum vapour pressure, and of 
chloroform and acetone, which form a mixture of minimum vapour 
pressure (Zawidski). 


fT a t»t v 
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Table 29 


A =Carbon disulphide; B - methylal; I 3517° 


Molecular percentage 


Vapour^ressures 


«'* m* 

of A in liquid. 

Observid. 

Calculated. 

A. 

c ~m\ ’ m H 

• 

• o 

587*7 

587-7 

00 


lo • 

637 3 

580-4 

58 9 

0*554 

20 

670-0 

.573*1 

- 98 9 

0843 

30 

690*9 

565-7 

-125 2 

0 744 

40 

700-7 

558-4 

-142 3 

0876 

SO 

701-9 

5511 

-150 8 

1041 

80 

696 0 

543-8 

-152 2 

1253 

70 

682 0 

536-5 

-145*5 

1530 

80 

658-9 

529*1 

129*8 

1928 

90 

612-3 

521-8 

• 905 

2531 

• 100 

514 5 

514-5 

0 0 



Tablk 30 


.4 — Chloroform ; B Acetone; t 35*17'’ 


Molecular percentage 
of A In liquid. 

Observed. 

Vapour pressures 

Calculated. 

" 

... 

m h m a 

• C ""*»'*•* in H 

• 

0 

344-5 

344-5 

00 


10 

324-0 

339 4 

+ 15 4 

2 080 

20 

304-0 , 

334-2 

+ 30 2 

1878 

30 

284*6 

329*1 

+ 44*5 

1893 

48 • 

. 266*9 

323*9 

+ 57 0 

1470 

50 

253 9 

318-8 

+ 84 9 

1257 

60 

247-8 

313-7 

+ 85 9 

1034 

70 

251*4 

308-5 

+ 571 

0848 

80 

262*1. 

303-4 

+ 41*3 

0681 

. 90, 

277*1 • 

298*2 

+ 211 

0 580 

100 

• 

293 1 

1 

293 1 

00 



• • 

Influence ol Molecular Association.- The variability of c is even 
more marked when the molecules of one of the substances are associated 
in the liquid state. This is the case, for example, with mixtures of 
benzene ^nd ethyl alcohol, yhich have also been investigated by 
Zawidski. 

At 60° the vapour pressure of benzene is higher than that of alcohd, 
but at 80° it is the alcohol which has the higher vapour pressure. 
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. Table 31 

A = Ethyl alcohol; B = Benzene ; t = 50“ 


- - 1 
Molecular percentage 
of A In liquid. 

Vapou# pressures. 

Observed, j Calculated. 

A. 

• 

m\ m A ’ 

0 

270-9 

270 9 

00 

c 

... , 

350-4 

266-4 

- 84 0 

• 0.247 

121 

309-0 

264-7 

-104 3 

0 290 


397-0 

259 « 

-137-2 

0 493 


406-0 

252-7 

-1533 

0-857 

444 

404-4 

248-1 

-1563 

1-116 

56* 1 

397-6 

242 1 

-155 5 

1556 

69-7 

378-4 

235-1 

-1433 

2-184 

88'C 

315 0 

225-4 

- 89 6 

3-863 

1000 

219-5 

219-5 

00 



Ill Fig. 32, c is plotted against M, the molecular percentage of A in 
the liquid, and it will be seen that 
the curvature is very marked. • 

Mathematical Investigations. 

- - The whole question of the relations 
between the composition of liquid 
mixtures and (a) the partial pressures 
of the vapours of the components, 
(b) the composition of the vapour, 
has been discussed mathematically 
by Duhem, 1 MarguJes, 2 Lehfeldt, 3 
and Zawidski 1 and others. In 
this connection “ The Phase Rule,” 
by Bancroft, 5 may also be consulted. 



Fifl. 32.—Ethyl alcohol and benzene. 


Formula of Duhem and Margules.— The formula arrived at 
by Duhem, and, Inter, by Margules, may be written 

d log pj __ dlog 
d log M d log (1 - m)’ 

where p t and p 2 are the partial pressures of the vapours oPthe two* 
liquids A and B, and M and (1 - m) their molecular fractional amounts 
in the liquid mixture, taking the normal molecular weights as correct. 

1 Duhem, “ On the Vapours emitted by Mixtures of Volatile Substances," Ann. de VBcoU 
Normale Sup., 1887, [3], 4, *0; “Some Remarks oif Mixtures of Volatile Substances," ibid., 
1889, [3], 8, 153 ; “Solutions and Mixtures,” Trav. et Alim, de la faculti de Lille, 1894, III. 
14. ; Tmili iUmenlaire de michanique chimique, 1899. 

* Margules, “ On the Composition of the Saturated Vapours of Mixtures," Sibling fiber . der 
Wiener Akad., 1895. 104, 1243. 

* Lehfeldt, "On the Properties of Liquid Mixtures,” 3 Parts, PhiUJUag., 1896, [V.], 40, 

397; 1898, loc. eit. ; 1899, [V.], 47, 284. # • 

4 Loc. cif. 

5 -xBanoroft, “ The Phase Rule," 1897. 
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Lehfeldt’s Formula.— Starting from this equation, Lehfeldt 
adopts the formula, 

log (= log K + r log q 
or t --- Kq r , 

* where t = the ratio of the masses of the two substances in the vapour, 
q the ratio*in the liquid and K and r are constants. 

For r, Lehfeldt gives the equation :— 


log S - log 


log 


«'/ 


where 7 t a and 7r„ are tin* vapour pressures of the pure liquids at the 
temperature of experiment; & is the ratio of the number of mole¬ 
cules of the two substances in the vapour ; A and li are the normal 
molecular weights of the components. 

Margules lias pointed out that, when r 1, the equation l = Kq r ' 
leads to infinite values of dqi/dtt when M =0 or M = l, which does not 
i agree with the facts, but Lehfeldt finds that the equation holds very 
well for mixtures which do not contain a very small proportion of 
either component, provided that the molecular weights of both sub¬ 
stances are normal in .the liquid as well as in the gSseous state. 
For associating liquids the formula does not hold good at all. 

Benzene and Carbon Tetrachloride. As an example we may. 
consider the case of mixtures of benzene and carbon tetrachloride, 
for which Lehfeldt gives the formula :— 

, log (=0-065 + 0-947 log q. 

[In Tables 32 and 33 the molecular composition is given instead of 
the composition by weighty] 


Table 32 



Molecular i>crei*iitaKe of A (Menw-ne). 


• • 

Liquid. 

9 

% 

Vapour. 


Observed. 

Calculated. 1 


-•-. .- - 


- - 

■ 


17-0 ' 

10*5 

10*5 | 

00 

34-0 

32*3 

32*2 

01 

62-4 

58*8 

59*2 

+ 04 

803 

76*7 

77*1 ! 

+ 0 4 

9^-7 

94*^ 

* 94*4 

• 

-0 2 


In the above equation log t = log q when log q «* 1 -2264, that is to say, 
when mass of CCl 4 /mass of C a H„ = 16-84. In other words, there would 
be a mixture «f minimum boiling point, containing 5-6 per cent by 
weigSt or 10-5 molecules per cent of benzene. 

Generally, if K is positive and r is less than unity, there must be 
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a particular value of q for which log <=log q, and there must therefore 
be a possible mixture of constant boiling point. 

Relation between Brown's and Lehfeldt’s Formulae. — In the 

equation t=Kq r , when r=1, t=fq, or Brown’s law holds good. 
Lehfeldt himself gives for mixtures of toluene and carbon tetrachloride 
the formula 

log t =0-440 + 1 '0 log q, 
or f = 2-7S&7, 

which agrees almost exactly with that given on p. 84, M, , B = 2'76- 11 . 

*■ M A M i 

Carbon Disulphide and Methylal. —As an example of two substances, 
the molecular weights of both of which are presumably normal, but 
which form a mixture of maximum vapour pressure considerably higher 
than that of either component, we may take carbon disulphide and 
methylal, examined by Zawidski. 

In Table 33 are given the observed molecular percentages of carbon 
disulphide and those calculated by means of the formula log ( = 0036 + 
0-619 log?. 

Table 3:! 


Molecular percentages of .-1 (Carbon disulphide). 


Liquid. 


Vapour. 


liquid. 

Vapour. 

Observed. 

Calculated. 

A. 

Observed. 

Calculated. 

A. 



4 96 * 

8-98 

12*9 

+ 3 9 

(10-60 

54-76 

54-6 

-0 2 

10-44 

17-39 

19-6 

+ 2 2 

68 03 

59-21 

59-5 

+ 0-3 

16*51 

24-44 

25-2 

+ 0 8 

73-53 

62-74 

413-4 

+ 0-7 

27-19 

34-39 

33-3 

-11 

7927 

66-76 

67-8 

+ 10 

34-80 

39-97 

38-4 

18 

84-21 

70-92 

72-2 

+ 1-3 

39 04 

42-63 

41-1 

-15 

85-73 « 

72-83 

73-6 

+ 0 8 

45-42 

46-34 

45 1 

-12 

91-30 

80-00 

80-3 

+ 0 3 

49-42 

48-52 

47-6 

-0 9 

95-76 

89-23 

* 86-4 * 

-2 8 

03-77 

50-99 

50-3 

-07 






The agreement is not very good, and thfVe appears to be evidence 
of curvature. * * 

Oxygen and N.trogen. —Baly 1 found that, for mixtures of liquid 
oxygen and nitrogen, Lehfeldt’s formula gave very good results, but * 
Brown’s did not. 

Associating Substances. —As regards mixtures of ethyl alcohol, an 
associating substance, with benaene and with toluene, Lehfeldt points 
out that the relations’between log ( and log q are far from linear, and 
he did not attempt to find an equation for the curves. 

Zawidaki’s Formula. —Zawidski adopts the following equations 
to express the relations between the partial pressures; p, and of 

1 Paly, “ On the Distillation of Liquid Air and the Composition of the Gaseous and liquid 
Phases," Phil. Mag., 1900, [V.], 49. 517. •- 
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tte components in the mixture, the vapour pressures, P, and P s , of 
the pure components, and the molecular fractional amounts, m and 
1 - M, of the two substances in the mixture. 


Pi 


= P,M . t. 1 '< 


fy-P i(l - m )« 2 3 ’ 

*nd. . ^ 2 = a 2 + a 3 ; -a 3 , 

where a 2 and*a 3 are constants, the values of which can be ascertained 
from the partial pressure curvefl; or, by Margules’s method, from the 
tangents to the total pressure curve at the extreme points where M=0 
and M = 1 by means of the equations : 


/“* , <*3\ 

V2 


dir\ 
iIm , 


| 

V 2 


+p, 

dir 

<ht 


2 ] “ l4 >f! 


■ a ■ 

I'g 3 ) log e= log ^P, - 

Relation between Brown’3 and Zawidski’s Formulae.— 

Zawidski points out that if, in his formula, the constants a and ft 
vanish, the equations become 

j>, = P,m and p 2 = P.J 1 - m), 
whence Vrhh = I\!l‘i- m/(1 - m), 

or PilPi- const, x m/(1 - m) ; 

and since, for substances of normal molecular weight, the partial press¬ 
ures are proportional to the number of molecules present, the equation, 
in its final fomi, simply expresses Brown’s law, taking the relative, num¬ 
ber of molecules instead of relative masses for both liquid and vapour. 

Zawidski shows that .this simple relation holds for mixtures of 
ethylene and propylene di bromides and 
of benzene and ethylene dichloride, but 
that for the first pair of liquids, the 
constant, 0758, differs somewhat widely 
fym thcp ratio P,/P 2> 0-7V7, though the 
agreement is excellent for the second 
pail (0-880 and 6-881) 

Zawidski shows, for these two pairs 
of substances, not only the correctness 
of the relation 


p =Pi+Pa 
which is equivalent to P = 


/ j ,.w + /yi -m), 

m/> a 4-(100- 



Fio. 33. 

Benzie an<l ethylene dlchloride. 


M)P, 


100 


’ B , but also of the formullte 


m P, m and p 2 - P 2 (l - m), 

as will be seen from the diagram (Fig. 33) which is taken frqjn his 
paper. 
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In the case of other mixtures of liquids with normal molecular 
weight, the constants a and ft were found to have finite values, and 
the simple formulae p, = P,m and p 2 = P 2 (l -m) were not found to be 
applicable ; the relations between the molecular composition and the 
pressures, whether total or partial, lire, in fact, represented by curves., 
Ihus, even with benzene and carbon tetrachloride the curvature, 
though slight, is unmistakable. ( * 

Benzene and Carbon Tetrachloride. — For this pair of liqpids 

Zawidski gives the constant! a 2 and a 3 , calculated by tjdth methods; 
they are— ' 

I. From the partial pressure curve, a 2 =0-308, a 3 = 0-00733. 

II. From the tangents (iln/d M)„ = 90, tdir/da). = -4-3, a, = 0-312 
a 3~ -0-0188. 

Now the value of the tangents (dw/dM), calculated from the first 
constants would be — 5 -0, so that in either case there is a negative 
value for the tangent when m = 1. If this is correct, there must be a 
mixture of maximum vapour pressure containing little benzene, and 
there is thus additional evidence (pp. 84 and 89) that these two 
liquids can form such a mixture, though the difference between the 
maximum pressure and the vapour pressure of carbon tetrachloride 
is probably loo small to be determined by direct experiment. 

For this and other pairs of liquids of normal molecular weight, the 
agreement between the observed molecular composition of the vapour 
#and that derived from the calculated partial pressures is fairly good, 
though there are occasionally differences amounting to 4 or 5 per cent! 

Carbon Disulphide and Methylal.— In Table 34 below are given 

Table 34 


A = Carbon disulphide ; B = Methylal 
*' rom (dir/</M)„ -- + 578 ami (rfir/V/M), -- - 1310 ; a ', — 2*9 • - 1,89 


Molecular perrentaec of Carbon disulphide. 


Liquid. 


Vapour. 


Liquid. 


Observed. 

Calculated. 

A - ' 


4 96 

8-98 

8-95 

-0 03 

60-60 

L0 - 44 

17-39 

17-09 

-0 30 

68 03 

1651 

24-44 

24-44 

000 

73-53 

27-19 

34-39 

34-45 

+ 0 06 

79-27 

34-80 

39-97 

39-97 

0 00 

84-21 

39-04 

42 03 

4363 

000 

85-13 

.45-42 

40-34 

46-25 

-0 09 

91-30 

*49-42 

48-52 

48-30 

-016 

95-76 

53-77 

50-99 

50-56 

0 43 


. - 


_. _ 

__ _ 


i 

Vapour. # 

« 

Observed. 

•a 

| | 
~3 

i * 



t 

54-76 

53-97 

-0 79 

89-21 

57-87 

-1-34 

02-74 

61-20 

-1-64 

66-70 

65-36 

-140 

70-92 

69-88 

-104 

72-83 

71 - 53 * 

-1-30 

80-00 

79 05 

-0 96 

89-23 

| 

8803 

-120 


the results for carbon disulphide add methylal, so as to comparb the 
calculated values with those obtained by means of Lehfeldt’s formula. 
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The agreement up to 60 molecules per cent of carbon disulphide is 
excellent, but for mixtures richer in that component it is not nearly 
so satisfactory ; it is probable, however, that by altering the constants, 
better results might be obtained. 

Associated Substances, —/ a w i, Ts k i included in ins investigation 
some pair# of substances, of which the molecules of one component 
,are associated in the liquid state (water), or in both the liquid and 
gaseous states (acetic acid), and lie concludes that his formula can 
be employed* jor such mixtures, provided that in calculating the 
values of m and 1 - M we tak% the average molecular weight of tho 
associated liquids under the conditions of the experiment. As a rule, 
however, the experimental data at present available are only sufficient 
to afford a rough estimate of the average, molecular weight of an 
associating substance when mixed with another liquid. 

Rosanoff’s Formulae.' Ill recent years M. A. Itosanoff and his 
co-workers have carried out a series of excellent experimental and 
theoretical researches on distillation ; and in 1914 RosanofT, llacon 
and Schulze 1 pointed out that the method of Margules, which depends 
on the graphic measurement of the slope of the total pressure-curve 
at its two ends, is liable to yield inaccurate results. 

They therefore sought to formulate a general relationship, even 
if only empirical, between the total and partial vapour pressure curves. 

,ll> 

They found that, in the cases examined, if a set, of values of ^ 

were plotted against the corresponding values of log [p A (l-.M)/p„M], 
the result was a straight line passing through the origin of the co¬ 
ordinates, which indicated that the simplest possible relationship 
exists between the two quantities. This apparently general law is 
expressed by the equation ^ 

,ip 

dM = (1/-K) log fjP A ( l - M)//» 1 ,M], 

where 

1 /k =.(l\ - R„)/(log l\ - log /'„)■ 

• Therefore • 

dP 

lo 8 [Ra(! -MV/V'J • • ■ ■ (I)- 

• 

The authors state that this equation is not in conflict with the 
thermodynamical equation of Duhem and Margules, and they show 
that it faithfully reproduces the experimental results in all types of 
cases, even when mixtures of maximum or minimum vapour pressure 
are formed. 

FromZawidski’s measurements of the vapour pressures of mixturei8of 
carbon tetrachloride and benzene at 49-99° they obtain the equation— 

P = 268-075 + 80-853m - 43;826m 2 + 16-53Im 3 - 13-695m 4 , 


1 J. Amtr. Ckem. Soc., 1614, 36, 1993. 
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I 

according to which a mixture containing 91-65 molecules per cent of 
carbon tetrachloride has a vapour pressure of 308-43 mm., which is a 
maximum, the vapour pressure of pure carbon tetrachloride being 
308-0 mm. The existence of a mixture of maximum vapour pressure 
is thus confirmed (pp. 84, 89, 92), ayd the calculated molar percentage 
of benzene, 8-35, agrees well enough with the values previously found. 
For carbon tetrachloride (a) and benzene (b) 


r \ - A. 
1 \ 


0-0015103 at 49-99° 


therefore 


lo 8m =0-122115-0-13238.3 m + 0-074900m 2 -0-082734m 3 . 

The observed and calculated results are given below. 


Tabus 35 


Molar 
percentage 
of CCI 4 in 
liquid. 

Vapour pressure, /' 

----- • . 


Molar pprrentage of CC1, in vapour. 

Observed. 

Calculated. 

A. 

Observed. 

Calculated. 

A. 

t'OOOiOt'rtt'lf'Cl 

0'-*t~»r5C5Gsir5r^e2 

1 — 1 79 si ro c cc r- 

-•- 

t 271-8 
277-6 

281-r, 

285-4 

288-3 

294-5 

301 -0 

305- 2 

306- 8 

272-1 

277-0 

281-0 

285-8 

288-4 

203-9 

301-1 

304-9 

307-0 

+ 0 3 

0 6 

0 5 
+ 0’4 
+ 01 
-06 
+ 01 
-0 3 
+ 0 2 

6-81 

14-59 

21-21 

29-05 

33-65 

43-70 

58-61 

69-40 

77-74 

0-54 

14-51 

21-21 

29-36 

33-81 

43-79 

59-08 

69-83 

77-66 

a 

-0 27 
-0 08 

0 0 
+ 0-31 
+ 0 28 
+ 0 09 
+ 047 
+ 0 43 
-008 


The agreement is good, and it is also v<*ry satisfactory in the case 
of ethyl iodide and ethyl acetate and of chloroform-andweetone, which 
torn mixtures of maximum and minimum vapour pressure respectively. 
I he agreement in the last case is specially noteworthy for there can 
be little doubt, that acetone forms complex ljiolecules to some extent, 
ror chloroform ftiul acetone the equation is-~ 

■°gio Oa(1 - m)/p„m] = -0-199592 - 1-14361m + 3-66671m 2 -2-07687m 3 ; 
and the results arc given on following page. 


[Table 
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Table 3(1 


Molar 
percentage 
of CHt'l, in 
% liquid. 

Vapour pressure, /*. 

Molar percentage of OJlt'l, in vapour. 

Observed. 

Calculated. 

• a. 

Observed. 

Calculated. 

.- l 

1 

do 

•344-6 

*U3-7 

-0 8 



1 

• 603 

332-1 

333-0 

+ 15 

2-8 

3-4 

t 06 

• 1203 

320 1 

3210 

+ 15 

0-2 

0-0 

+ 0 4 

12%12 , 

319-7 

320-9 

+ 12 

6-4 

0-8 

+ 0 4 

1818 

368-0 

308-3 

+ 0 3 

10-3 

10 1 

0 2 

2910 

285-7 

285-1 • 

-0 6 

19-4 

180 

-14 

40-50 

260-9 

205-1 

-18 

31-S 

30 1 

-17 

30-83 

252-9 

253-4 

+ 0-5 

45-0 

44-7 

-0 9 

38-12 

248-4 

249-7 

+ 13 

50 3 

50-2 

- 01 

66-35 

249-2 

250-2 

+10 

08-3 

08-8 

+ 0 6 

79-97 

261-9 

201-3 

-0 6 

85-7 

85-5 

0 2 

80-47 

202-0 

201-9 

-0 7 

85-4 

800 

+ 0 8 

91-79 

279-5 

279-0 

-0 5 

95-0 

950 

00 

100-0 

293-1 

293-7 

+ 0 6 





The case of benzene and toluene has already been considered (p. 85). 


General Conclusions. —The conclusions arrived at may be stated 
shortly as follows :— , 

1. The composition of the vapour from a pair of non-miscible 
liquids at a given temperature may be accurately calculated from the 
vapour pressures and vapour densities of the components. 

2. The composition of the vapour from a pair of closely related 
miscible liquids at a given temperature may, so far as is known, be 

calculated by means of Brown's formula *, A = <”**. The value of the 

m B )«„ 

constant, c, certainly does not differ greatly from the ratio of the 
vapour pressures of the components at the temperature of experiment, 
but the dhta aff present available are perhaps insufficient to warrant 
the statement that it is always equal to this ratio, and it appears to 
be necessary to determine it experimentally. 

3. As regards substances which are not closely related, Brown’s 
formula i(Ponly applicable when the vapour pressure of any mixture 


is gi^en by the formula- 




m)/ j „ 


', and this is probably 


(100 - 

. 100 
never the case when there is a marked volume or temperature change 
on mixing the pure liquids. 

4. If the vapour pressures at constant temperature of mixtures of 
two infinitely miscible liquids—the molecular weights of which are 

, * , * , , „ + (100-m)/ j b , 

normal—are not given by the formula — , tly 


relation between vapour pressure and composition must be determined 
experimentally at the required temperature. The composition of the 
vapoux from any mixture may then be calculated with moderate 
accuracy by means of the formula adopted by Zawidski (p. 90)* the 
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values of the constants a 2 and a 3 being ascertained from the pressure- 
composition curve by the method of Margules ; but much better 
results are given by the equations put forward by Rosanoff, Bacon 
and Schulze. 

5. When the molecules of either liquid are associated, the relation 

between the composition of the vapour and that of the liquid cannot" 
be ascertained, even approximately, by means of Zawidski’s formula 
unless the average molecular weights of the associating substancq, 
under the varying conditions of the experiment arc known. , 1 

In the case of chloroform and acetone, however, .the formula of 
Rosanoff, Bacon and Schulze gave satisfactory results in spite of the 
fact that the molecules of acetone are associated to some extent. 

6. If, for two miscible liquids, a sufficient number of determinations 
of the relative composition of liquid and vapour at constant temperature 
have been made to allow of a curve being constructed the molecular 
percentages of the vapour being mapped against those of the liquid, 
m'Jm' „ against rnjm m the logarithms of these ratios against each 
other, or the partial pressures of each component separately against 
the molecular fractional amount of one of them other values may be 
read from the curve, or the constants for an interpolation formula may* 
be calculated. 

If the vapour pressures of mixtures of the two substances differ but 
little from those given by the formula V = A f ”, a modifi- 

, cation of Brown’s formula may he used; m Jm' B ~c'mJm B , where 
C'=C„ -POM. 

Better results are, however, generally given by Lehfeldt’s formula, 
log t-K + r log q., and this may be used even when the observed 
vapour pressures differ somewhat considerably from the calculated. 
If, however, these differences are great, the formula of Zawidski is to 
be preferred. . 

Most of the investigations of the relation between ^he composition 
of liquid and of vapour have been carried out at constant temperature, 
but in practice a liquid is almost always distilled under constant 
pressure. Brown, however, whose distillations were carried out in 
the usual manner, found, in the case of* carbon tetrachloride and 
carbon disulphide, that when a mixture was boiled the composition 
of the vapour was independent of the pressure under which ebullition 
took place, and, if this were generally true, a curve eons trucked from* 
results obtained at constant temperature could be used to ascertain 
the vapour composition in a distillation under constant pressure. It 
is, however, to be noticed that the ratio of the vapour pressures, even 
of two closely related .liquids, is not the same at different temperatures, 
Mid if the relation m'Jm' B ^P A mJP B m B is really true for such liquids, 

* a/^b would be a constant for a distillation at constant temperature, 
but would vary slightly if the distillation were carried out under 
constant pressure. 

Lehfeldt found that, in the tase of Brown’s distillations, the 
logarithms of the ratios of the masses of the components in the liquid 
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and vapour phases bad a linear relation, and Baly 1 obtained a similar 
result with the distillation of mixtures of oxygen and nitrogen under 
istant pressure. Lelifeldt’s formula eould therefore be used for 
interpolation in these cases. 


lie question has been discussed 4>y Uosanoff, Bacon and Schulze 1 
who determined not only the vapour pressures of mixtures of benzene 
and toltiene at a constant,temperature, but also the. boiling points of 
? M i tU i reS t *" ; sami ‘ su,>st nnces under a constant, pressure (750 mm.), 
ft mad. been shown by Rosnnoff and Easley - that the composition of 
vapours frtmi In miry mixtures may, in general, be aecuratelv represented 
by an expression of the form - • 


In 


Pa(1 m) 


1 It 


M)-l/2.)+ 2 :l l(l -M)« -l/U] t%l 


m) 3 -1/4]. 


and that, the eoellieients n 2 , a., and a, are, in all eases in which the 
heat of dilution is moderate, practically independent of the temperature, 
to that changes of temperature influence the vapour composition only 
by affecting the value of PJl‘ n . If, therefore, from an expression 
found for some given temperature the logarithm of l>Jl> n corresponding 
* ^ temperature is subtiaeted, and to the remainder is added an 
expression representing the logarithm of Pjl\ as a function of the 
einperature, a more general expression would be obtained, from which 
die vapour composition could be calculated for any temperature or 
:em]Kiiiituro8 within tin; given range. 

In the ease of benzene and toluene the heat of dilution is very small 
ind the authors therefore felt justified in applying the principle just 
■tated within the temperature range involved, and they thus arrived 
■t a formula which enabled them to calculate the molar percentage of 
icnzene in the .vapour from mixtures boiling under a pressure of 
'50 mm. 


1 I Ate., cit. 

a J. A ntrr. \'heta. Sue.., 190‘), 31, 957. 




CHAPTER VII 

DIRECTIONS FOR CARRYING OUT A FRACTIONAL DISTILLATION 

Mixtures separable into Two Components 

It has been stated (p. 62) that when a mixture of two substances is 
heated, the vapour is richer than the liquid 1 in the more volatile of 
the two components into which the mixture tends to separate, whether 
these components are the original substances which were mixed together 
or a mixture of constant boiling point and one of the original substances. 

If, then, we distil the mixture in the usual manner until, say, oiie 
half of the total quantity has passed over, the distillate will be richer 
than the jesidue in the more volatile component. If we were to redistil 
the distillate and again collect the first half, the new distillate would 
be still richer in the more volatile component, and by repeating the 
operation several times we might eventually obtain some of the more 
volatile component in a pure, or nearly pure, state. The amount of 
distillate would, however, become smaller each time, and, if a large 
number of distillations were required, it would be relatively very small 
indeed. In order to obtain a fair quantity of both'components in a 
sufficiently pure state, systematic fractional distillation is necessary. 

Let us suppose that we have 200 grams of a mixture of equal 
weights of benzene and toluene. The relation batween«the vapour 
pressures and the molecular composition of mixtures of these liquids is 
expressed very nearly by a straight line and it is probable that Brown’s 

law, = is very nearly true, and if hat c does not differ greatly 
in A in K c. 

from 2'17, the mean ratio of the vapour pressures equal temperatures 
between 80° and 110°. At any rate the liquid tends to separate on 
distillation into the original components, benzene and toluene, &o 
mixture of constant boiling point being formed. 

Collection of Distillate in “ Fractions.”— The mixture should 
be first distilled and the distillate collected in a convenient number of 
o fractions, the receivers being changed when the boiling point reaches 
certain definite temperatures to be arranged beforehand. In order 
to trace the course of the separation as clearly as possible we will, 

1 Unless a mixture of oonstant boiling point, of the samo composition as that of, the original 
mixture, is formed, in which caso the composition of the vapour would be the same as that of 
tho liquid. 
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in the first place, make the range of temperature nearly the same for 
most of the fractious. The boiling point of benzene is 80-2° and of 
toluene, 110-0°, the difference being 30-4° and we might take 10, small 
flasks to provide for 10 fractions, 8 with a range of 3° and 2 with a 
range of 3-2°, but it is better to takf two fractions each for the first 
and last 3°. It is, as a rule, convenient to have the same number of 
fractions above and below*the middle temperature between the two 
boiling points. Suitable temperature ranges for the twelve fractions 
are'given in the second column of Table 37. 

Table 37 


Number 

of 


IVmperut.uro ranges. 

receiver. 

760 mm. 

745 mm. 1 To be read on thermometer, j 

i 

80-2— 81-2’ 

79-0— 80-0° 

I 

7U-8-- 80S | 

! o 

81*2— 83-2 

80-0 82-0 

80-8 -- 82-8 

» 

83 2 - 86-2 

82 0 - 8.1-0 

82-8 - 8»-H 


80*2— 89-2 

8 .1-0 — 88-0 

85-8 - 88-8 

• r> 

89-2— 92-2 

88-0--- 91 0 

88-8 . 91-8 


92-2— 90-4 

91 0 - 94-8 

91 -8 - 95-0 

7 

95-4— 98 0 

94-R - 97-9 

95-0 - 98-2 

8 

98-0 -KU O 

97-9 100-9 

98-2 - I'll -2 i 

9 

1010-1040 

KKHJ 103'U 

101 *2-104*2 

10 

104 0 -107-0 

103*9 100-9 

J04-2 -107-2 

11 

107 0 -1090 

1O0-9 -108-9 

107-2—109-2 

12 

109-0—110-0 

108 9 109-9 

109-2 110-2 


The first three receivers are, however, not required for the prelimin¬ 
ary distillation. • 


Correction Of Temperature.- Before distilling the mixture we 
must read the biyomctcr, because 80-2 J and 110-0° are the boiling 
points of benzene anil toluene respectively under normal pressure, 
and we must find what they would be under the actual barometric 
pressure, and alter the temperatures accordingly. If the thermometer 
does ^iot register true temperatures, the necessary corrections must 
be ascertained and taken into account. 

Lct*us suppose that the height of the barometer, corrected to 0° 
([* 229), is*745 mm. and that the thermometer reads 0-2° too high at 
80° and 0-3° too high at 110°. Referring to p. 14 we find that the 

value of e f° r benzene is 0-000121 and lor toluene, 

0-000120. The corrections will therefore he • A t - (760 - 745) 
(273 + 80). 0-000121 = 0-6° for benzene and Af = (760 - 745) , 
(273 4- 111) . 0-000120 = 0-7° for toluene, and the boiling points under 
a pressure of 745 mm. will therefore be 80-2°-0-6° = 79-6° and 
110-6°- 0-7° = 109.9° respectively. The temperatures of the fractions 
under 745 mm. pressure are given in the third column and the actual 
readings on the thermometer in the fourth column. 
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When it is desired to separate the components of a mixture in the 
purest state attainable, the above corrections must be made with the 
greatest possible care, and it may not be sufficient to estimate the 
temperatures to 0-1° but to 0-05° or less; it may also be necessary 
to read the barometer from time to time during the course of the 
distillation and to recalculate the corrections if there is any" change in 
the pressure. 1 c 

Rate of Distillation.— The mixture must now be slowly distilled : 
for laboratory purposes the drops of distillate should fall at the rate 
of about 1 per second, but on the large scale a much greater rate 
would be necessary. The slower the distillation the better is the 
separation and, although each distillation takes longer, time will on 
the whole be saved, because the same result will be attained with a 
smaller number of distillations. Unless otherwise stated, all the 
laboratory distillations recorded in this book have been carried out at 
the rate of 1 drop of distillate per second. 

Systematic Fractional Distillation.— The results of the frac¬ 
tionation s of benzene and toluene with an ordinary distillation bu[b, 
now being described, are given in Tables 38 and 39; the read 
temperatures are not stated but only the true temperatures under 
normal pressure. 

A flask of about 270 c.c. capacity was used for the first distillation 
and the bulb of the thermometer was covered with a little cotton-wool 
to prevent super-heating (p. 13). 

First Fractional Distillation. — In the first distillation the tem¬ 
perature rose almost at once to 86° and the first portion of the 
distillate was therefore collected in the 4th receiver. On the other 
hand the temperature reached 110-G°, the boiling point of toluene, 
before the whole of the liquid had come over. The distillation was 
therefore stopped, the apparatus allowed to cool and the residue in 
the flask weighed; this residue, amounting to 10-9 grams, consisted 
of pure toluene and did not require to be distilled. 

1 When a mixture of unknown composition is to 6c distilled, we cannot decide upon the 
temperature ranges of the fractions beforehand. In that cast*, the height of the barometer 
must l>e noted and the thermometer must be read when fractionsjof suitable bulk havo been 
collected. The thermometer readings may be corrected afterwards. 

a For the results obtained with an improved still-head, see Table 55 (p. 158). 
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Table 38 


Number 

Temperature 


Weight of fraction *= a IP 


• fraction. 

range. 

I. 

II. 

111 . 

IV. 

. ) 

• 

80-2- 81-2° 



12-95 

31-55 

• 2 

81-2— 83-2 


:i-8 

24-8 

23-9 

•3 . i 

. 83-2— 80-2 


33-85 

22-75 

10-2 

4 

• 8(1-2— 89-2 

9-75 

22-3 

13 -5 

9-65 

5 

89-2— 92-2 

il-8 

1905 

11-8 

8-0 

0 

92-2— 90-4 

28-85 

13 0 

9-15 

5-8 

7 

95-4— 98 0 

21 -2 

12-95 

7-3 

5-35 

8 

98-0—101 -6 

12-8 

9 05 

6-75 

4-65 

ft 

101-0—104-6 

11 45 

8-9 

0-3 

3-86 

10 

104-0—107-6 

1415 

10-8 

7-95 

5-85 

11 

107-6—109-6 

13-45 

9 0 

8-95 

7-4 

12 

109 0—110 0 

24-9 

30-75 

3305 

30-5 

Pure toluene 

i 

1100 ! 

| 10-9 

22-95 

31-35 

42-1 

| ^ Total weight 

1 

. . . . . 

199-25 1 

j 

198-2 

.. — 1 

I96 0 

194-7 

l’eiwntngo weight of dietillnto 4 

i 




below middlo temperature. !• j 

45-4 

47 0 

48-3 

48-8 

95-4° 

,i 


1 

j 




Second Fractionation.—Tin; flask of 270 o.c. capacity was now 
replaced by a smaller one--about 80 c.c. and tin; first fraction, that 
in receiver No. 4, was redistilled. A small quantity came over below 
83‘2° and was collected in flask No. 2 ; this receiver was removed and 
No. 3 substituted as soon as the temperature reached 83-2°, and No 4 
was put in the place of No, 3»whcn the temperature had risen to 86-2°. 
At 89*2° the fiance was removed and, after the cotton-wool on the 
thermometer had become dry, the second fraction from the first distilla¬ 
tion^— that in No. 15—was added to the residue in the still. On 
recommencing the distillation it became clear that the temperature 
woulij n °t teach 86-2° for a* considerable time and the first portion 
of the distillate waa therefore collected in receiver No. 3. The, process 
was continued as before ; flask No. 4 was substituted for No. 3 at 
88-2°, No.*5 for No. 4 at 89-2“ and the distillation was stopped at 
92-2°. The contents of receiver No. 6 were now added to the residue 
in the still and the distillate was collected in Nos. 4, 5 and 6; the 
remainder of the. fractionation was carried out in this manner except 
that, after the 11th fraction from the first distillatipn had been placed 
in the still, no distillate was collected in No. 9 because, the temperature 
rose at once to 104-6° ; so also, after the addition of the last fraction, ’ 
no distillate came over below 107-6°. 

Third Fractionation. —The third fractionation was carried out in 
the same manner as the second, the first portion of the first distillate, 
and also the first portion of the distillate which came over after the 
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contents of receiver No. 3 had been added to the residue in the still, 
being collected in No. I. 

Fourth Fractionation.—In the fourth fractionation, the first fraction 
was redistilled, the second being placed in the still when the temperature 
reached 81 *2°. In other respects the procedure was the same as in the 
third fractionation. , 

Procedure dependent on Number of Fractions. — If c the 
range of temperature for each fraction had been larger, say, 5° instead 
of 3° for the majority of them, thqn on recommencing the distillation 
after addition of any fraction to the residue in the still, the temperature 
would have risen at. once, or very rapidly, to the initial temperature 
of the fraction below ; thus, on adding any fraction, say No. 4, no 
distillate would have been collected in No. 2, and receiver No. 3 might 
have been left in position while fraction No. 4 was being placed in the 
still and the distillation was recommenced. This method is usually 
adopted, but by taking a large number of receivers there is a greater 
amount of separation of the components in a complete distillation and, 
on the whole, time is saved. c . 

LOSS of Material. —On the first distillation there was a loss of 
0-75 grayi of material (200-0-199-25), due entirely to evaporation. 
In the second complete distillation the total weight fell from 199-25 
to 198-2, and in the subsequent distillations the loss was in nearly 
every case more than 1 gram. The greater loss was due partly to 
increased evaporation, and partly to the small amount of liquid left 
adhering each time to the funnel through which the fraction was poured 
into the still. The total loss after fourteen fractionations was 18-1 
grams, a very appreciable amount. ' 

Relative Rate of Separation of Components.— It will be 
observed that, in the first distillation, 10-9 grams of pure toluene were 
obtained, but that only 9-75 grams of distillate‘came* over below 
89-2°, a temperature 9° above the boiling point of benzene; and at 
the end of the fourth complete distillation the weight of pure toluene 
recovered was 42-1 grams, while only 3V55 grams of benzene boiling 
within 1 degree had been obtained. It is thus evident that the sfSpara 
tion of the. less volatile component is much easier tlan that of tke more 
volatile, and this is, indeed, always found to be the case, o t 

It will also be noticed that the weights of the middle fractions 
steadily diminished, while those of the lowest and highest fractions 
increased ; this also invariably occurs when a mixture of two liquids 
is repeatedly distilled. 1 

» ' f 

1 An account has boon given l>y Krois * of the fractional distillation of a mixture of 25 
grams of benzene and 25 grams of toluene with an ordinary distillation bulb ; the data for 
the first distillation are such as might he expected, but the results given for the second are 
quite impossible, for while in the first distillation 17 c.o. of liquid are stated to have been 
collected above 108°, in the second complete distillation the volurye of the corresponding 
fraotion is given as only 3 c.c., and it was n«i until the 8th fractionation that the volume again 

** Kreis, “ Comjmrative Investigations on the Methods of Fractional Distillation,” Liebigs 
Annahn, 1884, 224, 259. 
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Weight of Distillate below Middle Temperature.— The percentage 
weight of distillate, coming over below the middle temperature between 
the boiling points of the pure components, was not far below that of 
the benzene in the original mixture ; the percentage was actually 
154, 47-0, 48'3 and 48-8 rcspoetivtSy in the four distillations, while 
the original mixture contained 50 per cent of benzene. Similar results 
are always obtained whei* a mixture of two liquids, which separates 
normally and easily into the original components, is distilled ; and, 
as will be t seen .later, when an improved still-head is used, the weight 
of distillate beloV the middle temperature should, in general, be very 
nearly equal to that of the mor<? volatile component in the original 
mixture even in the first distillation. 

Alteration of Temperature Ranges.— The results of the first 
four complete distillations are given in Table 38, and it will be seen 
that if the fractionation were continued in the same manner as before, 
the middle fractions would soon become too small to distil, and the 
first fraction would never consist of puns benzene. 

It is therefore preferable gradually to increase the temperature 
Ganges of the middle fractions, and to diminish those of the fractions 
near the boiling points of the pure substances. 1 This was accordingly 
done in the subsequent, fractionations, which were carried to their 
extreme limit. The results, together with those of the fourth fractiona¬ 
tion, arc given in Table 39. 

Ratio of Weight of Fraction to Temperature Range. 

—So long as the fractions, or most of them, are collected between 



Fifl. 34.—Results of fractional distillation of mixture of benzene and toluene. 


reached 17 c.c. Assuming the correctness of the data for the first distillation, the last fraction 
in the second shouldshave been at least 6 times as great as that stated; it is difficult to 
understand how the mistake can have arisen. • 

1 Mendeldeff, A paper, without title, on the fractional distillation of Baku Petroleum, 
Joum. Buss. Phys. Chcm. Soc., Protok., 1883, 189. 
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CHAP. 


equal intervals of temperature, the weights of distillate indicate clearly 
enough the progress of the separation, but when the temperature' 
ranges are gradually altered this becomes less evident, and it is advis¬ 
able either to plot the percentage (or total) weight of distillate against 
the temperature (Fig. 34), or to dfkide the weight of each fraction, A tv, 
by its temperature range, At, and to tabulate these ratios as well as 
the actual weights. The purer the liquid il) any fraction, the higher 
is the ratio Ate/Af, that for a pure liquid being, of course, infinitely 
great; and it will be seen from Table 39 that in the later fractionations, 
while the weights of the middle fractions diminish, fad those of the 
lowest and highest increase much nfore slowly than before, the ratios 
Aw/Af continue to change rapidly. 

Separation of Pure Benzene. —When the liquid collected below 
80-45° in the seventh fractionation was distilled at the beginning of 
the eighth, the temperature remained at the boiling point of benzene, 
80-2°, for a short time, and a considerable amount of distillate came 
over below 80-25°. As the range of this fraction was reduced to 0-15°, 
it was concluded that the first portion of the first distillate in the ninth 
fractionation would consist of pure benzene ; it was therefore collected 
separately as there was no necessity to redistil it, and in each of the 
subsequent fractionations the first portion of the first distillate was 
taken to bfc pure benzene. 

Elimination of Fractions. —In the tenth fractionation the. weights 
of the 11th and 12th fractions had be-ome very small, and their 
temperature ranges were reduced to 0-2° and 0-05° respectively. In 
the next fractionation, therefore, after No. 12 distillate had been 
added to the residue in the still, the 11th receiver waq left in position 
until the temperature reached 110-6° ; the distillation was then stopped, 
and the residue taken as pure toluene. In this way the number of 
fractions was reduced to eleven by the elimination of No. 12. In the 
12th and 13th fractionations the last fraction whs in'each case 
similarly eliminated, and, in the latter, the number of fractions was 
further reduced by the exclusion of No. 1, and in the 14th by that of 
No. 2. 

In the 14th fractionation, after No. 6 had been added to*the residue 
in the still, it was found that the temperature rose lit once abowe 81°, 
so that nothing was collected in No. 5, and also that fvhen th$ 
distillation had been carried as far as possible, the temperature had 
not risen higher than 91-4°. The distillation was therefore stopped 
at this point, and the residue in the still, after cooling, was placed in 
a separate receiver R. Fraction No. 7 was then placed in the still, 
and the distillate collected in r until the temperature reached 100°, and 
then in No. 7. The rest of the fractionation was carried on as before. 

Final Fractionations. —In the remaining distillations the fractions 
below and above the middle point,were treated separately, the residue 
from the last of the lower fractions and the first portion of distillate 
from the first of the higher ones being collected each time in r. 
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Four additional operations were required for the separation of the 
benzene and two for that of the toluene. The total weight of pure 
benzene recovered by pushing the series of fractionations to their 
extreme limit was 81 -4 grams out of 100 taken ; the weight of toluene 
•was 88-8 grams. The amount of liquid collected in it, and rejected, 
was 7-8 grams, and the loss by evaporation, and by transference from 
flasks to still, was 22'0 |rams. The amount of time required for the 
^hole operation was a little over thirty hours. 

• 

Mixtores separable into Three Components 

We have seen that when a mixture tends to separate on distillation 
into two components, it is the less volatile component which is tho 
easier to obtain in a pure state. When a mixture tends to separate 
into three components the least volatile of them can, as a rule, be 
most readily isolated and, of the other two, the more volatile, is the 
easier to separate. 

Methyl, Ethyl and Propyl Acetates. An illustration of this is 
'afforded by the fractionation of a mixture of 200 e.c. of methyl acetate 
(b.p. 57-1°), 250 e.c. of ethyl acetate, (b.p. 77-15°) and 200 e.c. of propyl 
acetate (b.p. 101-55’) carried out, with a plain vertical still-head one 
metre in length. Full details of this fractionation have been published 
in the Philosophical Mai/azine 1 and in Table -10 the results of the 
first eight fractionations and of 12th, 1 Oth, 20th and 24th are, given. 2 
It will be noticed that the method adopted differed from that already 
described in so far that the number of fractions was small at, first 
and was gradually increased. For convenience, the fractions are so 
numbered that they fall into their proper places in the. later distilla¬ 
tions. The data given are as follows :— F, the number of the fraction ; 
I, the final temperature, corrected and reduced to 760 mm. pressure, 
for each fraction, but in the first four fractionations the lowest tem¬ 
perature (in brackets) is that at which the distillate began to come 
over ; Aw, the weight of each fraction, and the ratio Aw/Al. 

First and Second Fractionations. The first fractionation, requires 
no‘comment; the second, II., was carried out in the following manner : 
—the first fraction from 1. (No. 5) was distilled and the distillate was 
.collected*in receiver No. 4 until the temperature rose to 63-8°, when 
receiver No. 5 was substituted for it and the distillation was continued 
until the temperature reached 71-0°. The gas was then turned out and 
the second fraction from I. (No. 8) was added to the residue in the 
still. Heat was again applied and the, distillate was collected in No. 5 
until the temperature rose to 71-0°, when this receiver was replaced 
by No. 8, and the distillation was continued until the temperatufe 
reached 77-1°. The third fraction from I. (No. 11) was then added 
to the residue and the distillate was collected in No. 8 until the 

1 Burrell, Thomas and Young, “ On the .Separation of Three Liquid* bv Fractional 
Distillation," Phil. Mag., 1894, [V.l. 37, 8. 

s For the results obtained with an improved still-head, nee Table 57, p, 1G0. 
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temperature again rose to 77-1 °, when No. 11 was put in its place. 
At 84-4° a new receiver, No. 13, was substituted for No. 11 and the 
temperature was allowed to rise to 91-7°. The last fraction from I. 
was then added to the residue in the flask and the distillate collected 
in No. 13 up to 91-7°, after which tfractions were collected in No. 14 , 
from 91-7° to 98-4° and in No. 15 from 98-4° to 101-5°, when the 
distillation was stopped and the residue was poured into No. 17. 

Separation of Propyl Acetate. —The third fractionation, III, was 
carried out in a similar manner, a new fraction, No. 3, bring collected 
at the beginning. As the temperature rose to 101-55°, the boiling 
point of propyl acetate, before the end of the last distillation, the 
residue was placed in a separate flask, z, and was not redistilled. 
The residues from subsequent fractionations up to the 10th were 
collected in •/., but after this, as a large amount of propyl acetate had 
been removed, the temperature did not reach 101-55° and the residue 
from the 11th fractionation (b.p. above 101-45°) was placed in a new 
flask, Y, At tbe end of tbe 12th fractionation the temperature rose 
only to 101-15° and the residue was placed in a third flask, x, and 
subsequently the residues were placed in w, v . . . . Q, as shown in 
Table 40. 

Separation ol Methyl Acetate. —It was not until the 5th fractionation 
that the first fraction began to boil at 57-1°, the boiling point of methyl 
acetate, and it was not thought advisable to separate the first portion 
,of the first distillate until the 8t.h fractionation. This portion and also 
the corresponding ones up to the 20th fractionation were collected 
together in a flask, a, after which the first portions were collected in 
H, c, i) and e. 

«- 

Accumulation of Ethyl Acetate in Middle Fractions.— The presence 
of the middle substance, ethyl acetate, is pot clearly indicated until 
the 4th fractionation, when the value of Aw/At for tfye Gth .distillate 
(No. 11) is somewhat higher than for those above and below it; but 
the gradual accumulation of tbe ethyl acetate in the middle fractions 
in subsequent fractionations is clearly shown by the rise in the value 
of Awl At for the fractions 8 and J1 and, after the 10th fra^ionation, 
for fractions 9 and 10. The range of temperature for Nos. 9 and 10 
was gradually diminished from 0-2° each in the llth fractionation 
until no rise could be detected; there was, indeed, no pefceptible 
rise of temperature during the collection of No. 11 in the 22nd and 
23rd fractionations. It was therefore certain that after the 26th 
fractionation the tenth fraction was free from propyl acetate, and 
that the remaining fractious B to K and p to 10 contained oijly methyl 
and ethyl acetates. Similarly, it is safe to conclude that the fractions 
Q ‘to z were free from methyl acetate. The preliminary series of, 
fractionations was therefore completed, no fraction now containing 
more than two components. 

Graphical Representation of Results.— The progress of the 
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separation is well seen by mapping the temperatures against the 
Percentage weights of distillate collected, and the curves for the first 
twelve fractionations are shown in Fig. 35 (« and b). The horizontal 
lines at the extremities of the later curves represent the methyl and 
J'ropyl acetates removed in the firs* portion of the first distillates and 
in the residues respectively. The presence of ethyl acetate is clearly 
indicated in the fourth eijrve but not in the earlier ones. 



Percentage Weight ,t/‘i.villatc 



Percentage Weight of Distillate. 


3. 35 (a).—Results of fractional distillation of mixture 
of methyl, ethyl and propyl acetates.** 

% • 


Fio. 35 (b).~ Results of fractional distillation of mixture 
of methyl, ethyl and propyl acetates (continued). 


?inal Fractioijations. The fractions into which the esters had been 
separate^ at the end of the ‘26th fractionation are shown in Table 41. 
The total weight was 490-8 grams, and therefore 86 grains had been 
lost by evaporation and by transference from Hank to still. The final 
separation of methyl and ethyl acetates and of ethyl and propyl aeetateH 
was carried out in the manner described for the later fractionations of 
mixtures *f benzene and toluene, but it was necessary to treat the 
methyl acetate with phosphorus pentoxidc to remove moisture, and the 
propyl acetate with potassium carbonate to remove free acid due to 
slight hydrolysis. The loss was thus much greater than it would 
otherwise have*been. 


[Table 
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OHAP. 


Table 41 


Methyl and Ethyl acetates. 

1 Ethyl and Propyl acetates. 

Fraction. 

Temperature range. 

Weight. <■ 

Fraction. 

Temperature rauge. 

Weight. 

A 

57 r 

105-5 

Q 

77-15° 

32-3 

B 

57 1 —57-15° 

11-6 

R 

77-15— 77-2° 

19-7 

C 

67 15—67-55 

10-1 

B 

77-2 — 77-3 

16-8 . 

D 

57-55—58-55 

KM) 

T 

77-3 -— 77-65 

. 9-7 

E 

58-55—68-9 

11-9 

U 

77-65— V9-6 

10-2 

5 

08-9 —75-7 

7-1 

, V 

79-6 — 99-7 

15-8 

6 

75-7 —76-9 

10-4 

w 

99-7 —101-15 

8-1 

7 

76-9 —77-1 

15-4 

X 

101-15—101-45 

7-8 

8 

77 1 —77-15 

10-4 

y 

101-46—101-55 

8-1 

9 & 10 

77-15° 

31-3 

z 

101-55° 

132-6 



229-7 



261 1 


The finul results are given below. 


Table 42 




Weights. 


Specific gravity at 0° 4°.* 


Taken. 

Itccovcred. 

Percentage 

recovered. 

Before 

mixing. 

After 

fractionation. 

Methyl acetate 

183 

88-0 

48-1 

0-95932 

0-95937 

Ethyl aeetato 

222 

foo-n 

162-7/ 1188 

53-5 

0-92436 

/ 0-92438 
\ 0-92437 

Propyl acetate 

175 

126-8 

72-5 

0-91916 

0-91008 


* Specific gravity nt 0 Q compared with that of water at 4°. 

• • 

The esters were redistilled over phosphorus pentoxide before their 
pecifie gravities were determined. 


Complex Mixtures 

The procedure in the case of complex mixtures ts simna* to that 
dopted when there are three components, but the number of fractions' 
tust be increased and the time required is longer. 

If, in a complex mixture, there are two liquids boiling at tem¬ 
peratures not very far apart, together with others which have boiling 
points relatively much lower and much higher, the early fractionations 
do not appear, as a rule, to indicate the presence of the two liquids, 
but of a single substance with a boiling point between those of the 
two which are actually present, and it is only after some progress has 
been made with the fractionations ,that the presence of both Squids is 
clearjy shown. 
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Separation ol Pentanes bom Petroleum. —A striking instance of this 
is afforded by the separation of isopentane (b.p. 27'95°) and normal 
pentane (b.p. 36'3°) from the light distillate from American petroleum. 1 
After treatment with a mixture of concentrated nitric and sulphuric 
acids to remove impurities, the “ petroleum other ” consists chiefly of 
butanes and probably a little tetramethyl methane, all boiling below 
10 > the two pentanes refe»ed to, and hexanes and other hydrocarbons 
boding higher than 60°, with very much smaller quantities of perta- 
methylene and trimethylcthyl methane, both of which boil at about 
50 ; there are ho substances present, except, the two pentanes with 
boiling points between about 10° alid 50°. 

In order to effect the separation of the pentanes it is necessary to 
employ a very efficient still-head (Chapter XII.), but the method of 
arranging the fractions is the same as when an ordinary still-head is used. 

Graphical Representation and Interpretation of Results. 

The fractionations will be referred to more fully later on (pp. I 111 and 
20u), but it may be well here to consider the curves showing the results 
of the 1st, 4th, 7th, 10th and 13th fractional ions (Fig. 36). 



t’Ju. :j<t. s.'iKirutiim uf normal anti Uoiu-iitniie from American iR-truloum. 


The first curve, I., seeins.jo indicate - that a single substance boiling 
at about 33* is being separated from others boiling considerably lower 
(butanes) and higijrr (hexanes), but, if that were really the case, the 
curves for, subsequent fractionations should become more horizontal 
(indicating greater purity) at about that temperature, ami more 
vertical at, say, 25° and 40°. 

Instead of this, they become less horizontal at about 33° and the 
next curve, IV., approximates to a straight line between about 30° 
and 37°. Tfliis change is a silre sign that there are at least two 
substances present boiling at temperatures not very far apart, but' 
little or no light is thrown on the actual boiling points. 

1 ^ oung and Thomas, “ Some Hydrocarbon* from American Petroleum. I. Normal and 
Iso-pentaae,” Trans, them. Hoc., 1897, 71, 440. • 

* Young, “ Experiments on Fractional Distillation,” Journ. Soc. Chtm. Industry, 1900^19, 


I 
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Curve VII. is fairly straight from about 28-5° to about 35'5° but 
then becomes much more horizontal, terminating at 36-4°.. This seems 
to indicate that the less volatile component boils at a temperature 
not far from 36° (the hexanes having now been almost completely 
•eliminated). 1 , 

Curve X. is distinctly more vertical in the middle; it becomes 
nearly horizontal above and terminates at 36-3°, showing that the 
higher boiling point is a little over 36-0°. As the curve is more 
horizontal below than No. VII. there is evidence that the secohd 
component must boil not far from 28°. •’ 

The upper exttemity of the curfre XIII. is perfectly horizontal at 
36-3° and the true boiling point of the less volatile component (normal 
pentane) is thus established ; the form of the lower part of the curve 
indicates that the boiling point of the more volatile component 
(isopentane) must be very close to 28° and further fractionation showed 
that it is really 27-115°, 

Hexamethylene in American Petroleum. When, in a complex 
mixture, one component is present in relatively very small quantity, 
it may very easily he overlooked, and it is only by keeping a careful 
record of the results of the fractionations and especially of the values 
Atc/Af, or by plotting the weights of distillate against the temperature, 
that the presence of such substances can be detected. 


Table 43 








VI. 



VII. 



XII. 


V. 

t. 

Aw. 

A W 

F. 

t. 

All'. 

AW 

F. 

t. 

AW. 

AW _ 

F. 

t. 

AW. 

Aw 








At 




At 




At 


<««» 

85 0 

85 9 






(oi-o) 







1 


1 

07 0 

74 0 

74 9 

\ 

00-9 

40-8 

55 3 





- 

08 

04 1 

94 1 

2 

08-0 

82-0 

82 6 

2 

07-7 

02-3 

7X9 


b 




01) 

811 






3 

08-4 

70-0 

100 0 





4 

811 

4 

09 0 

103 0 

1030 

4 

00 0 

08-8 

1147 





r> 

70 

7:$:i 

73 3 

5 

700 

78-3 

78 3 

5 

00-8 

81-9 

102 4 






72 

04 0 

32 3 

0 

71-5 

52-2 

34 8 

0 

710 

40-0 

39 1 








13 6 





7 

72 • r * 

45-4 

303 







81-4 

8 

700 

00-7 

15 5 

8 

7 V 0 

20-5 

5 9 


(74-0) 



10 

84 

62-5 

10 4 

1U 

82-0 

04-8 

10 8 

10 

79-5 

38-1 

109 

9 

10 

78-8 

80-0 

ft 7 , 

2 7 
13-7 













11 

80-5 

24-3 

486 













12 

811 

12-1 

202 

14 

80 

00 0 

132 









13 

83-0 

11-5 

6 1 

14 

87-0 

58-0 

11 8 

14 

85-0 

72-9 

13 3 

14 

85 0 

7-1 

•3-5 

15 

01 

300 

20 0 

15 

000 

35-3 

11 8 

15 

880 

23-4 

7-8 





As an example, consider the distillate from American petroleum 
coming over between 66° and 91 0 . 1 In. this case, again, n<) satisfactory 
Result could be obtained without the use of a very efficient still-head. 
The results of the 5th, 6th, and 7th fractionations between the above- 
named limits of temperature and of the 12th fractionation between 
74° and 85° are. given in Table 43. The 5th fractionation gave high 
values of Au>/Al from 61-5° to 70°, with a maximum at 67°<*o 68°. 

•T 

1 Young, “ Composition of American Petrolenm," Tram. Chcm. Six., 1898, 73, 90S. 
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Above 70° the ratios fell to a minimum at 78° to 84° and then rose 
again. Now, if there were no substance present between the hexanes 
and heptanes, the ratio Ate/At would become smaller each time at the 
intermediate temperatures, and notably at about 80°; but it will be 
Seen that in the next fraetionatioi the ratio was slightly higher' 
instead of lower. The number of fractions in the neighbourhood of 
80° was therefore increase!?, and in the 7th fractionation a maximum 
vahie of Aw/At was observed at about this temperature in addition 
to that due. to norma! hexane near (»9°. 

Further fractionation of the distillates coming over between 72° 
and 88° showed that there was really a substance present boiling not 
far from 80°, as will be seen from No. 12. It might be supposed that 
this substance was benzene (b.p. 80-2°); but that could not have 
been the ease, for a 10 or 20 per cent solution of benzene in hexane 
boils almost constantly at nearly the same temperature as hexane 
itself, and, when American petroleum is distilled, almost the whole 
of the benzene comes over below 70°, mostly from about 03° to 08°. 
Moreover, in this ease the aromatic hydrocarbons had been removed by 
treatment with nitric and sulphuric acids. 

The quantity of liquid was too small to allow of a fraction of quite 
constant boiling being obtained, though considerable improvement was 
effected. 

Hexamethylene in Galician Petroleum. —Later on. a large quantity 
of Galician petroleum was fractionated by Miss K. 0. Fortey, 1 * * who 
obtained a considerable amount of liquid boiling quite constantly at 
80-8°. A chemical examination of the liquid led to the conclusion that 
it consisted of pure hexamethylene 2 3 ; but it was afterwards found 4 
that it could be partially, but not completely, frozen in an ordinary 
freezing mixture, and it was necessary to resort to fractional crystallisa¬ 
tion to separate the hexamethylene (1).]). 80-85°) in a pure state. It 
is evident that theje is another hydrocarbon present in small quantity, 
no doubt a heptane, and that the two substances cannot be separated by 
fractional distillation. 

Mixtures Of Constant boiling Point.- Reference has been made 
in Chapter IV. to the formation of mixtures of constant (minimum or 
maximflm) boiling point. When a liquid contains two components 
which are Capable of forming a mixture of constant boiling point, it 
is not possible to separate both comjmncnts ; all that can be done is 
to separate that component which is in excess from the mixture of 
constant boiling point, and even this is not possible, when the boiling 

1 Fortey, “ lloxamothylene from American and Galician Petroleum,” Trans. Chent. Soc., 
1898, 73, 932. ' 

* Baeyer, “On the Hydro-derivative* of Benzene," Bert, Berichle, 1893, 26, 229; “On 
the Reduotion Products of Benzene,” Liebigs Annalen, 1893, 278, 88. 

* Markownikoff, “On the Praenco of Hcxanaphthene in Caucasian Naphtha,” Bert. 

Berichle, 1895, 28, 577f “On Some New Constituents of Caucasian Naphtha,” ibid., 1897, 
80,974. * 

4 Young and Fortey, “The Vapour Pressure*, Specific Volumes and Critical Constants \l 
Hexamethylene,” Trans. Chem. Soc., 1899, 78, 873. 
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points are very near together. Thus, no amount of fractionation with 
the most perfect apparatus would make it possible to separate either 
pure normal hexane or pure benzene from a mixture containing, say, 
2 per .cent of benzene, 1 because the boiling points of hexane and of the 
binary mixture differ, in all prdbability, by less than (H°. On the 
other hand, if the original mixture contained, say, 50 per cent of benzene, 
a small quantity of that component could be separated in a pure state 
from the mixture of constant boiling point. 2 

American petroleum contains a relatively small amount of benzene, 
and the whole of it comes over with the hexanes; but Russian petroleum 
is much richer in aromatic hydrocarbons, and, consequently, some of 
the benzene comes over at its true boiling point, only a portion of it 
distilling with the hexanes. 

When a liquid contains three components which are not closely 
related to each other it may happen that both a ternary and a binary 
mixture of constant boiling point are formed on distillation. In that 
case it. is only possible to separate one of the original components in 
a pure state. These points will be considered more fully in Chapters 
XIII. and XV. 

1 Isvc. ci(. 

2 .JaekHon and Young, “fclpecilic Gravities and Boiling Points of Mixtures of Benzene and 
Normal Hexane,” Trans. Chcm. Sue.. 1808. 73 923. 
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THEORETICAL RELATIONS RETWKKN THE W Elf J ITT AND 
COMPOSITION OF DISTILLATE 


Application of Brown’s Formula . 3 -It has been pointed out 

in previous chapters 

1. That the vapour pressures of mixtures of two closely related 
compounds- - and rarely of others—are represented with small error by 

the formula + 

2. That when this formula holds good, the composition of the 
vapour from any mixture is given, approximately at any rate, by 

Brown's formula where the constant c does not differ 

in A m , 

greatly from the mean ratio of the vapour pressures of the pure sub¬ 
stances at temperatures between their respective boiling points. We 
may conclude, then, that Brown's formula can be used without much 
error for mixtures of two closely related substances, and it is probable 
that the two formulae referred to above, when suitably modified, arc 
applicable also to mixtures oj three or more closely related substances. 


Mixtures Of 'Two Components.- Taking first the case of mix¬ 
tures of two liquids, Brown’s formula may be written 

’ . ’ <*f_ ( 

dr, p’ 


where = residue o? liquid It at any instant, p - residue of liquid A at 
the same instant and il£ and dr,- the weights of IS and A, respectively, 
in the vapour. 

Taking L and M as the weights of IS and A originally present and 
L + M = 1, we obtain by integration 


• (M e /L)y'c + (1 - cfoT 1 = <f(l - *r*(l - y) c , 

where quantity of the more volatile liquid li in unit weight of the, 
distillate coming over at the instant when x is the quantity of liquid 

distilled. By means of this equation the changes of composition that 

• * 

1 Bnrrell, Thomas and Young, “ On the Separation of Three Liquid* by Fractional Distilla¬ 
tion" Phil. Mag., 1894, {V.], 37, 8. 
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take place in the course ■ of a distillation may be traced, and the 
variation in the composition of the distillate represented graphically. 

To take a very simple case, suppose that c — 2 and that L — M — 

In the diagram (Fig. 37), the amounts of 
distillate *that have been collected are repre¬ 
sented as abscissae, and the relative quantities 
of the two liquids, Ji and B, in the distillate as 
ordinates. 

It will be seen that the composition of the 
distillate alters slowly at first, then more and 
more rapidly, also that while the first portion 
of the distillate contains a considerable 
amount of the less volatile substance, A, the 
last portion is very nearly free from the lower 
boiling component, B. These points are fully 
confirmed by experiment, and an explanation is afforded of the fact 
that it is much easier to separate the less volatile than the other 
component in a pure state. 

By fractionating a few times in the ordinary way, collecting the 
distillates in six or eight fractions, we shall have a large excess of B in 
the first fraction and a still larger excess of A in the last. 

Suppose, now, that two of these fractions, one containing B and A 
in the ratio of 9:1 and the other in the ratio 1 : 9, are distilled 
separately and completely ; the results will then be represented by 
Figs. 38 and 39. Again, it will be seen that the first tenth of the 



FiO. 37.—«»0-S, A "0-5, 
in original mixture. 




Flo. 38.—A-01, 
In mixture distilled. 


lpo. 39.-71=0-1, A —0-9, 
in mixture distilled.^ 


distillate from the first of these fractions is not so tich in B as the last 
tenth from the second fraction is in A ; the purification of A still proceeds 
more rapidly than that of B. 

In making use of this formula it is assumed that no condensation 
(and therefore no fractionation) goes on in the still-head, but that 
the vapour reaches the condenser in the same state as when first 
evolved from the liquid in the still. By using an improved still-head 
(Chapters X. to XII.) a more rapid separation would be effected. 


Mixtures of Three Components.— If we have a mixture of three 
closely related substances, C, B and A, it may be conjectured that the 
proportion of the three substances in the vapour at any instant is the 
same as that of the weights of the three substances in the residue in 







vnr 


WEIGHT AND COMPOSITION 6f DISTILLATE 119 

the still, each weight being multiplied by a suitable, constant, which is 
approximately pro]>ortional to the vapour pressure of the corresponding 
liquid. Here again formulae may be obtained by integration, which 
enable us to follow the course of a distillation. 

• Taking the three constants as c=*4, 6-2. a ---1 which are roughly 
proportional to the vapour pressures of methyl, ethyl and propyl 
acetates at the same temperature- and the original weights of the 
three liquids C, B and A as L — M —X — } iy Fig. 10 a represents the first 
distillation. 

If the distillate were collected in five equal fractions they would 
have the following composition—* 

Taiilii 44 

0 or /,. It or M. .4 or .V. 

Ibx . 0-543 . . 0-300 . . 0-157 

Il/i . . . . 0-47 . 0-33 . . 0-2O 

II 7 . .0 37 . 0-305 . . 0-205 

IIS . 0-22 . . . 0-30 . . 0-311 

lit ... 0-047 . . . 0-205 . . . O-0S7 


It will be seen that while the last fraction is more than twice, as 


rich in A as the original 
mixture and is nearly free 
from 0, and the amount of 
C in the first fraction is 
0-543, as against 0-333 in 
the original mixture, the 
fraction richest in B, the 
fourth, contains only 0-39 
of that substance. It is 
evident, therefore, that the 
middle substance is the one 
that is the most difficult,* 
and the least v<*latjle sub¬ 
stance the one that is easiest, 
to separate. If these five 
fractions were separately 
distilled wo should get the 
results indicated, in tin- 
curves, Fig. -10, b , c, d, c, f. 

It is to be noted that in 
Ila, which is richest in the 
most volatile component, C, 
the amount of (1 rises from 
0-543 to akmt 0-72 in the 



firsf fiffh t\f flintilltit/i FlQ. 40 (tf to/>.—Distillation of mixture* containing, 

nret mtn OI UlC OlSUildte. thre« component*, A, U ami ('. 

In He, which is richest in 

the least volatile liquid A, the amount of A rises from 0-687 to about 
0-9 in the lash fifth of the distillate. On the other hand, in 118, 
which'ia richest in B, the middle liquid, the improvement is merely 
from 0-39 to rather less than 0-45 iri the third fifth of the distillate. 
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CHAP. 


If the fractions richest in C, B and A respectively were redistilled 
we should have the following result for the best distillates :— 

Improvement in C from . . 0*7 to 082 

„ B „ . . 045 „ 0-50 

„ A * . . 0-9 „ 0-98 


Thus, the improvement m B continues |o be very slow, and even 
when a fraction very rich in B is redistilled the improvement is very 
slight. Thus, on redistilling a mixture containing 002 of C, 0-9(1 ‘of 
B and 0-02 of A, the amount of B advances only from'0-96 to 0-97 in 
the most favourable part of the distillate ; it is thus clear that there 
must be far greater difficulty in separating the middle substance than 
either of the others from a mixture. 

It is, however, not difficult to obtain fractions rich in C but free 
from A, and also rich in A but free from C, and the best method of 
obtaining B in a pure state is to carry out a series of preliminary 
fractionation* in the manner described for methyl, ethyl and 
propyl acetates (p. 105) until all the fractions coming over below the 
boiling point of B contain only 0 and B, and all those coining over 
above that temperature contain only B and A. We have, then, only 
to deal with the separation of two components from the mixtures, and 
these separations will already be far advanced. 

In 1902 Lord Rayleigh 1 brought forward another theory of distilla¬ 
tion. Denoting the weight of a given liquid mixture by w and the 

weight of the first component in it by y, ^-( = tku fractional amount 

w 

of the first component in the liquid. 

Calling the total weight of vapour dw and the weight of the first 
component in it <hj, the fractional amount of the first eftmponent in the 

vapour *>/(£)• 

Therefore — W =f (£), 

dw J 

and if w 0 and denote the initial values of w and £ 


In 




f(t) f 


tl 


Lord Rayleigh makes the assumption that in mixtures containing 
very little of the first component the fraction of that component in 

the vapour is proportional to its fraction in the liquid, or -f~ = k(, 

1 dw 

and therefore ^(w/w^K 


Rosanoff, Bacon and Schulze 2 point out that Lord Rayleigh’s 

1 Phil. Mag., 1902, [5], «, 827. ' . 

a g‘A Theory of Fractional Distillation without Reflux Condensation,” J. Amer. Chtm. 
8oc„ 1914, 36, 2000. 
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theory is thus confined to very dilute mixtures, and that the solution 
of the problem proposed bv Harrell, Thomas and Young is based on 
Brown's law, which is only of limited applicability. They themselves 
bring forward a more general theory based on the relationship expressed 
1>V their equation, 1 • 

du = ^ 7 '-' “ lo b r Ml lo « [Ta( 1 - M)/p„M] . . (A), 

which has been found to hold good in all types of eases. 

Let | and I, denote the weights of the two components in the 
liquid and r/£ and dij their weight# in the vapour, p, and p„, as before, 
the partial pressures of the components, and M the molar fraction of 
the first component in the liquid. Then p,/p„, the ratio of the partial 
pressures, equals the ratio of the molar fractions in the vapour, the 
molar fractions being, of course, based on the actual molecular weights 
of the components. It is assumed that the molecular weights have 
the same value in the vapour as in the liquid, otherwise the thermo¬ 
dynamic equation of Duhem and Margules would not hold good, ft 
may therefore be stated that the quotient of the ratios of the molar 
fractions in vapour and liquid is equal to the quotient of the ratios of 
the weights, that is to say - 

/i a (L-m) ip/f 

IV' £< I V 

dl"£ 

or ,, - 

(ihtrj j> n M 

It follows from equation A that 

;> A (! m) <U> 

log K 

y/jj.M ih\ 

y>.(l - m) «//»/«/ji 

or ♦ — -e , 

• % 

therefore t» .(H), 

tlliiij 

and all conclusions regarding the course of a fractional distillation 
base# on this formula will be as reliable as equation A itself. 

Denoting by and M 0 the initial weight and the initial molar 
fraction e" the first component in the liquid the authors finally deduce 
the equation , M 


-1)(] - m)m 


and for the second component, similarly 


(„W/7<I*_ 1)( | _ M ) M 


I>. 93. 



122 DISTILLATION 1 PRINCIPLES AND PROCESSES chap. vra 


But as f and rj are connected by the equation 


1 -M 




M 


■ m a ■ 


« . t 
where Af B and M A are the molecular weights of B and A respectively, 

only one integration need be carried out. 

The authors point out that equations C and D express the relation 
between the changes of weight and composition accompanying iso¬ 
thermal fractional distillation in terms of dP/d. M, the slope of the 
total pressure curve. . „ 

When the total and partial pressure curves are straight lines, 
equation B becomes identical with Brown’s formula, or 


= constant, 


dint; _P, 

dlnrj P 

and the integrals in C and D assume the values 

S I m(1- m 0 ) 

So _.M 0 ( 1 — M) 


and 


Jj „ 

Vo 


M[l- M o) 
M 0 (l-M) 


pJ(P,-P b ) 

P B I(P,-Pu)- 


The authors have tested the theory, in the form of equations C and 
D, by direct experiment with satisfactory results. 

See also W. K. Lewis, “ Theory of Fractional Distillation," ,/. Ind. 
and ling. Chem., 1909, 1, 522. 





CHAPTER IX 


RELATION BETWEEN Till! 1IOIMNU POINTS OP RESIDUE 
AND DISTILLATE 

Data required.- If, for mixtures of any two substances, the curve 
representing the relations between boiling point nml molecular com¬ 
position lias been constructed, and if the relation between tile composi¬ 
tion of the liquid mixture and of its vapour is known, the boiling point 
of the distillate may be read from the curve. We have seen that if the 
two substances are closely related we, may safely assume that the 
boiling points of mixtures may be calculated from the vapour pressures 
of the components, and that Brown’s formula, taking the mean ratio 
of the vapour pressures for the value of the constant, e, gives the relation 
between the composition of liquid and vapour with fair accuracy. 

Benzene and Toluene. In the ease of benzene and toluene, the 
boiling points of mixtures have been found to agree very closely with 
those read from the theoretical curve, but the relation between the 
composition of'liquid and vapour has only been indirectly determined. 
The mean ratio of the vapour pressures at temperatures between 80° 
and 110° is roughly 2-5, ahd for our present purpose we may assume 
that the relatioif k expressed with suilieient accuracy by the formula 
in'Jin\ = 2-5m B /m Ji . 

In Table 45 are given— 

1. The molecular percentages of benzene in mixtures which boil at 
theitempefatures in the first column. 

2. The corresponding molecular percentages of benzene in the 
distillate calculated by means of Brown’s formula. 

3. The boiling points of these distillates read from the curve. 

4. The differences (At) between the boiling points of liquid and 
distillate. 

Isopentane and Normal Pentane.— The corresponding data for 
mixtures of isopentane and normal pentane are given in Table 46, 
but in this case neither the boiling points of mixtures nor the relation 
between the composition of liquid and of vapour have been directly 
determined. The theoretical boiliqg point curve differs very slightly 
from*a straight line, the maximum deviation being 0-28 J when the 
molecular percentage of normal pentane is 51-5 (p. 46). The ratio 

123 
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of the vapour pressures at 30° is 1-33, and this haB been taken as the 
constant in Brown’s formula. 


Table 45 

Benzene and Toluene 



Molecular 




4 Molecular 

Boiling 


Boiling 

percentage of 

Boiling 


Boiling 

percentage of 


point 

benzene. 

point 

At. 

point 

benzene. 

point 


of 



of dls- 

of 



of dis¬ 
tillate 

AU » 

liquid. 

Liquid. 

Dis¬ 

tillate. 

tillate. 


liquid. 

Liquid. 

Dis>« 

tillate. 


81° 

96-3 

98-5 

80-55° 

0 45° 

90° 

38-3 

60-8 

89-35° 

6 65° 

82 

91 5 

96-4 

81-0 

10 

98 

32-2 

54-3 

91*15 

685 

84 

82-4 

92 1 

81-95 

205 

100 

20-4 

47-3 

93-2 

68 

86 

72-8 

87-6 

82-85 

315 

102 

21-0 

39-9 

95-5 

65 

88 

66-0 

82-9 

83-9 

41 

104 

15-8 

31-9 

98-1 

5-9 

00 

58-4 

77-8 

85-05 

4-95 

106 

10-8 

23-2 

101-2 

48 

02 

51-3 

72-5 

86-3 

5-7 

108 

6-0 

13-8 

104-75 

3 25 

04 

446 

66-8 

87-8 

62 

110 

1-4 

3-4 

109-1 

09 


Table 46 

Isopentane and n- Pentane. 



Isopentane. 




Isopentane. 



28-5° 

92-5 

94-25 

28-38° 

012° 

33° 

36-35 

43-15 

32-40° 

060° 

29 

85-95 

89-05 

28-70 

024 

34 

25-0 

30-70 

33-49 

051 

30 

72-9 

78-15 

29-59 

041 

35 

13-95 

17-75 

34-65 

035 

31 

60-3 

66-90 

30-48 

052 

36 

3 15 

415 

34-91 

0-08 

32 

48-0 

55-10 

31-41 

059 

_ 


' 




Application to Distillation of Benzene and Toluene.— Let us consider 
first the case of benzene and toluene. In the first foAr fractionations, 
details of which are given on p. 100, the range of temperature for 
most of the fractions was 3°. For fraction 6, collected from 92-2° to 
95-4°, the middle temperature is ‘,13*8°, and,from Table 45 we sec that 
the distillate from a mixture boiling at 93*8° would havd a boiling 
point about 0-2° lower, or 87-6°. That is to say, if/his fraction t were 
distilled in such a manner that no condensation could take ptyoe in the 
still-head, it would begin to boil at 87-6°, but, as a matter of fact, 
there was some condensation which would lower the temperature to 
some extent at first. On the other hand, in the actual fractionation, 
the fractions, with the exception of the first, were not distilled separately 
but were added to the residues left in the still. Thus the fraction that 
came over from 92-2° to 95-4° was added to the residue from No. 5, 
which was boiling at 92-2°, and was therefore richer in toluene, and the 
boiling point would therefore be somewhat higher than if the fraction 
were distilled alone. We may perhaps suppose that the'two disturbing 
factors would about counterbalance each other, and that the mixture 
would actually begin to boil at about 87'5°. The temperature ranges 
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below 92-2° to 95-4° were as follows : No. 5, 89-2° to 92-2° • No 4 
86"2 to 89-2 , and it is clear that a considerable amount of distillate 
would be collected below 89 ’2° in receiver No. 4. 

In the sixth fractionation (p. 106) the corresponding temperature 
janges were—No. 4, 84-0° to 87-0° ;«No. 5, 87-0° to 90-5° ; No. 6, 90-5° 
to 95-4°. The middle temperature for No. 6 would be 92-95°, and the 
distillate from this woulcb begin to boil at about 87-0° or 5-95 ’ lower. 
In this case none of the distillate would be collected in No. 4, and 
rfceiver^No. 5 might he (and actually was) left in position when 
No. 6 fractionVas added to the residue in the still and the mixture 
was redistilled. • 

In the thirteenth fractionation the range of No. 6 had been 
increased to 14°, from 81-1° to 95-1°. The middle temperature would 
be 88-4°, and the boiling point of the distillate would be, roughly, 
88-4°-4-2° = 84-2°, so that no distillate would be collected in No. C, 
and there would be no object in continuing the fractionali<m in the 
same way as before. This was, in fact, found to lx? the, case, the 
temperature rising at once above 81°. Tim fractions above and below 
95-4° were therefore treated separately as described on p. 101. 

Application to Distillation of Pentanes. -Let us now consider the be¬ 
haviour of a mixture of isopentane and normal pen nine (Table Hi). The 
difference between the boiling points is 8-35° and the middle temperature 
is 32-6°. If the distillate were collected in the same number of fractions 
as in the case of benzene and toluene, the range of the middle ones 
would be about 0-84°, say, 0-8°. We should then have for the correspond- • 
ing fractions—No. 5, 31 -0° to 31 -8° ; No. 6, 31 -8° to 32-6“. 

The middle temperature for No. 0 would be 32-2". and the boiling 
point of the pistillate from tins would be 32-2“ O-ti 31-6". Very 
little would therefore be collected even in No. 5. The temperature 
range would have to be reduced to 0-4° [No. 5, 31 -8° to 32-2“; No. 6, 
32-2° to 32-6°j in order that the distillate from No. ti might begin to 
boil at the initial -temperature of No. 5, and that would mean that 
the number of fractions would have to be doubled to begin with, ami 
that it would not be possible to increase the temperature range of the 
middle fractions beyond awery small amount. 

ft will*thus be seen that, even without considering the excessive 
loss by evaporation of such volatile liquids, the separation of isopentane 
from no«nal pentane with an ordinary still-head would be practically 
impossible. It is only by using a greatly improved still-head that such 
a difficult separation is rendered possible. 




Object of Modifications. —It is evident from what has been 
stated in Chapter VII. that the process of fractional distillation with 
an ordinary still-head is frequently an exceedingly tedious one, and 
many attempts have been made to modify the still-head in such a 
manner as to bring about a more complete separation in a single 
operation. 

The idea of improving the still-head is by no means a new one, 
for in a book entitled I'hilosophormn , seu liber de Secrelis Natural, by 
Philip Ulstadius, 1553, there is an illustration of a five-headed still 
(Fig. 41). When dilute spirit was distilled through this “ alembie ” 
it is clear that the alcohol collected in 
»the uppermost receiver must have been 
considerably stronger than that in the 
lowest. 

Great progress was made in the 
improvement of the still-head in com¬ 
merce—notably for the better separation 
of alcohol from weak spirit—before any 
advance was made in ..the laboratory, 
and, indeed, the improved still-heads first 
employed in the laboratory were, for the 
most part, merely adaptations of those 
already in use on the large scale. , 

It may, however, be convenient to 
consider first those forms of apparatus 
which are suitable for laboratory pur¬ 
poses. 

The object of the modifications which 
have been made in the still-head is to 
bring about a more, complete separation of the components of the 
mixture in a single distillation, a process of fractionation—more or less 
effective according to the form of apparatus and the rate of distilla¬ 
tion—taking place in the still-head. 1 

1 Young, “ On the Relat-ivo Efficiency antf Usefulness of Various Forms of Stiil-hCad for 
Fractional Distillation, with a Description of some New Forms possessing Special Advantages,’ 1 
Trans. Cion. Hoc., 1800, 78, 679. 
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Inefficiency ol Plain Vertical Still-head.— Of all possible forms, the 
plain vertical still-head is the least efficient. During the distillation, 
as the vapour rises up the cylindrical tube, the outer parts of it come 
in contact with the condensed liquid flowing down the sides of the 
tube. Since the tube is constantly Josing heat by radiation and by 
conduction to the surrounding air, this liquid is slightly cooled and 
fresh condensation constantly goes on, the outermost layer of vapour 
probably condensing almost completely without much change of 
composition. The central portion of vapour rises rapidly up the tube 
and can only reach the liquid by diffusion or hv convection currents, 
and much of it may pass througMlic still-head without reaching the 
liquid at all ; the condensed liquid, on the other hand, Hows rapidly 
down the vertical walls of the tube, back to the still. In order, however, 
that a satisfactory separation of the components of the, mixture may 
take place, as much of the vapour as possible should bo brought into 
intimate contact with the condensed liquid, so that a state of equilibrium, 
as regards composition, may be brought about. 


Brown’s Formula.-- Let, us suppose, to facilitate the consideration 
of what occurs, that we are dealing with a mixture of t wo closely related 

compounds, to which Brown's formula m is applicable and 

, m A »»A 

that m and m refer to the weights of vapour and liquid respectively. 
Also let us suppose that, in the first place, equal weights of the, two 
substances arc taken, so that »», = »«„. 

Then the composition of the first small quantity of vapour formed 

will be given by the equation >U '' - c and the percentage of n in the 
, c x 100 w, a 

vapour Avi 11 he , , . 

c 4 1 

If a distillation bull) with exceedingly short still-head he employed, 
this will practically bo the percentage of n in the first portion of distillate. 

Theoretically Perfect Still-head.- Suppose, now, that in the 
lower part of a long and theoretically perfect still-head condensation 
goes on, and that the condensed liquid remains in this part of the tube 
until its wejght is, say, 100'times as great, as that of the residual un¬ 
condensed vapour in the same part of the tube, the total weight of 
liquid %nd vapour II; ing, say, 1/1000 of that of the mixture taken. We 
may then fissume 

1. That the composition of the liquid and vapour (taken together) 
in the still-head will be practically the same as that of the vapour 
first formed, and 

2. That Jhe composition of. the condensed liquid will not differ 
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If we suppose, as a theoretical case, that the still-head is divided 
into n sections, and that the distillation goes on in such a manner 
that perfect equilibrium between vapour and condensed liquid is 
established in each section, and, lastly, that the condensed liquid in 
any section has the same composition as the vapour in the section 
below, then we should have, for the composition of the vapour in the 

nth section, when the distillate begins to coJne over, m ,™ = c n+1 . 

m "A 

If we take c = 2-5, as in the case of benzene and toluene, and start 
with equal weights of the components, the composition of the vapour 
in the still and in the first nine sections would be as follows :— 

Table 47 


No. of Scotion. 

Percentage of Ji. 

No. of Section. 

Percentage cf Ji. 

Still 

71-43 

5 

99-50 

1 

86-21 

6 

99-84 

2 

94-55 

7 

99-93 

3 

07-51 

8 

99-97 

4 

98-99 

9 

99-99 


Such an arrangement is not realisable in practice, but the attempt 
should be made to approach as closely to it as posssible. 

Characteristics of a good Still-head.— In choosing or con¬ 
structing a still-head, the first point to be considered is its efficiency 
in separating the components of a mixture. It frequently happens, 
however, that the quantity of liquid available is sihall and, in any 
case, when a series of fractional distillations has to be carried out, 
some of the fractions eventually become rvery small: in such a case, 
of two still-heads of equal efficiency, that one is the snore useful which 
allows of the distillation of the smaller quantity of liquid. Now there 
is necessarily, at any moment, a certain amount of condensed liquid 
in every efficient still-head and, obviously, the smallest quantity of a 
substance that can be usefully distilled must be considerably greater 
than that of the liquid and vapour in the still-head. It is therefore of 
great importance to construct the still-head in such a manner that 
—consistently with efficiency—the quantity of condensed liquid in it 
at any moment shall be as small as possible. It is also important that, 
after the removal of the source of heat, this liquid shall return as 
completely as possible to the still. 

Among other points to be considered are (a) ease of sonstruction, 
(6) freedom from liability to fracture, (c) convenience in handling. 

Comparison of Still-heads. Mixture distilled.— In comparing 
the efficiency and usefulness of different still-heads it is necessary 
always to distil a mixture of th'fc same composition. Equal Weights 
of pure benzene and toluene may conveniently be employed. 
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Sate ol Distillation.— It is necessary also that the rate of distillation 
should always he the same, and it is best to collect the distillate at 
the rate of one drop per second. A good plan is to have a seconds 
pendulum—a weight attached to a string 3!H inches or, say, 1 metre 
long, serves the purpose very well- swinging behind the receiver, so 
that the drops may be easily timed. 

That the rate of distillation does greatly inlluence the separation 
was pointed out by Brown, 1 and is well shown by Table 48, in which 
• 

T v i u k 4K 


Number of ,!ro|o of alsttlkie per minute. 


T 

'IlijKTUtUrt 

range 

i 

30 

00 

j 

120 





rereentj. 

ge weight 

tf <listill.it 


80-2 - 

h:i-2' 



0*8 

0*0 

| 

0*0 


80*2 . 



20*0 

21 -s 

| 

10 8 

8(1*2 

SO-2 . 



0*8 

14 a 

1 

20*2 

811*2 

D 2 *a . 



5*0 

7*8 

| 

12*0 

u 2 *a 

1)5*4 . 



a *8 

5*0 

1 

7*0 

1)5*4- 

1)8*5 . 



:$*o 

4*7 


5*4 

1)8*5 

lol *0 . 



2*8 

4*0 


5*0 

101*0 

104 (i . 



a*o 

a o 


50 

104*0 

107*0 . 



i a 

5*2 


5*0 

107*0 

110*0 . 



0 2 

7 a 


0-2 

110*0- 

110*0 . 



11 *0 

0*8 


111 

INire 

Iu<*m* by 

differ* 

lice . 

10 5 

15*0 


70" 





100*0 

100*0 


100*0 


* Tm)I|H*I 

a lure 

tardy read 

•il 1 10 It ; redd a 

n<tl quite 

pure toil! 

•lie. 


are recorded the results of three distillations, each of 50 grams of the 
benzene-toluene mixture, at* the rate of .' 10 , (10 and 120 drops per 
minute. An impfovgd still-head was used, and the distillate was 
collected in eleven fractions, the twelfth consisting of the residue 
(calculated by difference) after the temperature had reached the 
boiling point of pure toluene. For convenience, the results are stated 
as pewentagils. 

It \^ill be seen that the separation is greatly improved by diminishing 
the rate ofcdistillation. 

Explanation of Tables.- In Tallies 49 to 53, which show the relative 
efficiency and usefulness of different still-heads, the following data are 
given. 

1. The vertical height from the bottom of the still-head to the side 
delivery tulle. 

2. The final temperature for each fraction. 

3. The percentage weight of distillate. 

4. The weight of vapour and liquid in the still-head during the 

1 Brown, “The Comparative Y'alueof Different Methods of Fractional Distillation,” Train. 
Chem. Soc., 1880 , 37 , 49 . 
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distillation when pure or nearly pure toluene was coming over. This 
was arrived at by continuing the distillation as nearly as possible tc 
the last drop and weighing the liquid, when cold, in the flask (still] 
and—if necessary and possible—in the still-head. From this amount 
was subtracted the constant weight of liquid and vapour in the fla^i 
itself, which was estimated to be 0-85 gram. 

For the very long still-heads, which f jould not conveniently be 
weighed, the estimated loss by evaporation +0-85 gram was sub¬ 
tracted from the difference between the original weight of the mixture 
and the sum of the weights of the fractions. The actual loss by 
evaporation, when measured, varied from OOO to 0-65 gram, and was 
. greater for the large than the small still-heads. 

The Plain Vertical Still-head.- -Although the plain vertical still- 
head is less efficient than any other, yet a certain amount of fractiona¬ 
tion does take place in it, and it may he well to consider the effect of 
altering (a) its length, (h) its internal diameter. The influence of such 
alterations is shown in Table 49. 


Table 49 

Plain Vertical Still-heads 


Vertical height in cm. 

12 

02 

120 


From 02 to 

0 cm. 


Internal diameter in mm. 

From 11 to 15 

5 mm. 

5-1 

, 84) 

| 14 0 

10 4 

25-7 

Final temperature. 



Percentage weight of distillate. 



83-2 1 .... 

80-2 .... 

89-2. 

92-3 

95-4 . 

98-5 .... 

JOl'O . 

1010 

107-0 ... 

1100 . 

no-6 ; 

Pure toluene hy (inference. 

2-1 

28-4 

18-0 

J0-9 

8-0 

7-2 

6-8 

6-9 

4-9 

0-1 

12-8 

21-5 

11-0 

8-9 

7-4 

0-2 

7- 3 

8- 4 

9- 0 
7-4 

‘l-O 
19-4 
100 
10 0 
7-2 
0-5 
00 
0-1 

7- 8 

8- 1 
10-7 

i 

! 

22-2 

10- 5 
9-2 

» 7-2 

5-8 

5- 5 

6- 9 

7- 1 

8- 9 

11- 2 

0-4 
10-2 
18 3 
11-7 

8- 7 

53 

0-9 

8-2 

9- 5 
0-8 

01 
12-8 
21 5 
110 
8-9 
7-4 
0-2 

7- 3 

8- 4 

9- 0 
7-4 

13 

15-2 

19-4 

11-2 

8-0 

0-1 

5 0 
0-0 
9-5 
80 
8-5 

0-2 

20-0 

18-8 

9-2 

7-2 

4- 7 

5- 9 
0-4 

10-0 

7-2 

10-4 

Weight of liquid and \ 
vapour in still-head . / 

100-0 

100-0 

1000 

1000 

100-0 

100-0 

1000 

100-0 

0-3 

1-55 

3-55 

105 

1-15 

1-55 

2-35 

3-15 


Influence ol Length. —In the first three distillations the diameter 
of the still-head was nearly the same, but the third tube was ten times 
as long as the first. As might be expected, the efficiency is improved 
by tlds alteration, i but the weight of’liquid and vapour also increases 
and is, roughly, proportional to the length. 

Influence ol Width. —For tubes of approximately equal length the 
efficiency is smallest when the diameter is rather less than 14 mm, 
and rises when it is either increased or diminished, as will be seen 
frdm the results of the last five distillations. On the other hand, the 
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weight of liquid and vapour in the still-head increases with the diameter 
of the tube, and it is therefore clearly more advantageous, in making a 
plain still-head, to use very narrow rather than very wide tubing. It 
will be noticed also that the narrowest tube gives a better result than 
tjhe tube of medium diameter nearly twice as long, though the weight 
of liquid and vapour is only 1 '05 as compared with 3-55 grams. 

The diameter of the tiding cannot, however, be diminished beyond 
a certain amount, depending on the nature of the liquid distilled, 
especially on its boiling point, for if the tube is too narrow, the 
condensed liquid will unite into columns which will he driven bodily 
upwards. This blocking is much less liable to occur if a short piece 
of wider tube is sealed to the bottom of the narrow one. Thero must 
also be a wider piece at the top to admit, the thermometer. 

Condensation in the still-head may be diminished by covering it 
with cotton wool or any other non-conducting material, but while the 
amount of liquid in the tube is thus diminished, so also is the ellieiency. 
The, device is, however, occasionally useful, for if the liquid in the 
tube is just on the point of joining up into columns, the blocking may 
be prevented by slightly diminishing tlie amount of condensation. 

Modifications of the Still-head. It lias been pointed out that. 

tile ineilieienev of tin: plain vertical stili-liead is due to the. want of 
thorough contact between the vapour and the condensed liquid, owing, 
firstly, to the central portion of the vapour passing rapidly up the 
tube and possibly never meeting with the liquid at all, and, secondly, 
to the condensed liquid flowing very rapidly hack to tile still. Con¬ 
sequently, any modification that, brings about, better admixture of the 
ascending vapour or that retards the down-flow of condensed liquid 
should increase its ellieiency. 

Sloping Still-head.- The simplest, and most obvious alteration that 
can be made is to change*t.he slope of the tube so as to retard the 
down-flow of liqtfid.. This may lie done by bending the tube near the 
top and bottom so that its ends remain vertical, while the middle, part 
slopes very gently upwards. 

It will be seen from Tal.Jc 50 that, by altering a tube in the manner 
described, a notable improvement is effected, especially as regards the 
separation of the. benzene, and it is remarkable that, although the 
down flo'- of liquid is retarded, the quantity of liquid in the still-head 
is slightly diminished. 

Spiral Still-head.- -The efficiency is further improved iiy bending 
the sloping portion of the tube into the form of a spiral, probably 
because a letter admixture of-the vapour ia thus* produced ; by this 
device the amount of liquid in the still-head is still further reduced. 1 

“ Rod and Disc ” Still-head. —In the still-head shown in Fig. 42a 
the down-flow sf part of the condensed liquid is greatly retarded by 

1 G. Bcriomont, “New Tube for Fractional Iliutillationa, modiliwl by Label," UuU.Soc. 
Ckim., 1895, [III], 13, 874 ; J. Soc. Chtm. Ini., 1895, 14, 821. 
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Nature of atill-hcad. 

Vortical height in cm. 
Internal diameter. 


Table 60 



i • 

H mm. 



02 to 03 
11 min. 


Final temperature. 


s:i*2° 

80-2 
8!)-2 
1)2 :i 
1)5-4 
1)8-5 
I0l« 

1010 
107*0 
1100 
i Kit; 

I'um tolm-iio l>\ 


<lilTer«*n«-»- 




i 


Weight of li(|iiid mid vn|M>ur ( : 
in NtilMmtid . . . ) i 


JVri-i-ntase weight. of dfstiliate." 






1-4 

2-0 

0-4 

3 5 

8-0 

0-1 

18 l 

20-5 

Hi-2 

24-S 

22-0 

12-8 

15 8 

14 4 

is-3 

u-o 

11 -<i 

21-5 

i)-7 

8-6 

117 

'.)•:{ 

8-8 

111) 

IH 

5-8 

8-7 

15-7 

5-5 

8-!) 

4-2 

3-6 

7-5 

5-li 

5-1) 

7-4 

5-8 

3-4 

5-S 

:>i 

5 5 

l>-2 

4-2 

4-2 

li-'.l 

<i-3 

♦>-O 

7-3 

4-5 

4 2 

H-2 

s-2 

7-1 

8-1 

8-0 

7-4 

D-5 

'.HI 

lo 7 

1)0 

IH) 

7-5 

«»-8 

7- 

so 

7-4 

17-8 

18-4 

100-0 

loo-o 

Hmhi 

lIHMI 

loo-o 

100-0 

1-15 

No 

D!).'i 

1 -55 

.> 

2-2 


! 


I 


J1 


I 


th« discs Oil the control "lass rod, and this liquid is |irotcctcd from the 
coniine action (if the air; at the same 
time eddies and cross currents are pro- 
diua'd in the a.n ending vapour. The 
increase in efficiency with this ajiparatiis 
is very marked, as wil| be seen from the 
Kceond part of Table oil; it, is easily 
constructed and is very convenient to 
handle. Tln> quantity of liquid and 
vapour ill the still-head is tjie same as 
that, in the plain tube of 1>H mm.'dia- 
meter, but the etlieidncv is verv*much 
greater. On removing the Source of 
heat, the liquid returns almost com¬ 
pletely to the still, but, when it is of 
special importance to avoid all loss, it 
is advisable with this and jiiany other 
forms of still-head to disconnect the 
condenser and to tilt the still and still- 
head, while hot, from side to side so 
as to facilitate the baclj-ilow of liquid. 
If that is done, the whole of the liquid usually returns to the still. 

A slight further improvement, both in efficiency and as regards 


1 


Fit*. 42.—The “ roil and disc " still- 
hcads ; (a) without, (ft) with constric¬ 
tions in outer tube. 
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the quantity of liquid in the still-head, is effected by constricting the 
outer tube between the discs (Fig. 35b). Better contact between the 
vapour and the condensed liquid on the outer tube is thus ensured. 

• Bulb Still-heads. A vertical fube with a series of bulbs blown 
on it was recommended by Wurtz. 1 For a given diameter of tube 
and bulbs, the greater the*numbor of bulbs the higher is the efficiency, 
bjt the greater also is the quantity of liquid and vapour in the still- 
head (Table 01 ] s ‘‘ 

The tube with thirteen bulbs was somewhat more efficient than 
the slightly shorter tube with rod’and discs, but. the quantity of liquid 
and vapour in the still-head was half as large again. 

Tmii i: 51 


Nature of still-head. 

bulbs 

7 bulbs 

lit bulbs 

” Bear " 
sflll-lieail, i 

111 bulbs j 

Vertical liciidit in cm. 

2*> 

42 

(Mi 


Final tempera* me. 


lYrcciituge w 

iulit of distillate. 

8:kt. 


0-2 

14 

1 

30 1 

SB-2. 

2-2 

14 *2 

; 24 4 

2(5-2 i 

St)-2. 

ls-s 

iso 

10-2 

111) 1 

112*3. 

IK 4 

12-0 

: 7 0 

5-S 

054. 

0 1 

51 

0-0 

5-2 | 

OS-5. 

7-S 

lit 

3-7 

2-4 | 

HU B . . ■ . 

B-7 

•Hi 

:H5 

g-t | 

104(5. 

.vs 

■1 -K 

3-4 

2-H i 

107 0 . . . 

»» 4 

.VO 

3-4 

3-0 1 

IHH). 

8-0 

0-2 

0-2 

5-0 ! 

HOB. 

10 (1 

104 

HO 

11-0 j 

Pun* toluene by difference 

• b "» 

12 5 

; 21 S 

21(5 i 

• 

|OO-0 

lOO-O 

10*4-0 

100-0 | 

Weight of liquid and | 
vapour in still-head | 

0-05 

1 -75 

5 55 

2(5 1 


I 

The “ Pear " Still-head. The "Wurtz" still-head may be 
improved, to some extent in efficiency, but chiefly as regards the 
quantity of condensed liquid, by blowing pear-shaped instead of 
spherical bulbs on the tube (Fig. 13). 

As a result of this alteration, the condensed liquid in any bulb, 
after flowing past the constriction, instead of spreading itself over 
the inner surface of the bulb below, mixing with the liquid condensed 

1 Wurtz, " Memoir on Butyl Alcohol." Ann. ('him. 1854, (.III], 42, 129. 

* Neither the ex|»erimental results obtained by Kreis * nor the conclusions be deduces 
from them can lie accepted, for he obtained a very much worse separation of benzene with 
four bulbs than wit* two. though the separation of toluene, was better. It was, however, 
according to his figures, not so good as with an firdinary distillation bulb, 

• Kreis, “ Comparative Investigations on the Methods of Fractional Distillation," Bidtvja 
AnnoUn, 1884, 224, 259. 
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in that bulb and (lowing down the sides with increasing velocity, 
collects on the depression in the bulb below and falls in drops near 
the middle of the bulb. The liquid on the inner surface of each bulb 
is merely the small amount condensed in that bulb, and 
i I its velocity of dowfl-flow is no greater in the bottom 

1 i bulb than in the top one. The liquid, on the other hand, 

that collects on a depression flthat is to say, the total 
quantit v condensed in the part of the still-head above jt) 
is brought well in contact with the ascending "apour in 
a part of the bulb that is less exposed to the cooling action 
of the air than any ottier. It is probable, also that the 
eddies in the vapour are greater than in the ordinary 
hull) tube. 

Tin- “ pear’' still-head is more efficient than the “ rod 
and disc ” tube of the same length and possesses the 
same advantages except that it is somewhat more diffi¬ 
cult, to construct. It, may be especially recommended for liquids of 
high boiling point. 


^c. 

L 


Fin. 1:5. 
Tho " pour 
titlll-lll'Uti. 


The “Evaporator” Still-heads. (I renter efficiency, for a given 
vertical height, and less condensation, for a given efficiency, is attained 
by the “ evaporator " still-heads. 

Original Form of “Evaporator” Still-head. The general form of 
the apparatus, as originally designed, is shown In Fig. 44. Each section 
consists of three separate parts :— 

1. The outer tube, A, of 22 to 21 mm. internal diameter, connected 
above and below with other sections, tho length of each being about 
10 or 10-5 cm.: , 

i. An inner thin-walled tube, it, of 7*5 to 8 mm. 1 internal diameter 
and OO min. long, open at eaeli end and widened below into the form of 
a funnel which rests on the constricted part of A and may he prevented 
from fitting it too accurately by fusing three or font minute heads of 
glass to the rim of the funnel. Two large holes (it') are Mown on the 
sides of 11 near the top ; 

3. An intermediate tube, 0 , of about* 14 mm. 1 internal diameter 
and 50 111 m. long, like a small inverted test. tube. Above*the tube c 
and attached to it by three glass legs, shown in t’ig. 45, is a.snmll 
funnel, which must he a little wider than the depression in the 
tube A just above it. The tubes 11 and c are centred and kept in position 
bv the little glass projections shown in tic same figure. 

When the vapour first reaches a section from below, a large amount 
of condensation takes place, and the narrow passage, o, where the 
inner tube rests on The constriction in the outer one, becomes at once 
blocked by the condensed liquid. The vapour therefore rises up the 
inner tube, then passes down between the inner and middle tubes and 
finally up again between the middle and outer tubes and so into the 
section above. « 

b It has I tern found advisable to use slightly wider tubing for tho inner and intermediate 
tubes; the internal diameter of the former should bo 8 to 9 mm. and of the latter 15 to 16 nun. 
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The condensed liquid in any section collects together and falls in 
drops from the depression in the section below into the funnel; from 
this it falls on to the top of the middle tube and spreads itself over 
its surface, falling again in drops from the bottom of this tube and 
finally flowing through the • 


passage i>. 

Owing to gradual romofal 
cff the less volatile component, 
the condensing point of a 
mixed vapour Incomes lower 
and lower as the vapour rises 
through the still-head ; thus, 
in any section, the vapour 
that rises through the inner 
tube will be hotter than that 
which reaches the section 
above. The condensing point 
of the vapour in the inner 
tube must, indeed, be higher 
than the boiling point- of the 
liquid that falls from the little 
funnel, and when the two 
components differ consider- 




iiblv in volatility ami neither 44 .. Tll0 4 ,v . .. 

of them is in great excess, ’vwisiwiw" *»W- tjy -irtnhul " «w|«>rat<» ” 

. . lii'.iil; urlftitinl form. stlll-lieml. 

evaporation of the liquid on 

the middle tube may be easily observed. Under 


I’m. 4.V Onn Rpctioii of 
the original " uvujiorator ” 
still-lieinl. 



such conditions there is a tendency for the drops 
of liquid from the funnel to assume the spher¬ 
oidal stale, and tlm progress of a distillation is, 
indeed, rendered evident by the appearance or 
disappearance of such drops. 

.With a pure liquid, the spheroidal drops are 
never seen unless the quantity of liquid in 
the still is very small, when, owing to super¬ 
heating of tin 1 vapour, they may he, formed in 
the lowest section. 

Modified “ Evaporator ” Still-head. A modi¬ 
fication of the “ evaporator ” still-head is shown 
in Fig. 4(3. In this, the rather fragile funnel on 
the tilree legs is done away with, ami the to]) 
of the middle tube € is b[own into a flattened 
bulb o', on which the drops of liquid from the 


Fig. 4it.—One section nl depression above fall and collect into a shallow 
mutwad'k' 1 " et “ , ’" rn, “ r ” pool which soon overflows, and the liquid then 
, spreads itself as before over the surface of the 

tube. Spheroidal drops are not Nearly so readily formed in this 
apparatus, but when rapid separation is taking place, the liquid 
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flowing down the sides of the inverted tube breaks up into separate 
streams. 

It will be seen from Table 52 that very good results are obtained 
with the evaporator still-heads of either form. The sections in the 
modified apparatus are shorter than in the original one, and for a 
given height of still-head the efficiency is greater, while, for a given 
efficiency, the weight of liquid and vapour in the still-head is usually 
slightly less. 


Tabus 82 


Nature of utlll-hrail. 


Original. 

Number of Heetlons. 

3 

5 

Vertical height, In cm. 

r> 7 

77 

Final temperature. 



81-2” . . . 

811-2 . . . 

| 16 4 

9*5 
24 1 

80-2 . . . 

19*0 

10*0 

89*2 . . 

9*2 

3*8 

U2-11 . . 

5-1 

2*3 

1)8-4 . , . 

3*5 

1*9 

98 5 . 

2*9 

1*7 

101-11 . . . 

2*9 

1*5 

KW-II . 

2-4 

1*8 

107-11 . 

3*8 

2*9 

110-0 . . . 

5*8 

4-8 

non . . , 

I'uro toluene by \ 
difference . * j 

10*8 

21*9 

8*2 

30*8 


100*0 

100*0 

Weight of-liquid | 



and vapour in * 
Btill-heiul . 1 

3*45 

5*0 


“ Evaporator ” atM-heads. 


4(5 | 


Percentage weight of illutillnte. 


s. 

ai 

. *c 

SI 


12-8 
21*15 
7*5 
4*8 
:Ki5 
2*7 
2 3 

3*5 

0*5 

10*5 

22 4 


J-35 

HI 


3*25 
1 *05 
1*3 
1*8 
1*5 
2*45 
4*2 
114 


12 0 
23*85 
0*5 
2*9 
2*15 
1*4 
1-15 
1 -05 
115 
1*6 
3*95 
90 


42*5 l 

2*0 

1*7 

1*1 

0*05 

0*5 

0-55 

0*5 

0*45 

0*9 

1*95 

2*85 


32*7 43*75 


20*0 j 

15*4 

7*2 

3*4 

3*2 

2*2 

1*8 

2*9 

3*2 

6*8 

8*4 

24*9 


100*0 | 100-00 j 100*00 ! 100 00 ! 100-00 ' 100*0 ; 


i i t 

2-7 I 4/.r> I 8-28 I 18-28 ! 7-85 

! I I * T i 


When there are many sections, the inverted tube shou!d*be made 
somewhat shorter in the lower sections, so as to increase the vertical 
distance from the bottom of that tube to the bottom of the inner tube ; 
in the modified still-head the vertical distance from the depression to 
the flattened top of the inverted tube should he somewhat increased in 
the lower sections. It is important, that the holes near the* top of the 
inner tubes should be as large as possible. 


.* The "pwiltal dimensionri wen* unfortunately not adhered to in conatructing the *tiH- 
Iwnd of thirteen flections, with the wanlt that there was a tendency forhwo or three of the 
■MMom to become blocked with condensed liquid. The efiictenry of the apparatus was thn 
nerHsed, hut its usefulness was greatly diminished and the quantity of liquid in the still- 
hmd much greater then it ahould have l*cn. 
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MODIFICATIONS OF THE STILL-HEAD 1ST 

Th# Kubierschky Column.— The Kubierachky column 1 belongs to 
this type of still-head, but has only been used for large-scale work. 
See p. 307 and Fig. 115, p. 308. 

The “ Hempel ” Still-head. The great advantages of the “ Hem- 
pel ’’ apparatus 2 are simplicity and efficiency ; on the other hand the 
amount of liquid in the still-head is excessive, and it is therefore 
unsuitable for the distillation of small quantities of liquid. 

The mill-head consists simply of a wide vertical tube, filled with 
glass beads of special construction, and constricted below to prevent 
the beads from falling out. A short, narrower, vertical tube with side 
delivery tube is fitted by means of an ordinary cork into the wide tube. 

From the following table it will be seen that in efficiency the Hempel 
tube, which contained 200 of the large beads now used, came about 
midway between the original “ evaporator ” of 3 sections, the length 
of which was nearly the same, and the modified “ evaporator ” 
of 5 sections, which was a little longer. But the weight of liquid in 
the 3-section " evaporator ” still-head was considerably less than 
half, and in the 5-section “ evaporator ” not much more than half as 
great as in the Hempel tube. 

Length for length, the modified “ evaporator ” still-head would 
be more efficient, and would contain only about half the amount of 
condensed liquid. 

Many pther fillings for the still-head to replace Hempel’s heavy glass 
beads have been suggested. Partington and Parker 3 employ four 
pointed stars. Jtasehig 4 recommends thin sheet-iron rings one inch 
long and one inch in diameter for largo still-heads, smaller rings being 

whieli consists of two hollow truncated cones united 
at their narrower ends. Lessing 8 has modified the 
Raschig rings in such a manner that they are easier 
to manufacture and give a larger surface of contact 
between liquid and vapour. Fig. 47 shows the form 
of the Lessing ring, which may he made of any suit¬ 
able metal or of earthenware. For laboratory purposes 
LcssiJig recommends rings of J-inch diameter, 1000 
of which would dbcupy 400 e.e. The larger rings 
have been found very suitable for the distillation of 
large quantities of liquid ; for example, a ring still of 18 inches dia¬ 
meter was found to give a better separation than a column still of the 
Coffey type of the same height but 2 feet in diameter. 

I am indebted to Dr. Lessing lor 1500 of the J-ineh rings, and have 
carried out Sistillations of 200 grams of the mixtifre of equal weights 

1 E. Graefc, 11 Oho trf the Kubierachky Coluqin in the Distillation of Mineral Oils,” 
Petroleum, 1913, 9 , 303 ; J. Sue. Ckem. Ind., 1914, 38, 1 146 ; Borrmann, Zeitechr. cinq. Chem., 
IMS, 99, 377, 381 ; J. Sue. Chr.m. Ind.. 1015, 34, 1232. 

1 Hempel, “ Apparatus for Fractional Diatillption," Frreeniue’ ZeUer.hr. jar Anal. Chetn., 

1882, 20, 502. 

* J. Soe. Che m. Ind., 1819, 38, 75 T. 

* Ibid., 1917, No. 110.2S0. 



• Eng. Patent, 1914, No. 6288. 

• Ibid., 1920, No. 139,880. 
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of benzene and toluene at the usual rate of 60 drops of distillate per 
minute. The tube was 3 - 7 cm. in diameter and the height of the 
column of rings 60 cm. 

The separation of benzene was distinctly better than that obtained 
with an evaporator still-head of*8 sections but not nearly so good as 
with an evaporator of 13 sections. It would be about equal to that 
given by a Young and Thomas still-head of 10 sections. The separation 
of toluene was about equal to that with the evaporator of 8 sections, 
but the amount of toluene actually recovered was farjess ov'ing to the 
large quantity left adhering to the rings, in spite of the fact that as 
soon as the distillation was over tfie still-head was disconnected from 
the condenser and was tilted from side to side and was then left 
standing for an hour to allow the liquid to How back to the flask as 
completely as possible. The average weight ol toluene lost in this way 
was 12-5 grains us against 0-2 gram in the case of the evaporator 
still-head. The amount of liquid in the still-head during distillation 
was more than 28 grams as great as with the evaporator still-head. 

On account ol its ease of construction and convenience the Lessing 
ring still-head may bo strongly recommended for the distillation of 
large quantities of liquid, especially if the residual liquid is not of 
value | but for the distillation of small quantities and for the recovery 
of the least volatile component it is not to be compared with the 
evaporator still-head. 

Ijessing states that the principal point is the adjustment of the 
amount of reflux obtainable over the whole tube. For a still-head of 
40 cm. length he recommends a reflux condenser, hut for the longer 
still-heads he states that the lower part of the column-—up to about 
10 cm. from the top- should be lagged with asbestos. The reflux 
condenser would, of course, increase the amount of liquid in the still- 
head and would make it still less suitable for the distillation of small 
quantities of liquid. The lagging would* have the reverse effect, hut 
the amount of liquid in the still-head and the lossSof material would 
remain excessive. 

In the experiments referred to above the still-head was not lagged, 
nor was a reflux condenser used. • 

A simple and efficient still-head has been described *bv Faucar, 1 
It consists essentially of a helical septum which taaverses the annular 
space between two concentric cylinders. The vapour frogi the still 
passes up the long spiral passage before reaching the condenser. If 
desired, the inner cylinder can he used as a thermostat, the column 
then acting as a regulated temperature still-head (Chapter XII.). The 
Fouear apparatus may be described as a greatly improved spiral 
still-head. • * * 

An easily constructed spiral still-head, suitable for laboratory work, 
has been described by Dutton. 4 A spiral of copper wire is wound round 
an inner closed tube which fits quite loosely into an outer tube, thus 
leaving a spiral passage up whish the vapour ascends. The amount 
of ^condensed liquid in the still-head increases from top to bottom 

1 Bug Patent, 1008, Ng. 19,099. * Sue. On M„ 1919, 38. 45 T. 
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and, to allow for this, tubes of increasing size may be used—either the 
diameter of the outer tube increasing downwards or that of the inner tube 
upwards, the thickness of the wire increasing downwards in either case. 
It was found necessary to protect the still-head from too rapid cooling 
by packing it in a thickness of about tfai inches of cotton-wool wadding 
covered with asbestos yarn. Very good results arc claimed with a 
still-head 120 cm. in height, but as the distillation was carried out 
wi^h extreme slowness—10 drops of distillate a minute—comparison 
with othar still^ieads is hardly possible with the data at present 
available. 

M. Robert 1 has obtained very good results with a vacuum 
jacketed column, with a reflux condenser above it to act as a 
dephlegmator. 

1 M. Robert, “Colonnc a distiller pour Laboratoiro,” Ann. dc ('him. unaJyliqtu, 1919, 
Series II. 1, 372. 



CHAPTER XI 


MODIFICATIONS OF Till?STILL-IIEAD (continued) 

Huhhlino Still-heads 1 

In many of tlie still-hcails employed on the large scale, for example 
the Coffey still (Fig. 68, p. 167) the condensed liquid is made, by 
means of suitable obstructions, to collect into shallow pools, and the 
ascending vapour has to force its way through these pools; very 
good contact is thus brought about at definite intervals between 
vapour and liquid. The excess of liquid is carried back from pool to 
pool and finally to the still by suitable rellux tubes. 

The " Lintiemann ” Still-head. The first Still-heiul constructed 
on this principle for use in the laboratory was devised by Linnemann. 2 
A number of cups of platinum gauze, a, were placed at different heights 
in the vertical tube (Fig. 18) and the liquid collected in these, but, as 
no rellux tubes were provided, the liquid gradually accumulated in 
the still-head until the quantity became unmanageable, when the 
distillation had to be discontinued until the liquid flowed back to the 
still. There was thus much waste of time, and increased loss of material 
by evaporation, and it was impossible to make an accurate record of the 
temperature. 

In the more recent forms of bubbling still-heafl, rellux tubes are 
provided, and it is on the size and arrangement of these tubes that the 
efficiency and usefulness of the still-heads chiefly depends. 

The “Qlinsky” still-head.- -The Glinsky still-head 3 lia^ only 
one reflux tube, which carries the excess of liquid ^rom the large bulb 
to the tube below the lowest obstruction, practically bank the still. 

* When a description of the still-head devised by (i, L. Thomas ami the author was first 
published in the Uktmical News (1895, 71, 177) the term “ depblegnmtor ” was adopted to 
distinguish this form of still-head from others such as the “ YYurtz *’ and “ Hem pel," in which 
no bubbling through jxiols of condensed liquid takes place. The term was retained in the 
paper on still-heads published in 1899 in the Tram. Chtm. Sue. {76, 679) and in Fractional 
Ihstillation (Macmillan, J903). The word is, however, very loosely used In the literature, 
and Mr. Kewley has kindly looked up a considerable number of references, from which it 
would ap]ioar that it is most correctly employed to denote the small condenser placed above 
a fractionating column to return a sufficient amount of condensed liquid to the uppermost 
section of the column. It is therefore thought beat to adopt tho term “ bubbling column," 
used by Marillor in La Dirtiilaiion Fractiottnec, in place of “ (lephlegmajor.” 

* Jdnnemann, “ On a Substantial Improvement in tho Methods of Fractional Distillation,”’ 
Ltebigt AnnaUn, 1871, 160, 195. 

* Glinsky, ‘‘An Improved Apparatus for Fractional Distillation," Liebiyt AnnaUn, J875> 
176 . 381. 
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In its original form (Fig. 49), the dephlegmator otherwise resembled the 
Iinnemann still-head very closely, but, as now constructed, there 
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FlO. 48.—Tiio *• Linneinaiiii ” 

Htill'IlCUii. 


Fid. 40. -Tin; " (aIiiisk> " 
still-head. 


Fig. 50.—The " I,<* HH* 
llwinuigrr ” n< ill-licml. 


are bulbs on the vertical tube, ami spherical glass beads, instead of 
platinum cups, rest on the constrictions between the bulbs. 

The “ Le Bel-Henninger" Still-head. In the Le JW-Henninger 
apparatus 1 the obstruction is usually caused by placing platinum cones 
on the constrictions between bulbs blown 
on the vertical tube ; each bulb is connected 
by a reflux tube yvitli the one below it (Fig. 

50) so that the liquid is curried back from 
bulb to bulb and not straight to the still. 

In these still-heads, unlike that of Coffey, 
the reflux tubes ar£external, and the return 
ing liquid is thus exposef! to the cooling 
action of the air. The still-heads of Brown. 2 
and of Young and Thomas, 3 1 follow the 
principle of* the, Coffey still more closely, 
the refiux tubes lleing much shorter and 
being heated by the ascending vapour. 

The "Young and Thomas” Still- 
head.— The Young and Thomas still-head 6 
is shown in Fig. 51 a, b , and c. It consists of 
& long, glassetube of about 17 mm. internal 

1 Le Bel and Henningcr, “On Improved Apparatus lor Fractional Oi.tillation,” Htrl. 
flmcAts, 1874 . 7, 1084 . „ . , ,. 

* Brown, “ The Comparative Value of Different Method* of Fractional Distillation,’ 
Trans. Chsm. Soc., 1880, 37, 40. 

* Young and Thomas, “ A Dephlegmator for fractional Distillation in the Laboratory, 

Clam. News, 1895, 71, 117 . „ 

« Young, “ The Relative Efficiency and Usefulness of Varioua Forms of Still-headtefor 
Fractional Distillation,” Trans. Ckem. Soc., 1899, 75, 679. ‘ ^ oc - cit. 



Fio. 61.—The “ Youdk and 
Tli<*uas " dephlegmator. 
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diameter, with the usual narrow side delivery tube. In the wide tube 
are sharp constrictions, on which rest concave rings of platinum gauze, 
r, previously softened by being heated to redness, and these support 
small, glass reflux tubes, T, of the form shown in Fig. B1 b. The upper 
and wider part of the reflux tuljp has an internal diameter of 4-5 mm., 
the narrow U-shaped part, which serves as a trap, an internal diamefer 
of 3 mm.; if, however, the number of cons|pictions exceeds 10 or 12, the 
traps for the lower reflux tubes should be slightly wider, say, 3-5 mm. 
The length of the reflux tubes should be about 45 mm., and the distance 
between two constrictions about 60 to 65 mm. The enlargement, a, 
on the reflux tube prevents it frqpi slipping through the ring if the 
tube is inverted, and the reflux tube and ring together are prevented 
from falling out of position by the five internal projections (made by 
heating the. glass with a fine blow-pipe flame and pressing it inwards 
with a carbon pencil), one of which, b, is shown in Fig. 51 b. A 
horizontal section through the tube at n is shown in Fig. 51 c. 

Comparison of Bubbling Still-heads. 1 - On comparing the 
efficiency of the three still-heads—each of three sections—it was found 
that when a large quantity (400 grams) of the mixture of benzene and 
toluene was distilled, the Le Bel-Henninger still-head gave slightly 
better results than the Young and Thomas, and both of these dis¬ 
tinctly better results than the Glinsky. On distilling 50 grams of the 
mixture, the Young and Thomas still-head was found to be the best; 
with the Le llel-Ilenninger tube the residual toluene was not quite 
pure, and with the Glinsky it contained a quite appreciable amount of 
benzene, although the temperature reached 110-6° in all three cases. 

With 25 grams of the mixture the differences in efficiency were 
much accentuated, and it was only with the Yoqng and Thomas 
still-head that the temperature reached 110-6°, though even in this 
case the tolueno was not quite pure. The highest temperature reached 
with the, Glinsky still-head was 107-6°, anti with the Le Bel-Henninger, 
107-35°, but the residual toluene was far less pure% the former case, 
for, on distillation from a small bulb, the Glinsky residue came over 
between 102-2° and 110-4°, and the Le Bel-IIenninger from 105-7° to 
110-6°, and the Young and Thomas from 110-4° to 110-6°. 

With the “rod and disc," the “pear” and the “evaporator” 
(3 and 5 sections) still-heads, nearly as good refult* were obtained 
with 25 as with 50 or more grams of the mixture, and in all «hese cases 
the residual toluene was quite pure. 

It will thus be seen that, for small quantities of liquid, the Young 
and Thomas still-head gives better results than the Glinsky or Le 
Bel-Henninger, but that none of them are so satisfactory as the other 
forms of still-head.' * * 

The relative efficiency of the three bubbling still-heads when 400 
and 25 pams, respectively, of the mixture were distilled, and the 
effect of increasing the number of sections in the case of the Young 
and Thomas still-head, are shown in Table 53. The results in the last 

1 Young, foe. oik 
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column were obtained by taking the distillation at only half the usual 
rate. In this case, 42-6 out of the 50 grams of toluene were recovered 
in a pure state in the single distillation, and 33-7° grams of benzene 
were obtained with a temperature range of only 0-5°. 

General Remarks on the Construction of Bubbling Still- 
heads. —The results of the experiments vtfiich have been made serve 
to indicate the requirements which should be fulfilled in order that 
a still-head of this kind may give the best possible results. ( 

t 

1. Number of Sections.— It shoyld be possible to greatly increase 
the number of sections without seriously adding to the difficulty of 
construction or to the fragility of the apparatus. This requirement 
is best fulfilled by the “ Brown ” and the “ Young and Thomas ” 
still-heads. 

2. Size of Constrictions, etc. -As the amount of condensed liquid 
flowing back at any level is greatest at the bottom of a still-head and 
least at the top, it follows that, in order to retard the flow sufficiently 
for a pool to be formed, more complete obstruction is necessary at the 
top of the tube than at the bottom. In the Le Ilel-IIenninger still- 
iiend, however, the constrictions arc frequently made widest, and the 
platinum cones largest, at the top of the tube. There is thus a tendency, 
on the one hand, for the liquid to flow past the upper cones without 
forming a pool, and, on the other hand, for the quantity of liquid in 
the pools in the lower bulbs to he unnecessarily large. In the Young 
and Thomas apparatus it is advisable to make the upper constrictions 
somewhat deeper than the lower ones. 

3. Width of Reflux Tubes and Depth of Traps. —It has been pointed 
out that, consistently with efficiency, the amount of condensed liquid 
in the still-head during distillation should be as small as possible. 
The reflux tubes should, therefore, not lie made wjder in that part 
which is filled with liquid during the distillation than is necessary 
freely to carry hack the condensed liquid; also the U-shaped parts, 
acting as traps, should be no deeper than is required to prevent the 
ascending vapour from forcing its way "through them. # Additional 
width or depth simply means waste liquid in the still-hea<l, but if the 
number of sections is very large, the lower trap? should he* made 
rather wider than the upper ones. On the other hand, the ifjiper part 
of the reflux tubes may be advantageously made fairly wide so as to 
facilitate the entrance of the condensed liquid, and also to prevent 
bubbles or columns of vapour from being caught and carried down 
with the liquid through the traps, guch columns of vjpour, when 
formed, are liable fo drive out the liquid, and the ascending vapour 
may then pass more easily through the traps than through the pools 
formed by the obstructions. 

The poor results obtained with the Le Bel-Henqjnger still-head, 
when only 25 grams of the mixture was distilled, were probably largely 
due to the excessive width and depth of the reflux tubes. The weight 
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of liquid and vapour in the still-head was more than twice as great as 
in those of Glinsky or Young and Thomas. 

4. Flow ol Liquid through the Reflux Tubes.— It is of the utmost 
importance that there should be a rapirbflow of condensed liquid through 
the reflux tubes, especially if they arc outside the main tube and are 
not heated by the ascending^vapour. To take an extreme case, suppose 
that there were no back flow at all through the reflux tubes and that 
the* traps pimply became filled with the first portions of condensed 
liquid. This molt volatile liquid would thus remain lodged in the 
traps until the end of the distillation, ami would then form part of the 
residue. In the distillation, for instance, of a mixture of benzene and 
toluene, the last fraction might consist of pure toluene, while the 
residue at the end of the fractionation would be very rich in benzene. 

Of the three bubbling still-heads compared, the Young and Thomas 
is the best in this respect; in the Glinsky apparatus, on the other 
hand, the flow of liquid was exceedingly slow, and it is for this reason 
that, when only 25 grams of the mixture was distilled, the residue 
was so much richer in benzene than the lust portions of distillate. 
The Glinsky apparatus is, indeed, quite unsuited for the distillation 
of very small quantities of liquid. The same fault is to be observed 
with the Le Bel-Henninger still-head, but it is not nearly so marked. 

In fractionating tubes of the Glinsky or l.e Bel-Henninger type, 
the upper end of the reflux tube should l>e wide and the junction with 
the bulb should be low down, in order that the quantity of liquid in 
the pool may not become unnecessarily large. This is a point that is 
frequently overlooked. 

5. Arrangement o! the Reflux Tubes.— To get the best results, 
there should be a reflux tube connecting each section with the one below 
it, so that the change in composition may be regular from bottom to 
top of the still-head. That is the case with the still-heads of Le Bel- 
Henninger, Brown? and Young and Thomas, but in the Glinsky 
apparatus there is only one*reflux tube connecting the top bulb practi¬ 
cally with the still. Thus the condensed liquid, which is returned to 
the still through the reflux tube, is richer in the more volatile component 
of the mixture than the liquid in the lower pools. 

6. Return o! Liquid from Still-head to Still after the Distillation is 
completed.— When the residual liquid is valuable, it is of importance 
that it should return as completely as possible from the still-head to 
the still. The weights of liquid actually left in the Rtill-heads after 
cooling were as followsGlinsky, 0-2 gram; Le Bel-IIcnninger, 
1-4 grams; Young and Thomas,'0-55 gram. In thfe respect, and this 
only, the Glinsky still-head gave the best results, but the amounts of 
liquid left in the “ Rod and Disc,” the “ Pear,” and the “ Evaporator ” 
tubes were far smaller. 

9 

Of the various still-heads that have been described, it may be 
concluded that, when only moderate efficiency is required, the “ Rod 

L 
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and Disc ” or “ Pear ” is to be most strongly recommended, but for 
great efficiency the “ evaporator ” still-heads give the best results. 

Comparison of Improved with Plain Vertical Still-head. 

—The relative efficiency of tlfe different still-heads is well shown 
by the following comparison of the number of fractional distillations 
with a plain vertical tube of 30 cm. height, which give the same result 
as a single distillation with the improved apparatus. 


Inscription of still-head. 


#Vo. of fnfctionatlons. 

1. “ Rod and Iliso ” (20 discs) . 


More than 2. 

2. “ Pear ” (13 bulbs) 


. Nearly 3. 

3. “ Hcrnpel ” (200 large beads) 


. Nearly 4. 

4«. “* Evaporator," original form 

(3 seetions) 

More than 3. 

4 It. 

(5 .. ) . 

. About fi. 

tin. „ modified „ 

(5 „ ) . 

More than 3. 

56. 

(5 ) . 

. Nearly G. 

fie. „ „ „ 

(» ., ) . 

. About G. 

fl«. Young and Thomas Still-heac 

(3 sections) 

Between 2 and 3. 

fit. 

<« > . 

. About 4. 

»r. 

(i- .. ) . 

About 7. 

M. . 

(if .. > . 

. Nearly 8. 

IW. 

(1H „ ) \ 

(half rate*) j 

. Nearly 0. 


In general, the improvement in the separation of toluene is better 
than in that of benzene. 

Comparisons of the relative efficiency of various still-heads have 
been made by Kittman and Dean, ,/. I ml. Eng. Chew 1915, 7, 754 ; 
Bureau of Mines, Washington, 1910, Bull. 125,” Petroleum Technology,” 
34; Friedrichs, 'Aeit. f. amjew. Chew., 1919, 32, 341, and others. 

Fractionating columns are in many respects analogous to the 
scrubbing towers employed for the absorption of soluble gases. The 
theory of scrubbing towers has been cbnsidcred mathematically by 
Donnan and Masson, 1 and the conclusions arrived at as regards the 
conditions required for high absorption efficiency are applicable with 
respect to efficiency of separation in distillation. 

The efficiency in each case depends ore— 

1. High intcrfaeiul area between gas (vapour) and liquid. 

2. High relative motion of gas (vapour) and liquid within limits. 

3. High degree of turbulent motion in one or both phase®. 

1 Dontntu nntl Masson, " 1 loony of lias .Si-rubbing Towers with Internal Packing," J. Soc 
Ckem. Inti., 1820, 3*. 237 T. 

Other laboratory Htil!-!i*‘u<l8 of various types have been described by— 

K. Item pel, (’Atm. Zeih, 188b. 10, 371. 

I*. Momict* Mrnit, Scitnt., 1887, (IV.), 1, 335. 

U. K. Claudon and E. (’. Morin, Hull. Six. Vhim., 1888, 48 , 804. 

M. Kkrnborg, Chan. Zrit., 1892, 10, 058. 

K. Varenne, Bull. Six, ('Aim., 1894, 11, 280. 

M. Otto, ibid., 1804, 11, 197. 

0. W. Volney, J. Amer. Cherry Soc., 1894, 16, 160. 

A. Tixier. Bull. Soe. Chim., 1897, 17, 392. 

H, Vigreux, ibid,, 1904. 31, 1116. 

A. Oolodetx, Vhtm. Ind., 1912, 35, 102, and 141. 
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4. Sufficient rate of flooding to secure the maximum drip effect. 
[As regards distillation this requirement is only applicable in certain 
cases.] 

To put the matter shortly, what is required for both absorption 
and fractionation is the most perfeet’possible contact between liquid 
and gas (vapour). 



CHAPTER XII 


MODIFICATIONS OF THE STILL-HEAD (continued) 

“ Regulated ” on “ Constant Temperature ” Still-heads 

By surrounding the still-head with water or any other liquid, the 
temperature of which is kept as little above the boiling point of the 
more volatile component as will allow of vapour passing through, a 
considerable improvement in the separation is effected. The tempera¬ 
ture of the bath, however, requires very careful regulation if the boiling 
points of the components are near together, or if one component is 
present in large excess, for, in either case, a fall of a fraction of a degree 
would cause complete condensation of the vapour, while a rise of tem¬ 
perature to a similar extent would prevent any condensation from 
taking place and there would be no fractionation at all. 

When a regulated temperature still-head is employed, it is better, 
for two reasons, to bend the tube into the form of a spiral; in the 
first place, the effective length of the still-head may be thereby greatly 
increased without unduly adding to the height of the bath, and in the 
second place, as has been already pointed out, the spiral form is more 
efficient than the vertical. Eosanoff and his co-workers have found, 
however, that a double - walled metallic cylinder (Fig. 31, p. 75)’ 
open at both ends and immersed in liquid kept at a constant tempera¬ 
ture and vigorously stirred, gives better results than the ordinary 
spiral form of still-head. 

• 

Warren’s Still-head.— The employment of an elobgated spiral 
still-head, kept at a constant or slowly rising temperature, tyas first 
recommended by Warren. 1 The spiral tube was heated iq, a bath of 
water or oil; its length varied from 1J to 10 feet and its internal 
diameter from £ to £ inch. 

Warren carried out fractional distillations of petroleum and other 
complex mixtures, and observed that, as the fractions became purer, 
the temperature tif the bath had to' be brought nearer 'to the boiling 
point of the liquid in the still and required more careful regulation. 

Brown’s Still-head. —A modification of this apparatus, devised 
with a view to the better control of the temperature of the still-head, 

■ 1 Warren, " On tho Employment ol Fractional Condenaation," Litbiaa Annaien. 1866, 
Snppl., i, 61, ’ 
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is described by Brown. 1 The liquid to be distilled is boiled in the 
vessel a (Fig. 52) ; the vapour rises through the coil c, the temperature 
of which is that of a liquid boiling in the vessel e. The vapour from 
the liquid in e passes through the tube d to the worm condenser p, 
and the condensed liquid returns by the tube K to the bottom of the 
vessel e. The pressure under which the jacketing liquid boils is 
regulated and measured a pump and gauge connected with the 
tube M. The liquid in e is heated by the ring burner b. 

The vapour of the liquid which is being distilled passes through 
the side delivery*tube a and is condensed and collected in the usual 
manner. The temperature of the 
vapour as it leaves the still-head 
is registered by a thermometer at 
a ; that of the jacketing liquid is 
regulated by the pressure and may 
be read from the vapour pressure 
curve, or a second thermometer 
may be placed in the central tube. 

Brown obtained very good 
results with his apparatus, and 
arrived at the important conclusion 
(p. 73) that “ in distillations with 
a still-head maintained at a con- K 

stant temperature, the. composition 
of the distillate is constant, and 
is identical with that of the vapour 
evolved by a mixture whose boil¬ 
ing point equals the temperature 
of the still-head.” As already 
stated (p. 75) this conclusion has 
been confirmed by Rosanoff and 
Bacon. * 

In Brown’s apparatus the tem¬ 
perature of the still-head can be rrrm 

kept constant for any length of Era. 62.— Brown's " restated temperature“ 

,■ ., , ,, J . 1 ... still-head. 

time or it tin be altered rapidly 

and easily by altering the pressure under which the jacketing liquid is 
boiling, bpt, owing perhaps to the fact that the number of observations 
and the amount of attention required during a distillation are greater 
than when the still-head is merely exposed to the cooling action of the 
air, it has not come into general use. 

Separation of Pentanes from PetroleunwA regulated tem¬ 
perature still-head, combined with a bubbling still-head (Fig. 53), has 
been found very useful for the separation of the lower paraffins from 

1 Brown, “ The Comparative’ Value of Different Methods of Fractional Distillation,” 
Trans. Ghent. Soc., 1880, 37, 49; “ Fractional Distillation with a Still-head of Uniform 
Temperature,” ibid., 1881, 39, 617. A still-head similar in principlo to Brown's has \jjcen 
described by Hahn, Ber., 1910, 43, 419 ; J. Soc. Chem. Ind., 1910, 29, 300. 
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American’ petroleum. 1 The vapour from the boiling “petroleum 
ether” passed first through a six column Young and Thomas still- 
head, on leaving which its temperature was read on a thermometer, a 
It then passed upwards through a spiral tube in a large bath, the water 
in which was cither cooled by adding ice, or warmed by a ring burner 
below, and was kept constantly stirred by an arrangement similar to 
'that employed by Oswald, in which a propeller, with four blades of 
thin sheet copper, was kept rotating by a windmill actuated by a ring 
of gas jets, the efficiency of the windmill being greatly increased by 



Flo. 58.— Combined " regulated temperature " still-head and “Young and Thorfias " 
still-head. , 


the use of a chimney. The, temperature of the bath was registered by 
the thermometer b. 

After leaving this part of the apparatus the vapour passed through 
a vertical tube, where its temperature, was read on the thermometer c, 
then into a spiral condenser cooled by ice; the condensed liquid was 
collected in ice-cooled flasks. 1 

The general course of this separation has already been referred to 
(p. 113), and is indicated by the curves in Fig. 36. Qetails of a single 

1 Young and Thomas, “ Some Hydrocarbons from American Petroleum, I. Normal and 
Isopentane," Trans. CAera. Sac., 1897, 71, 440. Of. F. M. Washburn, “Constant Tempera- 
tore Still-head for Light Oil Fraotionatian," J. Ind. and Eng. Cham., 1920,12, 73 , 
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fractionation, the eleventh, are given in Table 54; the temperatures 
are the final ones for the fractions and they are all corrected to 760 mm., 
and for the thermometric errors. Since the temperature of the vapour 
is affected by changes of the barometric pressure, that of the water 
bath has been altered in each case V> the same extent. The lowest 
fractions consist chiefly of isopentane; the middle ones are mixtures 
of iso- and normal pentane* the highest consist of nearly pdre normal 
pentane. 

Table 54 

% 

Eleventh Fractionation 


Fraction. 

/). 

* 

r . 

i>-r. 

„ 

Air. 

A W 

A T' 

1 

2842° 

28-25“ 

28-30° 

012 “ 

(1-I5“) 

78 

( 70 ) 

2 

29-15 

28-85 

28-00 

0-26 

0-60 

101 

168 

3 

:io-i7 

29-85 

29-65 

052 

0-70 

58 

77 

4 

31*75 

30-55 

30-55 

120 

(MM) 

44 

48 

fi 

33-10 

32-15 

32-20 

080 

1 05 

43 

26 

o 

:u(>o 

33-90 

33-85 

0-75 

1-65 

48 

29 

7 

35-33 

34-65 

34-75 

060 

0-00 

37 

41 

8 

35-«5 

35-20 

35-40 

025 

0 05 

40 

61 

9 

35-90 

35-80 

35-85 

005 

0-45 

43 

95 

10 

36-11 

36-00 

36-10 

0 01 

(1-25 

80 

320 

11 

36 25 

30-30 

30-23 

002 

013 

Ml 

623 

12 

38-32 

36-30 

38-31 

0-01 

0-08 

71 

890 


temperature of vapour on leaving the bubbling still-head. 

B — tcmjiorature of bath. 

T — temperature of vapour before entering the condenser. 

The bath was kept at such a temperature, and the source of heat 
was so regulated, that the drops of distillate fell as nearly as possible 
at the rate of 60 per minute, gnd it will be noticed that the temperature 
of the vapour before condensation was in all cases nearly the same as 
that of the bath, general!}* very slightly higher. It will also be seen 
that the fall in temperature of the vapour, during its passage through 
the regulated temperature still-head (I) - T), is greatest for the middle 
and least pure fractions and smallest for the highest and purest; 
indeed, for the last- fraction the three temperatures are almost identical, 
while for the fourth there is a difference of 1*2° between D and 1. 

Very careful regulation of the temperature of the bath was necessary 
when the liquid distilled was nearly pure. 

Suitability for very Volatile Liquids. —For very volatile liquids 
there can bfi no question that«the regulated temperature still-head is 
the most suitable and the principle has been applied by Ramsay, 
Dewar and others to the purification of gases. Thus, if a mixture 
of helium with any other gases is passed at the ordinary pressure 
through a spiral tube cooled by liquid hydrogen boiling under reduced 
pressure, all other known gases wOfild be condensed in the tube and 
the helium alone would pass through. 
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Separation o! Oxygen and Nitrogen from the Air.— Large quantitie 
of pure oxygen and also of nitrogen are now prepared by the fractions 
distillation of liquid air or by the combined fractional condensatio) 
of air and distillation of the resulting liquids. 

Claude’s apparatus may be regarded as a combination of a constani 
temperature differential liquefier with a rectifying column ; by means 
of it not only pure oxygen but also pure fjr nearly pure nitrogen arc 
obtained. The air, under a pressure of five atmospheres, enters the 
chamber a (Fig. 54) through the tube b. From a it passes upwards 
through the vertical tubes, immersed in liquid oxygfti, into the small 



chamber c. Partial liquefaction and fractionation taker plhce in 
these vertical tubes, the condensed liquid which collects in a containing 
about 47 per cent of oxygen. The remaining air, rich in nitrogen, 
which escaped condensation in the upward passage through the vertical 
tubes, passes downwards through the outer vertical tubes and is 
there finally condepsed. The crude liquid nitrogen collests in a sort 
of hydraulic main d, flows into the vessel e, and is forced up through 
the tube p into the top of the rectifying column o. The liquefied air, 
rich in oxygen, which collects in a is forced up through the other vertical 
tube and enters the column at a lower level. In it^ passage down¬ 
wards the liquid from E and a ufidergoes fractionation, so that pure 
liquid oxygen leaves the bottom of the column and fills the vessel in 
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which the vertical tubes are placed. Pure oxygen gas, formed by 
evaporation of the liquid, passes out by the tube h, and pure nitrogen 
leaves the top of the rectifying column through the tube i. 

In Linde’s apparatus (Fig. 55) there is nothing in the nature of a 
differential condenser, the two bath* of liquid oxygen causing the 
complete condensation of the compressed air. The air entering the 
apparatus through the tubA a is liquefied in b and b', and the liquid 
air is forced up the tubes c and o' and is delivered at the top of the 
rectifying column d. In its descent through the column fractionation 
takes place and the liquid which reaches the bottom and flows into 
b is pure oxygen ; the excess, together with any oxygen gas, passes 
into B', and the pure oxygen gas formed by evaporation of the liquid 
is carried off through the tube e. The gas which passes away from 
the top of the column through the tube F contains about 7 per cent of 
oxygen. 

Helium. —It has been found that helium is present in nearly all 
natural gases, those of the Western States of America containing from 
1 to 2 per cent of the element, whilst the Bow Island gas in Alberta, 
supplied to Calgary, contains about 0-35 per cent. On account of its 
lightness and non-inflammability helium would be an ideal gas for 
aeronautical purposes if it could be obtained in sufficient quantity at 
not too great a cost. From preliminary calculations as to cost, etc., 
carried out by Sir Richard Threlfall, he was led to believe that helium 
might be successfully obtained from natural gas. The necessary 
investigations were entrusted to and were successfully carried out by 
J. C. M'Lellan, who has recently given a full description 1 of the plant 
actually used at Calgary for the production of helium of at least 99 
per cent purity, and of a commercial plant designed to deal with the 
whole of the natural gas supplied-from Bow Island. This plant should 
yield more than 10,000,000 cubic feet of 97 per cent helium annually, 
assuming that the supply of natural gas showed no diminution. 

In order to isolate the,helium it is necessary to condense all the 
less volatile gases, chiefly methane and nitrogen. The principle of 
the method is similar to that on which the production of pure oxygen 
and nitrogen from the air is based, but the difficulties are much greater 
inasmuch as it is the most volatile component which has to be 
separated and as this component is present in relatively very small 
quantity. 

1 J. C. M'Lellan, “Helium: ita Production and Uses,” Trane, Chan. Hoc,., 1020, 117, 923. 



CHAPTER XIII 


CONTINUOUS DISTILLATION 

• 

Continuous distillation of wort lias long been carried out on 
tlte large scale by means of the Coffey still (p. 1(17) and others of 
the same type, but it is only comparatively recently that any attempt 
has been made to devise a process of the kind suitable for laboratory 
purposes, 

Carveth’s Apparatus.— Carveth 1 suggests that by maintaining 
two parts of a system at different temperatures, corresponding to 
the boiling points of the two components of a mixture, it should be 
possible to effect continuous separation, especially if use were made 



of dephlegmating intercepts. He describes an apparatus# used by 
Derby, in 1900, for mixtures of alcohol and water. It consists (Fig. 56) 
of a long block-tin tube surrounded at its lower end, a, by the vapour 
of boiling water, at its upper end, B, by vapour from boiling alcohol, 
and filled with intercepts. The mixture of alcohol and water to be 
distilled was slowly viropped in at c, the vapour passing to the condenser 
at d, and the residue through the trap at e. Carveth, however, gives 
no details regarding the length or diameter of the tubes or the nature 
of the intercepts. 

So far as the lower half of tlje still-head is conceded, there is no 

••Carveth, “ Studios in Vapour Composition," Part II. Jm im. Phga. Ckem., 1902, $, 253. 
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objection to the UBe ol steam as a jacket, the object aimed at being 
to keep the temperature up to the boiling point of water in order that 
the alcohol may be vaporised as completely as possible; the great 
amount of heat evolved by the condensation of steam makes that 
substance a very efficient heating ag«nt. But the use of the vapour 
of alcohol for the upper part of the still-head is wrong in principle, 
and it is a mistake to suppdke that this part would thus be maintained 
“ at a temperature corresponding to the boiling point of alcohol.” 
Wllat is Ijere required is to keep the temperature as far as possible 
from rising abov^the boiling point of alcohol, in order that the vapour 
of water may be condensed as completely as possible, while that of 
the alcohol passes on to the condenser. This can be done by surrounding 
the still-head with a liquid which is kept at the required temperature 
by suitable means, but if a vapour, such as that of the more volatile 
component, is used as a jacket, it easily becomes superheated and the 
still-head is not-prevented from rising in temperature at all; indeed 
the effect is very similar to that produced by covering the tube with 
cotton-wool—condensation is somewhat diminished and so also is the 
efficiency. 

Carveth makes the general statement that the percentage of alcohol 
by weight in the residue was found to average about 0-5 when working 
carefully, but in five cases for which he gives details the percentage 
varied from 1-5 to 2-0. These five distillations were carried out with 
extreme slowness, the average rate being only 7’5 grams of distillate 
per hour. 

Again, the percentage of alcohol in the distillate iH stated to have 
varied from 90-6 to 93-9 in four cases, but in the five very slow distilla¬ 
tions referred to above the percentages varied from 76-7 to 8A-9. It 
does not appear possible to form any very definite idea of the efficiency 
of the apparatus from the data given. 

Lord Rayleigh’s Apparatus.-Lord Rayleigh 1 describes an 
apparatus similar in principle to Carvcth’s except that the tempera¬ 
tures of both parts of the still-head are regulated by liquids and not 
by vapours. 

The apparatus consists of a long length (12 metres) of copper tubing, 
15 mm. in diameter, arranged in two spirals which are mounted in 
separate pails. For the distillation of mixtures of alcohol and water 
the lower and longer spiral was heated by boiling water, the upper 
one by water maintained at a suitable temperature, usually 77 . J he 
spirals were connected by a straight glass or brass tube of somewhat 
greater bore, provided with a lateral junction through which the fix¬ 
ture could be introduced. With the exception of the two extremities, 
the whole length of tubing sloped gently and uniformly upwards from 
near the bottom of the lower pail to the top of the upper pail, where 
it turned downwards and was connected with an ordinary Liebig s 
condenser. The lower end of the tubing was, if necessary, connected 
with an air-tight receiver heated to T00°. 

> Rayleigh, “ On the Distillation of Binary Miiturw," Phil. Mag., 1902, [VI.J. 4, 62 fc 
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The mixture was introduced at Buch a rate that it fell in a rapid 
but visible succession of drops and, when rich in alcohol, it was 
previously heated. Mixtures containing 20, 40, 60 and 75 per cent 
of alcohol were distilled, and in all cases the water, collected in the 
lower receiver, was nearly pure? never containing more than 0'5 per 
cent of alcohol. The distillate varied but little in strength and contained 
from 89 to 90'3 per cent of alcohol. 8 

It seems probable that such a continuous process may prove very 
useful for mixtures which separate into only two components and 
when the quantity to be distilled is large. 

• 

Continuous Separation o! Three Components.— It would, moreover, 
be possible to devise an arrangement by which three components 



could be separated in a similar manner, but it would be necessary to 
have two coils for the middle substance ; the form of apparatus required 
is shown diagrammatically in Fig. 67. Suppose, foi example, that the 
liquids to be separated were methyl, ethyl and propyl acetates (b.p. 
57-1°, 7745° and 101-56 0 respectively). The highest bath would be 
kept at 67-1°, the middle one at 7745° and the lowest at 101 -55’. The 
mixture would be introduced slowly through the funnel at a, into the 
still b, where it would bo boiled, and the mixed vapour would enter 
the still-head at a The propyl acetate would be collected in the 
receiver d, which might be heated by a ring burner. The vapour in 
passing upwards through the first coil in the middle bath would be 
freed, more or less completely, from propyl acetate and the mixture 
of ethyl and methyl acetates would enter the top of-the second coil, 
chiefly in the form of vapour. *The condensed liquid which reached 
th<? bottom of the coil, and was collected in k, would be nearly pure 
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ethyl acetate ; while the vapour that reached the top of the coil in 
the highest bath, and was condensed in f, would be nearly pure methyl 
acetate. • 

It should thus be theoretically possible to separate all three liquids 
in a pure state, and the components of a still more complex mixture 
should be separable, if there were as many baths as components kept 
at the boiling points of those components, and two coils in each bath 
except the lowest and highest. 

Messrs E. Barbet et Fils et Cie, of Paris, supply an efficient 
laboratory apparatus which can be used for either continuous or 
discontinuous distillation. • 




, CHAPTER XIV 


FRACTIONAL DISTILLATION WITH AN IMPROVED STILL-HEAD 


Benzene and Toluene. —That much time is saved by the use of an 
improved still-head is seen by comparing the results of a fractional 
distillation of 200 grams of a mixture of equal weights of benzene and 
toluene with a modified “ evaporator ” still-head of 5 sections with 
those obtained with a plain vertical tube 30 cm. in height. 

Table 55 
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When the “ evaporator ” still-head was used it was not necessary 
to divide the distillate into more than five fractions. In the first 
distillation (Table 55), more than half the total quantity of toluene 
was recovered in a pure state, and it will be noticed that the values 
of Aw/At for the middle fractions are felatively very low. 

In the second fractionatjon, a little liquid came over at the boiling 
point of benzene, but it was not considered advisable to collect this 
separately. The value of Aw/At for the first fraction was more than 
300 times, as gregt as for the fourth. More than 82 per cent of the 
toluene was now obtained in a pure state. 

In the third fractionation 21-9 frams of pure benzene was obtained, 
and when fraction No. 3, collected from 81 -1° to 95-4°, was added to 
the residue in the still, and the distillation was continued, the tem¬ 
perature did not rise above 81-7°; the whole of the distillate was 
therefore collected in receiver No. 2, and the small residue (4 -95 grams) 
was rejected. The apparatus was then dried, and the higher fractions 
were distilled, when only 7-25 grams came over below 110-6°, the 
residue (9-3 grams) consisting of pure toluene. The distillate was too 
small to allow of further fractionation. 

Two more distillations of the lower fractions sufficed to complete 
the recovery of the benzene. 

Comparative Results with Plain and Improved Still-heads.- The 

great improvement effected by employing an efficient apparatus is 
clearly shown in Table 56. 

Table f>(i 


Weight of pure benzene recovered 
„ „ toluene „ 

Time required for actual distillation 
Loss by evaporation, &c. . . * 

Mixture left undistilbfl . 


Kvapnrator still-head 

of r» sections. 

. 81-8 grains 

. ill-95 „ 
lij hours 
. 4-0 grams 


Plain still-head 
30 cm. in height. 
. 814 grams. 

. . 88-8 „ 

. About 30 hours. 

. . 22-0 grams. 

. . 7-8 „ 


The chief gain was in the time occupied, which was reduced nearly 
to one-fifth, but the recover/ also was somewhat better, and in many 
cases would,be much better; there was also much less actual loss of 
material, though t(je amount left undistilled was greater. 

Methyl, Ethyl and Propyl Acetate. The separation of a mixture of 
100 grams of methyl acetate, 120 grams of ethyl acetate and 1 (X) 
grams of propyl acetate was carried out by distillation with a modified 
evaporator still-head of 8 sections. Details of the fractionations are 
given in Table 57 (p. 160). 
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In the second fractionation, when fraction No. 7 from I had been 
distilled over as completely as possible, the temperature had risen only 
to 81 -5 hraction 8 from I. was, however, added to the residue in 
the still as usual and, on distillation, a considerable amount was 
collected below 89'35°, but the quantity that came over between this 
temperature and 100° was very small, and it was clearly not worth 
while to attempt to recover any more ethyl acetate in the next 
fractionation from the eighth fraction of II. This last fraction was 
therefore merely redistilled to recover a* much propyl acetate as possible 
and all that came over below 101 -55 (5-15 grams) was rejected 

Similarly, in the third fractionation, when fraction 3 from II. had 
been distilled as completely as possible, the temperature had only 
risen to 65°, but fraction 4 froip II. was added, and the distillation 
continued as usual. In fractionation IV., after fraction 3 from III 
had been added to the residue and the distillation continued, the 
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quantity, of liquid left in the still was extremely small when the 
temperature reached 58°; the distillation was therefore stopped, and 
'the residue was rejected. The fractionations numbered III. to VI. 
were therefore not continuous, but in each case consisted of two parts. 
Thus in III. the distillation was stopped when the temperature had 
reached 77-7°; the still and still-head were dried, and the last fraction 
from II. was separately distilled, when the recovery of propyl acetate 
was completed. 

In IV. the first part of the fractionation ended when the temperature 
reached 58°, and* was recommenced by the distillation of fraction 4 
from III. In this case the temperature did not rise above 77-15°, 
even when the highest fraction from III. was distilled ; fraction 6 was 
therefore taken to be pure ethyl acetate. 

Comparative Results with Plain and Improved Still-head.— The 
great superiority of the “ evaporator ” still-head is clearly shown by 
the results given in Table 58. 


Tablk r>8 

Long plain 
stiU-hcad. 

" Evaporator" 
stlll-hosd 
of 8 sections. 

Percentage weight of methyl acetate recovered 

. 48-1 . 

76-8 

„ „ ethyl acetate „ 

. 53-5 . 

79-8 

„ „ propyl acetate „ 

. 72-5 . 

114-2 

Number of fractionations required 

. 32 

« 

Time required in hours. 

Percentage weight of material— 

. About 70 

17 

(1) Lost by evaporation and transference . 

. 210 . 

2-8 

t (2) Lost by treatment with reagents . 

. 50 . 

0-0 

(3) Left undist-illod. 

. 17-1 . 

13-8 


In the long-continued fractionation with the plain still-head, a 
considerable amount of moisture was absorbed by the esters and some 
hydrolysis took place. Before the fractionations were completed it 
was necessary to treat the propyl acetate with potassium carbonate 
and'the methyl acetate with phosphorus pentoxide, and the loss was 
thus increased. 

With the “ evaporator ” apparatus, on the other hand, the propyl 
acetate showed no acid reaction whatever, and the methyl acetate was 
Only slightly moist. 

The specific gravities were again determined and were found to 
agree well with* those given on p. 112, 

\ Fractional Distillation under Reduced Pressure.— The improved 
stall-heads -may be employed for distillation under, reduced pressure. 
A 12-column Young and Thomas still-head, for example, was used by 
Francis 1 for the separation of isoheptyl and normal heptyl bromides 
from the products formed by the action of bromine on the distillate 
from American petroleum coming over between 93-5° and 102°. The 

1 YraSotl sod Young, "Separation of Normal Iaoheptanc from American Petroleum," 
TtmUfChtuiUce., IMS, TS, WO. 
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preasuie in to case was 70 mm. Wade and Merriman 1 empJoy«i an 
“evaporator” still-head lor the distillation of “^Cr thl that 
alcohol and water under pressures both lower and g 
of the atmosphere (pp. 17, 59). 

I Wade and Merriman, "AW-■» ** * 1 ££££%% cZ 

md Mow the Atmospheric insure. Application to factional Dnrt.Iiat.on, Trans. Ohem. 


Sx„ 1911, 99, 9W. 



CHAPTER XV 

0 

DISTILLATION ON THE MANUFACTURING SCALE 

Plant required.— The plant required for the distillation of alcohol, 
acetone, coal-tar and its products, petroleum and its products, glycerine 
and essential oils on the large scale is fjilly described in the sections 
dealing with those substances, but a brief sketch of the chief forms of 
plant may be useful. 

When only a rough separation of the constituents of a complex 
mixture is required the vapour passes directly from the still to the con¬ 
denser, but for the better separa¬ 
tion of the components modified 
still-heads are employed. 

Mansfield’s Still. — A simple 
contrivance, which was adopted 
by Mansfield, is to cool the still- 
head with water, the temperature 
of which is allowed to rise to a 
suitable extent. The, head a 
(Fig. 68) is surrounded by water 
which becomes heated to its bail¬ 
ing point. Liquid^ which J>oil 
at temperatures higher than 100° 
are for the most part condensed 
in the still-head and return to 
the still; Afterwards the stop¬ 
cock bjs opened and the vapour 
.then passes directly to the condenser. With this still, Mansfield was 
able, toseparate benzene in a fairly pure state from coal-tar. 

Sephlegmators. —A constant or regulated temperature still-head, 
mioh as that employed in Mansfield's still, is- now usually termed a 
dephlegmator; it now forms a more or less important part of many 
plants. It has two functions, (a) fractionation, (V) the providing a 
sufficient amount of condensed liquid for tlje satisfactory working of the 
bubbling or other still-bead. In Mansfield’s still it performs the first 
function only, but in many modern plants the second function is by 
far tire more important. > 

Conner’s Still —In Coupier’s still (Fig. 69), a more elaborate 
eboiing arrangement is combined with a bubbling still-head or column. 

183 
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first through the rectifier or column 

containing bnn., *ti£ l? '“" f* Tfc 

The liquid condensed in the bulbs returns by the pipes », *, to tne 



Fio. 50.—Coupler’s still. 


column, the less volatile vapours being for the most part condensed in 
the first bulb and the liquid returning to a low part of the column, 
while' that from the other bulbs reaches it successively at higher levels. 
The vapour, freed from substances boiling at higher temperatures than 
that of the water in the tank, then passes by the pipe o to the con¬ 
denser h. The contents of the still 


E 



' Fig. 60.—French column apparatus. 


are heated by the steam-pipe J. 

French Column Apparatus. — A 
very similar arrangement is seen in 
the French coluSnn apparatus (Fig. 
60). The liquid to be distilled is 
heated by a steam-pipe in the still 
a; the vapour rises through the 
rectifier b, passes through the series 
of pipes in the*, tank c, aqd then 
enters the condenser d. Cold water 
from the cistern 8 enters the con¬ 
denser at the bottom, and in its 
passage upwards is warmed by the 
condensation of the vapour; the 
waVm water passes through the pipe 
T into the tank, which is divided into 
sections by the vertical partitions 
shown in the figure. Here the 


water receives more heat owing to condensation of vapour in the 
pipes, so that it is hottest where it leaves the tank by the pipe a. 
-thus the vapour, in passing from the rectifier to the condenser thrwiglf. . s 
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the dephlegmator, is cooled by successive stages, and the liquid which 
returns to the lower part of the rectifier through the pipe H is muoh 
richer in the less volatile components than that which reaches the top 
by the pipe h'. 

In the case of very complex mixtui%s, from which,it is only necessary 
to separate fractions of different volatility, the successive condensates 
from such a dephlegmator may be collected separately instead of being 
refumed to the rectifier. Fractionation is then the sole function of the 
dephlegmator, as in Mansfield’s still. 

Bubbling Stifl-heads.—In many still-heads part of the vapour is 
condensed and forms pools of liquid through which the nsing vapour 

a 





ias to forcv its way, so that very complete contact between vapour and 
iquid is ensured, A dephlegmator is very frequently placed at the 
op of the still-head in order to provide sufficient liquid for the pools. 
?he details of the various bubbling still-heads differ considerably; a 
ew of them are shown in Figs. 61 to 65 ; others are described in the 
pedal sections (pp. 302, 303, 331, 402, 403). 

The oondensed liquid collects on trays which in some cases are 
erforated; in others they are plain and the vapour then rises through 
central pipe a (Fig. 61) in the tray, but its ascent is barred by a 
ome b, and it bubbles through the condensed liquid in the tray. The 
ome may be serrated round its lower edge (Fig. 134, p. 331) or may 
ave vertical slits (Mg. 109, p. 303) so as to break up the bubbles more 
Dmpletely. In some cases, as in the Egrot still-head (Fig. 62), there 
re numerous domes or similar contrivances on a tray, and the oon- 
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denned liquid is made to follow a zigzag course from the circumference 
to the centre of each tray. The liquid reaches the tray by pipe A 
(Fig. 62a), and follows the course shown by the arrows in Fig. 62b. 

In all cases the excess of liquid flbws back through a reflux pipe, the 
lower end of which is trapped Ify liquid in various ways, as shown in 
Figs. 63 to 65, c, Fig. 61, and a, Fie. 62n. 




Fill. 03. 

Havnllis's Htlll-heiul, 


Fro. 04. 

Simile’rt Ht.lll-llertrl. 



I'm 03. 

CofFey’s stlll-hcail. 


Other Still-heads. —Various forms of still-head have been devised in 
which good contact between vapour and liquid is brought about without 
the actual passage of the vapour through the liquid in the form of 
bubbles. These still-heads have the advantage that there is very little, 
if any, rise in pressure from the highest to the lowest section of the 
column. An early form of still-head of this kind is that of Pistorius 
(Fig. 66). Here the vapour entering a section of the still-head is 
deflected from the centre to the circumference by the flat dome, A; 
it then passes back to the centre above the dome and is partially 
condensed by the water in b, above it. It is probable that a consider¬ 
able improvement in the efficiency of this apparatus would he effected 
by the simple modification shown in Fig. 67. The condensed liquid, 



Fioi oo.—The Pistorius" still. 



J’IG. 07.—Modified “ Pistorius ** still. 


instead of flowing down the outer walls of the section, would drop from 
the central tube on to the flat dome as in the “ evaporatorstill-head 
(p. 134), and the aseentling vapour would come into better contact with 
this hot liquid and would cause some of it to evaporate again. 

Among the still-heads of this class may be mentioned the various 
“ Bing ” columns, such as Rascbig’s and Lessing's (Figs. 164, 47, pp, 
400, 137), Foucar’s spiral still-heqd, and the columns of Kubieraehky, 
Perrier, Guillaume, llges, and others (Figs. 115, lit, pp. 308, 304), in 
which the condensed liquid is caused to fall in drops or spray. 
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Foucar a apparatus may be regarded as a greatly improved form of 
spiral still-head', it is simple, compact, and efficient, and is well suited 
for vacuum distillation. 

Kubierachky s still-head contains perforated plates like some of the 
bubbling columns, but it is the liquid*and not the vapour that passes 
through the perforations; the vapour rises without obstruction alter¬ 
nately through central pipes and circumferential rings nearly to the 
top, of the section in each case, leaving the section near the bottom. 
This column is very efficient, but, according to Mariller, 1 the other 
“ spray ” still-heads do not give very satisfactory results. 


Continuous Distillation 

When largo quantities of liquid are to be dealt with there are obvious 
advantages in making the process of distillation continuous ; the 



Fra. 08.—The “ Co/Ii'y " 81111. 


advantages, as well as certain disadvantages, are discussed in the 
sections on Petroleum and Coal-tar (pp. 319, 359). 

The continuous process was first applied to the production of ethyl 
alcohol from fermented liquors. In the CoSey plant, which may be 
regarded as typical of those in general use for the continuous production 
of alcohol, there is no still, but the fermented liquor is heated by live 
steam which enters the bottom of the still-head.' The plant, in its 
simplest form, is shown in Fig. 68. The wort is pumped from a 
reservoir a up the pipe b, and passes down the zigzag pipe c c, 
where it is heated by the*aseending vapour in the rectifier; then up 
the pipe d into the highest section of the analyser E. It then descends 


1 Mariller, La Distillation frartionnfa, Paris, 1917. 
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from section to section through the tubes k, and is finally allowed to 
escape through the trapped pipe G. 

Steam is passed into the analyser by the pipe h, and causes the 
wort to boil, so that hr the time it has reached the / bottom it is com¬ 
pletely deprived of alcohol. Tie ascending vapours pass through the 
perforations in the plates and bubble through the liquid on them, a 
portion of the aqueous vapour being thus condensed, and the descend¬ 
ing wort heated, by each washing. 

On reaching the top of the column, the concentrated alcoholic 
vapour passes through the pipe j into the bottom of the rectifier K, 
and then ascends through perforated plates similar to those in the 
analyser; the ascending vapour is, however, not washed by wort in 
the rectifier, but by the liquid formed by partial condensation of 
the vapour. In the upper part of the rectifier there are usually only 
shelves which compel the vapour to take the same zigzag course as the 
pipes which convey the wort downwards. The purified vapour then 
passes through the pipe L to the condenser. 

The mixture of Weak spirit and fusel oil, condensed in the rectifier, 
flows into a reservoir m, from which (usually after separation of the 
fusel oil) it is pumped into the top of the analyser, where it mixes with 
the descending wort. 

When such a still is working regularly the composition of liquid and 
vapour in each section of the rectifier should remain practically constant. 
The fusel oil tends, however, to accumulate in the lower part of the 
rectifier, and in modem plants liquid is run off continuously at the level 
of greatest oil concentration at such a rate that this concentration 
remains constant. 

The vapour also contains impurities more volatile than alcohol, 
and these would, of course, be contained in the spirit produced with the 
simple plant described. The alcohol at some little distance from the 
top of the rectifier is much freer from these impurities than that at the 
very top, and, at the present time, the alcohol is rftn off at a suitable 
rate from the level of greatest purity. 

Part of the vapour which leaves the top of the rectifier is condensed 
in a dephlegmator, the liquid being returned to the rectifier, the rest of 
it, richest in the volatile impurities, passes on to a condeifiier ; or the 
whole of the vapour may be condensed and a part ofithe liquid returned 
to the rectifier. 

Other still-heads of this class are described in the sections on alcohol, 
acetone, and coal-tar products. 

Such complex mixtures as coal-tar or petroleum could not be 
distilled in this manner, but various methods of continuous distillation 
are employed. 

The petroleum or coal-tar, usually previously heated in a pre-heater, 
may, for example, pass through a series of stills at successively slightly 
lower levels, the temperature rising as thejiquid passes from still to 
still (p. 377). The vapour evolved from each still—and in some cases 
from the pre-heater—is separately condensed, and it is clear that the 
va)pour from the first still (or the pre-heater if hot enough) will contain 
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the most volatile components and that from the last still the least 
volatile. The residue from the last still (pitch in the case of coal-tar) 
is run off continuously and is usually passed through pre-heaters, so 
that its heat may be utilised (pp. 336, 378). In some cases the number 
of fractions is increased by the fractional condensation in dephleg- 
mators of the vapour from each of the stills (p. 338). 

Occasionally the crude liquid is strongly and rapidly heated so as to 
exppl all volatile matter at once. Partial separation is then effected by 
fractional condensation in a series of dephleginators (pp. 343, 373). 

Full details of these and other methods, also methods of vacuum 
md steam distillation, are given in*the different sections dealing with 
arge scale processes. 



CHAPTER XVI 


FRACTIONAL DISTILLATION AS A METHOD OF QUANTITATIVE ANALYSIS 1 

Determination of Composition of Mixture.- -The composition 
of a mixture of liquids which are not difficult to separate may, as a rule, 
he ascertained with a fair degree of accuracy from the results of a single 
distillation with an efficient still-head, or, if the components are more 
difficult to'separate, from the results of two or three distillations. 

It will be well to consider first the case of mixtures which tend, on 
distillation, to separate normally into the original components. 

Taking first the simplest case, that of a mixture of two liquids, it is 
found that the weight of distillate that comes over below the “ middle 
point ” is, as a rule, almost exactly equal to that of the more volatile 
component, even when the separation is very far from complete. 

By “ middle point ” is to he understood in all cases the temperature 
midway between the boiling points of the two components, whether 
single substances or mixtures of constant boiling point, into which the 
original mixture tends to separate; or, in the case of more complex 
mixtures, the temperature midway between the boiling points of any 
two consecutive fractions of constant boiling point. 

If the original mixture tends to separate on distillation into more 
than two, say n, components, the weights of thane components will 
be very nearly equal respectively to (No. 1) the weight of distillate 
below the first'middle point, (No. 2 to n-1) the weights of distillate 
between the successive middle points, (No,, n) the weight above the last 
middle point. 

Loss by Evaporation.- -It is obvious that there iflust be soma loss by 
evaporation, which always makes the weight of distillate somewhat too 
low. This loss will be greater as the initial boiling point of the liquid is 
lower and as the temperature of the room is higher. It is not, however, 
proportional to the amount of liquid distilled, for a great part of it is 
caused by the saturation of the air in the flask and still-head with 
vapour when the liquid is first heated’; since this vapour is mixed with 
much air its partial pressure is low, and a large proportion of it escapes 
condensation when cooled in the condenser. Under otherwise similar 
conditions the loss is, therefore, roughly proportional to the volume of 

1 Young, " Experiment* on Fractional Distillation,” Journ. Soe. CAem. Industry. 1800, 
19 ’. 1072., Young and Fortcy, "Fractional Distillation as a Method of Quantitative 
Analysis," Tram Chtm. Noe., 1*802, 81, 752. 
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air in the still and still-head, and it is advantageous to use as small a 
flask as possible and to employ a still-head of as small.a capacity as is 
consistent with efficiency. 

Choice of Still-head. A plain wide kibe or one with spherical bulbs 
is the least satisfactory, but the “ pear ” still-head, owing to the dimin¬ 
ished capacity of the bulbs and the increased efficiency, gives much 
better results. Of all forms, the “ evaporator ” is the best, because the 
capacity is # very small relatively to the efficiency, and the amount of 
condensed liquid id it is smaller than in any other equally efficient still- 
head ; moreover, almost the whole *>f the condensed liquid returns to 
the still at the end of the distillation. With a liquid of low viscosity, 
like one of the lower paraffins, the quantity left in the still-head is 
almost inappreciable, and in other cases it may be reduced to a very 
small amount by disconnecting the apparatus, while hot, from the 
condenser, tilting the tube from side to side to facilitate the flow of 
liquid back to the still, and, if the original form of “ evaporator ” still- 
head is used, shaking out any liquid remaining in the funnels. 

Estimation of Loss by Evaporation. —The following may be taken as 
an example of the estimation of loss by evaporation. Mixtures of 
benzene and methyl alcohol, one with benzene, the other with methyl 
alcohol in excess (these liquids form a mixture of minimum boiling 
point), were distilled through an “ evaporator ” still-head of live sections 
of the original form, the distillation being stopped in each case when the 
middle point was reached. The following results were obtained :— 


Table 59. 



component in excess. 

_ • 

Hcnzenc. 

Methyl alcohol. 

Weight of distillate. 

Weight of liquid in still * 

128-7 

24-9 

132 0 

27-2 

^otal . .* 

1530 

159-2 

Weight # of mixture taken. 

154-2 

100-1 

Loss by evaporation and left in still-head . 

0 -0 

rt-9 


When the benzene was in excess, it is certain that the amount of it left 
in the still-head did not exceed (M gram, and the loss by evaporation 
was therefore estimated as 0*5 gram; in calculating the composition 
this amount was added to the observed weight of distillate. With 
methyl alcohol in excess the total loss was greater, but this more viscous 
liquid does not flow back so completely to the still, and the loss by 
evaporation was taken to be the sam^, 0*5 gram With an “ evapor¬ 
ator apparatus of five sections the loss by evaporation is usually from 
0-3 to : p-5 gram. 
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i 

Mixtures containing Two Components.—The following are 
examples of the distillation of mixtures of two liquids which separate 
normally into the original components. 

Cable 00 


Methyl Alcohol and Water 

Roiling points—Methyl alcohol, 04-7°; water, 100° ; middle point, 82-35°. 
I .—Methyl alcohol in large excess 


Mixture taken. 

Weight of 
distillate below 
middle point. 

« Percentage composition of mixture. 

Found. 

* 

j Taken. 

Uncorrectcd. 

Corrected. 

Alcohol 90*9 
Water 24-4 

....... 

115*3 j 

i 

Observed 90-5 
Corrected 90*8 

Alcohol 78-5 
Water 21-5 

787 

213 

78-8 

21-2 

100-0 

1000 

1000 

11 .—Waler in large excess 

Alcohol 39-7 

Observed 33*9 

1 ! 

Alcohol 16*9 

17-0 

197 

Water 101-5 

Corrected 34*2 

Water 83*1 

830 

80-3 

201-2 


100-0 

100-0 

1000 


The first result is quite satisfactory, while the second is not, but it 
must be remembered that it is always, difficult to separate the more 
volatile component of a mixture when present, in relatively small 
quantity, and, in such a case, a second distillation is usually necessary. 
The first distillation was therefore continued until the temperature 
reached 100°, and the whole of the distillate, weighing 66-8 grams, was 
then redistilled and the double correctioh for loss by evaporation was 
applied. 

The weight below the middle point was now tlb-fl, corrected 39-o, 
giving the percentage composition. 



Uneorrected. 

Corrected. 

Taken. 

Alcohol . 

. . 19-3 

196 

187 

Water . 

. . 80-7 

804 

80S 

a 

100-0 ' 

10011 

1000 


It will thus be seen that, by repeating the distillation, the result was 
as satisfactory as that given by a single distillation when the alcohel 
was in excess. Even without correcting for loss by evaporation the 
agreement is fairly good, but it is much improved by introducing the 
correction. 
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Table 61 

Iso amyl Alcohol and Benzene 

Boiling points—Benzene, 80-2“; isoamyl alcohol, 132 06°; middle point, 1061°. 





• 

Percentage composition of mixture. 

Mixture taken. 

Weight below 
middle point. 

Found. 



• 

• 

Uncorrected. 

Corrected. 


Alcohol 

Benzene 

26-6 

85-7 

112-3 

Observed 85*55 
Corrected 85-85 

Alfohol 23-8 
Benzene 76-2 

100-0 

. 

23-6 

784 

1000 

237 

763 

100-0 


Hero the agreement is very satisfactory. 

One Component in Large Excess.— That a single distillation may be 
sufficient when the more volatile of two components is present in large 
excess, while two or more distillations are necessary when it is present 
in relatively small amount, is further shown by the following results. 

A mixture containing 90 grams of benzene and 10 grams of toluene 
was distilled through an evaporator still-head of three sections. 

Weight below middle point: observed, 89 6; corrected, 89-9. 

Percentage of benzene in mixture: taken 90 0 ; found, 89-9. 

When 100 grams of a mixture containing only 10 per cent, of benzene 
was distilled through the same still-head, very little came over below 
the middle point, 95-4°, and the quantity was too small to admit of 
fractional distillation. By twice redistilling all that came over below 
110-6°, however, the weight below the middle point rose to 9-0 grams. 
Allowing a loss of 8-3 gram for each distillation the corrected weight 
would be 9-9 instead of 10 grams. 

With a larger quantity, 250 grains, a fairly satisfactory result was 
obtained even with a “ pear " still-head. In this case the distillate was 
divided int(f three fractions, and the following results were obtained:— 

. ® 

Table 82 



I. 

II. 

III. 

IV. 

V. 

1. Below 98-4° . 

. . 0 

16-2 

21-1 

22-7 

23-2 

2. 95-4—104-7° . . 

. , 43-7 

21-0 

10-9 

6-4 

3-5 

3. 104-7—110-5° . , 

. . 76 0 

39-4 

19-4 

9-6 

6-3 


119-7 

78-6 

51-4 * 

38-7 

33-0 



... ■■ 


= 



The weight below the middle point is clearly approaching a limit, 
the increase being smaller each time; allowing 0-3 gram for loss by 
evaporation in each distillation the last weight would be 23-2 + 1-5 
•>24-7, and the percentage 9-9 instead of 10. 
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Advantages of Efficient Still-bead;— A great saving of time is, how¬ 
ever, effected and a more certain result is obtained by the use of a very 
efficient still-head. Thus, on distilling 300 grams of the above mixture 
through an 18-column Young and Thomas still-head, the first distillation 
gave 21 4 grama hclow the middle point, and a total of 76-1 below the 
boiling point of toluene. On rediatillation of the 7 6'1 grains the weight 
below the middle point was 29-2 grams, so that with no correction for 
loss by evaporation the calculated percentage of benzene would be 9-7, 
and with the larger still-head it would be fair to allow 04 gram for each 
distillation, which would bring up the weight to 3(t-0 grams, and the 
percentage of benzene to 10-0. * 

Mixtures of Three Components.- -The fractionation of a 
mixture of methyl, ethyl, and propyl acetates with a plain vertical still- 
head one metre in length lias already been referred to jp. 105), and some 
details have been given. With so large numbers of fractions and of 
fractional distillations, it would not be possible to distribute the loss by 
evaporation, and by transference from receiver to still, between the 
different fractions, hut the total loss was ascertained in each fractiona¬ 
tion, and we may calculate the percentages on the total quantity of 
material left at the end of each operation instead of on the original 
quantity taken. 

The boiling points of the three esters arc 57-1°, 77-10°. and 101-55° 
respectively, aud the two middle points are therefore 67-1° and 89 35°. 
The percentage weights of distillate below (17-1°, from 67-1° to 89-35°, 
and above 89-35° were read from the curves (Fig. 35, p. Ill) and are 
given below. 

Table 03 



Percentage weight of distillate. 

Number of fractionation. 



- - - --- 


Below 07 V. 

From 67-1° to 89*35'’. 

Above 89-35*. 

1. 

11 a 

74-5 

140 

2 

22-5 

. 45-5 

320 

■j . 

28-5 

41-5 

•' 30-0 

4. 

32-5 

36-5 

310 

5. 

31-0 

38-5 • 

30-{ 

6. 

300 

39-5 

30-5 

7. 

31-6 

38-5 

30-0 

8. 

30-0 

39-0 

31-0 

9. 

29-0 

40 0 

31 0 

10. 

31-0 

39 0 

30-0 

11. 

310 

37-7 

31-3 

12. 

30-5 

38-3 

31*2 . 

Mean of laat 9 per- \ 
centages . J 

307 

386 

80-7 

Percentage taken . 

817* . 

88-8 

80-1 
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*It will be seen that the numbers remain nearly constant alter the 
first three fractionations, and that the mean percentages calculated from 
the last nine distillations agree fairly well with those in the original 
mixture. The actual loss by evaporation must have been greatest for 
methyl acetate and least, for propyl acetate, and the calculated percent¬ 
ages are too low for the first and too high for the second of these esters. 

Advantages of Effloient Still-head.- With an evaporator still-head 
of eight sections the following results were obtained (p. 151)). 

VVeitrht hf methyl acetate taken .... 1(H) 

ethyl ,. t ... . 120 

propyl . 100 

3211 

Weight of distillate below first middle point, 117-95 ; corrected, 1)8-45. 


Weight of distillate between firs! and second 

middle poults ..... 120-7; „ 120-8 

Percentage composition of mixture. Found. Taken. 

Methyl acetate 30-77 3125 

Ethyl. 37-75 37-50 

Propyl. 31-48 31-25 

100 00 100 00 


The distillation was continued until the temperature reached the 
boiling point of propyl acetate. The residue in the still was weighed 
when cold, and the loss, due partly to evaporation and partly to the 
minute amount of liquid left in the still-head, was found to be 0-8 gram. 
It was assumed that of this loss 0-7 gram was due to evaporation, and 
that 0-5 gram was lost below the first- middle point., ()•! between the two 
middle points, and 0-1 above the second middle point. 

The fractionation of the mixture was continued, and the results 
obtained in the secohd complete distillation are given below. 


Weight below first middle point .... 

. 09-5 

Weight between first and second middle points . 

. 118*25 

Weight above second middle point 

. 99*55 


317*3 

f'otal loss. 

2*7 


320*0 


Here, again, it is impossible to distribute the loss correctly between 
the different fractions, and it is best to calculate the percentages on the 
total amount of material left at the end of the distillation. 

Percentage composition of mixture 
Methyl acetate 
Ethyl „ 

Propyl „ 


Pound. Taken. 

. 31 38 31 25 

. 87-27 37-50 

. , 81-37 31 25 

100 00 


100 00 
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, The agreement is better than after a single distillation, and is very 
satisfactory. 

Complex Mixtures. —The separation of isopentane and normal 
pentane (b.p. 27 *95 and 36*3°^; middle point 32*15°) from a mixture 
containing also butanes, hexanes, and a very little pentamethylene has 
been already referred to (p. 113). Taking the weight of distillate 
between 27*95° and 36*3° as 100 in each case, the percentage coming 
over between 27*95° and 32*15° became roughly constant after the*first 
distillation. The variation in this case was greater tihan with the esters 
(40—46, mean 42 per cent in 1| fractionations), but the difference 
between the boiling points of the components is only 8*35° auainst 
20*15° and 22*4°. , 8 

It would appear, then, that in American petroleum, of the two 
paraffins, about 42 per cent consists of isopentane and 58 per cent of 
normal pentane. At the end of the fractionations 101 grams of pure 
isopentane and 175 grams of pure normal pentane were obtained, or 
36*6 per cent of the isoparaffin ; but the loss by evaporation must have 
been greater, and there is never so good a recovery of the more volatile 
component. 

Mixtures of Constant Boiling Point.- For the sake of brevity 
an azeotropic mixture containing two components will be referred to in 
this chapter simply as a “ binary ” mixture, and an azeotropic mixture 
containing three components as a “ ternary ” mixture. 

The quantity of a mixture of constant boiling point may be estimated 
by the distillation method in exactly the same way as that of a single 
substance. The methods of experiment and of calculation are similar 
in all respects. 

Two examples may be given to prove this point; binary mixtures 
of isopropyl alcohol and tertiary butyl alcohol respectively with water 
were mixed with excess of water and distilled with the followine 
results:—• , 6 


Table 64 

lsoraorvi. Alcohol xhd Water 

Boiling points : Binary mixture, 80*37°; water, 100 0° j middle point, 90-2°. 


Mixture taken. 


Binary mixture . 
Water . 


Weight below 
middle point. 


57-7 Observed 57-3 
20 1 Corrected <57-6 

77-8 


Percentage composition of mixture. 

Taken. 


Found. 


Binary mixture . 74-05 
Water. . . 26*95 

100*00 


74*18 
. 2585 


10000 
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Tabu 65 

Trrtiahy Bi tyi, ALCOHOL and Water 
Boiling points: Binary mixture, 79-9’ ; water, 100 0"; middle point, 89 05’. 


Mixture taken. 


Weight Mow 

Percentage composition of mixture. 


middle point. 

Found. 

Taken. 

Binary mixture . 
Waiter . 

58-8 

29-5 

Observed 58*2 
(.-Directed 58*5 

Binary mixture . 66 25 
Water. . . 33 75 

068 

334 

• 

■88’3 

_ _ 

100 00 

1000 


The found percentages have been calculated in both cases from the 
corrected weights of distillate. The agreement is very good in the first 
case and satisfactory in the second. 


Determination ok the Composition ok Azeotropic Mixtures uy 
Distillation 

Binary Mixtures.- Since a mixture of constant boiling point 
behaves like a single substance on distillation, it is possible, if we know 
the composition of the mixture distilled, to calculate that of the binary 
mixture. 

For a mixture of minimum boiling point, the ratio of the weight of 
the component not in excess in the original mixture to the corrected 
weight of distillate below the middle point is equal to the proportion of 
that component in the binary mixture. 

In the ease of a mixture of maximum boiling point, the ratio of the 
weight of the component not in excess to that of the residue after the 
middle point has been reached is equal to the proportion of that com¬ 
ponent in the binary mixture. 

The following examples may lie taken : 

9 

*Tam.e (ill 


I. Normal propyl alcohol anA water, with the latter in excenn. 

Boiling points : Binary mixture, 87-72"; water, 190-0’; middle point, 93-85". 


1 

«r ~ 


Percentage < 

-oinposition of 

Mixture taken. 

Weight below 
i middle point. 

binary mixture. 




1 Distillation 

1 From specific 




method. 

gravity. 

Alcohol 

. . 76*6 

Observed 106-4 

Alcohol . 71-8 

71-89 

Water 

. • .50*0 

Corrected 100-7 . 

Water . 28 2 

28-31 


128-6 


1000 

_ M 

100 00 




. 

.1_ 


The calculation is carried out as follows:— 

Weight o( propyl alcohol, 76-6 grams 
Weight of binary mixture=corrected weight of distillate -106-7 grams. 

, , . , . ,. ' 76-6x 100 „ 

Percentage of alcohol m binary mixture— l ~ - I"8- 


N 
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In the calculation of the composition from the specific gravity of the 
redistilled binary mixture, the necessary correction has been introduced 
for the contraction that occurs on mixing the components. In many 
cases the boiling point of the binary mixture is too near that of one of 
the components to allow of a determination of composition being made 
with that component in excess, but if the boiling point is greatly 
depressed one may frequently determine the composition even when 
the more volatile of the two original components is in excess. 

Thus with methyl alcohol and benzene two separate determinafions 
were made with the following results:— * 

• 

Tablk 07 

J. Benzene in excess. 

Boiling points : Binary mixture, 58-34° ; benzene, 80-2° ; middle point, 69-25°. 
II. Methyl alcohol in excess. 

Boiling points : Binary mixture, 58-34° ; methyl alcohol, 64-7°; 
middle point, 01-5°. 


Mixture taken. 

Weight below middle point. 

Percentage composition 
of binary mixture. 

i. 

II. 


1 . 

II. 


I, 

II. 

Alcohol 51-2 

79-9 

Observed 

128-7 

132-0 

Alcohol 

396 

36-6 

Benzene 103-0 

80-2 

Corrected 

129-2 

132-5 

Benzene 

80-4 

605 

154-2 

180-1 





1000 

!I s 
111 


Non-miscible and Partially Miscible Liquids.- The method is appli¬ 
cable to liquids which are non-miscible or miscible within limits. 

Thus, with isoamyl alcohol and watqr, which are partially miscible, 
the following results wore obtained , 


Tablk 08 

I. Water in excess. 

1 

Boiling points : Binary mixture, 95-15° ; water, 100-0°; middle point, 97-6°. 

II. Isoamyl alcohol in excess. ( 

Boiling points : Binary mixture, 95-15° ; alcohol, 132-05° ; middle 
point, 113-6° 


Mixture taken. 

Weight below middle point. 

Percentage composition 
of binary mixture. 

I. 

* II. 

I. 

II. 

I. 

II. 

Alcohol 38-8 
Water 69-5 

68-3 

42-7 

Observed 76-4 

Corrected 76-9 

85-65 

85-95 

Alcohol 50-5 
Water 48 5 

50-3 

40-7 

108-3 

i_ITT. 

mo 

100-0 

100-0 
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Ternary Mixtures. —When a mixture of three liquids gives rise, on 
distillation, to the formation of a ternary mixture of minimum boiling 
point, the separation may, theoretically, take place in twelve different 
ways, and, in addition to these, if the original mixture has the same com¬ 
position as the ternary mixture, its behaviour on distillation would be 
precisely that of a pure liquid. 

Ethyl Alcohol—Benzene—Water. —As an example we may consider 
mixtures o| ethyl alcohol, benzene, and water. For convenience, the 
components are represented by the initial letters A, B, and IF. 

The possible cases are as follows «— 



First 

fraction. 

Second 

fraction. 

Residue. 

; 

' First 
fraction. 

Second 

fraction. 

Residue. 

1 

A.B.W. 

A. IF. 

W. 

7 

A.B. IF 


A. 

2 


11 . If. 

IF. 

8 



B. 

3 


A.W. 

A. 

9 



W. 

4 


A.B. 

A. 

10 



A.B. 

5 

„ 

11 . w. 

B. 

11 



A.W. 

« 

.. 

A.B. 

B. 

12 



B.W. 



K 

Distilla 

e=A.B. 

V. 




The first six cases, and on redistillation of the first fraction the 
thirteenth, would be those commonly met with. Of the first six, the 
third is unrealisable in practice, owing to the very small difference 
between the boiling points of the second fraction (A. IF.) and the residue 
(ethyl alcohol). 

Mixtures, however, tending to separate in the other five ways 
specified were distilled in order to determine the composition of the 
ternary mixture. 

For the calculation it is necessary to know not only the composition 
of the original mixture, but also’that of the binary mixture forming the 
second fraction. 


Data required.— The boiling points of all possible components and 
the percentage composition of the three binary mixtures are given in 
Table 69! 


Table 8!) 



Boiling 

points. 

Percentage composition. 


'a. 

Jt. 

IF? 

W. . . 

. . . 100 0° 



100 

B. . . 

. . . 80-2 

... 

100' 


A. . . 

. . . 78*3 

100 



A.W. . . 

. . . 7815 

95-57 


4-43 

B.W. . . 

. . . 69-25 

... 

91-17 

8-83 

A.B. . . 

. . . 68-24 

32 36 

67-64 


A.B.W. . 

. . . 64-86 

... 
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The middle points are therefore as follows 


Table 70 


Middle points. 


Fractions. 


.First. 

Second 

I. A.B.W. 

; A. If. 

; If. . 

. * . . . . 71 -55“ 

89-1° 

II. A.B.W. 

; B. If. 

; If.. 

.67-05 

84-6 

IV. A.B. W. 

A.B. ; 

; A. . 

.06-55 

73-3 

V. A.B.W. 

B. If. ; 

B. . 

.07-05 

74-7 

VI. A.B. If. 

A.II. ; 

B. . 

.66-55 

• 

74-2' 


Experimental Results. —In Tjible 71 are given — (a) the actual 
weight of the components in the mixtures distilled, (6) the weights of 


Table 71 
(a) Mixtures taken. 




I. 

11 . 

IV. 

V. 

VI. 

Alcohol 


66-0 

18-4 

75 0 

,8-5 

35-0 

Benzeno 


74-2 

120-0 

108-0 

100-1 

148-3 

Water 


50-5 

62-1 

7-5 

12-1 

7-0 



100-7 

190-5 

190-3 

190-7 

190-9 

(b) Weights below and between the middle points. 



I. 

II. 

IV. 

V. 

VI. 

First. —Observed 


99-5 

94-9 

1000 

97 1 

111-6 

Corrected 


00 0 

95-3 

101 0 

97-5 

1120 

Second. —Observed . 

61-7 

54-0 

47-5 

52-5 

42-6 

Corrected 

51-8 

54-1 

47-6 

52-6 

42-7 

(c) Percentage, composition of ternary mixture. 


I. 

11. 

IV., 

V. 

VI. 

Moan. 

Alcohol 

16-5 

19-3 

17-5 

19-0 

18-9 

. 182 

Benzene . 

74-3 

74-2 

75-1 

73-4 

74-3 

748 

Water 

9-2 

6-5 

7-4 

7-6 

6-8 

75 


100-.0 

100-0 

100-0 

100-0 

100-0 

1000 


distillate below and between the middle points, (c) the calculated petr 
centages of the components in the ternary mixture. 


Method o! Calculation.— In calculating the composition of the 
ternary mixture it is assumed, as before, that the corrected weights of 
the two distillates are equal to those of the ternary and binary mixtures 
respectively which would be obtained if the separation were perfect. 
That being so, in case I., the weight of benzene in the ternary mixture is 
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simply that in the original mixture ; the weight of alcohol is that taken, 
less the amount in the binary mixture, which can be calculated ; the 
weight of water is given by difference. 

The composition of the ternary mixture was also directly determined, 
and it will be seen that the agreement ftith the mean value obtained by 
the distillation method is very satisfactory. 



Direct determination. 

Distillation method. 

.jA.V’ohol 

. . . 18-5 

188 

Benzene, 

. . . 741 

748 

Water . 

. . . 74 

7-5 


1000 

1000 


On the other hand, some of the individual values, notably those of 
alcohol and water in I., differ somewhat widely from the mean. The 
explanation of the rather large errors in this distillation is given below. 

Cases to which the Distillation Method is not applicable. 

When small quantities of alcohol are successively added to water, the 
boiling point is rapidly lowered ; the middle temperature between the 
boiling points of the pure components is, in fact, reached when the 
mixture contains 6-5 molecules per cent of ethyl alcohol. On the other 
hand, water must be added to alcohol until the mixture contains 25 
molecules per cent before the boiling point rises <M° above that of pure 
alcohol, and with equal molecular proportions the rise of temperature is 
only T5 0 . 1 

Very similar results are obtained with normal hexane and benzene ; 
a mixture containing 16 molecules per cent of benzene boils only 0-1° 
higher than normal hexane, and the mixture, which has the boiling point 
74-6°, midway between those of the pure components, contains 79 
molecules per cent of benzene. 2 

In both cases mixtures of minimum boiling point, very rich in the 
more volatile component, arq formed so that the separation would be 
that of the mixture of constant boiling point from that component which 
is in excess. 

Form o! Boiling Point Composition Curve.- It is, however, found 
practically to be impossible in either case to separate the mixture of 
minimum boiling point even from the less volatile component, although 
the difference between their boiling joints is considerable. In both 
cases the boiling point composition curve is very flat where the more 

volatile component is in large excess, and it is in such cases.when the 

curve is very flat at either one end or the other—that one at least of the 
components is exceedingly difficult to separate, and that the distillation 
method caunot be relied on for the determination of composition. 

, ■». 

Ethyl Alcohol and Water. —Thus on distilling ethyl-alcohol-water 

1 Noyes and Warfcl, ** Tin* Boiling Point Curves of Mixtures of Ethyl Alcohol and 
\V%$er,” Joum, Amer. Chem. Soc., 1901, 23. 483. 

* Jackson and Young, “ Speoific Gravities and Boiling Points of Mixtures of Benzene and 
Normal Hexane,” Trans. Chetn. Soc.. 1898, 73, 923. 
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mixtures, containing from 15 to 25 per cent by weight of water, through 
an 18-column dephlegmator and calculating the percentage of water in 
the mixture of constant boiling point in the usual way from the weight 
of distillate below the middle point, values from 7-6 to 8-0 instead of 
4'43 per cent were obtained. Beferring back to the calculation of the 
composition of the ternary ethyl-alcohol-benzene-water mixture from 
the first distillation (p. 180), if we take, 7-8 as the percentage of water in 
the binary A.W. mixture, the calculated composition of the ternary 
mixture becomes : 


Alcohol . 

. 18 2 

Benzene 

. 74-3 

Water . 

. 7-5 


1000 


which agrees very well indeed with that observed. 

General Conclusions.—in the great majority of cases the dis¬ 
tillation method may be safely employed for the determination of the 
composition of a mixture which separates normally into its components, 
provided that a very efficient still-head be employed and that the dis¬ 
tillation be carried out slowly. But it must be borne in mind that from 
a mixture of two liquids it is almost always more difficult to separate the 
more volatile component than the other, and therefore, if the original 
mixture contain a relatively very small amount of that component, a 
second distillation may be necessary, and a large quantity of the original 
mixture will be required in order to give a sufficient amount of distillate 
for a second operation. As regards the separation of three or more 
components from a mixture, it must be remembered that, as a general 
rule, the least volatile component is the easiest, while the intermediate 
components are the most difficult, to separate. 

If a binary mixture of constant boiling point is formed, the com¬ 
position of the original mixture may be determhied if that of the 
mixture of constant boiling point is known ; or if the composition of 
the original mixture is known, that of the mixture of constant boiling 
point may be determined. The method jnay even be applied to the 
determination of the composition of a ternary mixture‘of constant 
boiling point. < 

It appears to be only when the separation of the components (either 
simple substances or mixtures of constant boiling point) by distillation 
is exceedingly difficult that the method is inapplicable. 

The “ middle point ” method was carefully investigated by M"' J. 
Reudler 1 with good results ; it has been used for the determination of 
the'composition of binary and ternary mixtures of constant boiling 
point by Wade, a Atkins and Wallace, 3 Hill, 4 and Merriman 6 ; it has 
frequently been employed by Atkins, and Lecat 8 made use of it in the 

1 “ Eenige Opmerkingen over Sydney Young’s Distillatieregel,” Versl. Amst., 1903-1904, 
13, 968 [Eng. trans. Proc. Amt., 6, 807]. t 

* Tran*. Chem. Soc., 1905, 87, 1656. s Ibid., 1912,101,1179 and 1958. 

J Ibid., 1912, 101, 2467. 5 Ibid., 1913, 103, 1790. 

• “ La Tension de vapeur dos melanges do liquides, Fax^otropiame,” Brussels, 1918. 
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case of more than 350 out of the 1100 azeotropic mixtures examined by 
him. Lecat states on p. 56 that it is only when the separation of 
the fractions by distillation is very difficult that the method becomes 
inapplicable. 

The method has also been found useful for the analysis of commercial 
products such as crude benzene, toluene, etc. 

In the case of very complex mixtures, such as petrol, no attempt is 
ma^e to estimate the relative amounts of individual hydrocarbons 
present, but for commercial purposes 100 c.c. of the “ spirit” is slowly 
distilled under specified conditions usually without, an efficient still- 
head. The initial and final temperatures are noted and the weights or 
volumes of distillate coming over between these limits, the range of 
temperature for each fraction being usually 10°. Some chemists, 
however, consider that an improved, still-head, should be used, and 
Washburn recommends a more complete separation of light oils by 
distillation through a combined Ilempel and constant temperature 
still-head. 1 

1 Rittman and Dean, “The Analytical Distillation of Petroleum," U.S. Bureau of 
Mines, Washington, 1916, Hull, 12/5, Petroleum Technology, 34; Lomax, “Testing and 
Standardisation of Motor Fuel,” ./. I ml. Pet. Tech., 1917-18, p. 6; AnfilogofT, “ Distillation 
Test of Petrol,” J. Hoc,. Chem. Ind„ 1918, 37, 21 T; Phillips, “Some Laboratory Tests on 
Mineral Oils,” J. Inst. Pet. Tech., 1919; ./. Soc. Chem. Ind., 1919, 38, 393 R; Dean, “Motor 
Gasoline Testing,” U.S. Burma of Mines Technical Pa/irr, 214, Petroleum Technology , i)2; 
Luynas-Bordas Apparatus as used in France, ./, Soc. Chem. Ind.. 1920, 39, 220 A.; F. M. 
Washburn, “Constant Temperature Still-head for Light Oil Fractionation,” ./. Ind. and 
Eng. Chem., 1920, 12, 73. 



CHAPTER XVII 

• 

METHODS BY WHICH THE COMPOSITION OF MIXTURES OF CONSTANT 
BOILING POINT MAY BE DETERMINED 

1. Distillation Method.-- In the last chapter it has been shown 
how the composition of an azeotrofiic mixture may be ascertained from 
the weight of distillate that comes over below the middle point, when 
a mixture of known composition is distilled. This method is generally 
but not universally applicable. 

There are several other methods by which the composition of a 
mixture of constant boiling point may be determined. 

2. By Separation of Pure Mixture.- The most accurate method 
—applicable, however, only to those mixtures for which the first method 
can be employed- -is to separate the mixture of constant boiling point 
in a pure state by fractional distillation and to determine its com¬ 
position either («) by chemical analysis, (b) by the removal of one 
component, (c) from its specific gravity, (d) from its refractive power, 
(e) from its rotatory power or from some other physical property. 

(a) If one of the substances is an acid, or a base, the ordinary 
methods of volumetric analysis may be conveniently employed, or if 
one component contains a halogen, sulphur, etc., Vhe amount of that 
element may be determined; but this method is not, as a rule, to be 
recommended. 

(b) When one component is easily soluble in water, and the other 
insoluble, or nearly so, for example alcohol and benzene, a fifirly accurate 
result may be obtained by shaking the mixture with water in a separat¬ 
ing funnel and washing the insoluble component once or twice, with 
water. The volume of this component at a known temperature may 
then be ascertained or its weight determined, but there is inevitably 
some loss by evaporation and by adhesion to the sides of the separating 
funnel and to the solid dehydrating agent, if this is added. As a rule, 
also, u little, of the component that is insoluble in water remains dis¬ 
solved by the aqueous solution of the other constituent, and to obtain 
an accurate result, it would be necessary to distil this solution, and to 
treat the first small portion of the distillate with more water in order' 
to separate the remainder of the,insoluble component. 

This method was employed for the direct determination of the 
edmpoeition of the ternary mixture of ethyl alcohol, benzene, and water 
184 
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(p. 181), the benzene being determined in the manner described above 
and the alcohol from the specific gravity of the aqueous solution. 1 It 
was frequently employed by Lecat. 

(c and d) As the specific gravities and refractive powers of mixtures 
are not usually strictly additive properties, it is almost always necessary 
to determine the values for a prepared mixture of about the same com¬ 
position as that which boils at a constant temperature or, better, to 
determine the values for a series of mixtures in order to find what 
correction-must be applied. Such series of determinations of specific 
gravity have been made by different observers in the case of mixtures 
of the lower alcohols with water 2 and by Brown 3 for some other pairs 
of liquids. The specific refractive powers have been determined for 
several series of mixtures by Lehfeldt, 4 by Zawidski, 5 and others. 

(e) The composition of several binary mixtures was determined by 
Lecat from their rotatory power. 

’ 3. Method of Successive Approximations. - Mixtures of 

different composition may be distilled, and, by successive approxima¬ 
tions, that mixture may finally be made up which distils («) at a constant 
temperature, or (b) without change of specific gravity. 

(a) This method was employed by iioscoe and Uittmar 8 in the case 
of mixtures of strong acids with water, and by Ryland 7 to ascertain the 
approximate composition of the large number of mixtures of constant 
boiling point examined by him. 

(b) If the boiling point of the mixture differs only slightly from that, 
of either of the pure components, observations of the temperature would 
be useless, but we may find what mixture gives a distillate of the same 
specific gravity (or refractive power) as itself, or, better, collecting the 
distillate each time in three or four fractions, we may proceed until the 
first and last fraction have the same specific gravity. The last method 
has been employed in the case of ethyl alcohol and water, 8 and the 
following results viete. obtained with the two last mixtures : 


Tabu: 72 


1. 

Weight of fraction. 

i li¬ 

sp. gr. at, r/4". 1 Weight of fraction. 

Sp. gr. at, 0 /4*. 

23-6 , . . 

. 0-81U3U 21 -2 . . 

. 0-81946 

73*4 

(MO , . 


27 0 . . 

0-81027 2B0 

. 0-81003 


15-0 



20 1 . . 

0-81054 

1 Young and Fortey, “The Projterties of Mixtures of the Lower Alcohols with Benzene 
and with Benzene and Water,” Tran*. C'hem. >Soc., 1902. 81, 739. 

* Young and Fortey, “ The Properties of Mixtures' of the Lower Alcohols with Water,” 
ibid., 1902, 81, 717. 


* F. D, Brown, “Theory of Fractional Distillation,” ibid., 18711,*35, 347: “On the Din- 
tilUtion of Mixtures of Carbon Disulphide and Carlton Tetrachloride,” ibid., 1881, 39, 304. 

4 Lehfeldt, “ On the Properties of Liquid Mixtures,” Part II, Phil. Mag., 1898 [V] 46, 42. 
4 Zawidski, “ On the Vapour Pressures of Binary Mixtures of Liquids,” Zeifnchr. phyeilc. 
Chem., 1900, 36, 134. 

8 Roscoe and Dittmar, Quart. Journ. I'hem. HfK., 1860, 12, 128: Roscoe, ibid., 1861, 13, 
146; 1862, 16, 270; Froc. Roy. Soc., 1862, 11, 493. 

7 Ryl*nd, “Liquid Mixtures of Constant Boiling Point,” Amer. Chetn. Journ., 18JI9, 
384. * Young and Fortey, he. cit. 




CHAP. 


186 DISTILLATION PRINCIPLES AND PROCESSES 

In the first case, the last fraction has a lower specific gravity than 
the first, showing that alcohol was in excess; in the second case it is 
the first fraction which has the lower specific gravity and therefore 
there was excess of water in the still. It is clear that the specific 
gravity of the mixture that distils without change of composition must 

be between those (0-81936 and 
0-81946) of the first fractions 
in these distillations. 

Mapping the specific gravi¬ 
ties as abscissae against the 
weights of distillate as ordi¬ 
nates in each case, it is found 
that the lines slope almost 
equally, the first to the left 
and the second to the right 
(I. and II., Fig. 69), and it 
may therefore be assumed that 
the required specific gravity 
is 0-81941, the mean of the 
other two. If the two lines are produced, they intersect each other 
at a point between 0-81941 and 0-81942. 

According to Mendelceff's tables, the percentage of alcohol in a 
mixture which has the specific gravity 0-81941 at 0°/4° is 95-57. 

Wade and Merriman 1 adopted the same method, the only modifica¬ 
tion being- the substitution of algebraical for graphical interpolation. 
From their distillations under normal atmospheric pressure they found 
that the mixture of minimum boiling point contained 95-59 per cent of 
alcohol. 

In calculating the composition from Mendeleefl’s data they used a 
differential method of interpolation which is probably more accurate 
than the graphical method employed by Fortey and Young. They find 
that the specific gravity 0-81941 corresponds to 95-62 per cent of alcohol. 
In any case the agreement is very satisfactory. The method of succes¬ 
sive approximations was employed by Lecat in the majority of cases, 
the results, however, being usually verified by other methods. 

f 

4. Graphically from Vapour Pressures or'Boiling Points.— 

If the vapour pressures at constant temperature, or the boiling points 
under constant pressure, of a series of mixtures of known composition 
have been determined, these values may be mapped against the per¬ 
centages of one of the components, and the percentage corresponding to 
the maximum or minimum pressure or temperature can then be read 
off. The pressure 1 (molecular) composition curve for carbon disulphide 
and methylal a is shown in Fig. 70, but it will be seen that while the 
maximum pressure can be read with considerable accuracy the corre- 

1 “ Influence of Water on the Boiling P/iint of Ethyl Alcohol at Pressures above and below 
the Atmospheric Pressure,” Tranj. Chem. Soc., 1011, 99, 097. 

. * The molecular weights of these two substances are equal and the molecular percentages 
are therefore equal to the percentages by weight. 



Spttitle qmity 

Fia. 00.—Ethyl alcohol an water. 
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sponding percentage of carbon disulphide can only be roughly estimated. 
The same objection applies to the boiling-point composition curve. 



0 » 4J " M W 

tkUfultr ptntnUp a! li trim itsvlphuU 

Fio. 70.—Carbon disulphide and methykl. 


5. Graphically from Composition of Liquid and Vapour.— 

If the relative composition of vapour and liquid has been determined 
for a series of mixtures, the composition of the mixture of constant 
boiling point may be ascertained in various ways. 



Percentage by Weight of MCI. <* iu?utd . 

Fig. 71.—Hydrogen chloride and water. 

(а) The percentages by weight m or the molecular percentages m 
of one component in the liquid may be plotted against the percentages 
m' or m' of the same component in the vapour. 1 

(б) The ratios R of the weights, or of the number of grammolecules, 
of the two components A and B in thg liquid may be mapped against 
the corresponding ratios R’ in the vapour. 

1 Rayleigh, “ On the Distillation of Binary Mintons,” Phil. Mag., 1902 [VI], 4, 621. 
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(e) The logarithm's of these ratio? may be plotted in the same way. 1 
Whichever method is adopted, the composition will be given by that 

point on the curve at which 
the ordinate and abscissa have 
the same value or, in other 
words, by the point of inter¬ 
section of the curve with the 
straight lino corresponding to 
equal values of m and m', m 
and m', R and R', or log R 
and log R'. 

As an example of the first 
method, Lord Rayleigh’s deter¬ 
minations of the composition 
of liquid and vapour for mix¬ 
tures of hydrogen chloride and 
water (Fig. 71) may be men¬ 
tioned; 2 Vrevskij 3 employed 
this method in the case of 
aqueous solutions of some of 
the alcohols. For the second and third methods we may take the 
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Fig. 72. -Carbon disulphide and niethylal. 



results obtained by Zawidski for mixtures of carbon disulphide and 
methylal (Figs. 72 and 73). 

6. Graphically by means of Brown’s Formula.— The relative 
number of molecules (or the relative weights) of the components in the 

1 Lnlifpldt, he. cil. 1 Rayleigh, he. eit. 

3 Vrovskij, Zeitschr. phyetk. Chem., 1913, 83, 851. 
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liquid m a and m b and in the vapour m' a and m'„ may be calculated 

from the experimental observations and the values of M 11 • M ' plotted 

m 'a m b 

against the percentage number of molecules (or percentages by weight) 
of one component, • 

The percentage corresponding to M ,? ■ Mi = l is that required. 

m A m b 

Here, again, we may make use of Zawidski’s data for carbon di¬ 
sulphide and methylal (Fig. 74). 



Fig. 74.—Carbon disulphide and methylal. 

Results obtained. —For benzene and ethyl alcohol the. results given 
in Table 73 have been obtained. 


Table 73 

I’crccntaKc of 

benzene by weight. Temperature. 

07-04 t boiling point under 
j normal pressure. 

. . 72-1 50 r>i° 

. . 71-3 50° 

. . 71-3 50“ 

When the mixture that distils without change of composition boils 
at almost exactly the same temperature as one of the components, it is 
probable that methods 5,6, and 3 b are the only ones that can be relied 
upon, and it is on the first and second of these methods that the con¬ 
clusion is. based (p. 92) that benzene forms a mixture of constant 
boiling point with carbon tetrachloride, while the exact composition of 
the ethyl-alcohol-water mixture has been determined by method 36.. 


Method. * Observer*. 

1. Young ani Fortey 

2c. 

26. Ryland 

26. . . 

5c. Lehfeldt 









CHAPTER XVIII 

INDIRECT METHOD OF SEPARATING! THE COMPONENTS OP A MIXTURE OP 
CONSTANT BOILING POINT 

Distillation after the Addition of a Third Substance.— It has 

been pointed out that there are many cases in which the two components 
of a mixture cannot be separated by fractional distillation, owing to the 
formation of a mixture of constant boiling point. It is, however, some¬ 
times possible to eliminate one of them by adding a third substance and 
then distilling the mixture. 1 

Formation of Binary Mixture of Minimum Boiling Point. 

—Suppose, for example, that we have a mixture of isobutyl alcohol and 
benzene containing 10 per cent by weight of the alcohol. The com¬ 
ponents cannot be separated by fractional distillation, because a mixture 
of minimum boiling point (79-93°), containing 9-3 per cent of isobutyl 
alcohol, is formed. Neither can they be satisfactorily separated by 
treatment with water, owing to the fact that the solubility of isobutyl 
alcohol in benzene is greater than in water. 

If, however, a little water be added and the mixture be distilled, 
the first fraction will consist of the binary mixture of benzene and water, 
boiling at 69-25° and containing 91-2 per cent of benzene. 

In order to remove the benzene, all that is necelsary is to add water 
to the mixture in the ratio of 8-7 to 100 parts by weight and to distil 
with an efficient still-head. The mixture will then tend to separate 
into (a) the binary benzene-water mixture (b.p. 69-25°), and (b) pure* 
isobutyl alcohol (b.p. 108-05°). Here the difference between the boiling 
points is considerable, and the separation is an easy one. 

If too much water were added we should have, as an intermediate 
fraotion, the binary alcohol-water mixture which boils at 89-8°. and 
contains 66-8 per cent of the alcohol. 

If, on the other hand, too little water were added, only a part of the 
benzene would be carried over with it and the remainder would form the 
binary benzene-aleohol mixture; the residue in either case would con¬ 
sist of pure isobutyl alcohol. 

The method has been employed in a number of oases by Golodetz. a 

1 Young, “ The Preparation of Absolute Alcohol from Strong Spirit,” Trans. Chen. Soc., 
1902, 81, 707; Young and Fortey, " The i^roperties of Mixtures of the Lower Alcohols with 
Benzene and with Benzene and Water,” ibid., 1902, 81, 717. 

.* Golodetz, J. Russ. Pkys. Chm. Ots., 1911, 43', 1041; Clem. Zenir., 1912, 1, 09. 
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Formation of Ternary Mixture of Minimum Boiling Point. 

—The substance added sometimes forms a ternary mixture of constant 
boiling point with the two components of the original mixture, but the 
relative weights of these components in the ternary mixture differ from 
those in the binary mixture of constant^boiling point which they them¬ 
selves form. 

Tertiary Butyl Alcohol and Water with Benzene.— Take, for example, 
the case of tertiary butyl alcohol and water. This alcohol is a crystal¬ 
line solid, ipelting at 25-53° and boiling at 82-55°; when liquefied, it 
is miscible with w&ter in all proportions and forms with it a mixture 
of constant boiling point (79-91°) containing 88-24 per cent of the 
alcohol. 

The difference between the boiling point of the binary mixture and 
of the alcohol is only 2-64°, and the separation of the last traces of water, 
or rather of the binary mixture, from tfie alcohol by distillation is 
difficult. It was not, in fact, found possible to obtain the alcohol quite 
pure by this method, the highest melting point of the distilled alcohol 
observed being 25-25°, and the boiling point 82-45°. 

Fractional crystallisation gave a better result, the melting point of 
the recrystallised alcohol being 25-43°. 

Eventually, however, it was found that the last traces of water 
could best be removed by distillation with benzene, both the melting 
and boiling points (given above) of the residual alcohol being higher 
than those of the product purified by recrystallisation. Table 74 gives 
the boiling points and the composition of the binary and ternary mix¬ 
tures and the boiling points of the single components. 


Table 7+ 



Boiling 

Percentage composition. 

• 

point. 

Alcohol. 

Benzene. 

Water. 

Water. 

100-0° 



100 

Tertiary butyl alcohol . . 

82-55 

100 



Benzene .• .. 

80-2 


UK) 


Alcohol-water .... 

79-9 

88-24 


li-76 

Alcohol-benzene • 

73-95 

36-6 

03-4 


Benzene-water .... 

09-26 


91-17 

8-83 

Alcohol-benzene-water 

67-30 

21-4 

70-5 

8-1 


It will be seen that the ratio of water to alcohol in the binary mixture 

11*76 8*1 

= — —-0-133 and in the ternary mixture = —- =0-379, so that the 
00*24 21 *4 

latter contains nearly three times as much water, relatively to the 
alcohol, as the binary mixture does. 

Not only can we remove the last traces of water from the nearly pure 
alcohol by means of benzene; but it is also possible to obtain the pure 
alcohol from the binary alcohol-water mixture. 
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OHAP. 


Suppose that we start with 100 grams of this mixture; the water in 

it, 11-76 grams, would require * *** '^ = 102 grams of benzene for 

0*1 


conversion into the ternary mixture, and if a perfect separation could 
be effected by a single distillation of the mixture, 145 grams of the 
ternary mixture and 57 grams of alcohol would be obtained. In prac¬ 
tice, however, we should get a rather smaller amount of the ternary 
mixture, a little binary alcohol-benzene mixture, and a residue of alcohol, 
the second and third fractions still containing a little water. 

It is better to add a larger amount of benzene, sdy 125 grams, in-the 
first place, when the quantity of the second fraction (alcohol-benzene) 
will be increased and the smaller amount of residual alcohol will be 
obtained free from water in a single operation. 


Results of Distillation. -In an actual experiment, 117-5 grams of the 
alcohol-water mixture (containing 103-7 grams of tertiary butyl alcohol 
and 13-8 grams of water) with 145 grams of benzene were distilled 
through a 5-section “ evaporator ” still-head of the original form, and 
the following fractions were collected : — 


Temperature run«( 

1. 07-3—7(Ni° . 

2. 70 0—78-2 

3. 78-2—82-55 . 

Residue, alcohol 

IaOSH . 


The residue solidified 

If the separation had been complete, the fractions would have had 
the composition stated in Table 75, but the first* fraction must really 
have contained rather more, alcohol and less benzene and water, and the 
second rather more benzene and a very little water. The third fraction 
must have contained some benzene with the dry alcohol. 

Treatment of “ Fractions.”— The first fraction separated into two 
layers, the lower one consisting chiefly of alcohol and water with a little 
benzene, the upper one of benzene containing some alcohol and a little 
water. By adding more water in a separating funnel, running off the 
aqueous alcohol and washing the benzene repeatedly with small quan¬ 
tities of water to extract the remaining alcohol, a dilute aqueous solution 
of the alcohol could be obtained almost free from benzene, and by 
fractional distillation almost the whole of the alcohol could be recovered 
in the form of the binary alcohol-water mixture of constant boiling 
point. 

Theoretically, the weight of this mixture would be 41-0 grams, and 
to remove the water 41-8 grams'of benzene would be required. But the 
second fraction contains about 25 grams of benzene, and it would be 


Table 7f> 

Theoretical composition. 


Weight. 

Alcohol. 

Benzene. 

Water. 

109-3 

30-2 

119-4 

13-7 

3!MI 

14-0 

23-3 


18-9 ] 

1 ro - 



33-8 J 

1 ■’ 2 ' 1 




0-0 


202-5 
on cooling. 
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necessary, in practice, to add about 35 grams more, making altogether 
about 60 grams. 

On mixing together the recovered alcohol-water mixture, the second 
fraction, and the additional benzene we should have a liquid of approxi¬ 
mately the following composition, 


Alcohol 

. , 50-8 

Benzene . 

. . . CO-3 

Water 

. . . 4-8 

• 

115 0 


The mixture should now be distilled, the first two fractions collected 
as before, and the distillation stopped wheh the second middle point is 
reached ; fraction 3 from the first distillation should then he added to 
the residue in the still and the distillation continued. The results 
would, theoretically, be those given in Table 70. 


Table 7(i 

Theoretical composition. 


Temperature range. 

Weight. 

Alcohol. 

15enzc.no. 

Water. 

1. 07-3—706° . . 

. 59-3 

12 7 

418 

4-8 

2. 70-6—78-2 . . 

. 29-2 

10*7 

18-5 


3. 78-2—82*55 . . 

Residue of alcohol . 

• 18-9 1 40 ..) 

. 27-4 j 40,1 




Amount of Alcohol recovered.— No doubt the quantity of alcohol 
actually recovered would be somewhat less than this, but it should be 
at least 20 grams, giving a total of, say, 54 grams out of 103-7. More¬ 
over, the remainder of the alcohol, except the small amount actually 
lost by evaporation, could he recovered in the form of the alcohol-water 
mixture of constant boiling point. 

Advantage o! Larger Quantities.— Working with larger quantities the 
result would be much better, for fraction 3 remains nearly the same 
whatever the quantity distilled, and fraction 2 need not be made much 
larger. 

Thus, on distilling 300 grams of the alcohol-water mixture, contain¬ 
ing 264-7 grams of alcohol, with 340 grams of benzene, the weights of 
the fractions’would be 435-6, 52-1 and 21 respectively; leaving 131-3 
grams of pure alcoh»l, or nearly half the total quantity. Moreover, the 
second distillation would give a much more satisfactory result. Re¬ 
covering the alcohol as the binary mixture with water, adding fraction 
2 and 95 grams of benzene, and distilling in the same manner as with the 
smaller quantity, the weights of the fractions would be 153-1,-31-7, and 
21-0 respectively, with a residue of 68 grams of alcohol. The first 
fraction would also be large enough for a third operation which would 
yield, say, an additional 20 grams of pure alcohol. It would, in fact, 
be possible to recover about 215 out of the 264-7 grams of alcohol in 
the pure state, with very little actual loss. 

.Alcohols—Water—Benzene.— It has been pointed out that the 
monhydric aliphatic alcohols may be regarded, on the one hand, as alkyl 

o 
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derivatives of water and, on the other, as hydroxyl derivatives of the 
paraffins; and that, as the complexity of the alkyl group increases, the 
properties of the alcohols recede from those of water and approach those 
of the paraffins or of benzene. 

Methyl Alcohol.— Methyl alhohol and water may be separated from 
each other without difficulty by distillation with an efficient still-head, 
because their properties are so similar, and their boiling points so far 
apart that a mixture of minimum boiling point is not formed,.and, 
indeed, the boiling point-molecular composition curje is nowhere nearly 
horizontal. 

Methyl alcohol and benzene cannot be separated from each other by 
distillation, because their properties are so dissimilar that a mixture of 
minimum boiling point is formed, and, as its boiling point is much lower 
than that of the binary benzene-water mixture, no separation can be 
effected by adding water and distilling. A ternary mixture does not 
come over, but the first fraction still consists of the benzene-alcohol 
mixture of constant boiling point. 

On the other hand the methyl alcohol may readily be extracted from 
its mixture with benzene by shaking with water, because, although the 
alcohol is miscible in all proportions both with benzene and with water, 
it resembles water much more closely, and its solubility in that substance 
may perhaps be said to be greater than in benzene. 

The greater the molecular weight of an alcohol, or, in the ease of 
isomers, the higher the boiling point, the more difficult is the extraction 
of the alcohol from a solution in benzene by means of water; with 
isobutyl alcohol the process is very slow indeed. 

Ethyl, Isopropyl, Normal Propyl, and Tertiary Butyl Alcohol— Ethyl, 
isopropyl, normal propyl, and tertiary butyl alcohol all form binary 
mixtures of minimum boiling point both with water and with benzene. 
Pure ethyl alcohol cannot be obtained, even from its very strong 
aqueous solution, by distillation because its boiling point is so very 
little higher than that of the alcohol-water mixture; and, on account of 
the similarity of the properties of the. two substances, dehydrating 
agents act in a very similar manner on them, and it is only under very 
special conditions and, apparently, only with one dehydinting agent— 
freshly ignited lime—that the last traces of water jan be removed. 

Each of the four alcohols, however, forms a ternary mixture of 
minimum boiling point with benzene and water, and the latter substance 
may be removed from the strong alcohols by distillation with benzene. 

The method has been employed since 1908 by Kahlbaum of Berlin 
for the production of absolute ethyl alcohol from strong spirit. 

Normal hexane gives very good result®, hut is less easily obtain¬ 
able than benzene. Leeat has tried cyclohexane as a substitute, and 
Chavanne 1 has investigated the behaviour of a number of substances 
when distilled with ethyl alcohol and water and has observed the forma¬ 
tion of several ternary mixtures of minimum boiling point. 

1 Chavanne, “ Sur one application da la methode da Young poor la preparation da i’alcool 
a taolu," Bull. Soc. Chim. de Bdg, 1913, 27, 205. Sae also Gompt. Hand., 1914, 158, 1698. 
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Iaobatyl Alcohol—Isobutyl alcohol does not form a ternary mixture 
of minimum boiling point with benzene and water, and when a mixture 
of these three liquids is distilled, the first portion of the distillate con¬ 
sists, as has been stated, of the benzene-water mixture which boils at 
69'25°. 

Higher Alcohols.— Benzene may, in fact, be removed from isobutyl 
alcohol or any other of higher boiling point by adding sufficient water to 
form the binary benzene-water mixture and distilling with an efficient 
still-head ; or, conversely, water may be removed by adding the 
' requisite amount of benzene and distilling the mixture. 

General Statement. —Thus, it is possible to extract water from 
the alcohols—except methyl alcohol—by adding benzene and distilling, 
and to extract benzene from the higher alcohols by adding water and 
distilling. 

Atkins 1 has used this method successfully for the dehydration of 
certain solid substances such as lacvulose. Absolute alcohol is first 
added to the moist laevulose in a flask and then benzene, preferably in 
excess. The flask, provided with an efficient still-head, is then heated 
over a water-bath and the distillate is collected. Almost the whole of 
the water comes over in the first turbid fraction (ternary alcohol-water- 
benzene mixture, b.p. 64-85°); the next fraction consists of the alcohol- 
benzene binary mixture boiling at 68-25°, and the rest of the water is 
carried over with this; the residual liquid is benzene free from water 
and alcohol. The greater part of this is distilled off, and the small 
amount remaining in the flask is removed by means of a current of dry 
air. The method is especially useful when the solid is liable to soften, 
melt, or decompose at a temperature sufficiently high for the water to 
be expelled by direct heating. 

1 Atkins, “ Preparation of Anhydrous Solids,” Trans. Ckem. Soc., 1916, 107, 910. 
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Purposes for which Fractional Distillation is required. Inter¬ 
pretation of Experimental Results. Choice of Still-head, 
Number of Fractions, etc. 

Purposes for which Fractional Distillation is required. 

—Fractional distillation may be employed for various purposes, of which 
the following are among the most important:— 

1. The isolation of a single substance from a mixture with the 
smallest possible loss. 

2. The separation of the components from a mixture of known 
qualitative composition. 

3. The determination of the quantitative composition of a mixture 
of which the qualitative composition is already known, or the, deter¬ 
mination of the quantitative composition of a mixture of constant 
boiling point. 

4. A general study of the qualitative and quantitative composition 
of a complex mixture when only the general nature of the chief com¬ 
ponents is known, or when it is definitely known that certain substances 
are present but it is not known what others theramay be. 


1. Thf. Separation of a Sinole Substance from a Mixture • 
with the Smallest Possible Loss 

When a pure substance is to be isolated from a mixture, the pro¬ 
cedure will be somewhat simplified if the true boiling point of the chief 
component is already known. 

In any case a careful record should be made of the temperature ' 
range and weight of each fraction, and we may then either calculate the 
values of Aui/Af (p. 103) or plot the total weights of distillate against 
the final temperatures of the fractions. 

Much time will be saved if an improved still-head is employed ; for 
liquids of high boiling point, the " pear,” and for volatile liquids the 
" evaporator ” apparatus may be especially recommended. 

Interpretation of Results. First Case.— If the results ob¬ 
tained by the distillation of the liquid under examination give a curve . 

106 
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similar in form to Fig. 75, we may conclude that there is present a 
relatively small quantity of some impurity of much higher boiling point, 
but that impurities more volatile than 
the chief component are absent. 

As the temperature shows no apprc ; 
ciable rise until towards the end of the 
distillation, the first fraction will have a 
perfectly constant boiling point when 
redistilled, and wt; may conclude that 
it will most probably consist of the 
pure substance required. In the second 
and subsequent fractionations the 
greater part of the distillate from the 
first fraction may, in each case, be 
taken as most probably pure and will 
not require to be redistilled. The separa¬ 
tion of the liquid of constant boiling point will in such a case as this be 
an easy one. 

Proofs of Purity.—Even, however, if the true boiling point of the 
pure substance is known, and if the observed boiling^roint agrees with 
it, we cannot be absolutely sure of the purity of the liquid unless we 
know—from the method of preparation—that there, is no possibility of 
the formation of a mixture which distils without change of composition 
at practically the same temperature as the pure liquid. If we can be 
sure that the original mixture contains only substances which are very 
closely related to each other, such as members of a homologous series, 
the problem will be much simplified, for it may then be concluded with 
certainty that no mixture of constant boiling point can be formed. 

If any doubt exists and if the specific gravity of the pure liquid is 
accurately known, it is best to determine that of the distillate : if both 
the boiling point add the specific gravity of the distillate agree with 
those of the pure substance, we may conclude with confidence that the 
distillate is really pure. Instead of the specific gravity, the refractive 
index, the vapour density, the melting point (if the liquid can be easily 
solidified), of some other physical constant may be determined for com¬ 
parison, or a chemkal analysis of the liquid may be made. 

Hexane and Benzene.— Suppose, for example, that the original 
liquid consisted chiefly of normal hexane, and that we were unacquainted 
with the previous history of the specimen ; there would be the possi¬ 
bility of the presence of some benzene. A mixture of normal hexane 
and benzene containing as much as 10 per cent of the aromatic hydro¬ 
carbon boils at almost exactly the same temperature as pure hexane, 
and therefore the presence of the benzene could not be detected, and the 
impurity could not be removed, by fractional distillation. The high 
specific gravity of the distillate would, however, show that some other 
substance besides normal hexane was present. 

If, on the other band, it were known that the hexane had been pre- 
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pared synthetically from pure propyl iodide by the action of sodium, 
there would be no possibility of the presence of benzene. 

Ethyl Alcohol and Water.— Ethyl alcohol containing, say, 15 or 20 
per cent water would behave in the manner indicated by the same curve 
(Fig. 75), but, in this case, even with the most efficient still-head, we 
should not have pure alcohol in the first part of the distillate, nor even 
the pure mixture of constant boiling point, but a mixture containing at 
least 6 and probably as much as 7 or 8 per cent of water, for the mixture 
of constant boiling point which contains 95-6 per'cent of alcohol is 
extremely difficult to separate from water, although there is a wide 
difference between the two boiling points. 

In this case, again, the boiling point of the binary alcohol-water 
mixture is so slightly lower than that of pure alcohol that the reading of 
the thermometer—unless very accurate—would hardly be sufficient to 
distinguish with certainty between the two. 

Isopropyl Alcohol and Water, —With isopropyl alcohol and water, 
similar results would be obtained except that the difference between the 
boiling points of the pure alcohol and of the binary mixture is sufficiently 
great for the two to be distinguished without difficulty by the observed 
temperature, and also that the binary mixture can be separated in a pure 
state from water. 


Second Case. —Figure 76 represents the separation of a liquid of 
constant boiling point from a mixture which contains only much more 
volatile impurities. The separation is 
an easier one than the last since it is the 
least volatile component that is to be 
isolated. If the temperature remains 
constant for a considerable time and 
shows no rise whatever at the end of the 
distillation, the last* portion need not be 
redistilled, and in subsequent fractiona¬ 
tions the distillation may be stopped 
as soon as the maximum temperature 
has been reached, and thetresidue may 
be taken as pure. , 

Here, again, it is possible that we may 
be dealing with a mixture of maximum 
boiling point as, for example, in the separation of the binary mix¬ 
ture of chloroform and methyl acetate from a slight excess of the 
ester, but it is less probable, for mixtures of maximum boiling point are 
not met with so frequently as those of minimum boiling point. It is 
also possible, though less likely, that we might have a mixture of 
minimum boiling point containing neither substance in excess but con¬ 
taminated with a more volatile impurity. , 



'Weight of Distillate 

FlG. 76. 


Third Case, —A curve like .that in Kg. 77, would result from the 
distillation of a liquid containing an impurity, the boiling point of 
which was not much higher than that of the chief component. 
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The separation in such a case would he much more difficult, and 
several fractionations would be requited before the boiling point of the 
first fraction became quite constant. When the boiling points of the 
components of a mixture are very near together and the chemical 
relationship is not very close, mixtures <5f constant boiling point are not 
unlikely to be formed ; that is the case, for example, with carbon tetra¬ 
chloride and benzene, and it would be practically impossible to separate 
either pure tetrachloride or the mixture of constant boiling point from 
any mixture of the^wo substances, although benzene, if present in large 
excess in the original mixture, could be separated in a pure state by 
repeated fractionation. 

Fourth Case. —A curve such as that in Fig. 78, would represent 
the behaviour on distillation of any mixture—such as that last-named 
with benzene in large excess—in which the chief component was the less 
volatile, but in which the difference between the boiling points of the 




components was small. The separation of the chief component would 
almost invariably he easier than in cases represented by Fig. 77. 
Indeed, Fig. 78 bears the same relationship to Fig. 77 as Fig. 76 to 
Fig. 75. 

Here, again, the highest fraction might consist of a mixture of 
maximum bailing point such as chloroform-methyl acetate ; (b.p. 64-5°) 
with chloroform (b.p. 60-5°) in excess; or, less probably, of a mixture 
of mini mum boiling point containing a more volatile impurity, as, for 
example, the isopropyl alcohol-water mixture (b.p. 80-35°) with a little 
ethyl alcohol (b.p. 77-3°). 

Fifth and Sixth Cases. — The curves in Figs. 79 and 80 
represent the distillation of liquids which contain impurities of both 
greater and less volatility. In the case of Fig. 79, the boiling points of 
these impurities are far removed from that of the substance to be 
separated ; in the case of Fig. 80 they are near it. Such separations 
as these have very frequently to be carried out. 

When, for example, benzene is nitre ted by treatment with nitric and 
sulphuric acids, some of the benzene is usually unacted on, while a 
certain amount of dinitrobenzene is formed. Here the boiling point 'of 
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the chief component, nitrobenzene, is very much higher than that of 
benzene and far below that of dinitrobenzene, and the separation is 
therefore an easy one. If pure benzene is used for the preparation, and 
the mixture is distilled through a “ pear ” still-head with, say, 12 bulbs, 
the collection of pure nitrobenzene may be commenced after the second 
or third fractionation. 

When, however, the boiling points are not so far apart, as, for 
example, in the separation of ethyl acetate from methyl and propyl 
acetate, the process is tedious if an ordinary apparatus is used (p. 105), 
and even with a 5-column “ evaporator ” still-head several fractiona¬ 
tions are required (p. 159), for the middle substance is always more 
difficult to separate than the others. 

If the boiling points of the components are very near together 
(Fig. 80) the separation of the middle substance is extremely trouble- 




Fia. 79. ' Fig. 80. 

some, and there is greater probability that mixtures of constant boiling 
point may be formed than in the cases previously considered. 

Other Oases. —Other cases than those referred' to may be met with, 
for example a liquid may contain only impurities of greater volatility, 
but the boiling points of some of these may be near, those of others far 
below that of the chief component. The most volatile iinpurities in 
such a case will be easy to remove, while the less volatile will only be 
eliminated with difficulty and the distillation will Lorres pond to those 
represented by the curve in Fig. 78 rather than in Fig. 76. 


2. The Separation op the Components from a Mixture op 
Known Qualitative Composition 

TWO Components. — The chief points to be considered are (a) 
the boiling points of the pure components, and the difference between 
them ; (b) the chemical relationship of the components ; (c) the form 

of the boiling point-molecular composition curve, if it can be ascertained. 

• 

Closely related Substance*.— By far the simplest cases are those in 
which the substances present are chemically closely related to each 
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other, for the form of the boiling-point molecular composition curve 
jnust then be normal or nearly bo (Chap. IV.); there is no possibility of 
the formation of mixtures of constant boiling point, and the only points 
to be considered are the actual boiling points of the components and the 
difference between them. 

Boiling Points of Components.-- -On the actual boiling points will 
depend the nature of the still-head that can be used ; the greater the 
difference between them, the more easily can the separation be effected. 

Substances not “Closely Related; Mixtures of Constant Boiling Point. 

—If the substances are not closely related to each other, mixtures of 
constant boiling point may be formed and the list of such mixtures 
which are at present known (p. 49) may be consulted. It will be 
sufficient to remark here that water forms mixtures of minimum boiling 
point with the majority of organic compounds; that, generally, such 
mixtures are most frequently met with when the molecular weight of 
one of the components is abnormal in the liquid state, and that this is 
usually the case with compounds which contain a hydroxyl group. 

It should also be remembered that when the boiling points of any 
two substances are near together, a small deviation from the normal 
boiling point-molecular composition curve is sufficient to give rise to the 
formation of a mixture of constant boiling point, or, at any rate, to 
make the curve nearly horizontal over a large part of its course starting 
from one extremity, usually that corresponding to the lowest tempera¬ 
ture. It has been pointed out (p. 181) that when the curve is of thiH 
form it is very difficult, and may be impossible, to separate that com¬ 
ponent which is in excess where the curve is nearly horizontal. 

When a mixture which distils without change of composition is 
formed, and its boiling point is far below that of the more volatile com¬ 
ponent, as in the case of normal propyl alcohol and water, or of methyl 
alcohol and benzene, or far above that of the less volatile component, as 
with nitric acid and> water, it is usually possible to separate in a pure 
state-both the mixture of constant boiling point and that component 
which is in excess. But, if the boiling point of the mixture is very near 
that of one of the two components, as in the case of ethyl alcohol and 
water (Fig. 81), or of normal hexane and benzene, it is practically im¬ 
possible to separatjj that component in a pure state, and it may be 
impossible to separate the mixture of constant boiling point even when 
the component which boils at a widely different temperature, is in excess. 
Thus, in the cases referred to, whatever the composition of the original 
mixture, it is impossible to obtain normal hexane, ethyl alcohol, the 
binary hexane-benzene mixture or the alcohol-water mixture in a pure 
state by fractional distillation, and it is only the less volatile component, 
benzene or water, which can be so obtained. 

The composition of a mixture of constant boiling point, however, 
depends on the pressure, and it has been shown by Wade and Merriman 1 

1 Wade and Merriman, “Influence of Water on the Boiling Point of Ethyl Alcohol at 
Prenflure* above and below the Atmospheric Insure," Trans. Ghent. 8oc„ Hill, 99, 097; 
alao Merriman, “The Vapour Pressures of the Lower Alcohols and their Azeotropic Mixtures 
with Water/' ibid., 1913, 103, 628. 
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in the case of ethyl alcohol and water that as the pressure falls the per¬ 
centage of water in the azeotropic mixture diminishes, and that at, 
pressures lower than about 75 mm. no such mixture is formed. It 
would, therefore, theoretically be possible to separate both ethyl 
alcohol and water from a mixture of these substances by distillation 
under sufficiently reduced pressure. In practice, however, the separa¬ 
tion of pure alcohol under low pressures would be as difficult as-that of 
the azeotropic mixture under atmospheric pressure. 

Separation of Components, —The manner in whioh the composition 
of the distillate is related to the total amount collected has been dis¬ 
cussed in Chap. VIII., and full details of the separation of benzene and 
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FlQ. 81.—Boiling points of mixtures of ethyl alcohol and water. 

toluene by fractional distillation both with an ordinary and $n improved 
still-head have been given (pp. 100 and 158). 

• 

Number of Fractions required and Choice of Still-head.— 

It is difficult to formulate any definite rules regarding the number of 
fractions in which the distillate should be collected, so many points 
have to be taken into consideration. The most important of these are 
the following:— 

(а) The efficiency of the still-head employed. 

(б) The approximate quantity of each component. 

(c) The difference between the boiling points of the components. 

(d) The form of the boiling point-molecular composition curve. 

Efficiency of Still-head. —It may be stated quite generally that, for 
a given mixture, the more efficient the still-head the smaller is the 
mimber of fractions that will be required. 
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Amount of each Component present. —The approximate quantity of 
each component must be taken into consideration, not only in deciding 
upon the number of fractions but also in choosing the still-head to be 
used. 

Suppose, for example, that it was desired to separate the benzene a8 . 
completely as possible from a mixture consisting of 30 grams of that 
hydrocarbon with 270 grams of toluene. 

The best plan would be to employ for the first distillation the most 
efficient stiR-head available, and if the recovery of the toluene need not 
be regarded as of special importance, the complete return of the liquid 
from the still-head to the still at the end of the distillation would not 
be essential, and a “ bubbling ” still-head of many sections might be 
used. A very slow distillation would be advantageous. It would 
probably be best to collect all the distillate that came over below 110-0° 
in one fraction and that from 110-0° to 110-6° in a second. The large 
residue would consist of pure toluene. The same still-head might be 
used for the second distillation and the distillate might be collected in 
three or four fractions, the temperature ranges of which would depend 
on the efficiency of the still-head. With an 18 section Young and 
Thomas still-head it is probable that nearly 20 grams of distillate would 
come over below 81-2°. The fractions would now be small, and it 
would be necessary to employ a still-head of fewer sections for the 
remaining distillations. It would be important that the amount 
of condensed liquid in the still-head should be as small as possible, 
and an evaporator still-head of 5 sections would probably be the most 
convenient. 

If the original mixture contained 270 grams of benzene and 30 grams 
of toluene, and it was desired to recover the toluene, it would again be 
best to employ a very efficient still-head, and as, in this case, a most 
essential point would be that the liquid should return very completely 
from the still-head to the still at the end of the distillation, an evaporator 
still-head of many sections would be the best for the purpose. 

A mixture of this composition, distilled through a very efficient still- 
head, would give a considerable amount of nearly pure benzene ; so far 
as the recovery of toluene is concerned, the first 100 grains, or even 
more, would not be worth redistilling. After rejecting this, fractions 
might be collected below 80-5°, from 80-5° to 95-6°, and above 95-6°. 

If the temperature reached 110-6° before the end of the distillation the 
residue would consist of pure toluene; if not, it would require to be 
redistilled. In the second fractionation, the distillate from the first 
fraction of I. would consist of nearly pure benzene and might be rejected. 
The remaining fractions would now be small, and an evaporator still- 
head of not more than 5 sections would have to be used for the remaining 
distillations. 

Boiling Points of Components. —For mixtures of closely related sub¬ 
stances, or others which behave normally on distillation, the greater the 
difference between the boiling points the more readily can the com¬ 
ponents be separated by distillation. Thus, it has been shown (p. 125) 
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that u mixture of normal and isopentane (b.p. 36-3° and 27-OS 0 respec 
lively) would require a much larger number of fractions than one o 
benzene and toluene if a still-head of the same efficiency were employe! 
for both. 

Boiling Point-Composition Carve. —Whop the form of the boilinj 
point-molecular composition curve is normal it is steeper in the regioi 
of high temperature than of low, and in general the temperature range 
above the middle point may be somewhat greater than below'; in othe 
words, the number of fractions may be somewhat smaller. When th 
actual boiling points of mixtures of the two substances are lower thai 
thoso given by the normal curve, this difference above and below th 
middle point becomes accentuated; and when the curve is very fla 
near its lower extremity, the number of fractions in the low temperatur 
region must be considerably increased while those above the middl 
point may be diminished in number. In most cases, however, data fo 
the construction of the boiling point-molecular composition curve ar 
wanting, and, unless we can judge from the nature of the substances i] 
the mixture whether the deviation of the actual from the normal curv 
is likely to be large or not, we cannot decide on the number of fraction 
that may ultimately be required until after the fractionation has mad 
some progress. 

Three Components. —If there are three substances present am 
the mixture behaves normally on distillation, the least volatile com 
ponent will be the easiest to separate and the substance of intermediat 
boiling point the most difficult. 

If, however, the components are not closely related to each other, 
one or more mixtures of constant boiling point may be formed and the 
problem becomes more complicated. Thus, when a mixture of ethyl 
alcohol, benzene, and water is distilled it tends to separate into (a) the 
ternary mixture of constant boiling point, (6) oneVif the three possible 
binary azeotropic mixtures, (c) that pure component which is in excess. 
It may, however, happen that the quantities in the original mixture are 
such that we have only the two fractions a and b, or a and c, or the 
fraction a alone. There are, in fact, 12 different ways in tfhieli separa¬ 
tion. may take place, or the mixture may distil unchanged (p. 179). 

Again, the substances present may be capable of forming one or-twc 
binary mixtures but no ternary mixture of constant boiling point. 
That would be the case, for example, with isoamyl alcohol, benzene, and 
water, for the only azeotropic mixtures that can be formed are those 
of benzene and water (b.p. 69-25°) or of water and amyl alcohol (b.p 
95-15°). There are, therefore, five different ways in which separation 
may occur, but under no conditions can the mixture distil without 
change of composition. Employing the initial letters A, B, and W foi 
the components—alcohol, benzene, and water—we have the following 
possible separations:— 
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Pint fraction. 

Second fraction. 

Third fraction. 

B.W. . 

. . . A.W. . . 

. . A. 

B.W. . 

. . . A.W. . . 

. . tv. 

B.W. . 

. . . B. . . 

. . A. 

B.W. . 

. . . A.W. . . 


B.W. . 

. . . A. . . 



.If only a single binary mixture of constant boiling point can be 
formed, as would be the case, for example, with a mixture of ethyl 
alcohol ( A j), benzene, and isoamyl alcohol the following three 
separations would Jie possible 


First fraction. 

Second fraction. 

Third fraction. 

A,B . . 

' A, . . 

. . A, 

A,B . 

. . B . ., 

. . A, 

A.B . . 

A i 



A detailed description of the separation of the three closely related 
liquids, methyl acetate, ethyl acetate, and propyl acetate (both with an 
ordinary and an improved still-head) is given in Chapters VII and XIV. 

3. The use of Fractional Distillation as a Method ok Quantita¬ 
tive Analysis has been fully discussed in Chapter XVI. 


4. A General Study of the Qualitative and Quantitative Com¬ 
position of a Complex Mixture when only the General 
Nature, of the Chief Components is known, or when it is 
definitely known that Certain Suhstanof.s are present, but 
it is not known what others there may he. 


Rough Estimate of Composition. When a complex mixture, the 
qualitative composition of which is only partly known, is distilled 
through an efficient still-head and the, distillate is collected in fractions 
of either equal temperature range or of approximately equal weight, a 
rough estimate of the boiling points and of the amounts of the com¬ 
ponents may frequently be obtained from the quantities of distillate in 
the first case, or from the temperatureTanges in the second, or, generally, 
from the values of Ate/Ab 

• Causes of Confusion.— But confusion is apt to arise when (a) there 
are two substances present with boiling points very near together, 

( b) one of the components is present in relatively very small amount, or 

(c) two or more of the substances form mixtures of constant boiling 
point. 

a. Two Components boiling at nearly the same Tempera¬ 
ture. —If there are isomeric members of a homologous series present in the 
mixture, it is very likely that their boiling points may in some cases be my 
near together. 

Pentanes in Petroleum. —An instance of this has already been referred 
to 1 in the case of the light distillate from American petroleum consist- 

• 

1 Young and Thonuva, “Some Hydrocarbons from American Petroleum, I, Normal and 
iBopent&ne,” Trans. Chem. Soc., 1897, 71, 440. , 
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ing chiefly of butanes, pentanes, and hexanes. Even with the very 
efficient still-head shown in Fig. 53 (p. 150), the results of the first dis¬ 
tillation seem to indicate the presence of only a single substance between 
the butanes and hexanes, boiling at about 33°; and it is only after 
repeated fractionation that the presence of both normal and isopentane 
(boiling points 36-3° and 27-95°) is clearly shown. The fact, however, 
that for the middle fractions the values of Aw/At diminish, while for 
those below and above them they increase, is a clear indication that we 
are not dealing with a single substance. 

This may be seen from Table 77, in which the'results of the first 
three fractionations are given; it will be seen that, in the first fractiona¬ 
tion, the highest values of Aw/At are those for fractions 5 and 6; in the 
second, the fractions that have the highest values are Nos. 5 and 7, and 
in the third they are Nos. 4 and 7. 

Table 77 


I 

If. 

III. 

Number of 

Final tempera- 

AMI 


A W 

** 

AW 

fraction. 

turn =-t. 

At 


At 


At ’ 

i 



28-05° 

? 

27-95° 

? 

2 

28-5° 

? 

20-15 

88 

20-15 

35 

3 

29-9 

72 

30-55 

71 

30-5 

74 

4 

31 3 

58 

31-7 

123 

31-5 

172 

5 

32-85 

179 

32-45 

204 

32-3 

135 

6 

33-85 

242 

33-5 

140 

33-3 

110 

7 



34-45 

188 

34-05 

193 

8 

35-25 

138 

35-4 

142 

34-9 

142 

9 

30-8 

74 

36-8 

81 

36-1 

117 

10 

411 

17 

37-8 

54 

37-1 

88 


Considering 5 and 6 as one fraction the values cf Aw/At for the first 
three fractionations would be 204, 167, 121, respectively; the values 
for No. 4 in the three fractionations are 58, 123, and 172, and for No. 7 
they are 168 and 193 in the second and third fractionations. 

The whole course of the separation is, however, better seen in tie 
diagram (Fig. 36, p. 113). Both the pentanes may be obtained in a 
pure state by distillation only, or, at any rate, after removal of small 
quantities of impurity by means of a mixture of nitric and sulphuric 
acids. It does not appear, however, than any hydrocarbon that boils 
at a higher temperature than normal pentane can be so separated. 

Hexanes in Petroleum.— Let us consider, for example, the hoxanes. 1 
A preliminary distillation through an ordinary or fairly efficient still- 
head appears to indicate the presence of a single substance boiling at 
about 66°, and after a few fractionations with a very efficient still-head 
it is seen that a further separation, apparently into two components, as 
in the case of the pentanes, is taking place, but after long continued 

« 1 Young, “ Composition of American Petroleum," Trans. Chem. Soc., 1898, 78, 906. 




MX GENERAL REMARKS 207 

fraotionation it is found that the separation does not end there. Two 
series of fractionations were carried out, one of American, the other of 
Galician petroleum. 

Material employed. —The American petroleum at first came over 
for the most part between 28° and 95°, and was richest in hexanes; 
the weight of distillate between 56° and 74° was about 800 grams. 
Aromatic hydrocarbons were not removed before the fractionation by 
treatment with nitric and sulphuric acids. 

From the Galician petroleum, the hydrocarbons boiling below 40° 
and above 72° had previously been for the most part separated by dis¬ 
tillation, and benzene was removed before the fractionation was com¬ 
menced. The weight of the Galician petroleum was about 5 times as 
great as that of the American. 

Still-heads used. —The fractionation of the American petroleum was 
carried out with a 12-scction Young and Thomas bubbling still-head, 
that of the Galician with the combined bubbling and regulated tempera¬ 
ture still-heads which were employed for the separation of the pentanes 
(Fig. 53, p. 150). 

The Galician petroleum was thus freer from pentanes and heptanes 
to begin with than the American, and the still-head employed was more 
efficient. 

Description o! Results. —In Table 78 are given the temperature 
ranges and the values of Aw/Af for the fourth fractionation of the 
American petroleum, and it will be seen that at this early stage the 
fraction from 65° to 66° has the highest value, but in the subsequent 
fractionations the ratio for the corresponding fraction (above 65°) 
steadily fell, and after the tenth fractionation this fraction had the 
lowest value. 


Tabi,k 78 


IV. * 

IV. 

Temperature 

ran^e. 

A W 

At ’ 

Temperature 

range. 

AW 

At * 

67 —60° 

91 

66 —67° 

805 

60 —61 -5 

318 

67 —68 

871 

61-5—63 

541 

68 —69 

90-2 

63 —64 

56-1 

69 -70-5 

607 

64 —65 

947 

70-5—73 

243 

65 —66 

1020 




Graphical Representation.— So far as the middle fraction is con¬ 
cerned, the gradual change in the value of Aw/A< closely resembles that 
observed in the case of the two pentanes, but in other respects the 
fractionations show marked differences, which become apparent when 
the ourves (Fig. 82) representing the'separation of the hexanes are 
oompared with those for the pentanes (Fig. 36, p. 113). 
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As the quantity of Galician petroleum was much greater than that 
of American, the weight of distillate coming over between 60° and 70° 
h88 been taken as 100 for both of them in each fractionation, and as the 
tenth and sixteenth fractionations of American petroleum correspond 
very closely with the fourth and seventh respectively of the Galician, 
only one curve has been drawn for each of these two pairs, the experi¬ 
mental results for American petroleum being indicated in these and 
other cases by crosses, and for Galician by circles. The fractionations 
of American petroleum, are referred to as IV., X. . . . and of Galician 
as IV,,, V1I 0 . . . 

After the fifth fractionation of the pentanes, the values of Aw/At for 
the lowest and highest fractions show a steady rise, until, in the thir¬ 
teenth fractionation, the last portion of liquid boiled quite constantly 
at 36-3°, and, in the eighteenth, the first portion of distillate came over 



I'm. 82.—ilosults obtained by fractional dial,Illation of American and of (laflcian 
petroleum. (Fractions from 58° to 72°.) 

quite constantly at 27-95°; in other words, the curves became quite 
horizontal at these two temperatures, 

Highest Fractions.— With the hexanes, on the other hand, no fraction 
was obtained with perfectly constant boiling point even though, in the 
case of American petroleum, the liquid which came over above 66° was 
fractionated thirty-one times. Indeed, after the sixteen tlrtractionation, 
the maximum value of Aw/At (at about 69-1°) showed very little further 
rise, and after the twenty-first fractionation it diminished slightly. 

With the Galician petroleum, no further improvement in the value 
of Aw/At for the fraction a little above 69° was noticeable after the 
eleventh fractionation. 

Lowest Fractions. —Again, at the lower temperatures, in the case of 
American petroleum, the highest individual value" of Aw/At was reached 
in the twelfth fractionation (189 for the fraction coming over between 
60-85° and 61-0°). In the sixteenth fractionation, the highest value 
had fallen to 141 for the fraction from 60-75 to 60-9, but, on the other 
band, the values for the fractidhs above and below these temperatures 
showed a tendency to rise. • 
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With Galician petroleum the highest individual value of Aw/A t at 
the lower temperatures was reached in the eleventh fractionation (790 
for the fraction from 60-6° to 60-85°). In the last fractionation, the 
seventeenth, the maximum was only 626 for the fraction coming over 
between 60-55° and 60-75°, but in this case also the values for the 
higher and lower fractions appeared to be increasing slightly. 

Interpretation of Results. —These facts may be explained by assum¬ 
ing the presence of at least four substances in both American and 
Galician petroleum boiling* at temperatures between, say, 59° and 72°, 
two of them with boiling points not far from 61° and two not far from 
69-5°. We should then have at first the apparent separation of a single 
substance boiling at about 66°, just as with the pentanes we have in 
the first place apparently the separation of a single component boiling 
at about 33°. Later on there would appear to be a further separation 
into two components with the approximate boiling points 61° and 69-5° 
corresponding to the two pentanes which boil at 27-95° and 36-3° 
respectively. 

But while the two pentanes can be separated in a pure state, the 
two components from the hexane fractions cannot; and, in the later 
fractionations, we have the beginning of a further subdivision. But 
each of the final separations must necessarily bo far more difficult than 
the earlier ones, for the boiling points of the components of each pair 
are much closer together than the apparent boiling points of the pairs 
themselves, and although a partial separation may be effected, it is 
extremely doubtful whether, with the most efficient still-head, any one 
of the components could be separated in a pure state by fractional 
distillation alone. 

Isohexane and Diethyl-methyl Methane.— -As regards the components 
boiling not far from 61°, there is the possibility of the presence of 
the two isomers with the formulae (CII S ) 2 CH—CH 2 —CH 2 - CH 3 and 
(CjH 6 ) 2 CH—CH 3 , wffiich would certainly resemble each other very 
closely indeed in their physical properties. It is doubtful, however, 
whether either of these paraffins has yet been prepared in a perfectly 
pure state, and sufficient reliance cannot be placed op the accuracy of 
the determinations of their boiling points and specific gravities which 
have been made up to the present time to warrant the formation of 
any estimate as to the relative quantities of the two hydrocarbons from 
the temperature ranges or specific gravities of the fractions. 

Di-isopropyL —It is noticeable, however, that the observed specific 
gravities ( minim um 0-6728 at 0°/4° for the fraction from 60-55° to 
60-75°) are slightly higher than the most probable value for isohexane 
(about 0-6721 at 0°/4°), and this may be due to the presence of a little 
di-isopropyl, (CHg) 2 CH—CH(CH,) 2 , which boils at 58-1° and has a some¬ 
what higher specific gravity (0-67948 at 0°/4°), or it is just possible that 
the pentamethylene (b.p. about 50-5°, sp. gr. 0-7506 at 20-574°), which 
is certainly present in petroleum, may not have been completely 
removed. . 
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Normal Hexane and another Component.— With regard to the 
fractions boiling near to GO’S 0 , we have the following facts to guide us. 
The boiling point of pure normal hexane is 68-95° and its specific 
gravity at 0°/4° is 0-67697 ; but in the last fractionation of the Galician 
petroleum the fraction from 69-12° to 69-20° had the highest value of 
Aw/At, and its specific gravity at 0°/4° was about 0-685. 

The less volatile portion of the American petroleum was fractionated 
thirty-one times; the fractions were then separately treated several 
times with mixed nitric and sulphuric acids, and were subsequently 
fractionated many times with the object of separating pure normal 
hexane. The best specimen that could be obtained boiled at 69-05° 
and had the specific gravity 0-67813 at 0°/4°. 

In both cases the specific gravities of the fractions above 66° were 
higher than those of pure normal hexane. For the fractions from 66° 
to 69° the change was slight, but above 69° the specific gravity rose 
rapidly. The following determinations were made in the course of the 
fractionations. 

Table 79 


Temperature range. Sp. gr. at 074°. I Temporature range. Sp. gr. at 074°. 

69-4 —87-85“ . . . 0-6793 \ 89-4 —69-55' . . . 0-6898 

68-8 -88-85 . . . 0-6802 j 89-5 -69-7 . . . 0-6962 

88- 95—89-03 . . 0-6808 09-7 -69-95 . . . 0 7095 

89 0 —09 1 . . . 0-6815 69-95-70-15 . . . 07157 

89- 25—89-4 . . . 0-6856 70-2 —74 0 . . . 07306 


The fact that the fractions which showed the highest values of 
Ate/Af came over at temperatures so little higher than the boiling point 
of pure normal hexane (American petroleum about 69-1°; Galician, 
about 69-2°) shows that there may be either a considerable quantity of 
some other substance present with a boiling point only a fraction of a 
degree higher than that of normal hexane, or there may be a smaller 
quantity of a substance which boils not more than 2° or 3° higher. 
That the separation is such a difficult one shows that the difference of 
boiling point can hardly be greater than three degrees. 

Evidence afforded by Specific Gravities.— Again if the specific 
gravities of the fractions given in Table 79 are plotted against the mean 
temperatures it will he seen that there is a very sudden rise of specific 
gravity above 69°, and this seems also to show that the boiling point of 
the second substance cannot be far from that of normal hexane. If, 
for example, the substance boiled at a temperature as high as 80° the 
rise would certainly be more gradual at firat. Moreover, it has been 
shown (p. 114) that hexamethylene, which boils at 80-85°, can be 
separated from the hexanes by fractional distillation. 

Methyl Pentamethylene. —Further light has been thrown on the 
problem by the researches of Markownitoff, 1 of Zelinsky,* and of 

1 Marltownikoff, “On Methyl Cyclo-fentane from different Sourcea and eome of ite 
Derivativee,” Bert. BenchU, 1S97, 30, 1222. 

* Belineky, “ Reaearchee in the Hexamethylene Group," thief., 1887, SC, 387. 
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Aschan 1 on Russian petroleum, which has been found to contain large 
quantities of hexamethylene (b.p. 80-85°; sp. gr. 0-7968 at 0°/4°) 2 and 
methyl pentamethylene (b.p. about 72°; sp. gr. about 0-766 at 0 o /4°), 
both of which substances have also been prepared synthetically. The 
two hydrocarbons differ widely in their behaviour with fuming nitric 
acid, for hexamethylene is only attacked slowly even when heated, a 
large amount of adipic acid being formed, whereas methyl pentamethy¬ 
lene is acted on rapidly at the ordinary temperature, with evolution of 
much heat, and acetic acid is the chief product of oxidation. 

Now the fractions for the first three or four degrees above 69° are 
attacked in the cold by fuming nitric acid, much heat being evolved and 
a large amount of acetic acid formed, and it may therefore be concluded 
that the substance present in American and Galician petroleum with a 
boiling point not far above that of normal hexane is methyl penta¬ 
methylene. 

Preparation of Pure Normal Hexane.— Not only methyl penta¬ 
methylene, but also the isohexanes and other hydrocarbons which 
contain a > CH—group may be removed by heating with fuming nitric 
acid, and it was found that when the fractions from Galician petroleum 
which came over between 66° and 69-2° were subjected to prolonged 
heating with the fuming acid, and were afterwards distilled two or three 
times, almost pure normal hexane was obtained; indeed from the 
fractions between 66° and 68-95° the normal paraffin appeared to be 
perfectly pure. 

Summary of Results. —It has thus been shown that in the distillation 
of this portion of American or Galician petroleum, the liquid which at 
first, seems to be a single substance boiling at about 66° proves to be a 
mixture of four substances, two isomeric hexanes boiling at nearly the 
same temperature, 61°, and normal hexane and methyl pentamethylene 
with the boiling points 68-95° and (about) 72° respectively. The first 
pair of substances are very clqsely related to each other, the second pair 
are not. 

Amyl Alcohols in Fusel (ML—As another example of a pair of very 
closely related liquids which are frequently met with, the isomeric amyl 
alcohols which are present in fusel oil may be mentioned. Distilled 
through an ordinary still-head, long continued fractionation would be 
necessary even to indicate the presence of two isomeric amyl alcohols, 
and the boiling points are so close together that even with an exceedingly 
efficient still-head the separation is very difficult. 

Hexamethylene and a Volatile Heptane.— Another example of the 
presence, in a complex mixture, of two substances which boil at nearly 
the same temperature is afforded by the distillation of the portion of 

1 Aschan, “ On the Presence of Methyl Pentamethylene in Caucasian Petroleum Ether,” 
Bert. BmehU, 1898, 81, 1803. 

* Prepared synthetically by hydrogenation of benzene by Sabatier and Mailhe who give 
the bsp. 81° under 766 mm. pressure and sp. gr. 0-7848 at 18-6° (-*0-7970 at 0°), Conpt. renc[. t 
1908, 187, 240. 
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American or Galician petroleum that comes over between 75° and 80°.. 

It was found possible to separate a liquid of quite constant boiling point 
and, as derivatives of bexametbylene could be prepared from it, 1 it was 
concluded that that substance had been separated in a pure state. 
Later on, however, it was found that the liquid could be partially but 
not completely frozen in an ordinary freezing mixture, and eventually, 
by fractional crystallisation, nearly pure hexamethylene was obtained 
with practically the same boiling point as before but with a definite 
melting point, and of notably higher specific gravity. 2 It was evident' 
that the substance separated by fractional distillation only was a 
mixture of two hydrocarbons, hexamethylene and a heptane, of which 
the former was present in much the larger quantity, and that either the 
boiling points are almost identical, or else the two substances form a 
mixture of constant boiling point almost identical with that of hexa¬ 
methylene. 

Pentamethylene and Trimethyl-ethyl-methane.— Such difficulties as 
have been described are of common occurrence in the distillation of 
petroleum. For example, American, Galician, and Russian petroleum 
all contain a certain amount of pentamethylene which boils at about 
60°; but there is also present a hexane, triinethyl-ethyl-methane, 
boiling at nearly the same temperature, and it appears to be impossible 
to separate these hydrocarbons by fractional distillation. 

Lecat finds that m-heptane and methyl-hexamethylene form an 
azeotropic mixture very rich in heptane, boiling at a temperature 
slightly lower than the boiling point of the pure heptane. It is therefore 
quite probable that azeotropic mixtures may be formed in the two cases 
just described, and also with n-hexane and methyl pentamethylene. 

b. One or more Components Present in Small Quantity.— 

If one or more components of a complex mixture are present in relatively 
very small amount, they are apt to be altogether overlooked, and it is only 
by keeping a careful record of the weights and temperature ranges of the 
fractions, and by calculating the values of Aui/A< or mapping the total 
weights of distillate against the temperatures, that the existence of these 
components can be detected. 

The manner in which the presence of a relatively very small quantity 
of hexamethylene was recognised in American petroleum has been 
described in Chap, VII, (p. 114). 

Pentamethylene in Petroleum.— In a similar manner, it was found 
that there is a small quantity of pentamethylene (and also trimethyl- 
ethyl-methane) in Ameriean petroleum. 3 • 

The first fractionation of all the available distillates from petroleum 
ether obtained with the combined bubbling and regulated temperature 
still-heads, and collected between about 37° and 60°, gave no indication 

2 Fortey, “ Hexamethylene from American and Galician Petroleum," Trans. Cham. Boc.. 
1898, 73, 103. , 

* Young and Fortey, “ The Vapour Presaures, Specific Volumes, and Critical Constanta at 
pexamethylene,” ibid., 1899, 73,873. 

• Young, foe. tit. 
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"of the presence of any substance boiling in the neighbourhood, of 80°, 
as will be seen by Table 80. 

* 

Table 80 


I. 

II. 

IV. 

VII. 

Temperature 

range. 

aj« 

Temperature 

range. 

AMI. 

At* 

Temperature 

range. 

AU)_ 

At* 

Temperature 

range. 

AW 

At* 

36 —37° 

37 —40 

40 —46 

46 —50 

50 —54 

54 —57-5 
57-5—59-5 
59-5—00-4 

47-4 

222 

3-1 

6-2 

122 

226 

24-7 

390 

* 38 —37° 

37 —39 

39 —42 

42 —47 

47 —51 

51 —54 

64 —57 

57 -59-2 
59-2—60-1 

47-8 
118 
69 
40 
60 
166 
14'4 
17-8 
38-9 

36-8—42 -0° 
42-0—47-7 
47-7—50-7 
60-7—53-4 
53-4—56-2 
56-2—58-6 
58-6—59-6 

60 

3-1 

129 

12-6 

7-8 

10-8 

16-7 

45-0 -49-35” 

49- 35—50-1 

50- 1 —01-3 

51- 3 —53-7 

3-8 

349 

180 

87 


Final Fractionation 


Temperature range. 

AW. 

AW 

At * 

Specific gravity 
at 0°/4°. 

47-3 -49-45° 

11-5 

53 

0-7029 

49-45—49-55 

16-3 

163-0 

0-7035 

49-55—50-35 

16-0 

20-0 

0-6975 

50-35-56-4 

15-0 

2-6 



In the second distillation, however, the value of A w/At for the 
fraction 51—54° was slightly higher than for the one above and much 
higher than for that below it. 

In the fourth fractionation the maximum was quite clearly defined, 
and the value of Aw/A< near 50° steadily increased in the subsequent 
operations, rising from 12-9 in the fourth to 34-9 in the seventh and 
48-0 in the ninth. 

The quantity of material was too small to allow of the separation 
being continued with the combined bubbling and regulated temperature 
still-heads, but si? additional fractionations were carried out with a 
12-column bubbling still-head, when the value of Au>/A< rose to 163-0 
for the fraction from 49-45° to 49-55°. 

The distillate, amounting to 16-3 grams, was found to yield glutaric 
acid on oxidation with nitric acid, and therefore contained penta- 
methylene. The specific gr%vity, 0-7035 at 0°/4° was, however, too low 
and the vapour density, 39-2, too high for pure pentamethylene (sp. gr. 
0-751 at 15°/15°; vap. den. 35). As the calculated vapour density of 
hexane is 43, it would appear that the distillate consisted of a mixture 
of pentamethylene and trimethyl-ethyl-methane in approximately equal 
molecular proportions. The results are quite in accordance with those 
obtained by Markownikoff, 1 who showed that both these hydrocarbons 

1 Matkownikoff, “ On Cyclic Compound*,” Liebig's Annalen, 1898, 301, 154. 
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are present in Russian petroleum, the quantity of pentamethylene and 
other naphthenes as compared with that of the paraffins being, however, 
much larger in Russian than in American petroleum. 

Chloroform. —An interesting case is that of chloroform. It had 
been found that chloroform prepared from acetone was distinctly 
inferior as an anaesthetic to that made from alcohol, and the most 
probable explanation appeared to be the presence of minute quantities 
of irritating products of decomposition, such as chlorine, carbonyl 
chloride or hydrochloric acid in the chloroform derived from acetone. 
The subject was investigated by Wade and Finnemore, 1 who found 
that neither ordinary distillation nor treatment with sulphuric acid, 
washing, drying, and subsequent rectification through a pear still- 
head disclosed any difference between samples of chloroform prepared 
respectively from acetone and alcohol. 

The problem was eventually solved by them with the aid of an 
evaporator still-head of five sections, which was employed in all the 
subsequent distillations. That chloroform and alcohol form a mixture 
of minimum boiling point was shown by Thayer, 2 and Wade and Finne¬ 
more isolated and examined not only this binary azeotropic mixture but 
also a ternary chloroform-alcohol-water mixture, boiling constantly at 
65-5° and containing 4'0 per cent of alcohol and 3-5 per cent of water. 
Now anaesthetic chloroform always contains a little alcohol and a trace 
of water, and it was found that with anaesthetic chloroform prepared 
from acetone distillation commenced at 55 -5°, and there was also distinct 
evidence of the formation of the binary chloroform-alcohol mixture, 
which boils at 594°. With chloroform made from alcohol, on the other 
hand, distillation began at 54°. 

It therefore appeared that the “ acetone ” chloroform contained no 
foreign substance beyond the alcohol and water which are always 
present, whereas the “ alcohol ” chloroform contained a minute quantity 
of a volatile impurity. It was suspected that 4his might be ethyl 
chloride, and it was found that on distilling chloroform containing 0-5 
per cent of alcohol, a trace of water, and 0-2 per cent of ethyl chloride, 
the liquid began to boil at 51° and the indications of the binary chloro¬ 
form-alcohol mixture were obliterated. With only 0'1 ,per cent of 
ethyl chloride distillation commenced at 52’65°, and there was clear 
indication of the formation of the binary chloroform-alcohol mixture. 

Finally, direct chemical proof of the presence of ethyl chloride was 
obtained in the first fractions, not only from the mixtures to which 
minute quantities of that substance had been added, but also from the 
chloroform prepared from alcohol. Not the slightest indication of its 
presence, on the other hand, could be detected in the first fraction from 
“ acetone ’’ chloroform. 

It was thus proved that the superior anaesthetic properties of 
“ alcohol ” chloroform are due to the presence of a trace of ethyl 
chloride—probably about 0-05 per cent or 2 c.c. per Winchester quart— 

1 Wade and Pinnemoie, “ Influfcnoe of Moiat Alcohol and Ethyl Chloride on tho Boiling 
Point of Chloroform,” Traiu. Ohm Soc., 1804, SS, 938. 

'* Thayer, ” Boiling Point Curve*,” J. Amr. Ohm Soc., 1899, 3 36. 



Tot • GENERAL REMARKS 215 

and it was found by Mr. Rowell,at Guy’s Hospital that “ acetone ” 
chloroform to which a small quantity of ethyl chloride has been added 
is therapeutically identical with chloroform made from alcohol. Wade 
and Finnemore suggest that the addition of a further quantity of ethyl 
chloride would be even more beneficial in decreasing the time of induc¬ 
tion and generally facilitating anaesthesia. Loss by evaporation is 
trifling even when the chloroform contains as much as 1 per cent of 
ethyl chloride. 

c. Mixtures of Constant Boiling Point. — When two or more 
of the components form mixtures of constant boiling point the difficulty in 
interpreting the experimental results is greatly increased. 

Benzene in American Petroleum. —For example, if we subject a 
quantity of American petroleum to distillation, collecting fractions from 
30—60°, 60—90°, and 90—120°, and then treat each fraction with a 
mixture of strong nitric and sulphuric acids, we shall find that a con¬ 
siderable amount of dinitrobenzene will be obtained from the fraction 
from 60—90° and of dinitrotoluene from that between 90° and 120°. 
The obvious conclusion from these results is that benzene and toluene 
are present in American petroleum, and this was, in fact, stated long ago 
to be the case by Schorleramer. 

If, however, instead of collecting the distillate in three large fractions, 
we were to separate it into nine with a range of 10 degrees each, it would 
then be found, after repeated distillation, that on treating each fraction 
with tho mixed acids, dinitrobenzene would be obtained almost exclu¬ 
sively from the distillate that came over between 60° and 70° and 
dinitrotoluene from that between 90° and 100°, although the boiling 
points of benzene and toluene are 80-2° and 110-6° respectively. 

Possible Explanations of Results. —In order to explain these facts 
two assumptions may be made; either (a) it is not benzene and tolueno 
that are present in 4-merican petroleum, but some other more volatile 
compounds from which dinitrpbenzenc and dinitrotoluene respectively 
are formed by the action of nitric and sulphuric acids ; or (6) benzene 
and toluene, when mixed with the paraffins present in petroleum come 
over chiefly -»,t temperatures 14° or 15° below their true boiling points. 

The first assumption, so far as the conversion of a hydrocarbon other 
than benzene into dinitrobenzene is concerned, was actually made by 
one observer, but it is practically certain that the second is the correct 
one, for it has been found, as already stated, that when a mixture of 
normal hexane (b.p. 68-96°) with, say, 10 per cent of benzene, is distilled, 
the benzene cannot be separated but comes over with the hexane at 
68-96°. Lastly, the fact that when American petroleum is distilled, the 
greater part of the benzene comes over below 69° (mostly at 65—66°) 
is explained by the presence of isomeric hexanes which boil at lower 
temperatures than normal hexane and also carry down the benzene 
with them. 

Ethyl Alcohol—Benzene—Water.— The behaviour of mixtures of 
sthyl alcohol, benzene, and water has already been referred to (p, 179); 
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but it may be pointed out that, when a mixture of equal weights of 
benzene and of 95 per cent alcohol is distilled through a very efficient 
still-head, the substance of highest boiling point, water, comes over in 
the first of the three fractions into which the distillate tends to separate, 
the remainder of the benzene in the second fraction, while the third 
fraction or residue consists of the most volatile of the original com¬ 
ponents, alcohol. 

Aliphatio Acids and Water.— -Again, when a mixture of formic, acetic 
and butyric acids with water is distilled, it tends to'separate into three 
or more of the following components. 

Boiling point. 


1. Butyric acid-water (mixture of minimum boiling point) . 99-4° 

2. Water.100-0 

3. Formic acid.100-7 

4. Formic acid-water (mixture of maximum boiling point) . 107-3 

6. Acetic acid.118-5 

6. Butyric acid.163-5 


With a large amount of water, the whole of the butyric acid would come 
over in the lowest fraction, and if the amount of acetic acid was large, 
the last fraction would consist of that acid; but although acetic acid 
does not form a mixture of minimum boiling point with water, yet it is 
very difficult to separate, the acid from its dilute aqueous solution by 
distillation, and if the amount of the acid was relatively small it might 
all be carried over with the water at temperatures below 107°, and in 
that case the highest fraction would consist of the formic acid-water 
mixture of maximum boiling point. The acids would then come over 
in the reversed order of their boiling points. Hecht 1 found that on 
distilling a mixture of acetic, butyric, and oenanthylic acids with much 
water, the whole of the oenanthylic acid came over in the first portion 
of the distillate, the middle portion contained ch^fly butyric acid and 
the last portion contained acetic acid nearly free from the other two. 
Hecht points out that acetic acid is miscible with water in all propor¬ 
tions with considerable heat evolution; butyric acid is also miscible 
with water in ail proportions but very little heat change js observable, 
and oenanthylic acid is nearly insoluble in water. 

The determination of the qualitative and quantitative composition 
of mixtures of fatty acids is a difficult problem. The methods suggested 
for the estimation of the acids are based either (1) on the relative 
solubilities of the acids or of their salts, or (2) on the relative rates of 
distillation of the acids or of their esters. The methods depending on 
the rates of distillation of the acids volatile with steam have been 
examined and are discussed by Reilly, 2 and he has devised a process 
by which a single acid in dilute aqueous solution may be identified or 
the percentage amounts of two or more acids in dilute solution may 
be determined. 

1 'Heoht, “ On Isohoptoio Acid from (3-Henyl Iodide,” Liebig's Annofen, 1881, 209, 321. 

3 Reilly, " The Determination of the Volatilo Fatty Acids by an Improved Distillation 
Method,” Sci. Pros.' Roy, Dahl. Soo,, 1919, 15 (N.S.), 513. 
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Butter Fat 

Butter fat is a complex mixture of the glycerides of a considerable 
number of fatty acids. The composition is, no doubt, somewhat 
variable, but the table below, due to Brown, will at any rate give an 
idea of the nature and the relative quantity of these glycerides. 

Table 81 


Glycerides of 


Per cent. 

Dihydroxy stearic acid . 

. c 18 h 31 (oh).a 

104 

Oleic acid. 

• ^18^31^2 

33*95 

Stearic acid. 

• Ql8^3U^2 

1-91 

Palmitic acid. 


40-51 

Myristic acid. 

. c u h 28 o, 

10-44 

Laurie acid. 

• ^12^24^2 

2-73 

Oapric acid. 

. CjoHjjoOa 

0*34 

Caprylic acid. 

• ^8^10^2 

0*53 

Oaproic acid. 

. C 6 H ia 0 2 

2*32 

Butyric acid. 

. C 4 H 8 O a 

(K12 


In the analysis of butter fat, when both the soluble (Koichert- 
' Wollny-Meissl method) and insoluble (Polenske method) volatile fatty 
acids are to be estimated, 5 grams of the fat, 20 grams of glycerol and 
2 c.c. of 50 per cent aqueous (not alcoholic) caustic soda arc heated in 
a 300 c.c. flask until saponification is complete. The soap is dissolved 
in 90 c.c. of hot water ; 50 c.c. of normal sulphuric acid and about 00 
gram of finely powdered pumice are added, and the mixture is distilled 
at such a rate that 110 c.c. come over in about 20 minutes. The 
receiver (flask) is then replaced by a 25 c.c. cylinder and the distillation 
is stopped. The well cooled distillate in the flask, after standing, is 
filtered and 100 c.c. of the filtrate is used for the estimation of the 
soluble volatile acids. The insoluble volatile acids are carefully 
collected from the flask, cylinder, and condenser, dissolved in alcohol and 
separately estimated. 

Of the fatty acids present in butter, butyric acid is the only one 
which is miscible with water in all proportions. It forms with water an 
azeotropic mixture which, according to Lecat, boils at 9!M under 
normal pressure and contains 18*4 per cent of the acid. 

‘ It may therefore be fairly assumed that the whole of the butyric 
acid from the butter fat is contained in the 110 c.c. of distillate. 

As regards the higher acids, as the molecular weight increases the 
solubility in water diminishes, palmitic, stearic, and oleic acids, at any 
rate, being practically insoluble. All these higher acids form, of course, 
azeotropic “ mixtures ’’-termed by Lecat “ heterogeneous mixtures 
—with water, but the vapour pressures of palmitic, stearic, and oleio 
and dihydroxy stearic acids are so low that the quantities that distil 
over with steam must be exceedingly small. 

V H. Kirkham, 1 Government Analyst, East Africa Protectorate, 
whose laboratory at Nairobi is 5,500 ft. above sea level, having invari- 

1 V. H. Kirkluun, “ The Effect of Pressure upon the Poienskd nod Rcichcrt-Meissl 
,, Values/’ The Analyst, 1920, 40, 293. 
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ably obtained very low values by the Polenske method in the analysis 
of butter, was led to investigate the influence of pressure on the Reichert-. 
Meissl and Polensk6 values, and found that as the pressure was in¬ 
creased the Reichert-Meissl value rose slowly while the Polenske value 
rose very rapidly. 

Kiriham made determinations of both the soluble and insoluble 
volatile fatty acids at pressures from 100 to 1000 mm. and found that 
the Polenske values were satisfactorily reproduced by the formula 

V = V ~—- -- where V and v are the Polenske values corresponding 

p-K 

respectively to the pressures P and p, and the constant k = 45. 

The Reichert-Meissl values agreed moderately well with the formula 

17 ( V ~ K ') lo 8 p 

log p 

The observed and calculated values are given below. 


Table 82 


Pressure in mm. 

Reichert-Meissl values. 

Polenske values. 

Observed. 

Calculated. 

Observed. 

Calculated. 

100 

22-34 

22-58 

019 

0-19 

180 

24-43 

24-19 

0-48 

0-48 

260 

25-57 

25-10 

0-75 

0-73 

380 

26-93 

26-23 

1-14 

119 

450 

27-13 

26-69 

1-61 

1-44 

827 

27-60 

27-60 

2-06 

2-07 

760 

27-99 

28-12 

2-68 

2-55 

900 

28-17 

28-60 



1000 

28-05 

28-87 

3-40 

3-40 


In other words the Polenske values are not far from proportional to 1 
the total pressures, increasing somewhat more rapidly, whilst the 
Reichert-Meissl values are very roughly proportional to the logarithms 
of the pressures, increasing somewhat more slowly. , 

The vapour pressures of some of the fatty acids have been deter¬ 
mined at a series of temperatures, and although these temperatures are 
generally higher than 100° they afford the means of calculating the 
percentages of acid in the distillates when these acids are distilled with 
water under different total pressures, the assumptions being made that 
the vapour densities of these higher acids are normal and that the 
acids are insoluble in water. 


[Table 
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Table S3 

Myristic add, D-114; Water, D-B. 


T.°C. 

Vapour pressures. 

PaDa 

PwDw' 

Percentage 
of acid in 
distillate. 

Total 

Pressure. 

Percentage of acid 

Total pressure X 

Acid. 

Water. 

1908 

10-0 

9609 

0-01318 

1-301 

9619 

135 

207-6 

20-0 

13655 

0-01855 

1-821 

13675 

133 

217-4 

30-0 

16550 

0 02296 

2-245 

16580 

135 

223-6 

40-0 . 

18573 

0-02728 

2-656 

18613 

143 



Laurie acid, D=100; Water, D=9. 


164-5 

8-0 

6210 

001706 

1-64 

6218 

314 

174-1 

12-0 

6576 

0-02028 

1*99 

6588 

302 

185-9 

20-0 

8625 

0-02576 

2-51 

8645 

291 

195-6 

30-0 

10633 

0 03135 

3-04 ‘ 

10663 

285 

203-0 

40-0 

12437 

0-03573 

3-45 

12477 

277 



Oenanthylic acid, D=*C5; Water, D=9. 

144-0 

50 

3040 

0-1188 

10-62 

3090 

3436 

160-0 

100 

4652 

0-1552 

13-44 

4752 

2828 

199-6 

400 

11582 

0-2494 

19-96 

11982 

1666 

221-0 

760 

17T22 

0-3097 

23-65 

18482 

1280 


It will be seen that with myristic acid the calculated percentage of 
acid in the distillate is just about proportional to the total pressure. 
In the case of lauric acid, although the percentage of acid increases with 
the total pressure, the increase is relatively less rapid. With oenan- 
thylic acid there is still an increase in the percentage of acid in the- 
distillate, but the ratio of the percentage of acid to the total pressure 
shows a marked fall as the pressure rises. 

Although butyric acid and the acids of still lower molecular weight 
are miscible with water in all proportions, one may calculate the values 

P D 

of —A- A to ascertain how they would behave on distillation with water 
l w l) w 

if they were insoluble in it and if their molecular weights were normal. 
The calculation indicates that if these conditions were fulfilled the per¬ 
centage weight of butyric acid “in the distillate would increase with rise 
of total pressure far more slowly than that of oenanthylic acid, while the 
percentage of acetic acid would actually diminish. 

One may therefore take it as a rule, with probably no exceptions, 
that when the insoluble aliphatic acids are distilled with water under a 
series of different pressures, the higher the molecular weight of the acid 
the more rapid is the relative increase in the percentage of acid in the 
distillate, with rise of total pressure. The results obtained by Kirkham 
are in conformity with this rule, but, as he points out, the problem is 
greatly complicated by the fact that the mixture distilled contains, in 
addition to water, a large amount of glycerol, in which the higher acids 
are nearly insoluble, as well as sodium sulphate and some free sulphuric 
acid. There are also relatively very large quantities of palmitic and 
oleic acids with which the lower acids are miscible in all proportions and 
which are themselves nearly non-volatilp at the temperature of distilla¬ 
tion. On the other hand the quantities of caprylic and capric acids are 
relatively very small indeed. 
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The presence of a large amount of non-volatile acids would certainly 
diminish the volatility of small quantities of the lower homologues, and 
Mr. Kirtham informs me that by adding margarine to butter the 
Polenske value and even the Reichert-Meissl value is actually lowered. 

Alcohols and Water. —All the alcohols—with the exception of methyl 
—form mixtures of minimum boiling point with water, but as the boiling 
points of the binary mixtures, up to amyl alcohol at any rate, follow the 
same order as those of the alcohols themselves, such reversals as are 
observed with the acids do not occur unless the amount of water, 
relatively to that of the soluble alcohols, is so large that the boiling 
point of the mixture of soluble alcohol and water is not far below 100° 
(». p. 289). . 

By the fermentation of sugar there are formed, in addition to ethyl 
alcohol, much smaller quantities of isopropyl, «-propyl, isobutyl, 
n-butyl, and inactive and active isoamyl alcohols. 

The boiling points of these alcohols (with the exception of active 
isoamyl alcohol, the boiling point of which differs *but slightly from 
* that of the inactive compound) and of their azeotropic mixtures with 
water are given below. 


Table 84 



Bolling poi 

Alcohol. 

nt (7C0 mm.). 

Azeotropic 

mixture. 

Ethyl alcohol. 

78-30 

78-15 

Isopropyl alcohol. 

82-44 

80-37 

n-Propyl alcohol. 

97-20 

87-72 

Isobutyl alcohol. 

108-08 

89-82 

n-Butyl alcohol. 

117-51 

92-25* 

Isoamyl alcohol. 

132-95 

95-15 


When the product of fermentation or “ mash ” is distilled through 
a very efficient still-head, such as the Coffey still, then,Reaving out of 
account volatile impurities such as aldehyde which are eliminated as a 
separate fraction, there are collected (o) the ethyl alcohol-water azeo¬ 
tropic mixture containing a slight excess of water, (b) fusel oil containing 
the higher alcohols and water with a certain amount of ethyl alcohol. 

The butyl and amyl alcohols are only partially miscible with water 
and the amyl alcohols are present in largest quantity. On cooling and 
standing two layers are formed, the upper layer consisting of the alcohols 
with a little water, the lower containing most of the water with a certain 
amount of the alcohols, chiefly ethyl and isopropyl—in solution. 

When the upper layer is redistilled the water soon passes over as an 
azeotropic mixture (or mixtures) and then the alcohols themselves can 

1 Reilly, Sci. Proc. Roy. Ml. Six., 1919. I# (N.S.), S97. 

* Leoat, loc. cit. 
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be collected. The separation of the dry alcohols should be easier than 
that of their azeotropic mixtures with water as the differences in boiling 
point are so much greater, and it is only the two isoamyl alcohols which 
cannot be separated from each other without great difficulty. Golodetz, 1 
however, states that with an efficient still-head he has obtained a better 
separation of substances non-miscible with water by steam distillation 
than without steam. 

1 Golodetz, “ Fractional Distillation with Steam,” ZeUschr. jthynik. Ghent., 1912, 78. 641 ; 
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SUBLIMATION 

Sublimation and Distillation.— The processes of sublimation and 
distillation are very closely allied ; in practice, indeed, no bard and fast 
line is drawn between them. 

There are three ways in which the vaporisation of a stable substance 
may take place :— 

(1) The substance is liquid under ordinary conditions; when heated 
it boils at a definite temperature depending on the pressure. 

(2) The substance is solid ; when heated it melts at a definite tem¬ 
perature ; when further heated it boils like an ordinary liquid. 

(3) The substance is solid; when heated it does not melt, but 
volatilises at a definite temperature depending on the pressure. 

So, also, condensation of vapour may take place in three ways :— 

(1) There may be liquefaction only. 

(2) Liquefaction may first take place, and then solidification. 

(3) There may be direct passage from the gaseous to the solid state. 

The term “ distillation ” is applied to vaporisation and subsequent 

condensation of the first kind. It should also be applied to vaporisation 
and condensation of the second kind since it is really liquid which is 
converted into vapour and which is first formed Ry condensation. 

The term “ sublimation ” ought, perhaps, only to b.e employed when 
the changes of state are of the third kind, but in that case it would 
rarely be used. Under certain conditions, however, a substance, when 
heated, may first melt and then boil, but, on cooling, it ma;f pass directly 
from the gaseous to the solid state. The process is then usually termed 
sublimation. 

Triple Point.— The majority of substances may, in fact, undergo 
either distillation or sublimation according to the pressure under which 
the vaporisation and condensation take place. This may be best under¬ 
stood by help of the diagram, Fig. 83, in which temperatures are 
measured as ordinates and pressures as abscissae. 

The curve Ac represents the boiling points of a substance, the curve 
ab its volatilising (subliming) points, and the curve ad its melting 
points under different pressures. The three curves intersect each other 
at the point a, called by James Thomson the “ triple point.” The 
temperature at a, measured vertically from the horizontal axis oy, gives 
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the melting point of the substance under the pressure (triple point 
pressure) represented by the horizontal distance of a from the vertical 
axis ox ; it is practically the same as the melting point under atmo¬ 
spheric pressure—generally a small fraction of a degree lower, but in 
the case of ice 0-0075° higher. The point a also represents both the 
volatilising point of the solid and the boiling point of the liquid under 
the triple point pressure. 

If a solid substance is heated under a pressure greater than the triple 
point pressure, its temperature rises until the melting point is reached ; 
then, after fusion, Sie temperature again rises until the liquid reaches 
its boiling point. The x 
melting point and boiling 
point under any given 
pressure are indicated by 
the intersection of a ver¬ 
tical line representing that £ 
pressure with the curves 5 
ad and ac respectively. 5 

If, however, the pres- g. 
sure is lower than the S 
triple point pressure, the 
solid substance cannot be 
melted, but, when heated, 
it volatilises without pre¬ 
vious fusion at a tempera¬ 
ture given by the intersec- C 
tion of the vertical line of 
constant pressure with the 
curve ab. [Although a solid cannot be melted when the pressure is 
lower than the triple point pressure, a liquid, under certain conditions, 
may be cooled below its freezing point without undergoing solidifica¬ 
tion ; it may, indeed* be made to boil at a temperature lower than 
the freezing point. This is indicated by the dotted line ae which is 
simply continuation of the curve ac.] 

The '••iple point pressure differs very greatly for different substances : 
in the vast majority of cases it is far lower than the atmospheric pressure, 
and therefore, under ordinary conditions, true sublimation rarely takes 
place. 

The following table gives the melting points, the boiling points 
under normal pressure, and the triple point pressures of a few sub¬ 
stances. Complete data have not been obtained for many others. 



[Table 
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Tablk 85 


Substance. 

Melting point. 

Boiling point 
(760 mm.). 

Triple point 
pressure. 

Water .... 

0° 

100° 

4-6 mm. 

Acetic acid . 

16-4 

118-5 

9-45 „ 

Benzene 

5-6 

80-2 

35-9 „ 

Bromine 

-7-1 

58-7 

44-5 „ 

Nitrogen 

- 214-0 

-193-1 

00 

Iodine .... 

114-3 

184-3 

91- 

Camphor 

180 

204 

380 

Mercuric chloride 

288 

303 

554 

Carbon hexachlorine . 

188 (about) 

188 (about) 

l atm. 

Arsenic trioxide . 

200 (about) 

? 

a little over I atm. 

Aluminium chloride . 

180-185 

? 


Arsenic .... 

>500 

? 


Carbon dioxide . 

-57 (about) 

(-78-2) 

about 5-3 atm. 


The triple point pressure of carbon dioxide is over five atmospheres ; 
hence when the liquid is allowed to escape from a cylinder in which it 
has been stored under pressure, that portion of it that escapes vaporisa¬ 
tion solidifies at once and cannot be melted again in an open vessel, 
but gradually volatilises at a temperature of about -78°. 

Arsenic and arsenious oxide volatilise without melting when heated 
under atmospheric pressure, and carbon hexachloride volatilises if the 
pressure is slightly lowered but melts and boils if the pressure is slightly 
raised. Water cannot exist as a stable liquid under a pressure lower 
than 4-6 mm. Below this pressure ice cannot be melted but volatilises 
at a temperature lower than 0° when heat is supplied. 

Volatilising Point.— The curve ba represents not only the volatilis¬ 
ing points of a solid under different pressures but also the vapour 
pressures of the solid at different temperatures, 1 just as the curve ac 
represents both the boiling points and the vapour pressures of the sub¬ 
stance in the liquid state ; the volatilising point of a solid may there¬ 
fore be defined in precisely the same way as the boiling point of a liquid. 

■ The volatilising point of a solid is the highest temperature attainable 
by the solid under a given pressure of its own vapour wl;en vaporising 
with a perfectly free surface and when heat reaches the surface from 
without. 

Dalton’s Law ol Partial Pressures. —Dalton’s law of partial pressures 
applies to the volatilising point of a solid just as it does to the boiling 
point of a liquid (p. 25) ( ; it is the partial pressure of the vapour, not 
necessarily the total pressure, on which the temperature depends. 

Iodine.—If a quantity of iodine is heated in a porcelain basin and 
a cold glass funnel or plate is held over it, the iodine will melt and boil 
in the basin, but crystals of solid iodine will be deposited on the funnel 

1 Young, Nature, 1881, 34, 239; Pottergson, ibid., p. 167 ; Knmsay and Young, JYaw. 
Roy. Soe., 1884, 176, 37 and 461; Phil. May., 1887 [VJ, 33, 61; Fischer, Wied. Ann., 1886, 
38, 400; Ferohe, i bid., 1891, 44, 266. 
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or plate. The heavy iodine vapour collects in the basin, so that its 
partial pressure in the atmosphere surrounding the substance soon rises 
above the triple point pressure, 91 mm., when fusion takes place ; but 
before reaching the cold glass surface the hot vapour becomes so diluted 
with air that the partial pressure falls below the triple point pressure, 
so that when condensation takes place the solid state is at once assumed. 
In the purification of crude iodine in France by “ sublimation,” the 
iodine is heated in earthenware retorts aa (Fig. 84), placed in a sand- 
bath B, and completely immersed in sand, so that condensation in the 
upper part of the retorts and necks may be prevented. The short necks 
of the retorts arc connected with large earthenware receivers cc, so that 
the iodine vapour, on entering the receivers, is rapidly diluted with air. 
The partial pressure falls below the triple point pressure and direct 
passage from the gaseous to the solid state takes place. The narrow 



is moist. 

The sublimation of the iodine obtained from “ caliche ” or crude 
sodium nitrate in Peru and Chili is carried out in a cast-iron retort to 
which is attached a series of wide cylindrical earthenware receivers or 
udeils connected together so that the condenser as a whole resembles 
a wide drain pipe. The principle is the same in both cases. 


Sulphur. —The purification of sulphur by “ sublimation,” with 
formation of flowers of sulphur, is carried out in a somewhat similar 
manner, but the triple point pressure of sulphur is far lower than that 
of iodine. When sulphur is boiled in an ordinary glass retort the forma¬ 
tion of small quantities of flowers of sulphur may always be observed in 
the upper part of the retort before the air has been expelled, but when, 
after expulsion of the air, the vapour condenses in the neck of the retort, 
liquid sulphur is formed. 


Q 
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On the large scale crude sulphur is melted in the pot a (Fig. 85), 
whence it flows, at a rate regulated by the valve n, through the pipe c 
into the retort d. It is there boiled and the vapour passes through the 
wide pipe ee into the large brick chamber r. The sulphur vapour 
diffuses into the air so that its partial pressure rapidly falls and, so long 
as the temperature of the chamber is well below the melting point of 
sulphur, condensation with formation of flowers of sulphur takes place. 
If the temperature of the chamber is allowed to rise above about 112° 
liquid sulphur is condensed and this is allowed to flow, as required, 
through a hole in the plate a and is collected in the pot H. The 



chamber can be shut off from the retort by means of the valve j, and a 
workman is then able to enter the chamber through a side door. 

Anthracene - In the purification of crude afithracenc by passing 
superheated steam over the melted substance and condensing the vapour 
in a chamber by jets of cold water, the steam acts as an indifferent gas, 
and the partial pressure of the anthracene vapour is probably below the 
triple point pressure when condensation takes place. r 

ArsenioUS Oxide.- The triple point pressures of arsenic and of 
arsenious oxide aro higher than the atmospheric pressure, and when 
these substances are heated and their vapours.are condensed true 
sublimation takes place. The method adopted in Silesia in the case of 
arsenious oxide is illustrated by Fig. 86. The crude arsenious oxide, 
obtained by roasting arsenical pyrites or other arsenical ores, is placed 
in the iron pots aa, which are heated each by its own furnace bb. 
Above the pots are iron cylinders cc covered with caps dd. The 
arsenious oxide which escapes condensation in the cylinders passes 
through the pipes ee into the chamber or chambers p. The sublimed 
oxide is obtained either as a hard vitreous cake or as a loose friable mass 
according to the temperature at which the operation is conducted. 
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In Wales the vitreous “ white arsenic ” or arsenic glass is obtained 
by causing the sublimation to take place under slightly increased 
pressure. The crude oxide is heated in a cast-iron pan over which is 
placed a bell-shaped cover with a hole at the top. After the introduc¬ 
tion of the crude oxide, %e hole is closed by a plug so that the pressure 
rises to some extent when the pan is heated. The white arsenic con¬ 
denses on the cover as a transparent glass. 

In the preparation of arsenious oxide, by roasting arsenical ores, or 
when the sublimation takes place in a furnace through which the hot 



FIO. sn. 


gases pass as well as the vapour of the oxide, the light sublimate is very 
liable to be carried away, and it is usual to conduct the gases through 
very long flues or through a series of condensing chambers. Electrical 
methods of causing the deposition of fine particles are now, however, 
employed for many purposes. 

Ammonium Chloride.—-When ammonium chloride is heated it 
does not melt but undergoes almost complete dissociation into ammonia 
and hydrogen chloride, these substances recombining when the tempera¬ 
ture falls. The purification of ammonium chloride by sublimation 
differs, therefore, from that of arsenious oxide in so far that there is 
dissociation and recombination in place of vaporisation and condensa- 
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tion, but the methods employed in practice are very similar. The 
crude ammonium chloride is heated in large cast-iron pots a (Fig. 87), 
and the sublimate forms on flat or concave iron covers b, which rest 
on the pots. 

Smaller earthenware or glass vessels are also used for the sublimation 
of ammonium chloride, and the crude chloride is sometimes mixed with 
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animal charcoal to remove the colouring matters derived from tar, or 
with calcium superphosphate or ammonium phosphate to prevent the 
sublimation of any ferric chloride that may be present. 

It is obvious that in the process of sublimation nothing in the nature 
of an improved still-head can be used, and if the vapour is conveyed 
through tubes or pipes, they must be very wide to avoid blocking. 

For the sublimation of naphthalene see p. 389. 



APPENDIX 


Correction of Height of Barometer for Temperature. The atmo¬ 
spheric pressure is usually expressed in millimetres of mercury read at, or 
3orrected to, 0°. In practice the height, H, of the barometer is read at the 
temperature of the room, t, and the value at 0' calculated by means of one of 
bho two following equations :— 

1. H 0 ~H - 0-000172 Hi if the scale is etched on the glass ; or 

2. Hq=H - 0-000161 Ht if a brass scale is used. 

In Table 86 the values of 0’000172 Ht are given for each degree from 10° 
bo 30° and for pressures at intervals of 10 mm. from 720 to 780 mm. ; and in 
Table 87 the values of 0-000161 Ht for the same temperatures and pressures, 
[f the readings are smaller than 720 mm., it is convenient to plot the correc¬ 
tions against the pressures from 0 to, say, 800 mm. for alternate degrees from 
10° to 30° on curve paper. The correction for any pressure up to 800 mm., 
it any temperature between 10 J and 30°, may then be easily ascertained from 
the diagram. 

Table 86 


Glass Scale.—Values of 0-000172 Ht. 


t. 



Height of column of mercury. 



720. 

730. 

740. 

750. 

7(10. 

770. 

7K0. 

10 

1-25 

l-2;> 

1 25 

1*3 

1*3 

1-35 

1*35 

11 

1 35 

1-4 

1A 

1-4 

1 -45 

1 45 

1*45 

12 

1-5 

1-5 

1-55 

1 55 

1-55 

10 

10 

13 

1-6 

105 

1 65 

1*7 

1*7 

17 

1 -75 

14 

1-75 

1*75 

1-8 

1-8 

1*85 

1-85 

1*9 

15 

1-85* 

1*9 

1-9 

1-95 

1-95 

2 0 

2-0 

10 

2-0 

2 0 

2-05 

2 05 

2-1 

21 

2 15 

17 

21 

2-15 

2 15 

2-2 

2-2 

2-25 

2-3 

IS 

2-25 

2-25 

2-3 

2-3 

2-35 

2-4 

2-4 

19 

2-35 

2-4 

2-4 

2-45 

2-5 

2-5 

2-55 

20 

2-5 

2-5 

2-55 

2-55 

2-6 

2-05 

2-7 

21 

2-6 

2-65 

2 05 

2-7 

2-75 

2-75 

2-8 

22 

2-7 

2-75 

2-8 

2-85 

2-9 

2-9 

2*95 

23 

2-85 

2-9 

2-95 

2-95 

3-0 

3 05 

3*1 

24 

2-95 

30 

3-05 

3-1 

315 

3-2 

3*2 

26 

3-1 

3 15 

3-2 

3-2 

3-25 

3-3 

3-35 - 

26 

3-2 

3-25 

3-3 

3-35 

3-4 

3-45 

3-5 

27 

3-35 

3-4 

3-45 

3-5 

3-55 

3-8 

3-65 

28 

3-45 

35 

3-55 

30 

3-65 

3-7 

3-75 

29 

3-6 

3-65 

3-7 

3-75 

3-8 

3-85 

3-9 

30 

3-7 

3-76 

3-8 

3-85 

3-9 

3-95 

4-0 
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Table 87 

Brass Scale.—Values of 0 0001(51 III. 


t. 



Height of column of mercury. 




720. 

730. 

740. 

750. 

700. 

770. 

780. 

10 

115 

12 

1-2 

1-2 

1*2 • 

1 '25* 

1*25 

11 

1-3 

1-3 

1-3 

1 -35 

1 *35 

1-35 

14 

12 

1-4 

1-4 

1-45 

1 -45 

1 45 

1-5 

15 i 

13 

1-5 

1-55 

1 -55 

1 -55 

Hi 

Hi 

1*05 ! 

14 

1(1 

I -65 

1 -65 

1-7 

1-7 

l 75 

1-75 

15 

175 

1 75 

1-8 

1-8 

1*85 

1*85 

1-9 

16 

1 -85 

1-9 

1-9 

1 -95 

1 -95 

2-0 

2-0 I 

17 

1-95 

2-0 

2 05 

2 05 

2-1 

2-1 

2 15 ; 

18 

21 

2-1 

2*15 

2*15 

2-2 

2*25 

2*25 ; 

10 

2-2 

2-25 

2*25 

2-3 

2-3 

2*35 

24 | 

20 

2-3 

2*35 

2-4 

24 

2 45 

2-5 

2-5 

21 

2*45 

2-45 

2-5 

2-55 

2*55 

2-0 

2-05 

22 

2-55 

2-6 

2 0 

2 05 

2-7 

2-75 

2-75 j 

23 

2 05 

2-7 

2-75 

2- 75 

2-8 

2*85 

2-9 

24 

2-8 

2-8 

2-85 

2-9 

2-95 

3 0 

30 

25 

2-9 

2-95 

3 0 

3-0 

3 05 

31 

3-15 ' 

26 

3 0 

3 05 

31 

3 15 

3-2 

3-3 

3 25 

27 

3 15 

3-15 

3*2 

3-25 

3*3 

3-35 

3-4 ! 

28 

3-25 

3-25 

3'35 

3 4 

3*45 

345 

3*5 

29 

3-35 

3-4 

3-45 

3-5 

3-55 

3 0 

3 05 

30 

3-5 

3-5 

3-55 

3-6 

3 05 

3-7 

3-75 
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APPENDIX 


Y*si.»s of Essential Oils 


Ajowan .... 
Aniseed, Russian 
Backnousiu eltrjpdoria leaves 
Bay leaves 

Bitter almonds . ® . 

Black pepper . 

Bols de m .we 
• ®Buchu*leavea 

Calamus root (dried) . 
Camomile llowers, English . 

„ „ German . 

Cananga .... 
Caraway seeds , 

Camphor leaves . 

Cardamom seeds, Malabar . 
Cedarwood 

Celery seeds . . , 

Cinnamon wood . *. . *. 

„ leaves 

Citronella grass, X’eyloneae . 

„ „ Javan 

Cloves .... 

,, steins . 

Coriander fruit, Russian 

„ E. Indian . 
CjjbcM fruit, Javan . 

Cumin fruit 

Dill seeds .... 
Kstragon .... 
Eucalyptus (various) . 

. ,,, Amygdallna 
* " Globulus . 

Frankincense 

Fie bane .... 
Fennel seeds 
Geranium rose . 

Ginger root, Jamaican 
„ „ Cochin . 

Glngergrass 
Hops 

Hyssop .... 
Juniper berries, Italian 
„ „ French 

„ y „ Hungarian - 
Laurel leaves 


3 0—4 0 

I- 5—0-0 
0-7 

II— 1-4 
0-5—10 

. 1 ( 4-2 3 
00—10 
0-8—2-5 
Hi—3-5 
0-2—0-35 
0-35—0-51 


0-23—3-0 
3g5—8-U 
2-5-5-0 
2-5—3*0 
0-5—10 
1-8 

0-25—1-0 
0 5—0-7 
15—23-1 
5—0 
0 - 8—10 
0-15—0-2 
10-0—18-0 
* 2 5 -4-5 
2-5—4 0 
0-1—0 4 
018-4-2 

4- 2 
0 - 1)2 

5— 0 

0 - 20 - 0-00 
4—0 
0 - 1 — 0-2 
2—3 
1-6 
0-1 

0-3—1 

0-07—0-29 

1-15 


f Lavctdi-r, French . 

;| „ English . 

!j „ Spike 

’j f.lnaioc wood, Mexican 
:! Ivemouumss, E. Indian 
i! „ VV. Indian 
Mustard, black seeds 
Myrrh ... • 

Ncroll llowers . • 

, Nutmegs . . * . 

, Origanum, Italian 
:j Smyrna . 

;j Orris root .... 

: Parsley. 

' Patchouli, Singapore, dried leaves 
Petitgrain, leaves and twigs 
Pimento berries 
i Palmarosa grass 
Pennyroyal leaves, N. Amerlean 
i Peppermint, Japanose 
American 
English 
,, Italian . 

! Hos<-nuiry leaves 
! line ..... 
j Hose, Otto, Bulgarian 
j| Sage leaves, Dalmatian 
Sandalwood, W. Indian 
'! „ Indian . 

;! Spearmint, N. American 
Savin leaves .... 
Snake root .... 
star aniseed, Chinese 

• Sassafras rind 

■ „ wlioie root. 

I Storax . 

i Tansy, N. American . 

; Thyme, French 

• Thuja leaves .... 

; Valerian root .... 
i Vertlvert r<x>t .... 

Wlnte.rgrcci], tmuIUieria . 
f , birch . 

; Wormsced ... 


0-5—1 0 
0-8—1-7 
0-5-11 
7—9 

0-2—0-20 
0 24-0-4 
0-5- 1 
2- M) 

0-080—0-15 
4— 15 

2— 3 

1- 4-2 4 
01 - 0-2 

2- 0- i 
0-2—0'4 

3- 4-5 
0-3-1-74 
0-8—10 

1—10 
0 - 1 — 1-0 
0-4—10 
0 02—0 025 
1—2 
0 06 
U -02 
I 3~ 2-5 
I -3— ’3*5 
2 - 6—8 0 
03 
3—6 
1-3 
3-3-5 
3-9 
1 
1 

0 1 — 0-2 
0-2—0-5 

0-4—0-86 
0 - 6—1 
04—2 
0-55—C8 
0 6-0-7 
0-86—2 
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TablI 126 

Amount of Substance in a Steam Distillate* 


Substance. 


Styrcno. 

Pinene . 
Benzaldehyde 
Cymene 
Limonene 
Linalool 
Acetophenone 
Menthol 
Benzyl alcohol 
Carvone 
Camphor 
Anetnole 

Cinnamic aldehyde 
Eugenol 
Santalol . * 
Gerffniol 


Per cent by weight of substance. 

76 mm. 

7f0 mm. 

3040 mm. 





57-0 


i 

05-6 


22-5 

31-4 

38-2 


45*7 



40-0 



18-2 

c 

10-4 

18*5 

23 1 


120 



10-2 

17*1 


9-7 

... 

9-8 

21-5 r 

24-2 


71 



3« 



1-7 

t.. 


0-5 



6-6 

r 


' Reohenberg, pp. 349, 300, 303 


Table 127 

Average Oil-Content of Steam Distillates from Undried Essential 
Oil-bearing Raw Materials* 


Material. 1 Per cent oil. 

Material. 

Per cent oil. 

Ajowan seeds 

Angelioa seeds . 
Aniseeds . 

Bay leaves . 

Ceaarwood. 

Cubeba . • 

Ginger root 

Coriander seed 

Caraway seeds . 

0-77 

0*2 

0-8—1*2 
0-70 
1-1-4 
1-2 

0-3 

0-56 

2-2—3 

Cloves 

Patchouli leaves . 

’ Peppermint 

Pimento 

Sandalwood, W.l. 

Celery seeds 

Verfcivert root 

Cinnamon . 

0'6—0-9 
TH2 

01 

018 

0-2—0-34 ’ 
0-17 

002 

0-32 


* Cf. Rec hen berg, p. 362. 













Booms Points 


Substance. 

Mm. pressure. 

700 i 

Kft 

•so 

30 

20 

10 

5 


• 

0 

0 

0 

0 

0 

„ 

„ 


a-Plnene . 

150 

92 

79 

63 

53 

38 

22 


Camphene* 

1G0-5 



i 

62 

40 



n-Me-cresy] ether 

171 



70 



Me. heptcnouc . 

173 








fl'Cymeno 

174-3 





57 



Bylvestreue 
liPhellandrenc . 

175 





! 

175 







0-Phellandrenc . 

175 



* 



1 

Llmonenc . 






M 

! 

Me. bepteuol 

175-6 





05 

Kucalyptole 
Benzaddeliyde . . a 

176 
178 3 

112-5 

05-3 

83-5 

00 

75-2 

54 

620 

50-1 

42S(3)89-S(1) 

Terplnolene 

186 




87 

09 


Fenchone . 

191 


. 


83 




Me-heptyl ketone 
Androl 

195 

198 

* 



80 

74 



♦Unalooi . 

198 



101 

93 

81 

68 ' 


Thujone . , 

201 



1 93 

80 


Acetophenone . 

201-5 

133-2 

114-7 

102-4 

93-4 

79-0 

650 


MQ-PuJegone 






H7 



isfr-Pulegol 

Cflronellal 

205 



100 

90 

87 

84 



Camphor . 

200 

138-7 

118-8 

104-0 

95-8 

82-0 

71 *1 


Menthone. 

207 



• 





0-Terplneol 

209-5 





90 



Borneol . 

212 



• 





Menthol . 

213 0 





90 

00 


Me. chavicolc . 

210 



113 

93 

81 



Phenyl ethyl alcohol . 

219 


136 » 

124 

no 

101 



a-Terplneol 

219 




110 

98 



Linalyl acetate . • . 

220 . 



120 

112 

90 



Pulegone . 

Pulegol 

221 


123 

114 

100 

111 

94 

98 

t 


1 Dlhydrocltronellol 





115 

m 


% 

pihydrocarvool. 
DUiydrocarvone 

222 

223 




118 

100 

jl05 

94 


Bornyl acetate . 

223 




113 

98 



Me. salicylate 

223 





95 



Citronellol 

220 




122 

HI 

09 



220-5 



128-7 

120-3 




Menthvl acetate 

Neryl formate . 

227 



124 

114 

115 

102 



Cltral ... 

** 




11H 

106 



Cltronellyl formate . 





riL 99 


6 

Carvone . 

230 


137 

125 

nr, 

102 

90 

31-5(0-2) 

Geraniol . • 

230 




124 

no 

101 


Et. sallcjilato . 

231-5 


139-1 

127-1 

110-0 

104-8 



Thymol . 

231-8 





109 



Curalc aldehyde 

232 

158 0 

138-1 

125-6 

117-9 

103-5 

91-0 


Safrole 

233 




123 

107 

93 


Anethole . 

235 





106 

89 


Ph-Pr-alcohol . 

235 





no 



Geranyl formate 

* 




118-5 

102-6 



Neryl acetate . 
Carvacrol. 

237 



1370 

129-5 

113 



Chavicolc . 

Cltronellyl acetate . 

237 




120 

113 



Geranyl acetate 

245 




133 

119 



Cinnamic aldehyde 

247 




138 

121 



Me. eugenole 

Anisic aldehyde 

248 

248 





127 

94 


Iooone 

-•V 





123 



Kugenol . 

250-5 



146 


123 



a-Sant&leno 

MO-Safrol. 

253 

254 






107 5 


Betelpbenol 

254 





127 



dunamyl alcohol 

257-5 





cal 38 





. 



149 

133 



Caryophyllene . 
Uo-Etifenol 

200 

201 

193 



150 

120 

132 

117 


HeUotroolne 

Me-to-Eugenole 

263 




149 

135 



263 








Anise ketone 

263 








0-Santakme 

Me. anthraalfcte 

263 




141 

124 


* 

Cadinene . 

274 






131 


Vanillin . 

285 





155 



MyristJdn 





158 

142 



Cumartn . 

290-5 





152 



■-Santalol 

301 





160 



£8aata2ol 

Wats 

309 

100 

61-7 

38-3 

29-9 

22 3 

168 

Ill 

13 










